
PREPARATION  –  1GR-FE LUBRICATION PP–27

PP

EQUIPMENT
Hexagon wrench

Feeler gauge

Precision straight edge

Torque wrench

Vernier caliper

Dial indicator with magnetic base

Sand paper

Wooden block

Chain block

Straight edge
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PP–28 PREPARATION  –  1GR-FE LUBRICATION

PP

LUBRICANT
Item Capacity Classification

Oil grade - API grade SM, Energy-Conserving or ILSAC 
multigrade engine oil, SAE 5W-30

w/ Oil filter change (for 2WD) 4.5 liter (4.8 US qts, 4.0lmp. qts) -

w/ Oil filter change (for PRE RUNNER and 
4WD) 5.2 liter (5.5 US qts, 4.6 lmp. qts) -

w/o Oil filter change (for 2WD) 4.2 liter (4.4 US qts, 3.7 lmp. qts) -

w/o Oil filter change (for PRE RUNNER and 
4WD) 4.9 liter (5.2 US qts, 4.3 lmp. qts) -

Dry fill (for 2WD) 5.6 liter (5.9 US qts, 4.9lmp. qts) -

Dry fill (for PRE RUNNER and 4WD) 6.0 liter (6.3 US qts, 5.3lmp. qts) -
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