SERVICE SPECIFICATIONS — SUSPENSION

SS-71

SUSPENSION
SERVICE DATA

2WD

Vehicle height TRN220L-TRMDKA A-B 87 mm (3.43in.)
(P215/70R15) C-D 48 mm (1.89in.)
TRN220L-TRPDKA A-B 88 mm (3.46 in.)
(P215/70R15) C-D 48 mm (1.89in.)
TRN225L-CRMDKA A-B 86 mm (3.39in.)
(P215/70R15) C-D 50 mm (1.97 in.)
TRN225L-CRPDKA A-B 87 mm (3.43in.)
(P215/70R15) C-D 50 mm (1.97 in.)
GRN225L-CRFDKA A-B 118 mm (4.65 in.)
(P255/45R18) C-D 85 mm (3.351in.)

Toe-in TRN220L-TRMDKA A+B 4.8' +- 6.5' (0.081° +- 0.108°)
(P215/70R15) C-D 0.96 +- 2 mm (0.038 +- 0.08 in.)
TRN220L-TRPDKA A+B 4.3'+- 6.5' (0.072° +- 0.108°)
(P215/70R15) C-D 0.86 +- 2 mm (0.034 +- 0.08 in.)
TRN225L-CRMDKA A+B 5.3'+- 6.5' (0.089° +- 0.108°)
(P215/70R15) C-D 1.06 +- 2 mm (0.042 +- 0.08 in.)
TRN225L-CRPDKA A+B 4.8'+- 6.5' (0.081° +- 0.108°)
(P215/70R15) C-D 0.96 +- 2 mm (0.038 +- 0.08 in.)
GRN225L-CRFDKA A+B 1.8' +- 6.5' (0.030° +- 0.108°)
(P255/45R18) C-D 0.36 +- 2 mm (0.014 +- 0.08 in.)

Wheel turning angle Inside wheel 38°48' (36°48' to 39°48")

38.80° (36.80° to 39.80°)

Outside wheel
(Reference)

32°30' (30°30' to 33°30')
32.50° (30.50° to 33.50°)

Camber TRN220L-TRMDKA . , . o
(P215/70R15) 0°13' +- 45' (0.22° +- 0.75°)
TRN220L-TRPDKA . , - o
(P215/70R15) 0°12' +- 45' (0.20° +- 0.75°)
TRN225L-CRMDKA oa , o o
(P215/70R15) 0°14' +- 45' (0.24° +- 0.75°)
TRN225L-CRPDKA . , o o
(P215/70R15) 0°13' +- 45' (0.22° +- 0.75°)
GRN225L-CRFDKA . , o o
(P255/45R18) -0°40" +- 45' (-0.66° +- 0.75°)

Right-left error 30' (0.50°) or less
Caster TRN220L-TRMDKA

(P215/70R15)

3°52' +- 45' (3.86° +- 0.75°)

TRN220L-TRPDKA
(P215/70R15)

3°52' +- 45' (3.86° +- 0.75°)

TRN225L-CRMDKA
(P215/70R15)

4°01" +- 45' (4.01° +- 0.75°)

TRN225L-CRPDKA
(P215/70R15)

4°01' +- 45' (4.02° +- 0.75°)

GRN225L-CRFDKA
(P255/45R18)

5°09' +- 45' (5.15° +- 0.75°)

Right-left error

30' (0.50°) or less




SS-72

SERVICE SPECIFICATIONS — SUSPENSION

Steering axis inclination

TRN220L-TRMDKA
(P215/70R15)

10°42' +- 45' (10.70° +- 0.75°)

TRN220L-TRPDKA
(P215/70R15)

10°44' +- 45' (10.73° +- 0.75°)

TRN225L-CRMDKA
(P215/70R15)

10°41' +- 45' (10.69° +- 0.75°)

TRN225L-CRPDKA
(P215/70R15)

10°42' +- 45' (10.70° +- 0.75°)

GRN225L-CRFDKA
(P255/45R18)

11°34' +- 45' (11.56° +- 0.75°)

Upper arm ball joint turning
torque

4.5 N*m (46 kgf*cm, 40 in.*Ibf) or less

Lower arm ball joint turning
torque

3.0 N*m (31 kgf*cm, 27 in.*Ibf) or less

Stabilizer link ball joint turning
torque

2.0 N*m (20 kgf*cm, 18 in.*Ibf) or less

Pre-Runner (North America)

Vehicle height

TRN260L-TRMDKA A-B 62 mm (2.44 in.)
(P245/75R16) c-D -47 mm (-1.85 in.)
TRN265L-CRMDKA A-B 60 mm (2.36 in.)
(P245/75R16) c-D -47 mm (-1.85 in.)
GRN265L-CRFDKA A-B 66 mm (2.60 in.)
(P245/75R16) c-D -44 mm (-1.73 in.)
GRN265L-CRFDKA A-B 69 mm (2.72 in.)
(P265/70R16) c-D -46 mm (-1.81 in.)
GRN265L-CRFDKA A-B 66 mm (2.60 in.)
(P265/65R17) c-D -44 mm (-1.73 in.)
GRN265L-CRADKA A-B 63 mm (2.48 in.)
(P245/75R16) c-D -44 mm (-1.73 in.)
GRN265L-CRADKA A-B 70 mm (2.76 in.)
(P265/70R16) c-D -45 mm (-1.77 in.)
GRN265L-CRADKA A-B 63 mm (2.48 in.)
(P265/65R17) c-D -44 mm (-1.73 in.)
GRN265L-PRADKA A-B 64 mm (2.52 in.)
(P245/75R16) c-D -39 mm (-1.54 in.)
GRN265L-PRADKA A-B 62 mm (2.44 in.)
(P265/70R16) c-D -43 mm (-1.69 in.)
GRN265L-PRADKA A-B 64 mm (2.52 in.)
(P265/65R17) c-D -39 mm (-1.54 in.)
GRN270L-PRADKA A-B 65 mm (2.56 in.)
(P245/75R16) c-D -38 mm (-1.50 in.)
GRN270L-PRADKA A-B 65 mm (2.56 in.)
(P265/65R17) c-D -38 mm (-1.50 in.)




SERVICE SPECIFICATIONS — SUSPENSION

SS-73

Toe-in TRN260L-TRMDKA A+B 7.3'+-6.5'(0.121° +- 0.108°)
(P245/75R16) c-D 1.64 +- 2 mm (0.065 +- 0.08 in.)
TRN265L-CRMDKA A+B 8.6' +- 6.5' (0.144° +- 0.108°)
(P245/75R16) c-D 1.94 +- 2 mm (0.076 +- 0.08 in.)
GRN265L-CRFDKA A+B 4.6' +- 6.5' (0.077° +- 0.108°)
(P245/75R16) c-D 1.04 +- 2 mm (0.041 +- 0.08 in.)
GRN265L-CRFDKA A+B 2.7 +- 6.5' (0.044° +- 0.108°)
(P265/70R16) c-D 0.60 +- 2 mm (0.024 +- 0.08 in.)
GRN265L-CRFDKA A+B 4.6' +- 6.5' (0.077° +- 0.108°)
(P265/65R17) c-D 1.05 +- 2 mm (0.041 +- 0.08 in.)
GRN265L-CRADKA A+B 6.6' +- 6.5' (0.110° +- 0.108°)
(P245/75R16) c-D 1.48 +- 2 mm (0.058 +- 0.08 in.)
GRN265L-CRADKA A+B 2.0' +- 6.5' (0.033° +- 0.108°)
(P265/70R16) c-D 0.45 +- 2 mm (0.018 +- 0.08 in.)
GRN265L-CRADKA A+B 6.6' +- 6.5' (0.111° +- 0.108°)
(P265/65R17) c-D 1.50 +- 2 mm (0.059 +- 0.08 in.)
GRN265L-PRADKA A+B 5.2' +- 6.5' (0.087° +- 0.108°)
(P245/75R16) c-D 1.18 +- 2 mm (0.046 +- 0.08 in.)
GRN265L-PRADKA A+B 6.6' +- 6.5' (0.110° +- 0.108°)
(P265/70R16) C-D 1.49 +- 2 mm (0.059 +- 0.08 in.)
GRN265L-PRADKA A+B 5.3' +- 6.5' (0.089° +- 0.108°)
(P265/65R17) C-D 1.20 +- 2 mm (0.047 +- 0.08 in.)
GRN270L-PRADKA A+B 4.6' +- 6.5' (0.077° +- 0.108°)
(P245/75R16) C-D 1.04 +- 2 mm (0.041 +- 0.08 in.)
GRN270L-PRADKA A+B 4.6' +- 6.5' (0.077° +- 0.108°)
(P265/65R17) C-D 1.05 +- 2 mm (0.041 +- 0.08 in.)

Wheel turning angle Inside wheel 40°18' (38°18' to 41°18")

40.30° (38.30° to 41.30°)

Outside wheel
(Reference)

35°54' (33°54' to 36°54')
35.90° (33.90° to 36.90°)

Camber

TRN260L-TRMDKA

0°35' +- 45' (0.59° +- 0.75°)

(P245/75R16)

:g’igf%é;MDKA 0°37' +- 45' (0.62° +- 0.75°)
g,';i‘ggz'gfgmm 0°31' +- 45' (0.52° +- 0.75°)
ggggg%EfSFDKA 0°28' +- 45' (0.47° +- 0.75°)
(GP'_‘;E'EZ.;"F;%FDKA 0°31' +- 45' (0.52° +- 0.75°)
gii‘ggi;fgwm 0°35' +- 45' (0.58° +- 0.75°)
gig‘gg%;fgwm 0°27' +- 45' (0.45° +- 0.75°)
g:g‘szgz;f%wm 0°35' +- 45' (0.58° +- 0.75°)
322'52255;?;“3“ 0°32' +- 45' (0.54° +- 0.75°)
(GP'_‘;g'ggSO'E?;ADKA 0°35' +- 45' (0.58° +- 0.75°)
(GPR;EEE.’SS'ET%ADKA 0°32' +- 45' (0.54° +- 0.75°)
CRN2T0L PRADKA 031" +- 45 (0.52° +- 0.757)
CRN2T0L PRADKA 031" +- 45 (0.52° +- 0.757)

Right-left error

30' (0.50°) or less




SS-74

SERVICE SPECIFICATIONS — SUSPENSION

Caster

TRN260L-TRMDKA

1°41' +- 45' (1.68° +- 0.75°)

(P245/75R16)

(TpRzliéfstF-eig)MDKA 1°46' +- 45' (1.77° +- 0.75°)
(c;jz%gilaclngDKA 1°55' +- 45' (1.92° +- 0.75°)
gzr;szgilacl:gFDKA 1°56' +- 45' (1.93° +- 0.75°)
EBFSZJSZZEEEF;FDKA 1°56' +- 45' (1.94° +- 0.75°)
gg%gsgjlﬁgADKA 1°53" +- 45' (1.89° +- 0.75°)
g;lglgg%lﬁ;ADKA 1°59" +- 45' (1.98° +- 0.75°)
(GP|;|(\5152255|EE7F;ADKA 1°53' +- 45' (1.89° +- 0.75°)
53';?52/6755;-1?)ADKA 2°01' +- 45' (2.01° +- 0.75°)
gggggg;igwm 1°58' +- 45' (1.96° +- 0.75°)
gggégigfgwm 2°01' +- 45' (2.01° +- 0.75°)
(GF)IEIIS;%IETSADKA 2°07' +- 45' (2.11° +- 0.75°)
szrgg;%;s%ADKA 2°08' +- 45' (2.13° +- 0.75°)

Right-left error

30' (0.50°) or less

Steering axis inclination

TRN260L-TRMDKA

11°52' +- 45' (11.86° +- 0.75°)

(P245/75R16)

(TPRZIZI??S;-&?;MDKA 11°50" +- 45' (11.83° +- 0.75°)
5322152255;(135':0“ 11°56' +- 45' (11.93° +- 0.75°)
;ZZ;E%ES;FDKA 11°59" +- 45' (11.99° +- 0.75°)
gzgggz:f;mm 11°56' +- 45' (11.93° +- 0.75°)
EBF)F;TSZEZIE?;ADKA 11°53' +- 45' (11.88° +- 0.75°)
E‘;}ZZ:E%E%ADKA 12°00' +- 45' (12.00° +- 0.75°)
E;FEZSZESSIE?;ADKA 11°53' +- 45' (11.88° +- 0.75°)
E;R;ESZ/GYSSIEESADKA 11°55' +- 45' (11.91° +- 0.75°)
%2252/675(;5;@“ 11°53' +- 45' (11.88° +- 0.75°)
E'BDFZEI;ZF;EE%ADKA 11°55' +- 45' (11.91° +- 0.75°)
E;Z%;%IETSADKA 11°56' +- 45' (11.93° +- 0.75°)
E'SDF;ISSZL(;ET;ADKA 11°56' +- 45' (11.93° +- 0.75°)

Upper arm ball joint turning
torque

4.5 N*m (46 kgf*cm, 40 in.*Ibf) or less

Lower arm ball joint turning
torque

3.0 N*m (31 kgf*cm, 27 in.*Ibf) or less

Stabilizer link ball joint turning
torque

2.0 N*m (20 kgf*cm, 18 in.*Ibf) or less




SERVICE SPECIFICATIONS — SUSPENSION

SS-75

Pre-Runner (Mexico)

Vehicle height GRN265L-PRADKA A-B 53 mm (2.09 in.)
(P245/75R16) c-D -51 mm (-2.01 in.)
GRN265L-PRADKA A-B 53 mm (2.09 in.)
(P265/65R17) c-D -51 mm (-2.01 in.)

Toe-in GRN265L-PRADKA A+B 12.7' +- 6.5' (0.212° +- 0.108°)
(P245/75R16) c-D 2.87 +- 2 mm (0.113 +- 0.08 in.)
GRN265L-PRADKA A+B 12.9' +- 6.5' (0.215° +- 0.108°)
(P265/65R17) c-D 2.91 +- 2 mm (0.115 +- 0.08 in.)

Wheel turning angle Inside wheel 40°18' (38°18' to 41°18')

40.30° (38.30° to 41.30°)

Outside wheel

35°54' (33°54" to 36°54")

(Reference) 35.90° (33.90° to 36.90°)
Camber GRN265L-PRADKA . , o o
(P245/75R16) 0°43' +- 45' (0.71° +- 0.75°)
GRN265L-PRADKA oo , o o
(P265/65R17) 0°43' +- 45' (0.71° +- 0.75°)
Right-left error 30' (0.50°) or less
Caster GRN265L-PRADKA

(P245/75R16)

1°38' +- 45' (1.64° +- 0.75°)

GRN265L-PRADKA
(P265/65R17)

1°38' +- 45' (1.64° +- 0.75°)

Right-left error

30' (0.50°) or less

Steering axis inclination

GRN265L-PRADKA
(P245/75R16)

11°44' +- 45' (11.74° +- 0.75°)

GRN265L-PRADKA
(P265/65R17)

11°44' +- 45' (11.74° +- 0.75°)

Upper arm ball joint turning
torque

4.5 N*m (46 kgf*cm, 40 in.*Ibf) or less

Lower arm ball joint turning
torque

3.0 N*m (31 kgf*cm, 27 in.*Ibf) or less

Stabilizer link ball joint turning
torque

2.0 N*m (20 kgf*cm, 18 in.*Ibf) or less

4WD
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Vehicle height

TRN240L-TRMDKA A-B 63 mm (2.48 in.)
(P245/75R16) c-D -45 mm (-1.77 in.)
TRN245L-CRMDKA A-B 63 mm (2.48 in.)
(P245/75R16) c-D -44 mm (-1.73 in.)
GRN245L-CRFDKA A-B 69 mm (2.72 in.)
(P245/75R16) cD -40 mm (-1.57 in.)
GRN245L-CRFDKA A-B 71 mm (2.80 in.)
(P265/70R16) cD -43 mm (-1.69 in.)
GRN245L-CRFDKA A-B 69 mm (2.72 in.)
(P265/65R17) c-D -41 mm (-1.61 in.)
GRN245L-CRADKA A-B 65 mm (2.56 in.)
(P245/75R16) c-D -41 mm (-1.61 in.)
GRN245L-CRADKA A-B 71 mm (2.80 in.)
(P265/70R16) c-D -43 mm (-1.69 in.)
GRN245L-CRADKA A-B 65 mm (2.56 in.)
(P265/65R17) c-D -41 mm (-1.61 in.)
GRN245L-PRFDKA A-B 64 mm (2.52 in.)
(P245/75R16) c-D -38 mm (-1.50 in.)
GRN245L-PRFDKA A-B 69 mm (2.72 in.)
(P265/70R16) c-D -39 mm (-1.54 in.)
GRN245L-PRFDKA A-B 64 mm (2.52 in.)
(P265/65R17) c-D -38 mm (-1.50 in.)
GRN245L-PRADKA A-B 65 mm (2.56 in.)
(P245/75R16) c-D -37 mm (-1.46 in.)
GRN245L-PRADKA A-B 70 mm (2.76 in.)
(P265/70R16) c-D -38 mm (-1.50 in.)
GRN245L-PRADKA A-B 65 mm (2.56 in.)
(P265/65R17) c-D -37 mm (-1.46 in.)
GRN250L-PRADKA A-B 66 mm (2.60 in.)
(P245/75R16) c-D -35 mm (-1.38 in.)
GRN250L-PRADKA A-B 66 mm (2.60 in.)
(P265/65R17) c-D -35 mm (-1.38 in.)




SERVICE SPECIFICATIONS — SUSPENSION

SS-77

Toe-in TRN240L-TRMDKA A+B 6.6' +- 6.5' (0.110° +- 0.108°)
(P245/75R16) c-D 1.48 +- 2 mm (0.058 +- 0.08 in.)
TRN245L-CRMDKA A+B 6.6' +- 6.5' (0.110° +- 0.108°)
(P245/75R16) c-D 1.48 +- 2 mm (0.058 +- 0.08 in.)
GRN245L-CRFDKA A+B 2.6' +- 6.5' (0.044° +- 0.108°)
(P245/75R16) c-D 0.59 +- 2 mm (0.023 +- 0.08 in.)
GRN245L-CRFDKA A+B 1.3'+- 6.5' (0.022° +- 0.108°)
(P265/70R16) c-D 0.30 +- 2 mm (0.012 +- 0.08 in.)
GRN245L-CRFDKA A+B 2.7' +- 6.5' (0.044° +- 0.108°)
(P265/65R17) c-D 0.60 +- 2 mm (0.024 +- 0.08 in.)
GRN245L-CRADKA A+B 5.2' +- 6.5' (0.087° +- 0.108°)
(P245/75R16) c-D 1.18 +- 2 mm (0.046 +- 0.08 in.)
GRN245L-CRADKA A+B 1.3' +- 6.5' (0.022° +- 0.108°)
(P265/70R16) c-D 0.30 +- 2 mm (0.012 +- 0.08 in.)
GRN245L-CRADKA A+B 5.3'+- 6.5' (0.089° +- 0.108°)
(P265/65R17) c-D 1.20 +- 2 mm (0.047 +- 0.08in.)
GRN245L-PRFDKA A+B 5.2' +- 6.5' (0.087° +- 0.108°)
(P245/75R16) c-D 1.18 +- 2 mm (0.046 +- 0.08 in.)
GRN245L-PRFDKA A+B 2.7' +- 6.5' (0.044° +- 0.108°)
(P265/70R16) C-D 0.60 +- 2 mm (0.024 +- 0.08 in.)
GRN245L-PRFDKA A+B 5.3'+- 6.5' (0.089° +- 0.108°)
(P265/65R17) C-D 1.20 +- 2 mm (0.047 +- 0.08 in.)
GRN245L-PRADKA A+B 4.6'+- 6.5' (0.077° +- 0.108°)
(P245/75R16) C-D 1.04 +- 2 mm (0.041 +- 0.08 in.)
GRN245L-PRADKA A+B 2.0' +- 6.5' (0.033° +- 0.108°)
(P265/70R16) C-D 0.45 +- 2 mm (0.018 +- 0.08 in.)
GRN245L-PRADKA A+B 4.6'+- 6.5' (0.077° +- 0.108°)
(P265/65R17) C-D 1.05 +- 2 mm (0.041 +- 0.08 in.)
GRN250L-PRADKA A+B 4.0' +- 6.5' (0.066° +- 0.108°)
(P245/75R16) C-D 0.89 +- 2 mm (0.035 +- 0.08 in.)
GRN250L-PRADKA A+B 4.0' +- 6.5' (0.066° +- 0.108°)
(P265/65R17) C-D 0.90 +- 2 mm (0.035 +- 0.08 in.)

Wheel turning angle Inside wheel 40°18' (38°18' to 41°18")

40.30° (38.30° to 41.30°)

Outside wheel
(Reference)

35°54' (33°54' to 36°54")
35.90° (33.90° to 36.90°)
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Camber

TRN240L-TRMDKA

0°35' +- 45' (0.58° +- 0.75°)

(P245/75R16)

(PoasrToR1e) O AT 0S8 0TS
SDF;T;A;&:SIE;:SFDKA 0°28' +- 45' (0.47° +- 0.75°)
Eii';ﬁ%ﬁfgmm 0°26' +- 45' (0.43° +- 0.75°)
gzrgszgaf%FDKA 0°28' +- 45' (0.47° +- 0.75°)
E;EESZ;;SSI&-%ADKA 0°32' +- 45' (0.54° +- 0.75°)
g;lglszlz;solangDKA 0°26' +- 45' (0.43° +- 0.75°)
ﬁg';é‘éiﬁf%mm 0°32' +- 45' (0.54° +- 0.75°)
(@;gﬁgggmm 0°32' +- 45' (0.54° +- 0.75°)
g:glglsz/é;solgigFDKA 0°28' +- 45' (0.47° +- 0.75°)
ggggézigmm 0°32' +- 45' (0.54° +- 0.75°)
(GFE';I:/A;SQEESADKA 0°31' +- 45' (0.52° +- 0.75°)
SDZES;%EESADKA 0°27" +- 45' (0.45° +- 0.75°)
gjzlggggi’%ADKA 0°31' +- 45' (0.52° +- 0.75°)
gzﬁgg%lﬁ;ADKA 0°30' +- 45' (0.50° +- 0.75°)
ggggz%;s%ADKA 0°30' +- 45' (0.50° +- 0.75°)

Right-left error

30' (0.50°) or less
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SS-79

Caster

TRN240L-TRMDKA

1°44' +- 45' (1.73° +- 0.75°)

(P245/75R16)

(TPR2N4§;1755L£§)MDKA 1°51" +- 45' (1.85° +- 0.75°)
g;zlszlz;zlangDKA 1°59" +- 45' (1.99° +- 0.75°)
gzglszlz;%laf;FDKA 2°00" +- 45' (2.00° +- 0.75°)
(GPI'\;EISZ%EELF;%FDKA 2°00" +- 45' (2.00° +- 0.75°)
(GPI'\;ESZ;SSIEngDKA 1°55' +- 45' (1.92° +- 0.75°)
(GPI'\;ESZ;SOE%ADKA 2°00" +- 45' (2.00° +- 0.75°)
(GP F;gszlzés;(l:%ADKA 1°55' +- 45' (1.92° +- 0.75°)
(GF)FEZJE/A;SSIEE(;FDKA 2°02' +- 45' (2.03° +- 0.75°)
(GF)F;lglsz/A;SOIEEgFDKA 2°04' +- 45' (2.06° +- 0.75°)
g)zg:%%;f;{)FDKA 2°02' +- 45' (2.03° +- 0.75°)
(C;F;Zl:;;ssl.R-sgADKA 2°04' +- 45' (2.06° +- 0.75°)
(C;:Zgg/i%lh_igwm 2°05' +- 45' (2.09° +- 0.75°)
g‘«;glggggADKA 2°04' +- 45' (2.06° +- 0.75°)
g‘«;zl\g/s?%lggADKA 2°08' +- 45' (2.14° +- 0.75°)
(CIEDR;ESZ/%%IEEQ)ADKA 2°10' +- 45' (2.16° +- 0.75°)

Right-left error

30' (0.50°) or less
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Steering axis inclination

TRN240L-TRMDKA

11°52' +- 45' (11.86° +- 0.75°)

(P245/75R16)

(PoasiToRie) T e
gjzgglzgg(l:gFDKA 11°59" +- 45' (11.99° +- 0.75°)
gjzr;g;&gﬁ;FDKA 12°01' +- 45' (12.02° +- 0.75°)
gjzr;g/zgﬁ%FDKA 11°59" +- 45' (11.99° +- 0.75°)
(c;;jiﬁszglh-ngDKA 11°55' +- 45' (11.91° +- 0.75°)
gzlg:é%;ngDKA 12°01' +- 45' (12.02° +- 0.75°)
g;lngz:;SSIEf%ADKA 11°55' +- 45' (11.91° +- 0.75°)
ggﬁ:;ilggFDKA 11°55' +- 45' (11.91° +- 0.75°)
(C-;JI;I;;;%E;;FDKA 11°59' +- 45' (11.99° +- 0.75°)
(c;l;lglgggigFDKA 11°55' +- 45' (11.91° +- 0.75°)
(GPIET:/A;SSIETSADKA 11°56' +- 45' (11.93° +- 0.75°)
ﬁjzrggé%ﬁgADKA 12°00" +- 45' (12.00° +- 0.75°)
ﬁjzrgglzggf%ADKA 11°56' +- 45' (11.93° +- 0.75°)
SDF;%;%IEESADKA 11°57" +- 45' (11.95° +- 0.75°)
gzzgz%;i’%ADKA 11°57" +- 45' (11.95° +- 0.75°)

Upper arm ball joint turning
torque

4.5 N*m (46 kgf*cm, 40 in.*Ibf) or less

Lower arm ball joint turning
torque

3.0 N*m (31 kgf*cm, 27 in.*Ibf) or less

Stabilizer link ball joint turning

torque

2.0 N*m (20 kgf*cm, 18 in.*Ibf) or less






