EM-124 1GR-FE ENGINE MECHANICAL — CYLINDER HEAD (for Bank 2 2WD)

CYLINDER HEAD (for Bank 2 2WD)
COMPONENTS

7.5 (76, 66 in.*Ibf)
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» VACUUM HOSE

AIR CLEANER
ASSEMBLY

NO. 2 VENTILATION
HOSE

HEATER WATER__ [13 (184 )

BATTERY OUTLET HOSE

CLAMP
HEATER WATER

INLET HOSE /?/

NO. 2 FUEL PIPE SUB- ASSEMBLY

/X

NO. 1 FUEL PIPE SUB- ASSEMBLY

/
\ FUEL PIPE CLAMP

BATTERY

BATTERY TRAY

[N*m (kgfcm, ft*Ibf) | : Specified torque

A113576E01




1GR-FE ENGINE MECHANICAL — CYLINDER HEAD (for Bank 2 2WD)

EM-125

RADIATOR ASSEMBLY—{#&

TTTTTTTT TR
SN
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FAN WITH FLUID
COUPLING

FAN AND GENERATOR V BELT

[N*m (kgfcm, ft*Ibf) | : Specified torque

FAN SHROUD

A113586E01




EM-126 1GR-FE ENGINE MECHANICAL — CYLINDER HEAD (for Bank 2 2WD)

FRONT CONSOLE BOX

5.0 (51, 44 in.*Ibf)

REAR CONSOLE
BOX ASSEMBLY

CONSOLE BOX CARPET

SHIFT LEVER BOOT ASSEMBLY

FLOOR SHIFT SHIFT LEVER ASSEMBLY

%
[N*m (kgfcm, ft*Ibf) | : Specified torque

€ MP grease

A113553E01




1GR-FE ENGINE MECHANICAL — CYLINDER HEAD (for Bank 2 2WD)

EM-127

2WD AND PRE RUNNER, MANUAL TRANSMISSION:

-

40 (408, 30) —a, x3

MANIFOLD STAY ASSEMBLY

0
)Y

TUBE

NO. 2

@ GASKET

(,Q

-~ FRONT NO. 2
EXHAUST PIPE
ASSEMBLY

@ Non-reusable part

MANUAL TRANSMISSION CASE COVER

CLUTCH ACCUMULATOR

CLUTCH RELEASE
CYLINDER TO
FLEXIBLE HOSE

- ®—{12 (120, 8.7)

: X 1 /]
3 M """" e n2 [15 (155, 11)

NO. 1 CLUTCH

STARTER ASSEMBLY MANIFOLD ® 1202087155
STAY HOUSING COVER
FRONT
EXHAUST PIPE [43 438 39) | (43438 39)]  x3[©
ASSEMBLY

» [12 (120, 8.7)] REAR NO. 1
«& ENGINE MOUNTING

INSULATOR

EXHAUST PIPE
STOPPER
BRACKET

®
- X2
88 (899, 65
°
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Az 2,4 Vel

PROPELLERWITH @ x4 F £ : NO. 3 FRAME CROSSMEMBER
CENTER BEARING SUB-ASSEMBLY
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EM-128 1GR-FE ENGINE MECHANICAL — CYLINDER HEAD (for Bank 2 2WD)

INTAKE AIR SURGE TANK MIT:

VSV CONNECTOR \é
WATER BY-PASS HOSE m

THROTTLE BODY
WITH MOTOR ‘
CONNECTOR N

VANE PUMP

CONNECTOR

THROTTLE BODY e
BRACKET % \
7 @ GASKET

CLUTCH FLEXIBLE
HOSE BRACKET

NO. 1 VENTILATION
HOSE FUEL VAPOR

i
Al NO. 2 SURGE
NS 21 (214, 15
\ ‘\ TANK STAY

OIL BAFFLE PLATE

VANE PUMP

I@l ASSEMBLY

NO. 1 SURGE
TANK STAY

9.8 (100, 7)

Q— TERMINAL CAP
% GENERATOR WIRE

=
J5 lf GENERATOR
BN TR CONNECTOR

ES
N

COOLER COMPRESSOR
ASSEMBLY

S 25 (255, 18)

Y WIRE HARNESS
N ? CLAMP
CONNECTOR  BRACKET

8.0 (82, 71 in.*Ibf)

\
\
N
J

[N*m (kgfcm, ft*Ibf) | : Specified torque @ Non-reusable part

Y A113575E01




1GR-FE ENGINE MECHANICAL — CYLINDER HEAD (for Bank 2 2WD)

EM-129

38 (387, 28) —@
G =

X4

43 (435, 31) |—(@y,

FRONT NO. 1 ENGINE
MOUNTING BRACKET RH

38 (387, 28)

X2 =
43 (435, 3) O &
38 (387, 28) 3

FRONT NO. 1 ENGINE g
MOUNTING BRACKET LH

[N*m (kgfcm, ft*Ibf) | : Specified torque

@ Non-reusable part

A113584E01




EM-130

1GR-FE ENGINE MECHANICAL - CYLINDER HEAD (for Bank 2 2WD)

Y

[N*m (kgfcm, ft*Ibf) |: Specified torque

CLUTCH DISK ASSEMBLY

A113585E01




1GR-FE ENGINE MECHANICAL — CYLINDER HEAD (for Bank 2 2WD) EM-131

NO. 3 WATER BY-PASS HOSE

NO. 1
WATER

BY-PASS NO. 2 IDLER
HOSE  pPULLEY SUB-
ASSEMBLY

\‘-)’““““w N _54 (551, 40) <\ .- \‘\\ V-RIBBED BELT
_@ @ T TENSIONER
I :
\3)

NO. 1 IDLER PULLEY SUB-ASSEMBLY

OIL COOLER HOSE (WITH OIL COOLER)

@ O-RING \@

c5— @ GASKET

9.0 (92, 80 in.*Ibf)

3

> 40 (408, 30)

@ GASKET OIL PAN DRAIN PLUG

[N*m (kgf*cm, ft*Ibf) |: Specified torque @ Non-reusable part

Y A113568E01




EM-132 1GR-FE ENGINE MECHANICAL - CYLINDER HEAD (for Bank 2 2WD)

CYLINDER HEAD COVER 4
SUB-ASSEMBLY LH 2

EEICACIED ’
> IGNITION COIL 3
WASHER
6 1@ x3 IGNITION
¢ colL

S

10 (102, 7.4)

CYLINDER HEAD COVER

SUB-ASSEMBLY
GASKET
GASKET

[N*m (kgfcm, ft*Ibf) |: Specified torque

@ Non-reusable part

Y A113588E01




1GR-FE ENGINE MECHANICAL — CYLINDER HEAD (for Bank 2 2WD) EM-133

CRANKSHAFT PULLEY

250 (2,549, 184)

@ TIMING GEAR CASE OR TIMING

Y

TIMING CHAIN OR BELT COVER SUB-ASSEMBLY

23 (235, 17) —O

X9

23 (235, 17)

g
-~

NO.2 CHAIN VIBRATION
DAMPER

AT
w);

CHAIN CASE OIL SEAL

NO. 1 CHAIN TENSIONER ASSEMBLY:

10 (102, 7.4) s W
“l)‘“““ _,:, =" ‘\‘

CHAIN TENSIONER SLIPPER

CHAIN SUB-ASSEMBLY

NO.2 IDLE GEAR SHAFT

|N*m (kgf*cm, ft*Ibf) |: Specified torque @ Non-reusable part @ Apply MP grease

A113591E01




EM-134 1GR-FE ENGINE MECHANICAL — CYLINDER HEAD (for Bank 2 2WD)

L[5.0 (92,80 in71bM) |
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FRONT NO. 2 EXHAUST
PIPE ASSEMBLY

@ GASKET
/ | : x2
| I 52
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@ Non-reusable part SUB-ASSEMBLY LH X6 &
21 (214, 16)
[N*m (kgfcm, ft*Ibf) | : Specified torque

A113572E01



1GR-FE ENGINE MECHANICAL — CYLINDER HEAD (for Bank 2 2WD) EM-135

NO. 3 CAMSHAFT SUB-ASSEMBLY

Y

9.0 (92, 80 in.*Ibf) |
/g
NO. 4 CAMSHAFT BEARING CAP of %é/— NO. 3 CAMSHAFT BEARING CAP

24 (245, 18)

9.0 (92, 80 in.*Ibf) |

NO. 2 CAMSHAFT BEARING CAP %:/No. 3 CAMSHAFT BEARING CAP

CAMSHAFT TIMING
GEAR ASSEMBLY

100 (1,020, 74) —=> 8
100 (1,020, 74) i

CAMSHAFT TIMING GEAR

NO. 4 CAMSHAFT SUB-ASSEMBLY

NO. 2 CHAIN SUB-ASSEMBLY

19 (194, 14) Z_11ST: 36 (367, 27)
o 2ND: TURN 180°

NO.3 CHAIN TENSIONER ASSEMBLY ) @\
7 \—PLATE WASHER
S

-4
’ / //
// /,
o RAC

/

CYLINDER HEAD LH

@ Non-reusable part

[N*m (kgfcm, ft*Ibf) | : Specified torque

A113595E01






