
PR–2 PROPELLER SHAFT  –  PROPELLER SHAFT ASSEMBLY (for Regular Cab 2WD)

PR

DRIVE LINEPROPELLER SHAFTPROPELLER SHAFT ASSEMBLY (for Regular Cab 2WD)
COMPONENTS

PROPELLER SHAFT 
ASSEMBLY

UNIVERSAL JOINT 
SLEEVE YOKE

SPIDER UNIVERSAL JOINT 
FLANGE YOKE

SPIDER

88 (899, 65)

SNAP RING
PROPELLER SHAFT UNIVERSAL 
JOINT SPIDER BEARING

PROPELLER SHAFT UNIVERSAL 
JOINT SPIDER BEARING SNAP RING

x4

N*m (kgf*cm, ft*lbf)  : Specified torque

Non-reusable part
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PROPELLER SHAFT  –  PROPELLER SHAFT ASSEMBLY (for Regular Cab 2WD) PR–3

PR

REMOVAL
1. REMOVE PROPELLER SHAFT ASSEMBLY

(a) Place matchmarks on the propeller shaft flange and 
differential flange.

(b) Remove the 4 nuts, 4 bolts, 4 washers and front 
propeller shaft.

(c) Remove the propeller shaft.
(d) Insert SST into the transmission to prevent oil 

leakage.
SST 09325-40010

Matchmarks

C060588E01

SST

D033911E01
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