BC-78 BRAKE CONTROL — ANTI-LOCK BRAKE SYSTEM

TC and CG Terminal Circuit

DESCRIPTION

Connecting terminals TC and CG of the DLC3 causes the ECU to display 2-digit DTCs by flashing the

ABS warning light.
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1 INSPECT DLC3 TERMINAL VOLTAGE (TC TERMINAL)

(@ Turn the ignition switch to the ON position.

DLC3: cG

F100115E38

(b) Measure the voltage.
Standard Voltage

Tester Connection Specified Condition

D4-13 (TC) - D4-4 (CG) 10 to 14V

NG > Go to step 3
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2 CHECK HARNESS AND CONNECTOR (SKID CONTROL ECU - DLC3)

_ (&) Disconnect the skid control ECU connector.
Skid Control ECU (b) Measure the resistance.
(harness side connector): @ Standard Resistance

Tester Connection Specified Condition
S1-21 (TC) - D4-13 (TC) Below 1 Q
2 |3 4|5|6 7|s S 13|111213|141516 S1-21 (TC) - Body ground 10 kQ or higher
17]18]19]20]2 1122)23|24|25|26]27]|28]|29]|30
i |33|34|35|36137Is\laglmk114214444145[46' (c) Reconnect the skid control ECU connector.
NG > |REPAIR OR REPLACE HARNESS OR
CONNECTOR

DLCS:

C124792E02

REPLACE BRAKE ACTUATOR

3 CHECK HARNESS AND CONNECTOR (DLC3 - BODY GROUND)

(&) Measure the resistance.
DLC3: CG Standard Resistance
/ Tester Connection Specified Condition
D4-4 (CG) - Body ground Below 1 Q
NG > |REPAIR OR REPLACE HARNESS OR
CONNECTOR
Y F100115E04
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4 CHECK HARNESS AND CONNECTOR (SKID CONTROL ECU - DLC3)

Skid Control ECU
(harness side connector):

GO
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DLCS:

TC

C124792E02

(a) Disconnect the skid control ECU connector.
(b) Measure the resistance.
Standard Resistance

Tester Connection Specified Condition
S1-21 (TC) - D4-13 (TC) Below 1 Q
S1-21 (TC) - Body ground 10 kQ or higher

(c) Reconnect the skid control ECU connector.

NG > | REPAIR OR REPLACE HARNESS OR
CONNECTOR

REPLACE BRAKE ACTUATOR






