
LI–18 LIGHTING  –  REAR COMBINATION LIGHT ASSEMBLY

LI

BODY ELECTRICALLIGHTINGREAR COMBINATION LIGHT ASSEMBLY
COMPONENTS

5.4 (55, 48 in.*lbf)

REAR COMBINATION 
LIGHT BULB SOCKET

REAR COMBINATION 
LIGHT BULB

REAR COMBINATION LIGHT 
LENS & BODY ASSEMBLY

N*m (kgf*cm, ft*lbf)  : Specified torque
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LIGHTING  –  REAR COMBINATION LIGHT ASSEMBLY LI–19

LI

REMOVAL
1. DISCONNECT CABLE FROM NEGATIVE BATTERY 

TERMINAL
2. REMOVE REAR COMBINATION LIGHT ASSEMBLY

(a) Remove the 2 bolts.
(b) Slide the tail light (rear combination light) assembly 

LH toward the rear of the vehicle and release the 2 
pins.

(c) Disconnect the connector, then remove the tail light 
(rear combination light) assembly LH.

(d) Remove the wire harness clamp.

(e) To remove the 3 light bulb sockets and 3 bulbs, turn 
them in the direction indicated by the arrow in the 
illustration.

(f) Remove the 3 light bulbs from the 3 light sockets.
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