MIRROR — OUTER MIRROR SWITCH MI-11

OUTER MIRROR SWITCH

Left/Right
Adjustmenty N
Switch INSPECTION
— 1. INSPECT OUTER MIRROR SWITCH ASSEMBLY
(a) Check the resistance.
MIRRORM (1) Press L on the left/right adjustment switch.
_ (2) Using an ohmmeter, measure the resistance
\g\:\zlrgh between the terminals.
\ J Standard
Terminal Connection Mirror Switch Condition Specified Condition
Ohmmeter g E\l\jll-_*)) ) E; ((BE; up Below 1 Q
Q g(%';;:égg)) DOWN Below 1Q
O O ZEI\HA';))g((g LEFT Belowl Q
g’((u';; ) ; EE)) RIGHT Below 1 Q

If the result is not as specified, replace the
outer mirror switch.
(3) Press R on the left/right adjustment switch.
(4) Using an ohmmeter, measure the resistance
between the terminals.
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Standard
H 508756201 Terminal Connection | Mirror Switch Condition | Specified Condition
1; E\'\ﬁ; f; EE; uP Below 1 Q
2((\'\;?; - ; g DOWN Below 1 Q
ZE';AE; - *; g LEFT Below 1Q
égu'f)) : ; ((E; RIGHT Below 10

If the result is not as specified, replace the
outer mirror switch.





