VES

VEHICLE ENTERTAINMENT SYSTEM

INSTALLATION INSTRUCTIONS

Previa

PART NUMBER

DISPLAY SYSTEM KIT 08540-00804

DISPLAY UNIT MOUNTING BRACKET* 86028-28010
DISPLAY UNIT MOUNTING NUT* 90179-06216
DISPLAY UNIT MOUNTING BOLT (4x)* 91626-60616
DVD PLAYER KIT 08601-00916
DVD PLAYER MOUNTING BRACKET PZ425-R0260-60

* = ONLY FOR PREVIA WITH MOONROOF

FOR #*R3+L

LHD

@@ TOYOTA

Manual Ref. no. VESLR3/W-0-PDF.4




Previa (R3)

VORSICHTSMASSREGELN

PRECAUTIONS
PRECAUTIONS

XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

LESEN SIE BITTE DIESE VORSICHTSMABREGELN FUR DEN EINBAU SORGFALTIG DURCH

PLEASE READ THOROUGHLY THESE PRECAUTIONS BEFORE THE INSTALLATION
PRECAUTIONS A LIRE ATTENTIVEMENT AVANT L'INSTALLATION

Darauf achten, das negative (-) Kabel von
Batterieanschliissen abzunehmen.

Be sure to disconnect the negative (-)
lead from the battery terminals.

N’oubliez pas débrancher le fil négatif (-)
des bornes de la batterie.

Die hintere Verkabelung oder den St o
Kabelstrang des angezogenen Teils nicht g i
verdrehen. :

Do not pinch the rear wiring or harness
in the tightened part.

Ne pincez pas la partie serrée du fais-
ceau ou du cablage arriere.

Beim Verlegen der Kabel durch das Instrumentenbrett oder
andere Verkleidungen eine Durchfiihrungsdichtung verwenden,
damit das System wasserdicht bleibt. |\ ceerdiont - ok

Beim Fiihren eines Kabels durch eine 5§, Eancha a tesu - okt
Offnung das Kabel mit Klebeband —
schitzen.

When passing the wires through the

Durchfiihrungstiille
Grommet
Passe-fil

dashboard or other panels, use a Urnwickeln
grommet to ensure waterproofing. S age

Protect the wiring with tape when it is passed through a hole.

Lorsque vous glissez les fils a travers le tableau de bord ou
d’autres panneaux, protégez-les contre I’humidité a I'aide d’un
passe-fil en caoutchouc.

Protégez le cablage avec de I'adhésif 1a ou il traverse un orifice.

Beim Abnehmen der Anschliisse die Stecker anfassen. Nie an

der Verkabelung ziehen. SNeint
op It!
When disconnecting the connec- Arbez
tors, be sure to grip the connector Sf2
body. Do not tug on the wiring. A 26 b

Saisissez le connecteur proprement
dit lorsque vous le débranchez. Ne
tirez pas sur le cablage.

Niemals mit Kraft an Verkabelung im Fahrzeug ziehen. Ein
festes Ziehen kann dazu fiihren, daB Steckverbinder ausein-
andergezogen werden oder daB ein
Kabel oder ein Kabelstrang reiBen.

Do not forcibly pull any car wiring har-
ness. Rough tugging may result in ope-
ned connections, or a broken wire or

harness. // %’%\\

Ne tirez pas exagérément sur les faisceaux de cables. Vous
pourriez débrancher des connexions, voire méme briser le fais-
ceau ou un de ses fils.
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Uberpriifen, daB Beleuchtungsanlage, Ol /g

Sirene/ Signalhorn, Scheibenwischer
und andere Ausriistungen normal
funktionieren. E
Verify, see to it that lamps, horn, wiper <
and other car accessories operate nor
mally.

Vérifiez le bon fonctionnement des feux, de lavertisseur,
desessuie-glaces et des autres accessoires du véhicule.

Das Fahrzeug mit Kotfliigelabdeckun-
gen, Sitzschonbeziigen usw. schiitzen.

Protect your car with fender covers,
seat and so on.

Protégez votre véhicule par des hous-
ses de siége, des housses d’aile, etc.

Beim Anziehen von Schrauben oder
Muttern die vorgeschriebenen Werk-
zeuge verwenden.

Use the correct tool when tightening
bolts or nuts.

Serrez les boulons et les écrous avec
I'outil adéquat.

Vor dem Bohren eines Lochs (iberpriifen,
daB die Riickwand frei ist.

A
Before drilling a hole, check that the rear of @AV V,@
the mounting wall is clear.

Avant de percer un trou, vérifiez s’il y a un
espace libre suffisant a I'arriére de la paroi
de fixation.

Vollstandig einstecken
Insert completely

Sorgfaltig auf das richtige Anziehen Insérez & fond
von Steckverbindern und Anschlis- =i D
sen achten. 230

Be sure to firmly tighten connectors
and terminals.

N’oubliez pas de serrer correctement
les connecteurs et des bornes.

Vor dem AnschluB der Kabel an die
Batterie die Kabelverbindungen, Kabel-
strang usw. priifen und darauf achten,
daB sie richtig gesichert sind.

Before connecting the power wiring to
the battery, check the wiring connections, harness, etc. to see
that they are properly secured.

Avant de raccorder le fil d’alimentation a la batterie, vérifiez si
les connexions des cablages, le faisceau de cables, etc. sont
correctement fixés.

Karosserie und Verkleidungen in der Nahe des Einbauortes
priifen, damit kein Schmutz oder Kratzer von den Einbauarbei-
ten zuriickbleiben.

Check body and trim near area of installation to be certain no
dirt or scratches resulted from the installation.

Vérifiez 'emplacement de I'installation ainsi que la surface
avoisinante en vérifiant qu’il ne reste ni salissures ni éraflures.
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VEHICLE ENTERTAINMENT SYSTEM
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Previa (R3) XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

XXXX

VES DISPLAY SYSTEM KIT 08540-00804 &

Nr. Bezeichnung Menge
No. Part name Quantity
No. Référence Quantite

XXXX
@ Display unit 1
XXXX
XXXX
Display cover 1
XXXX
XXXX
Video selector 1
XXXX
XXXX
Mounting bracket (L) (not used on Previa with moonroof) 1
XXXX
XXXX
Mounting bracket (R) (not used on Previa with moonroof) 1
XXXX
XXXX
Wire harness (power cable) 1
XXXX
XXXX
Wire harness (video cable) 1
XXXX
XXXX
Wire harness (DVD player cable) 1
XXXX
XXXX
Wire harness (video.in-put cable) 1
XXXX
XXXX
Video in-put cable case 1
XXXX
XXXX
Velcro (male) 2
XXXX
XXXX
Velcro (female) 2
XXXX
XXXX
Rivet nut (not used on Previa with moonroof) 8
XXXX
XXXX
Screw (M5x10) (not used on Previa with moonroof) 8
XXXX
XXXX
Hexagon head nut (M6) 4
XXXX

@ Q@ ©|® @l

®| @

SENGENCRNS)

®
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Previa (R3) XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX
Nr. Bezeichnung Menge
No. Part name Quantity
No. Référence Quantité
XXXX
Spacer (foam washers) 8
XXXX
XXXX
@ Butyl tape 6
XXXX
XXXX
Spacer (foam blocks) 2
XXXX
XXXX
Wire tie 45
XXXX
XXXX
Foam tape 15
XXXX
XXXX
@ Owners manual (for display unit) 1
XXXX
XXXX
@ Headphone 2
XXXX
XXXX
@ Remote control 1
XXXX
XXXX
@ Tapping screw 2
XXXX
XXXX
@ AAA Battery 6
XXXX
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XXXX

VEHICLE ENTERTAINMENT SYSTEM

Previa (R3)

XXXX
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Previa (R3) XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

XXXX

DVD PLAYER KIT 08540-00804 &

Nr. Bezeichnung Menge
No. Part name Quantity
No. Référence Quantite

XXXX
® DVD Player 1
XXXX
XXXX
Remote Control 1
XXXX
XXXX
Remote Control Holder 1
XXXX
XXXX
AA battery 2
XXXX
XXXX
Foam pad 2
XXXX
XXXX
Small Butyl Tape (50mmx20mm) 1
XXXX
XXXX
Side Mounting Bracket 2
XXXX
XXXX
Floor Mounting Bracket 2
XXXX
XXXX
Stud (M5) 2
XXXX
XXXX
Hexagon Head Nut 2
XXXX
XXXX
Owners manual (for DVD player) 1

XXXX

©®

ARCARSANCRNCOENVARGANCORN®
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XXXX
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XXXX

Previa (R3)
VEHICLE ENTERTAINMENT SYSTEM
XXXX
XXXX
DVD PLAYER MOUNTING BRACKET PZ425-R0260-60
XXXX
Nr. Bezeichnung Menge
No. Part name Quantity
No. Référence Quantite
XXXX
@ Main Bracket 1
XXXX
XXXX
@(*) Sub Bracket A 1
XXXX
XXXX
Sub Bracket B 1
XXXX
XXXX
@ Bolt 2
XXXX

(*): Not used for Previa VES installation.

XXXX
DISPLAY MOUNTING PARTS
XXXX
Nr. Bezeichnung Menge
No. Part name Quantity
No. Référence Quantite
XXXX
@ Mounting bracket (86028-28010) (used on Previa with moonroof) 1
XXXX
XXXX
@ Bolt (91626-60616) (used on Previa with moonroof) 4
XXXX
XXXX
Nut (90179-06216) (used on Previa with moonroof) 1
XXXX

@

ﬂ
“\K N e = I~ E ~—
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Previa (R3) XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

XXXX
HOW TO CONNECT

Vehicle harness

XXXX
Nr. Bezeichnung Menge
No. Part name Quantity
No. Référence Quantité
XXXX
@ Display unit 1
XXXX
XXXX
@ Video selector 1
XXXX
XXXX
@ Wire harness (power cable) 1
XXXX
XXXX
@ Wire harness (video cable) 1
XXXX

*: When connecting the RCA cable to the DVD player, connect the connectors to terminals with the same color.
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Previa (R3) XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX
Nr. Bezeichnung Menge
No. Part name Quantity
No. Référence Quantite
XXXX

Wire harness (DVD player cable)
XXXX

XXXX
Wire harness (video in-put cable)
XXXX

XXXX
DVD PLAYER
XXXX

XXXX
AUDIO ASSY
XXXX

05-02
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Previa (R3) XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

XXXX
SYSTEM LAYOUT
XXXX

Nr. Bezeichnung Menge
No. Part name Quantity
No. Référence Quantite

XXXX
@ Display unit 1
XXXX
XXXX
Video selector 1
XXXX
XXXX

®
® Wire hamess (power cable) 1
@
®

XXXX
XXXX
Wire harness (video cable) 1
XXXX
XXXX
@ Wire harness (DVD player cable) 1
XXXX
XXXX
@ Wire harness (video in-put cable) 1
XXXX
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XXXX

Previa (R3)
VEHICLE ENTERTAINMENT SYSTEM
XXXX
Nr. Bezeichnung Menge
No. Part name Quantity
No. Référence Quantite
XXXX
Video in-put cable case 1
XXXX
XXXX
@ DVD PLAYER 1
XXXX
XXXX

The installation position of the DVD Player is under the driver’s seat, to keep the space under the

passenger’s seat free for the TNS Navi-ECU.
When both the TNS Navi-ECU and the DVD Player-are fitted, the position of the CD Changer is in lug-

gage area (see A3LR3-0-3700 addendum).

REMARQUE:

XXXX
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Previa (R3) XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

XXXX

VEHICLE DISASSEMBLY
XXXX

ALLE MODELLE
ALL MODELS
TOUS MODELES
1. XXXX
i Clip (10x)
1. Remove the centre cluster panel [1].
i Clip (10x)
1. XXXX
i Clip (10x)
Abb. 1 - Fig. 1
2. XXXX

7 Bolzen (10x)

2. Remove the audio assembly [2].
[100]: Bolt (4x)

2. XXXX
7 Boulon (10x)

Abb. 2 - Fig. 2
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Previa (R3) XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX
XXXX
XXXX
FOR VEHICLES WITH CONNECTOR
BLOCK
XXXX
XXXX
3. XXXX
XXXX

Abb. 3 - Fig. 3

Abb. 5 - Fig. 5
05-02
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[101]: Mutter (1x)

3. Remove the connector block (if
equipped).
[101]: Nut (1x)
3. XXXX
XXXX
[101]: Ecrou(1x)

4. XXXX
i Clip (1x)
[102]: Clip (2x)

4. Remove the centre cluster under cover
[5].
i Clip (1x)
[102]: Clip (2x)
4, XXXX
i Clip (1x)
[102]: Clip (2x)

5. XXXX
o Clip (2x)

5. Remove the glove compartment [6].
o Clip (2x)

5. XXXX
o Clip (2x)



Previa (R3) XXXX
VEHICLE ENTERTAINMENT SYSTEM

XXXX
6. XXXX
XXXX
¢ Clip (10x)
6. Remove the passenger's side front
door scuff plate [7].
¢ Clip (10x)
6. XXXX
XXXX
= Clip (10x)
Abb. 6 - Fig. 6
7.5 XXXX
XXXX
i Clip (2x)

[03]: XXXX (1x)

7. Remove the passenger's side kick
panel [8].
o Clip (2x)
[103]: Retainer (1x)
7. XXXX
XXXX
2 Clip (2x)
[103]: XXXX (1x)

Abb. 7- Fig. 7

8. XXXX
XXXX
32 Clip (13x)
8. Remove the passenger’s side slide
door scuff plate [9].
i Clip (13x)
8. XXXX
XXXX
32 Clip (13x)

Abb. 8 - Fig. 8
Previa (RHD) - 16 05-02



Previa (R3) XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

9. XXXX
XXXX
o Clip (4x)
[104]: Clip (2x)

9. Remove the passenger's seat leg
cover [10].
i Clip (4x)
[104]: Clip (2x)
9. XXXX
XXXX
 Clip (4x)
[104]: Clip (2x)

Abb. 9 - Fig. 9

10. XXXX
[105]: Bolzen (4x)

XXXX

10. Remove the passenger's seat 1.
[105]: Bolt (4x)

Fasten the bolt with specified torque
when reassembling.
(Refer to the Repair Manual.)

10. XXXX
[105]: Boulon (4x)

Abb. 10 - Fig. 10

XXXX
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Previa (R3) XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

11. XXXX
XXXX

12. XXXX
XXXX
o Clip (6x)

XXXX

11. Remove the passenger’s side front
seat belt floor anchor bolt [13].

12. Remove the passenger’s side centre
pillar cover [14].

¢ Clip (6x)
Abb. 11 - Fig. 11
11, XXXX Fasten the bolt with specified torque
XXXX when reassembling.
12 XXXX (Refer to the Repair Manual.)
XXXX
i Clip (6x)
XXXX

XXXX
XXXX
FOR VEHICLES WITH DETACHABLE
TYPE SEAT

XXXX

XXXX
13. XXXX
XXXX

[106]: Haken (2x)

13. Remove the detachable type seats
on 2nd and 3rd row.

[106]: Hook (2x)

13. XXXX
XXXX

[106]: Crochet (2x)
Abb. 12 - Fig. 12
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Previa (R3) XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX
XXXX
XXXX
FOR VEHICLES WITH DETACHABLE
TYPE SEAT
XXXX
XXXX
14. XXXX
XXXX
= Clip (11x)

14. Remove the passenger’s side slide
door scuff plate [6].
 Clip (11x)
14. XXXX
XXXX
= Clip (11x)

Abb. 14- Fig. 14

Abb. 15 - Fig. 15
05-02 Previa (LHD) - 19

XXXX
XXXX

FOR VEHICLES WITH DETACHABLE
TYPE SEAT

XXXX
XXXX

15. XXXX
15. Remove the passenger’s side clip [17].
15. XXXX

16. XXXX
o Clip (4x)
[104]: Clip (2x)
16. Remove the driver's seat leg cover [29.
o Clip (4x)
[104]: Clip (2x)
16. XXXX
i Clip (4x)
[104]: Clip (2x)



Previa (R3)

XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

17. XXXX
[105]: Bolzen (4x)

XXXX

17. Remove the driver's seat [12].

[105]: Bolt (4x)

Fasten the bolt with specified torque
when reassembling.
(Refer to the Repair Manual.)

17. XXXX
[105]: Boulon (4x)

Abb. 16 - Fig. 16

XXXX
XXXX
XXXX

FOR VEHICLES WITH SLIDE TYPE
SEAT
XXXX
XXXXX
18. XXXX
o Clip (4x)
XXXX

Abb. 17 - Fig. 17

Previa (LHD) - 20

18. Remove the luggage finish plate [18].
o Clip (4x)

Tilt up the rear NO.2 seat and move it
forward completely.

18. XXXX
"% Clip (4x)
REMARQUE:

XXXX
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Previa (R3)

XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

XXXX
FOR VEHICLES WITH PARCEL SHELF
XXXX

19. XXXX
XXXX
[107]: Schraube (1x)

19. Remove the passenger’s side parcel
shelf hook holder [19].
[107]: Screw (1x)

19. XXXX
XXXX
[107]: Vis (1x)

Abb. 18 - Fig. 18
XXXX
FOR VEHICLES WITH PARCEL SHELF
XXXX
20. XXXX
XXXX

Abb. 19 - Fig. 19

05-02
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[107]: Schraube (1x)

20. Remove the passenger’s side parcel
shelf holder [20.
[107]: Screw (1x)

20. XXXX
XXXX
[107: Vis (1x)



Previa (R3)

Abb. 20 - Fig. 20

21. XXXX

22. XXXX
i Clip (8x)
[104]: Clip (1x)
[105]: Boulon (1x)
[07]: Vis (1x)
[108]: Vis (1x)

XXXX

Previa (LHD) - 22

XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX
21. XXXX
22. XXXX
i Clip (8x)

[104]: Clip (1x)

[105]: Bolzen (1x)
[107]: Schraube (1x)
[108]: Schraube (1x)

XXXX

21. Remove the cup holder [21.

22. Remove the cover 2.
¢ Clip (8x)
[104]: Clip (1x)
(105]; Bolt (1x)
[107]: Screw (1x)
[108]: Screw (1x)

Fasten the bolt with specified torque
when reassembling.
(Refer to the Repair Manual.)
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Previa (R3)

Abb. 21 - Fig. 21
23. XXXX
24. XXXX
i Clip (13x)
[105]: Boulon (1x)

REMARQUE:

XXXX

XXXX

ATTENTION:

05-02
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XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX
23. XXXX
24, XXXX
XXXX
“_z Clip (13x)

[105]: Bolzen (1x)

XXXX

ACHTUNG:

XXXX

23. Remove the cover [23.

24, Remove the passenger’s side rear
side compartment [4].
i Clip (13x)
[105]: Bolt (1x)
NOTE:

Disconnect the12V power outlet and
trunk lamp connector.

CAUTION:

Fasten the bolt with specified torque
when reassembling.
(Refer to the Repair Manual.)




Previa (R3) XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX
25. XXXX
26. XXXX
[107]: Schraube (2x)
27. XXXX
XXXX
[105]: Bolzen (1x)
28. XXXX
XXXX
= Clip (1x)
XXXX
25. Remove the covers 9 (2x).
Abb. 22 - Fig. 22
g 26.-Remove the assist grip 6.
25. XXXX [107]: Screw (2x)
26. XXXX . 27. Remove the passenger’s side belt
[107]: Vis (2x) shoulder anchor [27.
27. XXXX [105]: Bolt (1x)
XXXX 28. Remove the passenger’s side upper
[105]: Boulon (1x) centre pillar garnish [8].
28. XXXX {12 Clip (1x)
XXXX
= Clip (1
) P (1) Fasten the bolt with specified torque
when reassembling.
(Refer to the Repair Manual.)
XXXX
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Previa (R3) XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

29. XXXX
XXXX

30. XXXX
XXXX
i Clip (2x)
[105]: Bolzen (1x)

XXXX

29. Remove the passenger’s side belt
shoulder anchor [27].

30. Remove the passenger’s side quarter
pillar garnish [30l.

i1 Clip (2x)
Abb. 23 - Fig. 23 [05]: Bolt (1x)
29. XXXX
XXX Fasten the bolt with specified torque
30. XXXX when reassembling.
XXXX (Refer to the Repair Manual.)
1 Clip (2x)

[105]: Boulon (1x)

XXXX

05-02 Previa (RHD) - 25



Previa (R3)

31. XXXX
XXXX

32. XXXX
XXXX
i Clip (4x)
[104]: Clip (1x)
[105]: Boulon (1x)

XXXX

Abb. 24 - Fig. 24

Previa (RHD) - 26

XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX
31. XXXX
XXXX
32. XXXX
XXXX
i Clip (4x)

[104]: Clip (1x)
[105]: Bolzen (1x)

XXXX

31. Remove the passenger’s side belt
shoulder anchor [27.

32. Remove the passenger’s side rear pil-
lar garnish [32.
<% Clip (4x)
[104]: Clip (1x)
[105]: Bolt (1x)

Fasten the bolt with specified torque
when reassembling.
(Refer to the Repair Manual.)
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XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX
33. XXXX
XXXX

[107]: Schraube (2x)

33. Remove the passenger’s side assist
grips B3 (2x).
[107]: Screw (2x)

33. XXXX
XXXX
[107]: Vis (2x)

Abb. 26 - Fig. 26

XXXX
FOR VEHICLES WITH REAR A/C
XXXX

34. XXXX
XXXX
i Clip (4x)
34. Remove the passenger’s side room
light assemblies [34] (2x).
o Clip (4x)
34. XXXX
XXXX
 Clip (4x)

05-02

Abb. 27 - Fig. 27

Previa (RHD) - 27

XXXX
FOR VEHICLES WITH REAR A/C
XXXX

35. XXXX.
35. Remove the bolt [60].
35. XXXX



Previa (R3)

XXXX

VEHICLE ENTERTAINMENT SYSTEM

XXXX

Abb. 28- Fig. 28

Abb. 30 - Fig. 30

Previa (LHD) - 28

FOR VEHICLES WITHOUT REAR A/C

XXXX

XXXX

36.

36.

36.

37.

37.

37.

38.

39.

38.

39.

38.

39.

XXXX

XXXX

o Clip (2x)

Remove the passenger’s side room
light assemblies 35 (2x).

o Clip (2x)

XXXX

XXXX

7 Clip (2x)

XXXX

XXXX

o Clip (4x)

Remove the passenger’s side front pil-
lar garnish [36.

i1 Clip (4x)

XXXX

XXXX

{73 Clip (4x)

XXXX

i Clip (2x)

XXXX

[107]: Schraube (2x)
Remove the cover [37.
i Clip (2x)

Remove the rear view mirror [3§.
[107]: Screw (2x)
XXXX

i Clip (2x)

XXXX

[107: Vis(2x)
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Abb. 32 - Fig. 32

Previa (LHD) - 29

40

40

40

41

42

41.

42.

41

42

XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

. XXXX
o Clip (4x)

. Remove the map light assembly [39.
o= Clip (4x)

. XXXX
¢ Clip (4x)

. XXXX
XXXX
[109]: Schraube (1x)

. XXXX

XXXX

i Clip (1x)

[109]: Schraube (2x)

Remove the passenger’'s side sun
visor holder [40].

[109]: Screw (1x)

Remove the passenger’s side sun
visor [4.

 Clip (1x)

[109]: Screw (2x)

. XXXX

XXXX

[109]: Vis (1x)

. XXXX
XXXX
= Clip (1x)
[109]: Vis (2x)
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XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

XXXX

XXXX

FOR VEHICLES WITHOUT
TWIN MOON ROOF

XXXX
XXXX

A=
RS

43. XXXX

XXXX

Abb. 33 - Fig. 33

43. Remove the clips 42 (7x).

The roof headlining does not need to
be'removed.

43. XXXX

REMARQUE:

XXXX

Previa (LHD) - 30
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XXXX

XXXX

ONLY FOR VEHICLES WITH TWIN MOON ROOF
XXXX

Abb. 34 - Fig. 34

Abb. 35 - Fig. 35
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44.

45.

44,

45.

44.

45.

46.

46.

46.

XXXX
XXXX
[109]: Schraube (1x)

XXXX
o Clip (1x)
[109]: Schraube (2x)

Remove the driver’s side sun visor
holder [40]
[109]: Screw (1x)

Remove the driver’s side sun visor [41.
= Clip (1x)

[109]: Screw (2x)

XXXX

XXXX

[109]: Vis (1x)

XXXX
"x Clip (1x)
[109]: Vis (2x)

XXXX

XXXX

o= Clip (4x)

Remove the driver’s side front pillar
garnish [63.

o= Clip (4x)

XXXX

XXXX

o Clip (4x)



Previa (R3) XXXX
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XXXX
47. XXXX
XXXX
i Clip (10x)
47. Remove the driver's side front door
scuff plate @3.
i Clip (10x)
47. XXXX
XXXX
i Clip (10x)
Abb. 36 - Fig. 36
48. XXXX
XXXX
¢ Clip (13x)

48. Remove the driver’s side slide door
scuff plate (4.
i Clip (13x)
48. XXXX
XXXX
i Clip (13x)

Abb. 37 - Fig. 37
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XXXX

49. XXXX
XXXX

50. XXXX
XXXX
o= Clip (6x)

XXXX

49. Remove the driver's side front seat
belt floor anchor bolt §5].

50. Remove the driver’s side centre pillar
cover {4!.

Abb. 38 - Fig. 38

Fasten the bolt with specified torque
when reassembling.

50. Remove the driver’s side centre pillar cover {6, (Refer to the Repair Manual.)

49. Remove the driver’s side front seat belt floor anchor bolt [5].

o= Clip (6x)
s cip o

XXXX

51. XXXX

52. XXXX
[107]: Schraube (2x)

53. XXXX
XXXX
[105]: Bolzen (1x)

54. XXXX
XXXX
o Clip (1x)

XXXX

Abb. 39 - Fig. 39 51. Remove the covers (2x).

51. XXXX 52. Remove the assist grip [0l.
[107]: Screw (2x)
52. XXXX

[07]: Vis 2x) 53. Remove the driver’s side belt shoulder
anchor [51.
53. XXXX [105]: Bolt (1x)

[105]: Boulon(1x) . .
54. Remove the driver’s side upper centre

54. XXXX pillar garnish [p2.
i Clip (1x)

Fasten the bolt with specified torque
XXXX when reassembling.

(Refer to the Repair Manual.)
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Abb. 40 - Fig. 40
55. XXXX
XXXX
[105]: Boulon (1x)
56. XXXX

XXXX
i Clip (2x)

ATTENTION:

XXXX

Abb. 41 - Fig. 41
57. XXXX
XXXX
[105]: Boulon(1x)

58. XXXX
XXXX
i Clip (4x)

XXXX

Previa (LHD) - 34

XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

55. XXXX
XXXX
[105]: Bolzen (1x)

56. XXXX
XXXX
I Clip (2x)

XXXX

55. Remove the driver’s side belt shoulder
anchor [51.
[105]: Bolt (1x)

56. Loosen the driver’s side quarter pillar
garnish 4.
“_x Clip (2x)

Fasten the bolt with specified torque
when reassembling.
(Refer to the Repair Manual.)

57. XXXX
XXXX
[105]: Bolzen(1x)

58. XXXX
XXXX
i Clip (4x)

XXXX

57. Remove the driver’s side belt shoulder
anchor [51l.
[105]: Bolt (1x)

58. Loosen the driver’s side rear pillar gar-
nish [,
i Clip (4x)

Fasten the bolt with specified torque
when reassembling.
(Refer to the Repair Manual.)
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Abb. 42 - Fig. 42

XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX
59. XXXX
XXXX

[107]: Schraube (2x)

59. Remove the driver’'s side assist grips
B2 (2x).
[107]: Screw (2x)

59. XXXX
XXXX
[107]: Vis (2x)

05-02

Abb. 43 - Fig. 43

Previa (RHD) - 35

XXXX

FOR VEHICLES WITH REAR A/C
XXXX

60. XXXX

XXXX

{:: Clip (6x)

B9 i : Clip (4x)

XXXX

60. Remove the driver's side room light
assemblies B8 and 9.

b8 i : Clip (6x)
B9 i : Clip (4x)

If unsure of switch assembly removal
please refer to page 62.

60. XXXX
XXXX
"+ : Clip (6x)
B9 :: : Clip (4x)
REMARQUE:
XXXX
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XXXX

XXXX
FOR VEHICLES WITH REAR A/C
XXXX

61. Remove the bolt [60].
60: Bolzen (1x)

61. Remove the bolt [60].
B0 Bolt (1x)

61. Remove the bolt [60].

\ 60: Boulon (1x)

Abb. 44 - Fig. 44

XXXX
FOR VEHICLES WITH REAR A/C
XXXX

62. XXXX
XXXX

7 Clip (2x)
62. Remove the driver’s side room light
assemblies [61 (2x).
o Clip (2x)
62. XXXX
XXXX
o Clip (2x)

Abb. 45 - Fig. 45

63. XXXX
XXXX

i Clip (2x)
[105]: Bolzen (1x)

63. Remove the control switch assembly
b2.
“_z Clip (2x)
[105]: Bolt (1x)
63. XXXX
XXXX
{2 Clip (2x)
[105]: Boulon (1x)

Abb. 46 - Fig. 46
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Abb. 47 - Fig. 47
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Abb. 48 - Fig. 48
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XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX
64. XXXX
65. XXXX

64. Remove the tilt moon roof opening trim

5.

65. Remove the sliding roof opening trim

671
64. XXXX
65. XXXX

66. Remove the roof headlining 8.

[104]: Clip (3x)

XXXX

66. Remove the roof headlining [68.

[104: Clip (3x)

When removing the headlining, remove
the door opening trim.

66. Remove the roof headlining 8.
[104l: Clip (3x)
REMARQUE:

XXXX
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Abb. 49 - Fig. 49
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67.

68.

69.

67.

68.

69.

67.

68.

69.

XXXX

VEHICLE ENTERTAINMENT SYSTEM

XXXX
XXXX
XXXX

XXXX
XXXX
[110]: Haken (2x)

XXXX
XXXX
XXXX.
100]: XXXX

Remove the driver’s side drain hose
holder (9.

Remove the driver’'s side drain hose

7.
110]: Hook (2x)

Insert plugs into the ends of the drain
hose connectors to prevent water from
leaking out.

[100]: Plug

XXXX
XXXX

XXXX
XXXX
[110]: Crochet (2x)

XXXX
XXXX
XXXX.
100]: XXXX
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Abb. 50 - Fig. 50
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70.

71.

72.

70.

71.

72.

70.

71.

72.

XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

XXXX
XXXX

XXXX
XXXX
[110]: Haken (2x)

XXXX
XXXX
XXXX
210]: XXXX (2x)

Remove the passenger’s side drain
hose holder [71.

Remove the passenger’s side drain

hose [72.
[110]: Hook (2x)

Insert plugs into the ends of the
drain hose connectors to prevent water
from leaking out.

[210]: Plug (2x)

XXXX
XXXX

XXXX
XXXX
[110]: Crochet(2x)

XXXX
XXXX
XXXX
210]: XXXX (2x)
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XXXX
XXXX
VIDEO CABLE INSTALLATION
XXXX
1. XXXX
1. Cut the foam tape @) into 10 pieces.
1. XXXX
Abb. 51 - Fig. 51
XXXX
ONLY FOR VEHICLES WITHOUT TWIN MOON ROOF
XXXX

‘ XXXX
‘ Roof headlining routing guide. \

REMARQUE:
XXXX

Abb. 52 - Fig. 52
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Abb. 53 - Fig. 53
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Abb. 54 - Fig. 54
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XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX
2. XXXX
3. XXXX
XXXX
XXXX

2. Gently lower the roof headlining.

3. Route the video cable @ while secur-
ing it using foam tapes @.

Check the display unit installation
position by referring to the display
unitinstallation summary, then adjust
the length of the video cable .

2. XXXX
3. XXXX
XXXX
REMARQUE:
XXXX
4. XXXX
XXXX

4. Route the video cable @ while secur-
ing it using foam tapes @.

4. XXXX
XXXX
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XXXX

5. XXXX
XXXX
XXXX

5. Route the video cable @ while securing
it using a wire tie 19 (1x) and foam tapes

(3x).

5. XXXX
XXXX
XXXX

Abb. 55 - Fig. 55
XXXX
ONLY FOR VEHICLES WITH TWIN MOON ROOF
XXXX

6. Route the video cable @ while secur-
ing it using wire ties (2x)-

XXXX

6. Route the video cable @ while secur-
ing it using wire ties @ (2x).

Check the display unit installation
position by referring to the display
Abb. 56 - Fig. 56 unit installation summary, then adjust
the length of the video cable .

6. Route the video cable @) while secur-
ing it using wire ties @ (2x).

REMARQUE:

XXXX
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VEHICLE ENTERTAINMENT SYSTEM
XXXX

NOTE:

XXXX

NOTE:

The illustration at the left shows the
cable routing for the left side of the
roof.

Refer to the following procedures for
details on the cable routing.

- NOTE:
Abb. 57 - Fig. 57

XXXX

7. XXXX
XXXX

7. Route the video cable @ while securing
it using wire ties @ and foam tape @.

7. XXXX
XXXX
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Abb. 59 - Fig. 59
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Abb. 61 - Fig. 61

Previa (RHD) - 4

XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

8. XXXX
XXXX

8. Route the video cable @ while securing
it using wire ties @ and foam tape @.

8. XXXX
XXXX
9.5 OXXXX
XXXX

9. Route the video cable @ while securing
it using wire ties 9 and foam tape @.

9. XXXX
XXXX
10. XXXX
XXXX

10. Route the video cable @ while securing
it using wire tie @ and foam tapes @.

10. XXXX
XXXX

05-02
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11. XXXX
XXXX

11. Route the video cable @ while secur-
ing it using foam tapes @.

11. XXXX
XXXX

Abb. 62 - Fig. 62

ALLE MODELLE
ALL MODELS
TOUS MODELES

12. Route the video cable @ while securing
it using wire ties @ and foam tape @.

Abb. 63 - Fig. 63
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13. XXXX
XXXX
XXXX

13. Route the video cable @ while secur-
ing it using wire ties @ and foam tapes

@.

13. XXXX
XXXX
XXXX

14. XXXX
XXXX

—_—

P —

N
o [

XXXX

14. Route the video cable @ while secur-
ing it using foam tapes @.

Route the video cable @ so that it
does not cover the seat belt mount-

ing bolt hole.
14. XXXX
XXXX
Abb. 65 - Fig. 65 REMARQUE:
XXXX
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FOR VEHICLES WITHOUT
DETACHABLE TYPE SEAT

FOR VEHICLES WITHOUT
DETACHABLE TYPE SEAT

FOR VEHICLES WITHOUT
DETACHABLE TYPE SEAT

15. XXXX
XXXX

15. Route the video cable @) while secur-
ing it using foam tapes @.

15. XXXX
XXXX

FOR VEHICLES WITH
DETACHABLE TYPE SEAT

FOR VEHICLES WITH
DETACHABLE TYPE SEAT

FOR VEHICLES WITH
DETACHABLE TYPE SEAT

16. XXXX
XXXX

16. Route the video cable @ while secur-
ing it using wire tie (9 and foam tapes

16. XXXX
XXXX

" 17. XXXX
XXXX

17. Route the video cable @ while secur-
ing it using foam tapes @).

17. XXXX
XXXX

Abb. 68 - Fig. 68
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Abb. 70 - Fig. 70

Previa (LHD) - 48

XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX
18. XXXX
XXXX

18. Route the video cable @ while securing
it using a wire tie @ and foam tapes @.

18. XXXX
XXXX

NOTE:

o XXXX
o XXXX

NOTE:

«Wrap the excess video cable @
using a wire tie and secure it
using foam tapes @.

« Bind the video cable (7) flat, so that
the carpet is not raised up when it is
returned to its original position.

NOTE:

o XXXX
o XXXX

05-02
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Abb. 71 - Fig. 71
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XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX
19. XXXX
XXXX

19. Connect the video cable @ to the
video selector ®.

19. XXXX
XXXX



XXXX

VEHICLE ENTERTAINMENT SYSTEM
XXXX

Previa (R3)

XXXX

MOUNTING THE DISPLAY UNIT
XXXX

XXXX
ONLY FOR VEHICLES WITHOUT TWIN MOON ROOF

XXXX

1. XXXX

Use paper tape that will not leave
marks on the roof headlining.

1. Mark the centre section with paper
tape [202], using the vehicle clip holes
(vehicle harness hole and rear
view mirror mounting hole [201]) as a
reference.

Use paper tape that will not leave
marks on the roof headlining.

Abb. 72 - Fig.72 1. XXXX

REMARQUE:

Use paper tape that will not leave
marks on the roof headlining.
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Abb. 73 - Fig. 73

Abb. 74 - Fig. 74
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XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

» Before starting to work, insert a
board or similar above the roof
headlining in order to prevent the
vehicle harness from being severed.

 Be careful not to sever the video
cable.

NOTE:

» Before starting to work, insert a
board or similar above the roof
headlining in order to prevent the
vehicle harness from being severed.

e Be careful not to sever the video
cable.

REMARQUE:

+ Before starting to work, insert a
board or similar above the roof
headlining in order to prevent the
vehicle harness from being severed.

e Be careful not to sever the video
cable.

2. XXXX

o XXXX XXXX.
o XXXX

2. Cut the roof headlining using the vehi-
cle clip hole (vehicle body hole) as
a reference.

o At this time, cut only section
shown in the illustration.

« After cutting the roof headlining,
remove the board [203.

2. XXXX

o XXXX XXXX
o XXXX
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Abb. 75 - Fig. 75

Abb. 76 - Fig. 76

Previa (RHD) - 52

3.

XXXX

VEHICLE ENTERTAINMENT SYSTEM

XXXX
XXXX

XXXX

Check the round hole in the roof
reinforcement.

Mark the centre section with paper
tape [202], using the vehicle hole
(vehicle body hole), the rear view mir-
ror mounting hole and the roof rein-
forcement round hole as a refer-
ence.

XXXX
XXXX

XXXX

Measure the width of the roof rein-
forcement and mark the centre in two
places [205].

XXXX
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.

Abb. 77 - Fig. 77

Abb. 78 - Fig. 78
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XXXX

VEHICLE ENTERTAINMENT SYSTEM

XXXX
XXXX

Attach paper tape using the roof
reinforcement round hole and the
two points 204] determined in step 5. as
a reference.

XXXX

XXXX
XXXX

Prepare a paper template [206].
(See template display unit)

Align the lines of the paper template
at the front, back, left and right
with the centre section which has been
marked out with the paper tape.

XXXX
XXXX
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Abb. 80 - Fig. 80

11. Remove the paper template [206], paper tape [202], and use a
cutter to cut the roof headlining along the markings.

REMARQUE:

o XXXX
* XXXX
* XXXX

Previa (LHD) - 54

XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX
9. XXXX
10. XXXX

9. Secure the paper template with
tacks or similar.

10. Use a pencil or ballpoint pen to draw
around the outside of the paper tem-
plate

9. XXXX
10. XXXX

11.. Remove the paper template [206],
paper tape [202], and use a cutter to cut
the roof headlining along the markings.

* XXXX
* XXXX
o XXXX

11. Remove the paper template [206],
paper tape [202], and use a cutter to cut
the roof headlining along the markings.

NOTE:

¢ Insert the board before cutting,
and remove it after cutting.

» Check that the vehicle harness and
video cable are not near the place
where the roof headlining is being
cut.

* Once this operation has been car-
ried out, remove the plate that was
inserted in order to prevent the
cables from being severed.
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Abb. 81 - Fig. 81
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XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

o XXXX
o XXXX
o XXXX

NOTE:

+Before using the drill, spread a
sheet over the interior of the vehicle
(passenger's seat, driver's seat, rear
seat and floor) to protect them from
any dust that is generated while
drilling.

» Be sure to wear protective goggles
while carrying out drilling.

eIn order to prevent the drill from
making a deeper hole than is neces-
sary, wind tape around the drill bit
while leaving enough of the tip of
the bit uncovered.

REMARQUE:

o XXXX
o XXXX
o XXXX
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¢ 7mm

Abb. 82 - Fig. 82

12. Make a marking using the roof reinforcement round hole
as a guide.

13. Drill the mounting holes.

XXXX

ACHTUNG:

XXXX

Abb. 83 - Fig. 83
Previa (RHD) - 56

XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

12. Make a marking using the roof rein-
forcement round hole as a guide.

13. Drill the mounting holes.

XXXX

ACHTUNG:

XXXX

12. Make a marking using the roof rein-
forcement round hole as a guide.

18.) Drill'the mounting holes.
NOTE:

Use a awl to make the hole marks,
then make a lower hole with a diame-
ter of about 3 mm and mounting
holes with a diameter of 7 mm.

CAUTION:

After drilling the hole, be sure to pre-
vent corrosion using anticorrosion
paint.

14. XXXX

14. Install rivet nuts @ to the mounting
holes [205].

14, XXXX
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VEHICLE ENTERTAINMENT SYSTEM
XXXX

XXXX
XXXX

RIVET NUT INSTALLATION METHOD
(EXAMPLE)

XXXX
XXXX

15. XXXX

15. Push back the lever of the rivet nut
installation tool all the way.

15. XXXX

Abb. 84 - Fig. 84

16. XXXX

16. Turn the knob to the right and fit
the rivet nut @ into the mandrel as far
as it will go.

16. XXXX

Abb. 85 - Fig. 85
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Abb. 86 - Fig. 86

208

Abb. 87 - Fig. 87

Previa (LHD) - 58

XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

17. Insert the rivet nut @ into the hole
in the vehicle reinforcement.

XXXX

17. Insert the rivet nut @ into the hole
in the vehicle reinforcement.

Do not let the installation tool get
loose.

17. Insert the rivet nut @ into the hole
in the vehicle reinforcement.

REMARQUE:

XXXX

18. Turn the lever of the rivet nut @
installation tool to the right until it
stops.

XXXX

18. Turn the lever of the rivet nut @
installation tool to the right until it
stops.

The tool is primed when the lever
stops.

18. Turn the lever of the rivet nut @
installation tool to the right until it
stops.

REMARQUE:

XXXX
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XXXX
19. XXXX.
19. As soon as the tool is primed, turn the
lever back to the left by half a turn.
19. XXXX
Abb. 88 - Fig. 88
20. XXXX

20. Turn the knob to the left, and then
remove the rivet nut installation tool to
the rivet nut @3.

20. XXXX

209
Abb. 89 - Fig. 89

05-02 Previa (LHD) - 59



Previa (R3)

Abb. 90 - Fig. 90
21, XXXX

REMARQUE:

XXXX

Abb. 91 - Fig. 91
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XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

21. XXXX

XXXX

21. Install the mounting brackets (L) ®
and (R) ® to the roof reinforcement
using the screws @ (2x).

Provisionally install the mounting
brackets D ® at this time, so that
the display unit @ installation posi-
tion'can be adjusted.

22. XXXX

22. Provisionally install the display unit D
to the mounting brackets (L) @ and
(R) ® and then adjust the positions of
the mounting brackets (L) ® and (R)
®.

22. XXXX

05-02



Previa (R3)

Abb. 92 - Fig. 92

Abb. 93 - Fig. 93
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XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

XXXX

Adjust the mounting positions of the
mounting brackets (L) ® and (R) ®
so that the display unit ®Dis straight.

REMARQUE:

XXXX

23. XXXX
24. XXXX
25. XXXX

23. Remove the display unit @O from the
mounting brackets (L) @ and (R) ®.

24. Mark the mounting holes for the
mounting brackets (L) @ and (R) ®.

25. Remove the mounting brackets (L) ®
and (R®.

23. XXXX
24, XXXX
25. XXXX
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.

Abb. 94 - Fig. 94
26. XXXX

REMARQUE:

XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

26. XXXX

o XXXX
« XXXX

ACHTUNG:
After drilling the hole, be sure to pre-
vent corrosion by anticor rosion paint.

27. XXXX

26. Use a drill to make mounting holes.

NOTE:

+» Be sure to wear protective goggles
while carrying out drilling.

+In order to prevent the drill from
making a deeper hole than is neces-

:§§§§ sary, wind tape around the drill bit
while leaving enough of the tip of
the bit uncovered.

27 XXXX CAUTION:

ATTENTION:

XXXX

Abb. 95 - Fig. 95
Previa (RHD) - 62

After drilling the hole, be sure to pre-
vent corrosion by anticor rosion paint.

27. Install rivet nuts @ to the mounting
holes.

28. XXXX

28. Install the mounting brackets (L) ®
and (R) ® using screws @ (2x).

28. XXXX
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XXXX

29. XXXX

29. Install two spacers for height
adjustment to each of the mounting
brackets @ (L) and ® (R).

29. XXXX

Abb. 96 - Fig. 96

30. XXXX
30. XXXX
30. XXXX

Abb. 97 - Fig. 97

31. XXXX

31. Insert the display unit @O into the
@ groove of the roof headlining.

31. XXXX

Abb. 98 - Fig. 98
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Abb. 99 - Fig. 99

»

Abb. 100 - Fig. 100

Abb. 101 - Fig. 101
Previa (LHD) - 64

32

33.
32.

33.

32.
33.

34.
35.
34.

35.

34.
35.

36.
37.
36.

37.

36.
37.

XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX
XXXX
XXXX

Install the display unit D to the mount-
ing brackets @ (L) and ® (R).

Install the display unit ® with the
hexagon head nuts @ (4x).

XXXX
XXXX

XXXX
XXXX

Push the display unit @ rearward into
the roof headlining.

Securely tighten the hexagon head

nuts ® (4x).
XXXX
XXXX

XXXX
XXXX

Connect the video cable @ to the dis-
play unit (.

Install the display cover @ to the dis-
play unit (.

XXXX
XXXX
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XXXX
XXXX
ONLY FOR VEHICLES WITH TWIN MOON ROOF
XXXX
, 38. XXXX
\ [210]: XXXX (2x)
LS Nefh 7
oI\ _2 @ %L Z 38. Remove the plugs [210].
i/ — Y o [210]: Plug (2x)
A 1l : - 38. XXXX
# L , 77 210]: XXXX (2x)
fr—l,i;;\?\}‘/i//\ ,
}/Z:S—‘)F\//’ﬂ\\-
- _\ s =i I%’:%’ J\/ < -
\“\7/6_@#/~° AT I
S = /W b
i
Abb. 102 - Fig. 102
39. XXXX

2T01: XXXX (2x)

39. "Remove the plugs [210].
[210]: Plug (2x)

39. XXXX
BT01: XXXX (2x)

S 4! ) -
~ N P ﬁ.

Abb. 103 - Fig. 103
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Abb. 104 - Fig. 104

Abb. 105 - Fig. 105
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XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

XXXX

40. XXXX
XXXX

Keep the mounting bracket
(86028-28010), with a mounting bolt
(91626-60616) and mounting nut
(90179-06216) ready.

40. Tilt the mounting bracket to align it
with the mounting position.

REMARQUE:

XXXX

40. XXXX
XXXX

41. XXXX

41. Set the mounting bracket into
position.

41. XXXX
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Abb. 106 - Fig. 106

Abb. 107 - Fig. 107
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XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

42. XXXX

42. Secure the mounting bracket to
the vehicle using the mounting bolts
(4x) and mounting nut (1x).

42. XXXX

43. XXXX
[110]: Haken (4x)

43. Set the drain hose into the mount-
ing bracket, then connect the drain
hose back onto the vehicle.

[110]: Hook (4x)
43. XXXX
[110]: Crochet (4x)
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Abb. 108 - Fig. 108
44. Déposez le revétement du toit en le tirant hors du véhicule.

45. Fixez une bande de papier ou un repére similaire pour
marquer le centre en prenant pour références la position de
montage de I'ensemble du commutateur de commande
et la découpe de la fenétre de toit avant [216].

REMARQUE:

e Utilisez une bande de papier qui ne laisse-pas de
marque sur le revétement du toit.

e Lorsque vous manipulez le revétement du toit, dirigez
sa face intérieure vers le haut afin_de ne pas la salir et
d'éviter de la décolorer ou de l'abimer.

Abb. 109 - Fig. 109

46. Préparez un gabarit en papier 217]. (Reportez-vous au
gabarit de I'écran.)

47. Alignez les lignes du gabarit en papier [217], a I'avant et a
l'arriére, sur la section centrale qui a été marquée a l'aide
de la bande de papier [274].

48. Alignez le gabarit en papier 217] afin qu'il ait |a taille illustrée
ci-contre.
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VES

44, XXXX
XXXX

45, XXXX
XXXX
XXXX
XXXX
XXXX

HINWEIS:

e Use paper tape that will not leave
marks on the roof headlining.

«When working on the roof headlin-
ing, place the interior side face
upward so that it does not become
dirty, broken or discolored.

44. Remove the roof headlining by pulling
it'out from the vehicle.

45.-Attach paper tape or similar to
mark the centre section, using the con-
trol switch assembly mounting position
and the front moon roof cut-out
hole [216] as a reference.

NOTE:

e Use paper tape that will not leave
marks on the roof headlining.

«When working on the roof headlin-
ing, place the interior side face
upward so that it does not become

dirty, broken or discolored.

46. XXXX
47. XXXX
48. XXXX

46. Prepare a paper template [217].
(See template display unit)

47. Align the lines of the paper template
at the front and back with the cen-
tre section which has been marked out
with the paper tape [214].

48. Align the paper template [277] so that it
is at the size shown in the illustration at
left.
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Abb. 110 - Fig. 110

49. Secure the paper template with tacks or similar.
50. Use a pencil or ballpoint pen to draw around the outside of
the paper template 2171

REMARQUE:

o XXXX
o XXXX
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XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

49. XXXX
XXXX
XXXX

o XXXX
o XXXX

50. Use a pencil or ballpoint pen to draw
around the outside of the paper tem-
plate [2171.

NOTE:

» Check that the left and right lines of
the paper template and the mount-
ing surface of the control switch are
parallel.

o Adjust the paper template so that
dimensions () and () are the same.

49. Secure the paper template with
tacks or similar.

50. Use a pencil or ballpoint pen to draw
around the outside of the paper tem-
plate [217]
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Abb. 111 - Fig. 111

Abb. 112 - Fig. 112

Abb. 113 - Fig. 113
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51.
51.

51.

52.
53.
52.

53.

52.
53.

54.
54.

54.

XXXX

VEHICLE ENTERTAINMENT SYSTEM

XXXX
XXXX

Remove the paper template, and use a
cutter to cut the roof headlining along
the markings.

XXXX

XXXX
XXXX

Install a spacer for height adjust-
ment to the mounting brackets [211].

Return the roof headlining to its origi-
nal position inside the vehicle.

XXXX
XXXX

XXXX

Insert the display unit (D into the
groove in the roof headlining.

XXXX
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XXXX

55. XXXX
56. XXXX

55. Install the display unit (D to the mount-
ing brackets [211].

56. Install the display unit @D with the
hexagon head nuts @) (4x).

55. XXXX
56. XXXX

Abb. 114 - Fig. 114

57. XXXX
58. XXXX

- = :'_‘__.._: SR 57. Push the displ'a}/ unit @ rearward into
d NS —— E the roof headlining.
R \GICAT= T

/\ - 58. Securely tighten the hexagon head
\ _ nuts @).

57. XXXX

\ ' 58. XXXX
% ~ e T

Abb. 115 - Fig. 115

59. XXXX
60. XXXX

59. Connect the video cable @) to the dis-
play unit .

60. Install the display cover @ to the dis-
play unit .

59. XXXX
60. XXXX

Abb. 116 - Fig. 116
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VEHICLE ENTERTAINMENT SYSTEM

XXXX
XXXX
MOUNTING THE VIDEO SELECTOR
XXXX
1. XXXX
1. Attach butyl tape @ to the video
selector ®.
1. XXXX
Abb. 117 - Fig. 117
2. XXXX

2. Attach the video selector @ to the
right side of the passenger's seat
base as shown.

2. XXXX

Abb. 118 - Fig. 118
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VEHICLE ENTERTAINMENT SYSTEM
XXXX

XXXX

POWER CABLE INSTALLATION

1. XXXX
1. Connect the power cable ® to the vehi-
cle's 10-pin (female) connector.
1. XXXX
Abb. 119 - Fig. 119
2. XXXX

2. Route the power cable ® while secur-
ing it using wire ties (9 (2x).

2. XXXX

Abb. 120 - Fig. 120
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Abb. 121 - Fig. 121

Abb. 122 - Fig. 122
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XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX
3. XXXX
XXXX
XXXX

3. Route the power cable ® while secur-
ing it using wire ties 49 (1x).

Wrap the excess power cable ®
using a wire tie (1x) and secure
using foam tape @ (2x).

3. XXXX
XXXX
REMARQUE:
XXXX
4. XXXX

E

Connect the power cable ® to the
video selector @ using foam tape @.

4. XXXXX

05-02



Previa (R3) XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

5. XXXX

5. Locate the ground terminal and the
K/J noise filter of the power cable at the
o

WV L

Abb. 123 - Fig. 123

6. XXXX
7. XXXX

6.~_Connect the ground wire to the chassis
using the excisting nut as shown.

7. Bundle and attach the excess ground
wire as shown.

6. XXXX
7. XXXX

Abb. 124 - Fig. 124
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VEHICLE ENTERTAINMENT SYSTEM
XXXX

XXXX

DVD PLAYER CABLE INSTALLATION

1. XXXX
1. Route the DVD player cable (8) under-
neath the carpet while securing it using
foam tapes @ as shown.
1. XXXX
Abb. 125 - Fig. 125
2. XXXX

2. Route the DVD player cable while
securing it using a wire tie and
foam tapes @.

2. XXXX

Abb. 126 - Fig. 126
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VEHICLE ENTERTAINMENT SYSTEM
XXXX

XXXX

NOTE:

Wrap the excess DVD player cable
using a wire tie (1x) and secure
using foam tape @ (2x).

REMARQUE:
XXXX
Abb. 127 - Fig. 127
9 3. XXXX
3. Connect the DVD player cable to

w

\ the video selector ®.
/XL‘%} \@ h \, \ \ XXXX

M B S \

.‘,';:.; N , \ /\/

1) \’)

Abb. 128 - Fig. 128
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VEHICLE ENTERTAINMENT SYSTEM
XXXX

XXXX

DVD PLAYER INSTALLATION
XXXX

1. XXXX
[{20]: XXXX (4x)

XXXX

1. Remove the driver’s seat leg base 3.
[20]: Bolt w/washer (4x)

Disconnect the fuel cap release cable
before removing the seat leg base.

1. XXXX
[{20]: XXXX (4x)

REMARQUE:

Abb. 129 - Fig. 129
XXXX

2. XXXX:
o XXXX (¥)
XXXX
XXXX.
o XXXX
o XXXX
o XXXX

15 mm
ww g1

A
NS
e o )

XXXX

2. Cutting the carpet:

* Position the mounting bracket (*)
against the seat base installation
bolts as shown.

Abb. 130 - Fig. 130 ¢ Mark the cut lines
2. XXXX: * Remove the bracket
o XXXX (*) * Cut the carpet along the cut lines

XXXX

XXXX. The correct positioning of the brack-
* XXXX et is very important in order to avoid
* XXXX interference with the seat.

o XXXX

(*) XXXX: PZ425-R0260-60
(*) Mounting bracket: PZ425-R0260-60
(*) XXXX: PZ425-R0260-60

REMARQUE:

XXXX
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XXXX
Remove the insulation
XXXX

®
ol T2 @

\
Abb. 1317 - Fig. 131

Abb. 132 - Fig. 132
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XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

3. XXXX

3. Strip off the insulation mat underneath
the shaded area.

3. XXXX

4. XXXX

4. Fit the sub bracket (i to the DVD play-
er ®.

4. XXXX
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XXXX
5. XXXXX
XXXX/Butyl Tape/XXXX
50x100 mm (1x) XXXX/Butyl Tape/XXXX 5. Cut two butyl tapes into 2 equal sized
50x50 mm (1x) pieces.

XXXX/Butyl Tape/XXXX

50x50 mm (2x) \

Attach the butyl tapes to the under part

XXXX/Butyl f the mounting bracket
o of the mounting bracket @.

50x50 mm (1x) 5. XXXX

Abb. 133 - Fig. 133

6. XXXX

XXXX

6. Fit the bracket O+ @ to the floor as
shown and replace the carpet.

The correct positioning of the brack-
et is very important in order to avoid
interference with the seat.

6. XXXX
REMARQUE:

Abb. 134 - Fig. 134

XXXX
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XXXX
7. XXXX
8. XXXX
7. Reattach the fuel cap release cable
through the DVD bracket legs.
8. Fitthe DVD player ® to the bracket O
+ (@ using bolts M5x8 (2x) and @ (2x).
7. XXXX
8. XXXX
9. XXXX
9. Connect the DVD player cable as
shown.
9. XXXX

14P
Connector

Abb. 136 - Fig. 136
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XXXX

XXXX

VIDEO IN-PUT CABLE AND VIDEOQ IN-PUT CABLE CASE INSTALLATION &
XXXX

1. XXXX
2. XXXX

1. Position the video in-put cable case
where it is to be installed at the pas-
senger's side centre pillar garnish.

2. Make a notch for pulling out the video

in-put cable @.
1. XXXX
2. XXXX
Abb. 137 - Fig. 137
y 3. XXXX
Al XXXX
I XXXX

W% XXXX

3. Install the video in-put cable case
to the passenger's side centre pillar
garnish using velcro @ and @.

-

Abb. 138 - Fig. 138 Install the video selector case (0 so
3. XXXX that the locking and unlocking part of
the lid is facing toward the rear of the

REMARQUE: vehicle.

XXXX
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XXXX
VEHICLE ENTERTAINMENT SYSTEM
XXXX

4, XXXX
4. Route the video in-put cable @ while
securing it using a wire tie and

foam tape @.
4, XXXX.

XXXX

NOTE:

Wrap the excess video in-put cable
® using a wire tie @ and secure it
using foam tapes @.

REMARQUE:

05-02

Abb. 141 - Fig. 141
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XXXX
5. XXXX
5. Connect the video in-put cable @ to

the video selector 3.
XXXX

o
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VEHICLE ENTERTAINMENT SYSTEM
XXXX

XXXX

Return the passenger's side centre pil-
lar garnish to its original position, and
place the video in-put cable @ into the
video in-put cable case .

6. XXXX

Abb. 142 - Fig. 142
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XXXX

XXXX

REMOVAL OF THE SWITCH ASSEMBLY

1. XXXX
XXXX

1. The left picture shows the rear side of
the moon roof switch assy /9l on which
two hooks /4l are located .
Follow these steps in order not to dam-
age the switch assembly

1. XXXX
XXXX

Abb. 143 - Fig. 143
2. XXXX

2. A metal frame is shown when
slightly pulling down the switch assy
3.

2. XXXX

Abb. 144 - Fig. 144
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XXXX

3. XXXX

3. Insert the screwdriver between the
swich assy /9| and the metal frame 75

3. XXXX

Abb. 145 - Fig. 145

4. Push the swich assy forward, and
pull down the screwdriver.

Abb. 146 - Fig. 146

5. Remove the swich assy 3.
In case the metal clips of the swich
assy come loose, reinstall the clips
before reassemble the swich assy.

Abb. 147 - Fig. 147
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NOTIZEN

NOTES
NOTES
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XXXX

NOTIZEN
NOTES

NOTES
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XXXX

NOTIZEN

NOTES
NOTES
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XXXX

NOTIZEN
NOTES

NOTES
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