
030H4-01

03-20
-SERVICE SPECIFICATIONS LUBRICATION

121Author�: Date�:

2002 LEXUS ES300 REPAIR MANUAL   (RM911U)

LUBRICATION
SERVICE DATA
Oil pressure at idle speed

at 3,000 rpm
29 kPa (0.3 kgf⋅cm2, 4.3 psi) or more
294 - 539 kPa (3.0 - 5.5 kgf⋅cm2, 43 - 78 psi)

Oil pump
Side clearance Standard

Maximum

Tip clearance Standard
Maximum

Body clearance Standard
Maximum

0.03 - 0.09 mm (0.0012 - 0.0035 in.)
0.15 mm (0.0059 in.)
0.11 - 0.24 mm (0.0043 - 0.0094 in.)
0.35 mm (0.0138 in.)
0.125 - 0.162 mm (0.0050 - 0.0064 in.)
0.30 mm (0.0118 in.)

Engine oil
Oil capacity Drain and refill w/ oil filter change

Drain and refill w/o oil filter change

Dry fill

4.7 liters (5.0 US qts, 4.1 lmp. qts)
4.5 liters (4.8 US qts, 4.0 lmp. qts)
5.5 liters (5.8 US qts, 4.8 lmp. qts)


