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FRONT SUSPENSION @~

SECTION
MODIFICATION NOTICE:
Grease capacity of drive shaft has been changed.
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DRIVE SHAFT

Applied model

Joint type

Transaxle side

Wheel side

Boot length mm (in)

Transaxle side L2

Wheel side L1

Grease

Capacity g (oz)

Transaxle side

Wheel side

SERVICE DATA AND SPECIFICATIONS (SDS)

Inspection and Adjustment

GA140E, GA160E, SR200E
GA150E C020 RH LH Boot length

Wheel side

TS70C TS79C OS83 TS83

ZF80 I ZF90 BF83

95.5 - 97.5 101.5 - l03.5 97 - 99 98 - 100
(3.76 - 3.84) (4.00 - 4.07) (3.82 - 3.90) (3.86 - 3.94) Transaxle side
90.5 - 92.5 96 - 98

94 - 96 (3.70 - 3.78)
(3.563 - 3.642) (3.78 - 3.86)

Nissan genuine grease or equivalent

110 - 120 155 - 165 115 - 135 130 - 150
(3.88 - 4.23) (5.47 - 5.82) (4.06 - 4.76) (4.59 - 5.29)

75 - 85 115 - 125
85 - 105 (3.00 - 3.70)

(2.66 - 3.00) (4.06 - 4.41)
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