G - TESTS W/CODES - 1.8L

1994 Toyota Celica

1994 ENGINE PERFORMANCE
Toyota 1.8L Self-Diagnostics

Celica

INTRODUCTION

If no faults were found while performing F - BASIC TESTING,
proceed with self-diagnostics. If no Diagnostic Trouble Codes (DTC)
are present after entering self-diagnostics, proceed to steps in
H - TESTS W/O CODES article for diagnosis by symptom (i.e., ROUGH
IDLE, NO START, etc.).

NOTE: Diagnostic Trouble Codes (DTC) will be referred to as
trouble codes in this article.

SELF-DIAGNOSTIC SYSTEM

Hard Failures

Hard failures cause Malfunction Indicator Light (MIL) on
instrument panel to illuminate and remain on until problem is
repaired. If light comes on and remains on (light may flash) during
vehicle operation, corresponding trouble code will be retained in
Electronic Control Module (ECM) memory on some trouble code
applications. Not all trouble codes are retained in ECM memory. The
cause of malfunction must be determined using trouble code charts. If
a sensor fails, Electronic Control Module (ECM) will use a substitute
value in its calculations to continue engine operation. In this
condition, commonly known as limp-in mode, the vehicle runs but
driveability will not be optimum.

NOTE: The MIL may also be referred to as the CHECK ENGINE light.
The MIL may not illuminate when certain failure such as
faulty starter signal or A/C switch signal exists, or if
certain trouble codes are set.

Intermittent Failures

Intermittent failures may cause Malfunction Indicator Light
(MIL) to flicker or illuminate and go out after intermittent fault
goes away. However, the corresponding trouble code will be retained in
ECM memory on some trouble code applications. Not all trouble codes
are retained in ECM memory. Intermittent failures may be caused by a
sensor, connector or wiring related problem. See INTERMITTENTS in
H - TESTS W/O CODES article.

NOTE: Test Mode (if equipped) and Normal Mode on self-diagnostic
system are used for retrieving trouble code from ECM memory.
For information on different mode usage, see RETRIEVING
TROUBLE CODES.

RETRIEVING TROUBLE CODES

NOTE: Trouble codes may be retrieved using Toyota scan tester in
Normal Mode or Test Mode.

NOTE : Normal Mode is used to retrieve trouble code from Electronic
Control Module (ECM) to determine problem area. Test Mode is
used to check for trouble codes when operating vehicle to
simulate conditions in which trouble code was set. Test mode



contains a higher sensing ability to detect malfunctions.
Test Mode helps determine malfunctions caused by poor
electrical connections, which are difficult to determine
using Normal Mode. Test Mode also checks for malfunction in
starter signal circuit, A/C switch signal and Park/Neutral
switch signal.

NOTE: The Malfunction Indicator Light (MIL) on the instrument
panel may also be referred to as CHECK ENGINE light.

Toyota Scan Tester

Connect scan tester to appropriate Data Link Connector (DLC).
See Fig. 1. DLC No. 1 is used on all models. Using scan tester
manufacturer’s instructions, retrieve trouble codes.

Normal Mode

1) Before retrieving trouble code(s), verify MIL on
instrument panel comes on with ignition on and engine off. The MIL
should go off when engine is started.

2) If MIL does not come on with ignition on and engine off,
check bulb circuit on instrument panel and wiring circuit between MIL
and ECM. See appropriate wiring diagram in L - WIRING DIAGRAMS
article. See ECM LOCATION.

3) If MIL remains on, self-diagnostic system has detected a
malfunction or abnormality. Ensure battery voltage is greater than 11
volts and charging system is okay. Warm engine to normal operating
temperature.

4) Apply parking brake. Shift the transmission/transaxle into
Neutral (M/T) or Park (A/T). Turn A/C and all accessories off. Ensure
throttle is in idle position.

5) Turn ignition on with engine off. Install Jumper Wire (SST
09843-18020) between terminals TEl and El1 in appropriate Data Link
Connector (DLC). See Fig. 1.

6) Count number of flashes from MIL on instrument panel. If
system is operating properly (with no trouble codes), MIL will flash
continuously and evenly. See Fig. 2.

7) If MIL will not flash, check TEl and El1 wiring circuit.
See appropriate TEl & TE2 DIAGNOSTIC CIRCUIT CHECK chart under TROUBLE
CODE CHARTS. See ECM LOCATION.

8) If trouble code exists, digits of trouble code will be
flashed at approximately 1/2-second intervals. A 1 1/2-second pause
separates first and second digits of code. See Fig. 2.

9) If more than one trouble code is stored, a 2 1/2-second
pause will occur before next trouble code is flashed. Once all trouble
codes are displayed, a 4 1/2-second pause will occur then trouble
code(s) will be repeated.

10) Trouble codes are displayed in order of smallest to
largest. After trouble codes are retrieved, remove jumper wire to exit
Normal Mode. See NOTES ON TROUBLE CODES. For additional information on
trouble codes, see TROUBLE CODE DIAGNOSTIC HINTS table under SELF-
DIAGNOSTIC SYSTEM and appropriate TROUBLE CODE IDENTIFICATION table
under TROUBLE CODE IDENTIFICATION.

NOTE: To repair failure causing trouble code, refer to proper
trouble code chart under TROUBLE CODE CHARTS. Once repairs
for trouble code are made, trouble code must be cleared from
ECM memory. See CLEARING TROUBLE CODES.

Test Mode

1) Before retrieving trouble code(s), verify MIL on
instrument panel comes on with ignition on and engine off. The MIL
should go off when engine is started.

2) Check bulb circuit on instrument panel and wiring circuit



between MIL and ECM. See appropriate wiring diagram information in
L - WIRING DIAGRAMS article. See ECM LOCATION.

3) Ensure battery voltage is greater than 11 volts and
charging system is okay. Apply parking brake. Shift the
transmission/transaxle to Neutral (M/T) or Park (A/T). Turn A/C and
all accessories off. Ensure throttle is in idle position and ignition
is off.

NOTE: Test Mode will not operate if jumper wire is installed
between terminals TE2 and E1 in Data Link Connector (DLC)
after ignition is turned on.

4) Install Jumper Wire (SST 09843-18020) between terminals
TE2 and El1 in Data Link Connector (DLC) with ignition off. See Fig. 1.

5) Turn ignition on with engine off. Test Mode is operational
if MIL on instrument panel flashes.

6) If MIL fails to flash, check TE2 wiring circuit. See
appropriate TEl & TE2 DIAGNOSTIC CIRCUIT CHECK chart under TROUBLE
CODE CHARTS. See ECM LOCATION.

7) Drive vehicle at a speed greater than 6 MPH. ECM will set
Trouble Codes 42 and 43 if vehicle is not driven. Try to simulate
conditions of driveability complaint described by customer, and note
when MIL comes on. This indicates when problem exists.

8) Stop vehicle, but DO NOT turn engine off. Install jumper
wire between terminals TEl and E1 in DLC. See Fig. 1. Count number of
flashes from MIL on instrument panel. If system is operating properly
(with no trouble codes), MIL will flash continuously and evenly. See
Fig. 2.

9) If trouble code exists, digits of trouble code will be
flashed at approximately 1/2-second intervals. A 1 1/2-second pause
separates first and second digits of code. See Fig. 2.

10) If more than one trouble code is stored, a 2 1/2-second
pause will occur before next trouble code is flashed. Once all trouble
codes are displayed, a 4 1/2-second pause will occur, then trouble
code(s) will be repeated. Trouble codes are displayed in order of
smallest to largest.

NOTE: On all models, Trouble Code 51 will normally be displayed if
automatic transmission/transaxle is in any gear except Park
or Neutral, A/C is turned on, or accelerator pedal is
depressed.

11) After trouble code(s) is retrieved, remove jumper wires
to exit Test Mode. See NOTES ON TROUBLE CODES. For additional
information on trouble codes, see TROUBLE CODE DIAGNOSTIC HINTS table
under SELF-DIAGNOSTIC SYSTEM and appropriate TROUBLE CODE
IDENTIFICATION table under TROUBLE CODE IDENTIFICATION.

NOTE : The MIL may not come on if certain trouble code is set when
in Test Mode. See appropriate TROUBLE CODE IDENTIFICATION
table under TROUBLE CODE IDENTIFICATION.

NOTE: To repair failure causing trouble code, refer to proper
trouble code chart under TROUBLE CODE CHARTS. Once repairs
for trouble code are made, trouble code must be cleared from
ECM memory. See CLEARING TROUBLE CODES.



Data Link Connector No. 1

Jumper

™

94D44969

Fig. 1: Data Link Connector ID & Installing Jumper Wire
Courtesy of Toyota Motor Sales, U.S.A., Inc.
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Fig. 2: Identifying Normal System Operation & Trouble Code Using MIL
Courtesy of Toyota Motor Sales, U.S.A., Inc.

NOTES ON TROUBLE CODES



1) When certain trouble codes occur, MIL on instrument panel
will not come on. For designation of MIL operation on certain trouble
codes, see appropriate TROUBLE CODE IDENTIFICATION table under TROUBLE
CODE IDENTIFICATION.

2) When certain malfunctions or trouble codes initially
occur, they will be temporarily stored in ECM memory, but MIL on
instrument panel will not come on.

3) The second time malfunction or trouble code is detected,
MIL on instrument panel will then come on, provided ignition is turned
off and then back on after malfunction or trouble code was first
detected. This is referred to as the Two Trip Detection Logic and only
applies to specified trouble codes. See TWO TRIP DETECTION LOGIC
TROUBLE CODES table.

NOTE: When road testing vehicle in Test Mode, the Two Trip
Detection Logic will not function. In Test Mode, the MIL on
instrument panel will come on the first time malfunction or
trouble code is detected.

TWO TRIP DETECTION LOGIC TROUBLE CODES TABLE

Application (1) Trouble Code
(O ST 5 1=t 21, 25, 26, 27 & 71
(1) — Trouble codes may not apply to all models, as some

trouble codes are used only on Calif. models.

4) In Normal Mode, MIL on instrument panel will go off after
malfunction is repaired, but trouble codes, except ECM non-memory
trouble codes, will be retained in ECM memory until cleared. ECM non-
memory trouble codes are not stored in ECM memory. See ECM NON-MEMORY
TROUBLE CODES table.

5) In Test Mode (if equipped), all trouble codes except ECM
non-memory trouble codes are retained in ECM memory, even with
ignition off and repairs made, until cleared. ECM non-memory trouble
codes are not retained in ECM memory. See ECM NON-MEMORY TROUBLE CODES
table.

NOTE: When in Test Mode, if vehicle is not driven at a speed
greater than 6 MPH, ECM will set Trouble Codes 42 and 43.
For MIL operation in relation to trouble code when in Test
Mode, see appropriate TROUBLE CODE IDENTIFICATION table
under TROUBLE CODE IDENTIFICATION.

ECM NON-MEMORY TROUBLE CODES TABLE

Application Trouble Code
NOrmal MoOde vttt ittt ettt ettt ettt ettt e 16, 43 & 51
B ST A Y 43 & 51

CLEARING TROUBLE CODES

1) After performing repairs, clear ECM memory of all stored
trouble codes. To clear memory, turn ignition off. Remove proper fuse
from fuse/relay box for approximately 30 seconds or more. See FUSE
APPLICATION table and FUSE/RELAY BOX LOCATION table.

2) Depending on ambient temperature, fuse may need to be
removed for more than 30 seconds, especially in colder temperatures.
Install fuse. Road test vehicle. Ensure system operates properly (with



no trouble codes) and MIL flashes continuously and evenly. See Fig. 2.

NOTE : Trouble codes may also be cleared by disconnecting negative
battery cable. However, other memory functions (clock,
radio, alarm, seats, etc.) will be canceled and must be
reset.

3) With certain trouble codes, once trouble code has been
cleared from ECM memory, a trouble code detection driving pattern test
can be performed to verify repairs and that trouble has not reset. For
information on trouble code detection driving pattern test, see
TROUBLE CODE DETECTION DRIVING PATTERN TESTS.

FUSE APPLICATION TABLE

Model Fuse (Amps)

(OS5 EFI (15)

FUSE/RELAY BOX LOCATION TABLE

Application Location

Celica .... Driver Side, Front Corner Of Engine Compartment

TROUBLE CODE DETECTION DRIVING PATTERN TESTS

NOTE: Trouble code driving pattern test may be referred to as
driving pattern test.

1) With certain trouble codes, once trouble code has been
cleared from ECM memory, a trouble code detection driving pattern test
can be performed to verify repairs and that trouble has not reset.
Trouble code driving pattern test will duplicate conditions required
to set specified trouble codes.

2) Trouble code detection driving pattern test lists
procedure to be performed to ensure trouble code has not reset. See
Fig. 3.

3) Trouble code detection driving pattern tests apply only to
specified trouble codes. See TROUBLE CODE DETECTION DRIVING PATTERN
TEST APPLICATION table. Trouble code detection driving pattern test
will be included with proper trouble code chart under TROUBLE CODE
CHARTS.

TROUBLE CODE DETECTION DRIVING PATTERN TEST APPLICATION TABLE

Model (1) Trouble Code
CeliCa ittt e e e e e e e e 21, 25, 26, 27, 52 & 71
(1) — Trouble codes listed may not apply to all models, as some

trouble codes are used only on Calif. models.




MALFUNCTION: Open Or Short in Injector Or Blockage
(ENGINE SPEED)

IDLING |---- _/ e, Q)
e 5 MIN. T (TIME)

HINT: Before starting this test, ensure engine coolant temp. is 40°C (104°F) or less.
Before this test, check the feedback voitage for heated oxygen sensor.

(1) Disconnect the fuse EFI {15 A} for 10 sec. or more, with IG switch OFF.

@ Initiate test mode {Connect terminal TE2 and E1 of DLC1} with IG switch OFF.

@ Start the engine and warm the engine up, with all ACC switch OFF.

{4 After the engine is warmed up, let it idie for 5 min.
HINT: if a malfunction is detected the maifunction indicator lamp will light up during step @
NOTICE: If this procedurs is not strictly folowed. you cannot detect the malfunction.

94)44973

Typical Trouble Code Detection Driving Pattern Test

Courtesy of Toyota Motor Sales, U.S.A., Inc.

ECM LOCATION

For illustration of ECM location, refer to information in
E - THEORY/OPERATION article.

ECM LOCATION TABLE

Location

................... Below Passenger’s Side Of Dash,
Underneath The Carpet

TROUBLE CODE DIAGNOSTIC HINTS

To determine a common cause for a trouble code to be set,
see TROUBLE CODE DIAGNOSTIC HINTS table.

TROUBLE CODE DIAGNOSTIC HINTS TABLE (1)

Trouble Code Diagnostic Hints

............... No "G", "G1", "G2" or "NE" Ignition Signal To ECM

Within 2 Seconds After Engine Is Cranked,
No "G" Ignition Signal To ECM For 3 Seconds



13 ....

14 ...

16 ....
21 ...,

22 ...,

83 ....

84 ....

85 ....

With Engine Speed Of 600-4000 RPM
Open In "G-" Circuit

......................... No "NE" Ignition Signal To ECM When

Engine Speed Is Greater Than Approximately 1000 RPM,
No "G" Ignition Signal To ECM When "NE" Signal
Is Input 4 Times With Engine Speed Of 600-4000 RPM

................ No "IG" Or "IGF" Ignition Signal To ECM From

Ignitor Several Times In Succession

.................. Fault In Transmission/Transaxle ECU Or ECM
.......................... Defective 02 Sensor, Open Or Short

Circuit In 02 Sensor Signal

..................... Open Or Short Circuit In Engine Coolant

Temperature Sensor Signal

..... Open Or Short Circuit In Intake Air Temp. Sensor Signal
........... Lean Signal Sent By 02 Sensor For Several Seconds
........... Rich Signal Sent By 02 Sensor For Several Seconds
............... Open Or Short Circuit In Sub-02 Sensor Signal
........................................ Defective 02 Sensor,

Open Or Short Circuit In 02 Sensor Signal

............................ Open Or Short Circuit In Airflow

Meter Or MAP Sensor Signal

....... Open Or Short Circuit Between Airflow Meter Terminals
........................... Turbocharger Pressure Is Abnormal
............. Open Or Short Circuit In Turbocharging Pressure

Sensor, MAP Sensor Or BARO Sensor

.... Open Or Short Circuit In Throttle Position Sensor Signal
......................... No Signal From Vehicle Speed Sensor

For Several Seconds

................. No "STA" Signal To ECM Until Engine Reaches

800 RPM With Engine Cranking
Open Or Short Circuit In Sub-Throttle Position Sensor Signal

........... (2) Problem In One Of 3 Circuits Monitored By ECM
................ Open Or Short Circuit In Knock Sensor Signal
.............................. Knock Control In ECM Is Faulty
................ Open Or Short Circuit In Knock Sensor Signal
............................... EGR Gas Temperature Less Than

Predetermined Level During EGR Control

.................. Open Or Short Circuit In Fuel Pump Control

Circuit Or Fuel Pump Electronic Control Unit (ECU)

............. Open In ECT1l Circuit Between ECM & Transmission

Control Module (TCM) For At Least 2 Seconds

............. Open In ESAl Circuit Between ECM & Transmission

Control Module (TCM) For 1/2 Second After
Engine Idles At Least 1/2 Second

............. Open In ESA2 Circuit Between ECM & Transmission

Control Module (TCM) For 1/2 Second After
Engine Idles At Least 1/2 Second

............. Open In ESA3 Circuit Between ECM & Transmission

Control Module (TCM) For 1/2 Second After
Engine Idles At Least 1/2 Second

Listed are possible areas causing trouble codes. Not all
trouble codes are used on all models.

Throttle position sensor, Park/Neutral switch and A/C Signal
circuits are monitored.

TROUBLE CODE IDENTIFICATION

TROUBLE CODE IDENTIFICATION TABLE

I
| Code

T T
| System | (2) | (2) |Probable Cause



Number Affected MIL MIL
In In
Normal |Test
Mode Mode
12 RPM Signal ON N/A Distributor, Starter
Or Circuit, ECM
13 RPM Signal (3) (4) Distributor Or
(1.8L) Circuit, ECM
14 Ignition ON N/A Ignitor Or Circuit To
Signal ECM, ECM
16 (5) A/T Control ON N/A ECM Or Circuit
Signal
21 Oxygen Sensor ON ON Oxygen Sensor Or
Signal Circuit, ECM
22 Engine Coolant ON ON Engine Coolant Temp.
Temperature Sensor Or Circuit, ECM
Sensor Signal
24 Intake Air ON ON Intake Air Temp. Sensor
Temperature Or Circuit, ECM
25 Lean Air/Fuel Injector Or Circuit,
Mixture Oxygen Sensor Or
Circuit Fuel Pressure,
Ignition System,
Vacuum Leak,
Compression Pressure,
ECM
26 Rich Air/Fuel ON ON Injector Or Circuit,
Mixture Oxygen Sensor Or
Circuit Fuel Pressure,
Ignition System,
Vacuum Leak,
Compression Pressure,
ECM
27 Sub-0Oxygen ON ON Sub-Oxygen Sensor Or
Sensor Circuit, ECM
Signal
31 MAP Sensor ON ON MAP Sensor Or Circuit,
Signal ECM
41 Throttle ON ON Throttle Position
Position Sensor Or Circuit, ECM
Sensor
Signal
42 Vehicle Speed ON OFF Vehicle Speed Sensor
(1.8L) Sensor Signal Or Circuit, ECM
43 Starter N/A OFF Starter Signal Circuit,
Signal Starter Relay, Ignition
Switch Or Circuit, ECM
51 Switch N/A OFF A/C Switch Circuit,




Condition Park/Neutral Switch Or
Signal Circuit, TPS Or
Circuit, ECM

52 Knock Sensor ON N/A Knock Sensor Or
Signal Circuit, ECM

71 EGR System ON ON EGR System, EGR Temp.
Malfunction Sensor Or Circuit,

EGR-VSV, ECM

(1) — The 1.8L is the 7A-FE engine.

(2) — ON indicates MIL on instrument panel will be illuminated.
N/A indicates item is not included in malfunction diagnosis
when using this mode. OFF indicates MIL on instrument panel
will not be illuminated even if malfunction is detected.

(3) - The MIL will be illuminated only if no "NE" signal is sent
to ECM with engine at approximately 1500 RPM.

(4) - The MIL will be illuminated only if no "G" signal is sent
to ECM at least 4 times when engine speed is between 500 and
4000 RPM.

(5) - Applies only to models with electronic-controlled automatic
transaxle.

TROUBLE CODE CHARTS

DIAGNOSTIC CIRCUIT CHECK ("TE1" & "TE2" TERMINAL CIRCUIT)

Terminals "TE1" and "TE2" are located in Data Link Connectors (DLC)
No. 1. DLC is located in engine compartment. When these terminals are
connected/ jumpered with the DLC "E1" terminal, Diagnostic Trouble
Codes (DTC) can be accessed in the normal or test modes using the
Malfunction Indicator Light (MIL) located in the instrument cluster.

Check for an open or short in wiring harness or for faulty
ECM if test mode or output is not activated when DLC terminals "TELl"
and "TE2" is jumpered to DLC terminal "E1" or when MIL blinks even
though these terminals are not connected or Jjumpered.



TE1, TE2 Terminal Circuit

— CIRCUIT DESCRIPTION

Terminals TET and TE2 are located in the data link connector 1.

The data link connector 1 located in the engine compartment. When these terminals are connected
with the E1 terminal, diagnostic trouble codes in normal mode or test mode can be read from the
malfunction indicator lamp on the combination meter.

— DIAGNOSTIC CHART

HINT: If terminals TE1 and TE2 are connected with terminal E1, diagnostic trouble code is not
output or test mode is not activated.
Even though terminal TE1 is not connected with terminal E1, the malfunction indicator lamp
blinks.
For the above phenomenon, the likely cause is an open or short in the wire harness, or
malfunction inside the ECM.

OK
1 Check voltage of terminals TE1, TE2. Check and replace ECM.
NG
2 Check continuity between terminal E1 and body NG Repair or replace harness or connector.
ground.
oK
Check for open and short in harness and NG
3 connector between data link connector 1 Repair or replace harness or connector.
and ECM.
OK
Check and replace ECM.

Engine Control Module

WIRING DIAGRAM B+
Data Link Connector 1 15 15
Y@
Ei:v—
TE2

LG

o«
o
A .
Junction
Connector
(Ja) 47

o (A/THM/T)

>

94F44763
Fig. 4: Diagnostic Circuit Check - Schematic

Courtesy of Toyota Motor Sales, U.S.A., Inc.



INSPECTION PROCEDURE

1 Check voltage between terminals TE1, TE2 and E1 of data link
connector 1.

@ON I Turn ignition switch on.

Measure voltage between terminals TE1, TE2 and
E1 of data link connector 1.

Voltage: 9-14V

@ oK > Check and replace engine control module.

2 Check continuity between terminal E1 of data link connector 1 and
body ground.

NG > Repair or replace harness or connector.

3 Check for open and short in harness and connector between engine
control module and data link connector 1

NG > Repair or replace harness or connector.

Check and replace engine control module.

. 94H44765 .
Fig. 5: Diagnostic Circuit Check - Diagnostic Flowchart

Courtesy of Toyota Motor Sales, U.S.A., Inc.

ECM POWER SOURCE CIRCUIT CHECK

_ . When ignition switch is turned on, battery positive voltage
is applied to ignition coil, closing contacts in EFI main relay and
supplying power to terminals +B and +Bl of ECM.



WIRING DIAGRAM

Junction Engine Control Module
T Connector (J3) ( A
EFI Main Relay
EFI 12 7
7 P 2 5 B-Y A—A B-Y @) +B
. B-O L
Main )& 2}
6 R/BNo.2
p 2 <t
R/B No.2 C?T
o
28)1 103 2FA
- o~ ™
R/B No.2 E J/B No.1
BR 14 24
i 2 04 E1
Main EI OI (A/T)(M/T)|
FL a @
18)1 D)1 ©
Inpane Z |Inpane 2
J/B Q [J/B
1C)6 10)1
x i
_;I Battery m| 2 3m %
Ignition
= Switch L ? _/

94H44690
Fig. 6: ECM Power Source Circuit Check - Schematic
Courtesy of Toyota Motor Sales, U.S.A., Inc.



3 Check EFl main relay.

Continuit
Y 3

E] @)
Battery

Remove EFl main relay from R/B No.2.

[ P |
Check continuity between terminals of EFl main
relay shown below.

Terminals 3 and 5

T Open

. l Continuity
1 {
| Terminals 1 and 2 (Reference value 75 Q)

(1) Apply battery positive voltage between termi-
nals 1 and 2.
(2) Check continuity between terminals 3 and 5.

[ Terminals 3 and 5 Continuity

NG > Replace EFl main relay.

4 Check IGN fuse.

Inpane J/B

IGN Fuse

C
g

I Remove IGN fuse from inpane J/B.
Check continuity of IGN fuse.

Continuity

94B44694
Fig. 7:
Of 3)
Courtesy of Toyota Motor Sales,

Check for short in all the harness and
NG components connected to IGN fuse (See
wiring diagram).

ECM Power Source Circuit Check - Diagnostic Flowchart (1

U.S.A., Inc.



1 Check voltage between terminals +B and E1 of engine control module
connector.

ON Il (1) Turn up the floor mat on the passenger side.
@ G ON (2) Turn ignition switch on.

Measure voltage between terminals +B and E1 of
engine control module connector.

for M/T
Voltage: 9-14V
/ E1 +B\
0000 B 000
1000000 00
e
O3
+
o

@ OK > See TROUBLE SHOOTING - NO CODES article.

2 Check for open in harness and connector between terminal E1 of
engine control module and body ground

NG > Repair or replace harness or connector.

94144698 . . . .
Fig. 8: ECM Power Source Circuit Check - Diagnostic Flowchart (2
Of 3)

Courtesy of Toyota Motor Sales, U.S.A., Inc.




B | check ignition switch.

Bl (1) Remove finish panel lower No.1.
(2) Remove finish panel.

Check continuity between terminals.

]
B &

O—O continuity

Terminal
el 1213|457 s

Switch position

LOCK L
ACC o—+0
ON o010 | 4010
START OO0 o O

NG y Replace ignition switch.

sj Check for open in harness and connector between IG switch and EFl
main relay, EFl main relay and body ground

NG y Repair or replace harness or connector.

7 | Check EFI fuse.

B Remove EFI fuse from R/B No.2.
Check continuity of EFI fuse.

: Continuity

components connected to EFl fuse (See
wiring diagram).

Check for short in all the harness and
NG

Check for open in harness and connector between
EFl main relay and battery, EFI main relay and
ECM.

94B44702
Fig. 9: ECM Power Source Circuit Check - Diagnostic Flowchart (3

Of 3)
Courtesy of Toyota Motor Sales, U.S.A., Inc.

ECM BACK-UP POWER SOURCE CIRCUIT

Battery positive voltage is supplied to BATT terminal of ECM
even when ignition switch is turned off for use by the diagnostic



trouble code memory, air/fuel ratio adaptive control value memory,
etc.

Back Up Power Source Circuit

— CIRCUIT DESCRIPTION

Battery positive voltage is supplied to terminal BATT of the ECM even when the ignition switch is off
for use by the diagnostic trouble code memory and air-fuel ratio adaptive control value memory, etc.

T DIAGNOSTIC CHART

: NG Check for short in all the harness and
Check EFI fuse.
components connected to EF| fuse.
OK
- NG Check and repair harness or connector
h i .
: Check voltage of terminal BATT between battery, EFI fuse and ECM.
oK
i NG
Check operation of the back up. Check and replace ECM.
oK
Proceed to next circuit inspection shown on
matrix chart (See page EG-379).
WIRING DIAGRAM
Engine Control Module
R/B No.2
B EFI P 1 2 |BATT
2 2 —EDED—+
(A/THM/T)

Main
FL

94F44771 . . .
Fig. 10: ECM Back-Up Power Source Circuit - Schematic

Courtesy of Toyota Motor Sales, U.S.A., Inc.



INSPECTION PROCEDURE

1

Check EFI fuse.

EFl Fuse

=

Remove EFI fuse from R/B No.2.
Check continuity of EF! fuse.
Continuity

N |

Check for short in all the harness and
components connected to EFI fuse
(See wiring diagram).

Check voltage between terminal BATT of engine control module
connector and body ground.

OFF
® IG OFF

B 1um up the floor mat on the passenger side.

Measure voltage between terminal BATT of en-
gine control module connector and body ground.

Voltage: 9-14V

for A/T

e )

Check and repair harness or connector
between engine control module and EFI
fuse, EFl fuse and battery.

Are the diagnostic trouble codes still in the memory when the
ignition switch is turned OFF?

YES

NO > Check and replace engine control module.

See TROUBLE SHOOTING - NO CODES article.

94B44777
Fig. 11:
Courtesy of Toyota Motor Sales,

DTC 12 - RPM SIGNAL

The Integrated Ignition Assembly
"G"

U.S.A.,

(IIA)

signal informs ECM of the standard crankshaft position.

ECM Back-Up Power Source Circuit - Diagnostic Flowchart

Inc.

The
"w NE n

contains 3 pick-up coils.
The

signal informs ECM of the crankshaft position and engine speed.




If
with engine
circuit, or

If
with engine

"NE" signal is not present to ECM within 2 seconds or more
cranking, check for open or short in the "G" or "NE"

for faulty IIA.

"G" signal is not present from ECM for 3 seconds or more
speed between 600-4000 RPM, check for open or short in

"STA" circuit or for a faulty ECM.

— DIAGNOSTIC CHART

. i . NG
1 Check resistance of each pickup coils in HA. Replace distributor housing assembly.
AJ oK
2 Check for open and short in harness and NG R . I h
connector between ECM and 11A. —————— Repair or replace harness or connector.
} ok
) NG
3 Check air gap. Replace distributor housing assembly.
I oK
Check and replace ECM.
WIRING DIAGRAM
Engine Control Module
4 N
1A
SR
18 5
—— 6 R E5ES St VWA
5 18
3 B @2
4 4 )
Sﬁ Y —EENEY
&
17 17
2 L ESYES NEC)
I (A/T)M/T) !r
7 E1
- @/

94144767

Fig. 12: DTC 12 - Schematic
Courtesy of Toyota Motor Sales, U.S.A., Inc.



INSPECTION PROCEDURE

1 Check resistance of each pickup coils in lIA.

|
Il Disconnect lIA connector.

Measure resistance between each terminal
shown in table below.

Resistance

G Pickup Coil Cold 185 —~ 275 Q
(G1-GO) Hot 240 — 325Q
RNE Pickup Coil Cold 370 — 550 Q
(NE® -NES) | Hot 475 — 650 Q

"Cold"” is from —10°C (14°F) to 50°C (122°F) and
"Hot" is from 50°C (122°F) to 100°C (212°F).

NG ; Replace the distributor housing assembly.

2 Check for open and short in harness and connector between engine
control module and IIA.

NG > Repair or replace harness or connector.

3 Check air gap.

Remove IlA cap and rotor.

[ P |
Using a thickness gauge, measure the air gap be-
‘ tween the signal rotor and pickup coil projection.

Air gap: 0.2 - 0.4 mm (0.008 - 0.016 in.)

NG? Replace the distributor housing assembly.

Check and replace engine control module.

. 94B44769
Fig. 13: DIC 12 - Inspection Using Oscilloscope
Courtesy of Toyota Motor Sales, U.S.A., Inc.



G, NE Signal Circuit (No.1) (Exc.

DTC 12 California spec.)

CIRCUIT DESCRIPTION

The distributor in the Engine Control System contains 3 pickup coils.
The G signals inform the ECM of the standard crankshaft position.
The NE signals inform the ECM of the crankshaft position and the engine speed.

DTC No. Diagnostic Trouble Code Detecting Condition Trouble Area
No NE signal to ECM with 2 sec. or more after @ Open or short in NE, G circuit
12 cranking. e Distributor
No G signal to ECM for 3 sec. or more with @ Open or short in STA circuit
e ECM

engine speed between 600 rpm and 4,000 rpm.

Reference INSPECTION USING OSCILLOSCOPE

G, NE signal waveforms

2 V/DIV e During cranking or idling, check wave-
1 N ’ forms between terminals G + and G—,
G NE & and NE= of engine control mod-
ule.

4 HINT: The correct waveforms appear as shown
NEL A A in the illustration on the left.

50 m sec./Division (ldling)

94144766
Fig. 14: DTIC 12 - Diagnostic Flowchart

Courtesy of Toyota Motor Sales, U.S.A., Inc.

DTC 13 - RPM SIGNAL

This code indicates that a momentary interruption of the "G" and "NE"
signal from the IIA to the ECM has occurred, but has returned to
normal. This malfunction is usually a loose or dirty connector or
terminal. For further diagnosis, refer to DTC 12 chart.

DTC 14 - IGNITION SIGNAL

ECM determines ignition timing. ECM turns on "Trl" circuit at
a predetermined angle before desired ignition timing, and outputs an
ignition signal to the Integrated Ignition Assembly (IIA). Since the
width of the "IGT" signal is constant, dwell angle control circuit in
the IIA determines the time control circuit starts primary current
flow to ignition coil, based on engine RPM and ignition timing one
revolution ago, that is, the time "Tr2" circuit turns on.

When it reaches the ignition timing, ECM turns off "Trl" and
outputs the "IGT" signal "O". This turns off "Tr2", interrupting the
primary current flow and generating a high voltage in the secondary
coil, firing the spark plugs. Also, by the counter electromotive force
generated when the primary current is interrupted, the ignitor sends



an ignition confirmation
injection as a fail safe
ECM.

signal (IGF)

If "IGEF" signal
"IGT" signals, check for
IIA to ECM. Check for faulty ignitor

function when

to the ECM. ECM stops fuel
"IGEF" signal is not inputted to

to ECM is not present after 4 consecutive
open or short in "IGF" or "IGT" circuit from

or ECM.

DTC 14

Ignition Signal Circuit

— CIRCUIT DESCRIPTION

The ECM determines the ignition timing, turns on Tri at a predetermined angle (°CA) before the
desired ignition timing and outputs an ignition signal (IGT) "1” to the lIA.

Since the width of the IGT signal is constant, the dwell angle control circuit in the 1lA determines the
time the control circuit starts primary current flow to the ignition coil based on the engine speed and
ignition timing one revolution ago, that is, the time the Tr2 turns on.

When it reaches the ignition timing, the ECM turns Tr: off and outputs the IGT signal "0".

This turns Tr2 off, interrupting the primary current flow and generating a high voltage in the secondary
coil which causes the spark plug to spark. Also, by the counter electromotive force generated when
the primary current is interrupted, the 11A sends an ignition confirmation signal (IGF) to the ECM. The

ECM stops fuel injection as a fail safe function when the IGF signal is not input to the ECM.

DTC No.

Diagnostic Trouble Code Detecting Condition

Trouble Area

No IGF signal to ECM for 4 consecutive IG
signal.

14

® Open or short in IGF or IGT circuit from |IA
to ECM.

o lIA

* ECM

T
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Fig. 15: DTIC 14 Schematic

Courtesy of Toyota Motor Sales,

U.S.A

Inc.
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INSPECTION PROCEDURE

1 Check for spark.
Disconnect the high-tension cord from the IIA, hold its end about 12.5 mm (1/2")
from the ground, see if spark occurs while the engine is being cranked.
Spark should be generated.
BB To prevent excessive fuel injected from the injectors during this check, don't crank the
engine for more than 1 — 2 seconds at a time.

NG > Go to step IZI

2 Check for open and short in harness and connector in IGF signal circuit
between engine control module and IIA.

NG > Repair or replace harness or connector.

3 Disconnect IIA connectors and check voltage between terminal
IGF of engine control module connector and body ground.

on foMT ek \ |l (1) Disconnect lIA connectors.
IG ON | = H (2) Turn up the floor mat on the passenger side.
H (3) Turn ignition switch on.

\V(/Wf( Measure voltage between terminal IGF of engine

control module connector and body ground.

Voltage: 45-55V
OxF=
19
for A/T =
IGF

Q
QOOQ
1| pe———’

@ oK > Replace igniter in lIA.

Check and replace engine control module.

) 94G44772
Fig. 16: DTC 14 - Diagnostic Flowchart (1 Of 4)

Courtesy of Toyota Motor Sales, U.S.A., Inc.



4 Check voltage between terminal IGT of engine control module
connector and body ground.

TA i
N I Turn up the floor mat on the passenger side.
STA ON
Measure voltage between terminal IGT of engine
for M/T

control module connector and body ground
/ IGT when engine is cranked.

L
0000000000 %99
l_Eggg‘ 000

Voltage: 05-1.0V
(Neither 0 V nor5V)

Reference | INSPECTION USING OSCILLOSCOPE

IGT, IGF signal waveform

_ 4 |2 V/DIV. e During cranking or idling, check waveform be-
IGT tween terminal IGT, IGF and E1 of engine control
module.
oV pue T
IGF HINT: The correct waveform appears as shown in the
oV — illustration on the left, with rectangle waves.

10 m sec/Division (ldling}

NG > Go to step .

94H44773
Fig. 17: DTC 14 - Diagnostic Flowchart (2 Of 4)
Courtesy of Toyota Motor Sales, U.S.A., Inc.




5 Check voltage between terminal 1 of 1A connector (11 ) and body
ground. |

@ IG ON = STA ON

Bl Disconnect IIA connector (11).

Measure voltage between terminal 1 of lIA con-
nector (11)and body ground, when ignition
switch is turned to "ON” and "STA” position.

Voltage: 9-14V

NG Check and repair HA power source
circuit.

6 | Check ignition coil in lIA.

Primary Coil I (1) Disconnect IIA connectors.
(2) Remove IIA cap and rotor.
(3) Remove ignition coil dust cover.

(1) Check primary coil.
Measure resistance between the positive
@ and negative & terminals.
(2) Check secondary coil.
Measure resistance between the positive

Py

@® and high-tension terminals.

High-Tension
Terminal

Resistance

Cold 111 - 1.75Q
Hot 141 - 2.05Q
Cold 9.0 - 15.7Q
Hot 1.4 - 184Q

"Cold” is from-10°C (14°F) to 50°C (122°F) and
“"Hot” is from 50°C (122°F) to 100°C (212°F).

NG ) Replace ignition coil in lIA,

Replace igniter in lIA.

Secondary Coil Primary Coil

Secondary Coil

94144774 )
Fig. 18: DTC 14 - Diagnostic Flowchart (3 Of 4)

Courtesy of Toyota Motor Sales, U.S.A., Inc.



7 Disconnect llA connectors and check voltage between terminal
IGT of engine control module connector and body ground.

@S;TAA ON Bl Disconnect lIA connectors.
Measure voltage between terminal IGT of engine
for M/T control module connector and body ground
when engine is cranked.
Voltage: 0.5-1.0V
(Neither O V nor 5 V)
for A/T [ IGT g \
I 1000 |
OO
e
]
[
O3
O

@ OK > Replace igniter in lIA.

8 Check for open and short in harness and connector in IGT signal
circuit between engine control module and IIA

NG > Repair or replace harness or connector.

Check and replace engine control module.

94144775
Fig. 19: DTC 14 - Diagnostic Flowchart (4 Of 4)
Courtesy of Toyota Motor Sales, U.S.A., Inc.

DTC 16 - ECT CONTROL SIGNAL

Signal from automatic transmission CPU retards engine
ignition timing during shifting, thus momentarily reducing engine
torque output for smooth clutch operation and reduce shift roughness.

If there is a fault in communications between ECM and A/T
CPU, check for faulty ECM. Fault will set DTC 16 and prohibits
transmission torque control.



— DIAGNOSTIC CHART

1 Are there any other codes (besides Code 16) YES Go to relevant diagnostic trouble
being output? code chart.
l NO
Replace ECM.
94A44776

Fig. 20: DTIC 16 - Diagnostic Flowchart
Courtesy of Toyota Motor Sales, U.S.A., Inc.

DTC 21 - OXYGEN SENSOR SIGNAL

This code sets when the main oxygen sensor signal voltage is
reduced between .35-.70 volt for 60 seconds under following
conditions:

Engine coolant temperature at 176°F (80°C) or greater.

Engine speed at 1500 RPM or greater.

Engine load.

Main oxygen sensor signal voltage alternating at greater than or
less than .45 volt.

* % % %



WIRING DIAGRAM
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94D44779
Fig. 21: DTC 21 - Schematic

Courtesy of Toyota Motor Sales, U.S.A., Inc.



Malfunction: (Main*) Oxygen Sensor Deterioration

(Vehicle speed) Detection
50 MPh (80 KM /R ) f-mmm e m s oo
40 mph (64 km/h)

@
®
idling{------- @ ‘)‘)
IG s/w OFF @ - -
3 min. (® 1 -2 min. (Time)

(1 Disconnect the EFI fuse (15 A) for 10 sec. or more, with IG switch OFF.
Initiate test mode (Connect terminal TE2 and E1 of data link connector 1 with
IG switch OFF).

(2 Start the engine and warm up with all ACC switch OFF.
(3 After the engine is warmed up, let it idle for 3 min.

@) After performing the idling in (3), perform gradual acceleration with in the
range 1,300 ~ 1,700 rpm (centered around 1,500 rpm) with the A/ C switch
ON and D position for A/T (5th for M/T).

(Take care that the engine speed does not fall below 1,200 rpm when
shifting. Gradually depress the accelerator pedal and kept it. Steady so that
engine braking does not occur).

(® Maintain the vehicle speed at 40 — 50 mph (64 — 80 km/h).
(® Keep the vehicle running for 1 — 2 min. after starting acceleration.

HINT: If a malfunction exists, the malfunction indicator lamp will light up after approx.
60 sec. from the start of acceleration.

NOTICE: Ifthe conditionsin this test are notstrictly followed, detection of the malfunction
will not be possible.

*:  Only for California specification vehicles.

94C44778
Fig. 22: DTC 21 - Inspection Using Oscilloscope

Courtesy of Toyota Motor Sales, U.S.A., Inc.



Reference| INSPECTION USING OSCILLOSCOPE

Ox signal waveform

1V
\ y.am| A e With the engine racing (2,500 rpm) measure
A\ \ waveform between terminals OX1 and E1 of engine

\ \ \\ control module.
~ HINT: The correct waveform appears as shown in the
ov illustration on the left, oscillating between ap-
prox. 0.1 Vand 0.9 V.
200 m sec./Division
If the oxygen sensor has deteriorated, the ampli-
1V tude of the voltage will be reduced as shown on
/ / the left.
)4 )4 )
oV
200 m sec./Division
94H44781
Fig. 23: DIC 21 - Detection Driving Pattern
Courtesy of Toyota Motor Sales, U.S.A., Inc.
DIAGNOSTIC CHART
1 Are there any other codes (besides code 21) YES Go to relevant diagnostic trouble
being output ? code chart.

NO

Replace main oxygen sensor.

94G44780
Fig. 24: DTIC 21 - Diagnostic Flowchart

Courtesy of Toyota Motor Sales, U.S.A., Inc.
DTC 22 - ENGINE COOLANT TEMPERATURE SENSOR SIGNAL

The engine coolant temperature sensor is a thermistor that
changes its resistance value according to engine coolant temperature.
ECM supplies a 5-volt reference voltage to engine coolant temperature
through ECM terminal "E12". When sensor resistance changes, ECM
changes fuel injection volume to improve driveability during cold
engine operation.

A failure code 1s set when there is an open or short in
engine coolant temperature sensor circuit for .5 second or more. Check
for open or short in engine coolant temperature sensor circuit, a
faulty sensor or ECM.



— DIAGNOSTIC CHART

HINT: If diagnostic trouble codes "22” (engine coolant temperature sensor circuit), “24” (intake air
temperature sensor circuit), “31” (manifold absolute pressure sensor circuit) and “41”
(throttle position sensor circuit) are output simultaneously, E2 (sensor ground) may be open.

oK
1 Check voltage of sensor. .ChGCk fo'r momentary
interruption
l NG
. NG )
2 Check resistance of sensor. Replace engine coolant temp. sensor.
| ox
Check for open and short in harness and NG Repair or replace harness or
3 connector between ECM and engine coolant connector
temp. sensor. :
l oK
Check and replace ECM.
WIRING DIAGRAM
Engine Control Module
Engine Coolant Temp. Sensor 5V
| | 4 4 R
2 g jww
E2
(A/THM/T) ;E171

—

9444783
Fig. 25: DTIC 22 - Schematic

Courtesy of Toyota Motor Sales, U.S.A., Inc.



INSPECTION PROCEDURE

HINT: If diagnostic trouble codes “22” (engine coolant temperature sensor circuit), “24” (intake air
temperature sensor circuit), “31” (manifold absolute pressure sensor circuit) and “41” (throttle
position sensor circuit) are output simultaneously, E2 (sensor ground) may be open.

1 Check voltage between terminals THW and E2 of engine control
module connector.

ON I (1) Turn up the floor mat on the passenger side.
@lG ON (2) Turn ignition switch on.
for M/T Measure voltage between terminals THW and E2
- THW of engine control module connector.
000000CO00CN OCCACOMAOC00 Engine Coolant Temp. °C (°F) Voltage
[J00000000000¢0007000K000000 -
aser/ss SCER 20 (68) .
P 05-34V
(Engine is cool)
80 (176)
(Engine is hot) 0.2-1.0V

@ oK > Check for momentary interruption

94B44785
Fig. 26: DTC 22 - Voltage Reference Chart

Courtesy of Toyota Motor Sales, U.S.A., Inc.



Fig.

DTC 22

Engine Coolant Temp. Sensor Circuit

CIRCUIT DESCRIPTION

The engine coolant temperature sensor senses the
coolant temperature. A thermistor built into the sen-
sor changes its resistance value according to the
coolant temperature. The lower the coolant tempera-
ture, the greater the thermistor resistance value, and
the higher the coolant temperature, the lower the
thermistor resistnace value (See Fig. 1.).

The engine coolant temperature sensor is connected
to the ECM (See next page). The 5 V power source
voltage in the ECM is applied to the engine coolant
temperature sensor from the terminal THW via a resis-
tor R. That is, the resistor R and the engine coolant
temperature sensor are connected in series. When the
resistance value of the engine coolant temperature
sensor changes in accordance with changes in the
coolant temperature, the potential at the terminal
THW also changes. Based on this signal, the ECM in-
creases the fuel injection volume to improve drive-
ability during cold engine operation. If the ECM de-
tects the diagnostic trouble code 22, it operates the
fail safe function in which the engine coolant temp. is
assumed to be 80°C (176°F).

(

fig-1) [

osE
037
021
01L

Resistance kQ

Acceptable

S R
20 0 20 40 60 80
(-4)(32)(68)(104) (140)(176)(212)

Temperature °C (°F)

< Reference >

100

Engine coolant |Resistance| Voltage
Temp. °C (°F) (kQ) V)
-20 (-4) 16.0 43
0 (32) 59 34
20 (68) 25 24
40 (104) 1.2 15
60 (140) 0.6 0.9
80 (176) 0.3 0.5
100 (212) 0.1 0.2

DTC No. | Diagnostic Trouble Code Detecting Condition

Trouble Area

22 Open or short in engine coolant temp. sensor
circuit for 0.5 sec. or more.

e Open or short in engine coolant temp. sensor

circuit

e Engine coolant temp. sensor

¢ ECM

94144782 _
DTC 22 - Diagnostic Flowchart (1 Of 2)

Courtesy of Toyota Motor Sales, U.S.A., Inc.
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2 Check engine coolant temp. sensor.
B Disconnect the engine coolant temp. sensor con-
nector.
Measure resistance between terminals.
Resistance is within Acceptable Zone on chart.
0.
ot Engine coolant | o
o 10 Acceptable o 70 esistance
g P temp. °C (°F)
§ 3 20 (68) 2-3kQ
g 80 (176) 0.2-0.4kQ
‘w05
. e 3
\ 01
I & (:?zugg)ﬂ?]o:):sa%m%%n‘z%) Temp. °C (°F)
NG > Replace engine coolant temp. sensor.

3 Check for open and short in harness and connector between
engine control module and engine coolant temp. sensor

NG > Repair or replace harness or connector.

Check and replace engine control module.

94C44786
Fig. 28: DTC 22 - Diagnostic Flowchart (2 Of 2)
Courtesy of Toyota Motor Sales, U.S.A., Inc.

DTC 24 - INTAKE AIR TEMPERATURE SENSOR SIGNAL

Intake Air Temperature (IAT) sensor is built into air cleaner
cover. The IAT sensor senses intake air temperature. If ECM detects a
problem in this circuit, it operates in the fail safe mode in which
the intake air temperature is assumed to be 68°F (20°C).

A failure code is set there is an open or short in IAT sensor

circuit for .5 second or more. Check for open or short in IAT circuit,
a faulty IAT sensor or ECM.



DTC 24 Intake Air Temp. Sensor Circuit

— CIRCUIT DESCRIPTION

The intake air temp. sensor is built into the air cleaner cap and senses the intake air temperature.
The structure of the sensor and connection to the ECM is the same as in the engine coolant temp.
sensor shown on page EG-403.

Ifthe ECM detects the diagnostic trouble code “24”, it operates the fail safe function in which the intake
air temperature is assumed to be 20°C (68°F).

DTC No. | Diagnostic Trouble Code Detecting Condition Trouble Area

L . L e Open or short in intake air temp. sensor circuit.
Open or short in intake air temp. sensor circuit .
24 e Intake air temp. sensor
¢ for 0.5 sec. or more.

L e ECM

— DIAGNOSTIC CHART

HINT: If diagnostic trouble codes “22” (engine coolant temperature sensor circuit), “24” (intake air
temperature sensor circuit), “31" (manifold absolute pressure sensor circuit) and "41” (throt-
tle position sensor circuit) are output simultaneously, E2 (sensor ground) may be open.

oK heck for momentar
1 Check voltage of sensor. | C ec . v
interruption
[
) NG . .
2 Check resistance of sensor. E— —-‘ Replace intake air temp. sensor.
l oK
Check for open and short in harness and NG Repai h
3 connector between ECM and intake air temp. epair or replace harness or
SEeNSOr. connector.
l oK

Check and replace ECM.

WIRING DIAGRAM

Engine Control Module

Intake Air Temp. Sensor 5V
9 9
! .
VVVVY E6 @
———L (A/THM/T) £1

94D44787
Fig. 29: DTIC 24 - Schematic

Courtesy of Toyota Motor Sales, U.S.A., Inc.



2 Check intake air temp. sensor.

I Disconnect the air temp. sensor connector.

Measure resistance between terminals.

Resistance is within Acceptable Zone on chart.

30

20}

10t
c Acceptable
2 s
® 3 -

Intake air temp.

g 2 °C (°F) P Resistancg
? 1 B
@ o5t 20 (68) 2-3kQ
e £

‘;z’ . 60 (140) 0.4 - 0.7 kQ

01k

S S
5?! (3“2; (521(1484)(1650)1187%)”2202) Temp. °C (°F)

NG > Replace intake air temp. sensor.

3 Check for open and short in harness and connector between
engine control module and intake air temp. sensor

NG > Repair or replace harness or connector.

Check and replace engine control module.

94144790
Fig. 30: DTC 24 - Diagnostic Flowchart (1 Of 2)
Courtesy of Toyota Motor Sales, U.S.A., Inc.



INSPECTION PROCEDURE

1 Check voltage between terminals THA and E2 of engine control
module connector.

@(),: ON Il (1) Turn up the floor mat on the passenger side.
(2) Turn ignition switch on.
for M/T Measure voitage between terminals THA and E2
/ THA N of engine control module connector.
[ 1513 Intake air temp.
000000000 B °C (°F) Voltage
00000000000 0000 -
20 (68) 05-34V
E2 60 (140) 02-10V
o
Ox
o

L

oK > Check for momentary interruption

(&)

94F44789
Fig. 31: DTC 24 - Diagnostic Flowchart (2 Of 2)
Courtesy of Toyota Motor Sales, U.S.A., Inc.

DTC 25/26 - LEAN OR RICH AIR/FUEL MIXTURE

DTC 25 is set under following conditions:

Main oxygen sensor voltage is .45 volt or less (lean) for 90
seconds when engine coolant temperature is at 122°F (50°C) or
greater and with engine speed at 1500 RPM or greater.

Engine speed varies by greater than 15 RPM over the preceding
crank position period during a period of 30 seconds or more with

engine idling and engine coolant temperature at 176°F (80°C) or
greater.

DTC 26 is set under following conditions:
Engine speed varies by greater than 15 RPM over the preceding

crank position during a period of 50 seconds or more with engine
idling and engine coolant temperature at 176°F (80°C) or greater.



Malfunction: Open or Short in (Main*) Oxygen Sensor
Open or Short in Injector Circuit, Injector Leak or Blockage.

(rpm)

2,500 rpmM—f----cmccemmeeeeeee

Detection

Idling -aj-lg.fa._

IG s/w OFF

(Time)

3 min.

HINT: Before this test, check the feedback voltage for (main*) oxygen sensor.

(1) Disconnect the EFI fuse (15 A) for 10 sec. or more, with I1G switch OFF.
Initiate test mode (Connect terminal TE2 and E1 of data link connector 1 with
IG switch OFF).

(2) Start engine and warm up.
(3 After the engine is warmed up, let it race at 2,500 rpm for 3 min.
@ After performing the racing in (@), perform idling for 1 min.

HINT: If a malfunction exists, the malfunction indicator lamp will light up during step @).

NOTICE: If the conditions in this test are not strictly followed, detection of the malfunction
will not be possible.

*.  Only for California specification vehicles.

) 94344791
Fig. 32: DTC 25/26 - Detection Driving Pattern
Courtesy of Toyota Motor Sales, U.S.A., Inc.



2 Check voltage between terminals OX1 and E1 of data link
connector 1.

B wam up engine to normal operating tempera-
ture.

Measure voltage between terminals OX1 and E1
of data link connector 1 when engine is suddenly
raced to full throttle.

The voltage should be 0.5 V or higher at least
once.

Perform inspection within 1 second.

@ OK > Go to step .

94B44793
Fig. 33: DTC 25/26 - Diagnostic Flowchart (1 Of 3)

Courtesy of Toyota Motor Sales, U.S.A., Inc.



3 Check for open and short in harness and connector between engine control module
and (main*) oxygen sensor, engine control module and data link connector 1

NG > Repair or replace harness or connector.

4 Check each item found to be a possible cause of problem.

Check each circuit found to be a possible cause of trouble according to the results of the check in E]
or [z] The numbers in the table below show the order in which the checks should be performed.

(Main*) oxygen sensor

signal continue at 0 V. Possible Cause

1 Faulty sensor installation.

Air leakage
Misfire

Fuel system

aldlw|iN

Injector circuit

Characteristics deviation
in engine coolant temp. sensor.

Characteristics deviation
in intake air temp. sensor.

Characteristics deviation in

8 ]
manifold absolute pressure sensor.

9 Valve timing

*:  Except California specification vehicles.

NG > Repair or replace.

5 Check compression

NG > Repair or replace.

6 Does malfunction disappear when a good (main*) oxygen sensor is
installed?

YES > Replace (main*) oxygen sensor.

Check and replace engine control module.

*: Only for California specification vehicles.

94C44794
34: DTC 25/26 - Diagnostic Flowchart (2 Of 3)

Courtesy of Toyota Motor Sales, U.S.A., Inc.



7 Check each item found to be a possible cause of problem.
Check each circuit found to be a possible cause of trouble according to the results of the check in
. The numbers in the table below show the order in which the checks should be performed.
(Main*) oxygen sensor {Main*) oxygen sensor .
signal continue at 5.0 V. signal is normal Possible Cause
2 7 Injector circuit
3 Misfire
6 4 Valve timing
1 Air leakage
1 2 Fuel system
Characteristics deviation in
5 8 .
manifold absolute pressure sensor
3 5 Characteristics deviation
in engine coolant temp. sensor.
4 6 Characteristics deviation
in intake air temp. sensor.

NG } Repair or replace.

8 Check compression

NG > Repair or replace.

Does malfunction disappear when a good (main*) oxygen sensor is
9 installed?

YESj Replace (main*) oxygen sensor.

Check and replace engine control module.

*: Only for California specification vehicles.

) 94D44795
Fig. 35: DTC 25/26 - Diagnostic Flowchart (3 Of 3)

Courtesy of Toyota Motor Sales, U.S.A., Inc.

DTC 27 - SUB-OXYGEN SENSOR SIGNAL

DTC 27 is set when the main oxygen sensor signal is .45 volt
or greater and sub-oxygen sensor signal is .45 volt or less when
engine coolant temperature is at 176°F (80°C) or greater and engine
speed at 1500 RPM or greater with accelerator pedal fully depressed
for more than 2 seconds.

Check for open or shorted circuit in sub-oxygen sensor
circuit, a faulty sub-oxygen sensor or ECM.



WIRING DIAGRAM

Engine Control Module

J

5 5
w ] w E6)(E6) ox2
(A7T)(M/T),

. z

Sub Oxygen 15 E1

Sensor oxX2
2
<
o

Data Link Connector 1

) 94F44797
Fig. 36: DTC 27 - Schematic

Courtesy of Toyota Motor Sales, U.S.A., Inc.

Malfunction: Open or Short in Sub Oxygen Sensor

Detection
60 mph
(96 KM /B e e
50 ~ 55 mph @
(80 ~ 88 km/h) @

Idling —®]—®-S<)——‘ @

IG s/w OFF -
10 min. or more (Time)

2 min. or less

(D Disconnect the EFI fuse (15 A) for 10 sec. or more, with IG switch OFF.
initiate test mode (Connect terminals TE2 and E1 of data link connector 1 with
IG switch OFF).

@ Start the engine and warm up, with all ACC switch OFF.

(3 After the engine is warmed up, let it drive at 50 ~ 55 mph (80 ~ 88 km/h)
for 10 min. or more.

(® After driving, stop at a safe place and perform idling for 2 min. or less.

() After performing the idling in @ , perform acceleration to 60 mph (96 km/h)
with the throttle valve fully open.

HINT: If a malfunction exists, the malfunction indicator lamp will light up during step & .

NOTICE: if the conditions in this test are not strictly followed, detection of the malfunction
will not be possible.

) 94E44796
Fig. 37: DIC 27 - Detection Driving Pattern
Courtesy of Toyota Motor Sales, U.S.A., Inc.



DIAGNOSTIC CHART

1 Are there any other codes (besides Code 27) YES Go to relevant diagnostic trouble
being output? code chart.

NO

Replace sub oxygen sensor.

94G44798
Fig. 38: DIC 27 - Diagnostic Flowchart

Courtesy of Toyota Motor Sales, U.S.A., Inc.
DTC 31 - MAP SENSOR SIGNAL

MAP sensor detects the intake manifold absolute pressure as a
voltage. ECM determines basic injection duration and basic ignition
advance angle based on this voltage. DTC 31 sets when there is an open
or short in MAP sensor circuit for .5 second or more. Check for an
open or shorted MAP sensor circuit, a faulty MAP sensor or ECM.



Fig.

Courtesy of Toyota Motor Sales,

— DIAGNOSTIC CHART

1 Check voltage of terminal VC.

NG

| ox

2 Check voltage of terminal PIM.

lNG

Check for open and short in harness and
3 connector between manifold absolute pressure
sensor and ECM.

0K

Check and replace ECM.

When diagnostic trouble code 31 is
displayed, check and replace ECM.

NG
Repal

| ox

Check and replace manifold absolute pressure
sensor.

WIRING DIAGRAM

Manifold Absolute Pressure Sensor

ir or replace harness or
connector.

Engine Control Module

1 1

GR-B

2 2

BR

9 9

{E6 XE6

(A/THM/T)

)
5V

PIM

94A44800

39:

DTC 31

Schematic

U.S.A.,

Inc.




Fig.

2

Check voltage between terminals PIM and E2 of enigne control
module connector.

@ON P |
IG ON
i
for M/T '
/ PIM -\
NRARNURRANLE TURNAN, 1 SRAEN
[ 10000000000 N 0000
N 2
9
o ——
for A/T
PIM

Turn ignition switch on

Measure voltage between terminals PIM and E2
of engine control module connector.

Voltage: 3.3-39V

o |

When diagnostic trouble code 31 is displayed,
check and replace engine control module.

|
|
i

w

Check for open and short in harness and connector between engine
control module and manifold absolute pressure sensor

NG 5 Repair or replace harness or connector.

Check and replace manifold absolute pressure sensor.

94D44803
DTC 31 - Output Voltage/Absolute Pressure Reference Chart

Courtesy of Toyota Motor Sales,

40:

U.S.A.,

Inc.



Manifold Absolute Pressure Sensor

DTC 31 Circuit
CIRCUIT DESCRIPTION
By a built-in sensor unit, the manifold absolute 1
pressure sensor detects the intake manifold pressure V)
as a voltage. The ECM then determines the basic B¥)r———
injection duration and basic ignition advance angle 36 - |
based on this voltage. g 1 i
Since the manifold absolute pressure sensor does = 2.4,L _______ |
not use the atmospheric pressure as a criterion, but S 1 | }
senses the absolute pressure inside the intake man- ’g 121 _ |
ifold (the pressure in proportion to the preset abso- 5 T 1 | }
lute vacuum 0), it is not influenced by fluctuations © | | |
in the atmospheric, pressure due to high altitude { } +—mmHg
and other factors. This permits it to control the air- 150 450 750 (840)
fuel ratio at the proper level under all conditions. + + +—+— kPa
20 60 100 (112)
Manifold Absolute Pressure
DTC No. | Diagnostic Trouble Code Detecting Condition Trouble Area
e Open or short in manifold absolute pressure
3 Open or short in manifold absolute pressure sensor sensor circuit
for circuit 0.5 sec. or more. o manifold absolute pressure sensor
¢ ECM

If the ECM detects diagnostic trouble code ”31”, it operates the fail safe function, keeping the ignition
timing and fuel injection volume constant and making it possible to drive the vehicle.

94H44799
Fig. 41: DTC 31 - Diagnostic Flowchart (1 Of 2)

Courtesy of Toyota Motor Sales, U.S.A., Inc.



INSPECTION PROCEDURE

1 Check voltage between terminals VC and E2 of engine control
module connector.

ON I (1) Turn up the floor mat on the passenger side.
@IG ON (2) Turn ignition switch on.
Measure voltage between terminals VC and E2 of
ﬁflﬂg% \ engine control module connector.

[FC » | Voltage: 4.5-5.5V

000000000 ooibno

0000000 0 DDHB

!

NG } Check and replace engine control module.

94C44802
Fig. 42: DTC 31 - Diagnostic Flowchart (2 Of 2)
Courtesy of Toyota Motor Sales, U.S.A., Inc.

DTC 41 - THROTTLE POSITION SENSOR SIGNAL

DTC 41 is set when there is an open or short in throttle
position sensor circuit for .5 second or greater. Code will not set
when throttle position connector is disconnected. Check for open or
short in throttle position sensor circuit, a faulty throttle position
sensor or ECM.



— DIAGNOSTIC CHART

HINT: If diagnostic trouble codes “22" (engine coolant temperature sensor circuit), “24” (intake air
temperature sensor circuit), “31” (manifold absolute pressure sensor circuit) and “41" (throttle posi-
tion sensor circuit) are output simultaneously, E2 (sensor ground) may be open.

OK t . .
1 Check voltage of throttle position sensor. Check for momentary interruption
l NG
NG : I .
2 Check operation for throttle position sensor. Adjust or replace throttle position
sensor.
)
l oK
Check for open and short in harness and NG .
- Repair or replace harness or
connector between throttle position sensor and
connector.
ECM.
l oK

Check and replace ECM.

WIRING DIAGRAM

Engine Control Module

Throttle Position Sensor 1
5V
111 ?
4
R DO

11 10 B+
£6 (E6
12 12 S
£6 XE6 je—Ewn

é

w
@
s
<
f

2
5

9 9
1 BR E2
E6 X E6 ]
(A/TH{M/T) 7E1

94F44805 )
Fig. 43: DTIC 41 - Schematic

Courtesy of Toyota Motor Sales, U.S.A., Inc.



2 Check throttle position sensor.

tor.

[ P | (1) Disconnect throttle position sensor connec-

(2) Disconnect the vacuum hose from the
throttle body, then apply vacuum to the
throttle opener.

Measure resistance between terminals 3 (VTA), 2
(IDL) and 1 (E2) of throttle position sensor connec-
tor when the throttle valve is opened gradually
from the closed condition.

Terminal
3(VTA) - 1(E2) | 2(IDL) -1 (E2)
Throttle Valve
Less than
F .2-6.
ully Closed 0.2-6.0kQ 23kO
Fully Open 3.3-10.0kQ 1 MQ or higher

| Resistance between terminals 3 (VTA) and 1 (E2)
should increase gradually in accordance with the
throttle valve opening angle.

NG > Adjust or replace throttle position sensor

3 Check for open and short in harness and connector between engine
control module and throttle position sensor

NG > Repair or replace harness or connector.

Check and replace engine control module.

94144808
Fig. 44: DTC 41 - Diagnostic Flowchart (1 Of 2)

Courtesy of Toyota Motor Sales, U.S.A., Inc.




INSPECTION PROCEDURE

HINT: If diagnostic trouble code “22” (engine coolant temperature sensor circuit), “24" (intake air
temperature sensor circuit), “31” (manifold absolute pressure sensor circuit) and “41” (throttle

position sensor circuit) are output simultaneously, E2 (sensor ground) may be open.

1 Check voltage between terminals VTA, IDL and E2 of engine
control module connector.

I
ON I (1) Turn up the floor mat on the passenger side.
@ (2) Disconnect the vacuum hose from the
IG ON throttle body, then apply vacuum to the
throttle opener.
for M/T | (3)  Turn ignition switch ON.
IDL VTA .
— —— Measure voltage between terminals VTA, IDL and
T —— %N g7 i
AR RNARRE AR AREANERE AENAR ‘ E2 of engine qontrol module connector when the
0000000000000 0000 throttle valve is opened gradually from the closed
condition.
E2
\ Terminal
VTA-E2 IDL - E2
Throttle Valve
Fully Closed 0.3-08V 0-30V
Fully Open 3.2-49V 9-14V

The voltage should increase steadily in propor-
tion to the throttle valve opening angle.

/ IDL VTA
n0ion
o

]
=
el P

OK > Check for momentary interruption

94H44807
Fig. 45: DTC 41 - Diagnostic Flowchart (2 Of 2)
Courtesy of Toyota Motor Sales, U.S.A., Inc.

DTC 42 - VEHICLE SPEED SENSOR SIGNAL

The No. 1 vehicle speed sensor outputs a 4-pulse signal for
every revolution of the rotor shaft, which is rotated by transmission
output shaft. ECM determines vehicle speed based on the frequency of
these pulse signals.

DTC 42 is set when following conditions are detected
continuously for 8 seconds or more:

* On vehicles equipped with A/T, No. 1 vehicle speed signal reads
zero MPH with engine speed at 3000 RPM or greater and with P/N
switch off.

*  On vehicles equipped with M/T, No. 1 vehicle speed signal reads
zero MPH with engine speed at 3000-5000 RPM, engine coolant
temperature at 176°F (80°C) or greater and with drive wheels
turning (driving load).



Check for open or short in No. 1 vehicle speed sensor
circuit, a faulty No. 1 vehicle speed sensor, a faulty combination
meter or ECM.

— DIAGNOSTIC CHART

NG -
1 Check operation of speedometer. Check speedometer circuit.
l oK
NG .
2 Check voltage of terminal SPD. Check speedometer circuit.
l oK
Check and replace ECM.
WIRING DIAGRAM
f Engine Control Module
Combination Cruise Control ECU (9-14 V)
Meter
D
3 GRor0 17 s 1
(o) I -
(Co) o] |
Junction

Connector (J7)

94D44811
Fig. 46: DTC 42 - Schematic

Courtesy of Toyota Motor Sales, U.S.A., Inc.



INSPECTION PROCEDURE

1 Check operation of speedometer.

Drive the vehicle and check if the operation of the speedometer in the combination meter is
normal.

BB The No.1 vehicle speed sensor is operating normally if the speedometer display is normal.

NG > Check speedometer circuit.

2 Check voltage between terminal SPD of engine control module
connector and body ground.

@ON B (1) Turn up the floor mat on the passenger side.
IG ON (2) Disconnect cruise control ECU connector.
for M/T (3) Shift the shift lever to N position or neutral.

(4) Jack up a front wheel on one side.
(5) Turn ignition switch on.

0000000000 .ll
U0000000000! Measure voltage between terminal SPD of engine

i \ ‘ control module connector and body ground
when the wheel is turned slowly.

Voltage is generated intermittently.

for A/T

I’ ——

- U

Turn the wheel

1| e |

Check speedometer circuit.

Check and replace engine control module.

94F44813
Fig. 47: DTC 42 - Voltage Reference Chart

Courtesy of Toyota Motor Sales, U.S.A., Inc.



DTC 42 No.1 Vehicle Speed Sensor Signal Circuit

— CIRCUIT DESCRIPTION

The No. 1 vehicle speed sensor outputs a 4-pulse signal for every revolution of the rotor shaft, which is
rotated by the transmission output shaft via the driven gear. After this signal is converted into a more
precise rectangular waveform by the waveform shaping circuitinside the combination meter, itis then
transmitted to the engine control module. The ECM determines the vehicle speed based on the fre-
quency of these pulse signals.

4-pulse 4-pulse
No.1 Vehicle
Speed sonsorJ LU UL JUUUL
)

Combination

Meter ECM
Transaxie
No.1 Vehicle Speed Sensor
DTC No. Diagnostic Trouble Code Detecting Condition Trouble Area
For A/T

All conditions below are detected
continuously for 8 sec. or more.
(a) No.1 vehicle speed sensor signal:
0 mph (km/h)
(b) Engine speed: 3,000 rpm or more

(c) Park/neutral position switch: OFF « Open or short in No.1 vehicle speed sensor

For M/T circuit.
42 All conditions below are detected » No.1 vehicle speed sensor
continuously for 8 sec. or more. + Combination meter.

(a) No.1 vehicle speed sensor signal: « ECM
0 mph (km/h)

(b) Engine speed: Between 3,000 rpm and
5,000 rpm

(c) Engine coolant temp.: 80°C (176°F) or
more

(d) Load driving

HINT: Intest mode, diagnostic trouble code 42 is output when vehicle speed is 3 mph (5 km/h) or be-
low.

& Waveform between terminals SPD and E1 when vehicle
speed is approx. 12 mph (20 km/h).

HINT: The greater the vehicle speed, the greater the num-
ber of No.1 vehicle speed sensor signals produced.

< Reference >

2 V/div

x | |
HEENN

20 msec./division

94C44810 )
Fig. 48: DTIC 42 - Diagnostic Flowchart

Courtesy of Toyota Motor Sales, U.S.A., Inc.

DTC 43 - STARTER SIGNAL

While engine is being cranked, battery voltage is applied to
ECM terminal "E5" (STA). Starter signal is mainly used to increase
fuel injection volume for the starting injection control and after-—



start injection control.

DTC 43 is set when there is no starter signal to ECM. Check
for open or short in starter signal circuit, an open or short in
ignition switch or starter relay circuit or a faulty ECM.

DTC

43

Starter Signal Circuit

— CIRCUIT DESCRIPTION

When the engine is cranked, the intake air flow is slow, so fuel vaporization is poor. A rich mixture
is therefore necessary in order to achieve good startability. While the engine is being cranked, the
battery positive voltage is applied to terminal STA of the ECM. The starter signal is mainly used to
increase the fuel injection volume for the starting injection control and after-start injection control.

DTC No.

Diagnostic Trouble Code Detecting Condition

Trouble Area

43

No starter signal to ECM.

e Open or short in starter signal circuit.

e Open or short in ignition switch or starter relay
circuit.

e ECM

— DIAGNOSTIC CHART

HINT: This diagnostic chart is based on the premise that engine cranks normally. If engine cannot be
cranked, see TROUBLE SHOOTING - NO CODES article.

0K -
1 Check for the test mode. aS;ebILR OUBLE SHOQTING - NO CODES
3 NG
2 Check for open in harness and connector NG Repair or replace harness or
between ECM and starter relay. connector.
J oK
Check and replace ECM.
WIRING DIAGRAM
Park/Neutral
2 1 18 Position Switch (A/T)
BW | ST (FY-BY szl BY 50 16 B
(A/T) Engine Control Module

1 Inpane J/8 15 17 M/T 112 [g7A
Ignition 2 {iot M@Z—B) {1} : — EINES R
Switch Cluteh Start (A/TIM/T %

2 Inpane J/B R/B No.2 Switch (M/T) R/B No.2 E1

RlE 105, AM2 w2 2
FOe- 3@ (D&~ eHE— 0 N
Starter
. Relay
Main
3 2
2 2 \ /
B W-B
¢ Main
JFL 2
E Battery g
Starter
94G44814 )
49: DTC 43 - Schematic
Courtesy of Toyota Motor Sales, U.S.A., Inc.




1 Check output condition of diagnostic trouble code 43.

I Setting the test mode.

(1) Turn ignition switch OFF.

(2) Connect terminals TE2 and E1 of data link
connector 1.

(3) Turn ignition switch ON.
(Don’t start the engine)

(4) Connect terminals TE1 and E1 of data link
connector 1.

Check if code “43" is output by the malfunction
indicator lamp.

Code “43" is output.

CHECK

Start the engine.
Check if the code "43" disappear.

Code "43" is not output.

See TROUBLE SHOOTING - NO CODES
OK ) article.

Check for open in harness and connector between engine control
module and starter relay

N

NG > Repair or replace harness or connector.

Check and replace engine control module.

94144816
Fig. 50: DTC 43 - Diagnostic Flowchart

Courtesy of Toyota Motor Sales, U.S.A., Inc.

DTC 51 - SWITCH CONDITION SIGNAL

ECM uses Park/Neutral (P/N) position switch signal to
determine whether transmission is in Park or Neutral, or in some other
gear. ECM uses the output from A/C switch to determine whether or not
A/C 1is operating, so that it can increase idle speed if necessary. ECM
detects idle condition through "IDL" terminal of throttle position
sensor.

DTC 51 is set when throttle position switch is off 3 seconds
or more after engine starts. P/N position switch is off with shift
position in either Reverse, Drive or Low (A/T). A/C switch on. Check
throttle position sensor "IDL" circuit, accelerator pedal and cable
adjustment, P/N position switch circuit, A/C switch circuit or for
faulty ECM.



— DIAGNOSTIC CHART

WIRING DIAGRAM

Ignition Inpane J/B Engine Control Module
Switch 2 pe 7 18 —
B-R B-Y. B-Y
[ . = (0L A8 (3 o
B
10)6 +
22 INsw
Inpane B 6 5 B-Y B-Y =
I8 Park/Neutral (A/T)
1B)1 Position Switch
Z A/C Amplifier ) o 10 B+
2 2 B-Y L-B ACt
M1 EDED
o
R/B No.2
2|V »
2B)1
3 R/B No.2 | Throttle Position B+
Sensor
203 2 . 12 12 pL
1 L-W £6XED)
: 9 9
Starter BR E2
Main  Relay b DD
2 (A/THM/T]
2 E1
W-B
Starter
= ;}

94H44823

Fig. 51: DTC 51 - Schematic

Courtesy of Toyota Motor Sales,

U.S.A., Inc.



Check resistance of throttle position sensor.

Y
A
T~17

(1) Disconnect throttle position sensor connec-
tor.

(2) Disconnect the vacuum hose from the
throttle body, then apply vacuum to the
throttle opener

Measure resistance between terminals 2 (IDL)
and 1 (E2) of throttle position sensor connector.

Throttle Valve Resistance
Fully closed Less than 2.3 kQ
Opened 1 MQ or higher

NG > Adjust or replace throttle position sensor

Check and repair harness or connector between
engine control module and throttle position sensor.

Disconnect A/C amplifier c

3

onnector, check voltage between

terminal AC2 of A/C amplifier connector and body ground.

Ny J

Il (1) Remove glove compartment
(2) Disconnect A/C amplifier connector.
(3) Turn ignition switch on.

Measure voltage between terminal AC2 of A/C
amplifier connector and body ground.

Voltage: 9-14V

OK > Check and replace A/C amplifier.

4 engine control module and

Check for open and short in harness and connector between

A/C amplifier

NG 5 Repair or replace harness or connector.

Check and replace engine control module.

94A44826

Fig. 52:

Courtesy of Toyota Motor Sales, U.S

DTC 51 - Diagnostic Flowchart

(1 Of 2)

A., Inc.




1 Check output condition of diagnostic trouble code 51.

B Setting the test mode.
(1) Turn ignition switch OFF.
(2) Connect terminals TE2 and E1 of DLC1.
(3) Turn ignition switch ON.
(For checking terminal IDL, disconnect the
vacuum hose from the throttle body, then
apply vacuum to the throttle opener

(For checking terminal A/C, start the en-

gine.)
(4) Connect terminals TE1 and E1 of DLC1.

Check if code “51” is output by the malfunction
indicator lamp.

OK
CHECK - Condition Code
Park/Neutral Position | P or N position Normal*
Switch (PNP) R. D, 2 or L position|  51°
Accelerator pedal Normal*
Throttle Position released
Sensor (IDL) Accelerator pedal .
51
depressed
A/C SW ON 51
A/C Switch (A/C)
A/C SW QOFF Normal

*: Before the STA signal is input (ST is not ON),
diagnostic trouble code 43 is also output.

Diagnostic trouble code 42 is output with vehicle
speed 3 mph (5 km/h) or below.

IDL ....Go to Step 2. PNP . check Park/Neutral
NG ) /¢ ...Go to Step 3.  Switch circult (/T Only).

See TROUBLE SHOOTING - NO CODES
article.

94J44825
Fig. 53: DTC 51 - Diagnostic Flowchart (2 Of 2)

Courtesy of Toyota Motor Sales, U.S.A., Inc.

DTC 52 - KNOCK SENSOR SIGNAL

DTC 52 is set when ECM detects an open or short in the knock
sensor circuit with engine speed of 1200-6000 RPM. Check for open or
short in knock sensor circuit, a loose or faulty knock sensor or
faulty ECM.



— DIAGNOSTIC CHART

- L 0K
1 Check no continuity of knock sensor circuit. —

lNG

NG
2 Check knock sensor. Replace knock sensor.

I
K
' [0}

3 Check for open and short in harness and NG Repair or replace harness or
connector between knock sensor and ECM. connector.

[ ox

If i i YES
4 Does malfunction disappear when a good knock Replace knock sensor.

sensor is installed?

&NO

Check and replace ECM.

WIRING DIAGRAM

Engine Control Module

I
Knock Sensor
13 14
| D ! w {E6 E6 KNK VWA—
| (A/THM/T)

94A44818 .
Fig. 54: DTC 52 - Schematic

Courtesy of Toyota Motor Sales, U.S.A., Inc.



INSPECTION PROCEDURE

1 Check continuity between terminal KNK of engine control module
connector and body ground.

OI:F<®IGOFF
| L]
O: AQ

C_ 1 )

(1) Turn up the floor mat on the passenger side.
(2) Disconnect the engine control module con-
nector.

Measure resistance between terminal KNK of en-
gine control module connector and body ground.

Resistance: 1 MQ or higher

94E44820

OK > Go to step E

Fig. 55: DTIC 52 - Detection Driving Pattern

Courtesy of Toyota Motor Sales,

U.S.A.,

Inc.




Malfunction: Open or Short in Knock Sensor

(rpm) @
EOOOrpm—l --------------------------------------------------------------------------

Idling - ﬁl_____gg__

IG s/w OFF

3 min. (Time)

@ Start engine and warm up.

(2) After engine is warmed up, let it idle for 3 min.
With the A/C ON, perform quick racing (5,000 rpm) 3 times.
(Rapidly depress the accelerator pedal and suddenly release it.)

HINT: If a malfunction exists, the malfunction indicator lamp will light up when sudden racing
is performed.

NOTICE: If the conditions in this test are not strictly followed, detection of the malfunction
will not be possible.

_ 94344817
Fig. 56: DTC 52 - Inspection Using Oscilloscope

Courtesy of Toyota Motor Sales, U.S.A., Inc.



2 Check knock sensor.

Disconnect knock sensor connector.

<]

Measure resistance between the knock sensor ter-
minal and body.

Resistance: 1 MQ or higher

OO

|

NG > Replace knock sensor

3 Check for open and short in harness and connector between engine
control module and knock sensor

NG > Repair or replace harness or connector.

4 Does malfunction disappear when a good knock sensor is installed?

YES > Replace knock sensor

Check and replace engine control module.

) 94F44821
Fig. 57: DTC 52 - Diagnostic Flowchart (1 Of 2)
Courtesy of Toyota Motor Sales, U.S.A., Inc.



INSPECTION USING OSCILLOSCOPE

KNK signal waveform

0.5 V/DIV.

e With the engine racing (4,000 rpm) measure
waveform between terminal KNK of engine
ov control module and body ground.

HINT: The correct waveform appears as shown in the
illustration on the left.

5 m sec/Division

500 mV/DIV. e Spread the time on the horizontal axis, and
A confirm that period of the wave is 132 p sec.
/% N [al / (Normal mode vibration frequency of knock
\ IWIARTAINS sensor: 7.6 KHz).
AN BVIVAURYIAVAT
¥ i 7 HINT: If normal mode vibration frequency is not 7.6

KHz, the sensor is malfunctioning.

100 u sec/Division

94G44822
Fig. 58: DTC 52 - Diagnostic Flowchart (2 Of 2)
Courtesy of Toyota Motor Sales, U.S.A., Inc.

DTC 71 - EGR SYSTEM MALFUNCTION

DTC 71 is set when EGR temperature is 140°F (60°C) or less
for 50 seconds under the following conditions:

Engine coolant temperature at 140°F (80°C) or greater.
EGR operation possible. Except A/T in 3rd gear or M/T in 5th
gear, cruising at 55-60 MPH on a flat road.

*

Check for open in EGR temperature sensor circuit, a shorted
EGR VSV circuit, a plugged EGR passage or a faulty ECM.



— DIAGNOSTIC CHART

Check and replace ECM.

Check EGR system

Check and replace ECM.

WIRING DIAGRAM

R/BNo.2

Main
FL

Inpane
J/B

OK
1 Check voltage of VSV for EGR power source.
NG
Check resistance of VSV for EGR. - =1 Replace VSV for EGR.
Check for open and short in harness and NG Repair or replace harness or
connector between EF| main relay and ECM. connector.
le—
NG Repair EGR system.
NG
Check resistance of EGR gas temp. sensor. Replace EGR gas temp. sensor.
Check for open in harness and connector NG Repair or replace harness or
between EGR gas temp. sensor and ECM. connector.
Junction Engine Control Module
EFl Main Relay | Connector (J3) VSV for EGR
: 8 e
B-O
2
6 [eAd R/B No.2 @ e
R Gas
ST = Temp. Sensor 5V
291 A3 2 Al =
~ X
3 5 J/B No.1
) 104 (E€)
[ Q (A/THM/T)
m 2] o
1 D)1 )
P 3
Z |Inpane
i /B E1
o L
=

[: Battery 3
, S v __J
. 94D44829
Fig. 59: DTIC 71 - Schematic

Courtesy of Toyota Motor Sales,

U.S.A.,

Inc.




Malfunction: Open in EGR gas temp. sensor circuit

(Vehicle speed)

Detection
55 - 60 mph
(88 — 96 km/h)—-- @ l
g @
ldling @ l ) —
IG s/w OFF - -
3 min. 4 min. (Time)

(1 Disconnect the EF! fuse (15 A) for 10 sec. or more, with IG switch OFF.
Initiate test mode (Connect terminals TE2 and E1 of data link connector 1 with
IG switch OFF).

(2 Start the engine and warm up.
(3 After the engine is warmed up, let it idle for 3 min.

(® With the A/C ON and transmission in 5th gear (A/T in "D” position), drive at
55 ~ 60 mph (88 ~ 96 km/h) for 4 min. or less.

HINT: If a malfunction exists, the inalfunction indicator lamp will light up during step @).

NOTICE: If the conditions in this test are not strictly followed, detection of the malfunction
will not be possible.

94C44828
Fig. 60: DIC 71 - Detection Driving Pattern

Courtesy of Toyota Motor Sales, U.S.A., Inc.



INSPECTION PROCEDURE

1 Check voltage between terminal EGR of engine control module
connector and body ground.

for M/T B (1) Turn up the floor mat on the passenger side.
(2) Warm up engine to normal operating tem-
perature.

Measure voltage between terminal EGR of engine
control module connector and body ground.

Voltage: 9-14V

for A/T
EGR \

N
O:E--J

@ OK > Go to step E

2 Check resistance between terminals of VSV for EGR.

I Remove VSV for EGR.

Measure resistance between terminals of VSV for
EGR.

» Resistance: 37 -44 Q at 20°C (68°F)

NG > Replace VSV for EGR.

. 94H44831
Fig. 61: DTC 71 - Diagnostic Flowchart (1 Of 2)
Courtesy of Toyota Motor Sales, U.S.A., Inc.



3 Check for open and short in harness and connector between EFl main relay
and VSV for EGR, VSV and engine control module.

NG > Repair or replace harness or connector.

Check and replace engine control module.

4 | Check EGR system

NG ) Repair EGR system.

5 Check resistance of EGR gas temp. sensor.

I Remove EGR gas temp. sensor.

Measure resistance between terminals of EGR

EGR Gas Temp. Sensor gas temp. sensor connector.

2

O
STeTeT:

Resistance: 64 — 97 kQ at 50°C (122°F)
11 - 16 kQ at 100°C (212°F)
2 - 4 kQ at 150°C (302°F)

NG > Replace EGR gas temp. sensor.

6 Check for open in harness and connector between EGR gas temp.
sensor and engine control module

NG \ Repair or replace harness or connector.

Check and replace engine control module.

) 94144832
Fig. 62: DTC 71 - Diagnostic Flowchart (2 Of 2)
Courtesy of Toyota Motor Sales, U.S.A., Inc.

SUMMARY

. If no hard trouble codes are present, driveability symptoms
exist or intermittent trouble codes exist, proceed to steps in
H - TESTS W/O CODES article for diagnosis by symptom (i.e., ROUGH
IDLE, NO START, etc.) or intermittent procedures.



