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Oldsmobile

GENERAL MOTORS, GM, the GM Emblem,
COLDSMOBILE, the OLDSMOBILE Rocket Emblem and
the ALURORA emblem are registered trademarks of
General Motors Carparation. "AURORA" is used with the
parmission of Hankook Tire.

This manual includes the latest information at the time it
was printed. We reserve the right to make changes
after that time withoutl further notice. For vehicles first
sold in Canada, substitute the name "General Motars of
Canada Limited™ for Oldsmobile Division whenaver |t
appears in this manual.

Please keep this manual in your vehicle, so it will be
there if you ever need it when you're on the road. If you
sell the vehicle, please leave this manual in it so the
new owner can use it,

Litho in LLS.A
Part Mo. 25735873 A First Edition

Canadian Owners

You can oblain a French copy of this manual from your
dealer or from:

Helm, Incorporated
P.O. Box 07130
Detroit, MI 48207

How to Use This Manual

Many people read their owner's manual from beginning
to end when they first receive their new vehicle. If
you do this, it will help you leam about the features and
controls for your vehicle. In this manual, you'll find
that pictures and words work together to explain things.

Index

A good place fo lock for what you need is the Index in
back of the manual, It's an alphabetical list of what's
in the manual, and the page number where you'll find it.

@'Cnpyrighl General Motors Corporation 06/19/02
All Rights Reserved
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Safety Warnings and Symbols

You will find a number of safety cautions in this book.
We use a box and the word CAUTION to tell you about
things that could hurt you if you were to ignore the
warning.

A\ CAUTION:

These mean there is something that could hurt
you or other people.

In the caution area, we tell you what the hazard is.
Then we tell you what to do to help avoid or reduce the
hazard. Please read these cautions. If you don't, you
or others could be hurt.

You will also find a circle
with a slash through it in
this book. This safety
symbol means “Don’l,”
*Don't do this™ or “Don't let
this happen.”
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Vehicle Damage Warnings

Also, in this book you will find these notices:

Notice: These mean there is something that could
damage your vehicle.

A notice will tell you about something that can damage
your vehicle. Many times, this damage would not be
covered by your warranty, and it could be costly. But the
notice will tell you what to do to help aveid the

damage.

When you read other manuals, you might see CAUTION
and NOTICE warnings in different colors or in different
words.

You'll also see waming labels on your vehicle. They use
the same words, CAUTION or NOTICE.

Vehicle Symbols

Your vehicle may be equipped with components and
labels that use symbols instead of text. Symbols, used
on your vehicle, are shown along with the text
describing the operation or information relating to a
specific component, control, message, gage or indicator.

If you need help figuring out a specific name of a
component, gage or indicator reference the following
topics in the Index:

s “Engine Compartment Overview™
s “Instrument Panel Overview"

¢ "Climate Controls"

s “Audio Systems”

Also see Warning Lights, Gages and Indicators on
page 3-30.
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These are some examples of vehicle symbols you may find on your vehicle:

o LATCH BOTH LAP AND
Pl SHOULDER BELTS TO MASTER S Jul # ENGINE FUSE ‘ﬁ
i PAOTECT OCCUPANT  § 3 it 0 fadll llTETTSN o BOX
OO NOT TWIST SAFETY @ " EHRRLI -0 % TEMP access 1T O
BELT 'WHEMN ATTACHNG
PROTECT TURN
EYES BY ki ."' SIGNALS {::ED BATTERY ENGINE [ &
ge-dies = +] | coownt | M
SHIELDNG SEAT AR BAG r. CHARGING - il
SYSTEM
BELTS Pt P,i
;ﬁgﬁ MOVE SEAT DO NOT INSTALL LAMPS [
ACID COULD FULLY A REAR-FACING BAAKE m FUEL
CALIGE REARWARD gja CHILD RESTRAINT
BLFNG BECURE I8 THIS SEATING HALARL
CHILD SEAT POSITION WARNING
FLASHER COBLAT SRR
PULL BELT | MANLIAL
a0 <\ | 2o
FLAMES COMPLETELY /- :Fg'?;f;”n[é:m'ﬁ DAYTIME -.-D
THEN SECURE =) TRAR ALINNING **® ENGINE OIL :
CHILD ZEAT IN THIS SEATING LAMPS **® FHHEUHEHI_"?: SEAVICE
SPARK OR i POSITION
i B k| FUAVER DO0N LOCH = roe MY | amiioex Y germace R
i e | TR e W= FUeE ) REED
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Front Seats Power Seats

Manual Passenger Seat

A\ CAUTION:

You can lose control of the vehicle if you try to
adjust a manual driver's seat while the vehicle
is moving. The sudden movement could startle
and confuse you, or make you push a pedal
when you don't want to. Adjust the driver's
seal only when the vehicle is not moving.

Full up on the control bar located under the front of the
seat to unlock it. Slide the seat to where you want it
and release the bar, Try to move the seal with your body
fo make sure the seat is locked into place.

Tha power seat controls are located on the outboard
side of the driver's front seat. The front passenger's saat
may also have power seat controls located on the
outhoard side of the seat.
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To adjust the power seats, do the following:

Horizontal Control: Raise or lower the front of the seat
cushion by pressing the forward edge of the control
Up or down.

Raise or lower the rear of the seal cushlon by pressing
the rear edge of the control up or down,

Move the seat forward or rearward by pressing the
control toward the front or rear of the vehicle.

Move the seal higher or lower by holding the whole
control up or down.

Vertical Control (Option): Move the seatback into a
reclined position by pressing the top of the control
backward.

Move the seatback forward by pressing the top of the
control forward.

Manual Lumbar

If your vehicle has this feature, the knob that controls it
is located on the outboard side of the driver's seal,

Turn the knob loward the front of the vehicle 1o increase
liirmbar q“rg.lnnn Turm the knoh loward the rear of the
vehicle to decrease lumbar support.

If you have the independent fronl cushion moved down
as far as it will go, you may feel the lumbar support
higher in your back. Readjust the location of the cushion
until you are comfortable. You may also want fo

adjust the sealback for maximum cormiort.
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Power Lumbar Keep in mind that as your seafing position changes, as
it may during long trips, so should the position of
your lumbar support, Adjust the seat as needed,

Il vaur vehicte has this

feature, the power lumbar If you have the independent front cushion moved down
control is located on as far as it will go, you may feel the lumbar support

the outboard side of each higher in your back. Readjust the location of the cushion
front seat. Use the until you are comfortable. You may also want to

power seat control first to adjust the seatback for maximum comfort.

nel the proper position,
Then continue with
the lumbar adjustment

== ]

To reshape the lower seatback, press the lumbar
control forward o Increase support and rearward to
decrease support. Press the control up or down to raise
or lower the support mechanism.

1-4
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Heated Seats

It your vehicle has this
option, the healed seat
switch is located next
lo the console shifter.

Push the ON par of the swilch once for a HI selling or
twice for a LO setting. Push the OFF part of the

switch to turn the heated seat off. The LO setting warms
the seatback and cushion until the seat approximates
body ternperature. The H| setling heats the seatback
and cushion to a E-Ilgl'lll'_p.l' I'I1QI1EF '[EII'I1|.'.|EEFE'[I.JFE.

The heated seats can only be used when the ignition is
tumed on. When the ignition is turned off, the healing
element is also tumed off.

Reclining Seatbacks

If your vehicle has a power
recliner, the vartical contraol
described previously in

this section reclines

the front seatbacks.

If your vehicle has the manual recliner, lift the lever on
the outboard side of the seat and move the seatback
to the desired position. Release the lever to lock

ihe seatback. Pull up on the lever without pushing on
the seatback and the seatback will go to an upright
positon.
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But don't have a seatback reclined if your vehicle is
Mmaving.

A\ CAUTION:

Sitting in a reclined position when your vehicle
is in motion can be dangerous. Even if you
buckle up, your safety belts can’t do their job
when yau're reclined like this.

The shoulder belt can't do its job. In a crash,
you could go into it, receiving neck or other
injuries.

The lap belt can't do its job either. In a crash
the belt could go up over your abdomen. The
belt forces would be there, not at your pelvic
bones. This could cause serious internal
injuries.

For proper protection when the vehicle is in
maotion, have the seatback upright. Then sit
well back in the seat and wear your safety belt

properly.
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Head Restraints

Adjust your head restraint so that the top of the restraint
is closest to the top of your head. This position
reduces the chance of a neck injury in a crash.
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Safety Belts
y A\ CAUTION:

Safety Belts: They Are for Everyone

It is extremely dangerous to ride in a cargo

This part of the manual tells you how to use safety area, inside or outside of a vehicle. In a
belts properly. It also tells you some things you should collision, people riding in these areas are more
not do with safety belts, likely to be seriously injured or killed. Do not

allow people to ride in any area of your vehicle
that is not equipped with seats and safety

& CAUT'ON: belts. Be sure everyone in your vehicle is in a
seal and using a safety bell properly.

Don't let anyone ride where he or she can't
wear a safety belt properly. If you are in a
crash and you're nol wearing a safety belt,
your injuries can be much worse. You can hit
things inside the vehicle or be ejected from it.
You can be seriously injured or killed. In the
same crash, you might not be, if you are
buckled up. Always fasten your safety beit,
and check that your passengers’ belts are
fastened properly too.

1-8
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Your vehicle has a light Why Safety Belts Work

that comes on as a
reminder 10 buckle up. See When you ride in or on anything, you go as tast as
Safety Belt Reminder it goes

Light on page 3-33.

In most states and in all Canadian provinces, the law
says lo wear safety belts. Here's why: They work.

You never know if you'll be in a crash. If you do have a
crash, you don't know if it will be a bad one.

A few crashes are mild, and some crashes can be s0
serous that even buckled up, a person wouldn't survive
But most crashes are in between. In many of them,
people who buckle up can survive and someatimes walk
away. Without belts they could have been badly hur

or Killed.

After more than 30 years of safety befis in vehicles, tha
facts are clear. In most crashes buckling up does
matter... a lot!

Take the simplest vehicle. Suppose It's just a seat on
wheals,

1-8
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Put someone on it Get it up to speed. Then stop the vehicle. The rider
doesn’t stop.
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The person keeps going until stopped by something. In or the instrument panet...
a real vehicle, it could be the windshield...
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or the safely bels!

With safety belis, you slow down as the vehicle does.
You get more time to stop. You stop over maore distance,
and your strongest bones take the forces. That's wiy
safely belts make such good sense.

Questions and Answers About
Safety Belts

Q: Won't | be trapped in the vehicle after an
accident if I'm wearing a safety belt?

A You could be — whether you're wearing a safety
belt or not. But you can unbuckle a safety bealt,
even if you're upside down. And your chance
of being conscious during and after an accident, so
you can unbuckle and get out, is much greater |f
you are balted.

112
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Q: If my vehicle has air bags, why should | have o
wear safety belts?

Az air bags are in many vehicles today and will ba in
mosi of them in the future. But they are
supplemental systems only, so they waorkl with
safety belts — not instead of them. Every alr bag
syslem ever offered for sale has required the use of
safely belts. Even if you're in a vehicle that has
air bags, you still have (o buckle up to get the most
protection. That's true not only in frontal collisions,
but especially in side and other collisions.

<

if I'm a good driver, and | never drive far from
home, why should | wear safety belts?

A: vou may be an excellent driver, but if you're in an
accident — even one that isn't your fault - you and
your passengers can be hurt. Being a good
driver doesn't protect you from things beyond your
contral, such as bad drivers,

Most scridante orcor within 25 milae (40 km) of
home, And the greatest numbear of serious injuries
and deaths occur at speeds of less than 40 mph
(65 km/h).

Safety belts are for everyone.

How to Wear Safety Belts Properly

This part is only for people of adull size.

Be aware that there are special things to know about
safety balts and children. And there are different

rules for smaller children and babies. If a child will be
riding in your vehicle, see Older Children on page 1-28
or Infants and Young Children on page 1-30. Follow
those rules for everyone’s protection.

First, you'll want to know which restraint systems your
vehicle has.

We'll start with the driver position,
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Driver Position

This part describes the driver's restraint system,

Lap-Shoulder Belt

The driver has a lap-shoulder belt. Here's how to wear it
properly.
1. Close and lock the door,

2. Adjust the seat so you can sil up straight, To see
how, see "Seats” in the Index.

3. Pick up the latch plate and pull the belt across you.
Don't let it get twisted.

The lap-shoulder belt may lock if you pull the belt
across you very quickly. If this happens, let the belt
go back slightly to unlock it. Then pull the belt
aCross you more slowly.
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4. Push the latch plate into the buckle until it clicks.

Pull up on the latch plate to make sure it is
secure, If the belt isn't long enough, see Safety
Belt Extender on page 1-27.

Make sure the release button on the buckle Is
positioned so you would be able to unbuckle the
safety belt guickly if you ever had to.

— ¥ - —

The lap part of the bell should be worn low and snug on
the hips, just touching the thighs. In a crash, this

applies force to the strong pelvic bones. And you'd be
less likely to slide under the lap bell. IF you slid under i,
the belt would apply force at your sbdomen. This

could cause seripus or even fatal injuries. The shoulder
pelt should go over the shoulder and across the

chest. These parts of the body are best able 1o take belt
restraining forces.

The safety belt locks if there's a sudden stop or crash,
or if you pull the belt very quickly out of the retractor,
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(): What's wrong with this?

N\ CAUTION:

You can be seriously hurt if your shoulder belt
iz too loose. In a crash, you would move

forward too much, which could increase injury.
The shoulder belt should fit against your body.

A The shoulder belt is too loose. It won't give nearly
as much protection this way.

1-16
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(Q: What's wrong with this?

4\ CAUTION:

You can be seriously injured if your belt is
buckled in the wrong place like this. In a crash,
the belt would go up over your abdomen. The
belt forces would be there, not at the pelvic
bones. This could cause serious internal
injuries. Always buckle your belt into the
buckie nearest you.

A:‘ The healt iz hncklad in tha weonn Jr_ﬂ-gr:g_

=
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Q! What's wrong with this?

/\ CAUTION:

You can be seriously injured if you wear the
shoulder belt under your arm. In a crash, your
body would move too far forward, which would
increase the chance of head and neck injury.
Alsa, the belt would apply too much foree to
the ribs, which aren’t as strong as shoulder
bones. You could also severely injure internal
organs like your liver or spleen.

A The shoulder belt is worn under the arm. It should
be worn over the shoulder at all times
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Q: What's wrong with this?

/N CAUTION:

You can be seriously injured by a twisted belt.
In a crash, you wouldn't have the full width of
the belt to spread impact forces. If a belt is
twisted, make it straight so it can work
properly, or ask your dealer to fix it.
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Al The bell is twisted across the body.
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Safety Belt Use During Pregnancy

Safety belts work for averyona, including pregnant
women. Like all occupants, they are more likaly to be
seriously injured if they don't wear safety bells.

To unlatch the belt, just push the bulton on the buckle.
The belt should go back oul of the way.

Before you close the door, be sure the belt is out of the
way. If you slam the door on it you can damage
both the belt and your vehicle.

A pregnant woman should wear a lap-shoulder bell, and
the lap portion should be womn as low as possible,
below the rounding, throughout the pregnancy.

1-20
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The best way to protect the fetus is to protect the Rear Seat Passengers
mother. When a safety belt is worn property, it's more

pregnant women, as for anyone, the key to making up! Accident stafistics show that unbelted people in the
safety belts effective is wearing them properly. rear seal are hurt more often in crashes than those

who are wearing safety belis.

Right Front Passenger Position

To leamn how to wear the right front passenger’'s safety

Rear passengers who aren’t safety belted can be
thrown out of the vehicle in a crash. And they can strike

belt properly, see Dnver Position on page 1-14. othars in the vehicle who are wearing safety bells,
Thea nght front passenger's safety belt works the same ™
way as the driver's safety belt — except for one 2

thing. If you ever pull the lap portlon of the bell out all
the way, you will engage the child restraint locking
feature. If this happens, just let the belt go back all the
way and start again.

b 7
L/

1-21
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Lap-Shnulder Belt 1. Pick up the latch plate and pull the belt across you.

. o : Don't let it get twisted.
ﬁll rear seating r.:nu:ﬂmhu:nn:i*r have lap-shoulder belts. Here's The shoulder beit may look if-you pull the belt
SR RNGELONS PORERS across you very quickly. If this happens, let the belt
go back slightly to unlock it. Then pull the belt
across you maore slowly.

2. Push the latch plate into the buckle until it clicks.

1-22
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If the belt stops before it reaches the buckle. tilt the 3. To make the lap part tight. pull down on the buckle
latch plate and keep pulling until you can end of the belt as you pull up on the shoulder part.
buckle it.

Pull up on the latch plate to make sure it is secure,
If the belt is not long enough, see Safaty Beit
Extender on page 1-27.

Make sure the release button on the buckle is
positioned so you would be able to unbuckle the
safety belt quickly it you ever had to.

1-23
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/N CAUTION:

You can be seriously hurt if your shoulder beilt
is too lonse. In a crash, you would move

forward too much, which could increase injury.
The shoulder belt should fit against your body.

= '
.

The lap part of the belt should be worn low and snug on
the hips, just touching the thighs. In a crash this

applies force to the strong pelvic bones. And you'd be
less likely to slide under the lap belt. If you slid under it,
the belt would apply force at your abdomen. This

could cause serious or even fatal injuries. The shoulder
belt should go over the shoulder and across the

chest. These parts of the body are best able to take belt
restraining forces.

The safety belt locks if there's a sudden stop or a crash,
or if you pull the belt very quickly out of the retractor. To unlatch the bell, just push the button on the buckle.

1-24
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Rear Safety Belt Comfort Guides for
Children and Small Adults

Your vehicle may have this feature already. If it doesn't,
you can get it from any GM dealer.

Rear shoulder belt comfort guides provide added safety
belt comfort for clder children who have oulgrown
booster seats and for small adults. When installed on a
shoulder belt, the comfort guide better posifions the
belt away from the neck and head.

There is one guide available for each outside passenger
pasition in the rear seat, To provide added safety belt
comfart for children who have outgrown child restraints
and booster seats and for smaller adults, the comfort
guides may be installed on the shoulder belts. Here's
how to install a comfort guide and use the safety belt:

1. Remaove the guide from its storage pockel on the
side of the seatback.

1-25
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2. Slide the guide under and past the belt. The elastic 3. Be sure that the belt is not twisted and it hes flat.
cord must be under the bell. Then, place the guide The elastic cord must be under the beit and the
over the bell, and insert the two edges of the guide on lop.
belt into the slots of the guide.

1-26
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4. Buckle, position and release the safety belt as
described in Rear Seat Passengers on page 1-21.
Make sure that the shoulder belt crosses the

P T P e
S IS LINLITE

To remoave and store the comfort guldes, squeeze the
belt edges together so that you can take them out of the
guides. Slide the gulde into its storage pockel on the
side of the seatback,

Safety Belt Extender

If the vehicle's safety belt will fasten around you, you
should use it.

But if a safety belt isn't long enough to fasten, your
dealer will order you an extender. It's free. When you go
in to order it, take the heaviest coat you will wear, so
the extender will be long enough for you. The extender
will be just for you, and just for the seat in your

vehicle that you choose. Don't let someone else use it
and use it only for the seat it is made to fit. To wear

it, just attach it to the regular safety belt.
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Child Restraints

Older Children

Older children who have outgrown booster seats should

wear the vehicle's safety belts.

Q:
A

What is the proper way to wear safety belts?

If possible, an older child should wear a
lap-shoulder bell and get the additional restraint a
shoulder belt can provide. The shoulder belt
should not cross the face or neck. The lap belt
should fit snugly below the hips, just touching the
top of the thighs. It should never be wom over
the abdomen, which could cause severe or even
fatal internal injuries In & crash,

Accident statistics show that children are safer if thay
are restrained in the rear seat.

In & crash, children who are not buckled up can strike
other people who are buckled up, or can be thrown
out of the vehicle. Older children need to use safety
balts properly.
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/N CAUTION:

Never do this.

Here two children are wearing the same belt.
The belt can't properly spread the impact
forces. In a crash, the two children can be
crushed together and seriously injured. A belt
must be used by only one person at a time.

Q: What if a child is wearing a lap-shoulder belt,
but the child is so small that the shoulder belt
is very close to the child’'s face or neck?

A I the child is sitting in a seat next to a window,
mave the child toward the center of the vehicle.
It the child is sitting in the center rear seat
passenger position, move the child toward the
safety belt buckle. In either case, be sure that the
shoulder belt still is on the child's shoulder, 50
that in a crash the child’s upper body would have
the restraint that bells provide. If the child is
sitting in a rear seat oulside position, see Rear
Safety Belt Comfort Guides for Children and Small
Adults on page 1-25.
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A CAUTION:

Mever do this.

Here a child is sitting in a seat that has a
lap-shoulder belt, but the shoulder part is
behind the child. If the child wears the belt in
this way, in a crash the child might slide under
the belt. The belt’'s force would then be applied
right on the child's abdomen. That could cause
serious or fatal injuries.

Wherever the child sits, the lap portion of the belt
should be womn low and snug on the hips, just touching
the child's thighs. This applies belt force to the child's
pelvic bones in a crash.

Infants and Young Children

Everyone in a vehicle needs protection! This includes
infants and all other children. Meither the distance
traveled nor the age and size of the traveler changes
the need, for everyone, to use safety restraints. In fact,
the law in every state in the United Slates and in
every Canadian province says children up to some age
must be restrained while in a vehicle.
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Every time infants and young children ride in vehicles,
they should have the protection provided by appropriate ﬁ:,. CAUTION:

restraints. Young children should not use the vehicle's

adull safety belts alone, unless there is no other choice. =
Instead, they need lo use a child restraint. People should never hold a baby in their arms
while riding in a vehicle. A baby doesn’'t weigh

much - until a crash. During a crash a baby
will become so heavy it is not possible to hold
it. For example, in a crash at only 25 mph

(40 km/h), a 12-lb. (5.5 kg) baby will suddenly
become a 240-Ib. (110 kg) force on a person’s
arms. A baby should be secured in an
appropriate restraint.
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A\ CAUTION:

Children whao are up against, or very close to,
any air bag when it inflates can be seriously
injured or killed. Air bags plus lap-shoulder
belts offer outstanding protection for adults
and older children, but not for young children
and infants. Neither the vehicle's safety belt
system nor its air bag system is designed for
them. Young children and infants need the
protection that a child restraint system can
provide.

(): what are the different types of add-on child
restraints?

A': Add-on child restraints, which are purchased by the
vehicle’s owner, are available in four basic types.
Selection of a particular restraint should take
into consideration not only the child's weight, height
and age but also whether or not the restraint will
e compatiple with the motor vehicle in which it will
be used.
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For most basic types of child restraints, there are
many different models available. When purchasing a
child restrainl. be sure it is designed to be used

in a motor vehicle. If it is, the restraint will have a
label saying thal it meets federal motor vehicle
safely standards.

The restraint manufacturer' s instructions that come
with the restraint state the weight and height
limitations for a particular child restraint. In addition,
there are many kinds of restraints available for
children with special needs.

/N CAUTION:

A\ CAUTION:

Newborn infants need complete support,
including support for the head and neck. This
is necessary because a newborn infant’s neck

is weak and its head weighs so much
ecomnpared with the rest of ite hody In a rrash

an infant in a rear-facing seat settles into the
restraint, so the crash forces can be
distributed across the strongest part of an
infant's body, the back and shoulders. Infants
always should be secured in appropriate infant
restraints.

The body structure of a young child is quite
unlike that of an adult or older child, for whom
the safety beits are designed. A young child's
hip bones are still so small that the vehicle’s
regular safety belt may not remain low on the
hip bones, as it should. Instead, it may settle
up around the child's abdomen. In a crash, the
belt would apply force on a body area that's
unprotected by any bony structure. This alone
could cause serious or fatal injuries. Young
children always should be secured in
appropriate child restraints,
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Child Restraint Systems

A rear-tacing infant seat (B} provides restraint with the
) seating surface against the back of the infant. The
An infant car bed (A), a special bed made for use in a harness system holds the infant in place and, in a crash,

motor vehicle, is an infant restraint system designed acts to keep the infant positioned in the restraint.
to restrain or position a child on a continuous flat

surface. Make sure that the infant's head rests toward
the center of the vehicle.
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(C)

A forward-facing child seat (C-E) provides restraint for
the child's body with the harness and also sometimes
with surfaces such as T-shaped or shelf-like shields.

A booster seat (F-G) is a child restraint designed to
improve the fit of the vehicle's safety belt systermn. Some
booster seats have a shoulder belt positionar, and

ey

A booster seat can also help a child to see out the
window,
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+ How do child restraints work?

e

+ A child restraint system is any device designed for
use in a motor vehicle to restrain, seal, or position
children. A built-in child restraint system is a
permanent part of the motor vehicle. An add-on
child restraint system is a portable one, which

is purchased by the vehicle’s owner.

For many years. add-on child restraints have used
the adult belt system in the vehicle. To help

reduce the chance of injury, the child also has to be
secured within the restrainl. The vehicle's belt
system secures the add-on child restraint in the
vehicle, and the add-on child restraint's hamess
system holds the child in place within the restraint.

One system, the three-point hamess, has straps
that come down over each of the infant's shoulders
and buckle together at the crotch. The five-paint
harness system has two shoulder straps, two

hip straps and a crolch strap. A shield may take the
place of hip straps. A T-shaped shield has

shoulder straps that are attached to a flat pad which
resls low against the child's body, A shelf- or
armrest-type shield has straps that are altached to
a wide, sheif-like shield that swings up or 10

the side

When choosing a child restraint, be sure the child
restraint is designed to be used in a vehicle. If it is, it
will have a label saying that it meels tederal motor
vehicle safety standards.

Then follow the instructions for the restraint. You may
find these instructions on the restrainl itself or in a
bookled, or both. These restraints use the belt system in
your vehicle, but the child also has to be secured

within the restraint to help reduce the chance of personal
injury. When securing an add-on child restraint, refer

to the instructions that come with the restraint which may
be on the restraint itself or in a booklel, or bath, and

to this manual. The child restraint instructions are
important, so it they are not available, obtain a
replacement copy from the manufacturer.
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Where to Put the Restraint

Accident statistics show that children are safer if they
are restrained in the rear rather than the front seat.
General Motors, therefore, recommends that child
restraints be secured in a rear seal. including an infant
riding in a rear-facing infant seat, a child riding in a
forward-tacing child seat and an older child riding in a
booster seal. Never pul a rear-facing child restraint

in the front passenger seat. Here's why:

N\ CAUTION:

A child in a rear-facing child restraint can be
seriously injured or killed if the right front
passenger's air bag inflates. This is because
the back of the rear-facing child restraint
would be very close to the inflating air bag.
Always secure a rear-facing child restraint in a
rear seat.

You may secure a ferward-facing child
restraint in the right fronl seat, but before you
do, always move the front passenger seat as
far back as it will go. It's better to secure the
child restraint in a rear seat.

Wherever you install it, be sure to secure the child
restraint praperly,

Keep in mind that an unsecured child restraint can
move araund in a collision or sudden stop and injure
people in the vehicle. Be sure to properly secure

any child restraint in your vehicle — even when no child
IS in it.
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Top Strap

Some child restraints have & top strap, or "top tether”, It
can help restrain the child restraint during a collision.
For it to work, a top strap must be properly anchored to
the vehicle. Some top strap-equipped child restraints
are dasigned for use with or without the top strap being
anchored. Others require the top strap always to be
anchored. Be sure to read and follow the instructions for
your child restraint. If yours requires that the top strap
be anchored, don't use the restraint unless it is anchored
properly.

If the child restrainl does not have a top strap, cne can
be obtained, in kit form, for many child restraints,

Ask the child restraint manufacturer whether or not a kit
is available,

In Canada, the law requires that forward-facing child
restraints have a top strap, and that the strap be
anchored. In the United States, some child restrainis
also have a top strap. It your child restraint has a
top strap, it should be anchored,

Anchor the top strap to one of the following anchor
points. Be sure to use an anchor point located on the
same side of the vehicle as the seating position
whare the child restraint will be placed.

1-38

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

Once you have the top strap anchored, you'll be ready
to secure the child restraint itself. Tighten the top

strap when and as the child restraint manufacturer's
Instructions say.

Top Strap Anchor Location

Your vehicle has top strap anchors already installed for
the rear seating positions. You'll find them behind
lhe rear seat on the filler panel.

In order to get to a bracket, you'll have to open the trim
Cover,
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Lower Anchorages and Top Tethers
for Children (LATCH System)

1
i l J y:
g Lannedet® o 18 D}
L
Your vehicle has the LATCH system. You'll find
anchors (A) in all three rear seat positions,

To assist you in locating
the lower anchors for this

child restraint system,
each seating position with
the LATCH system will

have a label sewn into the
seatback at each anchor
paoint

In order to use the system, you need either a
forward-facing child restraint that has attaching

points (B) at its base and a top tether anchor (C), or a
rear-facing child restraint that has attaching points (B),
as shown here.
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A\ CAUTION:

It a LATCH-type child restraint isn’t attached to
its anchorage points, the restraint won't be
able to protect a child sitting there. In a crash,
the child could be seriously injured or killed.
Make sure that a LATCH-type child restraint is
properly installed using the anchorage points,
or use the vehicle's safety belts to secure the
restraint. See “Securing a Child Restraint
Designed for the LATCH System™ or “Securing
a Child Restraint in a Rear Seat Position” in
the Index for information on how to secure a
child restraint in your vehicle.

With this system, use the LATCH system instead of the
vehicle’s safaty belts to secure a child restraint.
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Securing a Child Restraint Designed
for the LATCH System

1. Find the anchors for the seating position you want
to use, where the bottom of the seatback meets the
back of the seat cushion.

2. Put the child restraint on the seat.

3. Attach the anchor points on the child restraint to the
anchors in the vehicle. The child restraint
instructions will show you how.

4. If the child restraint is forward-facing, attach the top
strap 10 the top strap anchor. See Top Strap on
page 1-38. Tighten the top strap according fo
the child restraint instructions.

5. Push and pull the child restraint in different
directions to be sure it is secura,

To remove the child restraint, simply unhook the top
strap from the top tether anchor and then disconnect the
anchor points.

Securing a Child Restraint in a Rear
Seat Position

i
m
I3 -
i
If your child restraint is equipped with the LATCH

system, see Lower Anchorages and Top Tethers for
Children {LATCH System) on page 1-40.

You'll be using the lap-shoulder belt, See Top Sirap on
page 1-38 If the child restraint has one. Be sure fo
follow the instructions that came with the child restraint.
Secure the child in the child restraint when and as

the instructions say.

1. Put the restraint on the seal.

2. Pick up the latch plate, and run the lap and shoulder
portions of the vehicle’s safety belt through or
around the restraint. The child restraint instructions
will show yau how,

1-42

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

Tilt the latch plate to adjust the belt if needed. 3. Buckle the belt. Make sure the release button is
positioned so you would be able to unbuckle the
safety bell guickly if you ever had fo.
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4. To tighten the belt, pull up on the shoulder belt
while you push down on the child restraint. If
you're using a forward-facing child restraint, you
may find it helpful to use your knee to push down on
the child restraint as you tighten the belt.

5. Push and pull the child restraint in different
directions to be sure it is secure.
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To remove the child restraim, just unbuckle the vehicle's
safety belt and let it go back all the way. The safety
belt will move freely again and be ready to work for an
adul or farger child passenger.

Securing a Child Restraint in the
Right Front Seat Position

=
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Your vehicle has a right front passenger air bag. 2. Put the restraint on the seal.

LF:E;F&:; (WY Raing CC eeiraint (. 0YS sent. 3. Pick up the latch plate, and run the lap and shoulder

portions of the vehicle's safety belt through or
around the restraint. The child restraint instructions

A\ CAUTION: will show you how.

A child in a rear-facing child restraint can be
seriously injured or killed if the right front
passenger’'s air bag inflates. This is because
the back of the rear-facing child restraint
would be very close to the inflating air bag.
Always secure a rear-facing child restraint in a
rear seat.

Although a rear seat s a safer place, you can secure 8
forward-facing child restraint in the right front seat.

You'll be using the lap-shoulder belt. See Top Sirap on

page 1-38 | the child restraint has one. Be sure to
frllmwe thia instrctinns that came with the child restrain

Secure the child in the child restraint when and as
the instructions say.

1. Because your vehicle has a night front passenger
air bag, always move the seal as far back as it will
go before securing a forward-facing child restraint,

4. Buckle the belt. Make sure the release button is
positioned so you would be able to unbuckle the

See Power Seats on page 1-2. safety belt quickly if you ever had to.
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5. Pull the rest of the lap beit all the way out of the 8. To tighten the belt, feed the lap belt back into the
retractor lo set the lock. retracior while you push down on the child restraint,
You may find it helpful to use your knee to push
down on the child restraint as you tighten the belt.

7. Push and pull the child restraint in different
directions to be sure it Is secure.

To remove the child restraint, just unbuckle the vehicle's
safety belt and lel it go back all the way. The safety
belt will move freely again and be ready to work for an
adult or larger child passenger.
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Air Bag Systems

This part explains the frontal and side impact air bag
systems.

Your vehicle has four air bags — a frontal air bag for the
driver. another frontal air bag for the right front
passenger, a side Impact air bag for the driver, and
another side impact air bag for the right front passenger.

Frontal air bags are designed to help reduce the risk

of injury from the force of an inflating air bag. But these
air bags must inflate vary quickly to do their job and
comply with federal regulations.

Here are the most important things to know about the
air bag systam;

CAUTION: (Continued)

4\ CAUTION:

You can be severely injured or killed in a crash
if you aren’t wearing your safety belt — even if
you have air bags. Wearing your safety belt
during a crash helps reduce your chance of
hitting things inside the vehicle or being
ejected from it

CAUTION: (Continued)

Air bags are designed to work with safety belts
but don't replace tham.

Frontal air bags for the driver and right front
passenger are designed to deploy only in
moderate to severe frontal and near frontal
crashes. They aren’t designed to inflate at all
in rollover, rear or low-speed frontal crashes,
or in many side crashes. And, for some
unrestrained occupants, frontal air bags may
provide less protection in frontal crashes than
more forceful air bags have provided in

the past.

The side impact air bags for the driver and
right front passenger are designed lo inflate
only in moderate to severe crashes where
something hits the side of your vehicle. They
aren | designed 1o infiaie in irgnial, in roliover
or in rear crashes.

Everyone in your vehicle should wear a safety
belt properly — whether or nol there’s an air
bag for that person.
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4\ CAUTION: CAUTION: (Continued)

Air bags plus lap-shoulder belts offer the best
protection for adults, but not for young
children and infants. Neither the vehicle's
safety belt system nor its air bag system is
designed for them. Young children and infants
nead the protection that a child restraint
system can provide. Always secure children
properly in your vehicle. To read how, see the
part of this manual called “Older Children™ or
“Infants and Young Children™.

Both frontal and side impact air bags inflate
with great force, faster than the blink of an
eye. If you're too close to an inflating air bag,
as you would be if you were leaning forward, it
could seriously injure you. Safety belts help
keep you in position for air bag inflation before
and during a crash. Always wear your safety
belt, even with frontal air bags. The driver
should sit as far back as possible while still
maintaining control of the vehicle. Frant

occupants should not lean on or sleep against

the door. There is an air bag
readiness light on the
. ® instrurment panel, which
& CAUTION: H’ shows the air bag symbaol.
Anyone who is up against, or very close to,

any air bag when it inflates can be seriously

Mjaced or Killed. The system chacks the air bag electrical system for

CAUTION: (Continued) malfunctions. The light tells you if there is an electrical
problem. See Air Bag Readiness Light on page 3-34.
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Where Are the Air Bags?

The right front passenger's frontal air bag is in the
instrumeant panel on the passengers side.

The driver's frontal air bag is in the middie of the

i sl
Bk 1B kg BB Vs bl

The driver's side impact air bag is in the side of the
driver's seatback closest to the doar.
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The right front passenger's side impact air bag is in the
side of the passenger's seatback closest to the door.

4\ CAUTION:

If something is between an occupant and an
air bag, the bag might not inflate properly or it
might force the object into that person causing
severe injury or even death. The path of an
inflating air bag must be kept clear. Don't put
anything between an occupant and an air bag,
and don't attach or put anything on the
steering wheel hub or on or near any other air
bag covering. Don't let seat covers block the
inflation path of a side impact air bag.
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When Should an Air Bag Inflate?

The driver's and right front passenger’s frontal air bags
are designed to inflate in moderale to severe frontal

or near-frontal crashes. But they are designed to inflate
only it the impact speed is above the system'’s
designed “threshold level".

In addition, your vehicle has “dual stage” frontal air
bags. which adjust the amount of restraint according to
crash severity. For moderate frontal impacts, these

air bags inflate at a level less than full deployment, For
more severe frontal impacts, full deployment occurs.

If the front of your vehicle goes straight into a wall that
doesn't move or deform, the threshold level for the
reduced deployment is about 10 to 16 mph (18

to 26 km/h), and the threshold level for a full deployment
is aboul 18 to 24 mph (29 to 38.5 km/h). The threshold
level can vary, however, with specific vehicle design,
so that it can be somewhat above or below this range.

If your vehicle strikes something that will move or
deform, such as a parked car, the threshold level will be
higher. The driver's and right front passenger’s frontal
air bags are not designed to inflate in rollovers, rear
impacts, or in many side impacts because inflation
would not help the ocoupant.

The side impac! air bags are designed 1o inflate in
moderaie to severe side crashes, A side impact air bag
will inflate if the crash severity is above the systam's
designed “threshold level”, The threshold level can vary
with specific vehicle design. Side impact air bags are
not designed lo inflate in frontal or near-frontal impacts,
rolipvers or rear impacts, because inflation would not
help the occupant. A side impact air bag will only deploy
on the side of the vehicle that is struck.

In any particular crash, no one can say whether an air
bag should have inflated simply because of the damage
fo a vehicle or because of what the repair cosis were.
For frontal air bags, Infiation is determined by the angle
of the impact and how quickly the vehicle slows down

in frontal and near-frontal impacts. For side impact

air bags, Inflation is determined by the location

and severity of the impact,
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What Makes an Air Bag Inflate?

In an impact of sufficient severity, the air bag sensing
system detects thal the vehicle is in a crash. For

both frontal and side impact air bags, the sensing
system triggers a release of gas from the inflator, which
inflates the air bag. The inflator, the air bag and

related hardware are all part of the air bag modules
inside the stearing wheel, the instrument panel, and the
side of the fromt seatbacks closest to the door.

How Does an Air Bag Restrain?

In modearate to severe frontal or near frontal collisions,
evan belled occupants can contact the steering wheel or
the instrument panel. In moderate to severe side
collisions, even belted occupants can contact the inside
of the vehicle. The air bag supplemants the protection
provided by safety belts. Air bags distribute the force of
the impact more evenly over the occupant's upper

body, stopping the occupant more gradually. But the
frontal air bags would not help you in many types

of collisions, including rollovers, rear impacts, and many
side impacts, primarily because an occupan!’s mation

is not toward the air bag. Side impact air bags would not
help you in many types of collisions, including frontal

or near frontal collisions, rollovers, and rear impacts,
primarily because an occupant’'s maotion is not toward

those air bags. Air bags should never be regarded as
anything more than a supplemant to safety belts.
and then only in moderate to severe trontal or
near-fronfal collisions for the driver's and right front
passenger's frontal air bags. and only in moderale 1o
severe side collisions for the driver's and right front
passenger's side impact air bag.

What Will You See After an Air Bag
Inflates?

After the air bag inflates, it quickly deflates, so quickly
that some people may not even realize the air bag
inflated. Some compenents of the air bag module — the
steering wheel hub for the driver's air bag, the
instrument panel for the right front passenger’s bag, the
side of the seatback closest 1o the door for the driver
and right front passenger's side impact air

bags — will be hot for a short time. The parts of the bag
that come into contact with you may be warm, but not
too hot 1o touch, There will be some smoke and

dust coming from the vents in the deflated air bags. Air
bag inflation doesn’t prevent the driver from seeing

or being able to steer the vehicle, nor does it stop
people from leaving the vehicle.
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A\ CAUTION:

When an air bag inflates, there is dust in the
air. This dust could cause breathing problems
for people with a history of asthma or other
breathing trouble. To avoid this, everyone in
the vehicle should get out as soon as it is safe
te do so. If you have breathing problems but
can't get out of the vehicle after an air bag
inflates, then get fresh air by opening a
window or a door. If you experience breathing
problems following an air bag deployment, you
should seek medical attention.

Your vehicle has a teature that will automatically unlock
the doors and turn the intenor lamps on when the air
bags inflate (if battery power is available). You can lock
the doors again and turn the interior lamps off by

WS e Uoor oGk dand inienor igmp coniros.

In many crashes severe anough to inflate an air bag,
windshields are broken by vehicle deformation.
Additional windshield breakage may also occur from the
right fronl passenger air bag.

* Air bags are designed to inflate only once: After an

air bag inflates, you'll need some new parts for
your air bag system. If you don't get them, the air
bag system won'l be there lo help protect you

in another crash. A new system will include air bag
modules and possibly other parts. The service
manual for your vehicle covers the need lo replace
other parts.

Your vehicle is equipped with an electronic frontal
sensor, which helps the sensing system distinguish
between a moderate frontal impact and a more
severa frontal impact. Your vehicle is also equipped
with a crash sensing and diagnostic module,
which records information about the frontal alr bag
system. The module records information about
the readiness of the system. when the system
commands air bag inflation and driver's safety bell
usage at deployment. The module also records
speed, enging RPM, brake and throllle data.
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¢ |el only qualified technicians work on your air bag

systens. Improper service can mean that an air /N CAUTION:

bag systerm won't work properly. See your dealer for

bl For up to 10 seconds after the ignition key is
Notice: If you damage the covering for the driver’'s turned off and the battery is disconnected, an
or the right front passenger’s air bag, or the air air bag can still inflate during improper
bag covering on the driver's and right front service. You can be injured if you are close to
passenger’s seatback, the bag may not work an air bag when it inflates. Avoid yellow
properly. You may have to replace the air bag connectors. They are probably part of the air
module in the steering wheel, both the air bag bag system. Be sure to follow proper service
module and the instrument panel for the right front procedures, and make sure the person

passenger's air bag, or both the air bag module

rforming work for you is qualified to do so.
and seatback for the driver's and right front i g y q

passenger’'s side impact air bag. Do not open or
break the air bag coverings. The air bag systems do not need regular maintenance

Servicing Your Air Bag-Equipped
Vehicle

Alr bags affect how your vehicle should be serviced.
There are parts of the air bag systems in several places
around your vehicle. Your dealer and the service
manual have intformation about sarvicing your vehicle
and the air bag systems. To purchase a service manual,
see Service Publications Ordering Information on

page 7-9.

1-64
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Restraint System Check

Checking Your Restraint Systems

MNow and then, make sure the safety belt reminder light
and all your belts, buckies, laich plates, retractors

and anchorages are working property. Look for any other
loose or damaged safety bell system parts. If you see
anything that might keep a safety belt system from doing
its job, have it repaired.

Tom or frayed safety belts may not protect you in a
crash. They can rip apart under impact forces. If a belt
is torn or frayed, get a new one right away.

Also look for any opened or broken air bag covers, and
have them repaired or replaced. (The air bag system
does not need regular maintenance.)

Downloaded from www.Manualslib.com manuals search engine

1-55


http://www.manualslib.com/

Replacing Restraint System Parts
After a Crash

A\ CAUTION:

A crash can damage the restraint systems in
your vehicle. A damaged restraint system may
not properly protect the person using it,
resulting in serious injury or even death in a
crash. To help make sure your restraint
systems are working properly after a crash,
have them inspected and any necessary
replacements made as soon as possible.

If you've had a crash, do you need new belts or LATCH
systemn parts?

After a very minor collision, nothing may be necessary,
But if the belts were stretched, as they would be if
waorn during a more severe crash, then you need new
parts.

It the LATCH system was being used dunng a more
severe crash, you may need new LATCH system parts.

If belts are cut or damaged, replace them. Collision
damage also may mean you will need to have LATCH
systam, safety belt or seat parts repaired or replaced.
Mew parts and repairs may be necessary even if the balt
or LATCH system wasn't being used at the time of

the collision.

If your seat adjuster won't work atter a crash, the
special part of the safety belt that goes through the seat
to the adjuster may need to be replaced.

If an air bag inflates, you'll need to replace air bag
system parts. See tha part about the air bag system
garlier in this manual.

1-56
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Keys

/N CAUTION:

Leaving children in a vehicle with the ignition
key is dangerous for many reasons. A child or
others could be badly injured or even Killed.

They could operate the power windows or
other controls or even make the vehicle move.

Don't leave the keys in a vehicle with children.
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The master key works in
e all of the lock cylinders

(driver's door, trunk,
ignition and glove box).

The VALET key only
e, opetates the driver's door

[ and the ignition.

Your vehicle has the PASS-Key™ Il vehicle theft
system. Both the master and VALET key have a
transponder in the key head that matches a decoder in
the vehicle's steering column. if a replacemesnt key

or any additional key is needed, you must purchasa this
key from your dealer. The key will have PK3™ stamped
on it. Keep the bar code tag that came with the
original keys, Give this tag to your dealer if you need a
new key made.

Any new PASS-Key™ Ill key must be programmed
before it will start your vehicle. See PASS-Key™
I Operation on page 2-21 for more information on
programming your new key.

If your vehicle is equipped with the OnStar® Syslem
with an active subscription and you lock your keys inside
the vehicle, OnStar™ may be able to send a command
to unlock your vehicle. See OnStar™ System on

page 2-39 for more information,

MNotice: Your vehicle has a number of features that
can help prevent theft. You can have a lot of
trouble getting into your vehicle if you ever lock
your keys inside. You may even have lo damage
your vehicle to get in. So be sure you have

spare keys.
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Remote Keyless Entry System

Your Keyless entry system operates on a radio
frequency subject to Federal Communications
Commission {(FCC) Rules and with Industry Canada.

This device complies with Part 15 of the FCC Rules.
Operation is subject to the following two conditions:

1. This device may not cause interference, and

2. This device must accept any interferance received,
including interference thal may cause undesired
operation of the device.

This device complles with RSS-210 of Industry Canada.

Operation is subject to the following two conditions:
1. This device may nol cause interderence, and

2. This device musl accepl any interference received,
including interference that may cause undesired
operation of the device.

Changes or modifications to this system by other than
an authonzed sarvice facility could void authorization to
use ifis equipmeni

At limes you may nofice a decrease In range. This Is
normal for any remote keyless entry system. If the
transmitter does not work or if you have to stand closer
o your vehicle for the transmitter o work, try this:

* Check the distance. You may be too far from your
vehicle. You may need to stand closer during
rainy or snowy weather.

* (Check the location. Other vehicles or objects may
be blocking the signal. Take a few steps to the
left or right, hold the transmitter higher, and
try again.

* Check to determine if battery replacement is
necessary, See “Baltery Replacement” under
Remole Keyless Entry System Operation on
page 2-6.

* |f you are sftill having trouble, see your dealer or a
gualified technician for service.
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o ' (Unlock): The driver's
door will unlock and the

gxterior lights will flash
twice when this button is

pressed.

Remote Keyless Entry System
Operation

With this featurs, you can lock and unlock your doors or
unlock your trunk from aboul 3 feet (1 m) up 1o 30 feet
{9 m) away using the remote keyless entry transmitter
supplied with your vehicle,

The numbers on the back of your transmitter correspond
to DRIVER #1 and DRIVER #2 on the DIC. For more
information see Driver Information Center (DIC) on

page 3-45. Sl
W)

If the unlock button is pressed again within five seconds,
all doors will unlack, the exterior lamps will flash twice
and the hormn may sound. See “Security Feedback” later
in this section.
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Pressing the unlock button will also illuminate the
interior lamps. See "Entry Lighting” under Interior Lamps

on page 3-17.

@ (Lock): All doors will lock, the exterior lamps will
flash once and the hormn may sound when this button is
pressad.

=% (Trunk): The trunk will unlock when this button is
pressed when the ignition is in OFF. This button will

also work when the ignition is on, but only while
the transaxle is in PARK (P) or NEUTRAL (M).

2 (Instant Alarm): When this button is pressed, the
horn will sound and the headlamps and taillamps

will flash for up to 30 seconds. This can be tumed off by
pressing the bution again, unlocking the vehicle with

a key or by tuming the ignition on

Personalization Features

The following list of features available on your vehicle
can be programmed to the driver's preference for
each transmitter.

* Automatic Door Locks: This fealure programs
your door locks o automatically lock or unlock
when shifting in and out of PARK (P} or when the
key is turned to OFF.

* Security Feedback: This feature provides teedback
to the driver when the vehicle receives a command
from the remole keyless enlry transmitter.

* Delayed Locking: This feature lels the driver delay
the actual locking of the vehicla. When all doors
have been closed, the doors will lock automalically
after five seconds.

* Perimeter Lighting: When the unlock symbol an
the remote keyless entry transmitter is pressed,
the Daytime Running Lamps (DRL), parking lamps
and back-up lamps will turn on il it is dark enough
outside,

For more detailled information and programming
instructions for each feature mentioned, refer to DIC
Vehicle Personalizafion on page 3-52.
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Security Feedback

This feature provides feedback to the driver when the
vehicle receives a command from the remote keyless
entry transmitter and all doors are closed.

You must program this feature through the Driver
Information Center (DIC). See DIC Vehicle
Parsanalization on page 3-52,

The following settings can be programmed for sach of
the remole keyless entry transmitters:

® Mo feedback when locking or unlocking vehicle

® Parking lamps and the Daytime Running Lamps
(DRL) will flash twice when unlocking the vehicle
and flash once when locking the vehicle.

® Hormn chirps when all doors are unlocked (second
unlock button press) and when locking the vehicle.

¢ Parking lamps and the DAL will flash twice
each time the button with the unlock symbol
is pressed; the horn chirps when all doors are
unlocked. Parking lamps and the exterior lamps
flash once and the hom chirps whan locking
the vehicle.

Matching Transmitter(s) to Your
Vehicle

Each remote keyless entry transmitter is coded to
prevent another transmitter from unlocking your vehicle.
If a transmitter is lost or stolen, a replacement can

be purchased through your dealer. Remember to bring
any remaining transmitters with you when you go fo
your dealer. When the dealer matches the replacement
transmitter to your vehicle, any remaining transmitters
must also be matched. Once your dealer has coded the
new transmitter, the lost transmitter will not unlock

your vehicle. Each vehicle can have a maximum of four
transmitters matched to it

See your dealer o maich transmitters to another
vehicle.
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Battery Replacement To replace the battery, do the following:

1. Insert a coin, or similar object, into the notch near
the key ring. Tum it counterclockwise lo separate
the two halves of the transmitter.

2. Once the transmitter |s separated, use a pencil
eraser to remove the old battery. Do not use a

Under normal use, the battery in your remote keyless
entry transmitter should last about four years.

You can tell the battery is weak if the transmitter won't
work &t the normal range in any location. If you have
to get close to your vehicle before the transmitter works,

it's probably time to change the battery. metal object. |

Noti Wh lacing the batte pi 3. Replace the battery as the Instructions under the
R, WINIEN: TORIBCE . S Iy, Lse care not 1o cover indicate. Use a Duracell™ battery,

touch any of the circuitry. Static from your body type DL-2032, or a similar type.

transferred to these surfaces may damage the . )

transmitter. 4. Snap the transmitter back together tightly to be sure

no moisturg can enter.
5. Check the operation of the transmiiter.

2-9
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Doors and Locks

Door Locks

A\ CAUTION:

Unlocked doors can be dangerous.

® Passengers — especially children — can
easily open the doors and fall out of a
moving vehicle. When a door is locked, the
handle won't open it. You increase the
chance of being thrown out of the vehicle
in a crash if the doors aren't locked. So.
wear safety belts properly and lock the
doors whenever you drive.

® Young children who get into unlocked
vehicles may be unable to get out. A child
can be overcome by extreme heat and can
suffer permanent injuries or even death
from heat stroke. Always lock your vehicle
whenever you leave it.

® Qutsiders can easily enter through an
unlocked door when you slow down or
stop your vehicle. Locking your doors can
help prevent this from happening.

There are several ways lo lock and unlock your vehicle.

From the outside, use your key or remote keyless
entry transmitter.

Tao unlock a door from the inside, move the manual door
lock control, located above the door handle, rearward.
To lock the door, move the manual door lock control
forward.
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Central Door Unlocking System

If the key is held in the outside key cylinder unlock
position for more than two seconds, all doors will uniock,
All deors will also uniock if the key is turned to the
unlock position twice within three seconds.

Power Door Locks

With power door locks, you
can lock or unlock all the
doors on your vehicle
using the driver's or the
front passenger's door lock
switch.

]

Door Ajar Reminder

If & door 15 not fully closed when the transaxle is in
gear, a chime will sound and the DIC will display one of
these messages:

s DRIVERS DOOR AJAR

* PASSENGER DOOR AJAR
* LEFT REAR DOOR AJAR
* RIGHT REAR DOOR AJAR

Delayed Locking

This personalization feature lets the driver delay the
actual locking of the vehicle. When the driver's power
door lock switch, or the lock symbol on the remote
keyless enlry is pressed with the key removed from the
ignition and the drver's door open, a chime will

sound three times fo signal that the lock delay mode is
active. When all doors have been closed, the doors
will lock automatically after five seconds. If any door is
opanad hofore thic the fiue-zerond timer will racot
itself once all the doors have been closed again.

Pressing the driver's or passenger's door lock switch or
the lock symbaol on the remote keyless entry a second
time will overmde this feature.

You must program this feature through the Driver
Information Center (DIC). See DIC Vehicle
Personalizalion on page 3-52.
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Programmable Automatic Door
Locks

This is a personalization feature that programs your
door locks to automatically lock or unlock your vehicle.

This feature allows you to program the vehicle fo
lock all doors when shifting out of PARK (P). Or, you
can program the door locks to do one of the following:

s Unleck only the driver's door when shifting back
into PARK (P),

& unlock all doors when shifting back into PARK (P),

s unlock only the driver's door when tuming the
ignition to OFF,

& unlock all doors when tuming the ignition to OFF, or

s no automatic door unlock when shifting into
PARK (P) or tuming the ignition to OFF.

You can also program this feature to be turned off.
Then you will not have automatic door lock or unlock.

This feature will function when you close the doors and
turn on the ignition. if someone needs to get out

while you're not in PARK (P}, have that person use the
manual or power door lock. When the door is closed
again, it will not lock automatically. Use the manual or
power lock to lock the door again.

You must program this feature through the DIC. See
DIC Vehicle Personalization on page 3-52,

Overriding Lock Delay

If you need to lock your doors before shifting out of
PARK (P}, use the manual or power door lock switch to
lock the doors.

2-12
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Rear Door Security Locks

Your vehicle is equipped
with rear door securty
locks that prevent
passengers from opening
the rear doors of your
vehicle from the inside.

ﬁﬁ

[

To use one of these locks, do the following:

1. Open the rear door you wanl o lock.

2. Move the lever located on the inside door edge, all
the way up to the lock symbaol.

3. Close the door.
4. U0 the same NiNg 10 Ne otner rear door iock.

The rear doors of your vehicle cannot be opened from
the inside when this feature is in use.

To open a rear door when the security lock is on, do the
fellowing:

1. Unlock the door.
2. Open the door from the oulside.

If you don't cancel the security lock feature, adults or
older children who ride in the rear seat won't be able to
open the rear door from the inside. You should let
adults and older children know how these security locks
work, and how lo cancel the locks,

To cancel the rear door lock, do the following:
1. Unlock and open the door from the outside.

2. Move the lever all the way down to the unlock
symbol.

3. Do the same for the other rear door.
The rear door locks will now work normally.
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Lockout Protection

The power door locks will not work if the key is in the
ignition and any door is open. You can override this
feature by haolding the driver's power door lock switch
for more than three seconds.

Leaving Your Vehicle

If you are leaving the vehicle, take your keys, open your
door and s&t the locks from the inside. Then get out
and close the doar. Or, press the lock button on

the remote keyless entry transmitter after shutting the
doors.

It your vehicle has a theft-deterrent system, see
Universal Thefi-Delerrent on page 2-189.

Trunk

/N CAUTION:

It can be dangerous to drive with the trunk lid
open because carbon monoxide (CO) gas can
come into your vehicle, You can't see or smell
CO. It can cause unconsciousness and even
death. If you must drive with the trunk lid open
or if electrical wiring or other cable
connections must pass through the seal
between the body and the trunk lid:

% Make sure all other windows are shut.

% Turn the fan on your heating or cooling
system to its highest speed and select the
control setting that will force outside air
into your vehicle. See “Climate Controls”
in the Index.

% If you have air outlets on or under the
instrument panel, open them all the way.

See “Engine Exhaust” in the Index.
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Trunk Lock Release

To unlock the trurnk from the outside, insert the master
key and turn it.

Remote Trunk Release

Fress the frunk release
button located on the
lower portion of the driver's
door to release the trunk
lid. The trunk releass
lockout switch must be
OFF for this button to work.

The system also works with the remote keyless entry
transmitter. The trunk will unlock when the trunk symbol
ie proseed whils tha vohicle iz in PARK (P} ar
NEUTRAL (M) and the trunk release lockout switch is

in OFF.

Trunk Release Lockout

The trunk release lockout
switch in the glove box
allows you to secure items
in the trunk, and disable
the fuel door release

and the HomeLink™
Transmitter.

Move the trunk release lockout switch to ON, lock the
glove box and take the master key and remole keyless
antry transmitter with you. Now the remote trunk
release button will not open the trunk, the fuel door
releasa button will not open the fuel door and the
HomeLink Transmitter will not ooerate.
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Emgrgen:y Trunk Release Handle Notice: The emergency trunk release handle is not
designed to be used to tie down the trunk lid or
~ as an anchor point when securing items in the trunk.
+® % s ! | Improper use of the emergency trunk release

handle could damage it.
v - g
=% \ 1 I-“’f
[ i
l "i
———r

There is a glow-in-the-dark emergency trunk release
handle located near the frunk latch, This handle will glow
following exposure to light. Pull the release handle up

to open the trunk from the inside.

s
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Windows

A CAUTION:

Leaving children in a vehicle with the windows
closed is dangerous. A child can be overcome
by the extreme heat and can suffer permanent
injuries or even death from heat stroke. Never
leave a child alone in a vehicle, especially with
the windows closed in warm or hot weather.
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Power Windows

Switches on the driver's door armrest control each of
the windows while the ignition is on or when Retained
Accessory Power (RAP) is active. In addition, each

passenger's door armrest has a separate window switch.

Express-Down Window

The driver's and right front passenger's windows have
an express-down featura. When a window switch |s
pressed all the way rearward and then released,

the window will lower completely. The window can be
opened in smaller amounts by pressing the switch
rearward slightly, to the first stop.

To stop the window while it is lowering in the express
mode, press the switch again, then release. To raise the
window, hold the switch forward.

Window Lock Out

Press the LOCK bution on the driver's door armrest 10
disable all passenger window controls. When the
passenger's windows are disabled, the driver's window
switches will still be operable. You can also use the
Driver Information Center (DIC) to lock out only the rear
window contrals. See Driver Information Center (DIC)
on page 3-45,

Press the LOCK button again lo allow passengers to
use their window controls.

Sun Visors

To block out glare, you can swing down the visors. You
can also remove them from the center mount and
swing them to the side, while the auxiliary visor remains
to block glare from the front.

To extend the visor at the sides, pull out the extension.

Lighted Visor Vanity Mirror

When you open the cover to the driver's or passenger's
side visor vanity mirror, the lamps will come on.

2-18
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Theft-Deterrent Systems

Vehicle theft is big business, especially in some cities.
Although your vehicle has a number of theft-deterrent
features, we know that nothing we put on it can make i
impossible to steal,

Universal Theft-Deterrent

Your vehicle has a theft-deterrent alarm system. With
this system, If your ignition is off, the SECURITY
light will fiash as you open the door.

SECURITY

United States Canada

This light reminds you to activate the theft-deterrent
system. To activate il do the following:

1. Open the door,

2. Lock the door with the powar door lock switch or
remota keyless entry system. The SECURITY light
should come on and stay on.

3. Close all doors. The SECURITY light should go off
after about 30 seconds. The security system is not
armed until the SECURITY light is off. If the
SECURITY light stays on or flashes when the
ignition is turned on, there is a problem with the
systemn and the vehicle should be serviced.

If the SECURITY light comes on for one minute and
then shuts off while the ignition is on, the security
system has detected a problem. See your dealer for
service.

If a door or the trunk is opened without the key or
remote keyless entry transmitter, the alarm will go off.
Your vehicle's lamps will flash and the horn will
sound for 30 seconds. then will go off to save battery
powaer,
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Remember, the theft-deterrent system won't activate if
you lock the doors with a key or manual door lock.

It only activates if you use the power door lock swilch or

remote keyless entry transmitter. You should also
remember that you can start your vehicle with the
correct ignition key if the alarm has been set off. This
also shuts off the alarm

Here's how to avoid setting off the alarm by accident:

® |f you don’t want to activate the theft-deterrent
system, lock the door either using a key or the
manual door lock switch,

s Always unlock a door with a key, or use the remote
keyless entry system. Unlocking a door any other
way will set off the alarm.

It you set off the alarm by accident. unlock the driver's
door with your key.

You can alse turn off the alarm by pressing the unlock
symbol on the remate keyless entry transmitter. The
alarm won't stop if you try to unlock a door any

other way.

Testing the Alarm

The alarm can be tested by following these steps:

1. From inside the vehicle, roll down the driver's
window and open the driver's daor.

2. Activate the system by locking the doors with the
pawer door lock switch while the door is open, or
with the remote keyless entry transmitter.

3. Get out of the car, close the door and wait for the
SECURITY light to go oult.

4. Then reach in through the window, unlock the door
with the manual door lock and open the door. This
should set off the alarm.

If the alarm does not sound when it should, but the
vehicle's lamps flash, check o see i the horn works.
The horn fuse may be blown, See Fuses and Circuit
Breakers on page 5-892.

If the alarm does not sound, or the vehicle's lamps do
not flash, the vehicle should be serviced by an
authorized service center.

2-20
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PASS-Key® Il

Your PASS-Key™ Ill system operates on a radio
frequency subject to Federal Communications
Commission (FCC) Rules and with Industry Canada.

This device complies with Part 15 of the FCC Rules.
Operation is subject to the following two conditions: (1)
this device may not cause harmful interference, and
(2) this device must accept any interference received.
including interference that may cause undesired
operation.

This device complies with RS5-210 of Industry Canada.

Operation is subject to the following two conditions:

(1) this device may not cause interference, and (2] this
device must accept any interference received,
including interference thal may cause undesired
operation of the device.

Changes or modifications to this system by other than
an authonzed senace ltacility could void authonization to

PASS-Key™ Il uses a radio frequency transponder in
the key that matches a decoder in your vehicle.

PASS-Key® Ill Operation

Your vehicle is equipped
with the PASS-Key™ Il
{Parsonalized Automotive
Security System)
thefi-detarrant system.
PASS-Key™ Il is a passive
thefi-deterrent system.

C—2

This means you don't have to do anything different to
arm or disarm the system, It works when you inser
or remove the key from the ignition,

When the PASS-Key™ Il system senses thal someone
is using the wrong ke, it shuts down the vehicle's
starter and fuel systems. The starter will not work and
fuel will stop being delivered 1o the engine. Anyone
using a trial-and-error method o start the vehicle will be
discouraged because of the high number of electrical
key codes.
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When trying to start the vehicla, if the engine does not
start and the SECURITY light comes on, the key

may have a damaged transponder, Tum the ignition off
and try again.

If the engine still does not start, and the key appears to
be undamaged, try another ignition key. At this time,
you may also want to check the fuse. See Fuses

and Circuit Breakers on page 5-92. If the engine still
does not stanl with the other key, your vehicle needs
senvice. If your vehicle does start, the first key may be
faulty. See your dealer who can service the
FASE-KEVNF Il to have a new key made.

It is possible for the PASS-Key" Il decoder to leamn the
transponder value of a new or replacement key. Up

to 10 keys may be programmed for the vehicle.

This procedure is for leaming additional keys only,

Canadian Owners: |l you lose or damage your keys,
only a GM dealer can service PASS-Key ™ lll to

have new keys made. To program additional keys you
will require two current driver's keys. You must add

a step to the following procedure. After Step 2 repeat
Steps 1 and 2 with the second current driver's key. Then
continue with Step 3.

To program the new key, do the following:

1. Verify that the new key has PK3™ stamped on it.

2. Insert the current driver's key in the ignition
and start the engine, If the engine will not start, see
your dealer for service.

3. After the engine has started, tum the key to OFF,
and remove the key.

4. Insert the key 1o be programmed and turn it to ON
within 10 seconds of removing the previous key.

5. The SECURITY telitale light will tum off cnce the
key has been programmed. It may not be apparent
that the SECURITY light went on due to how
quickly the key is programmed.

6. Repeat Steps 1 through 4 if additional keys are lo
be programmed.

If you are ever driving and the SECURITY light comes
on and stays on, you will be able to restar your
engine if you tum it off. Your PASS-Key™ IIl system,
however, is not working propery and must be serviced
by your dealer. Your vehicle is not protected by the
PASS-Key™ lll system at this ime.

Il you lose or damage a PASS-Key™ |1l key, see your
dealer to have a new key made.
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Starting and Operating Your
Vehicle

New Vehicle Break-In

Notice: Your vehicle doesn't need an elaborate
“break-in." But it will perform better in the long run
if you follow these guidelines:

* Don't drive at any one speed — fast or
slow — for the first 500 miles (805 km). Don't
make full-throttie staris.

* Avoid making hard stops for the first 200 miles
(322 km) or so. During this time your new
brake linings aren't yet broken in. Hard stops
with new linings can mean premature wear and
earlier replacement. Follow this breaking-in
guideline every time you get new brake linings.

* Non't tow A trailer durinag break-in. See “Towino
a Trailer” in the Index for more information.

Ignition Positions

With the ignition key in the
ignition switch, you can
turn the switch to four
differantl positions.

Notice: If your key seems stuck in OFF and you
can't turn it, be sure you are using the correct key;
if so, is it all the way in? If it is, then turn the
steering wheel left and right while you turn the key
hard. Turn the key only with your hand. Using a
ool iu furce i Could Dican (e ey OF LIS Gt
switch. If none of these works, then your vehicle
needs service.

OFF: This is the only position in which you can remove
the key. This position locks your ignition and transaxle.
It's a theft-deterrent feature.
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ACC (Accessory): This position lets you use your
electrical accessories such as power windows, power
sunroof (option), radio and the windshield wipers.

ON: This is the position the switch retums to after you
start your engine and release the switch. This Is the
position for normal driving. Even when the engine is not
running, you can use ON to operate your electrical
accessories and to display some instrument panel
warning lights.

START: This position starts your engine. When the
engine starls, release the key. The ignition swilch will
return to ON for normal driving.

Key Reminder Warning

If you leave your key in the OFF ignition position, you
will hear a warning chime when you open the
driver's door.

Always leave your key in OFF. If you leave it in any
other position, you will drain the batiery power.

Retained Accessory Power (RAP)

After you turn the igniticn off and remove the key, you
will still have power to accessories such as the

power windows, audio steering wheel conirols, clock,
sunroof (option), accessory power outlet and the

radio for up to 10 minutes. The instrument panel cluster
lights will stay on for a few seconds, then go out.

Once you open a door, the power will shut off,

Starting Your Engine

Move your shift lever to PARK (P) or NEUTRAL (M),
Your enging won't start in any other position — that's a

safety feature. To restart when you're already moving,
use NEUTRAL (N) only.

Notice: Don't try to shift to PARK (P) if your
vehicle is moving. If you do, you could damage the
transaxle. Shift to PARK (P) only when your
vehicle is stopped.

1. With your foot off the accelerator pedal, turn your
ignition key to START. When the engine starts, let
go of the key. The idle speed will go down as
your engine gets warm.

Notice: Holding your key in START for longer than
15 seconds at a time will cause your battery to

be drained much sooner. And the excessive heat
can damage your starter motor. Wait about 15
secands between each try to help avoid draining
your battery or damaging your starter.

2. Ifit doesn't start within 10 seconds, hold your key in
START for about 10 seconds at a time until your
engine starts. Wait about 15 seconds between
each try.
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3. I your engine still won't start (or starts but then
stops), it could be flooded with too much gasoline.
Try pushing your accelerator pedal all the way to the
floor and holding It there as you hold the Key in
START for about three seconds. If the vehicle starts
briefly but then stops again, do the same thing.
This time Keep the pedal down for five or six
seconds fo clear the extra gasoline from the engine.
After waiting about 15 seconds, repeat the nomal
starting procedura,

Notice: Your engine is designed to work with the
electronics in your vehicle. If you add electrical
parts or accessories, you could change the way the
engine operates. Before adding electrical equipment,
check with your dealer. if you don't, your engine
might not perform properly.

Engine Coolant Heater

If your vehicle has this feature, in very cold weather,
0'F (—18"C) or colder, the engine coolant heater

can help. You'll get easier starling and better fuel
economy during engine warm-up. Usually, the coolant
heater should be plugged in a minimum of four

hours prior o staring your vehicle. At temperatures
above 32"F (0°C), use of the coolant heater is not
required.

To Use the Engine Coolant Heater
1. Turn off the engine.

2. QOpen the hood and unwrap the electrical cord.

The engine coolant heater cord Is located on the
passenger's side of the vehicle, above the
headlamp assembly.

3. Plug it into a normal, grounded 110-volt AC outlet.

A\ CAUTION:

Plugging the cord into an ungrounded outlet
could cause an electrical shock. Also, the
wrong kind of extension cord could overheat
and cause a fire. You could be seriously
injured. Plug the cord into a properly grounded
three-prong 110-volt AC outlet. If the cord
won't reach, use a heavy-duty three-prong
extension cord rated for at least 15 amps.

4, Before starting the engine, be sure to unplug and
store the cord as it was before to keep it away
from moving engine pars. If you don't, it could be
damaged.
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How long should you keep thae coolant heater plugged
in? The answer depends on the outside temperature, the
kind of oil you have, and some other things. Instead

of tning to list everything here, we ask that you conlact
your dealer in the area where you'll be parking your
vehicle, The dealer can give you the best advice for that
particular area.

Automatic Transaxle Operation

There are several different
positions for your shift
lever,

= M WO E 30"

PARK (P): This position locks your front wheels. It's the
best position 1o use when you start your engine
because your vehicle can't move easily.

/N CAUTION:

It is dangerous to get out of your vehicle if the
shift lever is not fully in PARK (P) with the
parking brake firmly set. Your vehicle can roll.

Don't leave your vehicle when the engine is
running unless you have to. If you have left the
engine running, the vehicle can move
suddenly. You or others could be injured. To
be sure your vehicle won't move, even when
you're on fairly level ground, always set your
parking brake and move the shift lever 1o
PARK (P). See "“Shifting Into Park (P)"” in the
Index. If you're pulling a trailer, see "Towing a
Trailer” in the Index.
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Ensure the shift lever is fully in PARK (P) before starting
the engine. Your vehicle has an automalic transaxle
shift lock control system. You have to fully apply

your regular brakes before you can shift from PARK (P)
when the ignition key is in OM.

REVERSE (R}): Use this gear to back up.

Notice: Shifting to REVERSE (R) while your vehicle
is moving forward could damage your transaxle.
Shift to REVERSE (R) only after your vehicle

is stopped.

To rock your vehicle back and forth to get out of snow,
ice or sand without damaging your transaxie, sea [f
You dre Stuck: In Sand, Mud, lce or Snow on

page 4-32,

NEUTRAL (M): In this posifion, your engine doesn't
connect with the wheels. To restart when you're already
moving, use NEUTRAL (N) only. Also, use

NEUTRAL (M) when your vehicle is being towed.

/N CAUTION:

Shifting into a drive gear while your engine is
“racing” (running at high speed) is dangerous.
Unless your foot is firmly on the brake pedal,
your vehicle could move very rapidly. You
could lose control and hit people or objects.
Don't shift into a drive gear while your engine
is racing.

Notice: Damage to your transaxle caused by
shifting into a drive gear with the engine racing isn't
covered by your warranty.

AUTOMATIC OVERDRIVE {i'_@," }: This position is for
normal driving. If you need more power for passing, and
you're:

* Going less than approximately 35 mph (55 km/h},
push your acceleralor pedal aboul halfway down.

* Going about 35 mph (55 km/) or more, push the
accelerator all the way down.

You'll shift down fo the next gear and have mora powar.
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THIRD (3): This position is also used for normal driving,
however, it offers more power and lower fuel economy

than AUTOMATIC OVERDRIVE ((D}). Here are
some times you might choose THIRD (3) instead of
AUTOMATIC CVERDRIVE {@ ¥

* When driving on hilly, winding roads,

* when lowing a lrailer, 5o there is less shifting
between gears, or

* when going down a steep hill.

SECOND (2): This position gives you more power bul
lower fuel economy than AUTOMATIC

OVERDRIVE {I;Ef.'] or THIRD (3). You can usa
SECOND (2) on hills. It can help control your speed as
you go down steep mountain roads, but then you
would also wanl lo use your brakes off and on.

FIRST (1): This position gives you even more power
but lower fuel economy than SECOND (2). You can use
it on very steep hills, or in deep snow or mud, If the
shift lever is put in FIRST (1), the transaxle won't shift
into FIRST (1) until the vehicle Is going slowly enough.

Notice: If your front wheels won't turn, don't try

to drive. This might happen if you were stuck in very
deep sand or mud or were up against a solid
object. You could damage your transaxle. Also, if
you stop when going uphill, don't hold your vehicle
there with only the accelerator pedal. This could
overheat and damage the transaxle. Use your brakes
to hold your vehicle in position on a hill.
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Parking Brake

Your vehicle has a PUSH
TO RELEASE parking
hrake. To set the parking
brake, hold the regular
brake pedal down

with your right foot. Push
down the parking brake
pedal with your left foot,

If the ignition is on, the brake system waming light will
come on while the parking brake is set and a single
chime will be heard.

To release the parking brake, hold the regular brake
pedal down with your right foot and push the parking
brake pedal with your lefl fool. When you lift your
left foot, the parking brake pedal will follow it to the
release position.

If you try to drive approximately 20 feet (6.1 m) with the
parking brake on, the brake light stays on and a
chime sounds until you release the parking brake.

Nafice: Driving with the parking brake on can cause
your rear brakes to overheal. You may have to
replace them, and you could also damage other
parts of your vehicle.

It you are towing a trailer and are parking on any hill,
see Towing a Trailer on page 4-36. That section shows
what to do first to keep the trailer from moving.
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Shifting Into Park (P)

/N CAUTION:

It can be dangerous to get out of your vehicle
if the shift lever is not fully in PARK (P) with
the parking brake firmly sel. Your vehicle can
roll. If you have left the engine running, the
vehicle can move suddenly. You or others
could be injured. To be sure your vehicle won't
move, even when you're on fairly level ground,
use the steps that follow. If you're pulling a
trailer, see “Towing a Trailer” in the Index.

3. Turn the ignition key to OFF.

4. Remove the key and take it with you. If you can
leave your vehicie with the ignition key in your
hand, your vehicle is in PARK (P,

1. Hold the brake pedal down with your right foot and
set the parking brake by pushing down the parking
brake pedal with your left foot.

2. Move lhe shift lever into PARK (P) by pushing the
lever all the way forward.
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Leaving Your Vehicle With the Engine
Running

A\ CAUTION:

It can be dangerous to leave your vehicle with
the engine running. Your vehicle could move
suddenly if the shift lever is not fully in

PARK (P) with the parking brake firmly set.
And, if you leave the vehicle with the engine
running, it could overheat and even catch fire.
You or others could be injured. Don’t leave
your vehicle with the engine running.

If you have to leave your vehicle with the engine
running, be sure your vehicle is in PARK (P) and your
parking brake is limmly set belore you leave il. After
wou've maved tha ehift lavar inte PARK (P} hald

the regular brake pedal down. Then, see if you can
move the shift lever away from PARK (F).

If you can, it means the shift lever wasn't fully locked
into PARK (P).

Torque Lock

If you are parking on a hill and you don't shift your
transaxle into PARK (P) properly, the weight of

the vehicle may put too much force on the parking pawl
in tha transaxle. You may find it difficult to pull the

shift lever out of PARK (P). This is called "torgue lock."
To prevent targue lock, set the parking brake and

then shift into PARK (P) propery before you leave the
driver's seal. To find oul how, see “Shifting Into

FARK (P)" previously in this section.

When you are ready to drive, move the shift lever out of
FARK (F) before you release the parking brake,

If torque lock does occur, you may need to have ancther
vehicle push yours a little uphill to take some of the
pressure from the parking pawl in the transaxle, so you
can pull the shift lever out of PARK (P).
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Shifting Out of Park (P)

Your vehicle has an automatic transaxle shift lock
contral system. You have to fully apply your regular
brake before you can shift from PARK (P} when

the ignition is in OMN. See Auwtomatic Transaxle Operation
on page 2-26.

it you cannot shift out of PARK (P), ease pressure on
the shift lever — push the shift lever all the way into
PARK (P) as you maintain brake application, Than move
the shift lever into the gear you want. |f you ever hold
the brake pedal down but still can't shift out of PARK (P},
try the following:

|

2-32

Turn the key to the OFF ignition position

2. Apply and hold the brake until the end of Step 4,
3.
4. Start the vehicle and then shift to the drive gear you

shift to NEUTRAL (M},

want.

Take yvour vehicle to an authorized service center
as s00n as you can.

Parking Over Things That Burn
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Engine Exhaust
A\ CAUTION:
Things that can burn could touch hot exhaust & CAUTION:
parts under your vehicle and ignite. Don’t park
over papers, leaves, dry grass or other things Engine exhaust can kill. It contains the gas
that can burn. carbon monoxide (CO), which you can’t see or
smell. It can cause unconsciousness and
death.

You might have exhaust coming in If:

* Your exhaust system sounds strange or
different.

* Your vehicle gets rusty underneath.

* Your vehicle was damaged in a collision.

* Your vehicle was damaged when driving

over high points on the road or over road
debris.

* Repairs weren't done correctly.
* Your vehicle or exhaust system had been
modified improperly.
If you ever suspect exhaust is coming into
your vehicle:
® Drive it only with all the windows down lo
blow out any CO; and
® Have your vehicle fixed immediately.
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Running Your Engine While You
Are Parked

It's better not to park with the engine running. But if you
ever have to, here are some things to know

/N CAUTION:

ldling the engine with the climate control
system off could allow dangerous exhaust into
your vehicle. See the earlier Caution under
“Engine Exhaust.”

Also, idling in a closed-in place can let deadly
carbon monoxide (CO) into your vehicle even if
the fan is at the highest setting. One place this
can happen is a garage. Exhaust — with

CO — can come In easily. NEVER park in a
garage with the engine running.

Another closed-in place can be a blizzard. See
“Winter Driving” in the Index.

A\ CAUTION:

It can be dangerous to gel outl of your vehicle
if the shift lever is not fully in PARK (P) with
the parking brake firmly set. Your vehicle can
roll. Don't leave your vehicle when the engine
is running unless you have to. If you've left the
engine running, the vehicle can move
suddenly. You or others could be injured. To
be sure your vehicle won't move, even when
you're on fairly level ground, always set your
parking brake and move the shift lever to
PARK (P).

Follow the proper steps to be sure your vehicle won't
move. See Shifting Infe Fark (P} on page 2-30,

If you are parking on a hill and if you're pulling a traller,
also see Towing a Trailer on page 4-386.
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Mirrors

Automatic Dimming Rearview Mirror
with Compass

Your vehicle may have an automatic dimming rearview
mirror with a compass. Your vehicle's mirror may

also contain OnStar™ controls. See OnSiar™ System on
page 2-39 for more information.

The mirror also includes an eight-point compass display
in the upper right comer of the mirror face.

When cleaning the mirror, use a paper towel or similar
material dampened with glass cleaner. Do not spray
glass cleaner directly on the mirror as that may cause
the liquid cleaner to enter the mirror housing

Mirror Operation

MIRROR: Press this button to turn on the automatic
dimming feature. Press it again to turn off the automatic
dimming featurs.

¢y (On/OMf): For mirrors equipped with OnStar™
contrals, press and hold this button for several seconds
to tum on the automatic dimming feature. Press and
hold it again to tum the automatic dimming feature off.

The green indicator light will come on when this
feature |s active. The automatic dimming feature will be
active sach time the vehicle is slarled.

Compass Operation

COMPASS: Press this button once to turn the compass
an or off,

Iy (OnfOt): For mirrors equipped with OnStar™
controls, press this button once to tumn the compass on
or off,

When the ignition and the compass leature are on, the
compass will show two character boxes for
approximately two seconds. After two seconds, the
mirrar will display the compass heading.

Compass Calibration

When on, the compass automatically calibrates as the
vehicle is driven. If, after two seconds, the display

does not show a compass heading (N for Narth, for
example), there may ba a strong magnetic field
interfering with the compass. Such interferance may be
caused by a magnetic antenna mount, magnetic

note pad holder or a similar magnetic item, If the

lattar ©) shniild ever anpear in the compass window. the
compass may need calibration.

The mirror can be calibrated by driving the vehicle in
circles at 5 mph (8 kmih) or less until the display reads a
direction.

Mirrors equipped with OnStar™ controls can be placed
in calibration mode by pressing and holding the
onfoff button until a C is shown in the compass display.
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Compass Variance

The mirror is set in zone eight upon leaving the factory.
It will ba necessary to adjust the compass to
compensate for compass variance if you live outside
zone eight. Under certain circumstances, as during

a long distance cross-country trip, it will be necessary o
adjust for compass varance. Compass vanance is

the difference between earth’s magnetic north and true
geographic north, If not adjusted to account tor
compass variance, your compass could give false
readings.

To adjust tor compass variance, do the following:

1. Find your current location and variance zone
number on the following zone map.

2. Press and hold COMPASS (or the on‘off button for
mirrors equipped with OnStar® eontrols) until a
zone number appears in the display.

3. Once a zone number appears in the display, press

the COMPASS button (or the on/off button for
mirrors equipped with OnStar™ controls) quickly until
the correct zone number appears in the display.
Stop pressing the button and the mirrer will return to
normal operation. If C appears in the compass
window, the compass may need calibration. See
“Compass Calibration™ explained previously.
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Qutside Power Mirrors

The controls for the oulside power mirrors are located
on the driver's door armrest,

Preas the left or right side of the L/R selector switch

= o 18
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or right mirror.

To adjust the mirror, use ong of the four arrows located
on the control pad to move the mirror in the direction
you want it to go. When finished adjusting the mirrors,
leave the L/R selector switch in the center position,

to prevent unwanted mirror movement in case the

control pad is accidentally bumped while driving. Adjust
each outside mirror so that you can see a little of
your vehicle and the area behind your vehicle.

It your vehicle is equipped with the memory function,
the mirrors and driver's seat position can be stored into
memory. See Memory Seat and Mirmors on page 2-48.

Outside Curb View Assist Mirror

i you have the memory seat and mirrors feature, the
passenger’s oulside power mirrer also includes a
tilt-cdown feature thal operates when the shift lever is in
REVERSE (R). When the vehicie is shifted out of
REVERSE (R), the passenger's mirror will return to its
original position after a five-second delay. This delay
prevents movement of the mirror if multiple gear
transitions (REVERSE (R) to DRIVE (D) to

REVERSE (R)) occur during a parallel parking
maneuver. This feature can be programmed on or off
through the DIC. See Drver lnformation Center (DIC) on
page 3-45 or DIC Vehicle Personalization on pagﬁ' 3-52

wuh lhts feature oﬂ
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QOutside Convex Mirror

Your passenger's side mirror is convex. A convex
mirror's surface is curved so you can see more from the
driver's seal.

A\ CAUTION:

A convex mirror can make things (like other
vehicles) look farther away than they really are.
If you cut too sharply into the right lane, you
could hit a vehicle on your right. Check your
inside mirror or glance over your shoulder
before changing lanes.

Qutside Heated Mirrors

When you operate the rear window defogger, the
heated driver's and passenger's outside rearview mirrors
alzo warm up 1o help clear them of ice and snow. See
“Rear Window Defogger” under Autornatic Climale
Control System on page 3-23.
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OnStar® System

OnStar” uses global positioning system (GPS) satellite
tachnology, wireless communications, and state of

the art call centers to provide you with a wide range of
safety, security, information and convenience services.
An OnStar™ subscription plan is included in the price

of your vehicle. You can easily upgrade or extend your
OnStar™ services 1o meet your personal needs,

A complete OnStar” user's guide and the terms and
conditions of the OnStar™ Subscription Service
AyTerInen gie nuiuded i you OnSiar -equipped
vehicle's glove box literature. For more Infarmation, wisit
www.onstar.com, contact OnStar™ at 1-888-4-ONSTAR
(1-8B8-466-7827), or press the blue OnStar™ button

to speak to an OnStar” advisor 24 hours a day, 7 days
a week,

OnStar® Services

OnStar” provides a number of service plans to closely
meet your needs. Some of the sarvices currently
provided by OnStar™ are:

* Automatic Notification of Air Bag Deployment
* Emergency Services

* Roadside Assistance Stolen Vehicle Tracking
* AccidentAssist

* Hemaote Door Unlock

* Hemaote Diagnostics

* OnStar” MED-NET (Requires separate activation
and annual fee on some plans)

* QOnline and Personal Concierge Services
* Route Support

* RideAssist

* |nformation and Convenience Services
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OnStar® Personal Calling

With OnStar™ Personal Calling, you have a safer way to
stay connected while driving. It's a hands-free wireless
phone that's integrated into your vehicle. You can place
calls nationwide using voice-activated dialing with no
contracts, no roaming charges and no access fees. To
find out mere about OnStar® Personal Calling, refer

to the OnStar™ owner's guide in your vehicle's glove
box, or call OnStar™ al 1-888 4-ONSTAR
(1-8BB—466-7827).

OnStar® Virtual Advisor

With OnStar™ Virtual Advisor you can listen to your
favorite news, entertainment and information topics,
such as traffic and weather reporis, stock guotes

and sports scores. You listen to your e-mail through
your vehicle’'s speakers, and reply with your hands on
the wheel and your eyes on the road

A completed Subscription Service Agreement is required
prior to delivery of OnStar™ services and prepaid

calling minutes are also required for OnStar” Personal
Calling and OnStar™ Virtual Advisor use. Terms and
conditions of the Subscription Service Agreement can be
found at www.onstar.com.
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HnmeLink@' Transmitter {2) this device must accept any interference received,

including interference that may cause undesired
operation.

This device complies with RS5-210 of Industry Canada.
Operation is subject to the following two conditions:

(1} this device may not cause interference, and (2} this
device must accept any interference, including
interference thal may cause undesired operation of the
device.

Changes and modifications to this system by other than
an authorized service facility could void authorization
to use this equipment.

HomelLink™, a combined universal transmitter and
receiver, provides a way to replace up to three
hand-held transmitters used to activate devices such as
gale UPEialons, gaiags ool SpEntis, SNny oo

locks, security systems and home lighting. Additional
HomeLink™ information can be found on the internet at
www, homalink.com or by calling 1-800-355-3515.

If your vehicle is equipped with the HomeLink™
Transmitter, it complies with Part 15 of the FCC Bules.
Operation is subject to the following two conditions:

(1) this device may not cause harmiul interference, and

2-41
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Programming the HomeLink®
Transmitter

Do not use the Homelink™ Transmitler with any garage
door opener that does not have the “stop and reverse”
feature. This includes any garage door opener model
manufactured before April 1, 1982,

Keep the original transmitter for use in other vehicles as
well as for Tuture HomeLink™ programming. It is also
recommended that upon the sale of the vehicle,

the programmed HomelLink™ buttons should be erased
for security purposes. Fefer to “Erasing HomeLink™
Buttons™ or, for assistance, contact HomeLink™ on the
internet at: www.homelink.com or by calling
1-800-355-3515.

Be sure that people and objects are clear of the garage
door or gate operator you are programming. When
programming a garage door, it is advised to park outside
of the garage.

It is recommended that a new battery be installed in
your hand-held transmitter for quicker and more
accurate transmission of the radio freguency.

Your vehicle's engine should be tumed off while
programming the transmitter. Follow these sleps to
program up to three channels:

1. Press and hold down the two outside buttons,
releasing only when the indicator light begins to
flagh, after 20 seconds. Do not held down the

buttons for longer than 30 seconds and do not
repeat this step to program a second and/or third
transmitter to the remaining two HomeLink™ buttons,

. Position the end of your hand-held transmitter aboul

1 to 3 inches (3 to 8 cm) away from the HomeLink™
buttons while keeping the indicator light in view.

. Simultaneously press and hold both the desired

butten on HomeLink™ and the hand-held transmitter
button. Do not release the buttons until Step 4
has been complated.

Some entry gates and garage door openers may
require you to substitute Step 3 with the procedure
noted in “Gate Operator and Canadian
Programming” later in this section.

. The indicator light will flash slowly at first and then

rapidly after HomeLink™ successfully receives the
frequency signal from the hand-held transmittar,
Release both buttons,

. Press and hold the newly-trained HomeLink™ button

and observe the indicator light.

If the indicator light stays on constantly,
programming is complete and your device should
activate when the HomeLink™ button is pressed and
released.

To program the remaining two HomeLink™ buttons,
begin with Step 2 under “Programming Homelink™ "
Do nol repeat Step 1 as this will erase all of the
programmed channels.

2.42
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It the indicator light blinks rapidly for two seconds
and then tums to a constant light, continue with
Sleps 6 through 8 following o complete the
programming of a rolling-code equipped device
(most commonly, a garage door openear).

6. Al the garage door opener receiver (motor-head
unit) in the garage, locate the “Leam™ or “Smart”
button. This can usually be found where the hanging
antenna wire is attached to the motor-head unit,

7. Firmly press and release the “Learn” or “Smart"
butten. The name and color of the button may
vary by manufacturer.

You will have 30 seconds to start Step B.

B. Return to the vehicle. Firmly press and hold the
programmed HomeLink™ button for two seconds,
then release. Repeat the press/hold/release
sequence a second time, and depending on the
brand of the garage door epener (or other rolling
code device), repeat this sequence a third time
10 COMmpigie me progrannmisy.

HomeLink™ should now activate your rolling code
equipped device.
To program the remaining two HomeLink™ buttons,
begin with Step 2 of “Programming HomeLink™." Do not
repeat Step 1.

Gate Operator and Canadian
Programming

Canadian radio-frequency laws reqguire transmitter
signals to “time out" or quit after several seconds of
transmission. This may not be long enough for
HomeLink™ lo pick up the signal during programming.
Similarly, some LS. gate operators are manufactured to
“fime out” in the same manner,

If you live in Canada, or you are having difficulty
programming a gate operator by using the
“Programming HomeLink™ procedures (regardless of
where you live), replace Step 3 under "Programming
HomeLink™ with the following:

Continue to press and hold the HomeLink™ button while
you prass and release every two seconds (cycle)

your hand-held transmitter untfl the frequency signal has
been successfully accepted by HomeLink®, The
indicator light will flash slowly at first and then rapidly.
Proceed with Step 4 under “Programming HomeLink™
to complete.
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Using HomeLink®

Press and hold the appropriate HomeLink™ button for al
least half of a second. The indicator light will come
on while the signal is being transmitted.

Erasing HomeLink® Buttons

To erase programming from the three buttons do the
following:

1. Press and hold down the two oulside buttons until
the indicator light begins to flash, after 20 seconds.

2. Release both buttons. Do not hold for longer than
30 seconds.

HomeLink™ is now in the train (learning) mode and can
be programmed at any time beginning with Step 2
under “Programming HomeLink™."

Individual buttons can not be erased, but they can be
reprogrammed. See “Reprogramming a Single
HomelLink™ Button" next.

Reprogramming a Single HomeLink®
Button

To program a device to HomeLink™ using a HomeLink™
button previously trained, follow these steps:

1, Press and hold the desired HomeLink™ bution, Do
not release the button.

2. The indicator light will begin to flash after
20 seconds. While still holding the HomeLink™
button, proceed with Step 2 under "Programming
HomeLink™ "

Resetting Defaults

To reset HomeLink™ to default settings do the following:

1. Hold down the two outside buttons for about
20 seconds until the indicator light begins 1o flash.

2. Continue to hold both buttons until the HomeLink™
indicator light tumns off.

3. Release both buttons,

For guestions or comments, contact Homelink™ at
1-B00-355-3515, ar on the internzt at
www. homelink.com,

2-d44
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Storage Areas

Glove Box

Use the master key o lock and unlock the glove box.
To open it, it the latch release on the lefl side of
the glove box door.

The VALET key will not work in the glove box door lock.

Front Storage Area

The front armrest opens into a slorage area. To open it,

push the latch at the front center of the armrest.
When the latch disengages, pull up on the armrest to
open it. Inside you will find storage for cassettes,
compact discs and coins.

In front of the storage area is a cupholder. Press and
release the cupholder cover to open. Do not try to pull it
out, Press the cupholder back to its recessed position
when nat in use.

Assist Handles

A handle above each rear door and the front
passenger's door can be used to help you get in or out
of your vehicle.
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Floor Mats
Your vehicle is equipped with floor mats. The driver's
side floor mat is held in place by a locator hook.

Ta remove the driver's side floor mat, slide the floor mat
towards the driver's seat to unhook it. Then pick up
the floor mat to ramave it.

Ta reinstall the floor mat, line up the opening in the floar
mat over the locator hook and push it down into
place.

Rear Storage Area
Your vehicle may have a rear storage armrest with
cupholders and a pass-through feature,

Lift the front of the cover on the armrest to reveal the
storage space.

Pull down the intarior door to access the trunk.

Convenience Net

Your vehicle may have a convenience net. You'll see it
just inside the back wall of the trunk.

Put small loads, like grocery bags, behind the net. It can
help keep them from falling over during sharp tums or
quick starts and stops.

The net isn'l for larger, heavier loads,. Store them in the
trunk as far forward as you can.

You can unhook the net so that it will e flat when
you're not using it.

2-46
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Sunroof

If your vehicle has this

option, the switches are
located on the headiiner
between the sun visors,

i:_-r_
g

il
1
| 3]
I=
:'__‘-

LD

There are two swilches that operate the sunroof. The
switches will only work when the ignition is on or when
RAP Is aclive. See “"Retained Accessory Power
{RAP)™ under Ignition Posilions on page 2-23.

The OPEN/CLOSE switch has positions for opan or

close and express open. The TILT/CLOSE switch has
nositinns for filt or close.

Open: Press and hold the OPEN/CLOSE switch to the
first position to open the glass panel and sunshade,
The sunshade can also be opened by hand.

Comfort Stop: Press and release the OPEN/CLOSE
swilch rearward fo the second position lo express open
the glass panel to the comfort stop position, The
comfort stop position is designed to help reduce noise
and make the passengers more comforiable.

Express Open: The glass panel may be fully opened
by pressing the OPEN/CLOSE switch rearward

again. When the glass panel is express opening,
pressing either switch In any direction will stop L I you
press and hold the OPEN/CLOSE switch in the
express open position for more than one and a hall
seconds, the express open operation will be overridden
and the sunroof will oparate manually.

Tilt: To filt open the glass panel, press and hold the
TILT/CLOSE switch. The sunshade must be opened
by hand.

Close: To close the glass panel, press and hold the
OPEMN/CLOSE or TILT/CLOSE switch In the close
position. As the glass panel reaches the closed position,
it will opan slightly towards the tilt position and then

o p e |

Crop LU i ihe Liused pU&iTJII..Irr i, pl'ﬁujdﬁ & betler seal.
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Vehicle Personalization

Memory Seat and Mirrors

It your vehicle has this
feature, the controls are
located on the driver's door
panel, and are used fo
program and recall
meamory settings for the
driver's seating, ouiside
mirrar positions and
climate contrals. See
Autornatic Climate Control
System on page 3-23

for more information.,

To save your seat and mirror positions inte memory,
use the following procedure:

1. First identify the DRIVER # on the Driver Information
Center (DIC) by pressing the MEMORY
button (1 or 2) or by pressing the button with the
unlock symbol on the remote keyless entry
transmitter. See Driver Information Center (DIC) on
page 3-45,

2. Adjust the driver's seat and lumbar position to a
safe and comfortable driving position. Adjust both
outside mirrors to suit you. See QOuiside Power
Mirrors on page 2-37.

3, Press and hold the MEMORY button (1 or 2)
carresponding with your DRIVER # displayed on the
CIC for longer than three seconds. You will hear
two beeps confirming that the seat and mirror
positions have been entered into memory.

To set the seat and mimmor positions for a second driver,
follow the previous steps, but start by pressing the
button with the unlock symbal on the transmitler that
displays the other DRIVER # on the DIC. Be sure 1o Lse
the MEMORY button {1 or 2) which corresponds to

the DRIVER # identified by the second transmitter.

2-48
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To recall your memory positions, your vehicle must be
in PARK {P). Push and release the MEMORY

button (1 or 2) corresponding to the desired driving
position. The seat and mirrors will move to the position
previously stored for the identified driver. You will

hear one beep.

To store the exit position for an easy exit, use the
following procedura:

1. First identity the DRIVER # by pressing the
MEMORY button {1 or 2) or by pressing the button
with the unlock symbol on the transmitter.

2. Adjust the driver's seat to the desired exil position.

3. Press and hold the EXIT button for longer than
three seconds. You will hear two beeps confirming
that the seat exit position has been entered inta
memory.

To set the exit position for a second driver, follow the

previous steps, but start by pressing the button with the

unlock symbaol on the transmitter that displays the
other DRIVER # on the DIC. Be sure to use the
MEMUHY bution (1 or £) wnich corresponas (o ine
DRIVER # identified by the other transmitter.

Ta recall the exit position, your vehicle must be in
PARK (P). Push and release the EXIT button and the
seat will move to the exit position previously storad

for the currently identified driver. You will hear one beep,
If an exit position has not been stored for the current
identified driver, the seat will move all the way back.

To stop recall movement of the seat at any time, press
the driver's power seat control located on the outboard
side of the front seat.

Mirrors and lumbar pasitions will not be stored or
recalled for the exit position.

If you would like your stored driving or exit position to
be recalled when unlocking your vehicle with the
transmitter, see DIC Vehicle Personalization on
page 3-52,
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Instrument Panel Overview
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The main components of your instrument panel are the
following:

A.

TOMMoCO®

Air Outlet

Turn SignalMultifunction Lever

Steering Wheel Controls for Climate Conftrol System
Steering Wheel Controls for Audio System
Windshield Wiper/'Washer Control

Driver Information Center (DIC)

Hazard Waming Flasher Button

Climate Control System

l.

J.
K

L
M
N.
o
P
Q

Instrument Panel Brightness Knob
Trip Odometer Buttons

. Hood Release

Parking Brake

. Cruise Control Laver

Ignition Switch

. Audio System

Accessory Power Outlet

. Glove Box (Trunk Release Lockout Switch inside}
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Hazard Warning Flashers

Your hazard waming flashers let you warn others. They
also let police know you have a problem. Your front
and rear turn signal lamps will flash on and off.

The hazard warning flasher button s located in the
center of the instrument panel,

Your hazard flashers work no matter what posibion your
key is in, and even i the key isn't in.

Press the button 1o make the front and rear tum signal
lamps flash on and off. To lurn off the flashers, press
the button again.

When the hazard warning flashers are on, your tum
signals won't work.

3-4
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Other Warning Devices

If you carry reflective triangles, you can set one up at
the side of the road about 300 feet (100 m) behind your
vehicle.

Horn

Press the center area of the steering wheel! to sound
the homn

Tilt Wheel

A tilt wheel allows you 1o adjust the steering wheel
before you drive. You can also raise it fo the highes!
level to give your legs more room when you exit

and enter the vehicla,

The lever that allows you fo tilt the steering wheel is
located on the left side of the steering column.

To tilt the wheel, hold the
wheel and pull the lever
toward you. Then move the
wheal to a comfortable
position and release

the lever to lock the wheel
i place.
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Turn Signal/Multifunction Lever

The lever on the left side of the steering column
includes the following:

® Turn and Lane-Change Signals
¢ Headlamp High/Low-Beam Changer
® Flash-To-Pass

For informafion on extenar lamps, see "Exterior Lamps”
later in this section.

Turn and Lane-Change Signals

The tum signal has two upward (for right) and two
downward (for left} positions. These pesitions allow you
to signal either a lurn or a lane change.

To signal a tum, move the lever all the way up or down.
When the tum is finished, the lever will retum
automatically.

An arrow on the instrument
panel cluster will flash in
the direction of the

tum or lane change.

To signal a lane change, just raise or lower the lever
until the arrow starts to flash. Hold it there until you
complete your lane change. The lever will return by itself
when you release it
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As you signal a turn or a lane change, if the arrows
flash very fast, a bulb may be burned out and
other drivers won't see your tum signal.

If a bulb is burmed out, replace it to help avoid an
accident.

If the arrows don't go on at all when you signal a tumn,
check the fuse {see Fuses and Circuit Breakers on
page 5-92 ) and check for bumed-out bulbs.

Turn Signal On Chime

If your turn signal is left on for more than 0.8 miles

(1.3 km), a chime will socund at each flash of the tum
signal and the DIC will display the TURN SIGNAL ON?
reminder message. To tum off the chime and
message, move the turn signal lever to the off position,
To turn off the DIC message while the turn signal is
still active, press any button on the DIC. See Driver
Information Center (DIC) on page 3-45 for more
information.

Headlamp High/Low-Beam Changer

To change the headlamps from low beam te high, push
the lever away from you until you hear a click. Then
release it.

When the high beams are
on, this light on the
instrument panel cluster
—_— will also be on.

It the fog lamps are on when you turn on the high-beam
headlamps, the fog lamps will tum off. The fog lamps
will turm back on when you tumn off the high-beam
headlamps.
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Flash-to-Pass

This feature lels you use your high-beam headlamps to
signal a driver in front of you that you want to pass,
It works even if your headlamps are off.

To use it, pull the turn signal lever toward you.

Your high-beam headlamps will turn on, They'll stay on
as long as you hold the lever there. Releasa the
laver to tum them off.

If your headlamps are on, and on high beam. your
headlamps will switch 1o low beam when the levar is
released. To get back to high beam, push the lever away
from you.

Windshield Wipers

The lever on the right side of your steering column
operates your windshield wipers.

If your windshield wipers are on for more than six
seconds while you are dnving, the low-beam headlamps,
instrument panel cluster backlighting and the taillamps
will tum on, For maore information see “Wiper-Activated
Headlamps® under Exterior Lamps on page 3-14.

3-8
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For a single wiping cycle, move the lever down to MIST.,
Hold it there until the wipers start, then release it. The

wipers will stop after one cycle, If you want more cycles,

hold the lever on MIST longer.

For steady wiping at low speed, move the lever up to
the LO position. For high-speed wiping, move the levar
up further, to HI, To stop the wipers, move the lever

to OFF.

You can set the wiper speed for a long or short delay
between wiper cycles. Move the lever up to the first
detent, INT ({Intermittent). Turn the band labeled

INT ADJ (Intermittent Adjustment) down loward the
shorter lines for fewer wiper passes par minute, As you
turn the band toward the longer lines, the wiper

cycles per minute will increasa.

Remember thal damaged wiper blades may prevent you
from seeing well enough to drive safely. To avoid
damage, be sure to clear ice and snow from the wiper
blades before using them. If they're frozen to the

do become damaged, get new blades or blade inserts.
See Windshield Wiper Blade Replacement on

paga 5-54,
Heavy snow or ice can ovarload your wipers. A circuil

breaker will stop them until the motor cools. Clear away
snow or ice to prevent an overload.

Rainsense™ Il Wipers

The moisture sensor is mounted on the interior side of
the windshield below the rearvew mirror and is used

o automatically operate the windshield wipers.

This system operales by monitoring the amount of
moisture build-up on the windshield. Wipes occur as
needed to clear the windshield depending on the driving
conditions and sensilivity setling. In light rain or snow,
fewer wipes will occur. In heavy rain or snow, wipes will
occur more frequently, The system will operate in the
delay, low spead and high speed modes. If the system is
left on for long periods of time, occasional wipes may
occur without any maisture on the windshield. This

is normal and indicates that the Rainsense™ syslem |s
activated.
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The Rainsense™ system Is activated by moving the
wiper lever up to the INT position and turning the

INT ADJ band to one of the five sensitivity levels within
the delay area, The boftom INT ADJ position is the
lowest sensitivity setting, level one. This allows more

rain or snow to collect on the windshield between wipes.

¥ou can increase the sensifivity of the system and the
frequency of wipes by tuming the INT ADJ band

away from you to the higher sensitivity levels. The top
position is the highest sensitivity setting, level five.

A single wipe will occur each time you tum the INT ADJ
band to a higher sensitivity level o indicate that the
sensitivily level has been increased.

Notice: The wipers must be turned off when going
through a car wash to avoid damage.

The MIST and wash cycles operate as normal and are
not affected by the Rainsense™ function. The

system can be overndden at any time by manually
changing the wiper control to LO or HI speed.

Notice: Do not place stickers or other items on the
exterior glass surface directly in front of the
rainsensor. Doing this could cause the rainsensor
to malfunction.

Windshield Washer

The lever on the right side of your steering column also
controls your windshield washer, To spray washer

fluid on the windshield, push the button on the end of
the lever. The wipers will clear the window and then
either stop or retum to your preset speed. For more
washar cycles, push and hold the button.

A CAUTION:

In freezing weather, don't use your washer
until the windshield is warmed. Otherwise the
washer fluid can form ice on the windshield,
blocking your vision.

lce build up can block washer nozzles. Remove ice for
proper oparation.

if the fluid level in the windshield washer bottle is low,
the message LOW WASHER FLUID will appear on
the DIC. See Windshield Washer Fluid en page 5-38.
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Cruise Control If your vehicle is in cruise control when the traction
control syslem begins to limit wheel spin, the cruise

With cruise control, you can II'I'IEIFI’[EJ'I'! A _S;JEE{i of about control will automatically disengage. See Traction

25 mph (40 km/h) or more withaut keeping your foot Control System (TCS) on page 4-8. When road

on the accelerator. This Is helpful on long inips. conditions allow you lo safely use it again, you may tumn
Cruise control does not work at speeds below about the cruise control back on,

25 mph (40 km/h).

When you apply your brakes, the cruise control
shuts off.

Setting Cruise Control

/N CAUTION:

A\ CAUTION:

If you leave your cruise control on when you're
not using cruise, you might hit a button and go
you can't drive safely at a steady speed. into cruise when you don't want to. You could
So, don't use your cruise control on be startied and even lose control. Keep the
winding roads or in heavy traffic. cruise control switch off until you want to use

» Cruise control can be dangerous on cruise control.

slippery roads. On such roads, fast
changes in tire traction can cause

® Cruise control can be dangerous where

NGSUIESE WhHEE! SRiiiig, oI you Couid
lose control. Don't use cruise control on
slippery roads.
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1. Push the crulse control switch, located on the right
side of the steering column &t the end of the lever,
in to ON.

2, Gel up o the speed you want.

3. Push the lever down to SET-CST (Coast) and
release it. The CRUISE light on the instrument
panel cluster will coma on.

4. Take your fool off the accelerator pedal.

Resuming a Set Speed

Selting the cruise control al a desired speed and then
applying the brake will end the cruise control funchon.

Onee you're going about 25 mph (40 km/h) or more, you
can briefly push the cruise control lever up to RES-ACC
{Resume-Accelerate) to reset. This returns you to

the desired preset speed.

Remember, i you hold the lever up at RES-ACC, the
vehicle will accelerate until you release the lever

or apply the brake. So unless you wanl 1o go faster,
don't hold the lever at RES-ACC.

Increasing Speed While Using Cruise
Control

There are three ways to go to a higher speed:

s Use the acceleralor pedal to go to a higher speed.
Push the lever down, then release the lever and
the accelerator pedal. You'll now cruise at the highar
speed,

¢ Move the cruisa lever up to RES-ACC. Held it there
until you reach a desired speed and then release
the lever.
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& To increase your spead in very small amounts,
move the lever up to RES-ACC briefly and then
release it. Each ime you do this, your vehicle will go
about 1 mph (1.6 km/h) faster.

The accelerate feature will only work after you have set
the cruise control speed by pushing the lever down
to SET-CST.

Reducing Speed While Using Cruise
Control

There are two ways to reduce your spead while using
cruise conirol;
* Push the lever down until you reach a desired lower
speed then release il

& To slow down in very small amounts, push the lever
down briefly. Each time you do this, you'll go about
1 mph (1.6 km/h) slower,

Passing Another Vehicle While Using
Cruise Control
Use the accelerator pedal to increase your speed,

When you take your foot off the pedal, your vehicle will
slow down to the cruise control speed you set earlier.

Using Cruise Control on Hills

How well your cruise control will work on hills depends
upan your speed, load, and the steepness of the

hills. When going up steep hills, you may have to step
on the accelerator pedal to maintain your speed.

When going downhill, you may have 1o brake or shift to
a lower gear to keep your speed down. Of coursa,
applying the brake takes you out of cruise control. Many
drivers find this to be too much trouble and don't use
cruise control on steep hills.

Ending Cruise Control Without Erasing the
Set Speed

There are two ways to turn off the cruise control:
* Siep lightly on the brake pedal, or
* null the cruise lever towards you to cancel cruise.

To resume the set speed see “Resuming a Set Speed”
earlier in this saction.

Erasing Speed Memory

Whean you tum off the cruise control or the ignition, your
cruise control sel speed memory is erased,
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Exterior Lamps

The lever on the left side
of the steering column
operates the exterior
lamps.

¥ + Tum the outside par of the lever with this symbeal
on it, to operate the lamps. The exterior lamp switch
has thres positions.

OFF: Turning the switch lo this position turns off all
lamps and lights, except the Daytime Running
Lamps (DRL).

3-14

= (Parking Lamps): Tuming the swilch to this
position tums on the parking lamps, together with the
following:

® Sidemarker Lamps

s Taillamps

e License Plate Lamps

® [nstrument Panel Lights

=D (Headlamps): Tuming the switch to this position
turns on the headlamps, together with the previously
listed lamps and lights.

AUTO (Automatic Headlamps): Tuming the exterior
lamps control to AUTO will turn the headlamps, taillamps
and parking lamps on and off, while the ignition is on,
by sensing how dark it is oulside. See "Automatic
Headlamp System” later in this section for more
information.
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Wiper-Activated Headlamps

This feature tums on the low-beam headlamps,
instrument panel cluster backlighting and taillamps after
the windshield wipers have been in use for
approximately six seconds. To operate, the exterior
lamps control must be in AUTO and it must be

dark enough outside.

When the exterior lamps control is In OFF or the
parking lamp position and the windshield wiper control
iz on (LO, HI or INT), the HEADLAMPS SUGGESTED
message will appear on the DIC.

When you tum the key to OFF, the wiper-activated
headlamps will immediately tum off. The wiper-activated
headlamps will also tum off it you tum the exterior
lamps control to OFF or tum off the windshield wipers

Headlamps on Reminder

If the extenor lamps control Is left on, you'll hear a
warning chime when you tumn the ignition off, remove
the key from the ignition and open the driver's door.

Nadirms Doimmines | ancma
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Daytime Hunning Lamps (DRL) can make it easier for
others to see the front of your vehicle during the

day. DAL can be helpful in many different driving
conditions, but they can be especially helplul in the short
periods after dawn and before sunset. Fully functional

daytime running lamps are required on all vehicles
first sold in Canada.

A light sensor on top of the instrument panel makes the
DAL work, s0 be sure it isn't covered.

The DRL system will make your high-beam headlamps
come on at reduced brightness in daylight when the
following conditions are met:

& The ignition is on,
e the exlerior lamps control is off, and
* the transaxie is not in PARK (P).

When the DRL are on, only your high-beam headlamps
will be on. The parking lamps, taillamps, sidemarkar
and other lamps won't be on,

With your headlamp control in AUTO when it is dark
enough outside, your low-beam headlamps will
automatically come on. The other lamps that turn on
with your headlamps will also furn on, When it is bright
enough outside, the regular lamps will go off, and

your high-beam headlamps change to the reduced
brightness of DAL,

To turn off all exterior lighting at night when you are
parked, turn the exterior lamps control all the way toward
OFF. The DBL will turn on automatically and the
HEADLAMPS SUGGESTED message will be displayed
on the DIC when you move the transaxle out of

PARK (P).
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If the exterior lamps control is in the parking lamps
position at night, only the parking lamps will be on. If the
transaxie is out of PARK (P), only the parking lamps

will be active and the HEADLAMPS SUGGESTED
message will be displayed on the DIC.

As with any vehicle, you should turn on the regular
headlamp system when you need il

Automatic Headlamp System

The automatic headlamp system will keep your
headlamps on when it Is dark outside and the ignition is
in ON.

It's possible that your headlamps may go out it you
drive from a dark area into a bright area like a lighted
parking lot. If this happens, tum on your headlamps with
the exterior lamps control.

Light Sensor

Your automatic headlamps and DAL work with the light
sensor on top of the instrument panel. Don't cover it
up. If you do it will read “dark” and the automatic
headlamp lighting will tum on,

To tum on only the front
fog lamps, tum the fog
lamp band to the single fog
lamp symbol. To tumn on
both the front and rear fog
lamps, turn the fog

lamp band to the double
fog lamp symbol.

Tuming on the front fog lamps only will automatically
activate the parking lamps. Turning on the front and rear
fog lamps will automatically activate the parking lamps
and headlamps.

To tum off the fog lamps, tum the band to OFF. The
front fog lamps will also turn off when you turn on your
high-beam headlamps, but will turn on again when
you switch to low beams

Continuous use of the fog lamps will shoren bulb life,
Limit use as necessary.
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Exterior Lighting Battery Saver

It the exterior lamps contral has been left on, the
exterior [amps will lum off approximately 10 minutes
after the ignition is urned to OFF and any door

has bean opened. This protects against draining the
battery In case you have accidentally left the headlamps
or parking lamps on. If you need 1o leave the lamps

on for mare than 10 minutes, use the exterior lamps
control 1o turn the lamps back on after the ignition has
been turned to OFF and any door has been opened.

Interior Lamps

Instrument Panel Brightness

This feature controls the brightness of the instrument
panel lights,

The kneb for this feature is
Incated on the driver's side
of the instrument panel.

Turn the knob clockwise to brighten the instrument
pane! cluster flights and displays. Tumn the knob
counterclockwise to dim the instrument panel cluster
lights and dispiays.

If it Is day and your parking lamps are on, the Instrument
panel cluster lights and displays will coma on at full
intensity and will not be adjustable. If It Is dark enough
outside and your parking lamps are on, the instrument
panel cluster lights and displays and the backlighting for
the door switches will come on, and can also ba
adjusied.
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Courtesy Lamps

If it is dark enough outside and the front reading lamp
slidar levear, located on the overhead console, is in

the DOOR position, when any door is opened all of the
vehicles courtasy lamps will come on. See “Front
Reading Lamps™ and “Hear Heading Lamps” later in this
section for more information. They make it easier for
you to enter and lzave the vehicle, The courtesy lamps
will remain on for about 25 seconds after all doors

have been closed. They will then theater dim to off.

Move the front reading lamp slider lever to ON to turn
on the interor courlesy lamps. When the control is
moved back to either OFF or DOOR, the courlesy lamps
will immediately turn off,

If the contral is OFF when the doors are opened, only
the lowear instrument panel courtesy |amps will come an,
Also, If the control is OFF when illuminated entry or
delayed exit lighting are active, only the lower instrumeant
pane| courtesy lamps will be on.

it a door is left ajar, your interior lamps will turn off after
10 minutes to save your battery.

Entry Lighting

If it is dark enough outside and you press the unlock
symbal on the remote keyless entry transmitter while all
doors are closed, the interior courtesy lamps will

come on and stay on for approximately 40 seconds.
When the 40 seconds are up, the lights will automatically
fade until they turn off. The lamps will tum off
immediately by pressing the lock symbol on the remote
keyless entry transmitter, by twrning the ignition key

to OM or by activating the power door locks.

Delayed Entry Lighting

When you open the door o enter your vehicle, the
interior lamps will come on it it is dark enough outside.
When you close the door with the ignition off, the
interior lamps will stay on for 25 seconds. When the

25 seconds are up the lights will automatically fade until
they tum off. Locking the doors with the power door
lock switch or with the lock symbol on the remote
keyless antry transmitter, will override the delayed entry
lighting and the lamps will turn off immediately.
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Theater Dimming

This feature allows for a three to five-second fade out of
the overhead courtesy lamps instead of immediate

turn off after you remove the key from the ignition. They
will not fade if the interior lamps are manually turned
on. The lower instrument panel courtesy lamps will not
fade out.

Delayed Exit Lighting

This feature will turn on the interor lamps for 25 seconds
alter you remove the key from the ignition while the
doors are closed and it is night. This will give you time
to find the door handle or lock switches as you exit

the vehicle. When the 25 seconds are up, or if the key
is reinserted into the ignition, the lights will be turned

off by the theater dimming system. The lamps will tum
off immediately by pressing the lock symbol on the
remote keyless entry transmitter, by tuming the ignition
key to ON or by activating the power door locks.

Parade Dimming

Te activate the instrument panel backlighting during the
day, turn the exterior lamps control to the parking

lamp position. Dimming of the instrument panel display
is nol possible during daylight hours. The instrument
panel display can only be adjusted when the parking
lamps are on and it is dark outside.

Perimeter Lighting

When the unlock symbel on the remole keyless entry
fransmitier is pressed, the DAL headlamps, parking
lamps and back-up lamps will turn on for approximately
25 seconds If it is dark enough outside.

This feature can be programmed to be on or off for
each transmitter. You can also program how leng the
exterior lamps will stay on after unlocking the vehicle.

You must program this feature through the DIC. See DIC
Vehicle Personalization on page 3-52.
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Front Reading Lamps

These lamps and the interior courtesy lamps will come
on when you open a door. They will tum off when

you turn on the ignition. If a door Is left open, they will
tum off after about 10 minutes.

To turn on the reading lamps when the doors are
closed, press the button under the lamp you want on.
Press it again to turn the lamp off,

These lamps work even when the ignition is off. To
avold draining your vehicle's battery, be sure to turn off
all front and rear reading lamps when leaving your
vehicle.

Rear Reading Lamps

These lamps will coma on when you open the doors.
You can also lum them on by pressing the bution on the
side of the lamp. Press it again to tumm them off.

Inadvertent Power Battery Saver

This feature is designed to protect your vehicle's battery
against drainage from the interior lamps, trunk lamp,
glove box lamp or cigarette lighters. When the ignition is
tumed off, the power 1o these features will automatically
tum off after 10 minutes. Power will be restored for

an additional 10 minutes if any door is opened, the trunk
is cpenad or the courtesy lamp control is turned on,

Tao restore power 10 the cigaretie lighters, the ignition
must be turned back 1o ON.
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Battery Load Management

The battery load management feature is designed 1o
monitor the vehicla's electrical load and determine when
the battery is in a heavy discharge condition. During
times of high electrical lcading, the engine may idle at a
higher rpm setting than normal to make sure the

battery charges. High electrical loads may occur when
several of the following are on: headlamps, high beams,
fog lamps, rear window defogger, blowar fan, heated
seafls and engine cooling fans

If your vehicle's battery remains in a heavy discharge
condiion for a long period of ime, the fan, rear
datogger, heated seats and heated mirrors will be
disabled and the DIC will display BATTERY SAVER
ACTIVE. This can happen either under long periods of
idling or low speed driving with high electrical loading,
or in the event of a charging system fault.

Accessory Power Outlets

With accessory power oullets you can plug in auxiliary
electrical equipment such as a cellular telephone or
B radio.

The accessory power outlet (12-valt) is located on the
front passenger's side of the vehicle, near the floor
on the console.

Your vehicle may have a small cap that must be pulled
down to access the accessory power outlet. If it

does, when nol using the outlet be sure to cover it with
the protective cap.

The accessory power outlet will anly operate when the
igniticn is in OMN and for 10 minutes afler turning the
ignition off. If you would like the accessory power outiat
to operate regardless of igniion position, and for
extended periods of time, see "Engine Compartment
Fuse Block” under Fuses and Circuil Breakers on
page 5-92 or contact your dealer,

Notice: When using an accessory power outlet,
maximum eieciricai ivad musi noi exceed i3 amps.
Always turn off any electrical equipment when

not in use. Leaving electrical equipment on for
extended periods will drain your battery.
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Certain electrical accessones may nol be compatible
with the accessory power outlet and could result

in blown vehicle or adapter fuses, If you experience a
problem, see your dealer for additicnal information

O accessory power oullets.

Notice: Adding some electrical equipment to your
vehicle can damage it or keep other things from
working as they should. This wouldn't be covered by
your warranty. Check with your dealer before
adding electrical equipment, and never use anything
that exceeds the amperage rating.

When adding electrical equipment, be sure to follow the
proper installation instructions included with the
eguipment.

Notice: Power outleis are designed for accessory
plugs only. Do not hang any type of accessory

or accessory bracket from the plug. Improper use of
the power outlet can cause damage not covered

by your warranty.

Ashtrays and Cigarette Lighter

Push and release the cover to reveal the front ashtray
and cigarelle lighlsr

Notice: Don't put papers or ather flammable
items into your ashtrays. Hot cigarettes or other
smoking materials could ignite them, causing

a damaging fire.

To clean an ashtray, make sure the cover is open fully,
then lift out the ashtray by pulling on the snuffer

To use a lighter, push the center all the way in and let it
go. When it's ready, the center will pop back out by
itself. Pull out the enfire unit to use it

Notice: Don't hold a cigarette lighter in with your
hand while it is heating. If you do, it won't be able to
back away from the heating element when it's
ready. That can make it overheat, damaging the
lighter and the heating element.

The cigarette lighter will only operate when the ignition
is in ON and for 10 minutes after lumning the ignition
off. If you would ke the lighter to operate regardless of
the ignition position, and for extended periods of

time, see "Engine Compartment Fuse Block" undar
Fuses and Circuit Breakers on page 5-92 or see your
dealer.

Leaving an accessory on for a long period of time can
drain the vehicle's battery.

3-22

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

cumate Controls 1, Press both the mode and the fan knobs to place
the system in AUTO.

2. Adjust the temperature to 75° F (24" C) on the

Automatic Climate Control System display.

With this system you can contral the heating, cooling Chaoosing the coldest or warmest temperature

and ventilation for your vehicla. setting will not cause the system to heal or cool any
i X faster. If you set the system at the warmest

Automatic Operation temperature setting, the system will remain in

manual mode al that temperature and it will not go

AUTO (Automatic): When both the mode knob and the into automatic mode

fan knob are in the ‘_E"IUTG mode and the temperature In cold weather, the system will start at reduced fan

i sel, the system will automatically conirol the speeds lo avoid blowing cold air into your vehicle

inside temperature, the air delivery mode and the fan

until warmer air is available. The system will

start out blowing air at the floor but may change
modes automatically as the vehicle warms up

o maintain the chosan temperature setting. The
length of time needed for warm up will depend on
the outside temperature and the length of time

that has elapsed since your vehicle was las! driven.

3. Wait for the syslem to regulate, This may take from
10 to 30 minutes. Then adiust the temperature, i
necessary.
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Do not cover the solar sensor located in the center of
the instrument panel, near the windshield. For more
information on the solar sensor, see “Sensors” later in
this section.

To change the automatic climate control display from an
English display 1o a meatric display, push the OFF
button located in the Driver Information Center (DIC) for
several seconds. The display in the DIC will also
change from an English to a metric display. To retumn to
an English display, repeat the procedure.

Manual Operation

FAN: Tum the right knob clockwise or counterclockwise
o increase or decrease the fan speed, Turning this
knob cancels automatic operation and places the system
In manual mode. Press the knob to return to automatic
operation.

Temperature Control: Maintain the temperature inside
the vehicle using the red and blug arrows located
below the digital display. Push the red arrow for a
warmer femperature level and the blue arrow for

a cooler temperature level. Your selected temperature
setfing will be shown on the digital display for five
seconds, and then the outside temperature will be
displayed.

To change the current mode, use the lefl knob to select
one of the following:

OFF: Tuming the left knob to OFF will cause the fan to
turn off and the airflow to be directed through the

floor outlets. The display will show the outside
temperalure when the system is set 1o OFF.

'}f (Vent): This mode directs air to the instrument
paneal outlets.

"}i (Bi-Level): This mode directs approximately half of
the air to the instrument panel cutlets, and then

directs most of the remaining air to the floor oullets.
Some air may be directed toward the windshiald.

In automatic operation, cooler air Is directed 1o the upper
putlets and warmer air to the floor gutlets.

1o (Floor): This mode directs most of the air to the
tloor outlets with some air directed to the outboard
outlets (for the side windows) and some air directed to
the windshield.

The left knob can also be used to select the defog or
defrost mode. Information on defogging and delrosting
can be found later in this section.
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& (Recirculation): Press this button lo limit the
amount of outside air coming into the vehicle. It can be
used o prevent outside air and odors from entering
your vehicle or to help heat or cool the air inside your
vehicle more quickly. Press this button to turn the

recirculation mode on or off, When the button is pressed,

an indicator light will come an. The recirculation mode
cannot be used with the defrost mode.

i3 afC {Alr Conditioning):; Press this button o
override the automatic system and tum the air
conditioning system on or off. When A/C Is pressed, an
indicator light in the bulten will come on 1o let you
know that air conditioning is activated. When in AUTO
the air conditioning compressor will come on
automatically, as necessary.

On hot days, open the windows to let hot inside air
escape; then close them. This helps reduce the time it
takes for your vehicle to cool down. It also helps

the system lo operate more efficiently.

For quick cool down on hot days, do the following:
1. Select the vent mode,
2. Select the recirculation mode,
3. Select AC.

4, Select the coolest temperature,
5. Selecl the highes! fan speed.

Using these settings together for long periods of ime
may cause the air inside of your vehicle to become too
dry. To prevent this from happening, after the air in
your vehicle has cooled, turn the recirculation mode off.

The air conditioning system removes moisture from

the air, s0 you may sometimes nolice a small amount of
water dripping underneath your vehicle while idling or
after tuming off the engine. This is namal.

Sensors

The solar sensor on your vehicle monilors the solar
radiation and the air inside of your vehicle, then uses the
information to maintain the selected temperatura by
initiating needed adjustments to the temperature, the fan
spead and the air delivery system. The system may
also supply cooler air to the side of the vehicle facing the
sun. The recirculation mode will also be aclivated. as
NEASSATY Mo not envar tha salar sensor Iocated in tha
center of the instrument panel, near the windshield,

or the systermn will nol work properly.
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Defogging and Defrosting

There are two modes to clear fog or frost from your
windshield. Use the defog mode to clear the windows of
fog or moisture and warm the passengers. Use the
defrost mode to remove fog or frost from the windshield
mara quickly,

v (Defog): This mode directs the air equally between
the windshield and the floor outlets. When you select
ithis mode, the system turns off recirculation and runs the
air conditioning compressor unless the oultside
temperature is al or below freezing.

@ (Defrost): This mode directs mast of the air to the
windshield and the outboard outlets (for the side
windows), with some air directed to the floor outlets. In
this mode, the system will automatically run the air
conditicning compressor, unless the outside temperature
is at or below freezing. Recirculation cannot be

selected while in the defrost mode.,

Rear Window Defogger

The rear window defogger uses a warming grid to
remove fog or frost from the rear window,

49 : Press this button to turn the rear window defogger

on or off, Be sure to clear as much snow from the
rear window as possible.

Al speads above 30 mph (48 km/h), the detogger will
operate continuously until you press the REAR

button again. After 10 minutes of driving below 30 mph
(48 km/h), the defogger will tum off automatically. If
you need additional warming time, push the button
again. The system will then operate for five minutes
before going off by itself,

If your vehicle has heated outside rearview mirrors, the
mirrors will heat to help clear fog or frost from the
surface of the mirror when the rear window defogger
buttan is pressed.

Notice: Don't use a razor blade or something else
sharp on the inside of the rear window. If you

do, you could cut or damage the defogger and the
repairs would not be covered by your warranty.
Do not attach a temporary vehicle license, tape, a
decal or anything similar to the defogger grid.
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Passenger Temperature Control

If your vehicle has this feature, the driver and the
front-seal passenger can selecl separate temperature
settings. This feature allows the passenger to select

a temperature that is 8" F (4 C) warmer or cooler than
the driver's selected tfemperature,

The knob for this feature is
located on the passenger's
door, Tum the knob
clockwise or
counterclockwise fo a
warmer or cooler setting.

Outlet Adjustment

Usa the lever located in
the center of each front
outlet to change the
direction of the airflow.
Use the thumbwheel
Iocated below each front
outlet to turn the outlets on
and off.
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Operation Tips

o Clear away any ice, snow or leaves from the air
inlets at the base of the windshield that may
block the flow of air into your vehicle.

® Use of non-GM approved hood deflectors may
adversely affect the performance of the system.

o Keep the path under the front seats clear of objects
to help circulate the air inside of your vehicle more
effectivaly.

Steering Wheel Climate Controls

With this fealure some
heating and cocling
controls can be adjusted at
the steering wheel.

Move the control between the rear oullets up to direct
airflow through the upper outlets. Move the control down
lo direct airflow through the floor outlets. Adjust the
direction of the airflow with the levers located in

the center of each rear outlet.
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fi &f % (Fan): Press the up or down arrow on the
fan button to override the automatic fan control and
increase or decrease the fan speed.

M TEMP WV (Temperature): Press either arrow on
the TEMP button once to display your current
lemperature sefling in the digital display. Press the up
or down arrow again to provide a warmar or cooler
temperature satting.

Climate Controls Personalization

If your vehicle is equipped with this feature, up to two
drivers are able to store and recall climate control
settings for the temperature, the fan speed and the
diraction of the airflow.

Memory buttons 1 and 2 are located on the driver's
door panel and correspond to the numbers 1 or 2 found
an the back of each remote keyless enlry transmitler.

To store settings, do the following:

1 Helect tha desirad tamperatura. fan speed and
girflow mode. If desired, a separate temperature
setting may also be selected for the front seat
passenger. For information on how to do this, see
Automatic Climate Control System on page 3-23.

2. Locate memory buttons 1 and 2 on the driver's door
panel.

3. Press the memory button on the door panel that
comresponds to the number on the back of the
transmitter you are programming, until you hear two
beeps. The beeps confirm that your selection has
been saved and can now be recalled. For more
infarmation on the memory feature, see Memory
Seat and Mirrors on page 2-48.

Follow these steps each lime you want to change the
stored settings.

To recall the climate control settings last stored on your
lransmitier, press the unlock button on your remote
keyless entry transmitter and put the ignition in

ACC (Accessory) or ON. The settings will be recalled.

Downloaded from www.Manualslib.com manuals search engine

3-29


http://www.manualslib.com/

Warning Lights, Gages and
Indicators

This part describes the warning lights and gages that
may be on your vehicle. The piciures will help you
locate them.

Warning lights and gages ¢an signal that something is
wrong before it becomes serious enough to cause

an expensive repair or replacement. Paying attention to
your warning lights and gages could also save you

or others from injury

Warning lights come on when there may be or is a
prablem with one of your vehicle's functions. As you will
see in the details on the next few pages, some

warning lights come on briefly when you star the
engine just to let you know they're working. If you are
familiar with this section, you should not be alarmed
when this happens.

Gages can indicate when there may be or is a problem
with one of your vehicle's functions. Often gages

and warning lights work together to let you know when
there's a problem with your vehicle,

When one of the warning lights comes on and stays on
when you are driving. or when one of the gages
shows there may be a problem, check the section that
tells you what 1o do about it Please follow this
manual's advice. Waiting o do repairs can be

costly — and even dangerous, So please get to know
your warning lights and gages. They'ra a big help.

Your vehicle has a Driver Information Center (DIC} that
works along with the warning lights and gages. See
Driver Information Center (DIC) on page 3-45.
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Instrument Panel Cluster

Your vehicle is equipped with this instrument panel cluster, which includes indicator warning lights and gages that
are explained on the following pages. The instrument panel is designed to let you know at a glance how your vehicle
is running. You'll know how fast you're going, how much fuel you're using, and many other things you'll need to
drive safely and economically.

@
RO
N D
oo
,.'J an

210

10)

United States version shown, Canada similar
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Speedometer and Odometer

Your speedometer lels you see your speed in both
miles per hour (mph) and kilometers per hour (km/h).
Your cdometer shows how far your vehicle has

been driven, in either miles (used in the United States)
or kilometers (used in Canada),

The speedometer shows a top speed of 140 mph
{220 km/h). This is not intended to be the vehicle's top
speed.

You may wonder what happens If your vehicle needs a
new odometer installed. If the new one can be set to
the mileage total of the old odometer, then it must

be. But if it can't, then it's set at zero and a label must
be put on the driver's door to show the old mileage
reading when the new odomeler was installed.

Trip Odometers

Your np odometer tells you how far you have driven
since you last reset it. Your vehicle is equipped with two
trip cdometers, A and B, The butions for this feature
are located to the left of the steering column. The

trip odometer displays are located in the center of the
instrument panel cluster. Press the TRIP A/B button

to change which trip odometar is displayed.

Press and hold the TRIP RESET button to reset the trip
odometer that is currently being displayed.
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Tachometer Safety Belt Reminder Light

Whean the key is turmed to ON or START, a chime will
come on for several seconds to remind people to fasten
their safety belts,

The safety belt light will
also come on and stay on
for several seconds,

then flash for several more.

If the driver's belt is already buckled, the light will come
on briefly, but the chime will not sound.

The fachometer displays the engine speed in revolulions
per minute {rpm).

It your engine speed equals or exceeds the safe limit for
Sl s s sssses | YT Ml s PRI mriEa |
WS awJni, uwic IIIEG-BEI.HE DIl Wl Bl B W i

displayed on the DIC.

Fa
LRI |

Notice: Do not operate the engine with the
tachometer in the shaded area, or when the
message HOT... REDUCE ENG RPM is displayed.
Engine damage may occur.
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Air Bag Readiness Light

There is an air bag readiness light on the instrument
panel, which shows the air bag symbol. The system
checks the air bag's electrical system for malfunctions.
The light tells you if there is an electrical problem.

The system check includes the air bag sensors, the air
bag modules, the wiring and the crash sensing and
diagnostic module. For more information on the air bag
system, sea Alr Bag Systems on page 1-47,

This light will come on
when you start your
wvizhicle, and it will flash for
several seconds. Than
the light shouid go

aul. This means the
sysiem is ready.

~

If the air bag readiness light stays on after you start the
vehicle or comeas on when you are driving, vour air

bag system may not work properly. Have your vehicle
serviced nght away.

A\ CAUTION:

If the air bag readiness light stays on after you
start your vehicle, it means the air bag system
may not be working properly. The air bags in
your vehicle may not inflate in a crash, ar thay
could even inflate without a crash. To help
avoid injury to yourself or others, have your
vehicle serviced right away if the air bag
readiness light stays on after you start your
vehicle.

The air bag readinass light should flash for a few
seconds when you tum the ignition key to ON. If the
light doesn't come on then, have it fixed so it will

be ready to warn you if there is a problam.

On the DIC an AIR BAG PROBLEM message will be
displayed when there is a problem with the air bag
gyslem. See DIC Wamings and Messages on page 3-50
for more information.
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Battery Warning Light

This light will come on
briefly when you starl the
vehicle, as a check to
show you it is working;
then it should go out.

If it stays on, or comes on while you are driving, you
may have a problem with the electrical charging system
Have it checked right away. Driving while this light is
on could drain your battery and result in a vehicle that
may siall,

If you must drive a short distance with the light on, be
cerlain to wm off all your accessories, such as the radio
and climate control system.

On the DIC, a CHECK CHARGE S5YSTEM message will
be displayed and a waming chime will sound. See

DIC Warnings and Messages on page 3-50 for mare
information.

Brake System Warning Light

Your vehicle's hydraulic brake system is divided into two
parts, If one part isn't working, the other part can still
work and stop you. For good braking, though, you need
both parts warking well,

If the warning light comes on, there is a brake problem.
Hawve your brake system inspected right away.

(M(P)

Canada

BRAKE

United States

This light should come on briefly when you tum the
ignition key to ON. IT it doesn’t come on then, have it
fixed so it will be ready to warn you if there's a problem,

When the ignition is on, the brake system warning

light will also come on when you set your parking brake.
The light will stay on if your parking brake doesn't
release fully. If you try to drive off with the parking brake
sel, a chime will also come on until you release the
parking brake. If the light stays on after your parking
brake is fully refeased. it means you have a brake
probiem.
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A PARK BRAKE SET message will be displayad on the
Driver Information Center (DIC) while the parking

brake is set and the vehicle is moving. The message
will not come on if the transaxle is in PARK {P).

If the light comes on while you are driving, pull off the
road and stop carefully, You may notice that the pedal is
harder 1o push. Or, the pedal may go closer 1o the

floor. It may take longer to stop. If the light is still on,
have the vehicle towed for service. See Towing

Your Vehicle on page 4-33.

Anti-Lock Brake System Warning
Light

2\ CAUTION:

Your brake system may not be working
properly if the brake system warning light is
on. Driving with the brake system warning light
on can lead to an accident. If the light is still
on after you've pulled off the road and stopped
carefully, have the vehicle towed for service.

With the anti-lock braks
system, the light{s) will
come on when your engine
is staried and may stay

on for several seconds.
That's narmal.

&

It the light stays on, turn the ignition to OFF. Or. if the
light comes on when you're driving, stop as soon

as possible and tum the ignition off. Then start the
engine again to reset the system. If the light still stays
on, or cames on again while you're driving, your vehicle
needs service. Il the regular brake system waming

light isn't on, you still have brakes, but you don't have
anti-lock brakes. If the regular brake systerm waming
light is also on, you don't have anti-lock brakes

and there's a problem with your regular brakes, See
Brake Systern Wamnimg Light on page 3-35 earlier in this
section.

The anti-lock brake system waming light will come on
briefly when you turn the ignition key to ON, This is
normal. If the light doesn’t come on then, have il fixed
so it will be ready to wam you if there s a problem.
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Traction Control System (TCS)
Warning Light

TRAC
OFF

United States Canada

This waming light should come on briefiy when the
engine is starled.

If the warning light doesn't come on then, have it fixed
so it will be ready to warn you if there's a problem.
If it stays on, or comes on when you're driving, there

may be a problem with your traction control system and

your vehicle may need service. When this warning
light is on, the system will not limit wheel spin. Adjust
YOur anving accoramgly.

The traction control system warning light may come on
for the following reasons:

® |f you tumn the system off by pressing the TC button
located on the center console, the waming light will
come on and stay on, To turn the system back
on, press the button again. The waming light should
go off. See Traction Coniral System (TCS) on
page 4-8 for more information.

* |f there's a brake system problem that is specifically
redated to traction control, the traction control
system will turn off and the waming light will come
on. If your brakes begin to overheat, the traction
control systermn will turn off and the warning light will
come on until your brakes cool down,

* | the traction control system is affected by an
engine-related problem, the system will tumn off and
the warning light will come on.

If the traction control system warning light comes on
and stays on for an extended period of time when the
system is fumed on, your vehicle needs service,
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Traction Control System Active
Light

TRAC
ON

United States Canada

When your traction control system is limiting wheel spin,
this light will come on. Slippery road conditions may
exist if the traction control system active light comes on,
s0 adjust your driving accordingly.

The light will stay on for a few seconds after the traction
control system stops limiting wheel spin.

Engine Coolant Temperature Gage

United States Canada

This gage shows the engine coolant temperature. If the
gage pointer moves into the shaded waming zone,
your engine is hot.

To prevent engine overheating, the air conditioning
compressor will tum off automatically, a fast-pulsed
chime will sound, and the message ENGINE HOT...A/C
OFF will appear In the Driver Informalion Center

(DIC). As the engine cools down, the air conditioning
comprassor will automatically tum back on.
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If the coolant temperature is over 282°F {128°C), the
message HOT...IDLE ENGINE will appear. It means you
should reduce the engine load and speed to prevent

the engine from overheating.

If the coolant temperature is over 268°F (131°C), the
message HOT...STOP ENGINE will appear. It means
that your engine coolant has overheated. You should
pull off the road, stop your vehicle and turn off the
engine as soon as possible.

Your vehicle is equipped with an Overheated Engine
Protection Operating Mode. See Engine Overheating on
page 5-28 for more information.

If your coclant level is low, the message LOW ENGINE
COOLANT will appear on the Driver Information
Center, Chack your coolant level as soon as possible.
See Engine Coolant on page 5-24.

Malfunction Indicator Lamp
Check Engine Light

i)

CHECK

)

United States Canada
Your vehicle is equipped with a computer which
monitors operation of the fuel, ignition and emission
control systems.
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This system is called OBD Il {On-Board This light should come on, as a check to show you it is

Diagnostics-Second Generation) and is intended 1o working, when the ignition is on and the engine is
assure that emissions are at acceptable levels for the not running. If the light doesn’l come on, have it

life of the vehicle, helping to produce a cleaner repaired, This light will also come on dunng a
environment. The CHECK ENGINE light comes on to malfunclion in one of two ways:

indicate that there is a problem and service is required. * Light Flashing — A misfire condition has been
Malfunctions often will be indicated by the system detected, A misfire increases vehicle emissions
befare any problem is apparent. This may pravent more and may damage the emission conlrol system on
serious damage o your vehicle. This system is also your vehicle. Dealer or qualified service center
designed to assist your service technician in correctly diagnosis and service may be reguired.
diagnosing any malfunction. * Light On Steady — An emission control system
Notice: If you keep driving your vehicle with this malfunction has been detected on your vehicle.
light on, after a while, your emission controls Dealer or gualified service center diagnosis
may not work as well, your fuel economy may not and service may be required.

be as good and your engine may not run as . :

snmntal'f. This :Eui:l lﬂﬂgl.‘l to cus.:;h' repairs that may If the Light Is Flashing

not be covered by your warranty. The following may prevent more serious damage to
Notice: Modifications made to the engine, ST S

transaxle, exhaust, intake or fuel system of your * HReducing vehicle speed.

vehicle or the replacement of the original tires with * Avoiding hard accelerations.

other than those of the same Tire Performance
Criteria (TPC) can affect your vehicle's emission
controls and may cause this light to come on. ® |f you are towing a trailer, reduce the amount of
Modifications to these systems could lead to costly cargo being hauled as soon as it is possible,
repairs not covered by your warranty. This may

also result in a failure to pass a required Emission

Inspaction/Maintenance test.

* Avoiding steep uphill grades.
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It the light stops flashing and remains on steady, see “|f
the Light Is On Steady” following.

If the light continues to Tlash, when it is safe to do so,
stop the vehicle.

Find a safe place lo park your vehicle. Tum the key off,
wait at least 10 seconds and restart the engine. [f

the light remains on steady, see "If the Light Is On
Steady” following. If the light is still flashing, follow the
previous steps, and drive the vehicle to your dealer

or qualified service center for sarvice.

If the Light Is on Steady

You also may be able lo correct the emission system
malfunction by considering the following:

Did you recently put fuel into your vehicle?

If so, reinstall the fuel cap, making sure to fully install
the cap. See Filling Your Tank on page 5-7. The
diagnostic system can determine if the fuel cap has
been left off or improperly installed. A loose or missing
fuel cap will allow fusl to evaporate into the atmosphere.
A few driving trips with the cap properly installed

should tum the light off.

Did you just drive through a deep puddle of water?

It 50, your electrical system may be wel. The condition
will usually be corrected when the electrical system
dries out. A few driving trips should turn the light off.

Are you low on fuel?

As your engine starts 1o run oul of fuel, your engine
may not run as efficiently as designed singe small
amounts of air are sucked into the fuel line causing a
misfire. The sysiem can detect this, Adding Tuel should
correct this condition. Make sure to install the fusl

cap properly. See Filling Your Tank on page 5-7. It will
take a few driving trips to turn the light off.

Have you recently changed brands of fusl?

If so, be sure to fuel your vehicle with guality fuel. See
Gasoline Octane on page 5-5. Poor fuel quality will
cause your engine not to run as efficiently as designed.
You may notice this as stalling after start-up, stalling
when you put the vehicle into gear, misfinng, hesitation
on acceleration or stumbling on acceleration. (These
conditions may go away once the engine is warmed up.)
This will be detected by the system and cause the

light to turn on.

If you experience one or more of these conditions,
change the fuel brand you use. Il will require at least
wiie full laon wi e propen fued i e g oii,

if none of the above steps have made the light turn off,
have your dealer or gualified service center check

the vehicle. Your dealer has the proper tast equipment
and diagnostic tools to fix any mechanical or electrical
problems that may have developed
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Emissions Inspection and Maintenance
Programs

Some state/provinclal and local governmeants have or
may begin programs to inspect the emission control
equipment on your vehicle. Failure to pass this
inspection could prevent you from getting a vehicle
registration.

Here are some things you need to know to help your
vehicle pass an inspection:

Your vehicle will not pass this inspection if the CHECK
ENGINE light is on or not working properly.

Your vehicle will not pass this inspection il the OBD
(on-board diagnostic) system determines that critical
emission control systams have not been completely
diagnosed by the system. The vehicle would be
considered not ready for inspection. This can happen if
you have recently replaced your battery or if your
battery has run down. The diagnostic system Is
designed to evaluate critical emission control systems
during normal driving. This may take several days

of routine driving. If you have done this and your vehicle
still does not pass the inspection for lack of OBD
system readiness, see your dealer or qualified service
center to prepare the vehicle for inspection

Oil Pressure Light

If you have a problem with
your oil, this light may stay
on after you start your
engine, or come on when
you are driving.

T

A warning chime and the DIC message LOW OIL
PRESSURE may also come on.

These indicate that oll is not going through your engine
quickly enough to keep it coel. The engine could be
low on oil, or could have some other oil problem. Have
it fixed right away.

The oil light could also come on brieflly when the ignition
is on but the engine is not running. The light will

come on as a test lo show you it is working, but the
light will go out about five seconds after you turn

the ignition to START. If it doesn’t come on with the
ignition on, you may have a problem with the fuse

or bulb. Have it fixed right away.

3-42

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

A\ CAUTION:

Cruise Control Light

Don't keep driving if the oil pressure is low. If
you do, your engine can become so hot that it
catches fire. You or others could be burned.
Check your oil as soon as possible and have
your vehicle serviced.

#
CRUISE

Notice: Damage to your engine from neglected oil
problems can be costly and is not covered by
your warranty.

United States Canada

The CRUISE light comes on whenever you set your
crulse control. See "Cruise Control” under Tum
Signal/Multifunction Lever on page 3-6.

This light will come on for a few seconds when you turn
the ignition key to CON to let you know it is working.
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Fuel GEQE Here are four things that some owners ask about. None
of these show a problam with your fuel gage:

® At the service station, the gas pump shuts off
before the gage reads full.

® |t takes a little more or less fuel to fill up than the
gage indicated. For example, the gage may have
indicated the tank was half full, bul it actually took a

little more or less than half the tank’s capacity to
fill the tank.

® The gage moves a litte when you tum a comer or
speed up

e The tank is nol necessarly emply whan the gage
reads empty. There is a reserve of about

United States Canada 1.5 gallons {5.6 L) In the tank. You should still get

more fuel as soon as possible.

When the ignition Is on, your fuel gage tells you about
how much fuel you have lefl.

When you have less than 3.5 gallons (13.2 L) of fusl
remaining, the DIC message LOW FUEL will be
displayed and a chime will sound. You need to get more
fuel nght away.
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Driver Information Center (DIC)

The DIC has different display modes which can be
accessed by pressing the four buttons on the DIC.
Thasa bultons are ishalad OMIOFEE SELECT rcht
arrow, SELECT down arrow and RESET, The functions
of these buttons is explained in the following sections.

Tum the system on or off by pressing the ON/OFF
button once. When you turn on the ignitien, the DIC will
be in the mode last displayed when the engine was
tumed off.

To tum off messages on the DIC (except LOW OIL
FPRESSURE, LOW BRAKE FLUID, PARK BRAKE SET,
STARTING DISABLED and the HOT...STOP ENGINE
waming), press the RESET button.

Pressing the SELECT right arrow button will allow you
to access the following modes, DATE/ET, FUEL, ECON,
OIL and GAGE. While in any of these modes, waming
messages can interrupt and take over the display

until you acknowledge the message, or the condition
causing the problem goas away,

English/Metric

The DIC can display information in either English or
metric. To change the display, press and hold the
OMN/OFF button for about three seconds. This will also
change the digital screen for the climate control
systemn batween English and metric

Date/Elapsed Time

Pressing the SELECT down arrow while in DATE/ET
mode will allow vou to choose bebween the date and the
elapsed time menus.
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Date

To set the date, press and hold the RESET button for
about three seconds while the date is being displayed on
the DIC. When the date set mode is entered the

display will show the following:

YEAR? ____ MM/DD/0D

The year will be flashing. To increase the item that is
flashing press SELECT right arrow. To decrease
the item that Is flashing press SELECT down arrow.

When you reach the current year press the RESET
button. The DIC will ask for the month, The manth will
flash the same as the year, Use the SELECT butions o
reach the current month and press RESET. The DIC
will then ask for the day. The day will flash the same as
the year. Use the SELECT buttons to reach the

current day. Press the RESET button again and the set
display will stop flashing and go back to the normal
operation mode.

Elapsed Time (ET)

When the ignition is on, the DIC can be used as a
stopwatch. The display will show hours and minutes.
The elapsed time indicator will record up to 100 hours,
then it will reset to zero and continue counting. Press
SELECT down armow while in the DATEET mode, and
the display will show the amount of time that has
elapsed since the elapsed time Indicator was last reset
(not including time the ignifion is off), such as:

01:08 ELAPSED TIME

To start or stop the counting of time, press the RESET
bution briefly. If the colon (:) in the time is flashing,
time is being counted. Time is displayed in hours and
minutes. Seconds are not displayed. Time will continue
to be counted as long as the ignition is on, even i
another display is being shown on the DIC.

To resel elapsed time to zero, press the RESET button
for three seconds while the elapsed time is displayed.

Fuel

Press the SELECT down arow while in the FUEL mode
to see how much fual has been used and the fuel
range functions.

3-46

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

Fuel Used

While in the FUEL USED function the display will show
a reading such as:

FUEL USED: 10.4 GAL or FUEL USED: 38.4 L

To learn how much fuel will be used from a specific
starting point, first enter the FUEL USED mode to
display FUEL USED, then press and hold the RESET
buttan for three seconds.

Don't confuse fuel used with the amount of fuel in
your tank.

Fuel Range

The FUEL RANGE mode calculates the remaining
distance you can drive without refueling. It's based on
fuel economy and the fuel remaining in the tank.

The display will show a reading such as:

FUEL RANGE: 235 Ml or FUEL RANGE: 378 KM

I s ramme = lmme dlhmem Ef mmillamem (08 e = -
PE M ILI.IIH'H il Floaded Gd ALED 1 il d i NN I'I.I'c.lI -I'nl-llll [ LRI W |

will read LOW FUEL RAMGE.

The fuel economy data used to determine fuel range is
an average of recent dnving conditions. As your

driving condifions change, this cdata is gradually updated.

Fuel range cannol be resel.

Fuel Economy

Praessing the SELECT down arrow while in the ECON
mode displays average fuel econcmy and Instantaneous
fuel economy calculated for your specific driving
conditions.

Average fuel economy will be shown in a reading
such as!

25.2 AVG MI/GAL or 8.3 AVG L'100 KM

Instantaneous fuel economy will be shown in a reading
such as:

28 INST MI'GAL or 8.4 INST L1100 KM

The average fuel economy Is viewed as a long-term
approximation of your overall driving conditions.

If you press and hold RESET for three seconds in this
mode while you're driving, the system will begin figuring
average fuel economy from that point in time.
Instantaneous fuel economy cannot be reset.
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Qil Life
The GM Qil Life System™ is the only function accessible

in the OIL mode. Engine oil life is displayed in a
reading such as the following;

QIL LIFE 30%

This s an estimate of the oil's remaining useful life. It
will show 100% when the system is reset afler an

oil change. It will alert you to change your oil on a
schedule consistent with your driving conditions.

When the remaining oil lite is low, the system will alert
you with this message:

CHANGE OIL S0O0N

Always reset the OIL LIFE reminder after an oil change.
To resel the oil life system, see "How o Hesat the
Qil Lite System" under Engine Ol on page 5-15.

Remember, you must reset the OIL LIFE yourself after
each oil change. It will nol resel itself. Alsp, be

careful not to reset the OIL LIFE accidentally at any
time other than when the oil has usl been changed. i
can't be reset accurataly until the next oil change.

The DIC does not replace the need (o maintain your
vehicle as recommeanded in the Maintenance Schedule
in this manual. Also, the il change reminder will not
detect dusty conditions or engine malfunctions that may
affect the oll, If you drive in dusty areas, change your
oil after every 3,000 miles (5 000 km) or three months,
whichever occurs first, unless the DIC instructs you

to do so soaner. Also, the oll change reminder does nol
measure how much oil you have in your engine. So,

be sure to check your oil level often. See Engine Ol on
page 5-15.
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Gage

Pressing the SELECT down arrow while in GAGE mode
will allow you to access the battery vaolts, oll pressure
and tire pressure displays. Pressing and haolding

the RESET button for three seconds while in average
speed and tire pressure displays will resel them.
Pressing the SELECT down arrow in GAGE mode will
show the following displays:

* Battery voltage, such as the following:
VOLTS:13.8
* il pressure, such as the following;

OIL PRESSURE 40 PSI or OIL PRESSURE
276 KPA

* Average speed, such as the following:
AVG SPEED 55 MPH or AVG SPEED 90 KM/H

® Tire pressure stalus, such as the following:

TIRE PRESSURE NORMAL or TIRE
PRESSURE LOW

TIRE PRESSURE NORMAL appears when the
check tire pressure system believes your vehicle's
tire pressures are normal. If a potential tire
pressure problem is detectad, the display will show
TIRE PRESSURE LOW. If you see this message,
you should stop as soon as you can and check

all four tires for damage. i a tire is flat, see If 2 Tire
Goes Flat on page 5-70. Also check the tire
pressure in all four tires as so0n as you can. See
Inflation -- Tire Pressure on page 5-60.

There are times when you will have to resel
(calibrate) the check fire pressure system, Pressing
the RESET button while the TIRE PRESSURE
LOW waming is displayed does not automatically
resel the tire pressure monitoring system. See
Check Tire Pressure System on page 5-62 for mare
information,
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DIC Warnings and Messages EXP
) _ (Export 1D) Warning Message
girher messages of wamings may appear in the DIC 18 LOW TIRE PRESSURE
isplay. For Canadian drivers, In addition o the
DIC message your DIC will display EXP with & number 19 LOW WASHER FLUID
after it which reflects the following messages: 20 PARK BRAKE SET"
21 PASSENGER DOOR AJAR
EXP 22 RIGHT REAR DOOR AJAR
(Export 1D} Warning Message 23 SERVICE VEHICLE SOON

1 AIR BAG PROBLEM 24 TURN SIGNAL ON?
3 CHANGE OIL SOON 25 THEFT ATTEMPTED
4 CHECK CHARGE SYSTEM 26 SERV STABILITY SYS
5 CHECK OIL LEVEL 27 HEADLAMPS SUGGESTED
& TRANS HOT...IDLE ENG 28 TRUNK AJAR
7 CONFIRM TIME & DATE 29 BATTERY SAVER ACTIVE
B DRIVERS DOOR AJAR 32 HOT..IDLE ENGINE
9 ENGIMNE HOT...A/C OFF 33 STARTING DISABLED®
10 HOT.. REDUCE ENG RPM 36 CHECK GAS CAP
11 HOT...STOP ENGINE * 42 STABILITY ACTIVE
12 THEFT SYSTEM FAULT
13 LEFT REAR DOOR AJAR Ehe“EEr:{E g-i':hd:alaire ;sgg ;gsggahe translation from
14 LOW BRAKE FLUID" F?gssing the FrlES "II:I Eu'ltnn 1.I':|'I|T. remove the above
15 LOW ENGINE COOLANT messages or wamings from the DIC display, uniess
16 LOW FLUEL noted by an asterisk (*).
17 LOW OIL PRESSURE *
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CHECK OIL LEVEL - 5: If you ever see the CHECK
OIL LEVEL message, it indicates that the engine oil level
is 1to11/2 quarts (0.9L to 1.4 L) low. The message
will appear only if the engine is running and it has been
at least eight minutes since the engine was last

running. If the message appears, check the oil dipstick
level. If it reads low, your oil level should be brought

up to the proper level. See Engine Ol on page 5-15.
After bringing the oil to the proper level, the ignition must
be off for eight minutes to allow the majority of cil to
drain into the oil pan.

SERV STABILITY SYS - 26: If you ever see the SERV
STABILITY SYS message, it means there may be a
problem with your stability enhancement system. If you
sa@e this message, iry to resel the system (stop; turn

off the engine; then start the engine again). If the SERV
STABILITY S¥YS message still comes on, it means

there is a problem. You should see your dealer

for service. Reduce your speed and drive accordingly.

STABILITY ACTIVE - 25: You may see the STABILITY
ACTIVE message on the Driver Information Center
(DIC). It means that an advanced, computer-controlled
system has come on to help your vehicle continue

to go in the direction in which you're steering. This
stability enhancement system activates when the
computer sanses that your vehicle is just starting to
spin, as it might if you hit a patch of ice or other slippery
spot on the road. When the system is on, you may

hear a noise or feel & vibration In the brake pedal. This
is normal.

When the STABILITY ACTIVE message is on, you
should continue to steer in the direction you want to go.
The systam is designed to help you in bad weather

or other difficult driving situations by making the most of
whatever road conditions will permit. If the STABILITY
ACTIVE message comes on, you'll know that something
has caused your vehicle to start to spin, 8o you should
consider slowing down,
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DIC Vehicle Personalization

The DIC can be used to program the following personal
choice features available with your vehicle:

* Automatic Door Locks

* Window Lock Out

* Security Feedback

* Delayed Locking

* Perimeler Lighting

* Driver 1D

* Memory Seats

* Qutside Curb View Assist Mirrar

To access the personalization menu, the vehicle must
ba in PARK (P) with the ignition in ON and no waming
messages displayed on the DIC. You must then

press and hold both of the SELECT bulttons for three
seconds. This will display the personalization menu.

The DIC display will show the following:
FEATURE PROGRAMMING

PRESS SELECT DOWN TO

SELECT MENU OPTIONS

PRESS SELECT RIGHT TO

CHANGE SETTINGS

The next item to be displayed is DRIVER 1 or

DRIVER 2. To change the driver number, press the
SELECT nght arrow. The driver number that you select
should correspond with the number on the back of
your remote keyless entry transmitter. Once the correct
driver number has been selecled, press the SELECT
down arrow fo enter your choice and move on to

the next selection

The DIC is used to program the personal choices of two
drivers. The drivers are recognized as DRIVER 1 and
DRIVER 2. You will let the DIC and the vehicle

know which driver you are by using your remote keyless
entry transmitter or by pressing the appropriate

memory seal button located on the driver's door or
choosing the driver with the DIC. Each remote keyless
entry transmitler was pre-programmed to belong to
DRIVER 1 or DRIVER 2. The personalization features
may be programmed differently for each driver.

When you press the unlock symbol on the transmitter,
the DIC will automatically change driver numbers

and the vehicle will recall the personal choice settings
that were last made to correspond to your transmitter,
including your radio and comfort control settings.

See Climate Controfs Personalizalion on page 3-29.
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If you unlock the vehicle using the door kay instead of
the transmitter, the personal choice seltings will
correspond 1o the previous driver of the vehicle as
identified by the transmitter, the memory seat control or
the DIC. If this happens and you were not the last
driver of the vehicle, press the correct driver number on
the deor panel for the memory seals, press the

unlock symbol on the transmitter or select the
personalization programming mode and choose the
correct driver number.

After you have the correct driver number on the display
use the SELECT down arrow button to scroll through
the fellowing messages and feature options:

* DOORS LOCK IN GEAR — YES/NO

* DOORS UNLOCK - YES/NO

* ALl DOORS IN PARK — YES/NO

* ALL DOORS AT KEY OFF — YES/NO

* DRIVERS DOOR IN PARK = YES/NO
* DRIVERS DOOR KEY OFF - YES/NO
* PASS WINDOW LOCKOUT - YES/NO
* KEY FOB FLASH LIGHTS — YES/NO

* KEY FOB CHIRP HORN - YES/NO

= DELAY LOCK OF DOORS — YES/NO

* PERIMETER LIGHTS - YES/NO

¢ EXT LIGHT TIMEQUT - 5 to 30 Seconds
* DISPLAY DRIVER ID — YES/NO

* KEY FOB MEMORY SEAT - YES/NO

* DRIVING POSITION - YES

* EXIT POSITION - YES

* TILT MIRROR REVERSE - YES/NO

If you would like lo exit the selection mode without
moving through each of the personal choice features,
gimply press a different button on the DIC or tum off the
ignition. The personal choices you made will still be
refained, even without passing through each of

the features. In order for your personal choices o save,
you must press the SELECT down arrow after making
your selections.

If you happen to move past a selection you would like
to make a personal choice lor, press unlock on the
transmitter or press the appropriale driver number on
i dour paeei fwn e ey seals, T s wili

return you to the beginning of the optional feature
programming mode.

A description of each feature programmable through the
DIC follows.
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Automatic Door Locks

You can program the automatic door lock feature to
change to one of the following modes:

Mode 0: Mo automatic door lock or unlock.

Mode 1: All doors automatically lock when shifted out
of PARK (P). Mo automatic door unlock.

Mode 2: All doors automatically lock when shifted out
of PARK (P). Only the driver's door automatically
unlocks when shifted into PARK (P).

Mode 3: All doors automatically lock when shifted out
of PARK (P). All doors automatically unlock when shifted
intoc PARK (P).

Mode 4: All doors automatically lock when shifted out
of PARK (P). Only the driver's door automatically
unlocks when the key is turned to OFF.

Mode 5: All doors automatically lock when shifted out
of PARK (P), All doors automatically unlock when
the key is tumed to OFF.

You can change the mode your vehicle is in by different
selections of the following DIC displays:

® DOORS LOCK IN GEAR - YES/NO
& DOORS UNLOCK — YES/NO

ALL DOORS IN PARK — YES/MNO

® ALL DOORS AT KEY OFF — YES/NO

DRIVERS DOOR IN PARK - YES/NO

DRIVERS DOOR KEY OFF — YES/NO

Press the SELECT right arrow button to toggle between
your choices and change the setlings. Press the
SELECT down arrow button to store your changes in
memory and move an to the next selection.

If you would like to program your vehicle to Mode 0,
select NO for DOORS LOCK IN GEAR. Your door locks
will operate normally with no automatic feature.

If you would like to program your vehicle to Mode 1, do
the following:

1. Select YES tor DOORS LOCK IN GEAR.
2. Select NO for DOORS UNLOCK.

If you would like to program your vehicle 1o Mode 2, do
the following:

1. Select YES for DOORS LOCK IN GEAR,
Select YES for DOORS UNLOCK

Select NO for ALL DOORS IN PARK.
Select NO for ALL DOCRS AT KEY OFF.
Select YES for DRIVERS DOOR IN PARK.

&

i
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If you would like to program your vehicle to Mode 3, do
the following:

1. Select YES for DOORS LOCK IN GEAR.
2. Select YES for DOORS UNLOCK.
3. Select YES for ALL DOORS IN PARK,

If you would like to program your vehicle to Mode 4. do
the following:

Select YES for DOORS LOCK IN GEAR.
Select YES for DOORS UNLOCK.

Select NO for ALL DOORS IN PARK
Select NO for ALL DOORS AT KEY OFF,
Select NO for DRIVERS DOOCR IN PARK
Select YES for DRIVERS DOOR KEY OFF.

If you would like to program your vehicle to Mode 5, do
the following:

1. Select YES for DOORS LOCK IN GEAR.
2. Select YES for DOORS UNLOCK.

3. Select NO for ALL DOORS IN PARK.

4. Select YES for ALL DOORS AT KEY OFF.

See Programmable Aulomatic Door Locks on page 2-12
for more information about this teature.

€@ hk Lol a

Window Lock Out

The number of passenger windows locked out by the
window LOCK switch can be programmed through
the DIC,

Press the SELECT right arrow button to toggle between
your choices and change the seftings. Press the
SELECT down arrow button to store your changes in
memory and move on to the next selection.

If you select YES for PASS WINDOW LOCKOUT, all
three passenger window switches will be locked
out when the window LOCK swilch is on.

If you select NO for PASS WINDOW LOCKOUT, only
the two rear passenger window switches will be
locked out when the window LOCK switch is on.

For more information on this feature, see "Window Lock
Out" under Power Windows on page 2-18.
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Security Feedback

You can program the security feedback fealure to
change to the following modes:

Mode 1: Mo feedback when locking or unlocking the
vehicle.

Mode 2: Parking lamps and the DRL will flash twice
when unlocking the vehicle and flash once when locking
the vehicle,

Mode 3: Hom chirps when all doors are unlocked
(second unlock button press) and when locking
the vehicle.

Mode 4: Parking lamps and the DRL will flash twice
each time the button with the uniock symbaol is pressed;
the hom chirps when all doors are unlocked. Parking
lamps and the exterior lamps flash once and the

horn chirps when locking the vehicle.

You can change these modes by different selections of
the following DIC displays:

s KEY FOB LIGHTS FLASH - YES/NO
¢ KEY FOB HORN CHIRP — YES/NO

Press the SELECT right arrow button fo toggle between
your choices and change the settings. Press the
SELECT down arrow button to store your changes in
memaory and move on to the next selection.

If you would like to program your vehicle to Mode 1, do
the fellowing:

1. Select NO for KEY FOB LIGHTS FLASH.
2. Select NO for KEY FOB HORN CHIRP.

If you would like to program your vehicle to Mode 2, do
the following:

1. Select YES for KEY FOB LIGHTS FLASH.
2. Select NO for KEY FOB HORN CHIRP.

If you would like to program your vehicle to Mode 3, do
the following:

1. Select NO for KEY FOB LIGHTS FLASH.
2. Select YES for KEY FOB HORN CHIRP.

If you would like 1o program your vehicle to Mode 4, do
the following:

1. Select YES for KEY FOB LIGHTS FLASH.
2. Select YES for KEY FOB HORN CHIRP

For more information on this feature, see "Security
Feedback™ under Remote Keyless Entry System
Operafion on page 2-6.
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Delayed Locking

The delayed locking feature, which delays the actual
locking of the vehicle, can be made active or inactive
through the DIC. When DELAY LOCK OF DOORS
appears on the display, use the SELECT right arrow
button to toggle between YES and NO. When you have
made your choice, press the SELECT down arrow
butten to record your selection and move on to the next
choice.

For more information on this teature, see Delayed
Locking on page 2-11.

Perimeter Lighting

When the unlock symbaol on the remote keyless antry
transmitter is pressed, the DRL, parking lamps and
back-up lamps will turn on if it is dark enough outside.

You can control activation of this fealure by choosing
YES ar NO when the PERIMETER LIGHTS choice

is displayed on the DIC. Make your choice by pressing
the SELECT right arrow button and record your
choice Dy pressing the SELECT gown arrow Duion.

You will then be prompted to choose a TIMEQUT period.

The EXT LIGHTS TIMEOUT feature can be changed to
the desired setting by using the SELECT right arrow
button to toggle from 5 to 30 seconds. Each toggle will
increase the time by five seconds. Once the desired
timeou! is displayed, press the SELECT down arrow to
record your choice and maove on 1o the next personal
choice fealure.

Far more information on this feature, see "Parimater
Lighting” under Interior Lamps on page 3-17.

Driver ID

This feature displays the drver D, as identified by the
DIC. If you choose YES when DISPLAY DRIVER

ID is shown on the DIC, the driver number will be
displayed every time the ignition is tumed on. If

youl choose NO when DISPLAY DRIVER ID is shown
on the DIC. the driver number can be displayed by
pressing either a button on the remote keyless entry
transmitter or @ memary seat button,
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Memory Seats

This feature recalls the position of the driver's seat.
When this feature is active, the memory seat and mirror
positions will be recalled for the Identified driver when
the remote keyless entry transmitter is used to enler the
vehicle.

You can program this feature to be active by choosing
YES when the KEY FOB MEMORY SEAT choice
appears, or inactive by choosing NO when the KEY
FOB MEMORY SEAT choice appears on the DIC. Make
your choices by pressing the SELECT right arrow
button and store tham in memory by pressing the
SELECT down arrow button.

You can also program this feature to recall your
memory seat position or the exit seal position. Selecl
YES for KEY FOB MEMORY SEAT then use the
SELECT nght arrow button to toggle betwean DRIVING
POSITION — YES and EXIT POSITION — YES. When
the desired position is displayed on the DIC, press

the SELECT down arrow button to save that position in
memory and move on to the next selection.

For more information on this feature, see Memory Saat
and Mirrors on page 2-48.

Outside Curb View Assist Mirror

The parallel park assist mirror, which tips the passenger
mirror while the vehicie is iIn REVERSE (R), can be
made active or inactive through the DIC. Whan

TILT MIRROR REVERSE appears on the display, use
the SELECT right arrow button to toggle the arrow
between YES and NO. When you have made your
choice, press the SELECT down arrow button to record
your selection. For more information on this featurs,
see Memory Seat and Mirrors on page 2-48.
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Audio System(s)

Notice: Before you add any sound equipment to
your vehicle — like a tape player, CB radio, mobile
telephone or two-way radio — be sure you can

add what you want. If you can, it's very important to
do it properly. Added sound equipment may
interfere with the operation of your vehicle's engine,
Delphi Electronics radio or other systems, and

even damage them. Your vehicle's systems may
interfere with the operation of sound equipment that
has been added improperly.

So, before adding sound equipment, check with
your dealer and be sure to check federal rules
covering mobile radio and telephone units.

Your audio system has been designed to operate easily
and to give years of listening pleasure. You will get

the most enjoyment out of it if you acquaint yourself with
it first. Find out what your audio system can do and

how to operate all of its controls to be sure you're gefting
the most out of the advanced engineenng that went

into .

Your vehicle has a fealure called Retained Accessory
Power (RAP). With RAP, you can play your audio
system even aftar the ignition is turned off. See
"Retained Accessory Power (RAP)" under Ignifion
Pasitions on page 2-23.

Setting the Time

Press and haold HR until the correct hour appears on the
display. The letters AM or PM will also appear. Then,
press and hold MN until the correct minute appears

on the display. The time may be set with the ignition on
or off.

To synchronize the time with an FM station broadcasting
Radio Data System (RDS) information, press and

hold HR and MN at the same time until UPDATED
appears on the display. If the time is not available from
the station, NO UPDATE will appear on the display
instead,
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Radio with Cassette and CD SCV (Speed-Compensated Volume): With SCV, your
audio system adjusts automatically to make up for

road and wind nolse as you drive.

Set the volume at the desired level. Press this button o

select MIN, MED or MAX. Each higher cheice allows

for more volume compensation at faster vehicle speeds,

_ Then, as you drive, SCV automatically increases the

T TR TR R O T volume, as necessary, 1o overcome noise at any speed,
' The volume level should always sound the same to

you as you driva, If you don't want to use SCV,

salect OFF.

Finding a Station

Standard Radio — Bose®™ Not Shown

BAND: Press this button to switch between AM, FM1
and FM2. The display will show your selection.

Playing the Radio

TUNE: Turn this knob to select radio stations.

POWER: Press this knob to tum the system on and off. <. SEEK > : Press the right or the left arrow to go lo

VOLUME: Turn the knob to increase or lo decrease the next or to the previous station and stay there.

vollme. The radio will seek only to stations to stations that are

in the selected band and only to those with a strong
signal.
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< SCAN > : Press and hold either arrow for 3. Tune in the desired station.

two seconds until SC appears on the display and you 4. Press AUTO EQ to select the equalization that best
hear a beep. The radio will go to a station, play for a few sults the type of station selected,

seconds, then go on to the next station. Press sither &, Pross and hold ona. of tha 8% nianbened

DK accow: Agaih lo: stef: scaniing. pushbuttons until you hear a beep. Whenever you
To scan preset stations, press and hold either SCAN press that numberad pushbutton, the station

arrow for more than four seconds. PRESET SCAN will you set will returmn and the equalization that you
appear on the display. You will hear a double beep selected will also be automatically selected for that
and the P will blink with the preset number. The radio pushbutton.

will go to the first preset station stored on your 6. Repeal the steps for each pushbutton,
pushbuttons, play for a few seconds, then go on to the

next preset station. Press either SCAN arrow again Setting the Tone (Bass/Treble)

to stop scanning presets,
AUDIO: Press and release the AUDIO button until

The radio will scan only to stations that are in the BASS. MID or TREB a i

; . ppears on the display. Press the
selected band and only to those with a strong signal. knob above the AUDIO button to extend it, then turn
SEﬂing Preset Stations the knob to increase or to decrease. If a station is weak

or noisy, you may want to decrease the treble.
The six numbered pushbuttons let you return to your
favarite stations. You can set up to 18 stations (six AM,
six FM1 and six FM2), by performing the following

sl
1. Turm the radic on
2. Press BAND to select AM, FR1 or FM2.

Pressing and holding the AUDIO button for at least two
seconds will return all tone settings, including balance
and fade to flat.
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AUTO EQ (Automatic Equalizer): Press this button to
choose bass, midrange and treble equalization

settings designed for country, jazz, talk, pop, rock and
classical program types.

To return to the manual mode, press the AUTO EQ
button until MANUAL appears on the display. Then you
will be able to manually adjust the bass, midrange

and treble using the AUDIO button.

It your vehicle has the Bose radio, the AUTO EQ button
will work the same, except the radio will display EQ1
through EQE as the choices instead of displaying

the equalization setting names. These setlings can be
used while listening to the radio or the CD player.

The radio will save separate AUTO EQ settings for each
preset and source.

Adjusting the Speakers (Balance/Fade)

AUDIO: To adjust the balance between the night

and the left speakers, press and release the AUDIO
button until BAL appears on the display. Press the knob
above the AUDIO button to extend it, then turn the
knob to move the sound toward the left or the right
speakers,

To adjust the fade between the front and the rear
speakers, press and release the AUDIO button until
FAD appears on the display. Press the knob above the
AUDIO button to extend it, then tumn the knob to

move the sound toward the front or the rear speakers.

Pressing and holding the AUDIO button for at least
two seconds will retum all tone settings, including bass
and treble to flat.

Using RDS

Your audio system is equipped with a Radio Data
System (RDS). RDS features are available for use only
on FM stations that broadcast RDS information.

Using this system, the radio can do the following:

* Seek lo stalions broadcasting the selected type of
programming,

* receive announcements conceming local and
national emergencies,

* display messages from radio stations, and
* =gak to stations with traffic announcements.

This system relies upon receiving specific information
from these stations and will only work when the
information is available. In rare cases, a radio station
may broadecast incorrect information that will cause
the radio features to work improperly. If this happens,
contact the radio station.

3-62

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

While you are tuned to an RDS station, the station
name or the call letters will appear on the display instead
of the frequency. RDS stations may also provide the
time of day, a program type (PTY) for current
programming and the name of the program being
broadcast.

Finding a PTY Station

To select and find a desired PTY perform the following:

1. Press the P-TYPE button. PTY will be displayed
on the screen and the light next 1o the button will
tum on. The last selected PTY will appear on
the display for five seconds.

2. Select a category by tumming the P-TYPE knob.

3. Once the desired category is displayed, press either
SEEK arrow to select the category and take you to
the category’s first station.

If a station with the selecled PTY Is not found,
NONE FOUND will appear on the display.

4. W you want 1o go to ancthar station within that
category and the category 1s displayed, press
gither SEEK arrow once. If the category is not
displayed, press either SEEK arrow Iwice to display
the category and then o go to another station.

To use the PTY Interrupt feature, press and hold the
P-TYPE button until you hear a beap on the PTY

you want to interrupt on. An asterisk will appear next to
the PTY name (for example CLASSICAL®). When

you are listening to a compact disc, the last selected
RDS station will interrupt play if that selected PTY format
is broadcast.

It bath P-TYPE and TRAF are an, the radio will search
for stations with the selected PTY and traffic
announcements,

SCAN: You can also scan through the stations within a
category by performing the following steps:

1. Press the P-TYPE button. PTY will be displayed on
the screen and the light next to the button will turn
on. The last selected PTY will appear on the
display for five seconds.

2. Select a category by turning the P-TYPE knob.

3. Once the desired category is displayed, press and
hold either SCAN arrow, the radic will begin
scanning within your chosen category.

It & stanon with the selectea Fi Y 15 not foundg,
NOMNE FOUND will appear on the display.

4, Prass either SCAN arrow again to stop at a
particular station.
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BAND (Alternate Frequency): Altemate frequency
allows the radio to switch lo a stronger station with the
same program type. Press and hold BAND for two
seconds o tum alternate frequency on. AF ON

will appear on the display. The radio may switch to
stronger stations. Press and hold BAND again for two
seconds to tum alternate frequency off. AF OFF

will appear on the display. The radio will not swiich to
other stations. When you turn the ignition off and then on
again, the alternate frequency feature will automatically
be turned on.

Setting Preset PTYs

The six numbered pushbuttons let you retum fo yvour
tavarite program types (PTYs). These pushbuftons have
factory PTY presets. You can set up to 12 PTYs

{six FM1 and six FM2) by performing the following steps:

1. Press BAMD o select FM1 or FMZ2.

2. Press the P-TYPE button to activate program type
select mode.

3. Turn the P-TYPE knob to select a PTY,

4. Press and hold one of the six numbered
pushbuttons until you hear a beep, Whenever you
press that numbered pushbutton, the PTY you
set will return.

5. Repeat the steps for each pushbutton.

RDS Messages

ALERT!: Alert wamns of local or national emergencies.
When an alert announcement comes on the current
radio station, ALERT! will appear on the display. You will
hear the announcement, even if the volume is mutad

or a cassette tape or compact disc is playing. If the
cassette tape or compact disc player is playing, play will
stop during the announcement. You will not be able

to turn off alert announcements.

ALERT! will not be affected by tests of the emergency
broadcast system. This feature s not supported by
all RDS slations.

INFO (Information): If the current station has a
message, INFO will appear on the display. Press this
button to see the message. The message may display
the artist and song title, call in phone numbers, etc.

If the whole message is not displayed, parts of it

will appear every three seconds. To scroll through the
message al your own speed, press the INFO button
repeatedly. A new group of words will appear on

the display with each press. Once the complete
message has been displayed, INFO will disappear from
the display until another new message is received.
The old message can be displayed by pressing

the INFO button until a new message is recejved or a
different station is tuned to.
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TRAF (Traffic): Press this bution to seek to a station
that broadeasts traffic announcements. TRAF will appear
on the display. if no station is found, NO TRAF will
appear on the display.

When a traffic announcement comes on the currem
station or on a related network station, you will hear it
even if the volume is muted or a cassetle tape ora
compact disc is playing. If the casselte tape or

the compact disc player is being used, play will stop
during the announcement.

Playing a Cassette Tape

Your tape player is built to work best with tapes that are
up to 30 to 45 minutes long on each side. Tapes

longer than that are so thin they may not work well in
this player. The longer side with the tape visible should
face to the right. if the ignition is on, but the radio is

off, the tape can be inserted and will begin playing. If
you hear nothing but a garbled sound, the tape may not
be in squarely. Press the gject button. located next to
the cassette tape slot, 1o remove the lape and start over.

While the tape is playing, use the VOLUME, POWER.
ALIDIO, AUTO EQ, and the SEEK controls just as

youl do for the radio, The display will show TAPE and
an arrow showing which side of the tape is playing. The
tape player automatically begins playing the other

side when it reaches the end of the tape.

Your tape bias is set automatically when a metal or
chrome tape is inserted. If you want to insert a

tape while the ignition is off, first press the button with
the eject symbol an it or the RCL knob.

If an error appears on the radio display, the tape won't
play because of an error. See “Cassette Tape
Message” later in this section.

1 REV (Reverse): Press this pushbutlon lo reverse the
tape rapidly. Press it again to retum to playing speed.
The radio will play while the tape raverses. You

may selec! stations during reverse operation by using
the TUNE knob.

2 FWD (Forward): Press this pushbutton to advance
quickly to another part of the tape. Press this pushbutton
again lo return to playing speed. The radio will play
while the tape advances. You may select stations dunng
forward operation by using the TUNE knab.

5 SIDE: Press this pushbutton to play the other side of
the tape.

AUTU EW (Automatic Equalizer). Fress AUIL ELW O
selact the desired equalization setting while playing

a cassetlte tape. The equalization will be automatically
set whanever you play a cassette tape, See "AUTO EQ
listed previously for more information.
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<. SEEK > : Your tape must have al least three
seconds of silence between each selection for seek to
work. Press the right or the left armow to search for

the next or the previous selection on the tape. You can
skip as many as nine selections up or down on the
tape. Choose how many selections you want to skip,
then press the right or left SEEK arrows that many
times. The number of selections to be skipped

will appear on the display.

< SCAN > : Press and hold either arrow for more
than two seconds until you hear a beep and SCAN
appears on the display. The tape will go to the next
salection, play for a few seconds, then go on to the next
selection. Press this butlon again to stop scanning.

BAND: Press this button to listen lo the radio when a
cassette tape is playing, The tape will stop but remain in
tha player

TP CD (TAPE): Press this button to play a cassette
tape or a CD when listening to the radio. Press TP CD
to switch between the tape and compact disc if both
are loaded. The inactive tape or CD will remain safely
inside the radio for future listening. The display will
show the TAPE and CD symbals.

If you have the optional CD changer and it is loaded,
the TP CD button will activate the changer and a symbol
will be lit on the display.

£> (Eject): Press this button, located next to the
cassette tape slof, to eject a tape. Eject may be
activated with either the ignition or radio off. Cassettes
may be loaded with the radic and ignition off it this
buttan is pressed first.

Cassette Tape Messages

If an error cccurs while trying to play a cassette tape. it
could be for one of the fallowing reasons:

TIGHT TAPE: When this message is displayed, the
tape is tight and the player can't turn the tape hubs.
Remove the tape. Hold the tape with the open end down
and try 1o turn the right hub counterclockwise with a
pencil. Tum the tape over and repeat. If the hubs do not
turn easily, your tape may be damaged and should

not be used in the player. Try a new tape to make sure
your player Is working properly.

BROKEN TAPE: If this message is displayed, the tape
is broken. Try a new tapa.

WRAPPED: When this message is displayed, the tape
is wrapped around the lape head. Attempt to gel the
cassette out. Try a new tape.
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CLEAN PLAYR (Clean Player): This message may
also appear on the radio display to indicate that

the cassette tape player needs to be cleaned. It will still
play tapes, but you should clean |t as soon as possible
to prevent damage to the tapes and player. For
additional information see Care of Your Cassatle Tape
Flayer on page 3-74.

[f any error occurs repeatedly or if an error can't be
correcied, contact your dealer. If your radio displays an
error message, write it down and provide it to your
dealer when reporting the problem.

Playing a Compact Disc

With the ignition on, insert a disc partway into the slot,
label side up. The player will pull it in and the disc
should begin playing. If you want to insert a CD when
the ignition is off, first press the eject button or the
RCL knob.

When the disc is inserted, the CD symbol will be
displayed. If you select an EQ seiting for your CD, it will

he srtivatad aach time vol rﬂ.ﬂ:u' ahn

As each new track starts fo play, the track number will
appear on the display,

It an arror appears on the display, see "Compact Disc
Messages” later in this section,

1 REV (Reverse): Press and hold this pushbutton to
reverse quickly within a track. You will hear sound at a
reduced volume. Release it to play the passage. The
display will show elapsed time.

2 FWD (Forward): Press and hold this pushbutton to
advance quickly within a track. You will hear sound at a
reduced volume. Release il 1o play the passage. The
display will show elapsed time.

4 RDM (Random): Press this pushbution to hear the
tracks in random, rather than sequential, order,

ROM and the track number will appear on the display.
Press this pushbutton again to fum off random mode.

AUTO EQ (Automatic Equalizer): Press this button to
select the desired equalizalion setting while playing a
compact disc. The equalization will be automatically set
whenever you play a compact disc. See “AUTO EQ”
isted previously for more information.

<. SEEK > : Press the left arrow to go to the start of
the current track if more than eight seconds have
played. Press the right arrow to go to the next track. |1
you hold this button or press it more than once, the
player will continue moving backward or forward through
the disc.
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<. SCAN > : Press and hold either arrow for more
than two seconds until you hear a beep and SCAN
appears on the display, The disc will go o the next
track, play for a few seconds, then go on to the

next track. SCAN and the track number will appear on
the display. Press this button again to stop scanning.

RCL (Recall): Press this knob to see how long the
current track has been playing. To change what

is narmally shown on the display (track or elapsed
time), press the knob until you see the display you want,
then hold the knob until the display flashes. While
elapsed time is showing, EL TM will appear on the
display,

BAND: Press this button to listen to the radio when a
CD is playing.

TP CD (Tape): Press this button to play a cassette
tape or a CD when listening to the radic. Press TP CD
to switch between the tape and compact disc if both
are loaded. The inactive tape or CD will remain safely
Insicle the radio for future listening. The display will
show the TAPE and CD symbaols.

If you have the optional CD changer and the CD
changer is loaded, the TP CD button will activate the
changer and a symbol will be lit in the display.

£ (Eject): Prass this button to eject a CD. Eject may

be activated with either the ignition or radio off. CDs
may be loaded with the radio and ignition off if this

button is pressad first.
Compact Disc Messages

CHECK CD: If this message appears on the radio
display and the disc comes out, it could be for one of
the following reasons:

* “You're driving on a very rough road. When the road
becomes smoother, the disc should play.

® The disc is dirty, scratched, wet or upside down.

® The air is very humid. If so, wait about an hour and
try again.

If the CD is not playing correctly, for any other reason,
try a known good CD.

If any error occurs repeatedly or if an arror can’t be
corrected, contact your dealer, If your radio displays an
arror message, write it down and provide it to your
dealer when reporting the problem.
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Navigatiun{ﬁad[n S}fstem Your vehicle may have the optional navigation radio
system that includes Radio Data System (RDS) which

will seek out the kind of music you want to listen to. The
radlo system can also communicate with your
navigafion system to broadcast announcements on
traffic and emergency alert communications. For
information on how to use this system, see the
“Navigation/Radio System" supplement.
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Trunk-Mounted CD Changer

With the optional compact disc changer, yvou can play
up to 12 discs continuously., Normal size discs may
be played using the trays supplied in the magazine.

The small discs (8 cm) can be played only with specially

designed trays.

You must first load the magazine with discs before you
can play a compact disc. Each of the 12 trays holds
one disc. Slide the button on the back of the magazine
and pull gently on one of the trays. Load the trays

from top to bottom, placing a disc on the tray label side
up. If you load a disc label side down, the disc will

not play and an emor will ocour. Gently push the tray
back into the magazine slat until it locks into place.
Repeat this procedure for loading up to 12 discs in the
magazine.

Cnce you have loaded the discs in the magazine, slide
open the door of the compact disc (CD) changer.

Push the magazine into the changer in the direction of
the arrow marked on top of the magazine.
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Close the door by sliding it all the way to the right. If the
door is left partially open, the changer will not operate
and an error will occur. When the door is closed,

the changer will begin checking for discs in the
magazine. This will continue for up to two minutes
depending on the number of discs loaded.

To eject the magazine from the player, slide the CD
changer door all the way open. The magazine will
automatically eject. Remember to keep the door closed
whenever possible 1o keep dirt and dust from getting
insida the changer.

All of the CD funclions are conlrolled by the radio
pushbuttons except for ejecting the magazine.
Whenever a CD magazine with discs is loaded in the
changer, the compact disc symbol will appear on

the radio display. If the CD changer is checking the
magazine for CDs, the compact disc symbol will flash on
the display until the changer is ready to play. If CD
changer mode Is entered during Initialization, LOADING
will appear on the display. When a CD begins playing,
a disc and track number will be displayed. The disc
numbers are listed on the front of the magazine.

Playing a Compact Disc

If an error appears on the display, see "Compac! Disc
Messages" later in this section,

1 REV (Reverse): Fress and hold this pushbution fo
guickly reverse within a track. As the CD reverses,
elapsed time will be displayed with a flashing amow (o
help you find the correct passage.

2 FWD (Forward): Press and hold this pushbutton to
CUIGRIY SUVATICE wWilin a nack. As e OO advances,
elapsed time will be displayed with a flashing amow to
help you find the correcl passage.
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4 RDM (Random): Press this pushbution to play the
tracks on the discs In random, rather than sequential,
order. |f you press SEEK while in the random mode,
discs and tracks will be scanned randomly. Press this
button again 1o turn off the random feature and return to
normal operation.

5 SIDE: Press this pushbution to select the next disc in
the magazine, Each time you press SIDE, the disc
number will be displayed.

RCL (Recall): Press this knob to see what track is
cumently playing. Press RCL again within five seconds
to see how long the track has been playing. EL TM

will appear on the display when in elapsed time mode.
When a new track starts 1o play, the track number

will also appear. Press RCL a third time and the time of
day will be displayed.

< SEEK > : Prass the right or the left arrow to go to
the next or to the previous tracks on the disc.

< SCAN > : Press and hold the right arrow until
SCAN appears on the display. The disc will scan to the
next track, play for a few seconds, then go on to the
next track. Press this bution again to stop scanning.

To scan a few seconds of each loaded disc, press and
hold the right arrow for two seconds until P SCAN
appears on the display. Press SCAN again 1o stop
scanning.

AM FM: Press this button to listen o the radio when a
CD s playing.

TP/CD (Tape): Press this button to play a CD when
listening to the radio. You can also press this button fo

swilch between playing a cassette tape, a CD and
the GO changer.

Compact Disc Errors

It an error appears on the display, an error has occurred
and the compact disc temporanly cannot play,
The CD changer will send an error message o the
receiver to indicate:
®* PLAYER OPEN: CD Changer Door Open.
Completely close the door to restore normal
operation.
* NO CD'S: CD Changer Cartridge Empty. Try the

magazine again with a disc loaded on one of
the trays.

CHECK CD #: If this error message is displayed while
trying to play a CD in the compacl disc player or
changer, the following conditions may have caused the
Error:
* You're driving on a very rough road, When the road
becomes smoother the disc should play.

* The disc is dirty, scratched, wet or upside down.

® The air is very humid. If so, wait about an hour and
try again.
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It any error occurs repeatedly or if an error cannot be
corrected, contact your dealer. If your radio displays an
error number, write it down and provide it to your
dealership when reporting the problem.

Personal Choice Radio Controls

If your vehicle has this feature it will enable two drivers
o store and recall parsonal seftings for radio presets,
last tuned station, volume, tone and audio source (radio,
cassatle aor COY,

The mamary buttons (1 or 2) for this feature are located
on the driver's door panel and correspond to the
numbers (1 or 2) found on the back of each remote
keyless entry transmitter.

To recall audio sources, press the unlock button on the
remote keyless entry transmitter and turn the ignition
on. The source last listened to will be recalled for

the identified driver (1 or 2)

To program this feature, do the following:

1. Set all radio prefarences. For more information see
“Setting Presel Stations” and "Setling the Tone"
listed for your particular radio.

2. Locate the memory buttons on the driver's door
panel.

3. Press one of the memory buttons (1 or 2) until you
hear two beeps. The beeps confirm that your
selection has been saved and can now be recalled.

Follow these steps each time you want to change the
stored setlings.

Theft-Deterrent Feature

THEFTLOCK" is designed to discourage theft of your
radio. It works by using a secret code to disable all radia
functions whenever battery power is removed and the
radio is placed in a different vehicle. This feature
requires no user input to be activated. It is automatically
armed when it is put into the vehicle for the first time.

When the radio is tumed off, the blinking red light
indicates that THEFTLOCK™ is armed.

If THEFTLOCK"™ is activated, your radio will not operate
if stolen. The radio will display LOCKED and a red

LED indicator light will come on above the
THEFTLOCK™ logao to indicate a locked condition. If this
ocours, the radio will nead to be returned o the

dealar
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Audio Steering Wheel Controls

With this feature, yau can
cantrol certain radio
functions using fhe butions
on your steering wheel.

A VOL (Volume) V : Press the up or the down amow
lo Increase or to decrease volume.

/N SEEK: Press this button to seek to the next radio
station. When playing a cassette tape or compact disc,
press this button to hear the next selection. There

must be at least a three-second gap between selections
on 8 cassetle [ape.

PROG (Program): Press this button to tune o the next
preset radio station. When playing a cassette laps,
press this button to hear the other side of a tape that is
playing. When listening to a disc in the CD changer,
press this button to select the next loaded disc.

Understanding Radio Reception
AM

The range for most AM stations is greater than for FM,
especially al night. The longer range, however, can
cause stations to interfere with each other. AM can pick
up noise from things like storms and power lines. Try
reducing the treble to reduce this noise if you ever get il.

FM

Fi stereo will give you the best sound, but FM signals
will reach only about 10 to 40 miles (16 to 65 km).

Tall bulldings or hills can interfere with FM signals,
causing the sound to come and go.

Care of Your Cassette Tape Player

A tape player that is not cleaned regularly can cause
reduced sound quality, ruined cassettes or a damaged
mechanism. Cassette tapes should be stored in thair
cases away from contaminants, direct sunlight and
extrema heat. If they aren't, they may nol operate
properly or may cause failure of the tape player.
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Your tape player should be cleaned reqularly after every
50 hours of use. Your radio may display CLEAN

PLAYR to indicate that you have used your tape player
for 50 hours without resetting the tape clean timer. If
this message appears on the display, your cassette tape
player needs to be cleaned. It will still play tapes, but
you should clean it as soon as possible 1o prevent
damage to your tapes and player. If you notice a
reduction in sound quality, try a known good cassette o
see if the tape or the tape player is at fault. If this

other cassette has no improvement in sound quality,
clean the tape player.

For best results, use a scrubbing action, non-abrasive
cleaning cassette with pads which scrub the tape
head as the hubs of the cleaner cassette turn. The
recommended cleaning cassette is available through
your dealership.

The cut tape detection feature of your cassette tape
player may identify the cleaning cassette as a damaged
tape, in error. To prevent the cleaning cassette from
being ejected, use the following steps,

1. Turn the Ignition an.

Turn the radio off.

Press and hold the TP CD button for five seconds.
Insert the scrubbing action cleaning cassetle.

th &~ o

Eject the cleaning cassetle after the manufacturer's
recommended cleaning time.

You may also choose a non-scrubbing action, wet-type
cleaner which uses a cassette with a fabric belt fo
clean the tape head, This type of cleaning cassette will
not eject on its own. A non-scrubbing action cleaner
may not clean as thoroughly as the scrubbing type
cleaner. The use of a non-scrubbing action, dry-type
cleaning cassette is not recommended.

After you clean the player, press and hold the eject
button for five seconds to reset the CLEAMN PLAYR
indicator. The radio will display CLEANED to show the
indicator was reset

Casseties are subject to wear and the sound quality
may degrade over time. Always make sure the cassette
tape is in good condition before you have your tape
player serviced.

Care of Your CDs

Handle discs carefully. Store them in their original cases
or other protective cases and away from direct sunlight
and dust. If the surface of a disc is soiled, dampen

a clean, soft cloth in a mild, neutral detergent solution
and clean it, wiping from the cenfer 1o the edge.

Be sure never lo touch the side without writing when
handling discs. Pick up discs by grasping the outer
edges or the edge of the hole and the outer edge.
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Care of Your CD Player

The use of CD lens cleaner discs is not advised, due o
the risk of contaminating the lens of the CD optics
with lubricants intermnal to the CD mechanism.

Diversity Antenna System

Your AM-FM antennas are located in the windshield and
rear window. Be sure thal the inside surfaces of the
windshield and rear window are not scratched and that
the fines on the glass are not damaged. If the inside
surfaces are damaged, they could interfere with

radio reception. Also, for proper radio reception, the
anienna connectors al the top-center of the front
windshield and the rear window need 1o be properly
attached to the posts on the glass.

Do not apply aftermarket glass tinting. The metallic film
in some tinting materials will interfere with or distort
the incoming radio reception.

Notice: Do not try to clear frost or other material
from the inside of the front windshield or rear
window with a razor blade or anything else that is
sharp. This may damage the rear defogger grid and
affect your radio’s ability to pick up stations
clearly. This repairs wouldn't be covered by your
warranty.

If, when you turn on your rear window defogger, you
hear static on your radio station, it could mean that

a defogger grid line has been damaged. If this is true,
the grid line must ba repaired.

If you choose to add an aftermarket cellular telephone
to your vehicle, and the antenna needs to be attached to
the glass, be sure that you do not damage the grid
lines tor the AM-FM antennas or place the ceflular
telephone antenna over the grid lines.

Chime Level Adjustment

The volume level of the vehicle’s chimes can be
controlled by the radio. To change the volume level,
press and hold pushbutton & with the ignition on and the
radio power off. The chime volume level will change
trom the normal level to loud, and LOUD will be
displayed on the radio. To change back to the default or
normal setting, press and hold pushbutton 6 again.

The chime level will change from the loud level

to normal, and NORMAL will be displayed.
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Your Driving, the Road, and
Your Vehicle

Defensive Driving

The best advice anyone can give about driving is: Drive
defensively.

Please start with a very important safety device in your
vehicle: Buckle up. See Safely Bells: They Are for
Everyone on page 1-8,

Defensive driving really means “be ready for anything.”
On city streets, rural roads or freeways, it means
“always expect the unexpected.”

Assume that pedestrians or other drivers are going to
be careless and make mistakes. Anticipate what
they might do. Be ready for their mistakes.

Hear-end collisions are aboul the most preventable of
accidents. Yet they are commeon. Allow enough following
distance. It's the best defensive driving maneuver, in
both city and rural driving. You never know when

the vehicle in front of you is going to brake or turn
suddenly.

Defensive driving requires that a driver concentrate on
the driving task, Anything that distracts from the
driving task — such as concentrating on a cellular
telephone call, reading, or reaching for something on

the floor — makes proper defensive driving more
difficult and can even cause a collision, with resulting
injury. Ask a passenger to help do things like this, or pull
off the road in a safe place to do them yourself. These
simple defensive driving technigues could save

your life,

Drunken Driving

Death and injury assoclated with drinking and driving is
a national tragedy. It's the number one contributor to
the highway death toll, ¢laiming thousands of victims
every year.

Alcohol affects four things that anyone needs to drive a
vehicle:

¢ Judgment

Muscular Coordination
® Yision

Aftentiveness.

Police records show that almaost half of all motaor
vehicle-related deaths involve alcohol. In most cases.
these deaths are the resull of someone who was
drinking and driving. In recent years, more than
16,000 annual maotar vehicle-related deaths have been
associated with the use of alcohol, with more than
300,000 people injured.

4.2
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Many adults — by some estimates, nearly half the adult
population — choose never to drink alcohol, so they
never drive after drinking. For persons under 21,

it's against the law in every U.5. state to drink alcohol.
There are good medical, psychological and
developmental reasons for these laws.

The obvious way to eliminate the leading highway
safety problem is for people never to drink alcohol and
then drive. But what if people do? How much iz “too
much” if someone plans to dive? It's a lot less

than many might think. Although it depends on each
person and situation, here is some general information
on the problem,

The Blood Alcohol Concentration (BAC) of someona
who Is drinking depends upon four things:

® The amount of alcohal consumed
* The drinker's body weight

® The amount of food that is consumed before and
durina drinking

o The length of time it has taken the drinker to
consume the alcohol.

According to the Amarican Medical Association, a 180 Ib
(82 kg) person who drinks three 12 ounce {355 ml)
bottles of bear in an hour will end up with a BAC

of about 0.06 percenl. The person would reach the

same BAC by drinking three 4 ounce (120 ml) glasses
of wine or three mixed drinks if each had 1 - 1/2 ounces
{45 mil) of a liquor like whiskey, gin or vodka.

It's the amount of alcohol that counts. For example, if
the same person drank three double martinis (3 cunces
or 80 mi of liquor each) within an hour, the person's
BAC would ba close to 0.12 percent. A person

who consumes food just before or during drinking will
have a somewhat lower BAC lavel,
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There is a gender difference, tloo. Women generally
have a lower relative percentage of body water

than men. Since aleohol is carried in body water, this
means that a woman generally will reach a higher BAC
level than a man of her same body weight when

each hasg tha same number of drinks.

The law in an increasing number of U.S, states, and
throughout Canada, sets the legal limit at 0.08 percent.
In some other countries, the limit is even lower. For

example, it is 0.05 percent in both France and Germany.

The BAC limit for all commercial drivers in the United
States is 0.04 percent.

The BAC will be over 0.10 percent after three fo six
drinks (in one hour). Of course, as we've seen, it
depends on how much alcohol is in the drinks, and how
quickly the person drinks them.

But the ability to drive Is affected well below a BAC of
0.10 percent. Research shows that the driving skills

of many people are impaired at a BAC approaching
0.05 percent, and that the effects are worse at night. All
drivers are impaired at BAC levels above 0,05 percent.
Statistics show that the chance of being in a collision
increases sharply for drivers who have a BAC of

0.05 percent or above. A driver with a BAC level of
0.06 percent has doubled his or her chance of having a
collision, At a BAC level of 0.10 percent, the chance

of this driver having a collision is 12 times greater; at a
level of 0.16 percent, the chance is 25 times greatar!

The body takes about an hour to rid itself of the alcohol
in ane drink. No amount of coffee or number of cold
showers will speed that up, “I'll be careful” isn't the right
answer. What if there's an emergency, a need fo

take sudden achon, as when a child darts into the
street? A person with even a moderate BAC might not
be able to react quickly enough to avoid the collision.

There's something else about drinking and driving that
many people don't know. Medical research shows
that alcohol in a person's system can make crash
injuries worse, especially injuries to the brain, spinal
cord or heart, This means that when anyone who

has been drinking — driver or passenger — s in a
crash, that person's chance of being killed or
permanently disabled is higher than if the person had
not been drinking.

4-4
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/\ CAUTION:

Drinking and then driving is very dangerous.
Your reflexes, perceptions, attentiveness and
judgement can be affected by even a small
amount of alcohol. You can have a serious—or
even fatal—collision if you drive after drinking.
Please don't drink and drive or ride with a
driver who has been drinking. Ride home in a
cab; or if you're with a group, designate a
driver who will not drink.

Control of a Vehicle

You have three systems that make your vehicle go
where you wanl it to go. They are the brakes, the

stearing and the accelerator. All three systems have fo

do their work at the places where the lires meet
the road.
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Sometimes, as when you're driving on snow or ice, it's
aasy 1o ask more of those control systems than the

tires and road can provide. That means you can lose
control of your vehicle. Also see Traction Conirol System

(TCS) on page 4-8.

Braking

Braking action involves perception fime and
reaction lime.

First, you have to decide to push on the brake pedal.
That's perception time. Then you have to bring up your
foct and do it. That's reaction fime.

Average reaction time Is about 3/4 of a second. But
that's only an average. It might be less with one driver
and as long as two or three seconds or mora with
another. Age, physical condition, aleriness, coordination
and eyesight all play a parl. So do alcohol, drugs and
lrustration. But even in 3/4 of a second, a vehicle moving
at 60 mph (100 kmvh) travels 66 feet (20 m). That

could be a lot of distance in an emergency, 50 keeping
enough space between your vehicle and others is
imporiant.

And, of course, actual stopping distances vary greatly
with the surface of the road (whether it's pavemant

or gravel); the condition of the road (wet, dry, (cy); tire
tread; the condition of your brakes; the weight of

the vehicle and the amount of brake force applied.

Avoid needless heavy braking. Some people drive in
spurts — heavy acceleration followed by heavy braking
— rather than keeping pace with traffic. Thisis a
mistake. Your brakes may not have time to cool between
hard stops, Your brakes will wear out much faster if

you de a lot of heavy braking. If you keep pace with the
traffic and allow realistic following distances, you will
eliminate a lot of unnecessary braking. That means
batter braking and longer brake life.

If your engine ever stops while you're driving, brake
narmally but don't pump your brakes. If you do,

the pedal may get harder to push down. If your engine
stops, you will still have some power brake assist.

But you will use it when you brake. Once the power
assist is used up, it may take longer 1o slop and

the brake pedal will be harder to push.

4-6
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Anti-lock Brake System (ABS)

Your vehicle has anti-lock brakes. ABS is an advanced
electronic braking systam that will help prevent a
braking skid.

When you start your engine and begin to drive away,
your anti-lock brake system will check itsell. You

may hear a momentary motor or clicking noisa while
this test is going on, and you may even notice that your
brake pedal moves a little. This is normal.

&)

If there's a problem with

this warmning light will
stay on. See Anti-Lock
Brake System Warning
Light on page 3-36.

the anti-lock brake system,

Let's say the road is wet and you're driving safely.
Suddenly, an animal jumps out in front of you. You slam
on the brakes and continue braking. Here's what
hanpens with ABS:

A computer senses thal wheels are slowing down. If
one of the wheels is about to stop rolling, the computer
will separately work the brakes at each front wheel

and al both rear wheels.

The anti-lock system can change the brake pressure
faster than any driver could, The computer |s
pregrammed o make the most of available tire and road
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conditions. This can help you steer around the obstacle
while braking hard.

As you brake, your computer keeps receiving updates
on wheel speed and controls braking pressure
accordingly

Remember: Anti-lock doesn't change the time you need
to get your foot up to the brake pedal or always
decrease stopping distance. If you gel too close to the
vehicle in front of you, you won't have time to apply

your brakes If that vehicle suddenly slows or stops.
Always leave enough room up ahead to stop. even
though you have anti-lock brakes.

Using Anti-Lock

Don’t pump the brakes. Just hold the brake pedal down
firmly and let anti-lock work for you. You may hear a
motor or clicking nosie during a hard stop, but this

is normal.

Braking in Emergencies

With anti-lock, you can steer and brake al the same
time. In many emergencies, steering can help you more
than even the very best braking.

Traction Control System (TCS)

Your vehicle may have a traction control system that
limits wheel spin. This is especially useful in slippery
road conditions. The system operates only if it senses
that one or both of the front wheels are spinning or
beginning to lose traction. When this happens,

the system works the front brakes and reduces engine
power to limit wheel spin.

4-8
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TRAC
ON I

TRAC
OFF

United States Canada
This light will come on when your traction control
systern is limiting wheel spin. See Traction Controf
Syslem Active Light on page 3-38.

You may feel or hear the system working, but this is
normal.

It your vehicle is in cruise control when the traction
control system begins 1o limit wheel spin, the cruise
control will automatically disengage. When road
conditions allow you to safely usa it again. you may
reengage the cruise control. See "Cruise Control” under
Turn SignalMultifunction Lever on page 3-8.

United States Canada

This light should come on briefly when you start the
engine. If it stays on or comes on while you are driving,
there’s a problem with your traction control system.

See Traction Control System (TCS) Warning Light on
page 3-37. When this warning light is on, the system will
not limit wheel spin. Adjust your driving accordingly.

The traction control system automatically comes

on whenever you start your vehicle. To limit wheel spin,
especially in slippery road conditions, you should
dalways leave the system on. But you can turn the
traction control system off If you ever need to. You
should turn the system off if your vehicle ever gets stuck
in sand, mud or snow and rocking the vehicle is
required. See “Rocking Your Vehicle To Get It Out”
under If You Are Stuck: In Sand, Mud, lce or Snow on
page 4-32.
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T turn the system off,
press the TC button on the
center cansale.

The traction control system waming light will come on
and stay on. If the system is limiting wheel spin

when you press the button, the warning light will come
on — but the system won't turn off nght away. It will
walt until thera's no longer a cument need to limit
wheel spin,

You can turn the system back on at any time by
pressing the button again. The traction control system
warning light should go off.

Steering
Power Steering

If you lose power steering assist because the engine
slops or the system is not functioning, you can steer but
it will take much more effart,

Magnetic-Speed Variable Assist
Steering

Your vehicle is equipped with a steering system that
continuously adjusts the effort you feel when steering at

all vehicle speeds. It provides ease when parking,
vel a firm, solid feel at highway speeds.

4-10
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Steering Tips
Driving on Curves

It's important to take curves at a reasonable speed.

A lot of the “driver lost control™ accidents mentioned an
the news happen on curves. Here's why:

Experenced driver or beginner, each of us is subject to
the same laws of physics when driving on curves.

The traction of the lires against the road surface makes
it possible for the vehicle to change its path when

you tum the front wheels. If there's no traction, inertia
will keep the vehicle going in the same direction. If
you've ever tried to steer a vehicle on wet ice, you'll
understand this.

The traction you can get in a curve depends on the
condition of your tires and the road surface, the angle at
which the curve is banked, and your speed. While
you're in a curve, speed is the one factor you can
control.

Suppose you're steering through a sharp curve. Then
wni =uddenly arrelarate Roth eontrol svstams —
steering and acceleration — have to do their work where
the tires meet the road. Adding the sudden acceleration
can demand too much of those places. You can lose
control. See Traction Control System (TCS) on page 4-8.

What should you do if this ever happens? Ease up on
the accelerator pedal, steer the vehicle the way you
wanl il to go, and slow down.

|f you have Stabilitrak™, you may see the STABILITY
ACTIVE message on the Driver Information Center. See
“Stability Active Message" under DIC Warnings and
Messages on page 3-50.

Speed limit signs near curves warn that you should
adjust your speed. Of course, the posted speeds

are based on good weather and road conditions. Under
less favorable conditions you'll want to go slower.

if you need to reduce your speed as you approach a
curve, do it before you enter the curve, while your front
wheels are straight ahead.

Try to adjust your speed so you can “drive” through the
curve, Maintain a reascnable, steady speed. Wail to
accelerate until you are oul of the curve, and then
accelerate gently into the straightaway.
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Steering in Emergencies

There are times when steering can be more efiective
than braking. For example, you come over-a hill and find
a truck stopped in your lane, or a car suddenly pulls

out from nowhera, or a child darts out from between
parked cars and stops right in front of you. You

can avoid these problems by braking — if you can stop
in tima, But sometimes you can't: there isn't room.
That's the time for evasive action — steering around the
problem.

Your vehicle can perform very well in emergencies like
these, First apply yvour brakes.

See Braking on page 4-6. It is better to remove as much
speed as you can from a possible collision. Then

stear around the problem, to the left or rght depending
on the space available,

An emergency like this requires close attention and a
quick decision. If you are holding the steering wheel at
the recommended 9 and 3 o'clock positions, you

can turn it a full 180 degrees very quickly without
removing either hand. But you have to act fast, steer
quickly, and just as quickly straighten the wheel

once you have avoided the objecl.

The fact that such emergency situafions are always
possible is a good reason lo practice defensive driving
at all imes and wear safety belts properly.

4-12
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Off-Road Recovery

You may find that your right wheels have dropped off
the edge of a road onto the shoulder while you're
driving,

If the level of the shoulder is only slightly below the
pavement, recovery should be fairly easy. Ease off the
accelerator and then, If thers is nothing In the way,
slear so that your vehicle straddles the edge of

the pavement. You can tum the steering wheel up to
one-guarter turn until the right front tire contacts

the pavement edge. Then turn your steering wheal to go
straight down the roadway.

Passing

The driver of a vehicle about to pass another on a
iwo-lane highway waits for just the right moment,
accelerates, moves around the vehicle ahead, then
goees back into the right lane again. A simple maneuver?

Mot necessarily! Passing another vehicle on a two-lane
highway |s a potentially dangerous move, since the
passing vehicle occupies the same lane as oncoming
traffic for several seconds. A miscalculation, an error in
judgment, or a brief surrender to frustration or anger
can suddenly put the passing driver face to face with the
worst of all traffic accidents — the haad-on collision.
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So hara are some tips for passing:

»

“Drive ahead." Look down the road, to the sides
and to crossroads for situations that might affect
your passing patterns. If you have any doubt
whatsoever about making a successful pass, wait
for a better time.

Watch for traffic signs, pavement markings and
lines. If you can see a sign up ahead that might
indicate a tum or an intersection, delay your pass.
A broken center line usually indicates it's all

right to pass (providing the road ahead is clear).
Mever cross a solid line on your side of the lane or
a double solid line, even if the road seems empty
of approaching traffic.

Do not get too close to the vehicle you want to
pass while you're awaiting an opportunity. For

one thing, following too closely reduces your area
of vision, especially if you're following a larger
vehicle. Also, you won't have adequate space if the
vehicle ahead suddenly slows or stops. Keep

back a reasonable distance.

s When it looks like a chance to pass is coming up,

stari to accelerale but stay in the right lane and
don't get too close. Time your move so you will be
increasing speed as the ime comes {o move

into the other lane. if the way is clear 1o pass, you
will have a “running start” that more than makes
up for the distance you would lose by dropping
back. And if something happens to cause you fo
cancel your pass, you need only slow down

and drop back again and wait for another
opportunity.

If other vaehicles are lined up to pass a slow vehicle,
wait your tum. But take care that someone isn't
trying to pass you as you pull out to pass the slow
vehicle. Remember to glance over your shoulder
and check the blind spot.

Check your mirrors, glance over your shoulder, and
start your left lane change signal before moving out
of the right lane to pass. When you are far

enough ahead of the passed vehicle to see ils front
in your inside mirror, activate your right lane
change signal and move back into the right lane.
{Remember that your right outside mirror is convex.
The vehicle you just passed may seem 1o be
tarther away from you than it really is.)
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* Try not to pass more than one vehicle at a time on
two-lane roads. Reconsider before passing the
next vehicle.

* Don't overtake a slowly moving vehicle too rapidly.
Even though the brake lamps are not llashing, it
may be slowing down or starting to tum.

* |f you're being passed, make it easy for the
following driver to get ahead of you. Perhaps you
can ease a little to the right.

Loss of Control

Let's review what driving experts say about what
happens when the three control systems (brakes.
steering and accelaration) don't have enough friction
where the tires meet the road to do what the driver has
askead

In any emargency, don'l give up. Keep trying fo steer
and constantly seek an escape route or area of
less danger.

Skidding

In a skid, a driver can lose control of the vehicle.
Defensive drivers avoid most skids by taking reasonable
care sulted to existing conditions, and by not
“overdriving” those conditions. Bul skids are always
possible.

The three types of skids commespond lo your vehicle's
three control systems. In the braking skid, your wheels
aren't rolling. In the steering or cornering skid. too
much speed or steering in a curve causes lires to slip
and lose comering force. And in the acceleration

skid, toc much throttle causes the driving wheels

to spin.

A cornering skid is best handled by easing your foot off
the accelerator pedal.

Remember: Any traction control system helps avoid only
the acceleration skid. If your traction control system is
oft, then an acceleration skid s also best handled

by easing your foot off the accelerator pedal.

If your vehicle starts to slide, ease your foot off the
accelerator pedal and quickly steer the way you want
the vehicle to go. If you start steering quickly enough,
your vehicle may straighten oul. Always be ready

for a second skid if it occurs.
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If you have Stabilitrak™, you may see the STABILITY
ACTIVE message on the Driver Information Center, See
“Stability Active Message™ under DIC Warnings and
Messages on page 3-50.

Of course, traction is reduced when waler, snow, ice,
gravel or other material is on the road. For safety, you'll
want to slow down and adjust your driving 1o these
conditions. It is important o slow down on slippery
surfaces because stopping distance will be longer and
vahicle control more limited.

While driving on a surface with reduced lraction, try
your best to avoid sudden steering, acceleration

or braking (including engine braking by shifting to a
lower gear). Any sudden changes could cause the tires
to slide. You may not realize the surface is slippery

until your vehicle is skidding. Learn to recognize waming
clues — such as encugh water, ice or packed snow

on the road to make a *mirrored surface” — and slow
down when you have any doubt.

Remember: Any anti-lock brake system (ABS) helps
avoid only the braking skid.

Driving at Night

Night driving is more dangerous than day driving. One
reason is that some drivers are likely to be impaired

— by alcohol or drugs, with night vision problems, or by
fatigue.

Here are some tips on night driving.
® [Drive defensively.
& Don't drink and drive.

4-16
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* Adjust your inside rearview mirror lo reduce the
glare from headlamps behind you.

* Since you can't see as well, you may need to slow
down and keep more space between you and
nther vehicles.

= Slow down, especially an higher speed roads. Your
headlamps can light up only so much road ahead.

* |n remote areas, watch for animals.

* |f you're tired, pull off the road in a safe place
and rest.

Mo cne can see as well at night as in the daytime. But
as we get older these differences increase. A
50-year-old drivar may require at least twice as much
light to see the same thing at night as a 20-year-old.

What you do in the daytime can also affect your

night vision. For example, if you spend the day in bright
sunshine you are wise o wear sunglasses. Your

eyes will have less trouble adjusting to night. But if
you're driving, don’t wear sunglasses at night. They may
Gul Ui o glare e Deadianmps, bul ey aiso

make a lot of things Invisible.

You can be temporarily blinded by approaching
headlamps. It can take a second or two, or even several
seconds, for your eyes to readjust to the dark. When
you are faced with severe glare (as from a driver

who doesn't lower the high beams, or a vehicle with
misaimed headlamps), slow down a little. Avoid staring
directly into the approaching headiamps.

Keep your windshield and all the glass on your vehicle
clean — inside and out. Glare at night Is made much
worse by dirt on the glass. Even the inside of the glass
can build up a film caused by dust. Difty glass makes
lights dazzle and flash more than clean glass would,
making the pupils of your eyes contract repeatedly.

Remember that your headlamps light up far less of a
roadway when you are In a turn or curve, Keep

your eyes moving; that way, it's easier to pick out dimly
lighted objects. Just as your headlamps should be
checked regularly for proper aim, so should your eyes
be examined regularly. Some drivers suffer from

night blindness — the inability to see in dim light — and
aren't even aware of it.
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Driving in Rain and on Wet Roads

Rain and we! roads can mean driving trouble. On a wet
road, you can't stop, accelerate or tum as wall

because your tire-to-road traction isn't as good as on
dry roads. And, if your tires don't have much fread lefi,
you'll get even less traction. I's always wise to go
slower and be cautious if rain starts to fall while you are
driving. The surface may gel wet suddenly when your
reflexes are tuned for driving on dry pavement.

The heavier the rain, the harder it is to see. Even if your
windshield wiper blades are in good shape, a heavy
rain can make it harder o see road signs and

traffic signals, pavement markings, the edge of the road
and even people walking.

It's wise to keep your windshield wiping equipment in
good shape and keep your windshield washer tank filled
with washer fluid. Replace your windshield wiper

insens when they show signs of streaking or missing
areas on the windshield, or when strips of rubber start to
separate from the inseris.
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A\ CAUTION:

Wet brakes can cause accidents. They won't
work as well in a quick stop and may cause
pulling to one side. You could lose control of
the vehicle.

After driving through a large puddle of water
or a car wash, apply your brake pedal lightly
until your brakes work normally.

- I.|. |I. |I.-; -: TR RY 5,
_.__'_ j.|||_||lllll!-:-“.
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Driving too fast through large water puddles or even
going through some car washes can cause problems,
too. The water may affect your brakes. Try to avoid
PUitiEs. Bul i yuu gEn, iy U sSiow dow ) Do you
hit them.

Hydroplaning

Hydroplaning is dangerous. So much water can build up
under your tires that they can actually ride on the

water, This can happen if the road is wet enough and
you're going fast enough. When your vehicle is
hydroplaning, it has ittle or no contact with the road.
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Hydroplaning doesn't happen often, But it can if your Driving Through Flowing Water
tires do not have much traad or if the pressure in one or

mare (s low, It can happen if a lot of waler |s standing

on the road. If you can see reflections from trees, P CAUTION:

telephone poles or other vehicles, and raindrops

“dimple” the water's surface, there could be
hydroplaning. Flowing or rushing water creates strong

Hydroplaning usually happens at higher speeds. There forces. If you try to drive through flowing

just isn't a hard and fast rule about hydroplaning water, as you might at a low water crossing,
The best advice is to slow down when [t is raining. your vehicle can be carried away. As little as

. six inches of flowing water can carry away a
Driving Through Deep Standing Water smaller vehicle. If this happens, you and other

Notice: I you drive too quickly through deep vahicle I':"r""3':":"5""'!“" could drown. t_’""'t ignore
puddles or standing water, water can come in police warning signs, and otherwise be very
“I”ruugh yuur mginﬂ.'s alr In‘tahe and b_adlv damage cHLﬁIﬂIJE ﬂhﬂu‘l tr]l'lﬂg tu drI\I'H thrﬂugh fIUWJ-ng
your engine. Never drive through water that is water.

slightly lower than the underbody of your vehicle. If
you can't avoid deep puddles or standing water, s ;
drive through them very slowly. Some Other Rainy Weather Tips

® Besides slowing down, allow some extra following
distance, And be especially careful when you
pass another vehicle. Allow yoursell more clear
room ahead, and be prapared to have your
wiew restricted by road spray

®* Have good tires with proper tread depth. See Tires
on page 5-60.

4-20

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

City Driving

One of the biggest problems with city streets is the
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what the other drivers are doing and pay attention

to traffic signals.

Here are ways lo increase your safety in city driving:
* Know the best way to get to where you are

going. Get a city map and plan your trip into
an unknown part of the city just as you would for a
cross-country trip.

Try to use the freeways that rim and cnsscross
most large cifies. You'll save time and energy.
See the next part, “Freeway Driving."

Treat a green light as a warning signal. A traffic
light is there because the comer is busy enough

to need it. When a light turns green, and just before
you start to move, check both ways for vehicles
that have not cleared the intersection or may

be running the red light.
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Freeway Driving

Mile for mile, freeways (also called thruways, parkways,
expressways, turnpikes or superhighways) are the
safesi of all roads. But they have their own special rules.

The most important advice on freeway driving is: Keep
up with traffic and keep to the right. Drive at the

same speed most of the other drivers are driving.
Too-fasl or too-slow driving breaks a smooth traffic flow.
Treat the left lane on a freeway as a passing lane.

At the entrance, there is usually a ramp that leads lo
the freeway. If you have a ciear view of the freeway as
you drive along the entrance ramp, you should begin

to check fraffic. Try to determine where you expect

to blend with the flow. Try to merge into the gap al close
to the prevailing speed. Switch on your tum signal,
check your mirrors and glance over your shoulder as
often as necessary. Try to bland smoothly with the
traffic flow.

Once you are on the freeway, adjust your speed to the
posted limit or to the prevailing rate if iU's slower.
Stay in the right lane unless you want to pass.

Before changing lanes, check your mirrars. Then use
your turn signal.

Just before you leave the lane, glance quickly over your
shoulder to make sure there isn't another vehicle in
your “blind" spot.

4-22
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Once you are moving on the freeway, make certain you
allow a reasonable following distance.

Expect to move slightly slower at night.

When you want to leave the freeway, move to the
praper lane well in advance. It you miss your exit, do
not, under any circumstances, stop and back up. Drive
on to the next axit.

The exit ramp can be curved, sometimes guite sharply.
The exit speed is usually posted. Reduce your speed
according to your speedomastar, not to your sense

of maotion. After driving for any dislance at higher
speeds, you may tend to think you are going slower
than you actually are.

Before Leaving on a Long Trip

Make sure you're ready. Try to be well rested. If you
must start when you're not fresh — such as after a day's
work — don'l plan to make too many miles that first

part of the journey. Wear comfortable clothing and shoes
vou can easily drive in.

Is your vehicle ready for a long trip? If you keep it
serviced and maintained, it's ready to go. If it needs
service, have il done before starting out. Of course,
you'll find experienced and able service experts

in dealerships all across North America. They'll be
ready and willing to help if you need it.

Here are some things you can check before a trip:
®  Windshield Washer Fluid: Is the reserior full? Are
all windows clean inside and outside?
* Wiper Blades: Are they in geod shape?

* Fuel, Engine Oil, Other Fluids: Have you checked
all levels?

* [amps: Are they all working? Are the lenses clean?

* Tires: They are vitally important to a safe,
trouble-free trip, Is the tread good enough for
long-distance driving? Are the tires all inflated to the
recommended pressura?

*  Weather Forecasts: What's the weaather oullook

aleng your route? Should you delay your trip a
short ime 1o aveid a major storm system?

®* Maps: Do you have up-to-date maps?
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Highway Hypnosis Hill and Mountain Roads

Is there actually such a condition as “highway
hypnosis™? Or is it just plain falling asleep at the wheel?
Call it highway hypnosis, lack of awareness, or
whatever.

There s something about an easy stretch of road with
the same scenery, along with the hum of the tires on the
road, the drone of the engine, and the rush of the

wind against the vehicle that can make you sleepy. Don't
let it happen to youl If it does, your vehicle can leave
the road in less than a second, and you could crash and
be injured.

What can you do about highway hypnosis? First, be
aware that it can happen.

Then here are some tips:

* Make sure your vehicle is well ventilated, with a
comforably cool interor.

* Keep your eyes moving. Secan the road ahead and

fo the sides, Check your rearview mirrors and your
instruments frequently.

* |f you get slespy, pull off the road into a rest,
service of parking area and take a nap, gel some
exercise, or both. For safety, treat drowsiness
an the highway as an emergency.

Driving on steep hills or mountains is different from
driving in flat or rolling terrain.

4-24
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If you drive reqularly in steep country, or if you're
planning to visit there, here are some tips that can make
your trips safer and more enjoyable.

A\ CAUTION:

* Keep your vehicle in good shape. Check all fluid
levels and also the brakes, tires, cooling system
and transaxle, These parts can work hard on
mountain roads.

* Know how to go down hills. The most important
thing to know is this: let your engine do some of
the slowing down. Shift to a lower gear when you go
down a steep or long hill,

Coasting downhill in NEUTRAL (N) or with the
ignition off is dangerous. Your brakes will have
to do all the work of slowing down. They could
get so hot that they wouldn't work well. You
would then have poor braking or even none
going down a hill. You could crash. Always
have your engine running and your vehicle in
gear when you go downbhill.

N\ CAUTION:

If you don't shift down, your brakes could get
s0 hot that they wouldn't work well. You would
then have poor braking or even none going
down a hill, You could crash. Shift down to let
wnilir anning accict vnnr hraboe nn o ctaam

downhill slope.
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* Know how to go uphill. Drive in the highest gear Winter Driving
possible.

® Stay in your own lane when driving on two-lane
roads in hills or mountains. Don't swing wide or

cut across the center of the road, Drive at speeds
that let you stay in your own lane.

* Asg you go over the top of a hill, be alert. There
could be something in your lane, like a stalled car or
an accidant.

® ‘You may see highway signs on mountains that
warn of special problems, Examples are long
grades, passing or no-passing zones, a falling rocks
area or winding roads. Be alert to these and take
appropriate action.

Here are some tips for winter driving:
* Have your vehicle in good shape for winter.

* You may want to put winter emergency supplies in
your trunk.
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Inciude an ice scraper, a small brush or broom, a
supply of windshield washer fluid, a rag, some winter
outer clothing, a small shovel, a flashlight, a red

cloth and a couple of reflective waming triangles. And, if
you will be driving under severe conditions, include a
small bag of sand, a piece of old carpet or a couple of
burlap bags to help provide traction. Be sure you
properly secure lhese ilems in your vehicle.
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Driving on Snow or Ice

Mast of the time, those places where your tires meet
the road probably have good traction.

Howewver, if thera is snow or ice between your fires and
the road, you can have a very slippery situation.

You'll have a lol less traction or "grip” and will need to
be very careful

What's the worst time for this? *“Wat ice.” Very cold
snow or ice can be slick and hard to drive on. But wet
ice can be even more trouble because it may offer

the least traction of all. You can get wet ice when if's
about freezing (32°F; 0°C) and freezing rain begins

to fall. Try to avoid driving on wet ice until salt and sand
crews can get there.

Whatever the condition — smooth ice, packed, blowing
or loose snow drivie with caufion.

Keep your traction control system on. [t improves your
ability to accelerate when driving on a slippary road.
Even though your vehicle has a traction control system,
vou'll want to slow down and adjust your dnving to

the road conditions, See Traclion Conlrol System (TCS)
on page &-8,
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Your anti-lock brakes improve your vehicle's stability
when you make a hard stop on a slippery road,

Even though you have the anti-lock braking system,
you'll want to begin stopping sooner than you would on
dry pavement. See Braking on page 4-6.

* Allow greater following distance on any slippery
roaa.

¢ Walch for slippery spois. The road might be fine
until you hit a spot that's covered with ice. On
an olherwise clear road, ice patches may appear in
shaded areas where the sun can't reach: around
clumps of trees, behind buildings or under bridges.
Sometimes the surface of a curve or an overpass
may remain icy when the surrounding roads
are clear. If you see a patch of ice ahead of you,
brake before you are on it. Try not to brake
while you're actually on the ice, and avoid sudden
steering maneuvers.

if You're Caught in a Blizzard

If you are stopped by heavy snow, you could be in a
Serious siluation. You should probably stay with

your vehicle unless you know for sura that you are near
help and you can hike through the snow. Here are
some things to do to summaon help and keep yourself
and your passengers safe:

* Turn on your hazard flashers.
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* Tie a red cloth fo your vehicle to alert police that
you've bean stopped by the snow.

Put on extra clothing or wrap a blanket around you,
If you have no blankets or extra clothing, make
body insulators from newspapers, buriap bags, rags,
floor mats — anything you can wrap around
yourself or tuck under your clothing to keep wamm.

You can run the engine to keep warm, but be careful.
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A\ CAUTION:

Snow can trap exhaust gases under your
vehicle. This can cause deadly CO (carbon
monoxide) gas to get inside. CO could
overcome you and kill you. You can't see it or
smell it, so you might not know it is in your
vehicle, Clear away snow from around the
base of your vehicle, especially any that is
blocking your exhaust pipe. And check around
again from time to time to be sure snow
doesn't collect there.

Open a window just a little on the side of the
vehicle that's away from the wind. Thigs will
help keep CO out.

RAun your engine only as long as you musl. This saves
fuel. When you run the engine, make it go a little

faster than just idle. That is, push the accelerator
slightly. This uses less fuel for the heal that you get and
it keeps the battery charged. You will need a
well-charged battery to restart the vehicle, and possibly
for signaling later an with your headlamps. Let the
heater run for a while

Then, shut the engine off and close the window almost
all the way to preserve the heal. Stanl the engine

again and repeat this only when you feel really
uncomfortable from the cold. But do it as little as
possible. Preserve the fuel as long as you can. To help
keep warm, you can get out of the vehicle and do

some fairly vigorous exercises every half hour or so until
help comes.
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If You Are Stuck: In Sand, Mud, Ice
or Snow

In order to free your vehicle when it is stuck, you will
need to spin the wheels, but you don't want to spin your
wheals too fast. The method known as “rocking” can
help you gel out when you're stuck, but you must

use caution.

A\ CAUTION:

If you let your tires spin at high speed, they
can explode, and you or others could be
injured. And, the transaxle or other paris of the
vehicle can overheat. That could cause an
engine compartment fire or other damage.
When you're stuck, spin the wheels as little as
possible. Don’t spin the wheels above 35 mph
{55 km/h) as shown on the speedometer.

Notice: Spinning your wheels can destroy parts of
your vehicle as well as the tires. If you spin the
wheels too fast while shifting your transaxle back
and forth, you can destroy your transaxle. See
“Rocking Your Vehicle To Get It Qut.”

For infermation about using tire chains on your vehicle,
see Tire Chains on page 5-70.

Rocking Your Vehicle To Get It Out

First, turn your steering wheel left and right. That will
clear the area around your front wheels. If your vehicle
has traction control, you should tum the system off.

See Traction Control System (TCS) on page 4-8. Then
shift back and forth between REVERSE (R} and a
forward gear, spinning the wheels as little as possibie,
Release the accelerator pedal while you shift, and press
lightly on the accelerator pedal when the transaxie is

in gear. By slowly spinning your wheels in the forward
and raverse directions, you will cause a rocking

motion that may free your vehicle. If that doesn't get
you out after a few tries, you may need to be lowed out.
If you do need to be towed out, see “Towing Your
Vehicle" following.
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Towing

Towing Your Vehicle

Consult wour dealer or a professional towing service if
you need to have your disabled vehicle towed. See
Roadside Assistance Program on page 7-5.

If you want to tow your vehicle behind another vehicle
for recreational purposes (such as behind a motorhome),
see "Recreational Vehicle Towing" following.

Recreational Vehicle Towing

Recreational vehicle towing means towing your vehicle
bahind anothar vehicle - such as behind 8 motorhome.
The two most common types of recreational vehicle
towing are known as “dinghy towing” {towing your
vehicle with all four wheels on the ground) and “dolly
towing” (towing your vehicle with two wheels on

the ground and two wheels up on a device known as a
“rrdhu™)

With the proper preparation and equipment, many
vehicles can be lowed in these ways. See "Dinghy
Towing" and "Dolly Towing,” following.

Here are some important things to consider before you
do recreational vehicle towing:

* What's the lowing capacity of the towing vehicle?
Be sure you read the tow vehicle manufacturer's
recommendations,

* How far will you tow? Some vehicles have
restrictions on how far and how long they can tow.

* Do you have the proper towing equipment?
See your dealer or trailering professional for
additional advice and equipment recommendations.

* |z your vehicle ready to be towed? Just as you
would prepare your vehicle for a long trip, you'l
want to make sure your vehicle is prepared 1o be
towed. See Before Leaving on a Long Trip on
page 4-23.

Dinghy Towing

Notice: Towing your vehicle with all four wheels on
the ground will damage drivetrain components.
VOl VETIGIE Was Mol Uesigned 10 DS Lowad Wwith an 1our
wheels on the ground. If your vehicle must be lowed,
you should use a dolly. See “Dolly Towing” that follows
for more information.
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Dolly Towing

Your vehicle can be towed using a dolly. To tow your
vehicle using a dolly, follow these steps:

1. Put the front wheels an the dolly.

2. Pul the vehicle in PARK (P).

3. Sel the parking brake and then remove the key.
4

. Clamp the steering wheel in a straight-ahead
position.

5. Release the parking brake.

Loading Your Vehicle

— — —

J-— ————— "%
E TIRE-LOADING INFDRWATION

DCCUPANTS VEHICLE CAP.
FAT. CTR. AR, TI;%AL

MAX. LOADING & GAWIR SAME A5
|

Two labels on your vehicle show how much weight it
may properly carry. The Tire-Loading Information

label found on the rear edge of the driver's door tells
you the proper size, speed rating and recommended
inflation pressures for the tires on your vehicle. It also
gives you important information about the number

of people that can be in your vehicle and the tolal weight
that you can carry. This weight is called the Vehicle
Capacity Weight and includes the weight of all
occupants, cargo and all nonfactory-installed options.
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! WFD BY GENERAL MOTORS COR®
DATE  GWH  GAWRFRT
| |

200 | 5 CAR

e

THIS VEHIGLE CONFORMS T0 A & OTOA
WEHICLE BAFETY, BUMPER NI ARDARDE IN
EFFECT ON THE F ABONVE,

J

The other label is the Cerification label, found on the
rear edge of the driver's door. It tells you the gross

weight capacity of your vehicle, called the Gross Vehicle

Weight Rating (GVWR). The GVWR includes the
weight of the vehicle, all occupants, fuel and cargo.

Never exceed the GVWH for your vehicle, or the Gross

Axie Wainht Dalineg (2 AR for githar tha front oy

rear axle.

And, if you do have a heavy load, you should spread it
out. Don't carry more than 176 |bs. (B0 kg) in your
triurk.

A\ CAUTION:

Do not load your vehicle any heavier than the
GVWR, or either the maximum front or rear
GAWR. If you do, parts on your vehicle can
break, and it can change the way your vehicle
handles. These could cause you to lose
control and crash. Also, overloading can
shorten the life of your vehicle.

MNotice: Your warranty does not cover parts or
components that fail because of overloading.
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If you put things Inside your vehicle — like suitcases, Automatic Level Control
tools, packages, or anything else — they will go as fast

as the vehicle goes. If you have to stop or tum This feature keeps the rear of your vehicle level as the
quickly, or if there is a crash, they’ll keep going. load changes. It is automatic — you do not need to
adjust anything.
A\ CAUTION: Towing a Trailer
Things you put inside your vehicle can strike
and injure people in a sudden stop or turn, or & C.ﬂ.UTIﬂN:
in a crash.
trunk, put them as far forward as you can. drive properly, you can lose control when you
Try to spread the weight evenly. pull a trailer, For example, if the trailer is too
® Never stack heavier things, like suitcases, heavy, the brakes may not work well — or even
inside the vehicle so that some of them at all. You and your passengers could be

are above the tops of the seats.

® [on't leave an unsecured child restraint in
your vehicle,

®* When you carry something inside the
vehicle, secure it whenever you can.

seriously injured. You may also damage your
vehicle; the resulting repairs would not be
covered by your warranty. Pull a trailer only if
you have followed all the steps in this section.
Ask your dealer for advice and information
about towing a trailer with your vehicle.
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Your vehicle can low a traller if il Is eguipped with the
proper trailer towing equipment. To identity what

the vehicle trailering capacity is for your vehicle, you
should read the information in “Welght of the Trailer” that
appears later in this section. But trailering is different
than just driving your vehicle by itself. Trallering means
changes in handling, durability and fuel economy
Successful, safe trallering takes correct equipmenl, and
it has to be used properly.

That's the reason for this part. In it are many time-tested,
impartant trailering lips and safely rules. Many of

these are important for your safety and that of your
passengers. So please read this section carefully before
yoll pull & trailer,

Load-pulling components such as the engine, transaxie,
wheel assemblies and lires are forced 1o work harder
against the drag of the added weight. The engine

is required to operale al relatively higher speeds and
under greater loads, generating extra heat. What's more,
the trailer adds considerably to wind resistance,
increasing the pulling requirements,

If You Do Decide To Pull A Trailer

If you do, herg are some imporant points.

* There are many different laws, including speed limit
restrictions, having to do with trailering. Make sure
your rig will be legal, not only where you live
but also where you'll be driving. A good source for
this information can be siate or provincial police.

* Consider using & sway conlrol. You can ask a hitch
dealer about sway controls

* Don'l tow a trailer at all during the first 1,000 miles

(1 G600 km) your new vehicle is drivan. Your
engine, axle or other parts could be damaged.

* Then, during the first 500 miles (800 km) that you
tow a trailer, don't drive over 50 mph (80 km/h)
and don't make starts at full throttie. This helps your
engine and other parts of your vehicle wear in at
the heavier loads.

* Obey speed limit restrictions when towing a trailer.

Don't drive faster than the maximum posted speed
for trailers, or no more than 55 mph (30 km/h),
to save wear on your vehicle's parts.

Three important considerations have to do with weight:
® the weight of the trailer,
® the walght of the trailer tongue

* and the total weight on your vehicle's tires.
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Weight of the Trailer may carry in it, and the people who will be riding in the
vehicle, And If you tow a trailer, you must add the

How heavy can a trailer safely be? longue load to the GVW because your vehicle will be
It should never weigh mare than 1,000 Ibs (450 ka). But carrying that weight, too. See Loading Your Vehicle
even that can be too heavy, on page 4-34 for more information about your vehicle's

It depends on how you plan to use your rig. For AR A Capacly,

example, speed, allitude, road grades, ouiside
temperature and how much your vehicle is used to pull
a trailer are all important, And, it can also depend

on any special equipment that you have an your vehicle.

You can ask your dealer for our trailenng information
or advica, or you can write us at:

Oldsmobile Customer Assistance Center
P.0, Box 33171
Detroit, Ml 4B232-5171

In Canada, write to:

General Motors of Canada Limited
Custormer Communication Centra, 163-005
1908 Colonel Sam Drive

Oshawa, Ontano L1H 8P7

Weight of the Trailer Tongue If you're using a weight-carrying hitch or a

The tongue load (A) of any trailer is an important weight weight-distributing hitch, the trailer tongue (A} should
o measure because it affects the total or gross weight weigh 10-15 percent of the total loaded trailer

of your vehicle. The Gross Vehicle Weight (GVW) weight (B).

includes the curb weight of the vehicle, any cargo you
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After you've loaded your trailer, weigh the trailer and
then the tongue, separately. to see if the weights

are proper. If they aren't, you may be able to get them
right simply by moving some items around in the
trailer.

Total Weight on Your Vehicle's Tires

Be sure your vehicle's liras are inflated to the upper limit
for cold tires. You'll find these numbers on the
Tire-Loading Information [abel at the rear edge of the
drivar's door or sea Loading Your Vehicle on page 4-34.
Then be sure you don't go over the GVW limit for

your vehicle, including the weight of the trailer tongue.

Hitches

It's important to have the correct hitch equipment.
Crosswinds, large trucks going by and rough roads are
a few reasons why you'll need the right hitch, Here

are some rules o follow:

® The rear bumper on your vehicle is not intended for
hitches. Do not attach rantal hitches or other
bumper-type hitches to it. Use only a
frame-mounted hitch that doas not attach to the
bumper.

* Will you have to make any holes in the body of
your vehicle whan you install a traller hitch? If
you do, then be sure to seal the holes later when
you remove the hitch. If you don't seal them, deadly
carbon monoxide (CO) from your exhaust can get
into your vehicle. See Engine Exhaust on
page 2-33. Dirt and water can also enter the
vehicle.

Safety Chains

You should always attach chains between your vehicle
and your frailer. Cross the safety chains under the
tongue of the trailer so that the tongue will not drop to
the road if it becomes separated from the hitch.
Instructions about safety chains may be provided by the
hitch manufaciurer or by the trailer manufaciurer,

Follow the manufacturer's recommaendation for attaching
safety chains and do not attach them to the bumper.
Always leave just enough slack so you can turn

with your rig. And, never allow salety chains to drag on
lhe groumd.
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Trailer Brakes

Does your traller have its own brakes?

Be sure to read and follow the instructions for the trailer
brakes so you'll be able to install, adjust and maintain
them properly.

Because you have anti-lock brakes, do not try to tap
into your vehicle's brake system. If you do, both brake
systems won't work well, or at all.

Trailer Wiring Harness

All of the electrical circuits required for your trafler
lighting system can be accessed at the driver's side rear
lamp connector. This connector is locaied under the
carpel in the rear corner of the trunk compartment.

Driving with a Trailer

Towing a trailer requires a certain amount of experience.
Before setling out for the open road, you'll want to get
to know your rig. Acquaint yourself with the feel of
handiing and braking with the added weight of the traller.
And always keep in mind that the vehicle you are
driving is now a good deal longer and not nearly as
responsive as your vehicle is by itself.

Batore you start, check the trailer hitch and platiorm
(and attachments), salety chains, electrical connector,
lamps, tires and mimor adjustment. If the trailer has
electric brakes, start your vehicle and trailer moving and
then apply the trailer brake controller by hand to be
sure the brakes are working. This lets you check your
electrical connection at the same time.

During your trip, check occaslonally to be sure that the
load is secure, and that the lamps and any trailer
brakes are still working.

Following Distance

Stay at least twice as far behind the vehicle ahead as
you would when driving your vehicle without a traller,
This can help you avoid situations that require

heawy braking and sudden turns.
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Passing

You'll need maore passing distance up ahead when
you're towing a trailer. And, because you're a good deal
longer, you'll need to go much farther beyond the
passed vehicle before you can return to your lane.

Backing Up

Hold the bottom of the steering wheel with one hand.
Then, to move the trailer to the left, just move that hand
to the left. To move the trailer to the right, move your
hand to the nght. Always back up slowly and, if possible,
have someone guide you.

Making Turns

Notice: Making very sharp turns while trailering
could cause the trailer to come In contact with the
vehicle. Your vehicle could be damaged. Avoid
making very sharp tums while trailering.

When you're tuming with a trailer, make wider turns
than normal, Do this so your trailer won't strike

soft shoulders, curbs, road signs, rees or olner objects.
Avoid jerky or sudden maneuvers, Signal well in
advance,

Turn Signals When Towing a Trailer

When you tow a trailer, your vehicle may need a
different turn signal flasher and/or extra wiring. Check
with your dealer. The arrows on your instrument

panel will flash whenever you signal a turn or lane
change. Properly hooked up, the trailer lamps will also
flash, telling other drivers you're about to tum,

change lanes or stop.

When towing a trailer, the arrows on your instrument
panel will flash for turns even if the bulbs on the trailer
are burned out. Thus, you may think drivers behind
you are seeing your signal when they are not. It's
important to check occasionally to be sure the traller
bulbs are still working.
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Driving On Grades

Reduce speed and shift to a lower gear before you star
down a long or sleep downgrade. If you don't shift
down, you might have to use your brakes so much that
they would get hot and no longer work well.

Parking on Hills

/N CAUTION:

You really should not park your vehicle, with a
trailer attached, on a hill. f something goes
wrong, your rig could start to move. People
can be injured, and both your vehicle and the
trailer can be damaged.

But if you ever have to park your rig on a hill, here's
how to do it:

1.

2.

Apply your regular brakes, but don’t shift into
PARK {P) yel.

Have someone place chocks under the traller
wheels.

. When the wheel chocks are in place, release the

regular brakes until the chocks absorb the load.

. Reapply the regular brakes. Then apply your

parking brake, and then shift to PARK (P).
Release the regular brakes.

4-42

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

When You Are Ready to Leave After
Parking on a Hill

1. Apply your regular brakes and hold the pedal down
while you:

® slart your sngine.,
* shift into a gear, and
* release the parking brake.
2. Let up on the brake padal
3. Drive slowly until the trailer is clear of the chocks.

4. Stop and have someone pick up and store the
chocks.

Maintenance When Trailer Towing

Your vehicle will need service maore often when you're
pulling a trailer. See the Maintenance Schedule for more
on this. Things that are especially important in trailer
operation ara automatic transaxle fluid (don't averfill),
engine oll, drive bell, conling system and brake system.
Each of these is covered in this manual, and the

Indax will help you find them quickly. If you're trallering,
it's a good idea lo review this information before you
start your trip.

Check perodically o see thal all hitch nuts and baolts
ara fight,
Engine Cooling When Trailer Towing

Your cooling system may tempaorarily overhaat during
severe operating conditions. See Engine Overheating on

paige 5-28
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ervice We hope you'll wan! to keep your GM vehicle all GM
S Genuine GM pars have one of these marks:

Your dealer knows your vehicle best and wants you to

be happy with it. We hope you'll go to your dealer

for all your service needs. You'll get genuine GM paris _ﬂ:m

and GM-trained and supported service people.

v
A=

|

Goodwrench
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Doing Your Own Service Work
/N CAUTION:

If you want to do some of your own service work, you'll
want to use the proper service manual. It tells you

much more about how to service your vehicle than this You can be injured and your vehicle could be
manual can. To order the proper service manual, damaged if you try to do service work on a
sea Service Publications Ordering Informalion on vehicle without knowing enough about it.
page 7-9. ® Be sure you have sufficient knowledge,

experience, the proper replacement parts
and tools before you attempt any vehicle
maintenance task.

* Be sure to use the proper nuts, bolts and

Your vehicle has an air bag system. Before attempling
to do your own service work, see Servicing Your Air
Bag-equipped Vehicle on page 1-54.

You should keep a record with all parts receipts and list other fasteners. “English” and “metric"”
the mileage and the date of any service work you fasteners can be easily confused. If you
perform. See Part E: Maintenance Record on page 6-16. use the wrong fasteners, parts can later

break or fall off. You could be hurt.

Adding Equipment to the Outside of
Your Vehicle

Things you might add to the outside of your vehicle can
affect the airflow around it, This may cause wind

noise and affect windshield washer performance. Check
with your dealer before adding eguipment to the
outside of your vehicle.

o4
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Fuel

Use of the recommended fuel is an important part of the
proper maintenance of your vehicle.

Gasoline Octane

Use regular unleaded gasecline with a posted octane of
87 or highar, However, for best performance and for
trailer towing, you may wish to use middle grade

or pramium unleaded gasoline. If the octane is less than
87, you may get a heavy knocking noise when you
drive, If this occurs, use a gasoline rated at 87 octane
or higher as soon as possible. Otherwise, you might
damage your engine.

Gasoline Specifications

It is recommended that gasoline meet specifications
which were developed by the American Automoblle
Manufaciurers Association and endorsed by the
Canadian Vehicle Manufacturers Association for better
vehicle performance and engine protection. Gasaoline
meeting these specifications could provide improved
driveability and emission control system performance
compared to other gasoline.

In Canada, look for the
“Auto Makers' Choica”

label on the pump.

Canada Only
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California Fuel

If your vehicle is certified to meet California Emission
Standards (see the underhood emission control label), it
is designed to operate on fuels that meet California
specifications, If this fuel is not available in states
adopting California emissions standards, your vehicle
will operate satisfactorily on fuels meeting federal
specifications, but emission control system performance
may be affected. The malfunction indicator lamp may
turn on (see Malfunction Indicator Lamp on page 3-39 )
and your vehicle may fail a smog-check test. If this
occurs, return to your authorized GM dealer for
diagnosis. If it is determined thai the condition is caused
by the type of fuel used, repairs may nol be covered

by your wammanty.

Additives

To provide cleaner air, all gasolines in the United States
are now required to contain additives that will help
prevent engine and fuel systermn deposits from forming,
allowing your emission control system to work
propery. You should not have to add anything to your
fuel. Gasolines containing oxygenates, such as

ethers and ethanol, and reflormulated gasolines may be
available in your area to contribute to clean air.
General Motors recommends that you use these
gasolines, particularly if they comply with the
specifications described earlier,

Notice: Your vehicle was not designed for fuel that
contains methanol. Don't use fuel containing
methanol. it can corrode metal parts in your fuel
system and also damage the plastic and rubber
parts. That damage wouldn’t be covered under your
warranty.
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Some gasolines that are not reformulated for low
emissions may contain an octane-enhancing additive
called methyicyclopentadienyl manganese tricarbonyl
(MMT); ask the attendant where you buy gasoline
whether the fuel contains MMT. General Molors does
not recommend the use of such gasolines. Fuels
containing MMT can reduce the life of spark plugs and
the perfarmance of the emission control system may

be affected. The malfunction indicator lamp may turn on.

If this occurs, retum to your autharized GM dealer for
service.

Fuels in Foreign Countries

If you plan on driving in another country outside the
United States or Canada, the proper fuel may be hard
lo find. Mever use leaded gasoline or any other fuel
not recommended in the previous text on fuel. Costly
repairs caused by use of improper fuel wouldn't be
coverad by your warranty,

Tin shoel o Fonl acnilabilibngg . sl s
B Ak PR RS e 0 M) u'l'l.!ll'l.ll.llll1.r| EEENLE ]

contact a major ofl company thal dos
country where you'll be driving.
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LA L, WA

=
{7
s business in the

Filling Your Tank

/\ CAUTION:

Fuel vapor is highly flammable. It burns
violently, and that can cause very bad injuries.
Don't smoke if you're near fuel or refueling
your vehicle. Keep sparks, flames and smoking
materials away from fuel.
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The fuel cap is located behind a hinged fuel door on
the driver's side of the vehicle.

To open the fuel door,
press the button located
on the driver's door

tim near the trunk release
button.

The ignition does not need to be on, The remote fuel
door release will work in all transaxle positions

The trunk release lockout switch must be in OFF for the
fuel door to open.

The fuel door can be opened manually in case of a
powaer failure. To do this, first open the trunk. The
release mechanism is located on the drver's side of the
vehicle, al the top of the trunk compartment.

58
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TN == Pull the tab toward you to
' ' : # release the fuel door.

Notice: Prying on a locked fuel filler door can
damage it. Use the remote fuel door manual release
located in the trunk in the case of a power failure,

While refueling, hang the tethered fuel cap from the
hook on the fuel door,

To remove the fuel cap, turn it slowly to the left
{counterclockwise), The fuel cap has a spring in it; if
you let go of the cap too soon, it will spring back to the

wirthi
1

59
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A\ CAUTION:

if you get fuel on yourself and then something
ignites it, you could be badly burned. Fuel can
spray out on you if you open the fuel cap too
quickly. This spray can happen if your tank is
nearly full, and is more likely in hot weather.
Open the fuel cap slowly and wait for any
“hiss” noise to stop. Then unscrew the cap all
the way.

Be careful not 1o spill fuel. Clean fuel from painted
surfaces as soon as possible. See Cleaning the Outside
of Your Vehicle on page 5-85. When filling the tank

do not overill by squeezing in much more fuel after the
pump shuts off.

When you put the fuel cap back on, turn it to the right
(clockwise) until you hear a clicking sound. Make

sura you fully install the cap. The diagnostic system can
determine if the fuel cap has been left off or improperly
installed, This would allow fuel to evaporale into the
atmosphere. See Malfunction Indicator Lamp on

page 3-39,

Tha CHECK GAS CAP DIC message will come on if the
fuel cap is not property reinstalled

Notice: Hf you need a new fuel cap, be sure to get
the right type. Your dealer can get one for you.

If you get the wrong type, it may not fit properly.
This may cause your malfunction indicator lamp to
light and may damage your fuel tank and emissions
system. See “Malfunction Indicator Lamp” in the
Index.

5-10
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Filling a Portable Fuel Container

A\ CAUTION:

CAUTION: (Continued)

you and others:

containers.
CAUTION:

Never fill a portable fuel container while it is in
your vehicle. Static electricity discharge from
the container can ignite the gasoline vapor.
You can be badly burned and your vehicle
damaged if this occurs. To help avoid injury to

* Dispense gasoline only into approved

(Continued)

* Do not fill a container while it is inside a
vehicle, in a vehicle's trunk, pickup bed or
on any surface other than the ground.

» Bring the fill nozzle in contact with the
inside of the fill opening before operating
the nozzle. Contact should be maintained
until the filling Is complete.

® Don't smoke while pumping gasoline.
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Checking Things Under
the Hood

A\ CAUTION:

&\ CAUTION:

An electric fan under the hood can start up
and injure you even when the engine is not
running. Keep hands, clothing and tools away
from any underhood electric fan.

Things that burn can get on hot engine parts
and start a fire. These include liquids like fuel,
oil, coolant, brake fluid, windshield washer and
other fluids, and plastic or rubber. You or
others could be burned. Be careful not to drop
or spill things that will burn onto a hot engine.
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Hood Release

To open the hood, do the following:

1. Pull the hood release
handle, located to the
left of the steering
wheel undar the
Instrument panel.

2.

3

Then go to the front of the vehicle and pull up on
the secondary hood release.

Lift the hood.

Beafore closing the hood, be sure all the filler caps
are on properly, Then pull the hood down and
close it firmly,
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Engine Compartment Overview

When you open the hood on the engine, here's what you'll see:

5-14
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A. Engine Compartment Fuse Block
B. Windshield Washer Fiuid Reservoir
C. Engine Coolant Surge Tank

D. Remaote Positive (+) Battery Terminal
E. Power Steering Fluid Reservoir

F. Passenger Compariment Air Filter
G. Remote Negative (-) Terminal

H. Engine Oil Fill Cap

|. Engine Qil Dipstick

J. Brake Fluid Reservoir

K. Automatic Transaxle Fluld Dipstick
L. Enginge Air Cleaner/Filter

Engine Oil

| —
E; CHECK OIL LEVEL

===

If the CHECK OIL LEVEL message appears on the

instrument clhistar it maans vnii naed to chack

your engine oil level right away. For more information,
see DIC Wamings and Messages on page 3-50.

You should check your engine oil level regularly; this is
an added reminder.
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Checking Engine Oil Turn off the engine and give the oil several minutes to
drain back Into the oil pan. If you don't, the oil

It's a good idea to check your engine oil every time you dipstick might not show the actual level.
get fuel. In order to get an accurate reading, the oil B e SHg

- ull gut the dipstick and clean it with a paper towel or
must be warm and the vehicle must be on level ground. cloth, then push It back in all the way, Femove It agalr,

The engine oil dipstick is keeping the tip down, and check the level,

located near the front of
the engine compartment.
The top of the dipstick

is a round yellow loop. See . : M
Engine Compartrmen! Pl -

Overview on page 5-14 tor
mare Information on
location.

5-16
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The enging oil till cap is

When to Add Engine Oil ;
lacaled near the front of

If the oil s at or below the cross-hatched area at the tip the engine compartment
of the dipstick, then you'll need 1o add al least one ﬁ See Engine Compariment
quart of oil. But you must use the right kind. This part Overview on page 5-14
explains what kind of oil lo use. For engine oll crankcase AAAN for more information

capacity, see Capacifies and Specifications on

page 5-100. SAE 5W-30 on location.

Notice: Don't add too much oil. if your engine has U_',l
so much oil that the oil level gets above the

upper mark thal shows the proper operating range,
your engine could be damaged.

Be sure to fill it enough to put the level somewhere in
the proper operating range. Push the dipstick all the way
pack in when you're through.

B-17
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What Kind of Engine Oil to Use

Oils recommended for your vehicle can be identified by
looking for the starburst symbaol.

This symbaol indicates that the oil has been cerified by
the Amerncan Petroleumn Institute (API1). Do not use
any oil which does nol carry this starburst symbaol.

If you choose to parform
the engine oil change
service yourself, be sure
the ail you use has

the starburst symbol on
the front of the oil
container. If you have your
oil changed for you, be
sure the oil put into

your engine is American
Fatroleum Institute certified
for gasoline engines

You should also use the proper viscosity oil for your
vehicle, as shown in the viscosity chart.

RECOMMENDED SAE VISCOSITY GRADE ENGINE DILS

HOT
WEATHER

+1an

« Al

v R

o Al

s S

T

+ M

SAE FW-20

RECOMMENDED

SAE 10W-20
BCCEFTABLE
[F 5W-30 1S ROT
AVAILABLE

100 HOT USE E&E 10W-30, SAE 204y-30 OR ANY OTHER
WVISCOBITY GRADE DIL HOT RECOMMENCED
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As in the chart shown previously, SAE 5W-30 is the
only viscosity grade recommended for your vehicla, You
should look for and use only oils which have the API
Starburst symbol and which are also identified as

SAE 5W-30. If you cannol find such SAE 5W-30 oils,
you can use an SAE 10W-30 oil which has the API
Starburst symbol, if it's going o be 0°F (-18°C)

or above, Do not use other viscosity grade oils, such as
SAE 10W-40 or SAE 20W-50 under any conditions.

Notice: Use only engine oil with the American
Petroleum Institute Certified For Gasoline Engines
starburst symbol. Failure to use the recommended
oil can result in engine damage not covered by
your warranty.

GM Goodwrench™ cil meets all the requirements for
your vehicle,

If you are in an area of extreme cold, where the
temperature falls below —20°F (-29°C), it is
recommended thal you use either an SAE 5W-30
sunthetic oil or an SAF OW-30 nil Roth will nrovide
easier cold starting and better protection for your engine
at extramely low temperatures.

Engine Oil Additives

Don't add anything to your oil. The recommended oils
with the starburst symbol are all you will need for
good performance and engine protection.

When to Change Engine Oil (GM Oil
Life System™)

Your vehicle has a computar system that lets you know
when ta change the engine oil and filter. This is

based on engine revolutions and engine lemperalure,
and not on mileage. Based on driving conditions,

the mileage at which an oil change will be indicated can
vary considerably. For the il life system to work
properly, you must reset the system every time the cil is

changed.

When the system has calculated that oil life has been
diminished, it will indicate that an cil change is
necessary. A CHANGE CIL SO0ON message will come
on, Change your oll as soon as possible within the

next two times you stop for fuel. It is possible that, if you
are driving under the best conditions, the oil life

system may not indicate that an oil change Is necessary
for over a year. However, your engine oil and filter

must be changed at least once a year and at this time

tha svetam et ha racat b ie ales imaardant b
L Syoioea (LD OO TOEGL at UD Dlarls 018l w1 8he

check your oil regularly and keep it at the proper level,

If the systern is ever reset accidentally, you must
change your oil at 3,000 miles (5 000 km) since your
last oil change. Remember to resel the oll [ife system
whenever the oil is changed.
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How to Reset the Qil Life System

The GM Of Life System™ calculates when to change
your engine oil and filter based on vehicle use. Anytime
yvour oil is changed, reset the system so it can
calculate when the next oll change is required. If a
situation occurs where you change your oil prior to a
CHANGE OIL SOCN message being tumed on,

resat the system.

Always resel the engine Oil Life System to 100% after
every ail change. It will not reset itself.

To reset the OIL LIFE reminder, do the following:

1. With the ignition on, press the SELECT right amow
on the DIC until you enter the OIL mode. The
current OIL LIFE percentage will be displayed.

2. Press and hold the DIC RESET button for about
five seconds. After five seconds, the display will
show QIL LIFE XXX%. If OIL LIFE XXX% does not
appear on the display after about five seconds,
see your dealer for service. After you release the
DIC RESET button, OIL LIFE 100% will appear
on the display.

What to Do with Used Oil

Used engine oil contains certain elements that may be
unhealthy for your skin and could even cause cancer.
Don't let used oil stay on your skin for very long. Clean
your skin and nails with soap and water, or a good
hand cleaner. Wash or properly dispose of clothing or
rags containing used engine oil. See the manufacturer's
wamings about the use and disposal of oil products.

Lsed oil can be a threat to the environment. IF you
change your own oil, be sure to drain all the oil from the
filter before disposal. Never dispose of oil by putting i

in the trash, pounng it on the ground, into sewers, or Info
streams or bodies of water. Instead, recycle it by

taking it to a place that collects used oll. If you have a
problem properly disposing of your used oil, ask

your dealer, a service station or a local recycling center
for help.

5-20
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Enging Air Cleaner/Filter 4. Install a new engine air cleanarfilter if needed.

5. Revarse Steps 1 and 2 to reinstall the cover.
Be sure the tabs of the cover fit into the slots of the
housing.

See Part A: Scheduled Maintenance Services on
page 6-4 1o determine when lo replace the air filter.

A\ CAUTION:

Operating the engine with the air cleanerfilter
off can cause you or others to be burned. The
air cleaner not only cleans the air, it stops
flame if the engine backfires. If it isn't there
and the engine backfires, you could be burned.
Don’t drive with it off, and be careful working
on the engine with the air cleanerffilter off.

The engine air cleanerffilter is in the engine
compartment on the driver's side of the vehicle. See
Engine Compartment Overview on page 5-14 for more
information on location.

Almtimme ¥ blhm sl slaamasifllias o afl & hasbiles sam
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| o check or replace the enging air cleanerfiter do the r
follawing: cause a damaging engine fire. And, dirt can
easily get into your engine, which will damage it.

I glnﬁgehﬁggamﬂm’:g wLIWs UL ing Sulbogrssias Always have the air cleanerffilter in place when
g . you're driving.

2. Hemove the cover.
3. Remove the engine air cleanerfilter.

5-21
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Automatic Transaxle Fluid
When to Check and Change

A good time to check your automatic transaxle fluid
level is when the engine oil is changed.

Change both the fluid and filter every 50,000 miles
{83 000 km) if the vehicle 15 mainly driven under one or
maore of these conditions:

* |n heavy city traffic where the outside temperature
regularly reaches 30°F (32°C) or higher.

® |n hilly or mountainous terrain.
* When doing frequent trailer towing.

® |Jses such as found in 1axi, police or delivery
SENVICE,

If you do not use your vehicle under any of these
conditions, change the fluid and fitter at 100,000 miles
(166 000 km).

See Part A: Scheduled Maintenance Services on
page 6-4 for automatic transaxle fluid change intervals.

How to Check

Because this operation can be a litile difficult, you may
choose to have this done al the dealership service
department.

If you do it yoursell, be sure to follow all the instructions
here, or you could get a false reading on the dipstick.

Notice: Too much or too little fluid can damage
your transaxle. Too much can mean that some of the
fluid could come out and fall on hot engine or
exhaust system parts, starting a fire. Too little fluid
could cause the transaxle to overheat. Be sure

to get an accurate reading if you check your
transaxle fluid.

Wait at least 30 minutes before checking the transaxie
fluid level if you have been driving:

* ‘When outside temperatures are above 20°F (32"C).
At high speed for quite a while.

® [n heawvy traffic — especially in hat weather,

¢ While pulling a trailer.
To gel the right reading, the fluid should be at normal
operating temperature, which is 1B0°F to 200°F
(82°C to 93°C).
Get the vehicle warmed up by driving about 15 miles
(24 km) when oulside temperaiures are above 50°F

{10°C). If it's colder than 50°F (10°C), you may have to
drive longer.

a-22
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Checking the Fluid Level
Prepare your vehicle as follows:

® Park your vehicle on a level place. Keep the engine
FUnning

® With the parking brake applied, place the shift lever
in PARK (P).

* With your foot on the brake pedal, move the shift
lever through each gear range, pausing for about
three seconds in each range, Then, position the shifl
lever in PARK (P).

® |et the engine run at idle for three to five minutes.
Then, without shutting off the engine, follow these steps:

The automalic fransaxle fluid dipstick is located near
the front of the engine compartment on the driver's side
of the vehicle. See Engine Compariment Overview

on page 5-14 for more information on location.

1. Pull out the dipstick and wipe it with a clean rag or
paper lowel.

2. Push it back in all the way, wait three seconds and
than pull it back out again

]

si

Ll

3. Check both sides of the dipstick, and read the lower
level. The fluid level must be in the cross-hatched

dred.

4. W the fluid level is in the acceplable range, push the

dipstick back in all the way.
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How to Add Fluid

Refer o the Maintenance Schedule to determine what
kind of transaxle Tuid (o use. See Parf 0
Recommended Fluids and Lubricanis on page 6-15.

If the fluid level is low, add only encugh of the proper

fluid to bring the level into the cross-hatched area on the

dipstick.
1. Pull out the dipstick,

2. Using a long-neck funnel, add enough fiuid at the
dipstick hole to bring it to the proper level.

It doesn't take much fluid, generally less than one
pint (0.5 L). Don't overfill

Notice: We recommend you use only fluid labeled
DEXRON™-Il, because fluid with that label is

made especially for your automatic transaxle.
Damage caused by fluid other than DEXRON™-IIl is
not covered by your new vehicle warranty.

3. After adding fluid, recheck the fluid level as
described under "How to Check,” earlier in this
gsection,

4. When the correct fluid level i3 obtained, push the
dipstick back in all the way.

Engine Coolant

The cooling system in your vehicle is filled with
DEX-COOL® engine coolant. This coolant is designed
to remain in your vehicle for 5 years or 150,000 miles
(240 000 km), whichever occurs first, if you add

only extended life coolant.

The following explains your cocling system and how to
add coolant when it |5 low. If you have a problem

with engine overheating, see Engine Overheating on
page 5-28.

A 50/50 mixture of clean, drinkable water and
DEX-COOL® coolant will:

* Give freezing protection down to -34°F (-37°C).
* Give boiling protection up to 265°F (129°C).

* Protect against rust and corrosion,

* Heip keep the proper engine temperaiure,

® | el the warning lights and gages work as they
should,

5-24
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Notice: When adding coolant, it is important that
you use only DEX-COOL® (silicate-free) coolant.

If coalant other than DEX-COOL® is added to

the system, premature engine, healer core or
radiator corrosion may result. In addition, the engine
coolant will require change sooner -- at 30,000 miles
(50,000 km) or 24 months, whichever occurs first.
Damage caused by the use of coolant other

than DEX-COOL" is not covered by your new vehicle
warranty.

What to Use

Use a mixture of one-half clean, annkable water and
one-hall DEX-COOL™ coolant which won't damage
aluminum parts. If you use this coolant mixiure,

you don't need to add anything else.

/N CAUTION:

Adding only plain water to your cooling
system can be dangerous. Plain water, or
some other liquid such as alcohol, can baoil
befaore the proper coolant mixture will. Your
vehicle's coolant warning system is set for the
proper coolant mixture. With plain water or the
wrong mixture, your engine could get too hot
but you wouldn’t get the overheat warning.
Your engine could catch fire and you or others
could be burned. Use a 50/50 mixture of clean,
drinkable water and DEX-COOL™ coolant.

Notice: If you use an improper coolant mixture,
your engine could overheat and be badly damaged.
The repair cost wouldn't be covered by your
warranty. Too much water in the mixture can freeze
dnd Crach ine engine, radiaion, eaier core and
other parts.

If you have to add coolant more than four times a year,
have your dealer check your cooling system.

Notice: I you use the proper coolant, you don't
have to add extra inhibitors or additives which claim
to improve the system. These can be harmful.
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Checking Coolant

& CAUTION:

Turning the surge tank pressure cap when the
engine and radiator are hot can allow steam
and scalding liquids to blow out and burn you
badly. Never turn the surge tank pressure

cap — even a little — when the engine and
radiator are hot.

The vehicle must be on a level surface. When your
engine s cold, the coolant level should be at the cold
level mark.

The engine coolant surge tank is located in the engine
compartmant on the passenger's side of the vehicle,
near the windshield. See Engine Compartmen! Overview
on page 5-14 for more information on location.

5-26
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LOW ENGINE COOLAMT

[ oworF

SELECTM SELECTY

A\ CAUTION:

You can be burned if you spill coolant on hot
engine paris. Coolant contains ethylene glycol,
and it will burn if the engine parts are hot
enough. Don't spill coclant on a hot engine.

If the LOW ENGINE CCOLANT DIC message comes

on and stays on, it means you're low on engine coolant.

Adding Coolant

If you need mare coclanl, add the proper DEX-COOL™
coolant mixture af the surpe fank. but onlv when the

enging 15 coal,

When replacing the pressure cap, make sure the arrow
lines up with the tube.

5-27
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Coolant Surge Tank Pressure Cap

The cooling system pressure cap is located on the
surge lank.

Notice: Your cooling system pressure cap is a
pressure-lype cap and must be tightly installed to
prevent coolant loss and possible engine damage
from overheating.

Engine Overheating

You will find a coclant temperature gage on your
vehicle's instrument panel. Your Driver Information
Center (DIC) will also display messages aboul engine
overhealing. See Engine Coolant Temperature Gage on
page 3-38.

Overheated Engine Protection
Operating Mode

If an overheated engine condition exists and the
message HOT STOP ENGINE is displayed, an overheat
protection mode which alternates firing groups of
cylinders helps prevent engine damage. In this mode,
you will notice a loss in power and engine performance.
This operating mode allows your vehicle to be driven

to a safe place in an emergency. Driving extended miles
{km} and/or towing a trailer in the overheat protection
mode should be avoided.

Notice: After driving in the overheated engine
protection operating mode, to avoid engine damage,
allow the engine to cool before attempting any
repair. The engine oil will be severely degraded.
Repair the cause of coolant loss, change the oil and
reset the oil life system. See “Engine Oil” in the
Index.
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If Steam Is Coming From Your Engine

A\ CAUTION:

Steam from an overheated engine can burn
you badly, even if you just open the hood. Stay
away from the engine If you see or hear steam
coming from it. Just turn it off and get
everyone away from the vehicle until it cools
down. Wait until there is no sign of steam or
coolant before you open the hood.

If you keep driving when your engine is
overheated, the liquids in it can catch fire. You
or others could be badly burned. Stop your
engine if it overheats, and get out of the
vehicle until the engine is cool.

See “"Overheated Engine Protection Operating
Mode" in the Index for information on driving
to a safe place in an emergency.

Netice: If your engine catches fire because you
keep driving with no coolant, your vehicle can

be badly damaged. The costly repairs would not be
covered by your warranty. See “Overheated

Engine Protection Operating Mode” in the index for
information on driving to a safe place in an
emergency.
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If No Steam Is Coming From Your
Engine

An overheat waming, along with a low coolant message,
can Indicate a serious problem. See “Low Coolant
Message™ under DVC Wamings and Messages

an page J-50.

If you get an engine overheat waming with no low
cooclant message, but see or hear no steam, the problem
may not be too serious, Sometimes the engine can

get a little too hot when you:

® Climb a long hill on a hot day.
e Sfop after high-speed driving.

* |dle for long periods in traffic.

* Tow a trailer.

If you get the overheat waming with no sign of steam,
try this for a minule or so;

1. In heavy traffic. let the engine idle In NEUTRHAL (N)
while stopped. If it is safe to do so, pull off the road,
shift to PARK (P) or NEUTRAL (N) and let the
engine idle.

2. Tum on your heater to full hot at the highest fan
speed and opan the window as necessary,

Il you no lenger have the overheat warning, you can
drive. Just to be safe, drive slower for about 10 minutes.
If the warning doesn't come back on, you can drive
narmmally.

If the warning continues and you have not stopped, pull
over, stop, and park your vehicle right away.

If there's still no sign of steam, you can idle the engine
for three minutes while you're parked. If you still

have the waming, lum off the engine and get averyone
out of the vehicle until it cools down. Also, sea
“Overheated Engine Protection Operating Mode” listed
previously in this section.

You may decide not to lift the hood but to get service
help right away.
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Cooling System

When you decide it's safe to lift the hood, here's what
vou'll see:

A. Coolant Surge Tank with Pressure Cap
B. Two Electnc Engine Cooling Fans

A\ CAUTION:

An electric engine cooling fan under the hood
can start up even when the engine is not
running and can injure you. Keep hands,
clothing and tools away from any underhood
electric fan.
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If the coolant inside the coolant recovery tank is boiling,

don't do anything else until it cools down. The vehicle i
should be parked on a level surface. & CAUTIUH

Heater and radiator hoses, and other engine
parts, can be very hot. Don'l touch them. If you
do, you can be burned.

Don’t run the engine if there is a leak. If you
run the engine, it could lose all coolant. That
could cause an engine fire, and you could be
burned. Get any leak fixed before you drive the
vehicle.

If there seems to be no leak, with the engine on, check
to see if the eleciric engine cooling fans are running.

If the engine is overhealing, both fans should be
running. If they aren't, your vehicle needs service.

A low coolant level should be indicated by a LOW Notice: Engine damage from running your engine

ENGINE COOLANT message on the Driver Information wi'ﬂ'u:u‘t coolant isn't covered by your warranty.
Center. If it is, you may have a leak at the pressura =ho “Uvernegtec Engine Frotaction Operling

cap or in the radiator hoses, heater hoses, radiator, i‘::ﬂ -I:u;et?ﬁ IET::‘ :" i:\:’rmﬂh“" on driving 1o @
walter pump or somewhere glse in the cooling system, P L L
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Netice: When adding coolant, it is important that

you use only DEX-COOL™ (silicate-free) coolant. :
It coolant other than DEX-COOL is added to '& CAUTION:

the system, premature engine, healer core or

radiator corrosion may result. In addition, the engine Steam and scalding liquids from a hot cooling
coolant will require change sooner — at 30,000 miles system can blow out and burn you badly. They
(50 000 km) or 24 months, whichever occurs first. are under pressure, and if you turn the coolant
Damage caused by the use of coolant other surge tank pressure cap -- even a little -- they
than DEX-COOL™ is not covered by your new vehicle can come out at high speed. Never turn the
warranty. cap when the cooling system, including the
coolant surge tank pressure cap, is hot. Wait
How to Add Coolant to the Coolant for the c:uul?ng E]rstzm and E-Dﬂflﬂnl surge tank
Surge Tank pressure cap to cool if you ever have to turn

; the pressure cap.
If you haven't found a problem yet, cheack to see i

coolant is visible in the surge tank. If coolant is visible
but the coolant level Isn't at or above the FULL COLD fill
mark line (4.5 inches (11 em) from the lop of the filler
neck), add a 50/50 mixture of clean, drinkable waler and
DEX-COOL" coolant at the coolant surge tank, but be
sure the cooling system, including the coolant surge tank

e e, e aee smeasl bmadem i b mle I Dam D medimen
Pleaouin Wap, iu LU DOTOTG il Wi Tl At &l Mgl Fl

Coolant on page 5-24 for mare information.

If no coalant is visible in the surge tank, add coolant as
follows:
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CAUTION: (Continued)

With plain water or the wrong mixture, your
engine could get too hot but you wouldn't get
the overheat warning. Your engine could catch
fire and you or others could be burned. Use a
50/50 mixture of clean, drinkable water and
DEX COOL™ coolant.

A CAUTION:

Notice: In cold weather, water can freeze and crack
the engine, radiator, heater core and other parts.
Use the recommended coolant and the proper
coolant mixture.

Adding only plain water to your cooling
system can be dangerous. Plain water, or
some other liquid such as alcohol, can boil
before the proper coolant mixture will. Your
vehicle's coolant warning system is set for the
proper coolant mixture.

CAUTION: (Continued)

A CAUTION:

You can be burned if you spill coolant on hot
engine parts. Coolant contains ethylene glycol
and it will burn if the engine parts are hot
enough. Don't spill coolant on a hot engine.
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2. Then keep turning the
pressure cap slowly,
and remove it,

d. Then fill the coolant
surge tank with the
proper mixiure, to the
FULL COLD fil
mark line (4.5 inches
{11 cm) from the top of
the filler neck).

1. Park the vahicle on a level surface. You can

remove the coolant surge tank pressure cap

when the cooling system, including the coolant
surge tank pressure cap and upper radiator hose, is
no longer hol. Tum the pressure cap slowly
counterclockwise (left) aboul one-quarter tum and
ihen stop.

If you hear a hiss, wait for thal 1o stop. A hiss
means there is still some pressure left
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4. With the coolant surge tank pressure cap off, start
the engine and let it run until you can feel the upper
radiator hose getting hot, Watch out for the
engine cooling fans.

By this fime, the coclant level inside the coolant
surge tank may be lower, If the level is lower, add
more of the proper mixture to the coolant surge
tank until the level reaches about 4.5 Inches

{11 em) from the top of the filler neck.
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5. Then replace the pressure cap. Be sure the arrow
on the pressure cap lings up like this.
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Power Steering Fluid

The power steering fluid
reservoir is near the cenler
of the engine compariment
on the passenger’s side

of the vehicle. See Enging
Compartment Overview
an page 5-14 for maore
infarmation on location,

When to Check Power Steering Fluid

It is not necessary to regularly check power steering fluid
unless you suspect there is a leak in the system or
you hear an unusual noise. A fluid loss in this system

i el imrlinabn o oreskblaes Wmaes e eisiaes
bl BT R ) R e Rl '.l‘l\_l“-\.l‘l-ll B OFLA kPl '-lr'fl-ll.l.lllr ik rl_'Fr-II_rLl‘I.I_F'I.l

and repaired. Ses Engine Compartment Overview
an page 5-14 for resenair location.

e e e

How to Check Power Steering Fluid

Tum the key off, let the engine compartment cool down,
wipe the cap and the top of the reservoir clean, then
unscrew the cap and wipe the dipstick with a clean rag.
Replace the cap and completely tighten it. Then
remove the cap again and look at the fluid level on the
dipsfick.

The level should be at the FULL COLD mark. If

necessary, add only enough fluid to bring the level up to
the mark.

What to Use

To determine what kind of fluid to use, see Part D!
Recommended Fluids and Lubricants on page 6-75.
Always use the proper fluid. Failure to use the proper
fluid can cause leaks and damage hoses and seals.
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Windshield Washer Fluid
What to Use

When you need windshield washer fluid, be sure to read
the manufacturer's instructions before use. If you will

be operating your vehicle in an area where the
temperature may fall below freezing, use a fluid that has
sufficient protection against freezing. See Engine
Compartmeni Overnview on page 5-14 for resenvoir
location.

Adding Washer Fluid

Open the cap with the
washer symbal on it. Add
washer fluid until the
tank is full

Notice:
* When using concentrated washer fluid, follow

the manufacturer's instructions for adding
water.

Don't mix water with ready-to-use washer fluid.
Water can cause the solution to freeze and
damage your washer fluid tank and other parts
of the washer system. Also, water doesn’t
clean as well as washer fluid.

Fill your washer fluid tank only three-quarters

full when it's very cold. This allows for
expansion if freezing occurs, which could
damage the tank if it is completely full.

Don't use engine coolant {(antifreeze) in your

windshield washer. It can damage your
washer system and painl
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Brakes your brake system fixed, since a leak means that
sooner or later your brakes won't work well, or won't

Brake Fluid work at all

Sa, it isn't a good idea to “top off” your brake fluid.
Adding brake fluid won't correct a leak. If you add fluid
when your linings are worn, then you'll have too

much fluid when you get new brake linings. You should
add (or remove) brake fluid, as necessary, only when
work is done on the brake hydraulic system

/N CAUTION:

If you have too much brake fluid, it can spill on
the engine. The fluid will burn if the engine is
hot enough. You or others could be burned,
and your vehicle could be damaged. Add brake
fluid only when work is done on the brake

Your master cylinder reservoir is on the driver's side of hydraulic system.

the engine compariment. It is filled with DOT-3 brake
fluid. See Engine Compartment Overview on page 5-14.

When your brake fluid falls to a low level, your brake
waming light will come on. A chime will sound if you fry
to drive with this warming light on. See Brake System
Warning Light on page 3-35

There are only two reasons why the brake fluid level

in the reservoir might go down. Tha first is that the brake
fluid goes down to an acceptable level during normal
brake lining wear. When new linings are put in, the fluld
level goes back up. The other reason is thal fluid is
leaking out of the brake system. If it is, you should have
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What to Add Notice:

When you do need brake fluid, use only DOT-3 brake * Using the wrong fluid can badly damage brake
fluid. Refer to Part O Recommended Fluids and system parts. For example, just a few drops of
Lubricants on page 6-15, Use new brake fluid from a mineral-based oil, such as engine oil, in your
sealed container only. brake system can damage brake system

parts so badly that they'll have to be replaced.

Always clean the brake fuid reservoir cap and the area Don't let someone put in the wrong kind of fluid.

around the cap before removing it. This will help :
keep dirt from entering the reservoir, * |f you spill brake fluid on your vehicle's painted
surfaces, the paint finish can be damaged. Be

careful not to spill brake fluid on your vehicle. If

& CAUTION: you do, wash it off immediately. See

*Appearance Care” in the Index.

With the wrong kind of fluid in your brake
system, your brakes may not work well, or
they may not even work at all. This could
cause a crash. Always use the proper brake
fluid.
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Brake Wear

Your vehicle has four-wheel disc brakes.

Disc brake pads have buill-in wear indicators that make
a high-pitched warning sound when the brake pads

are wom and new pads are needed. The sound

may come and go or be heard all the time your vehicle
is moving (excepl when you are pushing on the

brake padal firmly).

A\ CAUTION:

The brake wear warning sound means that
soon your brakes won't work well. That could
lead to an accident. When you hear the brake
wear warning sound, have your vehicle
serviced.

MNotice: Continuing to drive with worm-out brake
pads could result in costly brake repair.

Some driving conditions or climates may cause a brake
squeal when the brakes are first applied or lightly
applied. This does nol mean something is wrong with
your brakes.

Properly torgued wheel nuts are necessary fo help
prevent brake pulsation. When tires are rotated. inspect
brake pads for wear and evenly fighten wheel nuts in
the proper sequence to GM torgue specifications.

Brake limngs should always be replaced as complete
axie sels.

See Brake System Inspection on page 6-14.

Brake Pedal Travel

See your dealer if the brake pedal does not return to
normal height, or if there is a rapld increase In
pedal travel. This could be a sign of brake trouble.

Brake Adjustment

Every time you apply the brakes, with or without the
vehicle maving, your brakes adjust for wear.
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Replacing Brake System Parts

The braking system on a vehicle is complex. Its many
parts have to be of top quality and work well together if
the vehicle is to have really good braking. Your

vehicle was designed and tested with top-quality GM
brake parts. When you replace parts of your braking
systern — for example, when your brake linings

wear down and you need new ones put in - be sure
you gel new approved GM replacement parts. If

you don't, your brakes may no longer work properly. For
example, if someone puts in brake linings that are
wrong for your vehicle, the balance between your front
and rear brakes can change ~ for the worse. The
braking performance you've come to expect can change
in many other ways if someone puts in the wrong
replacement brake parts.

Battery

Your new vehicle comes with a maintenance free
ACDelco™ battery. When it's time for a new battery, get
one that has the replacement number shown on the
original battery’s label. We recommend an ACDelco
battery.

Warning: Battery posts, terminals and related
accessories contain lead and lead compounds,
chemicals known to the State of California to cause
cancer and reproductive harm. Wash hands after
handling.

The battery is located under the rear seat cushion. To
access the battery, see Removing the Hear Seat
Cushion on page 5-95. You don't need to access the
battery to jump start your vehicle. See Jump Starting on

page 5-44

A\ CAUTION:

A battery that isn't properly vented can lat
sulfuric acid fumes into the area under the rear
seal cushion. These fumes can damage your
rear seat safety belt systems. You may not be
able to see this damage, and the safety belts
might not provide the protection needed in a
crash. If a replacement battery is ever needed,
it must be vented in the same manner as the
original battery. Always make sure that the
vent hose is properly reattached before
reinstalling the seat cushion.
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Vehicle Storage

If you're nat going to drive you vehicle for 25 days or
more, remove the black, negative {-) cable from

the battery. This will help keep your battery from
running down,

2\ CAUTION:

Batteries have acid that can burn you and gas
that can explode. You can be badly hurt if you
aren’l careful. See “Jump Starting” next for
tips on working around a battery without

getting hurt.
To be sure the venl hose (A) is properly attached, the
vent hose connectors (B) must be securely reattached to
the vent ouliets (C) on each side of the battery, and Contact your dealer to learn how to prepare your
the ven! assembly grommet (D) must be sacured to the vehicle for longer storage periods.
fioor pan (E}). Also, for your audio system, see Theft-Deterrent

Feature on page 3-73,
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Jump Starting

If your battery has run down, you may want to use
another vehicle and some jumper cables to start your

vehicle. Be sure to follow the steps below to do it safely,

A\ CAUTION:

Batteries can hurt you. They can be dangerous
because:
& They contain acid that can burn you.

¢ They contain gas that can explode or
ignite.

8 They contain enough electricity to
burn you.

If you don't follow these steps exactly, some

Notice: If the other system isn't a 12-volt system
with a negative ground, both vehicles can be

damaged.

2. Get the vehicles close enough so the jumper cables
can reach, but be sure the vehicles aren’t touching
each other. If they are, it could cause a ground
connection you don't want. You wouldn't be able 1o
start your vehicle, and the bad grounding could
darage the electrical systems.

To avoid the possibility of the vehicles rolling, set
the parking brake firmly on both vehicles involved in
the jump start procedure. Pul an automatic
ransaxle In PARK (P) or a manual transaxle in
NEUTRAL before setting the parking brake.

Notice: If you leave your radio on, it could be badly

damaged. The repairs wouldn't be covered by
your warranty.

3. Turn off the ignition on both vehicles. Unplug

or all of these things can hurt you.

Notice: Ignoring these steps could result in costly
damage to your vehicle that wouldn't be covered
by your warranty.

Trying to start your vehicle by pushing or pulling it
won't work, and it could damage your vehicle.

1. Check the other vehicle. It must have a 12-volt
battery with a negative ground system.

5-44

unnecessary accessories plugged into the cigarette
lighter or in the accessory power outlet. Tum off
the radio and all lamps that aren't needed. This will
avoid sparks and help save both batteries. And it
could save your radio!
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4. Open the hood on the other vehicle and locate the

positive (+) and the negative (-) terminal locations
on that vehicle

Open the hood on your vehicle and find the remote
positive (+) terminal located In the engine
compartment an the passenger side of the vehicle.

5. To access the remaote
positive (+) terminal,
remove the cover,

Your vehicle has a remote negative (-) terminal,
e hed “END,” caied near e puwer sieering
fluid reservoir

See Engine Compartment Cverview on page 5-14
tor more information on location

You will not see the battery of your vehicle under
the hood, It is located under the rear passenger
seat. You will not need to access the baltery

for jump starting. The remate positive (+) terminal
is for that purpose.

A\ CAUTION:

An electric fan can start up even when the
engine is not running and can injure you. Keep
hands, clothing and tools away from any
underhood electric fan.
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A\ CAUTION:

A\ CAUTION:

Using a match near a battery can cause battery
gas to explode. People have been hurt doing
this, and some have been blinded. Use a
flashlight if you need more light.

Be sure the battery has enough water. You
don't need to add water to the ACDelco®™
battery installed in your new vehicle. But if a
battery has filler caps, be sure the right
amount of fluid is there. If it is low, add water
to take care of that first. If you don’t, explosive
gas could be present.

Battery fluid contains acid that can burn you.
Don't get it on you. If you accidentally get it in
your eyes or on your skin, flush the place with
water and get medical help immediately.

Fans or other moving engine parts can injure
you badly. Keep your hands away from moving
parts once the engine is running.
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6. Check that the jumper cables don'lt have loose or

migsing insulation. If they do, you could get a
shock, The vehicles could be damaged too.

Before you connect the cables, here are some
basic things you should know, Positive (<) will go
to positive (+) or to a remote positive (+) terminal if
the vehicle has one. Negative (-} will go to a
heavy, unpainied metal engine part or to a remote
negative (-) terminal if the vehicle has one.

Don't connect positive (+) to negative () or you'll
get a short that would damage the battery and
maybe other parts too. And don't connect the
negative () cable to the negative (-} terminal on
the dead baltery because this can cause sparks.
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¥. Connect the rad

positive (+) cable to the
remote positive (+)
lerminal of the

dead battery. Use a
remote positive

{+) terminal If the
vehicle has one

Don't et the other end
touch metal. Connect it
o the positive (+)
terminal of the good
battery. Use a remote
positive (+) terminal

if the vehicle has one.

9. Now connect the black
negative (—) cable to
the negative (-)
terminal of the good
battery. Use a remote
negative (—) terminal
it the vehicle has one.

Don't let the other end touch anything until the next
step. The other end of the negative (-) cable doesn't go
lo the dead batlery. It goes to a heavy, unpainted

metal engine part or to a remote negative (-) terminal
on the vehicle with the dead battery.
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10. Connect the other end
of the negative {-)
cable at least 18 inches
(45 cm) away from
the dead battery, but
not near engine
parts that mave.

The electrical connection is just as good there, and the
chance of sparks getting back to the battery is much less.

Use a remote negative (—) terminal if the vehicle has
one. Your vehicle has a remote negative (-) terminal
marked “GND."

11. Mow start the vehicle with the good battery and run
the engine for a while.

12. Try lo start the vehicle that had the dead battery. If
it won't start after a few tries, it probably needs
sarvice,

Notice: Damage to your vehicle may result from
electrical shorting if jumper cables are removed
incorrectly. To prevent electrical shorting, take care
that the cables don't touch each other or any

other metal. The repairs wouldn't be covered by
your warranty.

5-48

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

To disconnect the jumper cables from both vehicles, do
the: following:

1. Disconnect the black negative (~) cable from the
vahicle that had the dead battery.

2. Disconnect the black negative {-) cable from the
vehicle with the good battery,

3. Disconnect the red positive (+) cable from the
vehicle with the good battery.

4. Disconnect the red positive (+) cable from the other
vehicle.

5. Return the positive (+) remaole lerminal cover Lo its

————— ———— original position.

Jumper Cable Removal

A. Dead Battery or Remote positive (+) Terminal

B. Good Battery or Remote positive {+) or Remote
Negative (~) Terminals

C. Heavy, Unpainted Metal Engine Part or Remote
Negative (-) Terminal
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imi Notice: To make sure your headlamps are aimed
HEHd Iamp AIITIIﬂg properly, read all the instructions before beginning.

Failure to follow these instructions could cause
damage to headlamp parts.

The vehicle should be properly prepared as follows:

¢ The vehicle should be placed so the headlamps are
25 ft. (7.6 m) from a light colored wall or ather flat
surface.

® The vehicle must have all four fires on a perfectly
level surface which is level all the way to the wall
or other flatl surface.

The vehicle should be placed so it is perpendicular
o the wall or other flat surface.

Your vehicle has a visual optical headlamp aiming °
system equipped with horizontal aim indicators. The aim
has been preset at the factory and should need no

further adju.stmen'rl This is trug aven thﬂugh your ® The vehicle IﬁhﬁUId not have 2Ny S0, ice or mud
harizontal aim indicators may not fall exactly on the attached to it.

“0" (zero) marks on their scales. * The vehicle should be fully assembled and all other
If your vehicle is damaged in an accident, the headlamp work stopped while headlamp aiming is being done.
aim may be affected. Aim adjustment to the low beam ¢ The vehicle should be normally loaded with a

may be necessary if it is difficult to see lane markers (for full tank of fuel and one person or 160 Ibs (75 kg) on
horizontal aim), or if oncoming drivers flash their high the driver's seat.

beams at you (for vertical aim). If you believe your * Tires should be properly inflated.

headlamps need to be re-aimed, we recommend that
you take your vehicle to your dealer for service.
However, it is possible for you to re-aim your headlamps
as described In the following procedure,
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Headlamp aiming is done with the vehicle’s low beam Headlamp Horizontal Aiming

lamps. The high beam lamps will be comectly aimed

if the low beam lamps are aimed properly. Turn the horizontal aiming screw (A) until the
) indicator (B) is lined up with zero.

The headlamp aiming devices are under tha hood near

the headlamps.

If you believe your headlamps need horizontal {left/right)

adjustment, tallow the horzorital aiming procedure. If Once the horizontal aim Is adjusted, then adjust the
you believe your headlamps need only vertical varical alm.

lupvdown) adjustment, foliow oniy the vermcai aiming

procedura,

Adjustment screws can be lurned with an E8 Torx™
socket or T15 Torx™ screwdriver.
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Headlamp Vertical Aiming

Notice: Horizontal aiming must be performed
before making any adjustments to the vertical aim.
Adjusting the vertical aim first will result in an
incarrect headlamp aim.

1. Find the aim dot on the lens of the low beam
lamps.

2. Measure the distance from the ground to tha aim
dot on =ach lamp; il left low beam, subiract two
inches. Recard this distance.

3. Al the wall or other Tlat surface, measure from the
ground upward the recorded distance from Step 2
and draw or tape a harizontal line the width of
the vehicle.

4, Turn on the low-beam headlamps and place a
piece of cardboard or equivalent in Tront of the
headlamp nel being aimed. This should allow only
the beam of light from the headlamp being
aimed to be seen on the Hat surface.

Notice: Do not cover a headlamp to improve beam
cut-off when aiming. Covering a headlamp may
cause excessive heat build-up which may cause
damage to the headlamp.
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5. Turn the vertical aiming
screw (C) until the
headlamp beam
is aimed to the
horizontal tape line.

The lop edge of the cul-off should be positioned at the
bottom edge of the honzontal tape line.

6. Repeal Steps 4 and 5 for the opposite headlamp.
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Bulb Replacement Halogen Bulbs

For the type of bulb to use, see Replacemeant Bulbs on

page 5-56. /\ CAUTION:

Far any bulb changing procedure not listed in this

Section;. Contact yur. dugiar. Halogen bulbs have pressurized gas inside

and can burst if you drop or scratch the bulb.
You or others could be Injured. Be sure to read
and follow the instructions on the bulb
package.

5-54

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

Headlamps

1. Aemaove the two bolls from the headlamp assembly.

2. Use a large screwdriver by the outside mount 1o
separate the lamp assembly from the outboard
snap mounting pin, Slide the headlamp assembly
outward and lift it out.

3. Disconnect the wiring hamess from the headlamp
assambly.
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4. Lift the abs to remove the bulb from the assembly. 8. Slide the lamp assembly back into place by lining
5. Replace the bulb. up the track on the bottom of the assembly with

6. Push the bulb assembly In and um it clockwise lo Wmgrlicie. Gniite: veaicie.

install the bulb assembly into the headlamp 9. Then connect the outboard snap mounting pin.
ARESTIRY- 10. Secure the lamp assembly with the two bolts.
7. Then reconnect the wiring harness 1o the lamp
assembly.
5-56
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Front Turn Signal and Parking 1. Tip the headiamp assembly and while pressing the
release, turn the bulb and socket counterclockwise

Lamps to remove them,

Once the headlamp assembly has been removed from 2. Replace the bulb in the socket.

the vehicle, the front tum signal and parking lamps 3. Then reconnect the socket wiring hamass fo the
can be accessed. See Headlamps on page 5-55 lamp assembly.
I IGIR ioNN AN On KcaRan. 4. Reinstall the headlamp assembly into the vehicle.
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n

Tai"ampg’ Turn Signah Stuplamps Remove the three nuts holding the lamp in place
and remove the lamp assembly.

and Back-up Lamps 6. While pressing the release, tum the bulb socket

1. Cpen the trunk. assembly counterclockwise to remove it from the

2. Turn the screws located inside of the trunk lamp assembly.

counterclockwise and remove them. 7. Pull the bulb straight out to remove it from the
sockel.

8. Replace the bulb and reverse the steps to reinstall
the lamp assembly,

3. Remove the plastic trim piece from the trunk.

4. Pull the carpeling away from the rear comer of the
trunk.

Replacement Bulbs

Exterior Lamp | Bulb Number
Front

Low Beam Headlamps 9006

High Beam Headlamps 2005

Front Turn Signal Lamps J15TNA
Rear

Back-Up Lamps 3155

Stop/Talllamps 3057

Rear Turn Signal Lamps 3057

For any bulb not listed here contact your dealer.
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Windshield Wiper Blade
Replacement

Windshigld wiper blades should be inspected al least
twice a year for wear or cracking. See "Wiper Blade
Check" under Part B: Owner Checks and Services on
page 6-9 for more information.

To replace the wiper blade assembly do the following:

1. Lift the wiper up from the windshield and set it
into the vertically-locked position.

2. Push the tab on the wiper blade assembly and pull
the assembly down enough to release it from the
“U” hooked end of the wiper arm. Slide the
assambly away from the arm.

3. Remove the blade.

4. To reinstall the wiper blade assembly, slide it over
the wiper arm to engage the "U” hooked end on the
wiper blade assembly. Pull up on the assembly
to fock It into place.

For the proper windshield wiper blade assembly
replacement length and type, see Normal Maintenance
Replacement Farts on page 5-101.
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Tires

Your new vehicle comes with high-quality tires made by
a leading tire manufacturer. If you ever have guestions
about your tire warranty and where to obtain service,
see your Oldsmobile Warranty booklet for details.

/N CAUTION:

Poorly maintained and improperly used tires
are dangerous.

® Overloading your tires can cause
overheating as a result of too much
friction. You could have an air-out and a
serious accident. See “Loading Your
Vehicle” in the Index.

® Underinflated tires pose the same danger
as overloaded tires. The resulting accident
could cause serious injury. Check all tires
frequently to maintain the recommended
pressure. Tire pressure should be checked
when your tires are cold.

CAUTION: (Continued)

CAUTION: (Continued)

* Overinfiated tires are more likely to be cut,
punctured or broken by a sudden
impact — such as when you hit a pothaole.
Keep tires at the recommended pressure.
* Worn, old tires can cause accidents. If
your tread is badly worn, or if your tires
have been damaged, replace them.

Inflation -- Tire Pressure

The Tire-Loading Information label, which is on the rear
edge of the driver's door, shows the correct inflation
pressures for your tires when they're cold. *Cold” means
your vehicle has been sitting for at least three hours

or driven no more than 1 mile (1.6 km).
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Notice: Don't let anyone tell you that underinflation
or overinflation is all right. It's not. If your tires
don't have enough air (underinflation), you can get
the following:

* Too much flexing
s Too much heat

® Tire overloading
¢ Bad wear

* Bad handling

® Bad fuel economy

It your tires have too much air (overinflation), you
can get the following:

® Unusual wear

¢ Bad handling

* Rough ride

¢ Needless damage from road hazards

When to Check

Check your tires once a month or more.

Don't forget your compact spare ftire. It should be at
60 psi (420 kPa).

How to Check

Use a good quality pocket-type gage fo check tire
pressure. You can't tell if your tires are properly inflated
simply by looking at them. Radial tires may look
properly inflated even when they're underinflated.

Be sure to put the valve caps back on the valve stems.
They help prevant leaks by keeping out dirt and
moisiure.
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Check Tire Pressure System

The check tire pressure system can alert you to a large
change in the pressure of one tire. The system won'l
alert you before you drive that a tire is low or flat,

You must begin driving befare the system will work

properly,

The LOW TIRE PRESSURE massage will appear on
the Driver Information Center (DIC) if pressure difference
(low pressure) is detected in one tire. The check tire
pressure system may not alent you |

» more than one tire is low,

® the vehicle is moving faster than 65 mph {105 km/h),
* the system is not yet calibrated,

s the tire treadwear is uneven,

® the compact spare fire is installed,

s ftire chains are being used, or

s the vehicle is being driven on a rough or
frozen road.

If the anti-lock brake system warning light comes on,
the check tire pressure system may not be working
properly. See your dealer for service. Also, see
Anti-Lock Brake System Warning Light on page 3-36.

The check tire pressure system detects differences

in tire rotation speeds that are caused by changes in tire
pressure. The system can alert you about a low

tire - but it doesn't replace normal tire maintenance.
See Tires on page 5-60.

When the LOW TIRE PRESSURE message appears on
the Driver Information Center, you should stop as

soon as you can and check all your tires for damage. If
a lire is flal, see If a Tire Goes Flat on page 5-70.

Alzo check the tire pressure in all four tires as soon as
you can. See Inflation - Tire Pressure on page 5-60.

Any time you adjust a tire's pressure or have one

or more tires repaired or replaced, you'll need to reset
{calibrate) the check fire pressure system. You'll

also need to reset the system whenever you rotate the
tires, buy new tires and install or remove the compact

spare.

Don't reset the check fire pressure system without first
correcting the cause of the problem and checking

and adjusting the pressure in all four tires. if you raset
the system when the tire pressures are Incomect,

the check tire pressure system will not work property
and may not alert you when a tire is low or high.
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To reset (calibrate) the system:
1. Tum the ignition switch to ON.

2. Press the SELECT right arrow on the DIC until you
enter the GAGE mode. Then press the SELECT
down arrow until TIRE PRESSURE appears on the
display.

3. Press and hold the DIC RESET button for about
five seconds. After five seconds, the display will
show TIRE PRESSURE RESET. If TIRE
PRESSURE RESET does not appear on the
display after about five seconds, see your dealer for
service. After you release the DIC RESET button,
TIRE PRESSURE NORMAL will appear on the
display.

The system completes the calibration process during
driving, Calibration time can take 45 to 90 minutes,
depending on your driving habits. After the system has
been calibrated, the systam will alert the driver that

a tire is low, up to a maximum speed of 65 mph

{105 km/h).

Tire Inspection and Rotation

Tires should be rotated every 7,500 miles (12 500 km).

Any time you notice unusual wear, rotate your fires

as soon as possible and check wheel alignment. Also
check for damaged tires or wheels. See When It Is Time
for New Tires on page 5-65 and Wheel Replacement

an page 5-68 for mare information.

The purpose of regular rotation is to achieve more
uniform wear for all lires on the vehicle. The first rotation
is the most important. See "Part A: Scheduled
Maintenance Services,” in Section &, for scheduled
rotation intervals.

g

,f
-

-
=S
e

When rotating your tires, always use the comecl rotation
pattern shown here.
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Don't include the compact spare tire in your tire rotation.

After the tires have been rotated, adjust the front and
rear inflation pressures as shown on the Tire-Loading
Information label.

Resat the Check Tire Pressure System. See Check Tire
Pressure System on page 5-62.

Make certain that all wheel nuts are properly tightened.
See Wheel Nut Torgue in Capacilies and Specifications
on page 5-100.

2\ CAUTION:

Rust or dirt on a wheel, or on the parts to
which it is fastened, can make wheel nuts
become loose after a time. The wheel could
come off and cause an accident. When you
change a wheel, remove any rust or dirt from
places where the wheel attaches to the vehicle.
In an emergency. you can use a cloth or a
paper towel to do this; but be sure to use a
scraper or wire brush later, if you need to, to
get all the rust or dirt off. See “Changing a Flat
Tire" in the Index.
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When It Is Time for New Tires

One way to tell when it's
time for new tires is to
check the freadwear
indicators, which will
appear when your fires
have only 1/16 inch

(1.6 mm) or less of tread
Famaining.

You need a new fire if any of the following staterments
are true:

You can see the indicators at three or more places
around the tire.

You can see cord or fabric showing through the
tira’s rubber.

The tread or sidewall is cracked, cut or snagged
deep enough to show cord or fabric.

The tire has a bump, bulge or split.

The tire has a punciure, cul or other damage that

can'l be repaired well because of the size or
location of the damage.
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Buying New Tires

Tao find out what kind and size of tires you need, look at
the Tire-Loading Information label.

The tires installed on your vehicle when it was new had
a Tire Performance Criteria Specification (TPC Spec)
number on each tire's sidewall. When you get new tires,
get ones with that same TPC Spec number. That way
your vehicle will continue to have tires that are designed
o give proper endurance, handling, speed rating,
traction, ride and other things during normal service on
your vehicle. If your tires have an all-season tread
design, the TPC number will be followed by an “MS” (for
mud and snow).

If you ever replace your tires with those not having a
TPC Spec number, make sura they are the same size,
load range, speed rating and construction type (bias.
bias-belted or radial) as your ariginal tires

A CAUTION:

Mixing tires could cause you to lose control
while driving. If you mix tires of different sizes
or types (radial and bias-belted tires), the
vehicle may not handle properly, and you
could have a crash. Using tires of different
sizes may also cause damage to your vehicle.
Be sure to use the same size and type tires on
all wheels. It's all right to drive with your
compact spare, though. It was developed for
use on your vehicle.

/N CAUTION:

If you use bias-ply tires on your vehicle, the
wheel rim flanges could develop cracks after
many miles of driving. A tire and/or wheel
could fail suddenly, causing a crash. Use only
radial-ply tires with the wheels on your vehicle.
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Uniform Tire Quality Grading

Quality grades can be found where applicable on the
tire sidewall batween tread shoulder and maximurm
section width. For example:

Treadwear 200 Traction AA Temperature A

The following information relates lo the system
developed by the United States Mational Highway
Traffic Safety Administration, which grades tires by
treadwear, traction and lemperature performance. (This
applies only to vehicles sold in the United States.)
The grades are molded on the sidewalls of most
passenger car fires. The Uniform Tire Quality Grading
system does nol apply to deep tread, winter-type
snow lires, space-saver or temporary use spare tires,
tires with nominal rim diameters of 10 to 12 inches
(25 to 30 cm), or to some limited-production fires.

While the tires available on General Motors passenger
cars and light trucks may vary with respect to these
grades, they must also conform to federal safety
requirements and addibonal General Motors Tire
Performance Criteria (TPC) standards.

Treadwear

The treadwear grade is a comparative rating based on
the wear rate of the tire when tested under controlled
conditions on & specified government test course.

For exampile, a tire graded 150 would wear one and

a half (1.5) times as well on the government course as
a tire graded 100. The relative performance of tires
depends upon the aclual conditions of their use.
however, and may depart significantly from the norm
due fo variations in driving habits, service praclices and
differences in road characteristics and climate.

Traction — AA, A, B, C

The traction grades, from highest 1o lowest, are AA, A,
B, and C. Those grades represent the tira's ability

to stop on wet pavement as measured under controlled
conditions on specified government test surfaces of
asphalt and concreta. A tire marked C may have poor
traction performance. Warning: The traction grade
assigned fo this fire is based on straight-ahead braking
traction lesls, and does not include acceleration,
comering. hvdroplaning. or peak traction characteristics.
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Temperature - A, B, C

The temperature grades are A (the highest), B, and C,
representing the fire's resistance to the generation

of heat and its ability to dissipate heat when tested
under controlled conditions on a specified indoor
laboratory lest wheel. Sustained high temperature can
cause the material of the tire to degenerate and
reduce tire life, and excessive temperature can lead to
sudden tire failure. The grade C corresponds to a
level of performance which all passenger car tires must
meet under the Federal Motor Vehicle Satety Standard
Mo. 109. Grades B and A represent higher levels of
performance on the laboratory test wheel than the
minimum required by law.

Warning: The lemperature grade for this fire is
established for a tire that is properly inflated and not
overloaded. Excessive spead, underinflation, or
excessive loading, either separately or in combination,
can cause heat bulldup and possible tire failure.

Wheel Alignment and Tire Balance

The wheels on your vehicle were aligned and balanced
carefully at the factory to give you the longest tire life
and best overall parormance.

Scheduled wheel alignment and wheel balancing are
not nesded. However, if you notice unuswal tire wear or
your vehicle pulling one way or tha other, the alignment
may need to be resel. Il you nolice your vehicle
vibrating when driving on a smooth road, your wheels
may need o be rebalanced,

Wheel Replacement

Replace any wheel that is bent, cracked or badly rusted
or corroded. It wheel nuts keep coming loose, the
wheel, wheel bolts and wheel nuts should be replaced.
If the whesl leaks air, replace it (except some
aluminum wheels, which can sometimes be repairad).
See your dealer if any of these conditions exist.

Your dealer will know the kind of whee! you need.

Each new wheel should have the same load-carrying
capacily, diameter, width, offset and be mounted
the same way as the one it replaces.
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If you need to replace any of your wheels, wheel bolts Used Replacement Wheels
or wheel nuts, replace them only with new GM
original equipment parts. This way, you will be sure to

have the right wheel, wheel bolts and wheel nuts & CAUTIDN_

for your vehicle.

Putting a used wheel on your vehicle is

& CAUTION: dangerous. You can’t know how it's been used
or how far it's been driven. It could fail

Using the wrong replacement wheels, wheel suddenly and cause a crash. If you have to

balts or wheel nuts on your vehicle can be replace a wheel, use a new GM original

dangerous. It could affect the braking and equipment wheel.

handling of your vehicle, make your tires lose
air and make you lose control. You could have
a collision in which you or others could be
injured. Always use the correct wheel, wheel
baolts and wheel nuts for replacement.

Notice: The wrong wheel can also cause problems
with bearing life, brake cooling, speedometer or
odometer caiibration, headiamp aim, bumper neignt,
vehicle ground clearance and tire or tire chain
clearance to the body and chassis.

See Changing a Fiat Tire on page 5-71 for more
information.
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Tire Chains

A\ CAUTION:

If your vehicle has P235/55R17 size tires, don't
use tire chains, there's not enough clearance.

Tire chains used on a vehicle without the
proper amount of clearance can cause damage
to the brakes, suspension or other vehicle
parts. The area damaged by the tire chains
could cause you to lose control of your vehicle
and you or others may be injured in a crash,

Use another type of traction device only if its
manufacturer recommends it for use on your
vehicle and tire size combination and road
conditions. Follow that manufacturer's
instructions. To help avoid damage to your
vehicle, drive slowly, readjust or remove the
device if it's contacting your vehicle, and don't
spin your wheels.

if you do find traction devices that will fit,
install them on the front tires.

Notice: It your vehicle has a tire size other than
P235/55R17 size tires, use tire chains only where
legal and only when you must. Use only SAE Class
"S” type chains that are the proper size for your
tires. Install them on the front tires and tighten them
as tightly as possible with the ends securely
fastened. Drive slowly and follow the chain
manufacturer's instructions. if you can hear the
chains contacting your vehicle, stop and retighten
them. If the contact continues, slow down until

it stops. Driving too fast or spinning the wheels with
chains on will damage your vehicle.

If a Tire Goes Flat

It"s unusual for a tire to "blow out”™ while you're driving,
especially if you maintain your tires properly. If air

goes oul of & tire, it's much more likely to leak out
slowly. But if you should ever have a "blowout”, here are
a few lips aboul what to expect and what to do:

It a front tire fails, the flat tire will create a drag that
pulls the vehicle toward thal side. Take your foot off the
accelerator pedal and grip the steering wheel firmly.
Steer to maintain lane position, and then gently brake to
a slop weall out of the traffic lane,
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A rear blowoul, particularly on a curve, acts much like a

skid and may require the same correction you'd use & CAUTION:

in a skid. In any rear blowout, remove your foot from the
accelerator pedal, Get the vehicle under control by

steering the way you want the vehicle to go. It may be Changing a tire can cause an injury. The
very bumpy and noisy, but vou can still steer. Gently vehicle can slip off the jack and roll over you
brake 10 a stop — well off the road it possible. or other people. You and they could be badly

injured. Find a level place to change your tire.
To help prevent the vehicle from moving:

1. Set the parking brake firmly.

Changing a Flat Tire 2. Put the shift lever in PARK (P).
3. Turn off the engine.

To be even more certain the vehicle won't
move, you can put blocks at the front and
rear of the tire farthest away from the one
being changed. That would be the tire on
the other side of the vehicls, at the
opposite end.

If a tirg goes flat, the next part shows how to use your
|acking equipment o change a flat tire safely,

If a tire goes flat, avoid further tire and wheel damage
by driving slowly to a level place. Turn on your
hazard warning flashers.
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Removing the Spare Tire and Tools

The equipment you'll need is in the frunk.

The following steps will tell you how to use the jack and

change a tire. Instructions for changing your tires are on the inside of
the tire cover. You can rest the cover near you for
easy reference while you change the lire.

1. Lift the tire cover to gain access 1o the compact
spare tire and jacking equipment. See Compact
Spare Tire on page 5-81 for more infarmation.

5-7¢2
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2. Remove the wheel wrench and jack from the jack Hgmguing the Wheel Covers
container.

3. Remove the compac! spare tire from the trunk.

Insert the hooked end of the wheel wranch in one of the
twa small notches in the center cover and pry the

cover off, Do not drop the cover or lay it face down, as
it could be scratched or damaged.

The tools you'll be using include the jack (A} and wheel
wranch (B).
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Removing the Flat Tire and Installing
the Spare Tire

3. Turn the wheel wrench counterclockwise by hand to
lower the jack head unfil it fits under the vehicie.

1. Position the wheel wrench securely over the wheel
nuts and turm the wrench counterclockwise o
loosan the wheel nuts, but don't remove them.

2. Aftach the wheel wrench to the bolt on the end of
the jack lo create a jack handle.

5-T4
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4\ CAUTION:

Raising your vehicle with the jack improperly
positioned can damage the vehicle and even
make the vehicle fall. To help avoid personal
injury and vehicle damage, be sure to fit the
jack lift head into the proper location before
raising the vehicle.

4. Near each wheel well is a notch in the frame to 5. Raise the vehicle by tuming the wheel wrench
position the jack head. Position the jack undear clockwise on the jack. Raise the vehicle far
the vehicle and raise the jack head until it fits firmly encugh off the ground so there's enough room for

the compact spare tire to fit underneath the

against the sheet metal, Do not raise the vehicle
wheel well.

yel. Pul the compact spare fire near you.
6. Remove all the wheel nuts and take off the fiat tire

A CAUTION:

Getting under a vehicle when it is jacked up is
dangerous. If the vehicle slips off the Jack you
could be badly injured or killed. Never get
under a vehicle when it is supported only by

a jack.
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7. Remove any rust or dirt
from the wheel bolts, .
mounting surfaces & CAUTEDN'
and spare wheel,

Mever use oil or grease on studs or nuts. If
you do, the nuts might come loose. Your wheel
could fall off, causing a serious accident.

8. Place the compact spare tire on the wheel-mounting
surface.

A\ CAUTION:

Rust or dirt on the wheel, or on the parts to
which it is fastened, can make the wheel nuts
become loose after a time. The wheel could
come off and cause an accident. When you
change a wheel, remove any rust or dirt from
the places where the wheel attaches to the
vehicle. In an emergency, you can use a cloth
or a paper towel to do this; but be sure to use
a scraper or wire brush |ater, if you need to, to
get all the rust or dirt off.
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8, Pul the whesl nuis
back on with lhe
rounded end of the
nuts toward the whaal,
Tighten each nut by
hand until the wheal
I5 held against
tha hub.

If a nut cannot be tightened by hand, use the wheel
wrench, and see your dealer right away.

10. Lower the vehicle by turning the wheel wrench
counterclockwise. Lower the jack completely

577
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11, Using the wheel
wrench, tighten the
wheel nuts firmly in a

showr,

CriSSCross sequence as

/N CAUTION:

Incorrect wheel nuts or improperly tightened
wheel nuts can cause the wheel to come loose
and even come off. This could lead to an
accident. Be sure to use the correct wheel
nuts. If you have to replace them, be sure to
get new GM original equipment wheel nuts.
Stop somewhere as soon as you can and have
the nuts tightened with a torque wrench to the
proper torque specification. See "Capacities
and Specifications” in the Index for wheel nut
torque specification.

Notice: Improperly tightened wheel nuts can lead
to brake pulsation and rotor damage. To avoid
expensive brake repairs, evenly tighten the wheel
nuts in the proper sequence and to the proper
torque specification. See “Capacities and
Specifications” in the index for the wheel nut torque
specification.

12. When the flat tire has been repaired or replaced,
reinstall the wheel covar. Be sure 1o position the
alignment pin on the cover with the noteh in
the wheel. Apply pressure around the edge of the
cap fo snap it in place. Do not use a hammer
or mallet to reinstall the cover.

Store the wheel cover in the trunk until you have
replaced the compact spare tire with a regular tire,

Notice: Wheel covers won't fit on your compact
spare. If you try to put a wheel cover on your
compact spare, you could damage the cover or the
spare.
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Storing the Flat Tire and Tools

/\ CAUTION:

Storing a jack, a tire or other equipment in the
passenger compartment of the vehicle could
cause injury. In a sudden stop or collision,
loose equipment could strike someone. Store
all these in the proper place.

Store the flat tire as far forward in the trunk as possible,
Store the jack and wheel wrench in their compartment
in the trunk. For storage. the jack must be raised

until the screw end is flush with the edge of the jack.
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Storing the Spare Tire and Tools

N\ CAUTION:

Storing a jack, a tire or other equipment in the
passenger compartment of the vehicle could
cause injury. In a sudden stop or collision,
loose equipment could strike someone. Store
all these in the proper place.

The compact spare lira is for temporary use only.

Replace the compact spare tire with a full-size tire as

soon as you can. See "Compact Spare Tire" |ater in this A. Wrench D. Retainer

section. See the storing instructions label to retum B. Jack E. Compact Spare Tire
your compacl spare lire into your trunk properly, C. Jack Container Cover

5-80
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Compact Spare Tire Don't use your compact spare on other vehicles.

And don't mix your compact spare tire or wheel with
other wheels or tires. They won't fit. Keep your compact
spare tire and its wheel logether.

Although the compact spare tire was fully inflated when
yvour vehicle was new, It can lose air after a timea.
Check the inflation pressure regularty. It should be

6O psi (420 kPa). Notice: Tire chains won't fit your compact spare.
Using them can damage your vehicle and can
damage the chains too. Don't use tire chains on
your compact spare.

After installing the compact spare on your vehicle, you
should stop as soon as possible and make sure

your spare tlre |s correcily inflated. The compact spare
is made to perform well at speeds up to 65 mph

(105 km/h) for distances up to 3,000 miles (5 000 km),
s0 you can finish your trip and have your full-size

lire repaired or replaced where you want. You must
calibrate the Check Tire Pressure System after installing
or removing the compact spare. See Check Tire
Praessure System on page 5-62. Of course, it's best to
replace your spare with a full-size lire as soon as

you can. Your spare will last longer and be in good
shape in case you need Il again.

Notice: When the compact spare is installed, don't
take your vehicle through an automatic car wash
Wil GUiCE Tains. TheE CoOpact spaie can gel caugil
on the rails. That can damage the tire and wheel,
and maybe other parts of your vehicle.
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Appearance Care

Remember, cleaning products can be hazardous. Some
are toxic. Otherz can burst into flames if you strike a
match or get them on a hot part of the vehicle. Some are
dangerous if you breathe their fumes in a closed

space. When you use anything from a container to clean
your vehicle, be sure (o follow the manufaciurer's
warnings and instructions. And always open your doors
or windows when you're cleaning the inside

Never use these to clean your vehicle:
¢ Gasoline

¢ Benzene

* Naphtha

* Carbon Tetrachioride

s Acetone

¢ Paint Thinner

® Turpentine

® Lacquer Thinner

® MNail Folish Remover

They can all be hazardous — some more than
others —and they can all damage your vehicle, too.

Don't use any of these unless this manual says you
can. In many uses, these will damage your vehicle:

¢ Alcohal

® |aundry Soap

s Bleach

s Reducing Agenls

Cleaning the Inside of Your Vehicle

Use a vacuum cleaner often 1o gel rid of dust and
loose din. Wipe vinyl, leather, plastic and painted
surfaces with a clean, damp cloth.

Fabric/Carpet

Your dealer has cleaners for the cleaning of fabric and
carpet. They will clean normal spots and stains
wery well,

You can get GM — approved cleaning products from
your dealer. See GM Vehicle Care/Appearance
Matenals on page 5-88.
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Here are some cleaning tips:
* Always read the instructions on the cleaner label.

® Clean up stains as soon as you can — before
they set.

* Carefully scrape off any excess stain.

* lse a clean cloth or sponge, and change to a clean
area often. A soft brush may be used if stains are
stubbarn.

* |f a ring forms on fabric after spot cleaning, clean
the entire area immediately or it will set.

Vinyl

Use warm water and a clean cloth.

* Rub with a clean, damp cloth to remove dirl. You
may have to do this more than once.

® Things like tar, asphalt and shoe polish will stain if
you den't get them off quickly, Use a clean cloth

and vinylleather cleaner. See your dealer for

et el b
il ol A L

Leather

Use a soft cloth with lukewarm water and a mild soap or
saddle soap and wipe dry with a soft cloth. Then, let
the leather dry naturally. Do not use heat to dry.

* [or stubborn stains, use a leather cleaner. Sea your
dealer for this product.

* MNever use oils, varnishes, solvent-based or abrasive
cleaners, furniture polish or shoe polish on leather.

* Soiled or stained leather should be cleaned
immediately. If dirl is allowed o work into the finish,
it can harm the leather

Top of the Instrument Panel

Use only mild soap and water to clean the top surfaces
of the instrument panel. Sprays containing silicones

Or Waxes may cause annoying reflections in the
windshield and even make it difficult to see through the
windshield under certain conditions,

Interior Plastic Components

Use only a mild scap and water sclution on a soft cloth
or sponge. Commercial cleaners may affect the
surface finish.
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Wood Panels

Use a clean cloth molstened in warm, soapy water {use
mild dish washing soap). Dry the wood immediately
with a clean cloth

Glass Surfaces

Giass should be cleaned often. GM Glass Cleaner or &
liquid househaold glass cleaner will remove normal
tobacco smoke and dust films on interior glass., See GM
Vehicle CarerAppearance Maferials on page 5-88.

Notice: Don't use abrasive cleaners on glass,
because they may cause scratches. Avoid placing
decals on the inside rear window, since they

may have to be scraped off later. If abrasive cleaners
are used on the inside of the rear window, an
electric defogger element may be damaged. Any
temporary license should not be attached across the
defogger grid.

Care of Safety Belts

Keep belts clean and dry.

/N CAUTION:

Do not bleach or dye safety belts. If you do, it
may severely weaken them. In a crash, they
might not be able to provide adequate
protection. Clean safety belts only with mild
soap and lukewarm water.

Weatherstrips

Silicone grease on weatherstrips will make them last
longer, seal better, and not stick or squeak. Apply
silicone grease with a clean cloth at least every six
months. During very cold, damp weather more frequent
application may be required. See Part D: Recommended
Fluids and Lubricants on page 6-15.
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Cleaning the Outside of Your
Vehicle

The paint finish on your vehicle provides beauty, depth
of color, gloss retention and durability

Washing Your Vehicle

The best way to preserve your vehicle's finish is to keep
it clean by washing It often with lukewarm or cold
water.

Don't wash your vehicle in the direct rays of the sun.
Use a car washing soap. Don'l use slrong soaps

or chemical detergents. Be sure to rinse the vehicle
well, removing all soap residue completely. You can gel
GM-approved cleaning products from your dealer.

See GM Vehicle Care/Appearance Malerials on

page 5-88. Don't use cleaning agents that are petroleum
based, or that contain acid or abrasives. All cleaning
agents should be flushed promptly and not allowed

to dry on the surface, or they could stain. Dry the finish
with & soft, clean chamois or an all-cotton towel (o
AV BUMEE BCieIGiEs Al watsr Spoiig.

High prassure car washes may cause walter to enter
your vehicle.

Cleaning Exterior Lamps/Lenses

Use only lukewarm or cold water, a soft cloth and a car
washing soap to clean exterior lamps and |enses.
Follow instructions under "Washing Your Vehicle.”

Finish Care

Occasional waxing or mild polishing of your vehicle by
hand may be necessary to remove residue from the
paint finish. You can get GM-approved cleaning products
from your dealer. See GM Vehicle Care/Appearance
Materials on page 5-88.

If your vehicle has a "basecoal/clearcoal” pain! finish.
The clearcoat gives more depth and gloss to the colored
basecoat. Always use waxes and polishes that are
non-abrasive and made for a basecoat/clearcoat paint
finigh.

Natice: Machine compounding or aggressive
polishing on a basecoat/clearcoat paint finish may
dull the finish or leave swirl marks.

Foreign materials such as calcium chloride and other
salts, ice melting agents, road oll and tar, tree sap, bird
droppings, chemicals from industrial chimneys, eic.,
can damage your vehicle's finish if they remain

on painted surfaces. Wash the vehicle as soon as

= ;
mrancikla B nasrasean ma Aasnoaheacion clesnaee o
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are marked safe for painted surfaces to remove
foreign matter

Exterior painted surfaces are subject to aging, weather
and chemical fallout that can take their toll over a

pariod of years. You can help to keep the paint finish
looking new by keeping your vehicle garaged or coverad
whenever possible.
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Windshield and Wiper Blades

If the windshield Is not clear after using the windshield
washer, or if the wiper blade chatters when running,
wax, sap or other material may be on the blade or

windshield
Clean the outside of the windshield with a full-strength

glass cleaning liguid. The windshield is clean if beads do

not form when you rinse it with water.

Grime from the windshield will stick fo the wiper blades
and affect their performance. Clean the blade by
wiping vigorously with a cloth soaked in full-strength
windshield washer salvent. Then rinse the blade

with water,

Check the wiper blades and clean thermn as necessary:
replace blades that look worn,

Aluminum or Chrome-Plated Wheels

Your vehicle may be equipped with either aluminum or
chrome-plated wheels,

Keep your wheels clean using a soft clean cloth with
mild soap and water. Rinse with clean water. After
rinsing thoroughly, dry with a soft clean towel. A wax
may than be applied.

5-86

The surface of these wheels is similar io the painted
surface of your vehicle. Don't use slrong soaps,
chemicals, abrasive polishes, abrasive cleaners,
cleaners with acid, or abrasive cleaning brushes on
them because you could damage the surface. Do not
use chrome polish on aluminum whesls.

Use chrome polish only on chrome-plated wheels, bul
avoid any painted surface of the wheel, and buff off
immediately after application.

Don't take your vehicle through an automatic car wash
that has silicone carbide tire cleaning brushes. These
brushes can also damage the surface of these wheels,

Tires
To clean your tires, use a stiff brush with tire cleanar.

Notice: When applying a tire dressing, always take
care to wipe off any overspray or splash from all
painted surfaces on the body or wheels of the
vehicle. Petroleum-based products may damage the
paint finish and tires.
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Sheet Metal Damage

If your vehicle is damaged and requires sheet melal
repair or replacement, make sure the body repair shop
applies anti-corrosion material to parts repaired or
replaced to restore corrosion protection.

Original manufacturer replacement parls will provide the
corrosion protection while maintaining the warranty.

Finish Damage

Any stone chips, fractures or deep scratches in the
finish should be repaired right away. Bare metal

will corroda quickly and may develop into major repair
expense,

Minor chips and scralches can be repaired with touch-up
maternals avaliable from your dealer or other service
outlets. Larger areas of finish damage can be corrected
in your dealer's body and paint shop.

Underbody Maintenance

Chemicals used for ice and snow removal and dust
confrol can callect on the underbody, If these are not
removed, accelerated cormosion (rust) can occur on

the underbody parts such as fuel lines, frame, floor pan
and exhaust system even though they have corrosion
protection,

Al leasl every spring, flush these materals from the
underbody with plain water. Clean any areas where mud
and debris can collect. Dirt packed in close areas of

the frame should be loosenad before being flushed.

Your dealer or an underbody car washing syslem can
da this for you.

Chemical Paint Spotting

Some weather and atmospheric conditions can create a
chemical fallout, Airborne pollutants can fall upon and
aftack painted surfacas on your vehicle. This damage
can lake two forms; blotchy, ringlet-shaped
discolorations, and small irreqular dark spots etched inta
the paint surface.

Although no defect in the paint job causes this, GM will
repair, at no charge to the owner, the surfaces of

new vehicles damaged by this fallout condition within
12 months or 12,000 miles (20 000 km) of purchase,
whichever occurs firsk.
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GM Vehicle Care/Appearance

Materials

See your GM dealer for more information on purchasing

the following products

GM Vehicle Care/Appearance Materials

GM Vehicle Care/Appearance Materials
(cont'd)

Description

Usage

Glass Cleaner

Removes dirt, grime,
smoke and fingerpnnis.

Chrome and Wire Wheal
Cleaner

Hemoves dirt and gnme
fram chrome wheels and
wire wheel covers.

Finish Enhancear

Hemoves dust,
fingerprints, and surface
contaminanis, Spray on
wipe off.

Swirl Hemover Polish

Hemaowves swirl marks,
fine scratches and other
lght surface
contamination.

Cleanar Wax

Removes light scralches
and protects finish.

Description Usage
Palishing Cloth Interior and exterior
Wax-Treated polishing cloth.

Tar and Road Oil Removes tar, road oil and

Remowvear asphalt.

Chrome Cleaner and Use on chrome or

Palish stainless steel

White Sidewall Tire Removes soil and black

Cleaner marks from whitewalls.
Cleans vinyl tops.

Vinyl Cleaner upholstery and
convertible lops.

5-88

Foaming Tire Shine Low
Gloss

Cleans, shines and
protects in one easy step,
no wiping necessary.
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GM Vehicle Care/Appearance Materials
(cont'd)

GM Vehicle Care/Appearance Materials
(cont'd)

Description

Usage

Description Usage

Wash Wax Concentrate

Medium foaming
shampoo. Cleans and
lightly waxes
Biodegradable and
phosphate free

Odaorless spray odor
eliminator used on
fabrics, vinyl, leather and
carpet.

Odor Eliminator

Spot Lifter

Cuickly and easily
removas spots and stains
from carpets, vinyl and
cloth upholstery,

See your General Motors parts department for these
products. See Part D: Recommended Fluids and
Lubricants on page 6-13.
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Vehicle Identification Engine Identification
The Bth character in your VIN |s the engine code. This

Vehicle Identification Number (VIN)  5c€ WineP v ety your engine, specifications

Service Parts |dentification Label

You'll find this label on the underside of the spare lire
cover. It's very helpful if you ever need to order

= BUNEHURMAR0R

SAMPLE4UX1MO72675 parts. On this label is:
* waur WVIM,
¢ the model designation,
This is the legal identifier for your vehicle. |t appears on ® paint information and
a plate in the front corner of the instrument panel, on e , :
the driver's side. You can see it if you look through the a fist of all production options and special
windshield from outside your vehicle. The VIN also equipment.

labels and the cerificates of tithe and registration.
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Electrical System

Add-On Electrical Equipment

Notice: Don't add anything electrical to your
vehicle unless you check with your dealer first.
Some electrical equipment can damage your vehicle
and the damage wouldn't be covered by your
warranty. Some add-on electrical equipment can
keep other components from working as they
should.

Your vehicle has an air bag system. Before atltempling
lo add anything electrical to your vehicle, see
Servicing Your Air Bag-Equipped Vehicle on page 1-54.

Headlamp Wiring

The headlamp wiring is protected by a circuit breaker in
the wiring hamess. An electrical overload will cause

the lamps to go on and off, or in some cases to remain
off I thiz hannana have your headlamn svstam

checked right away.

Windshield Wiper Fuses

The windshield wiper motor is protected by an internal
circuit breaker and a fuse. If the motor overheals due to
heavy snow. etc., the wiper will stop until the motor
cools, If the overload is caused by some electrical
problem, have it fixed.

Power Windows and Other Power
Options

Circuit breakers In the fuse panel protect the power
windows and ather power accessories, When the current
load is too heavy, the circuit breaker opens and

closes, protecting the circuit until the problem is fixed.
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Fuses and Circuit Breakers

The wiring eircuits in your vehicle are protected from
short circuits by a combination of fuses and circuit
breakers. This greatly reduces the chance of fires
caused by electrical problems.

Look at the silver-colored band inside the fuse. If the
band is broken or melted, replace the fuse, Be sure you
replace a bad fuse with a new one of the identical

slze and rating. If a MaxiFuse”™ should blow, see your
dealer for sarvice immedialely.

If you ever have a problem on the road and don't have
a spare fuse, you can “borrow” one thal has the

same amperage. Pick some feature of your vehicle that
you can get along withoul — like the radio or cigarette
lighter — and use its fuse, if it is the correct amperage.
Replace it as socon as you can. You will find a fuse puller
clipped in both of the fuse blocks. Snap the wide end

of the fuse puller at the side indentations and pull

lhe fuse oul.

The MaxiFuses™ are located in two fuse blocks, one
located In the engine compartment and the other under
the rear seat, If a MaxiFuse™ should blow, have your
vehicle serviced by your dealer immediately.

Engine Compartment Fuse Block

The engine compartment
fuse block is localed near
the frant on the
passanger's side of the
vehicle. See Engine
Compartment Overview on
page 5-14 for more
infarmation on location.

Lift the cover to gain access. Fuse 22 or 23 can be
moved to the outer position to provide continuous power
to the accessory power outlet or cigarette lighter

when the ignition is not on, See your dealer for
additional assistance, if needed.

Leaving an accessory on for a long period of time can
drain the vehicle's battery.
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Fuses Usage

Mot Usad

Accessory

Windshield Wipers

Mot Used

Left Low-Beam Headlamp
Right Low-Beam Headlamp
Spare

=~ M O = L3 D3 =

Fuses

10
1
12
13
14
15
16
17
18
19
20
21
22
23
24
25
28

Usage

Powertrain Control Module Battery
Right High-Beam Headlamp

Left High-Beam Headiamp

Ignition 1

Mat Lised

Transaxle

Cruise Control

Direct Ignition System

Injector Bank #2

Mot Used

Mot Used

Powertrain Control Module |gnition
Oxygen Sensor

Injector Bank #1

Auxiliary Powear

Clgarette Lighter

Fog Lamps/Daytime Running Lamps
Hom

Air Conditioning Clutch
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Relays
27
28
29
30
31
32
33
34
35
38
a7
38
39
40

Usage

High-Beam Headlamp
Low-Beam Headlamp
Fog Lamps

Daytime Running Lamps
Horn

Air Conditioner Clutch
HVAC Solenoid
ACoessory

Air Pump

Starter 1

Cooling Fan 1

lgnition 1

Cooling Fan Series/Parallel
Caooling Fan 2

Circult
Breakers
41

Fuses
42
43

45

47
48
49

&1
852
53

Usage

Starter

Usage

Mot Used
Empty

ABS

Alr Pump A
Cooling Fan 1
Cooling Fan 2
Spare

Spare

Spare

Spare

Spare

Fuse Puller
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Removing the Rear Seat Cushion
A\ CAUTION:

To access the battery and rear compariment fuse
panels, the rear seat cushion must be removed. This

procedure |s somewhat difficull. You may wish to have A safety belt that isn't properly routed through
your dealer do this for you. the seat cushion or is twisted won't provide
the protection needed in a crash. If the safety
Notice: The battery and main fu_se blocks are belt hasn't been routed through the seat
located under the rear seat r:ushm_n. The battery’s cushion at all, it won't be there to work for the
%"E:ﬁ:t::':i'g‘i;i:‘:ﬁ:‘;g‘?h':i‘:'ﬂ‘;;ﬂz:;:?ﬁ;“d' next passenger. The person sitting in that
: position could be badly injured. After

be careful when removing or reinstalling the seat
cushion. Do not remove covers from covered parts.
Do not store anything under the seat, as objects
could touch exposed wires and cause a short,

reinstalling the seat cushion, always check to
be sure that the safety belts are properly
routed and are not twisted.

To remove the rear seat cushion, do the following:

1. Pull up on the front of the cushion to release the
front hooks.

2. Pull the cushion up and out toward the front of tha
vehicle.

To reinstall the rear seat cushion,. do the following:

o-93
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3. With the seat cushion lowered, push rearward and
then press down on the seat cushion until the
spring locks on both ends engage.

4. Check to make sure the safety belts are properly
routed and that no portion of any safety bell is
trapped under the seat, Also make sure the seat
cushion is secured

Rear Underseat Fuse Block

1. Buckle the center passenger position safety belt,
then route the safety belts through the proper slots
in the seat cushion. Don't let the safety belts get
twistad.

2. Slide the rear of the cushion up and under the
seatback so the rear locating guides hook info
the wire loops on the back frame.

5-06

The rear fuse block is
located below the rear seat
on the dnver's side. Tha
rear seal cushion must be
removed to access tha
fuse block. See Removing
the Rear Seat Cushion

o page 5-95.
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Fuses

0 m = & & W R =

e~
=

Usage

Fuel Pump

HVAC Blower
Memory

ALDL

Rear Fog Lamps
Compact Disc {CD)
Dirivar's Door Module
Air Bag System
Not Used

Right Parking Lamp

Fuses
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25

EERLEBEENS

Usage

Yent Solenoid

Ignition 1

Laft Parking Lamp
Dimmer

Spare

Left Front Heated Seat
Mot Used

Rear Door Module
Stoplamp

ParkiReverse

Audio

Retained Accessory Power (RAP)
Mot Used

Not Used

Passenger Door Module
Body

Interior Lamps

Mt | [z

lgnition Switch
Instrumant Fanel

Right Front Heated Seat
Mot Used

HVYAC

Ignition 3 Rear
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Fuses

a7

Relays
38
40
41
42
43
44

Usage

Anti-lock Brake System {ABS)
Turn Signal/Hazard

HVAC Battery

Dimmer

Usage

Fuel Pump
Parking Lamp
Ignition 1

Rear Fog Lamp
Mot Used

Park

Relays
45
46
47
48
49
50
a1
52
53
54
55

Usage

Reverza

Retained Accessory Power (RAP)
Fugl Tank Door Lock

Not Used

Ignition 3

Fuel Tank Door Release
Interior Lamps

Trunk Release

Front Couresy Lamps

Mol Used

Electronic Level Control (ELC)
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Circuit
Breakers
56
57

Relays
58
o9

Fuses
&0
61
62
63
64
65
66
67
68
69
70
71
T2

Fuses
Usage 73
74
Power Seats 75

Power Windows

Lisage
Cigar
Rear Dafogger

Usage

Mot Used

Rear Defog
Not Used
Audio Amplifier
Electronic Level Control {ELC)
Cigar

Mot Used

Mot Used

Mot Used
Spare

Spare

Spare

Spare

Usage
apare
Spare

Fuse Puller
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Capacities and Specifications

The following approximate capacilies are given in
English and mefric conversions. Please refer to Part D:
Recommended Fluids and Lubricanis on page 6-15

for more information

Capacities
Capacities
Application English Metric
Automatic Transaxle 11 quarts 104 L
Engine Cooling System 13.0 quarls 123 L
Engine Qil with Filter 7.0 quarts 6.7L
Fuel Tank 18.5 gallons 70.0L
Air Conditioning Refrigerant R134a 2.2 |bs 1.0 kg
Whee| Nut Torque 100 Ib-ft 140 N+m
All capacities are approximate. When adding, be sure 1o fill to the appropriate level, as recommended in this
manual,
Engine Specifications
Engine Vin Code Transmission Spark Plug Gap Firing Order
V& (L47) [ Automatic 0.050 inch (1.27 mm) | 1-2-7-3-4-5-6-8

5-100
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Normal Maintenance Replacement Parts

Part Number
Engine Air Cleansr Element A1096C"
F‘asaenger Compartment Alr Filter GM Pant # 25654414
Engine Qil Filter PF-58"
Fuel Filter GF-627*
41-987*
Spark Plugs GM Part # 12571535
Windshield Wiper Blades Shepherd's Hook
Type 22.0 inches (56.0 cm)
Length

*ACDelco™ part number
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Section 6 Maintenance Schedule

Maintenance Schedule ..............cooovvviviiiirinen... B2
i L e e e e S e e B-2
Your Vehicle and the Environment .........oo0000. ven B2
Maintenance Heguirements ..ooiiiiiees B-2
How This Section is Organmized .......oooviiiiiiinnn.. .6-3
Part A: Scheduled Maintenance Services ...........6-4
Using Your Maintenance Schedule ..........ocove B-4
Schaduled Maimlenante .. ..covcrvieierirsreiiserereenst 6-5
Part B: Owner Checks and Services ... B&-9
At Each Fuel Fill YRR 1
At Least Once a Month .o eeeens B-9
Al Least Twice a Year 5 B-10

At Least Once 8@ Year ......oovcevevininnrermmsrrereens
Part C: Periodic Maintenance Inspections ..., .....
Steering, Suspension and Front Drive Axle

Bool and Seal Inspaction . ...o.cooomnies

Exhaust System Inspection ,.......cciiiaB

Fuel Systemn Inspection ..
Engine Cooling System Inspar’rlun

Throttle System Inspection ... ... B

Brake System Inspection ..............cooeciieines
Part O: Recommended Fluids and Lubncants ..
Part E: Malntenance Becord ...
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Maintenance Schedule

introduction

IMPORTANT:
KEEP ENGINE OIL
AT THE PROPER
LEVEL AND CHANGE AS
RECOMMENDED

Protection
Plan

Hawve you purchased the GM Protection Plan? The Plan

supplements your new vehicle warranties. See your

Warranty and Owner Assistance booklet or your dealer

far details.

Your Vehicle and the Environment

Proper vehicle maintenance not only helps to keep your
vehicle in good working condition, but also helps the
environment. All recommended maintenance procedures
are impaortant. Improper vehicle maintenance can

even daffect the guality of the air we breathe. Impropar
fuid levels or the wrong tire inflation can Increase

the level of emissions from your vehicle. To help protect
our environment, and to keep your vehicle in good
condition, please maintain your vehicle properly.

Maintenance Requirements

Maintenance intervals, checks, inspections and
recommended fluids and lubricants as prescribed in this
manual are necessary to keap your vehicle in good
working condition. Any damage caused by failure

to follow recommended maintenance may not be
covered by warranty

G6-2
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How This Section is Organized

This maintenance schedule is divided into five parts:

“Part A: Scheduled Maintenance Services” explains
what to have done and how often. Some of these
senices can be complex, 50 unless you are technically
gualified and have the necessary equipment, you
should let your dealer's service department or another
gualified service center do these jobs.

A\ CAUTION:

FPerforming maintenance work on a vehicle can
be dangerous. In trying to do some jobs, you
can be seriously injured. Do your own
maintenance work only if you have the
required know-how and the proper tools and
equipment for the job. If you have any doubt,
have a qualified technician do the work.

If you want to get the service information, see Service
Fublications Ordering Information on page 7-9.

“Part B: Owner Checks and Services" tells you what
should be checked and when. It also explains what
you can easily do lo help keep your vehicle in good
condition,

“Part C: Periodic Maintenance Inspections™ explains
important inspections that vour dealer's sernvice
department or another qualified service center should
perfarm

“Part D: Recommended Fluids and Lubricants” lisis
some recommended products necessary to help

keep your vehicle properly maintained. These products,
or their equivalents, should be used whether you do
the work yoursell or have it done.

“Part E: Maintenance Record” is a place for you o
record and keep track of the maintenance performed on
your vehicle. Keep your maintenance receipts. They
may be needed to guality your vehicle for warranty
repairs.
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Part A: Scheduled Maintenance
Services

This part contains engine oil scheduled maintenance
which explains the engine oil lite system and how

it indicates when fo change the engine cil and filter.
Also, listed are scheduled maintenance senvices which
are to be performed at the mileage intervals specified.

Using Your Maintenance Schedule

We al General Molars want to keep your vehicle in good
working condition. But we don't know exactly how

you'll drive i. You may drive short distances only a few
times a week. Or you may drive long distances all

the time in very hot, dusty weather. You may use your
vehicle in making deliveries. Or you may drive it to
work, to do errands orf in many other ways.

Because of the different ways people use their vehicles,
maintenance needs may vary. You may need more
freguent checks and replacements. So please read the
following and note how you drive. If you have

guestions on how to keep your vehicle in good condition,
see your dealer

G-4

This part tells you the maintenance services you should
have done and when you should schedule them.

When you go to your dealer for your service needs,
you'll know that GM-trained and supported service
people will perform the work using genuing GM parts.

The proper fluids and lubricants to use are listed in
Part D. Make sure whoever services your vehicle uses
these. All pars should be replaced and all necessary
repairs done before you or anyone else drives the
vehicle.

This schedule i1s for vehicles that:

® carry passengers and cargo within recommended
limils. You will find these on your vehicle's
Tire-Loading Information label. See Loading Your
Vehicle on page 4-34.

® gre driven on reasonable road surfaces within legal
driving limits.

* use the recommended fuel. Sea Gasoline Octane
on page 5-5.
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Scheduled Maintenance

The services shown in this schedule up to 100,000 miles
(166 000 km) should be repeated after 100,000 miles
(166 000 km) at the same intervals for the life of

this vehicle. The services shown at 150,000 miles

(240 000 km) should be repeated at the same interval
after 150,000 miles (240 000 km) for the life of this
vahicle,

See Part B: Owner Checks and Services on page 6-9
and Part C: Periodic Maintenance Inspections an
page 6-13.

Footnotes

t The U.S. Environmental Protection Agency or the
California Aflr Resources Board has determined fhat the
failure to perform this mainfenance ifem will not nullify
the emission warranty ar limit recall liability prior to

the completion of the vehicle 's useful iife. We, however,
urge that ail recommended maintenance senvices be
performed af e indicated Intendals ang e
maintenance be recorded.

@ Whenever the lires are rotated, the Check Tire
Pressure Systern must be reset.

+A good time lo check your brakes is during tire
rolation. See Brake Sysiem Inspechion on page 6-14.

Engine Oil Scheduled Maintenance

Change engine ocil and filter as indicated by the GM
Oil Life System™ (or every 12 months, whichever
occurs first). Reset the system.

Your vehicle has a computer system thal lets you know
when to change the engine oil and filter, This is

based on engine revolutions and engine lemperatura,
and ot on mileage. Based on driving conditions,

the mileage at which an oil change will be indicated can
vary considerably. For the oll life system to work
properly, you must reset the system every time the oll is
changed.

When the systern has calculated that oil life has been
diminished, it will indicate that an oll change is
necessary, A CHANGE OIL SOON light will come on.
Change your oil as soon as possible within the next two
times you stop for fugl. It is possible that, if you are
driving under the best conditions, the oil life system may
not indicate thal an oll change is necessary for over a
year. However, your engine oil and filter must be

.r-h--un.ﬂ.-'\r-l- i |Hﬂr"-| B T e T 1 o A et P
I.r|||_l||'\..’ el el h WP P rul—l.l kb bl L |.|||-J- IIII-\.F [T - l-l-'r'\-l-l.l-l ik

must be reset. It is also important to check your oll
regularly and keep it at the proper level.

I the system is ever reset accidentally, you must
change your oil at 3,000 miles (5 000 km) since your
last oil change. Remember to reset the oil life system
whenever the oll Is changed. See Engine O on
page 5-15 for information on resetting the system.

Downloaded from www.Manualslib.com manuals search engine

6-5


http://www.manualslib.com/

After the services are perflormed, record the date,
odometer reading and who performad the service on the
maintenance record pages in Pan E of this schedule.

An Emission Control Service.

7,500 Miles (12 500 km)

J Rotate fires. See Tire Inspection and Rolation on
page 5-63 for proper rotation pattern and additional
information. (See foolnote @) (See fooinole +.)

15,000 Miles (25 000 km)

1 Inspect engine air cleaner filter if you are driving In
dusly conditions, Replace filter if necessary, An
Emission Confrol Service. (See foafnole 1.)

- Rolale tires. See Tire nspection and Rolation on
page 5-63 tor proper rotation pattern and additional
information. (See foolnote @) (See footnate +.)

22,500 Miles (37 500 km)

d Rotate tires. See Tire Inspection and Rotation on
page 5-63 for proper rotation patiern and additicnal
information. (See footnofe &@.) (See footnote +.)

30,000 Miles (50 000 km)

3O Inspect throttie body bore and valve plates for
deposits, open the throtile valve and inspact all
surfaces. Clean as required. An Emission Confrol
Senvice, (See foolnote T.)

J Rotate tires. See Tire Inspection and Rolalion on
page 5-63 lor proper rotation pattern and additional
information. (See foofnote @) (See foolnole +.)

J Replace engine air cleaner filter. An Emission Control

Senics.

37,500 Miles (62 500 km)

- Rolate tires, See Tire Inspection and Hotation on
page 5-63 for proper rotation pattermn and additional
information. (See footnofe &.) (See footnote +.)

45,000 Miles (75 000 km)

U Inspact engine air cleaner filter If you are driving in
dusty conditions. Replace filter if necessary. An
Emission Control Service. (See foolnate 1.}

J Rotate tires. See Tire Inspection and Rotation on
page 5-63 for proper rotation pattern and additional
information. (See footnote @.) {See footnote +.)

6-6
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50,000 Miles (83 000 km)

1 Change automatic transaxle fluid and botlom screens
if the vehicle is mainly driven under one or mora of
thesa conditions:

- In heavy city traffic where the outside
temperature regularly reaches 90°F (32°C) or
higher.

= In hilly or mountainous terrain.

— When doing frequent trailer towing.

— Uses such as found in tax, police or delivery
SENICE.

If you do not wse your vehicle under any of these
conditions, change the fluid and filter at 100,000 miles
(166 000 k).

52,500 Miles (87 500 km)

J Roftate tires, See Tirg Inspection and Rolation on
page 5-63 for proper rotation pattern and additional
information, (See footnole &) (See footnole +.)

60,000 Miles (100 000 km)

- Inspact throttle body bore and valve plates for
deposits, open the throttle valve and inspect all
surfaces. Clean as required. An Emission Control
Sarvice. (See foofnote 1.)

d Rotale tires. See Tire Inspection and Rotation on
page 5-63 for proper rotation pattern and additional
information. {See foolnote &.) (See footnole +.)

d Replace engine air cleaner filler. An Emission Control
Service.

67,500 Miles (112 500 km)

1 Rotate tires. See Tire Inspechion and Rotation on
page 5-63 for proper rotation pattern and additional
information. (See footnote @) (See fooinote +.)

75,000 Miles (125 000 km)

1 Inspect engine air cleaner filter if you are driving in
dusty conditions. Replace filter if necessary. An
Emission Control Service, (See footnate t.)

 Rotate tires. See Tire Inspection and Rotation on
page 5-63 for proper rotation patierm and additional
information. (See footnote &.) (See footnote +.)

82,500 Miles (137 500 km)

J Rotate tires. See Tire Insoection and Rotation on
page 5-63 for proper rotation pattern and additional
information. (See footnote @.) (See footnote +.)
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90,000 Miles (150 000 km)

1 Inspect throttle body bore and valve plates for
deposils, open the throttle valve and inspect all
surfaces. Clean as required, An Emission Control
Service. (See footnale f.)

- Replace enging air cleanar filter. An Emission
Contral Service.

J Rotate tires. See Tire Inspection and Rolafion on
page 5-63 for proper rotation pattern and additional
information. (See foolnote &) (See footnate +.)

97,500 Miles (162 500 km)

U Rotate tires. See Tire Inspection and Rofation on
page 5-63 for proper rotation pattern and additional
information. (See footnote @.) (Ses footnote +.)

100,000 Miles (166 000 km)

1 Replace spark plugs. An Emission Control Service.

4 Change automatic transaxle fluid and boltom screens

if the vehicle is mainly driven under one or more of
these conditicons:

- In heavy city traffic where the outside

temperalure regularly reaches 90°F (32°C) or

higher.
— In hilly or mountainous terrain.
— When doing frequent trailer towing.

- Uses such as found in taxi, police or delivery

senvice,

3 It you haven't used your vehicle under severg service
conditions listed previously and therefore, haven't
changed your automatic transaxle fluid, change both
the fluid and filter.

150,000 Miles (240 000 km)

- Drain, flush and refill cooling system (or every
B0 months since last service, whichever ogours first).
See Engine Coglant on page 5-24 for what 1o use.
Inspect hoses. Clean radiator, condenser, pressure
cap and nack. Pressure test the cooling system
and pressure cap. An Emission Control Service.

d Inspect engine accessory drive belt. An Emission
Cantrol Service.

6-8
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Part B: Owner Checks and Services

Listed in this part are owner checks and services
which should be performed at the intervals specified to
help ensure the safety, dependability and emission
control performance of your vehicle

Be sure any necessary repairs are completed at once.
Whenever any fluids or lubricants are added to your
vehicle, make sure they are the proper ones, as shown
in Part D.

At Each Fuel Fill

It is imporiant for you or a service station attendant to
perform these underhood checks at each fuel fill,

Engine Qil Level Check

Check the engine oil level and add the proper oll if
necessary. See Engine Oil on page 5-15 for further
details.

Engine Coolant Level Check

Check the engine coolant level and add DEX-COOL®™
coolant mixture if necessary. See Engine Coolan!
an page 5-24 for further details.

Windshield Washer Fluid Level Check

Check the windshield washer fluid level in the windshield
washer tank and add the proper fluid if necessary.

See Windshield Washer Fluid on page 5-38 for lurther
details.

At Least Once a Month

Tire Inflation Check

Make sure tries are Inflated to the comect pressures.
Don't forget fo check your spare lire. See Tires on
page 5-60 for furthar details.

Cassette Tape Player Service

ol Laasslic in:l.l.H.‘.- 'Ji-n_:,llzl. Cigal i iy =L L L i
every 50 hours of tape play. See Audio System|s)
an page 3-59 lor further details.
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At Least Twice a Year
Restraint System Check

Make sure the safety belt reminder light and all your
belts, buckles, latch plates, retractors and anchorages
are working properly. Look for any other loose or
damaged safely bell system pans. If you see anything
that might keep a safety belt system from doing its

job, have il repaired. Have any tomn or frayed safety belts
replaced.

Also |ook for any opened or broken air bag coverings,
and have them repaired or replaced. (The air bag
system does not need regular maintenance., )

Wiper Blade Check

Inspect wiper blades for wear or cracking. Replace
blade inserts thal appear wom or damaged or that
streak or miss areas of the windshield. Also see
"Windshield Wiper and Wiper Blades™ under Cleaning
the Outside of Your Vehicle on page 5-85.

Weatherstrip Lubrication

Silicone grease on weatharsirips will make them last
longer, seal better, and not stick or sgueak. Apply
silicone grease with a clean clath. DunAng very cold,
damp weather more frequent application may be
required. See Par [ Recommended Fluids and
Lubricants on page 6-15.

Automatic Transaxle Check

Check the transaxle fluld level; add if needed. See
Automatic Transaxle Fluid on page 5-22. A fluid loss
may indicate a problem. Check the system and repair if
needed.

At Least Once a Year
Key Lock Cylinders Service

Lubricate the key lock cylinders with the lubricant
specified in Part D.

Body Lubrication Service

Lubricate all body door hinges. Also lubricate all hinges
and latches, including those for the hood, rear
compartment, glove box door, console door and any
folding seat hardware. Part D tells you what lo use. More
frequent lubrication may be required when exposed 1o

a corrasive environment,

6-10
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Starter Switch Check

A\ CAUTION:

Automatic Transaxle Shift Lock Control
System Check

When you are doing this check, the vehicle
could move suddenly. If it does, you or others
could be injured. Follow the steps below.

A\ CAUTION:

1

2.

. Before you start, be sure you have enough room
around the vehicle.

Firmly apply both the parking brake and the regular
brake. See Parking Brake on page 2-29 if
necessary.

Do not use the accelerator pedal, and be ready to
tum off the engine immediately if it starts.

Try to starl the engine in each gear. The starter
should work only in PARK (P) or NELUTHAL [(N)
il v sidEier Works in any olier posiion, you
vehicle needs service.

When you are doing this check. the vehicle
could move suddenly. If it does. you or others
could be injured. Follow the steps below.

1. Before you start, be sure you have encugh room
around the vehicle. It should be parked on a level
surface.

2. Firmly apply the parking brake, See Parking Srake
on page 2-29 if necassary.
Be ready to apply the regular brake immediately if
the wehicle begins to mowve.

3. With the engine off, tum the key to the ON position,
but don’t start the engine. Without applying the
reqular brake, try to move the shitt lever out
of PARK (P} with normal etfort. If the shift lever
moves out of PARK (P}, your vehicle needs service,
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Ignition Transaxle Lock Check

While parked, and with the parking brake set, try 1o turn
the ignition key to OFF in each shift lever position,

® The key should tum to OFF only when the shift lever
is in PARK {P).

®* The key should come out only in OFF.

Parking Brake and Automatic Transaxle
Park (P) Mechanism Check

A\ CAUTION:

When you are doing this check, your vehicle
could begin to move. You or others could be
injured and property could be damaged. Make
sure there is room in front of your vehicle in
case it begins to roll. Be ready to apply the
regular brake at once should the vehicle begin
to move.

Park on a fairly steep hill, with the vehicle facing
downhill. Keeping your foot on the regular brake, set the
parking brake.

®* To check the parking brake's holding ability: With
the engine running and transaxle in NEUTRAL
(M), slowly remove foot pressure from the regular
brake pedal. Do this until the vehicle is held by the
parking brake only.

®* To check the PARK (P) mechanism's holding
abllity: With the engine running, shilt o PARK (P)
Then release the parking brake followed by the
regular brake

Underbody Flushing Service

At least every spring, use plain water to flush any
corrosive materials from the underbody, Take care to
clean thoroughly any areas where mud and other debris
can coliect.
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Part C: Periodic Maintenance
Inspections

Listed in this part are inspaclions and services which
should be performed at least twice a year (for instance,
each spring and fall). You should let your dealer's
senvice department or other qualified service center do
these jobs. Make sure any necessary repairs are
completed at once.

Proper procedures o perform these services may be
found In & service manual, See Service Publications
Urdenng information on page 7-9,

Steering, Suspension and Front
Drive Axle Boot and Seal Inspection

Inspect the front and rear suspension and stegring
system for damaged. loose or missing pars, signs of
wear or lack of lubrication. Inspect the power steering
s and iiuses (01 proper Tuok=up, inding, ieass,
cracks, chafing, ete, Clean and then inspeci the drive
axle bool seals for damage, lears or leakage. Replace
seals it necessary.

Exhaust System Inspection

Inspect the complete exhaust system. Inspact the body
near the exhaust systam. Look for broken, damaged,
missing or out-of-position parts as well as open seams,
holes, loose connections ar other conditions which
could cause a heat build-up in the floor pan or could let
exhaust fumes into the vehicle. See Engine Exhaust
on page 2-33.

Fuel System Inspection

Inspect the complete fuel system for damage or leaks.
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Engine Cooling System Inspection Brake System Inspection

Inspect the hoses and have them replaced if thay Inspect the complete system. Inspect brake lines and
are cracked, swollen or deteriorated. Inspect all pipes. hoses for proper hook-up, binding, leaks, cracks,

fittings and clamps; replace as needed. Clean the chafing, etc. Inspect disc brake pads for wear and rotors
autside of the radiator and air conditioning condenser. far surface condition. Inspact other brake parts.

To help ensure proper operation, a pressure test of including calipers, parking brake, etc. You may need to
the cooling system and pressure cap is recommended have your brakes inspected more often If your driving

al least once a year. habits or conditions result in frequent braking.

Throttle System Inspection

Inspect the throttle system for interference or binding,
and for damaged or missing pans. Replace parts

as needed. Replace any components that have high
effort or excessive wear. Do nol lubricale acceleralor
and cruise confrol cables,

6-14
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Part D: Recommended Fluids and Usage Fluid/Lubricant
Lubricants #umma;{tiic II;JIE;:;HDN-III Automatic Transmission
ransaxie Liied.
Fluids and |ubricants identified below by name, par Multi-Purpose Lubricant, Superiube
number or specification may be obtained from your Ee inl:-ic;:rg GM Part No. U.S. 1234'52.411 in
dealer. ¥ anada 10853474, or equivalent).
Usage Fluid/Lubricant Iﬁubri atE.I-J Lﬁub?gg:tﬁ EAQE;:,D?DI EI'I.-'I':1
Engine oil with the American Floor Shift art No. U.5. 1 » 1 wAnada
Peiroleum Institute Certified for Uirkdge; | Seoomyox Raulvalent) o tubricai
Gasoline Engines starburst symbol E'Eta ing rL UIFEIEG*LE ;
Engine Oil  |of the proper viscosity. To determine SIEROI L OF ]
the preferred viscosity for your Hood Latch Lubnﬂiate Lubricant Aerosol (GM
vehicle’s engine, see Engine Oil on Assembly, |Part No. U.5. 12346293, in Canada
page 5-15. SEHI:_I.‘GI'I'Fl:iIHI’}I' BEE?IEE. or equiva!e?t} L:rnrtjuitgllc#agl
I - Latch, Pivols, |meetling requiremeants o :
- Sy ag!i? g{;%;eeﬂgnﬁ;%%ﬂg%%tf_le Spring Anchor | Category LB or GC-LB.
ngine Looant | conlant. See Engine Coolant on and PH‘?“L‘T'ESE’

page 5-24.

Hydraulic Brake

Delco Supreme 11 Brake Fluid or

System equivalent DOT-3 brake fluid,
Windshield | GM Cptikleen Washer Sclvent or
Washer Solvent | equivalent.

Hood and Door

Multl-Purpose Lubricanl, Superiube
GM Parl No. U.5. 12348241, in

Parking Brake
Cable Guides

Chassis Lubricant (GM FPart Mo.
L5, 12377985, in Canada
BB901242, or equivalent) or lubricant
meeting requirements of NLGI #2,
Category LB or GC-LB.

Hinges anada 10953474, or equivalent).
Fuel Doar, Multl-Purpose Lubricant, Superube
Glove Box (GM Part No. U5, 12346241, in

Door, Console
Door and Rear

Canada 10953474, or equivaient).

Power Steering
Systam

GM Power Steering Fluid (GM Part
No. U.S. 1052884, in Canada
993294, or equivalent).

Compartment
Lid Hinges
Dielectric Silicone Grease (GM Parl
Weatherstnp _
Conditioning No. U.S. 12345579, in Canada

1974984, or equivalent).
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Part E: Maintenance Record

After the scheduled services are performed, record the date, odometer reading and who performed the service and
any additional infarmation from “Owner Checks and Services™ or "Periodic Maintenance” on the following record

pages. Also, you should retain all maintenance receipts.

Maintenance Record

Odometer Maintenance Record

Date Reading Serviced By

E-16
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Maintenance Record (cont'd)

Date

Odometer
Reading

Serviced By

Maintenance Record
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Maintenance Record (cont'd)

Date

Odometer
Reading

Serviced By

Maintenance Record

6-18
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Customer Assistance
Information

Customer Satisfaction Procedure

Your satistaction and goodwill are important fo

your dealer and to Oldsmaobile. Mormally, any concerns
with the sales transaction or the operation of your
vehicle will be resolved by your dealer's sales or service
departments. Sometimes, however, despite the best
intentions of all concerned, misunderstandings can
oecur. If your concern has not been resolved to your
satisfaction, the following steps should be taken:

STEP ONE: Discuss your concern with a member of
dealership management. Normally, concerns can

be quickly rescived at that level. If the matler has
already been reviewed with the sales, service or pans
manager, contact the owner of the dealership or

the general manager

STEP TWO: If atter contacting a member of dealership
managament, it appears your concem cannot be
resolved by the dealership without further help, contact
the Oldsmobile Customer Assistance Center by

calling 1-800-442-6537. In Canada, contact GM of
Canada Customar Communication Centre in Oshawa by
calling 1-800-263-3777 (English) or 1-800-263-7854
(French).

We ancourage you to call the toll-free number in order
to give your inquiry prompt attention. Please have

the following information available to give the Customer
Assistance Representative:

® \fehicle |dentification Number (This is available from
the vehicle registration or title, or the plate at the
top left of the instrument panel and visible through
the windshield,)

® Deglership name and location
® \ehicle delivery date and presant mileage

When contacting Qldsmobile, please remember that
your concern will likely be resolved at a dealer's facility.
That is why we suggest you follow Step One first if

you have a concern.

STEP THREE: Both General Motors and your dealer
are committed to making sure you are completely
satisfied with your new vehicle. However, if you confinue
to remain unsatisfied after following the procedure
outlined in Steps One and Two, you should file with the
GM/BBB Auto Line Program to enforce any additional
rights you may have. Canadian owners refer to

your Warranty and Owner Assistance Information
booklet for information on the Canadian Motor Vehicle
Arbitration Plan (CAMVAP),

-2

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

The BBB Auto Line Program is an out of court program
administered by the Council of Better Business

Bureaus to setile automotive disputes regarding vehicle
repairs or the interpretation of the New Vehicle

Limited Warranty. Although you may be required to
resort to this informal dispute resclution program prior to
filing a coun action, use of the program is free of
charge and your case will generally be heard within

40 days. If you do not agree with the decision given in
your case, you may reject it and proceed with any other
venue for relief available to you,

You may contact the BBB using the toll-free telephone
number or write them al the following address:

BBE Auto Line

Council of Bettar Business Bureaus, Inc.
4200 Wilson Boulevard

Suite 80O

Arlington, VA 22203-1804

Telephone: 1-800- 955-5100

This proaram is available in all 50 stales and the District
of Columbia. Eligibility is limited by vehicle age,

mileage and other factors. General Motors reserves the
right to change eligibility limitations and/or discontinue
its participation in this program.

Customer Assistance for Text
Telephone (TTY) Users

To assist customers who are deaf, hard of hearing, or
speech-impaired and who use Text Telephones (TTYs),
Oldsmobile has TTY equipment available at ils
Customer Assislance Cenler. Any TTY user can
communicate with Oldsmobile by dialing:
1-B00-833-0OLDS (6537). (TTY users in Canada can dial
1-B00-263-3830.)

Customer Assistance Offices

Oldsmobile encourages customers to call the oll-free
number for assistance. Il a U5, customer wishes

to write to Oldsmobile, the letter should be addressed to
Oldsmobile’'s Customer Assislance Center.
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United States

Oldsmobile Customer Assistance Centar
P.O. Box 33171
Detroit, Ml 48232-5171

1-B00-442-6537

1-B00-833-6537 (For Text Telephone dewvices (TTYs))
Roadside Assistance: 1-800-442-0LDS (6537)

Fax Mumber: 313-381-0022

From Puerto Rico:
1-800-496-9992 (English)
1-800-496-9993 (Spanish)
Fax Mumber: 313-381-0022

From U.5. Virgin Islands:
1-800-496-9994
Fax Number: 313-381-0022

Canada

zeneral Motors of Canada Limited
Customer Communication Centre, 163-005
1808 Colonel Sam Drive

Cishawa, Onlanc L1H 8P7

1-800-263-3777 (English)

1-800-263-7854 (Franch)

1-800-263-3830 (For Text Telephone devicas (TTYs)
Foadside Assistance: 1-800-268-6800

All Overseas Locations

Flease contact the local General Motors Business Unit.

Mexico, Central America and
Caribbean Islands/Countries (Except
Puerto Rico and U.S. Virgin Islands)

General Motors de Mexico, 5. de R.L. de C.V.
Customer Assistance Center

Pazeo de la Reforma # 2740

Col. Lomas de Bazares

C.P. 11910 Mexico, D.F.

01-B00-508-0000

Long Distance: 011-52-53 29 0 800

7-4
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GM Mobility Program for Persons
with Disabilities

This program, available to
gualified applicants, can
reimburse you up to
1,000 toward aftermarket
driver or passenger
adaptive eguipment you
may require for your
vehicle (hand controls,
wheelchair/'scooter

lifts, elc.).

This program can also provide you with free resource
information, such as area driver assessment centers and
mohility equipment installers. The program is available
for a limited period of time from the date of vehicle
purchase/lease, See your dealer for more details or call
tha M Maohility Ascictance Canter at 1.800.3273-0025
Text telephone (TTY) users, call 1-800-833-9935.

GM of Canada also has a Maobility Program. Call

1-800-GM-DRIVE (483-7483) for details. All TTY users
call 1-800-263-3830.

Roadside Assistance Program

Security While You Travel
1-800-442-0LDS (6537)

As the proud owner of a new Oldsmobile vehicle, you
are automatically enrolled in the Oldsmobile Roadside
Assistance program. This value-added service is
intended to provide you with peace of mind as you drive
in the city or travel the open road.

Oldsmobile's Roadside Assistance foll-free numbar is
staffed by courteocus and capable Roadside Assislance
Representatives who are available 24 hours a day,
365 days a year.

We will provide the following services during the
Bumper-to-Bumper warranty period, at no expense
to you:

¢ Fuel delivery

¢ Lock-out service (identification required)

¢ Tow to the nearest dealership for warranty service
ar in e eventl Of a veniCie-Cesaiing aeiQent

® Flat tire change

® Jump starts

¢ Minor repairs fo disabled vehicles

¢ fecistance when vehicle is mired in sand, mud
or snow
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* Trip routing
* Trip interruption expense benefits
* Dealership locator service

Oldsmobile Roadside Assistance specifically excludes
coverage for mounting, dismounting or changing of snow
lires, chains or other traction devices.

In some cases, where service is impractical, the driver
may be authorized to obtain other sarvice for which
reimbursement is provided.

In many instances, mechanical failures are coverad
under Oldsmobile's comprehensive warranty, However,
when other services are utilized, our Roadside
Assistance Representatives will explain any payment
obligations you might incur.

For prompt and efficient assistance when calling, please
provide the following to the Roadside Assistance
Representative:

* Location af vehicle
® Telephone number of your location
® Vehicle model, year and color

® Mileage of vehicle

® ‘ehicle Identification NMumber (VIN)
* Vehicle license plate number

Oldsmobile reserves the right to limit services or
reimbursement to an owner or driver when, in
Oldsmaobile's judgement, the claims become excessive
in frequency or type of occurrence.

While we hope you never have the occasion fo use our
service, It is added security while traveling for you

and your family. Remember, we're only a phone call
away. Cldsmabile Roadside Assistance:
1-800-442-0LDS (6537), text telephone (TTY) users,
call 1-888-889-2438.

Canadian Roadside Assistance

Vehicles purchased in Canada have an extensive
roadside assistance program accessible from anywhere
in Canada or the United States. Please refer fo the
Warranty and Owner Assistance Information book.

Courtesy Transportation

Oldsmobile has always exemplified quality and value in
its offering of motor vehicles. To enhance your
aownership experience, we and our participating dealers
are proud to offer Courtesy Transportation, a customer
support program for new vehicles.

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

The Courtesy Transpariation program is offered to retail
purchase/lease customers in conjunction with the
Bumper-to-Bumper coverage provided by the New
Vehicle Limited Warranty. Several transportation options
are available when warmanty repairs are required.

This will reduce your inconvenience during warranty
repairs.

Plan Ahead When Possible

When your vehicle requires warranty service, you
should contact your dealer and request an appointment.
By scheduling a service appointment and advising

your service consultan! of your transportation needs,
your dealer can help minimize your inconvenience.

If your vehicle cannot be scheduled into the service
department immediately, keep driving it until it can be
scheduled for service, unless, of course, the problem is
salety-related. If it is, please call your dealership, let
them know this, and ask for instructions.

If the dealar requests thal you simply drop the vehicle
off for service, you are urged to do so as early in
e work day as possibie o dliow jon sdime day 1epail,

Transportation Options

Warranty service can generally be completed while you
wait. However, if you are unable to wait Oldsmobile
helps minimize your inconvenience by providing several
transportation options. Depending on the circumstances,
your dealer can offer you one of the following:

Shuttle Service

Participating dealers can provide you with shultle
sarvice to get you to your destination with minimal
interruption of your daily schedule, This includes a one
way shuttle rde to a destination up o 10 miles from
the dealership.

Public Transportation or Fuel
Reimbursement

If your vehicle requires overnight warranty repairs,
reimbursement up to $30 per day (five days maximum)
may be available for the use of public transponation
such as taxi or bus. In addition, should you arrange
transportation through a friend or relative,
reimbursement tor reasonable 1Uel expenses up
$10 per day (five day maximum) may be available.
Claim amounts should reflect actual costs and be
supported by original recaipts,
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Courtesy Rental Vehicle

When your vehicle is unavailable due to ovemight
warranty repairs, your dealer may arrange 1o provide
you with a courtesy rental vehicle or reimburse you for a
rental vehicle you obtained, at actual cost, up to a
maximum of $30.00 per day supported by receipts. This
requires that you sign and complete a rental agreement
and meet state, local and rental vehicle provider
requirements. Requirements vary and may include
minimum age requirements, insurance coverage, credit
card, etc. You are responsible for fuel usage charges
and may also be responsible for taxes, levies,

usage fees, excessive mileage or rental usage beyond
the complation of the repair.

Generally it is not possible to provide a like-vehicle as a
courtesy rental.

Additional Program Information

Courtesy Transportation s available during the
Bumper-to-Bumper warranty coverage period, but it is
nat part of the New Vehicle Limited Warranty. A
separate booklet entitled Warranty and Owner
Assistance information lurmished with each new vehicle
provides detailed wamanty coverage information.

Courtesy Transporiation is avallable only at participating
dealers and all program opfions, such as shuttle
service, may not be available al every dealer. Please
contact your dealer tor specific information about
availability. All Courtesy Transportation arrangements
will be administered by appropriate dealer personnel.

Canadian Vehicles: For warranty repairs during

the Complete Vehicle Coverage period of the General
Motors of Canada Mew Vehicle Limited Warranty,
altemative transporiation may be available under the
Courtesy Transportation Program. Please consull
your dealer for details.

General Motors reserves the right to unilaterally modify,
change or disconltinue Courtesy Transporiation at

any time and o resolve all questions of claim efigibility
pursuant to the terms and conditions described

herein at its sole discrefion.

Reporting Safety Defects to the
United States Government

If you believe that your vehicle has a defect which could
cause a crash or could cause injury or death, you
should immediately inform the National Highway Traffic
Safety Administration (NHTSA), in addition to notifying
General Motors.

7-8
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It NHTSA receives similar complaints, it may open an
investigation, and If it finds that a safety defect exisls in
a group of vehicles, it may order a recall and remedy
campaign. Howaver, NHTSA cannot become involvad in
individual problems between you, your dealer or
General Motors.

To contact NHTSA, you may either call the Auto Safety
Hotline toll-free at 1-800-424-9393 (or 366-0123 in
the Washington, D.C. area) or write to:

NHTSA, U.S. Department of Transportation
Washington, D.C. 20580

You can also obtain other information about motor
vehicle safety from the hotline.

Reporting Safety Defects to the
Canadian Government

If you live in Canada, and you believe that your vehicle
has g safety defect, you should immediately natify
Transpert Canada, in addition to notifying General
Motors of Canada Limited. You may write to:

Transport Canada

330 Sparks Street

Tower C

Ottawa, Ontario K14 ONS

Reporting Safety Defects to General
Motors

In addition to notifying NHTSA (or Transport Canada) in
a situation like this, we certainly hope you'll notify us.
Flease call us at 1-B00-442-6537, or wrile:

Oldsmobile Customer Assistance Center
P.0. Box 33171
Detroit. M1 48232-5171

In Canada, please call us at 1-800-263-3777 (English)
or 1-800-263-7854 (French). Or. write:

General Motors of Canada Limited
Customer Communication Centre 163-005
1808 Colonel Sam Drive

Oshawa, Ontario L1H BP7

Service Publications Ordering
Information

Service Manuals

Sendce Manuals have the diagnosis and repair
information on engines, transmission, axle, suspension,
brakes, electrical, stearing, body, elc.

RETAIL SELL PRICE: $120.00

Downloaded from www.Manualslib.com manuals search engine

7-8


http://www.manualslib.com/

Transmission, Transaxle, Transfer
Case Unit Repair Manual

This manual provides information on unit repair service
procedures, adjustments, and specifications for GM
transmissions, fransaxles, and transfer cases.

RETAIL SELL PRICE: $50.00
Service Bulletins

Service Bulletins give technical service information
needed to knowledgeably service General Motors cars
and trucks, Each bulletin contains instructions to
assist in the diagnosis and service of your vehicle.

In Canada, information pertaining to Product Service
Bulletins can be oblained by contacting your General
Motors dealer or by calling 1-800-GM-DRIVE
{1-B00-463-7483).

Owner’'s Information

Owner publications are written specifically for owners
and intended ta provide basic operational information
about the vehicle. The owner's manual will include
the Maintenance Schedule for all models.

In-Portfolio: Includes a Portfolio, Owner's Manual, and
Warranty Booklet.

RETAIL SELL PRICE: $35.00

Without Portfolio: Owner's Manual only.
RETAIL SELL PRICE: $25.00

Current and Past Model Order Forms

Service Publications are available for current and
past model GM vehicles. To request an order form,
please specify year and model name of the vehicle

ORDER TOLL FREE: 1-800-551-4123
Monday-Friday 8:00 AM - 6:00 PM
Eastern Time

For Cradit Card Orders Only
(VISA-MasterCard-Discover), visit Helm, Inc. on the
World Wide Web at. www.halminc.com

Or you can write lo:

Helm, Incorporated
P. O, Box 07130
Datroi, MI 48207

Prices are subject to change without notice and without
incurring obligation. Allow ample time for delivery.

MNote to Canadian Customars: All listed prices are
guoted in U.S. funds, Canadian residents are to make
checks payable in U.S. funds.

7-10
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