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GENERAL MOTORS, GM, the GM Emblem,
CHEVROLET, the CHEVROLET Emblem and the name
CHEVY ASTROQ are registered trademarks of General
Motors Carparation.

This manual includes the latest information at the tima i
was printed. We raserve the right 1o make changes
after that time without further notice. For vehicles first
sold in Canada, substitute the name "General Motors of
Canada Limited” for Chevrolet Motor Division whenever
it appears in this manual.

Please keep this manual in your vehicle, so it will be
there if you ever need It when you're on the road. If you
zell the vehicle, please leave this manual in it so the
new owner can use it

Litha in U.S.A.
Part Mo. C2310 A First Edition

Canadian Owners

You can obtain a French copy of this manual from your
dealer or from:

Helm, Incorporated
P.Q. Box 07130
Detroit. M| 48207

How to Use This Manual

Many people read their owner's manual from beginning to
end when they first receive their new vehicle. If you do
this, it will help you learn about the features and controls
far your vehicle. In this manual, you'll find that piclures
and words work together Lo explain things.

Index

A good place to look for what you need is the Index in
back of the manual. It's an alphabatical list of what's
in the manual, and the page number where you'll find it.

@'Cﬂp':.rnghl General Motors Corporation 06/19/02
All Rights Reserved
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Safety Warnings and Symbols

You will find a number of safety caufions in this book
We use a box and the word CAUTION to tell you about
things that could hurt yvou if you were 1o ignore the
Warning

&\ CAUTION:

These mean there is something that could hurt
you or other people.

In the caulicn area, we tell you what the hazard is.
Then we tell you what fo do to help avoid or reduce
the hazard. Please read these cautions. If you don't,
vou ar ofhers could be hurt.

You will also find a circle
with a slash through it in
this book. This safety
symbol means “Don't,”
“Den’t do this" or “Don't et
this happean.”
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Vehicle Damage Warnings Vehicle Symbols

Also, in this book you will find these nofices: Your vehicle has components and labels that use
symbols instead of text. Symbols, used on your vehicle,

Notice: These mean there is something that could are shown along with the text describing the operation

damage your vehicle. or infermation relating to a specific component, control,

: message, gage or indicator.
A notice will tell you about something that can damage i

; ; If you need help figuring out a specific name of a
your vehicle. Many times, this damage would not be A :
covered by your warranty, and it could be costly. But the component, gage or indicator reference the following

notice will tell you what to do to help aveid the damage. e

¢ Seats and Restraint Systems in Section 1
When you read other manuals, you might see CAUTION

and NOTICE warnings in different colors or in different * Features and Controls in Section 2
words., Instrument Panel Overview in Section 3

Climate Controls in Section 3

Warning Lights, Gages and Indicators in Section 3
Audio Systemis) in Section 3

Engine Compartment Overview in Section 5

You'll also see waming labels on your vehicle. They use
the same words, CAUTION or NOTICE.
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These are some examples of vehicle symbols you may find on your vehicle:

CAUTION
POSSELE
IMIRY

PROTECT
EYES BY
SHIELDING

CAUSTIC
HATTERY
AGID COULD
CALISE
BLANS

AVDID
SPARKS OR
FLAMES

BFARY OR
FLAME
COULD
EXPLODE
BATTERY

A\
&
*
®
A

LATGH BOTH LAF AND

SHOULDER BELTS TO
PROTECT DCCURANT 2
DO NOT TWIST SAFETY ~ © .
BELT WHEN ATTACHING
FASTEN . .
SEAT AlF BAG
BELTS
MOVE SEAT D0 NOT INSTALI
FULLY t& A REAR-FACENG
AEARWAAD oy b CHILD RESTRANT
SECURE IN THIS SEATING
CHILD SEAT POSITION
B
L"LLEGELUI DO MOT INSTALL A
COMPLETELY = | FORWARD-FACING
THEN SECURE ‘/: CHILD AESTRAINT
CHILD SEAT IN THIS BEATING
POSEITION
powen (R 3 DOORA LOGK
wnoow | & | UNLOGK

MASTER Fd
LIGHTING = -
SWITCH »# L

=

-

TURN
SIGNALS

PARKING
LAMPS ~

HAZARD
WARNING
FLASHER

DAYTIME sam
BLNKING "
LAMPS %"

%0

FOG
LAMPE

ENGINE
cooant _ K
TEMP
BATTERY
CHARGING
SYSTEM

BRAKE m
e ]

ENGINE OIL
I'J'F‘h‘EI’:iE‘LIFlF_Il:ii?’-I

(@)

ANTI-LOCK
HRAKES

COOLANT *
Fi
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Model Reference

Thizs manual covers these models:

Cargo Van Passenger Van

Wi
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Front Seats

Manual Seats

A\ CAUTION:

You can lose control of the vehicle if you try to
adjust a manual driver's seat while the vehicle
is moving. The sudden movement could startle
and confuse you, or make you push a pedal
when you don't want to. Adjust the driver's
seat only when the vehicle is not moving.

1-2

The bucket seats can ba
adjusted forward or
rearward using the lever
located under the front
af the seat.

Move the seat adjustment lever toward the cuboard side
of the seat to unlock it. Slide the seat 1o where you
want it. Then release the lever and try to move the seal
with your body, to make sure that the seat is locked

into place
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Power Seat

If your vehicle has this feature, there will be controls
located on the inboard side of the driver's seal.

T A e oy

Ta raise or lower the front of the seat cushion, raise or
lower the lever located toward the front of the vehicle.

To raise or lower the rear of the seat cushion, raise
or lower the lever located toward the rear of the vehicle,

To move the eniire seai backwards, forward, ar up or
down, move the center knob.

Manual Lumbar

If your vehicle has this feature, there will be a knab
located on the inboard side of the driver's and
passenger’s bucket seats.

Turn the knob toward the front of the vehicle 1o increase
lumbar support. Turn the knob toward the rear of the
vehicle Io decrease lumbar support.
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Reclining Seatbacks

There is a lever located on the inside of the seat to
adjust the seatback.

You can adijust the
seatback by lifting the
lever and leaning back.
Release the laver to

lock the seatback where
you want it. Pull up on the
lever, lean forward and
the seatback will go to an
upright position.

But don't have a seatback reclined if your vehicle
Is moving.
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Head Restraints

& CAUTION:

Sitting in a reclined position when your vehicle
is in motion can be dangerous. Even if you
buckle up, your safety belts can't do their job
when you're reclined like this,

The shoulder belt can’t do its job because it
won't be against your body. Instead, it will be
in front of you. In a crash you could go into It,
receiving neck or other injuries.

The lap belt can't do its job either. In a crash
the belt could go up over your abdomen.

The belt forces would be there, not at your
pelvic bones. This could cause serious internal
injuries.

For proper protection when the vehicle is in

motion, h‘!"’ﬂ' the seatback upright. Then sit Adjust your head restraint so that the top of the restraint
well back in the seat and wear your safety is closest to the top of your head. This position
belt properly. reduces the chance of a neck injury in a crash,

1-5
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Seatback Latches After the laich has been released, push the seatback
toward the front of the vehicle until it locks into place.
. To raize the seatback, unlock the seatback latch
Lﬁtiedaéiafﬁelﬁ;ﬂ I-:aar by pushing up on the lever while pushing down on the
of your seat upper edge of the seatback. Move the seatback into
' the upright position. Make sure the seatback is locked
when it is back in the upright position.

/N CAUTION:

If the seatback isn't locked, it could move
forward in a sudden stop or crash. That could
cause injury to the person sitting there. Always
press rearward on the seatback to be sure it

is locked.

To fold your non-touring
bench seatback forward,
pull up on the latch release

lever while pulling the

seatback foward the rear

of the vehicle,
RELEASE

1-6
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Rear Seats

Rear Seat Operation

Removing the Rear Seats

To remove the rear seals, do the following:

—_—
-_—

/
I
f
I
I

BELT FOR

TO DETACH |

\

SEAT REMOVAL |

—®—

INSERT KEY
| INTO HOLE

1. It you are removing the

center seatl, remove
the rght lap-shoulder
belt. To do this, press
the tip of a key into
the release hole of the
safely belt altachment
while pulling up on
the safety belt.

2. If you have a safely
belt guide on your
seal, pull the safety
belt all the way
out through the guide.

. To store the safety belt while the second row bench

seat is removed, pull the belt out and put both
buckles in the passenger's side rear storage bin.

Route the belt out of the forward edge of the
storage bin. Close the cover to retain the belt.

. Pull up on the seatback latch on the right rear of

the seat, Push the seatback down until it locks
into place:;
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5. Lift up on the left and the right seat release levers
at the same time. The laiches are near the floor on
the rear legs of the seat.

. Lift up on the rear of the seat to remove the seat

assembly from the rear latch pins. Then, pull back
and lift the seat out of the vehicla.

Your seal release lalch lever is operated with

a two-stage machanism. To fully release the
latch, two levels of lift effort will be required,
First, a low effort to overcome the first stage and
then a moderate effort to fully release the latch,
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Replacing the Rear Seats

1. Lower the seat into position. Make sure the front
retainers are hooked onto the anchor pins.

2. Pull the seat down to latch the rear retainers.
Make sure the seal is locked in by pulling up
and down on the seat.

4\ CAUTION:

A seal that isn't locked into place properly can
move around in a collision or sudden stop.
People in the vehicle could be injured. Be sure
to lock the seat into place properly when
Installing it.
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3. To raise the seatback, do the following: It you Iinstalled the safety belt with the release hole facing

3.1. Unlock the seatback latch by pulling up on inward {toward the seat), slide the plastic cover up so you
the latch releasze lever at thg rr.‘irght rimp of the can see the buckle. Disconnect the seal belt. Slide the

seal, while pushing down on the upper cover back down and reinstall the belt carrectly.
edge of the seatback.

3.2. Move the seatback into the upright position. & CAUTION:

Make sure the seatback is locked when it iz

back in the upright position.

If you are replacing the center seat, connect the right
lap-shoulder belt to the attachment on the seat cushion,
If you have a safety belt guide on your seal, pull the

A safety belt that is improperly routed, not
properly attached, or twisted won't provide the
protection needed in a crash. The person

belt through the guide before reattaching the wearing the belt could be seriously injured.
lap-shoulder belt to the side of the seat. The release After raising the rear seatback, always check
hole should be facing outward. to be sure that the safety belts are properly

routed and attached, and are not twisted.

1-10
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Bench Seat

Each bench seat can carry up to three passengers.
They can also be removed o increase storage space.

Only the rear bench seal can be adjusted forward
or rearward using the lever at the front of the seat.

Move the seat adjustment
lever located at the frant
of the seal toward the
passenger's side to
unlock it. Slide the seat
ta where you want it
Then release the lever
and try to move the seat
with your body, 1o make
sure the seat is locked
into place.

The center bench seal has a pivoting right armrest.

The optional bench seats come with moveable armrasts,
individual reclining seatbacks, adjustable headrests
and a fold-down center armrest console,

To adjust your seatback, pull up on the lever located on
the outboard side of the =eat cushion.
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If your vehicle has the
optional touring package,
your vehicle will have

a center console. To raise
or lower the center
console, press the button
located between the
beverage holders. Sit in
the center seating position
only when the console

is in an upright and
locked position.

For details aboul headresls, see Head Hestrainls

on page 1-5.

Bucket Seats

Your vehicle may have rear bucket seats with an
adjustment release bar located under the front of the
seals. These seals can be adjusted forward or rearward
with the release bar. Pull the release bar up 1o release
the seal bottom. Slide the seat where you want it

and then let go of the release bar. Then try to move the
seal with your body to make sure the seat is locked
into place.

1-12
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Safety Belts

Safety Belts: They Are for Everyone

This part of the manual tells you how to use safety
belts properly, It also tells you some things you should
not do with safely belis

N CAUTION:

A CAUTION:

Don't let anyone ride where he or she can't
wear a safety belt properly. If you arein a
crash and you're not wearing a safety beit,
your injuries can be much worse. You can hit
things inside the vehicle or be ejected from it.
You can be seriously injured or killed. In the
same crash, you might not be, if you are
buckled up. Always fasten your safety belt,
and check that your passengers’ belts are
fastened properly too.

it is extremely dangerous to ride in a cargo
area, inside or outside of a vehicle. In a
collision, people riding in these areas are more
likely to be seriously injured or killed. Do not
allow people to ride in any area of your vehicle
that is not equipped with seats and safety
belts. Be sure everyone in your vehicle is in

a seal and using a safety belt properly.

Your vehicle has a light
that comes on as a
remindar to buckle up.
See Safety Bell Reminder
Light on page 3-26.
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In most states and in all Canadian provinces, the law Why Safety Belts Work
says lo wear safety belts. Here's why: They work. o _

. : When you ride in or on anything, you go as fast as
You never know if you'll be in a crash. If you do have it goes.

a crash, you don't know if it will be a bad one.

A few crashes are mild, and some crashes can be so
serious that even buckled up, a person wouldn't survive,
But most crashes are in between. In many of them,
people who buckle up can survive and somealimes

walk away, Without balts they could have been badly
hurt or killad.

After more than 30 years of safety belts in vehicles,
the facts are clear. In most crashes buckling up
does matter... a lot!

Take the simplest vehicle. Suppose it's just a seat
on wheels,

1-14
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Put someons on il

Get it up to speed. Then stop the vehicle. The rider
doesn’l stop.
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The person keeps going until stopped by something. or the instrument panal...
In a real vehicle, it could be the windshield...
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or the safety belts!

With safaety belts, you slow down as the vehicle does,
You get more time to stop. You stop over more distance,
and your strongest bones take the forces. That's why
safety belts make such good sense.

Questions and Answers About
Safety Belts

Q:
A

Won't | be trapped in the vehicle after an
accident if I'm wearing a safety belt?

You could be — whether you're weanng a safety
belt or not. Bul you ean unbuckle a safety belt,
even if you're upside down. And your chance

of being conscious during and after an accident,
s0 you can unbuckle and get out, is much greater
if you are belted.

If my vehicle has air bags, why should | have to
wear safety belts?

Air bags are in many vehicles today and will

be in most of them in the future. But they are
supplemental systems only; so they work with
safaty belts - not Instead of themn. Every air bag
system ever offered for sale has required the use of
safety belts, Even if you're In a vehicle that has

air bags, you still have o buckle up to get the most
protection. That's true not only in frontal collisions,
but espacially in side and other collisions.
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Q! If I'm a good driver, and | never drive far from
home, why should | wear safety belts?

Al You may be an excallent driver, but if you're in an
accident — even one that isn't your fault — you and
your passengers can be hurt. Being a good
driver doesn't protect you from things beyond your
control, such as bad drivers.

Maost accidents occur within 25 miles (40 km)

of home. And the greatest number of serious
injuries and deaths occur at speeds aof less than
40 mph (65 km/h).

Satety bells are for everyone.

How to Wear Safety Belts Properly

This part is only for people of adult size.

Ee aware that thera are special things to know about
safety belts and children, And there are different

rules for smaller children and babies, If a child will be
niding in your vehicle, see Older Children on page 1-35
or Infants and Young Chifdren on page 1-38. Follow
those rules for everyone’s protection.

First, you'll want to know which restraint systems your
vehicle has.

We'll start with the driver pasition.

Driver Position
This part describes the driver's restraint system,

Lap-Shoulder Belt

The driver has a lap-shoulder belt. Here's how 1o
wear it properly.
1. Close and lock the door.

2. Adjust the seal so you can sit up straight.
To see how, see “Seats” in the Index.
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3. Pick up the latch plate and pull the belt across you.
Don't let it get twisted

4. Push the laich plate into the buckle until it clicks

Pull up on the latch plate to make sure it is
sacure, If the belt isn't lang enough, see Safely
Belt Extender on page 1-34,

Make sure lhe release button on the buckle s
positioned so you would be able to unbuckle the
safety belt quickly if you ever had to.

The lap part of the belt should be worn low and snug on
the hips, just touching the thighs. In a crash, this applies
force to the strong pelvic bones. And you'd be lass likely
to slide under the lap belt. If you slid under it, the bell
wolld apply force at your abdomen. This could cause
serious or even fatal injuries. The shoulder belt should go
over the shoulder and across the chest. These parts of
the body are best able o take belt restraining forces.

The safaty belt locks if there's a sudden stop or crash,
or if you pull the belt very quickly out of the refractor,
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Shoulder Belt Height Adjuster

Before you begin to drive, move the shoulder belt
adjuster o the height thal is right for you,

1-20

To move it down, push it in at the top of the arrows

and move the height adjuster to the desired position.
You can move the adjuster up just by pushing up on the
shoulder bell quide. After you move the adjuster to
where you want it, try to move it down without pushing
in to make sure it has locked into position.

Adjust the height so that the shoulder portion of the
belt is centered on your shoulder, The belt should
be away from your face and neck, but not falling off
your shoulder,

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

(Q: What's wrong with this?

A\ CAUTION:

You can be seriously hurt if your shoulder belt
is too loose. In a crash, you would move

forward too much, which could increase injury.
The shoulder belt should fit against your body.

A The shoulder belt is too loose. It won't give nearly
as much protection this way.
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Q: What's wrong with this?

A\ CAUTION:

You can be seriously injured if your belt is
buckled in the wrong place like this. In a crash,
the beit would go up over your abdomen.

The belt forces would be there, not at the
pelvic bones. This could cause serious internal
injuries. Always buckle your belt into the
buckle nearest you.

A The belt is buckled in the wrong place

1-22
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Q: What's wrong with this?

A\ CAUTION:

T 7 a =
‘® | | \ | You can be seriously injured if your belt goes
B : | over an armrest like this. The belt would be

| C— . A — much too high. In a crash, you can slide under
=l ‘ = the belt. The belt force would then be applied
at the abdomen, not at the pelvic bones, and
i that could cause serious or fatal injuries.

Be sure the belt goes under the armrests.

A: The belt is over an armrest.

1-23
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Q: What's wrong with this?

el 5 { | | __(LL |
| - -.I‘I u o |

/\ CAUTION:

You can be seriously injured if you wear the
shoulder belt under your arm. In a crash, your
body would move too far forward, which would
increase the chance of head and neck injury.
Also, the beit would apply too much force to
the ribs, which aren’t as strong as shoulder
bones. You could also severely injure internal
organs like your liver or spleen.

A.: The shoulder belt is worn under the armn. It should
be worn over the shoulder at all times.
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Q: What's wrong with this?

&\ CAUTION:

You can be seriously injured by a twisted beit.

In a erash, you wouldn't have the full width of
the belt to spread impact forces. If a belt is
twisted, make it straight so it can work
properly, or ask your dealer to fix it.

A The belt is twisted across the body.
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Safety Belt Use During Pregnancy

Safety belts work for everyone, including pregnant
women. Like all occupants, they are more likely to
be sariously injured if they don'l wear safety belts.

To unlatch the belt, just push the button on the buckle.
The belt should go back out of the way.

Before you close the door, be sure the belt is out of
the way. If you slam the door on it, you can damage
both the belt and your vehicle.

A pregnant woman should wear a lap-shoulder beilt,
and the lap portion should be worn as low as possible,
below the rounding, throughout the pregnancy.

1-26
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The best way to protect the fetus is to protect the Center PESE‘EI’IQE[‘ Position
mother. When a salety belt is worn properly, it's more

likely that the fetus won't be hurt in a crash. For Lap Belt
pregnant women, as for anyone, the key to making
safety belts effective is wearing them properly.

Right Front Passenger Position

To learn how fo wear the right front passenger's safety
belt properly, see Driver Position on page 1-18.

The right front passenger’s satety belt works the same
way as the drivar's safety belt — except for one thing.
It you ever pull the lap portion of the belt out all the
way, you will engage the child restraint locking feature.
If this happens, just let the belt go back all the way and
start again,

If your vehicle has rear bench seats, someona can sit
in the center positions.
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When you sit in a center seafing position, you have a
lap safety bell, which has no retractor. To make the belt
longer, tilt the latch plate and pull it along the belt,

— r
Dl et 3

S

e

To make the belt shorter, pull its free end as shown
until the belt is snug. Buckle, position and release i
the same way as the lap part of a lap-shoulder belt.

If the belt isn't long enough, see Safety Belt Extender
an page 1-34.

Make sure the release button on the buckle is positioned
so you would be able to unbuckle the safety belt quickly if
you ever had to.

1-28

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

Rear Seat Passengers Lap-Shoulder Belt

It's very important for rear seat passengers to buckle These positions have lap-shoulder belts. Hare's how to
up! Accident statistics show that unbelted people in the wear one properly.

rear seat are hurt more often in crashes than those
who are wearing salety beits,

Rear passengers who aren't safety belted can be
thrown out of the vehicle in a crash. And they can strike
others In the vehicle who are wearing safety belts.

Rear Seat Outside Passenger Positions

1. Pick up the latch plate and pull the belt across you.
Don't let it get twisted,

2. Push the latch plate into the buckle until it clicks.
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If the belt stops before il reaches the buckle, filt the 3. To make the lap part tight, pull down on the buckle
latch plate and keep pulling until you ean buckle it. end of the belt as you pull up on the shoulder part.
Pull up on the latch plate to make sure it is secure.

I the belt is not long enough, see Safefy Belt
Extender on page 1-34.

Make sure the release button on the buckle is
positioned so that you would be able fo unbuckle
the safety bell quickly if you ever had to.
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A\ CAUTION:

You can be seriously hurt if your shoulder belt
is too loose. In a crash, you would move

forward too much, which could increase Injury.
The shoulder belt should fit against your body.

The lap part of the belt should be wom low and snug on
the hips, just touching the thighs. In a crash, this applies
force to the pelvic bones. And you'd be less likely to slide
under the lap belt. If you slid under it, the belt would apply
force at your abdomen. This could cause serious or

even fatal injuries. The shoulder belt should go over the
shoulder and across the chest. These parts of the body
are best able to take belt restraining forces,

The safety belt locks if there's a sudden stop or a crash. To unlatch the belt, just push the button on the buckle.
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Rear Safety Belt Comfort Guides for
Children and Small Adults

Your vehicle may have this feature already. If it doesn't,
you can get it from any GM dealer.

This feature will provide added safety belt comfort for
older children who have outgrown booster seats and for
small adults. When installed on a shoulder belt, the
comfort guide better pasitions the belt away from

the neck and head.

To provide added safety belt comfort for children who
have outgrown child restraints and booster seats and for
smaller adults, the comfort guides may be installed on
the shoulder belts. Here's how to install a comfort guide
and use the safety belt:

1. Remove the guide from its storage clip on the side
of the seatback.

1-32

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

EE-1

“doy uo apinb
ayl pUe Jj8q By JBpUN B 1SNW P02 JiSE|e U apinb ey Jo s101s BY) Ol }Bq ey} jo sabips om)
JE|} SBIj ¥ PUE PalSIM] JOU S| )[8q BU) 1BY) BUns ag g ay} yasu| pur ‘jlaq ay) Jaao spinb ay) soed ‘'usy) 7

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

Safety Belt Extender

If the vehicle’'s safety belt will fasten around you,
you should use it.

But if a safety bell isn't long enough to fasten, your
dealer will order you an extender. IU's free. When you go
in o order it, take the heaviest coat you will wear, so
the extender will be long enough for you. The extender
will be just for you, and just for the seat in your

vehicle that you choose. Don't let someone else use it
and use it only for the seat it is made to fit. To wear

it, just attach it to the regular safety belt,

4. Buckle, position and release the safety bell as
described in Rear Sear Passengers on page 1-29.
Make sure that the shoulder belt crosses Lhe
shoulder

To remove and store the comfort guides, squeeze the
belt edges together so that you can take them out of the
guides. Siide the guide onto the storage clip,
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Child Restraints (Q: What is the proper way to wear safety belts?

: Az possible, an older child should wear a
Older Children lap-shoulder bell and get the additional restraint
a shoulder bell can provide. The shoulder befl
should not cross the face or neck. The lap
belt should fit snugly below the hips, just touching
the top of the thighs. It should never be wom
over the abdomen, which could cause severe or
aven fatal internal injuries in a crash.

Accident statistics show that children are safer if they
are restrained in the rear seal.

In a crash, children who are not buckled up can sirike
other people who are buckled up, or can be thrown
out of the vehicle. Older children need to use safety
balts property.

Older children who have oulgrown booster seats should
weaar the vehicle's safely belts.

If you have the choice, a child should sit next to a
window so the child can wear a lap-shoulder belt and
get the additional restraint a shoulder belt can provide.
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Q: What if a child is wearing a lap-shoulder belt,
but the child is so small that the shoulder belt
is very close to the child's face or neck?

v ﬁ At Move the child toward the center of the vehicle, but
be sure that the shoulder belt still is on the child's

shoulder, so that in a crash the child’s upper

body would have the restraint that bells provides.

If the child is sitting in a rear seat outside position.
see HAear Sately Belt Comfort Guides for Children
and Small Adults on page 1-32.

If the child iz so small that the shouider belt is stll

very close to the child's face or neck, you might
want to place the child in a seal that has a lap bell,

if your vehicle has one.

N CAUTION:

Mever do this.

Here two children are wearing the same belt.
The belt can't properly spread the impact
forces. In a crash, the two children can be
crushed together and seriously injured. A belt
must be used by only one person at a time.
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4\ CAUTION:

MNever do this.

Here a child is sitting in a seat that has a
lap-shoulder belt, but the shoulder part is
behind the child. If the child wears the belt in
this way, in a crash the child might slide under
the belt. The belt's force would then be applied
right on the child's abdomen. That could cause
serious or fatal injuries,

Wherever the child siis, the lap portion of lhe belt
should be worn low and snug on the hips, just touching
the child's thighs. This applies belt force o the child's
pelvic bones in a crash.
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Infants and Young Children
Except Cargo Vans

Everyone in a vehicle needs prolection! This includes
infants and all other children. Neither the distance
traveled nor the age and size of the traveler changes
the need, for everyone, lo use safety restraints. In fact,
the law in every siaie in the United States and in
every Canadian province says children up to some age
musi be resirained while in a vehicla,

Every time infants and young children ride in vehicles,
they should have the protection provided by appropriate
restraints. Young children should not use the vehicle's
adult safety belts alone, unless there is no other choice.
Instead, they need 1o use a child restraint.

/N CAUTION:

People should never hold a baby in their arms
while riding in a vehicle. A baby doesn't weigh
much — until a crash. During a crash a baby will
become so heavy it is not possible to hold it.

CAUTION: (Continued)
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CAUTION: (Continued)

For example, in a crash at only 25 mph

(40 km/h), a 12-Ib. (5.5 kg) baby will suddenly
become a 240-Ib. (110 kg) force on a person's
arms. A baby should be secured in an
appropriate restraint.

A CAUTION:

Children who are up against, or very close to,
any air bag when it inflates can be seriously
injured or killed. Air bags plus lap-shoulder
belts offer outstanding protection for adults
and older children, but not for young children
and infants. Neither the vehicle's safety belt
system nor its air bag system is designed for
them. Young children and infants need the
protection that a child restraint system can
provide,
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What are the different types of add-on child

restraints? -"_’E. CAUTION:

>

Add-on child restraints, which are purchased by the
vehicle's owner, are available in four basic types.
Selection of a parficular restraint should take

into consideration not only the child's weight, height
and age but also whether or not the restraint will
be compatible with the motor vehicle in which it will

Newborn infants need complete support,
including support for the head and neck. This is
necessary because a newborn infant's neck is
weak and its head weighs so much compared
with the rest of its body. In a crash, an infantin a
rear-facing seat settles into the restraint, so the

be used.

crash forces can be distributed across the
For most basic types of child restraints, there are strongest part of an infant’s body, the back and
many different models available. When purchasing a shoulders. Infants always should be secured in
child restraint, be sure it is designed 1o be used appropriate infant restraints.

in & mator vehicle, If it is, the restraint will have a

label saying that it meets federal motor vahicle
safety standards.

The restrainl manufaclurer's instructions that come
with the restraint siate the weight and height
limitations for a particular child restraint, In addition,
there are many kinds of restraints available for
children with special needs.
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A\ CAUTION:

Cargo Vans

The body structure of a young child is quite
unlike that of an adult or older child, for whom
the safety belts are designed. A young child's
hip bones are still so small that the vehicle's
regular safety belt may not remain low on
thehip bones, as it should. Instead, it may
settle up around the child's abdomen. In a
crash, the belt would apply force on a body
area that's unprotected by any bony structure.
This alone could cause serious or fatal
injuries. Young children always should be
secured in appropriate child restraints.

A CAUTION:

Children who are up against, or very close to,
any air bag when it inflates can be seriously
injured or killed. Air bags plus lap-shoulder
belts offer outstanding protection for adults
and older children, but not for young children
and infants. Meither the vehicle's safety belt
system nor its air bag system is designed for
them. Young children and infants need the
protection that a child restraint system can
provide.

Downloaded from www.Manualslib.com manuals search engine

1-41


http://www.manualslib.com/

/N CAUTION:

/N CAUTION:

Newborn infants need complete support,
including support for the head and neck.

This is necessary because a newborn infant's
neck is weak and its head weighs so much
compared with the rest of its body. In a crash,
an infant in a rear-facing seat settles into the
restraint, so the crash forces can be distributed
across the strongest part of an infant’s body,
the back and shoulders. Infants always should
be restrained in appropriate infant restraints.
Howaver, infants, who should be restrained in
a rear-facing child restraint, cannot ride safely
in this vehicle.

The body structure of a young child is quite
unlike that of an adult or older child, for whom
the safety bells are designed. A young child's
hip bones are still so small that the vehicle's
regular safety belt may not remain low on the
hip bones, as it should. Instead, it may settle
up around the child's abdomen. In a crash,
the belt would apply force on a body area
that's unprotected by any bony structure.
This alone could cause serious or fatal
injuries. Young children always should be
secured in appropriate child restraints.
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A\ CAUTION:

Peaple should never hold a baby in their arms
while riding in a vehicle. A baby doesn't weigh
much - until a crash. During a crash a baby
will become so heavy it is not possible to

hold it. For example, in a crash at only

25 mph (40 km/h), a 12-1b. (5.5 kg) baby will
suddenly become a 240-lb. (110 kg) force on

a person’'s arms.
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Child Restraint Systems

An infant car bed (A), a special bed made for use in a
motor vehicle, is an Infant restraint system designed
to restrain or position a child on a continuous flat
suriace. Make sure that the infant's head rests toward
the center of the vehicle.

A rear-facing infant seat (B) provides restraint with
the seating surface against the back of the infant,
The harness system holds the infant in place and,
in & crash, acts to keap the infant positioned in
tha restraint.
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A forward-facing child seat (C-E) provides restraint for
the child's body with the harness and also sometimes
with surfaces such as T-shaped or shelf-like shialds.

A booster seat (F-G) is a child restraint designed to
improve the fit of the vehicle's safety beit system.
Some booster seats have a shoulder belt positioner,
and some high-back booster seats have a five-point
harmess. A booster seat can also help a child to see
out the window.
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(Q: How do child restraints work?

A A child restraint system is any device designed for
use in a motor vehicle to restrain, seat, or position
children. A bulli-in child restraint system is a
permanent part of the metor vehicle. An add-on
child restraint system is a portable cne, which
is purchased by the vehicle's owner.

For many years, add-on child restraints have used
the adult belt system in the vehicle. To help

reduce the chance of injury, the child also has to
be secured within the restraint. The vehicle's

belt system secures the add-on child restraint in the
vehicle, and the add-on child restraint’s hamess
system holds the child in place within the restraint.

One system, the three-point harness, has straps that
come down over each of the infant’s shoulders and
buckle together at the crotch, The five-point hamess
syslem has two shoulder straps, two hip straps and
a crotch strap. A shield may take the place of hip
straps. A T-shaped shield has shoulder straps that
are attached to a fiat pad which rests low against the
child's body. A shell- or armrest-type shield has
straps that are altached to a wide, sheif-like shield
that swings up or to the side.

When choosing a child restraint, be sure the child
restraint is designed to be used in a vehicle. If it is,
it will have a label saying that it meets federal motor
vehicle safety standards.

Then foliow the instructions for the restraint. You may
find these instructions on the restraint itself or in a
booklet, or both. These restraints use the belt system

in your vehicle, but the child also has to be secured
within the restraint to help reduce the chance of personal
injury. When securing an add-on child restraint, refer

to the instructions that come with the restraint which may
be on the restraint itsell or in a booklet, or both, and

to this manual. The child restraint instructions are
important, so If they are not available, obtain a
replacement copy from the manufacturer.
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Where to Put the Restraint

Except Cargo Vans

CAUTION: (Continued)

Accident statistics show that children are safer if they You may secure a forward-facing child restraint
are restrained in the rear rather than the front seat. in the right front seat, but before you do, always
General Motors, therefore, recommends that child move the front passenger seat as far back as it
restraints be secured in a rear seat including an Infant will go. It's better to secure the child restraint in
riding in a rear-facing infant seat, a child riding in a a rear seat.

forward-facing child seat and an older child riding in a
booster seal. Mever pul a rear-facing child restraint

in the front passenger seal. Hera's why: \Wherever you install it, be sure 1o secure the child
restraint properly.
i Keep in mind that an unsecured child restraint can
& CAUTIDN' move around in a collision or sudden stop and injure
people in the vehicle, Be sure to properly sacure
A child in a rear-facing child restraint can be any child restraint in your vehicle — even when no
seriously injured or killed if the right front child is In i

passenger's air bag inflates. This is because
the back of the rear-facing child restraint
would be very close to the inflating air bag.
Always secure a rear-facing child restraint in
a rear seal.

CAUTION: (Continued)
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Cargo Vans

The child restraint must be secured properly in the
passenger seal. Never put a rear-facing child restraint
in this vehicle. Here's why:

N CAUTION:

A child in a rear-facing child restraint can be
seriously injured or killed if the passenger's
air bag inflates. This is because the back of
the rear-facing child restraint would be very
close to the inflating air bag. Do not use a
rear-facing child restraint in this vehicle.

If a forward-facing child restraint is suitable for
your child, always move the front passenger
seat as far back as it will go.

Keep in mind that an unsecured child restraint can
move around in a collision or sudden stop and injure
people in the vehicle. Be sure to properly secure
any child restraint in your vehicle — even when no
child s in it

Top Strap

Some child restraints have a top strap, or “top tether.”
It can help restrain the child restraint during a collision.
For it to work, a top strap must be properly anchored
lo the vehicle. Some top strap-equipped child restraints
are designed for use with or without the top strap
being anchored. Others require the lop strap always

to be anchored. Be sure o read and follow the
instructions for your child restraint. If yours requires
that the top strap be anchored, don't use the restraint
unless it is anchored properly

If the child restraini does not have a top strap, one can
ba obtained, in kit form, for many child restraints.

Ask the child restraint manufacturer whether or not a kit
is available.
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In Canada. the law requires that forward-facing child
restraints have a top strap, and that the strap be
anchored. In the United States, some child restraints
also have a top strap. If your child restraint has a
top strap, it should be anchored.

Anchor the top strap to one of the following anchor
points. Be sure to use an anchor point located on the
same side of the vehicle as the seating position
where the child restraint will be placed.

If you have an adjustable head restraint, route the top
strap under it

Once you have the top strap anchored, you'll be ready
o secure the child restraint itself. Tighten the top
strap when and as the child restraint manufacturer’s
instructions say.
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Top Strap Anchor Location

If your vehicle is a cargo van, the anchoring point for
a top slrap is located at the rear of the seat cushion
on the right front passsenger's seat spacer bar.
Anchor the top strap through the two slots.

— '-r;'.-—-"

Cargo Van Models

If your vehicle is a passenger van with rear seats, itis
recommended that you secure a child restraint with a top
strap only in the outboard positions of the second row.

Bucket Seats: An anchoring point is located below
the rear of the seal cushion on the spacer bar.
Anchor the top strap through the two slots on the bar,

Passenger Van Bucket Seats
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Bench Seats: An anchor bracket is located at the rear
of the seat cushion near the lop rear of the seat leg
for each outboard seating position of the second row.
For the third row, an anchor bracket is located at

the rear of the s=2at cushion near the lop rear of the
seat leg for the right outboard seating position.

If you have adjustable head restraints, raise the head
restraint and route the top strap under it.

Passenger Van Bench Seat (Second row)

The third row has one anchor for the passenger side
outboard position only.
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Lower Anchgrages and Tnp Tethers In order to use the system. you need either a

" forward-facing child restraint that has attaching
for Children {LATGH S'y‘ElEITI) points (B) at its base and a top tether anchor (C), or a
rear-facing child restraint that has attaching points (B},

If you have a passenger van it has the LATCH system. as shown hare.

It has two sets of anchors (A) in the second row of

seals. In a seven passenger van, the anchors are
located in each of the bucket sealts in the second row.
In an eight passenger van. the anchors are located

in the driver and passenger side seating positions of the
second row bench seat.
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A\ CAUTION:

If a LATCH-type child restraint isn’t attached to
its anchorage points, the restraint won't be
able to protect the child correctly. In a crash,
the child could be seriously injured or killed.
Make sure that a LATCH-type child restraint is
properly installed using the anchorage points,
or use the vehicle's safety bells to secure

the restraint. See "Securing a Child Restraint
Designed for the LATCH System”, “Securing

a Child Restraint in a Rear Outside Seat
Position”, “Securing a Child Restraint in a
Center Seat Position"”, or "Securing a Child
Restraint in a Right Front Seat Position"” in the
Index for information on how to secure a child
restraint in your vehicle.

With this system, use the LATCH system instead of the
vehicle's safety belts to secure a child restraint.
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Securing a Child Restraint Designed
for the LATCH System

1. Find the anchors for the sealing position you want
to use, where the bottom of the seatback mests the
back of the seat cushion.

2. Put the child restraint on the seat.

3. Attach the anchor points on the child restraint to the
anchors in the vehicle. The child restraint
instructions will show you how.

4. If the child restraint is forward-facing, attach the top
strap fo the top strap anchor. See Top Strap on
page 1-48, Tighten the top strap according to
the child restraint instructions.

5, Push and pull the child restraint in different
directions to be sure it is secura,

To remove the child restraint, simply unhook the top
strap from the top tether anchar and then disconnect the
anchor points.

Securing a Child Restraint in a Rear
Outside Seat Position

If wour child restraint is equipped with the LATCH
system, see Lower Anchorages and Top Tethers for
Children (LATCH System) on page 1-52.
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You'll be using the lap-shoulder bell. See Top Strap on
page 1-48 if the child restraint has one. Be sure o
follow the instructions that came with the child restraint.
Secure the child in the child restraint when and as

the instructions say.

1. Put the resfraint on the seat.

2. Pick up the latch plate and run the lap and shoulder
portions of the vehicle's safety belt through or
around the restraint, The child restraint instructions
will show you how,

3. Tilt the latch plate to adjust the belt if needed.
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4. Buckle the belt. Make sure the release button is
positioned so you would be able to unbuckle the
safety bel quickly if you ever had to.

5. To tighten the belt. pull up on the shoulder belt
while you push down on the child restraint,
If you're using a foerward-facing child restraint,
you may find it helpful to use your knee to push
down on the child restrainl as you tighten the beit.

6. Push and pull the child restraint in different
directions to be sure it is secure.

To remaove the child restraint, just unbuckle the vehicle's
safety belt and let it go back all the way. The safety

belt will move freely again and be ready to work for an
adult or larger child passenger.
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You'll be using the lap belt. Be sure to follow the

Securing a Child Restraint in a : :
Lo instructions that came with the child restraint.
Center Seat Position Secure the child in the child restraint when and as
the instructions say.
Bench Seat See Top Strap an page 1-48f the child restraint has ane,

—

—
i

=

If wour child restraint is equipped with the LATCH : .
s'_u:ljem. P .dlm:hgmpgis and Top Tethers for 1. Make the heli_ as long as possible by tlilling the latch
Children (LATCH System) on page 1-52. plate and pulking it along the belt,
2, Fut the restraint on the seat,
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3. Run the vehicle's safety bell through or around the
restraint, The child restraint instructions will show
you how,

4. Buckle the belt. Make sure the release button is
prositioned so you would be able to unbuckle the
safety belt quickly if you ever had to.

5. To tighten the balt, pull its free end while you push
down on the child restraint. If you're using a
forward-facing child restraint, you may find it helpful
to use your knee to push down on the child restraint
as you tighten the belt.

6. Push and pull the child restraint in differant
directions {o ba sure it is secure,

To remove the child restraint, just unbuckle the vehicle's
safety ball, It will be ready to work for an adult or
larger child passenger.
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Securing a Child Restraint in the Your yehicla s & (eit passengar dic iag, Navar put
Right Front Seat Position a rear facing child restraint in this seat. Here's why:

/\ CAUTION:

A child in a rear-facing child restraint can

be seriously injured or killed if the front
passenger's air bag inflates. This is because
the back of the rear-facing child restraint
would be very close to the inflating air bag.

If your vehicle is a passenger van, always
secure a rear-facing child restraint in a rear
seat. If your vehicle is a cargo van, do not use
a rear-facing child restraint in this vehicle.

It a forward-facing child restraint is suitable

for your child, always move the passenger seat
It your child restraint is equipped with the LATCH as far back as it will go.

syslem, see Lower Anchorages and Top Tethers for
Children (LATCH System) on page 1-52.

Although a rear seat is a safer place, you can secure a
forward-facing child restraint in the right front seat.
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Yau'll be using the lap-shoulder belt. See Top Strap on
page 1-48, if the child restraint has one. Be sure to
follow the instructions that came with the child restraint.
Secure the child in the child restraint when and as

the instructions say.

1. Because your vehicle has a right front passenger
air bag, always move the seat as far back as it will
go before securing a forward-facing child restraint.
Sea "Seats” in the Index.

2. Put the restraint on the seat,

3. Pick up the latch plate, and run the lap and shoulder
portions of the vehicle's safety belt through or
around the restraint. The child restraint instructions
will show you how.

4. Buckle the beilt. Make sure the release button is
positioned so you would be able to unbuckle the
safety bell quickly if you ever had to.
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5. Pull the rest of the belt all the way out of the

retracior to set the lock.

€. To tighten the belt, feed the lap bell back into the
retractor while you push down on the child restraint,
You may find it helpful to use your knee to push
down on the child restraint as you tighten the belt.

7. Push and pull the child restraint in different
directions to be sure il is secure.

To remove the child restraint, just unbuckle the vehicle's
safety belt and let it go back all the way. The safety

belt will move freely again and be ready to work for an
adult or larger child passenger.
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Air Bag System

This part explains the air bag system.

Your vehicle has air bags - one air bag for the driver
and another air bag for the right front passenger.

Frontal air bags are designed to help reduce the risk of
injury fram the force of an inflating air bag. Bul these
air bags must inflate very guickly to do their job

and comply with federal regulations.

Here are the most important things to know about the
air bag system:

CAUTION: (Continued)

A\ CAUTION:

You can be severely injured or killed in a crash
if you aren’t wearing your safety belt — even if
you have air bags. Wearing your safety belt
during a crash helps reduce your chance of

CAUTION: (Continued)

hitting things inside the vehicle or being
ejected from it. Air bags are designed to work
with safety belts, but don't replace them.

Air bags are designed to deploy only in
moderate to severe frontal and near frontal
crashes, They aren't designed to inflate at all
in rollover, rear or low-speed frontal crashes,
or in many side crashes. And, for some
unrestrained occupants, air bags may provide
less protection in frontal crashes than more
forceful air bags have provided in the past.
Everyone in your vehicle should wear a safety
belt properly — whether or not there's an air
bag for that person.
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A\ CAUTION: /N CAUTION:
Air bags inflate with great force, faster than Anyone who is up against, or very close to,
the blink of an eye. If you're too close to an any air bag when it inflates can be seriously
inflating air bag, as you would be if you were injured or killed. Air bags plus lap-shoulder
leaning forward, it could seriously injure you. belts offer the best protection for adults, but
Safety belts help keep you in position before not for young children and infants. Neither the
and during a crash. Always wear your safety vehicle's safety belt system nor its air bag
belt, even with air bags. The driver should sit system is designed for them, Young children
as far back as possible while still maintaining and infants need the protection that a child
control of the vehicle. restraint system can provide. Always secure
children properly in your vehicle. To read how,

see the parts of this manual called "Older
Children” and “Infants and Young Children.”
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Where Are the Air Bags?

AR Q
3G 2

United States Canada

There is an air bag readiness light on the instrument
panel, which shows AIR BAG or the air bag symbaol

The system checks the air bag electrical system
for malfunctions. The light tells you if there is an
electrical problem. See Alr Bag Readiness Light on
page 3-26 tor more information,

The driver's air bag is in the middle of the steering
wheel.
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The right front passenger's air bag is In the instrument
paneal on the passenger's side.

A\ CAUTION:

if something is between an occupant and an

air bag, the bag might not inflate properly or it
might force the object into that person causing
severe injury or even death. The path of an
inflating air bag must be kept clear. Don't put
anything between an occupant and an air bag,
and don’t attach or put anything on the steering
wheel hub or on or near any other air bag
covering.

Downloaded from www.Manualslib.com manuals search engine

1-6



http://www.manualslib.com/

When Should an Air Bag Inflate?

An air bag is designed to inflaie in a moderate 1o severe
frontal, or near-frontal crash. The air bag will inflate

only if the impact speed is above the system’s designed
“threshold level.”

If your vehicle goes straight into a wall that doesn’t
move or deform, the threshold level is about 9 to 16 mph
{14 to 26 km/h). The threshold level can vary, however,
with specific vehicle design, so that it can be somewhat
above or below this range. If your vehicle strikes
something that will move or deform, such as a parked
car, the threshold level will be higher. The air bag is not
designed to infalte in rollovers, rear impacts, or in

many side impacts because inflation would not help the
accupant.

In any paricular crash, no one can say whether an air
bag should have inflated simply because of the damage
to a vehicle or because of what the repair costs were.
Inflation is determined by the angle of the impact

and how quickly the vehicle slows down in frontal or
near-frontal impacts.
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What Makes an Air Bag Inflate?

In an impact of sufficient severity, the air bag sensing
system detects that the vehicle is in a crash. The sensing
syslem triggers a release of gas from the inflator, which
inflates the air bag. The inflator, air bag, and related
hardware are all part of the air bag modules inside the
steering wheel and in the instrument panel in front of the
right front passenger.

How Does an Air Bag Restrain?

In moderate to severe frontal or near-frontal collisions,
even belted occupants can contact the steering wheel
or the instrument panel, Air bags supplement the
protection provided by safety belts, Air bags distribute
the force of the impact more evenly over the occupant’s
upper body, stopping the occupant more gradually.

Eut air bags would not help you in many types of
collisions, including rollovers, rear impacts and many
side impacts, primarily because an occupant's motion is
not toward those air bags. Air bags should never be
regarded as anything more than a supplement to safety
belts, and then only in moderate to severe frontal or
near-fromal collisions.
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What Will You See After an
Air Bag Inflates?

After an air bag Inflates, it quickly deflates, so quickly that
some people may not even realize the air bag inflated.
Some components of the air bag module — the stearing
wheel hub for the driver's air bag, or the instrument panel
for the right front passenger's bag — will be hot for a short
time. The parts of the bag that come into contact with you
may be warm, but not too hot to touch. There will be
some smoke and dust coming from the vents in the
deflated air bags. Air bag inflation doesn’t prevent the
driver from seeing or being able to steer the vehicle, nor
does it stop people from leaving the vehicle.

A\ CAUTION:

When an air bag inflates, there is dust in the
alr. This dust could cause breathing problems
for people with a history of asthma or other
breathing trouble. To avoid this, everyone in
the vehicle should get out as soon as it is
sale to do so. If you have breathing problems
but can't get out of the vehicle after an air bag
inflates, then get fresh air by opening a
window or a door. If you experience breathing
problems following an air bag deployment,
you should seek medical attention.
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* Alr bags are designed to inflate only once. After they
inflate, you'll need some new parts for your air bag
system. If you don't get them, the air bag system
won't be there to help protect you in another crash,
A new system will include air bag modules and
posslbly other parts, The service manual for your
vehicle covers the need to replace other parts.

* Your vehicle is equipped with a crash sensing and
diagnostic module, which recards information about
the air bag system. The module records information
about the readiness of the system, when the system
commands air bag inflation and driver's safety belt
usage al deployment. The module also records
speed, engine rpm, brake and throttle data.

* Let only qualified technicians work on your air bag
system. Improper service can mean that your air bag
system won't work properly. See your dealer for
service.

Notice: If you damage the covering for the driver's
or the right front passenger's air bag, the bag

may not work properly. You may have to replace

the air bag module in the steering wheel or both the
air bag module and the instrument panel for the
right front passenger's air bag. Do not open or break
the air bag coverings.

Servicing Your Air Bag-Equipped
Vehicle

Air bags affect how your vehicle should be serviced.
There are paris of the air bag system in several places
around your vehicle. You don't want the system fo
inflate while someonea is working on your vehicle,

Your dealer and the service manual have information
about servicing your vehicle and the air bag system.

To purchase a service manual, see Service Publications
Ordering Information on page 7-11.

A\ CAUTION:

For up to 10 minutes after the ignition key is
turned off and the battery is disconnected, an
air bag can still inflate during improper service.
You can be injured if you are close to an air bag
when it inflates. Avoid wires wrapped with
yellow tape or yellow connectors. They are
probably part of the air bag system. Be sure to
follow proper service procedures, and make
sure the person performing work for you is
qualified to do so.

The air bag system does not need regular maintenance.
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Adding Equipment to Your
Air Bag-Equipped Vehicle

Q: If | add a push bumper or a bicycle rack to the
front of my vehicle, will it keep the air bags
from working properly?

Al As long as the push bumper or bicycle rack is
attached to your vehicle so that the vehicle’s
basic structure isn't changed, it's not likely to keep
the air bags from working properly in a crash.

-

Is there anything | might add to the front of
the vehicle that could keep the air bags from
working properly?

Yes. If you add things that change your vehicle's
frame, bumper system, front end sheet metal or
height, they may keep the air bag system from
working properly. Also, the air bag system may not
work properly if you relocate any of the air bag
sensors. If you have any questions about this,

you should contact Customer Assistance before

you maodify your vehicle. The phone numbers and
addresses for Customer Assistance are in Step Two
of the Customer Safisfaction Procedure on page 7-2
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Restraint System Check Replacing Restraint System Parts
After a Crash

Checking Your Restraint Systems

Now and then, make sure the safety belt reminder light & CAUTION:
and all your belts, buckles, latch plates, retractors
and anchorages are working properly. Look for any other A crash can damage the restraint systems in

loose or damaged safety belt system parts. If you see
anything that might keep a safety belt system from doing
its job, have it repairad.

your vehicle. A damaged restraint system
may not properly protect the person using it,
resulting in serious injury or even death in a

Tom or frayed safety bells may not protect you in a crash. To help make sure your restraint
crash. They can rip apart under impact forces. If a belt systems are working properly after a crash,
is torn or frayed, get a new ona right away. have them Inspected and any necessary

Also look for any opened or broken air bag covers, and replacements made as soon as possible.

have them repaired or replaced. (The air bag system
does not need regular maintenance. )

171
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If you've had a crash, do you need new belts or if your seat adjuster won't work after a crash, the
LATCH system parts? special part of the safety belt that goes through the

After a very minor collision, nothing may be necessary. seat to the adjuster may need to be replaced.

But if the bells were stretched, as they would be if if an air bag inflates, you'll need to replace air bag
worn during a more severe crash, then you need system paris. See the part on the air bag system
new parts. earlier in this section.

If belts are cut or damaged, replace them. Caollision
damage also may mean you will need to have LATCH
system, safety belt or seat paris repaired or replaced.
New parts and repairs may be necessary even if the
belt or LATCH systam wasn't baing used at the time
of the coliision.
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Keys

A\ CAUTION:

Leaving children in a vehicle with the ignition
key is dangerous for many reasons. A child or
others could be badly injured or even killed.

They could operate the power windows or
other controls or even make the vehicle move.

Don't leave the keys in a vehicle with children.
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This vahicle has one
double-sided key for the
igniticn and door lecks.

It will fit with either side up.

When a new vehicle is delivered, the dealer provides the
owner with a pair of identical keys and a bar-coded tag.

The bar-coded tag has a code on it that tells your
dealer or a qualified locksmith how to make extra keys.
Keep this tag in a safe place. |f you lose your keys,
you'll be able to have new ones made easily using

this tag.

Nofice: Your vehicle has a number of features that
can help prevent theft. You can have a lot of trouble
getting into your vehicle if you ever lock your keys
inside. You may even have to damage your vehicle to
get in. So be sure you have spare keys.

If you ever do get locked out of your vehicle, call GM
Roadside Assistance Cenler. See Roadside Assistance

Program on page 7-6.
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Remote Keyless Entry System

If equipped, the keyless entry system operates on &
radio frequency subject to Federal Communications
Commission (FCC) Rules and with Industry Canada.

This device complies with Part 15 of the FCC Rules.
Operation is subject to the following two conditions:

1. This device may not cause interference, and

2. This device must accept any interference received,
including interference that may cause undesired
operation of the device.

This device complies with RSS-210 of Industry Canada.

Operation is subject fo the following two conditions:
1. This device may not cause interference, and

2. This device must accept any interference received,
including interference that may cause undesired
operation of The device.

Changes or moditications to this system by other than
an authorized service facility could void authorization to
use this equipment,

At times you may notice a decrease in range. This is
normal for any remote keyless entry system. If the
transmitter does not work or if you have to stand closer
to your vehicle for the transmitter to work, try this:

® Check the distance. You may be too far from your
vehicle. You may need to stand closer during
rainy or snowy weather,

® Check the location. Other vehicles or objects may
be blocking the signal. Take a few steps to the
left or right, hold the transmitter higher, and
try again.

s Check to determine if battery replacement is
necessary. See “Battery Replacement” under
Remote Keyless Eniry System Operation on
page 2-4.

s |f you are still having trouble, see your dealer or a
qualified technician for service.
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Remote Keyless Entry System
Operation

If your vehicle has this feature, you can lock and unlock
your doors from about 3 feel (1 m) up Lo 30 feel {9 m)
away using the remote keyless entry transmitter supplied
with your vehicle.

UNLOCK: When you
press UNLOCK, the
driver's door will unlock
automatically, the parking
lamps will flash and the
intarior lights will go on.

If you press UNLOCK again within three seconds,
all doors will unlock,

LOCK: Press LOCK to lock all the doors. Press LOCK
again within three seconds and the horn will chirp.

REAR 2X: When you press the REAR button twice
within three seconds to unlock the rear hatch or cargo
doors, the parking lamps will lash and the interior lights
will go on. If the engine is running, the automatic
transmission must be in PARK (P) or NEUTRAL (N) for
the REAR 2X button to operate.

< (Panic Alarm): When this butlon is pressed,

the hom will sound and the headlamps and taillamps
will flash for up to 30 seconds. This can be turned off by
pressing the panic button again, waiting for 30 seconds,
or starting the vehicle.

Matching Transmitter(s) to Your Vehicle

Each remote keyless entry transmitter is coded to
prevant another transmitter from unlocking your vehicle.
If a transmitter is lost or stolen, a replacement can

be purchased through your dealer. Remember to bring
any ramaining transmitters with you when you go to
your dealer. When the dealer mafches the replacement
transmitter to your vehicle, any remaining transmitters
must also be matched. Once your dealer has coded the
new transmitter, the lost transmitter will not unlock

your vehicle. Each vehicle can have a maximum of
four transmitters matched to it.
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Battery Replacement To replace the battery, do the following:

Under normal use, the batiery in your remote keyless
entry transmitter should last about two years.

You can tell the battery Is weak if the transmitter won't
work at the normal range in any location. If vou have

to get close to your vehicle before the transmitter works,
it's probably time to change the battery.

Notice: When replacing the battery, use care not to
touch any of the circuitry. Static from your body
transferred to these surfaces may damage the
transmitter.

1. Inser a thin object like a dime to separate the
bottom of the transmitter from the top.

2. Remove the battery and replace it with a new one,
making sure the positive (+) side of the battery is
facing down. Use one Panasonic™ three-volt,
type CR2032, or equivalent battery.

3. Snap the top and bottom together.
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Doors and Locks

Door Locks

N\ CAUTION:

Unlecked doors can be dangerous.

®* Passengers — especially children — can
easily open the doors and fall out of a
moving vehicle. When a door is locked,
the handle won't open it. You increase the
chance of being thrown out of the vehicle
in a crash if the doors aren't locked. So,
wear safety belts properly and lock the
doors whenever you drive.

® Young children who get into unlocked
vehicles may be unable to get out. A child
can be overcome by extreme heat and can
suffer permanent injuries or even death
from heat stroke. Always lock your vehicle
whenever you leave L

® Qutsiders can easily enter through an
unlocked door when you slow down or
stop your vehicle. Locking your doors can
help prevent this from happening.

There are several ways to lock and unlock your vehicle.

To unlock your door from the outside, use your key
or ramote keyless entry transmitter, if equipped.
For more infermation, see Remote Kewless Enfry
System on page 2-4.

To lock the front doors and
sliding side door from tha
inside, slide the manual
lock levers down. To unlock
the front doors and the
sliding side door from the
inside, slide the manual
lock levers up. When the
red mark an the lock

lever is visible, the door

I= unlocked.,
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Front Doors Power Door Locks

To open a front door from the outside, grasp the handle
and pull the door open,

Il your vehicle has power
door locks, press the
power door lock switeh
located on the door panel
o leck or unlock all the
doors at onca,

To open a front door from
the inside, pull the lever
toward you and push

the door open.

The power door lock switch will lock or unlock the
rear hatch and Dutch doors. See “Halch Release” in
Rear Doors on page 2-13.

When a door is locked, the inside door handle will not
open the door. This will help stop a door from baeing
accidentally opened,
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If the sliding door is open and you press the power door
lock switch, the sliding door will not lock immediately.
After you close the door, the system comes on and locks
the sliding door in abouit five seconds.

When the key s in the ignition and the power door lock
switch Is pressed with a door open, all doors are
locked while the driver's side door remains unlocked.

Programmable Automatic
Door Locks

Your vehicle is equipped with an auto lock/unlock
feature which enables you to program your power
door locks.

Your vehicle left the factory programmed to have all the
doors lock automatically when the shift lever is moved out
of PARK (P). All of the doors will unlock when the shift
lever is moved back inte PARK (P). The following
instructions detail how to program your door locks.

To enter the program mode you need to do the following:

1. Begin with the ignition in OFF, Then, pull back on the
turn signal/mubtifunction lever all the way toward you
and hold it while you perform the next step.

2. Turn your key lo RUN and OFF twice. Then, with
the key in OFF, release the turn signal/multifunction
lever. Once you do this, you will hear the lock
swilch lock and unlock.

You are now ready to program the automatic door
locks. Select one of the following four programming
options and follow the instructions. You will have thirty
seconds to begin programming. If you exceed the
thirty second limit, the locks will automatically lock and
uniock to indicate that you have left the program mode.
If this occurs, repeat the procedure beginning with
Step 1. You can exit the program mode any time by
turning the ignition to AUN. The locks will automatically
lock and unlock to indicate that you are leaving the
program mode. If the lock/unlock switches are not
pressed while in the programming mode, the auto
lock/unlock setting will not be modified.
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The following is a list of the available programming
options:
* All doors lock/Only the driver's door unlocks:

Press the lock side of the power lock switch on
the door panel once and then the unlock side once.

* All doors lock/All doors unlock: Press the
lock side of the power lock switch on the door panel
once, and then the unlock side twice.

* All doors lock/None of the doors unlock: Press
the lock side of the pawer lock switch on the door
panel once, and then the unlock side three times.

* Mo doors lock/None of the doors unlock: Press
the lock side of the power lock swilch on the door
panel twice. This turns off the automatic lock feature.

For more information, see your dealer,
Leaving Your Vehicle
It you are leaving your vehicle, take your key, cpen your

door and set the locks from inside. Then getl out and
close the door.
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Sliding Side Door
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To open the sliding side door, pull the handle loward
lhe back and slide the door to the rear until it rests in the
open position.

To close the sliding side door, pull the handie toward
the froml and slide the door forward,
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Sliding Door Security Lock

= Your vehicle may have
this feature. A sliding

I(- o) door security lock helps
| to pravent young childran
: or other passengers

from opening the sliding
daor using the inside
door handle.

IS i

The security door lock is localed near the front of the
sliding door.

There are two labels on your vehicle to remind you that
you have this feature. One can be seen from the outside
on your siiding door, It is focated near the botiom of the
door glass, toward the front of the door. The other label is
located on the frant of the sliding door, near the security
door iock.

This feature prevents passengers from opening the
sliding side door from the inside.

To use this feature, do the following:

1. Move the lever all the way up.
2. Close the door.

To open the sliding side door while the security lock is
engaged, unlock the door and open it from the outside.

I wou dor'l cancel the security lock feature, adults or
older children who ride in the rear won't be able to open
the sliding door from the inside. You should let adulls
and oldar children know how the security door lock
works, and how to cancel the lock.

Downloaded from www.Manualslib.com manuals search engine

2-11


http://www.manualslib.com/

Cancelling the Sliding Door
Security Lock

To cancel the security lock, do the following:
1. Unlock the door and open il from the outside.
2. Mave the lever all the way down.

A\ CAUTION:

if your vehicle is facing downward on a steep
grade (15 percent or more), the door may not
stay open and could slam shut, possibly
injuring someone. To make sure the door does
not slam shut be sure to hold it open until
everyone is clear of the door, and only then
allow it to slowly close.

2-12

Downloaded from www.Manualslib.com manuals search engine



http://www.manualslib.com/

Rear Doors

If you have the "Dutch Doors”, you must open the hatch
firsl. See "Hatch Release” later in this sechion.

Rear doors can only be
opened from the outside.
Open the passenger’s
i B side rear door first,

1 Grasp the handle and
pull the door open.

'I |
il

Cargo Door Shown

To open the driver's side
rear door, pull on the latch
releasa handle located

on the inside of the door.

Te close the rear doors, close the driver's side door

first. Check to make sure both doors are complately
closed.

The rear doors have a check assembly to keep the
doors from opening beyond 90 degrees
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To fully open the rear
doors, push in on the
clip and lift the check
assembly up off the
mounting bracket.

Do this on each door. Replace the check assemblies on
the mounting brackels before closing the doors.

A\ CAUTION:

It can be dangerous to drive with the rear
glass open because carbon monoxide (CO)
gas can come into your vehicle. You can't see
ar smell CO. It can cause unconsciousness
and even death. If you must drive with the rear
glass open or if electrical wiring or other cable
connections must pass through the seal
between the body and the rear glass:
* Make sure all other windows are shut.
® Turn the fan on your heating or cooling
system to its highest speed and select the
control setting that will force outside air
into your vehicle. See "Climate Controls”
in the Index.
® |f you have air outlets on or under the
instrument panel, open them all the way.

See "Engine Exhaust” in the Index.

Downloaded from www.Manualslib.com manuals search engine



http://www.manualslib.com/

Hatch Release

You can use your key to unlock the hatch and all of
the other doors from the outside. Insert the key Into the
hatch release button and turn it counterclockwise.

All of the doors will unlock.

You may also use the keyless entry system described
earlier.

The hatch can be opened or closed without a key if the
door lock system is unlocked.

To open the halch, unlock it, then press the button and
lift the handie located in the center of the door.

To lock the power lock system from the ocutside, insert
the key in the hatch refease buiion and turn i clockwise,
All doors will lock.
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Windows

A\ CAUTION:

Leaving children in a vehicle with the windows
closed is dangerous. A child can be overcome
by the extreme heat and can suffer permanent
injuries or even death from heat stroke. Never
leave a child alone in a vehicle, especially with
the windows closed in warm or hot weather.

Manual Windows

To operate your manual windows, turn the hand crank
on each door 1o raise or lowsr your side door windows,
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Power Windows

If you have power windows, the controls are located on

each of the fronl doors. The driver's door also has a
switch for the front passenger window. Your power
windows will not work unless the ignition is in RUN or
ACCESSORY, or unless retained accessory power

is aclive. See "Retained Accessory Power” under
lgrifion Positions on page 2-18.

Express-Down Window

The driver's window switch also has an express-down
feature that allows you to lower the window without
halding the switch. Press the down arrow on the drivers
window switch marked AUTO briefly to activate the
express-down feature. The express-down lealure can
ba intarrupted at any fime by pressing the up anmmow

end of the switch. Lightly tap the switch to open

the window slightly.

Sun Visors

To block out glare, you can swing down the visors.
You can also swing them from side 1o side. Your visors
may have an extension that can be pulled out for
additional glare protection.

Visor Vanity Mirror

Some visors have mirrors built in, with or without lamps.
Just lift the mirror cover on each visor to tumn the
lamps on.
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Theft-Deterrent Systems

Vehicle thefl is a bin business, especially in some cities.
Although your vehicle has a number of theft-deterrent
features, we know that nothing we put on it can make

it impossible to steal. However, there are ways you

can help.

Passlock®

Your vehicle is equipped with the Passlock™
theft-deterrent system.

Passlock™ is a passive theft-deterrent system. Passlock™
enables fuel if the ignition lock cylinder is lurmed with

a valid key. If a correct key is not used or the ignition
lock cylinder is tampered with, fuel is disabled.

During normal operation, the SECURITY light will go off
approximately five seconds afler the key Is iumed
to RUN.

It the engine stalls and the SECURITY light flashes, wait
until the light stops flashing before trying to restart the
engine. Remember to release the key from START as
soon as the engine starts.

If the engine is running and the SECURITY light comes
on, you will be able to restart the engine if you tum

the engine off. However, your Passiock™ system is

not working property and must be serviced by your
dealer. Your vehicle is not protected by Passlock™ at this
time. You may also want to check the fuse.

See Fuses and Circuit Breakers on page 5-83,

See your dealer for service.
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Starting and Operating
Your Vehicle

New Vehicle Break-in

Notice: Your vehicle doesn't need an elaborate
“break-in." But it will perform better in the long run
if you follow these guidelines:

* Keep your speed at 55 mph (88 km/h) or less
for the first 500 miles (805 km).

* Don’t drive at any one speed — fast or
slow — for the first 500 miles (805 km).
Don't make full-throttle starts.

* Avoid making hard stops for the first 200 miles
(322 km) or so. During this time your new
brake linings aren’t yet broken in. Hard stops
with new linings can mean premature wear and
earlier replacement. Follow this breaking-in
guideline every time you get new brake linings.

* Don't tow a trailer during break-in. See “Towing
a Trailer” in the Index for more information.

Ignition Positions

With the key in the ignition, you can tum it to five
differant positions.

A (ACCESSORY): This position lets you use things like
the radio, power windows and windshield wipers when
the engine is off, To get into ACCESSORY, push in the
key and turn it toward you. Your steering wheel will
remain locked, just as it was before you inserted the key.
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Notice: Don’t operate accessories in the
ACCESSORY position for long periods of time.
Prolonged operation of accessories in the
ACCESSORY position could drain your battery
and prevent you from starting your vehicle.

B (LOCK): This position locks your ignition, steering
wheel and transmission. I's a theft-deterrent feature.
You will only be able o remove your key when the
lgnition is tumed to LOCK.

Notice: If your key seems stuck in LOCK and you
can't turn it, be sure you are using the correct key;
if so, is it all the way in? If it is, then turn the
steering wheel left and right while you turn the key
hard. Turn the key only with your hand. Using a
tool to force it could break the key or the ignition
switch. If none of this works, then your vehicle
needs service.

C (OFF): This position lets yvou tum off the engine but
still turn the steering wheel. Use OFF [f you must
have your vehicle in motion while the engine is off

(for example, if your wehicle is being towed).

D (RUN): This is the position for driving.
E (START): This position starts your engine.
Retained Accessory Power (RAP)

Your vehicle is equipped with a Retained Accessory
Power (RAP) leature which will allow cerain features
on your vehicle to continue to work up to 20 minutes
after the ignition key is tumed to OFF.

Your radio, powear windows and overhead console will
work when the ignition key is in RUN or ACCESSORY.
Once the key is turned from RUN to OFF, these
featuras will continue to work for up to 20 minutes or
until a door is opened.

2-20
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Starting Your Engine

Move your shift lever to PARK (P) or NEUTRAL (N).
Your enging won't start in any other position — that's a
safety featura, To restart when you're aiready moving,
use NEUTRAL (N) only.

Notice: Don't try to shift to PARK (P) if your
vehicle is moving. If you do, you could damage the
transmission. Shift to PARK (P) only when your
vehicle is stopped.

1. With your foot off the accelerator pedal, turm the
ignition key to START. When the engine starts,
let go of the key. The idle speed will go down as
your engine gels warm.

Notice: Holding your key in START for longer than
15 seconds at a time will cause your battery to

be drained much sooner. And the excessive heat
can damage your starter motor. Wait about

15 seconds between each try to help avoid draining
your battery or damaging your starter.

2. If it doesn't start within 10 seconds, push the
accelerator pedal all the way fo the floor, while you
hold the ignition key in START. When the engine
starts, let go of the key and let up on the acceleraior
padal. Wait about 15 seconds between each fry.

When starting your engine in vary cold weather
(below 0°F or —187C), dao this:

1. With your foot off the accelerator pedal, tumn the
ignition key to START and hold it there up to
15 seconds. When the engine staris, lel go of
the key.

2. If your engine still won't start (or starts but then
stops), it could be flooded with too much gasoline.
Try pushing your accelerator pedal all the way to the
floor and haolding it there as you hold the key in
START for about three seconds. When the engine
slarts, let go of the key and acceleralor. If the
vehicle starts briefly but then stops again, do the
same thing, but this time keep the pedal down
tor five or six seconds. This clears the extra
gasoline from the engine.

Notice: Your engine is designed to work with the
electronics in your vehicle. If you add electrical
parts or accessories, you could change the way the
engine operates. Before adding electrical equipment,
check with your dealer. If you don't, your engine
might not perform properly.

Fuel Regulator

You have a fuel regulator that shuts the fuel off when
the engine reaches 5,600 rpm.
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Engine Coolant Heater

If your vehicla has this
feature, in very cold
waather, 0°F (-8°C) or
colder. the engine coolant
heater can help. You'll get
easier siarting and befter
fuel economy during
engine Warm-up.

Usually, the coolant heater should be plugged in a
minimum of four hours prior 1o starting your vehicle.
At temperatures above 32°F (0°C), use of the coolant
heater is not required.

To Use the Engine Coolant Heater

1. Turn off the engine.
2. Open the hood and unwrap the electrical cord.

The engine coolant heater cord is located on the
driver's side of the engine compartment, near
the power steering fluid reservoir.

3. Plug it into a normal, grounded 110-volt AC outlet,

A\ CAUTION:

Plugging the cord into an ungrounded outlet
could cause an electrical shock. Also, the
wrong kind of extension cord could overheat
and cause a fire. You could be seriously
injured. Plug the cord into a properly grounded
three-prong 110-volt AC outlet. If the cord
won't reach, use a heavy-duty three-prong
extension cord rated for at least 15 amps.

4. Before starting the engine, be sure to unplug and
store the cord as it was before to keep it away
from moving engine paris. |f you daon't, it could be
damaged.

How long should you keep the coclant heater plugged
in? The answer depends on the outside temperature, the
kind of oil you hawve, and some other things. Instead

af trying to list everything here, we ask that you contact
your dealer in the area where you'll be parking your
vehicle. The dealer can give you the besl advice tor that
particular area.
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Automatic Transmission Operation

There are several different positions for your shift lever.

CAUTION: (Continued)
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PARK (P): This position locks your rear wheels,
It's the best position lo use when you starl your
engine because your vehicle can't move easily.

Don't leave your vehicle when the engine is
running unless you have to. If you have left
the engine running, the vehicle can move
suddenly. You or others could be injured.

To be sure your vehicle won't move, even
when you're on fairly level ground, always set
your parking brake and move the shift lever to
PARK (P). See “Shifting Into Park (P)" in the
Index. If you're pulling a trailer, see “Towing a
Trailer” in the Index.

A CAUTION:

It is dangerous to get out of your vehicle if the
shift lever is not fully in PARK (P) with the
parking brake firmly set. Your vehicle can roll.

CAUTION: (Continued)

Ensure the shift lever is fully in PARK (P) before starting
the engine. Your vehicle has an automatic transmission
shift lock control system, You have to fully apply your
regular brakes before you can shift from PARK (P) when
the Ignition key is in RUN. If you cannot shift out of
PARK (P), ease pressure on the shift lever — push the
shift lever all the way into PARK (P) as you maintain
brake application, Then move the shift lever into

the gear you wish. See Shifting Out of Park (P) on
page 2-29,
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REVERSE (R): Use this gear to back up.

Notice: Shifting to REVERSE (R) while your vehicle
is moving forward could damage your transmission.
Shift to REVERSE (R) only after your vehicle is
stopped.

To rock your vehicle back and forth to gel out of snow,
lee or sand without damaging your transmission,

see If You Are Stuck: In Sand, Mud, lce or Snow on
page 4-28.

NEUTRAL (N): In this position, your engine doesn't
connect with the wheels. To restart when you're
already moving, use NEUTRAL (N) only. Also, use
NEUTRAL (N) when your vehicle is being towed.

A\ CAUTION:

Shifting into a drive gear while your engine is
“racing” (running at high speed) is dangerous.
Unless your foot is firmly on the brake pedal,
your vehicle could move very rapidly. You
could lose control and hit people or objects.
Don’t shift into a drive gear while your engine
is racing.

Notice: Damage to your transmission caused by
shifting out of PARK (P) or NEUTRAL (M) with
the engine racing isn't covered by your warranty.

DRIVE (D): This position is for normal driving.
If you need more power for passing, and you're:

® Going less than about 35 mph (55 kmy'h),
push your accelerator pedal about haltway down.

®* Going about 35 mph (55 km'h) or more, push the
accelerator pedal all the way down. You'll shift
down to the next gear and have more power.

DRIVE (D) should be used for normal towing.

THIRD {3): This position Is also used for normal driving,
however it offers more power and lower fuel economy
than DRIVE (D). You should use THIRD {3) when
carrying a heavy load or driving on steep hills.

SECOND (2): This pesition gives you more power but
lower fuel economy. You can use SECCND (2) on
hills. It can help control your speed as you go down
sieep mouniain roads, bui then you would also want to
use your brakes off and on.

2-24
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If you manually select SECOND (2), the transmission Tow/Haul Mode Button
will drive in second gear. You may use this feature

for reducing torgue to the rear wheals when you
are trying 1o start your vehicle from a stop on slippery
road surfaces.

FIRST (1): This position gives you even more power
{but lower fuel economy) than SECOND (2). You can
use it on very steep hills, or in deep snow or mud, If the
shift selector lever is put in FIRST (1), the transmission
won't shift into first gear until the vehicle is going

slow enough.

Notice: If your rear wheels won't turn, don't try
to drive. This might happen if you were stuck in
very deep sand or mud or were up against a solid
object. You could damage your transmission.
Also, if you stop when going uphill, don't hold
your vehicle there with only the accelerator pedal.

Use your brakes or shift into PARK (P) to hold The button is located on the end of the column shift
your vehicle in position on a hill. lever. You can use this feature to assist when tDWiﬂg

or hauling a heavy load,

To select the low/haul mode, press in the button.

The TOW/HAUL light on the instrument panel cluster
will come on. To go back o normal operation, press the
button again. The indicator hght on the instrument

panal cluster will go out. See Tow/Hau! Mode Light on
page 3-36 for more information.
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All-Wheel Drive

If your vehicle has all-wheel drive, your enging's driving
power s sent to all four wheels for extra traction
when needed.

This is like four-wheel drive, but there is no separate
lever or swilch 1o engage or disengage the front axle.
It is fully automatic, and adjusts itself as needed for
road conditions.

You may expenence a brief vehicle vibration upon
acceleration when driving in slippery conditions.
This is normal and is an indication that the all-wheel
drive system is functioning propery

Parking Brake

To set the parking brake, hold the regular brake pedal
down with your right foot.

Push down the parking brake pedal with your left foot.
If the ignition is on, the brake system warning light
will come on.
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To release the parking brake, hold the regular brake
pedal down. Pull the brake release |lever located on the
lower |eft side of the steering column.

Notice: Driving with the parking brake on can
cause your rear brakes to overheat. You may have
to replace them, and you could also damage

other parts of your vehicle.

If you are towing a traller and are parking on a hill,
see Towing a Trailer on page 4-31. That section shows
what to do first to keep the trailer from moving
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Shifting Into Park (P)

2. Move the shift lever into PARK (P) like this:

A\ CAUTION:

It can be dangerous to get out of your vehicle
it the shift lever is not fully in PARK (P) with
the parking brake firmly set. Your vehicle can
roll, If you have left the engine running, the
vehicle can move suddenly. You or others
could be injured. To be sure your vehicle won't
move, even when you're on lairly level ground,
use the steps that follow. If you're pulling a
trailer, see “Towing a Trailer” in the Index.

= B S
|'

/)

——,

1. Hold the brake pedal down with your right foot and

set the parking brake.

¢ Pull the lever toward you.
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Leaving Your Vehicle With the
Engine Running

A\ CAUTION:

s Move the lever up as far as it will go.
3. Move the ignition key to LOCK.

4. Remove the key and take it with you. If you can
leave your vehicle with the ignition key in your
hand, your vehicle is in PARK (P).

It can be dangerous to leave your vehicle with
the engine running. Your vehicle could move
suddenly if the shift lever is not fully in

PARK (P) with the parking brake firmly sel.
And., if you leave the vehicle with the engine
running, it could overheat and even catch fire.
You or others could be injured. Don't leave
your vehicle with the engine running.

i you have to leave your vehicle with the engine
running, be sure your vehicle is in PARK (P) and

your parking brake is firmly st before you leave it.
After you've moved the shift lever to PARK (P}, hold the
regular brake pedal down. Then, see if you can move
the shift lever away from PARK (P) without first pulling it
toward you. If you can, it means that the shift lever
wasn't fully locked into PARK (P).

2-28
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Torque Lock

If you are parking on a hill and you don't shift your
transmission into PARK (P) properly, the weight of the
vehicle may put too much force on the parking pawl

in the transmission. You may find It difficult to pull the
shift lever out of PARK (P). This is called “torgue lock.”
To prevent torque lock, set the parking brake and

then shift into PARK (P) properly before you leave

the driver's seat. To find out how, see Shifting Into
Park (P) on page 2-27,

When you are ready to drive, move the shift lever out of
PARK (P) before you release the parking brake.

If torque lock does occur, you may need to have another
vehicle push yours a little uphill fo take some of the
pressure from the parking pawl in the transmission,

s0 you can pull the shift lever out of PARK (P).

Shifting Out of Park (P)

Your vehicle has an automatic transmission shift lock
control system. You have to fully apply your regular
brakes before you can shift from PARK (P) when the
ignition Is in RUMN. See Aufomatic Transmission
Operation on page 2-23.

If you cannot shift out of PARK (P), ease pressure on
the shift lever and push the shift lever all the way up
into PARK (P) as you maintain brake application. Then,
mowve the shift lever into the gear you wantk.

If you ever hold the brake pedal down but still can't shift
out of PARK (P}, try this:

1. Tum the key to OFF.

2. Apply and hold the brake until the end of Step 4.
3. Shift to NEUTRAL (N).
4

. Start the vehicle and then shift 1o the drive gear
you wanl.

5. Have the system fixed as soon as you can.
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Parking Over Things That Burn Engine Exhaust

A\ CAUTION:

Engine exhaust can kill. It contains the gas
carbon monoxide (CO), which you can't see or
smell. It can cause unconsciousness and death.

You might have exhaust coming in if:

¢ Your exhaust system sounds strange
or different.

® Your vehicle gets rusty underneath.

® Your vehicle was damaged in a collision.

® Your vehicle was damaged when driving
cver high points on the road or over road
debris.

® Repairs weren't done correctly.

® Your vehicle or exhaust system had been

ﬁl CAUTION: modified improperly.
If you ever suspect exhaust is coming into
; your vehicle:

Things that can hurn_cnuld tu_ucr_l hot ex!‘musl ® Drive it only with all the windows down to
parts under your vehicle and ignite. Don't park blow out any CO; and
over papers, leaves, dry grass or other things © Have your vehicle fixed immediately.
that can burn.
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Running Your Engine While You

It's better not to park with the enaine running. But if you It can be dangerous to get out of your vehicle
ever have 10, here are some things to know. if the shift lever is not fully in PARK (P) with
the parking brake firmly set. Your vehicle can
roll. Don't leave your vehicle when the engine
A\ CAUTION: ! 2

is running unless you have to. If you've left
the engine running, the vehicle can move

Idling the engine with the climate control suddenly. You or others could be injured.
system off could allow dangerous exhaust into To be sure your vehicle won't move, even
your vehicle. See the earlier Caution under when you're on fairly level ground, always set
“Engine Exhaust.” your parking brake and move the shift lever
Also, idling in a closed-in place can let deadly to PARK (P).

carbon monoxide (CO) into your vehicle even

if the fan is at the highest setting. One place Follow the proper steps to be sure your vehicle won'l
this can happen is a garage. Exhaust — with move. See Shifting Into Park (P) on page 2-27.

GO —can coms in ?Hs"?' H_E‘HEH PATE A If you're pulling a trailer, see Towing a Trailer on
garage with the engine running. page 4-31.

Another closed-in place can be a blizzard.
See "Winter Driving” in the Index.
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Mirrors Outside Power Mirrors

Manual Rearview Mirror

You can adjust the mirror for day or night driving.
Press the tab forward {away from you) for day driving.
Pull the tab back (toward you) for night driving.

Outside Manual Mirrors

Adjust your outside rearview mirrors so you can see a
little of the side of your vehicle and the area beside
and behind your vehicle. from a comfortable driving
position,

You can fold the mirrors inward before entering a car
wash. Pull the mirrors toward the vehicle. Push the
mirrors back out when finished. After pushing the mirror Your vehicle may have this feature.
out, the adjustment will be maintained.
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To adjust the outside rearview mirror, move the selector Qutside Convex Mirror
switch in the middle of the control 1o L for the driver's

side mirror or to A for the passenger’s side mirror. Your passenger's side mirror Is convex. A convex
Then use the arrows located on the four-way control pad ~ mirror's surface is curved so you can see more from
to move the mirror in the desired direction. To make the driver's seat.

sure you do not accidentally move a mirror, return the
salector switch to the middle position (off) after

adjusting the mirrors. AN CAUTION:

A convex mirror can make things (like other
vehicles) look farther away than they really are.
If you cut too sharply into the right lane, you
could hit a vehicle on your right. Check your
inside mirror or glance over your shoulder
before changing lanes.
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HomeLink® Transmitter

HomelLink,” a combined universal transmitter and
receiver, provides a way 1o replace up to three
hand-held transmitters used o activate devices such as
gate operators, garage door openers, antry door

locks, security systems and home lighting. Additional
HomeLink,™ information can be found on the intermet at
www.homelink.com or by calling 1-800-355-3515.

If your vehicle is equipped with the HomeLink™
Transmitter, it complies with Part 15 of the FCC Rules.
Operation is subject to the following two conditions:

i1) this device may not cause harmful interferance, and
(2) this device must accept any inferference received,
including interference that may cause undesired
operation.

This device complies with RSS-210 of Industry Canada.
Operation |s subject o the following two conditions:

(1) this device may not cause interference, and

(2) this device must accept any interference, including
interference that may cause undesired operation of

the device.

Changes and modifications to this system by other than
an authorized service facility could void authorization
to use this equipment.
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Programming the HomeLink
Transmitter

Do not use the HomeLink™ Transmitter with any garage
door opener that does not have the “stop and reverse”
feature. This includes any garage door opener model
manufactured before April 1, 1982,

Keep the original transmitler for use in other vehicles as
well as for future HomeLink™ programming. It is also
recommended that upon the sale of the wvehicle, the
programmed HomeLink™ buttons should be erased far
security purposes. Refer to "Erasing HomeLink™ Buttons”
or, for assistance, contact Homalink™ on the internet at:
www.homelink.com or by calling 1-800-355-3515.

Be sure thal people and objecls are clear of the
garage door or gate operator you are programming.
When programming a garage door, il is advised o park
outside of the garage.

It is recommended that @ new battery be installed in
your hand-held transmitter for quicker and more
accurate transmission of the radio frequency,

Your vehicle’'s engine should be turned ofi while
programming the transmitter. Follow these steps o
program up to three channels:

1. Press and hold down the two outside butlons,
releasing only when the indicator light begins lo
flash, after 20 seconds. Do not hold down the
buttons for longer than 30 seconds and do nof
repeal this step to program a second and/or third
transmitter to the ramaining two HomeLink™ buttons.

2. Position the end of your hand-held transmitter about
1 to 3 inches (3 to 8 cm) away from the HomeLink®™
buttons while keeping the indicator light in view,

3. Simultaneously press and hold both the desired
button on HomeLink™ and the hand-held transmitter
button. Do not release the buttons until Step 4
has been complated.

Some entry gales and garage door openars may
require you to substitute Step 3 with the procedure
noted in “Gate Operator and Canadian
Programming” later in this section.

4. The indicator light will flash slowly at first and then
rapidly after HomeLink™ successfully receives the
frequency signal from the hand-held transmitter.
Release both buttons.
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5. Press and hold the newly-trained Homelink™ button

and observe the indicator light.

If the indicator fight stays on constantly,
programming is complete and your device should
activate when the HomeLink™ button is pressed
and released.

To program the remaining two HomeLink™ buttons,
begin with Step 2 under "Programming HomeLink®."
Do not repeat Step 1 as this will erase all of the
programmed channels,

I the indicator light blinks rapidly for two seconds
and then turns to a constant light, continue with
Steps 6 through B following to complete the
programming of a rolling-code equipped device
{most commonly, a garage door opener).

. At the garage door opener receiver (motor-head
unit) in the garage, locate the “Learn” or “Smart”
button. This can usually be found where the hanging
antenna wire is attached to the motor-head unit.

. Finmly press and release the “Learn” or “Smart”
button. The name and color of the button may
vary by manufacturer,

You will have 30 seconds to stant Step 8

8. Return to the vehicle. Firmly press and held the
programmed HomeLink™ button for two seconds,
then release. Repeat the press/hold/release
sequence a second time, and depending on the
brand of the garage door opener (or other rolling
code device), repeal this sequence a third time
to complete the programming.

Homelink™ should now activate your rolling code
equipped device.

To program the remaining two HomeLink™ buttons,
begin with Step 2 of “Programming HomeLink™®.”
Do not repeat Step 1.

Gate Operator and Canadian
Programming

Canadian radio-frequency laws reguire transmitter
signals to "time out” or quit after several seconds

of transmission. This may not be long enough for
HomeLink™ to pick up the signal during programming.
Similarly, some U.S. gate operators are manufactured
to “time out” in the same manner.

It you live in Canada, or you are having difficulty
prograrnming & gate operator by using the
“Programming HomeLink™ procedures (regardiess of
where you live), replace Step 3 under “Programming
HomeLink™ with the following:
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Continue to press and hold the HomeLink™ button while
you press and release every two seconds (cycle) your
hand-held transmitter until the frequency signal has been
successiully accepted by Homelink™, The indicator

light will fiash slowly at first and then rapidly. Proceed
with Step 4 under “Programming HomeLink™ to
complate.

Using HomeLink®

Press and hold the appropriate HomeLink™ button for
at least half of & second. The indicator light will come on
while the signal is being transmitted.

Erasing HomeLink® Buttons

To erase programming from the three buttons do the
following:
1. Press and hold down the two outside buttons until
the indicator light begins to flash, after 20 seconds.

2. Release both buttons. Do not hold for longer than
30 seconds,

HomeLink™ is now in the train {leaming) mode and can
be programmed at any time hi%‘lmlng with Step 2
under "Programming HomeLink™."

Individual buttons can not be erased, but they can be
reprogrammed. See "Reprogramming a Single
Homelink™ Button” next.

Reprogramming a Single HomeLink®
Button

To program a device fo HomeLink™ using a HomeLink™
hutton previously trained, follow these steps:

1. Press and hold the desired HomeLink™ button.
Do not release the button.

2. The indicator light will begin to flash after
20 seconds. While still holding the HomeLink™
button, proceed with Step 2 under "Programming
HomeLink™.”

Resetting Defaults

To reset HomeLink™ to default setfings do the following:

1. Held down the two outside buttons for about
20 seconds until the indicator light begins to fiash.

2. Continue to hold both buttons until the HomeLink™
indicator light lums off.

3. Release both buftons.

For questions or comments, contact HomeLink™
at 1-800-355-3515, or on the internet at
www. homelink.com.
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Storage Areas

If you have rear storage compartments, pull up on the
lid to open the cover.

Your front storage compariment/alove box is at the
center of the engine cover. To open the compartiment,
press the two tabs together and pull.

2-38
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Overhead Console

Your wehicle may have this featura.

There Is also a map/storage pocket on the passenger's The overhead console includes reading lamps,

side of the engine cover console. a compartmentl for a garage door opener, a tnp
computer, a temperature and compass display, and a
storage compartment for sunglasses.

The reading lamps, trip computer, temperature and
compass display will work when the Ignition is in RUN,
ACCESSORY or when Retained Accessory Power (RAP)
i5 active. See "Retained Accessory Power” under ignition
Pasitions on page 2-19.

2-39
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Reading Lamps
Your vehicle may have this feature.
Prass the button near

each lamp to tumn the
reading lamps on and off,

The lamps can also be swiveled 1o point In the direction
yvou wanl.

Installing a Garage Door Opener

It you have a garage door opener, the front overhead
compartment can be used to conveniently store the
opener,

1. Toinstall the garage door opener, first open the
compartment door by pressing the latch forward.

2. Peel the prolective
backing from the hook
and loop paitch

3. Press it firmly to the back of your garage door
opener, as close to the center of the opener as
possible

2-40
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6. Mow, wilh the
campartment door
closed, press the
button again to
make sure the
garage door opener
operates proparty

4. Center the garage door opener activation button
over the console door button and press the opener
firmly into place.

The pegs inside the
compariment door are
used o make sure
the button on the
campartment door will
contact the control
button on the garage
door opener.

With the garage door opener positionad properly and
the right number of pegs in place, you can press
the button to operate the openar

Your vehicle may be equipped with & HomeLink™
5. Add ona peg al a time until the garage door opener Transmitter. For more information, see HomelLink™
operates with the compartment door closed when Transmitter an page 2-34.
you press the button. Adjust the position of the
garage door opener and add or remove pegs
as neaded, until the opener operates properly,

2-41
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Driver Information System

\ O O

el @

v

Y our vehicle may have this feature. This system displays
the oulside air lemperature, compass direction and trip
information in the overhead console,

US/MET (United States/Metric): The US/MET button
allows you 1o switch the display betwaen the English and
metric system.

MODE: The MODE button can be used to toggle
between three modes of operation: OFF, COMP/TEMP
and TRIP.

COMP/TEMP (Compass/Temperature): This display
provides the oufside temperature and one of eight
compass readings o indicate the direction the vehicle
Is facing.

Before you turn on the ignition and move the vehicle,
the temperature indicated will be the last outside
termnperature recorded with the ignition on. If the outside
ternperature is 37°F (3°C) or lower, tha display will
toggle between the word ICE and the current
ternperature every eight seconds. This is a warning to
the drver that road conditions may be icy, and that
appropriate precaulions should be taken,

The compass is self-calibrating, so it does not need to be
manually set. However, [ C (Calibration) Is displayed, the
compass will need to be calibrated. You may also place
the compass in a noncalibrated mode by pressing and
holding the US/MET and MODE buttons simullanecusly
while in the COMP/TEMP mode. After about 10 seconds,
the compass will display C and you can release the
buttons. Drive the vehicle in a complete 360° circla three
times at a speed of less than 5 mph (8 km'h), and the
compass will function normally. Cnece the calibration is
complete, the display will return to a compass reading.

Variance is the difference between magnetic north
and geographic north. In some areas, the difference
between the two can be great enough to cause false
compass readings.

2-42
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It this happens, follow these instructions to set the
variance for your particular location:

1. Find your location on the zone map. Record your
zone number.

2. Press and hold both the US/MET and the MODE
buttons while in the COMP/TEMP moda.

3. Atter five seconds, the compass will acknowledge
the variation mode by displaying the current zone
number, When it does, release both butlons.

4. Press US/MET until your zong number appears on
the display.

5. Press MODE to enter your zone number. Your
variance is now sel and the display will return to
the COMP/TEMP mode.

TRIP: Once in the TRIP mode, pressing the MODE
button will take you through the following TRIP functions:

* AVG ECON (Average Economy): The average
fuel economy since the last reset is displayed.

¢ INST ECON (Instantaneous Economy):
Instantanecus fuel economy for the |as! second of
driving is displayed.

* RANGE: The display indicates the estimated

distance that can be travelled with the remaining
fuel in the tank, based on the fusl economy for the
last few hours of driving.

* FUEL USED: The fuel used since the last reset
is displayed.

* AVG SPEED (Average Speed): The average
speed since the last reset |s displayed.

To reset the trip computer, press the MODE and
US/MET buttons simultaneously for at least two
seconds. All functions will be displayed brieily once the
system is reset. Reset can only be performed in the
AVG ECON, FUEL USED and AVG SPEED modes.
All three modes are reset simultaneously,
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Sunglasses Storage Compartment Luggage Carrier

If you have a luggage carrier, you can load things on
top of your vehicle.

The luggage carrier has side rails and crossrails
attached to the roof to secure cargo,

Be sure the cargo Is properly loaded. Follow these
guidelines:

® Carrying small, heavy loads on the roof is not
recommended.

¢ Tie the load to the side rails. Use the crossrails
only to keep the load from sliding.

® |f you need to carry long items, tle the load to
the side rails. Also tie the load to the bumpers.
Do not tie the load so tightly that the crossrails or
side rails are damaged.

The overhead console has a sunglasses storage o At TR e T AYe i ui
compartment, 2] ' g

tha slider screws.,

® For the purpose of wind noise reduction, locate the
frent and rear crossrails in line with the two center
supports.
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Notice: Loading cargo that weighs more than

200 Ibs. (91 kg) on the luggage carrier may damage

your vehicle. When you carry large things, never
let them hang over the rear or the sides of your
vehicle. Load your cargo so that it rests on the

slats and does not scratch or damage the vehicle.

Put the cargo against the side rails and fasten
it securely to the luggage carrier. Put the main
weight as far forward as you can.

Don'l exceed the maximum vehicle capacity when
loading your vehicle. For more information on vehicle
capacity and loading, see Loading Your Vehicle on
page 4-29.

To prevent damage or loss of cargo as you're driving,

check now and then to make sure the luggage
carrier and cargo are still securely fastenad.

Convenience Net

You may have a convenience net in the rear of your

vehicle to help keep small loads, like grocery bags,
in place during sharp turns or guick stops and starts

The net is not designed for larger, heavier items.

You can unhook the net so that it will lie flat when
you're not using it.
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The maln components of your instrument panel are the following:

Instrument Panel Brightness Thumbwheel
Multifuriction Lever M
Hazard Warning Flasher Bufton
Transmission Shift Lever
lgnition Switch

Rear Defogger Button (Option)
Climate Controls

Rear A/C Control (Option)

Rear Heater Control (Option)

e T HmmoOOomE

Exterior Lamp Control K.

T

wmO DO =

Rear WasherWiper Switch (Option)
Front Ashiray

. Dome Owverride Bullon

Hood Release

Cigarette Lighter

Audio System

Fronl Storage Compartment
Cupholders/Storage Tray
Accessory Power Outlels
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Hazard Warning Flashers

Your hazard warning flashers lel you wam othars. They
glso let police know you have a problem. Your front
and rear turn signal lamps will flash on and off.

The hazard warning flasher button is located on top of
the stearng colummn.

Your hazard waming Hashers work no matter what
position your key is in, and even if the key isn't in.

Press the button to make the front and rear lurn signal
lamps flash on and off. Press the button again 1o
turn the flashers off.

When the hazard waming flashers are on, your turn
signals won't work.

3-4
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Other Warning Devices

It you carry reflective trangles, you can use them fo
warn others. Set one up at the side of the road about
A0 feet (100 m) behind your vehicle

Horn

Press the hom symbaol in the middle of the steering
wheel to sound the horn.

Tilt Wheel

A tilt steering wheel allows you 1o adjust the steering
wheel before you drive. You can also raise it to the
highest level to give your legs more room when you exit
and enter the vehicle

The lever that allows you to tilt the steering wheel is
located on the left side of the steenng column.

To tilt the wheel, hold the steering wheeal and pull
the lever. Move the steering wheel 1o a comfortable
leval, then release the lever to lock the wheel in place.
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Turn Signal/Multifunction Lever

Turn and Lane Change Signals

The Wwirn signal has two upward (for night) and two
downward (for left) positions. These positions allow you
to signal a turn or a lane change.

To signal a turn, move the lever all the way up or
down. When the turn is finished, the lever will return
automatically.

An arrow on the instrument
panel cluster will flash in
the direction of the

tum or lane change.

The lever on the driver's side of the steering column
iIncludes the following:

® Turn and Lane Change Signals

®* Headlamp High/Low-Beam Changer
* Flash-io-Pass

®* Windshield Wipers

Windshield Washer

® Cruise Contral {Option)

For information on the exterior lamps, see Exteror
Lamps on page 3-12

To signal a lane change, |ust raise or lower the lever
until the arrow starts to flash. Hold it there until you
complete your lane change. The lever will refurn by itseli
when you release if,

As you signal a turn or a lane change, if the arrows
flash faster, a signal bulb may be burned out and other
drivers won't see your turn signal

3-6
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If a bulb is bumed out, replace it to help avoid an
accident. If the arrows don't go on at all when you signal
a lurn, check for burned-out bulbs and a blown fuse.
Sea Fuses and Circuit Breakers on page 5-93.

If you have a trailer towing option with added wiring
for the trailer lamps, a differemt turn signal flasher

is used, With this flasher installed, the signal indicator
will flash even if a turn signal bulb is burned oul.
Check the front and rear turn signal lamps regulary
to make sure they are working.

Turn Signal On Chime

If your turn signal is left on for more than 3/4 of a mile
(1.2 km), a chime will sound at each flash of the

turm signal, To turn off the chime, move the turn signal
lever to the center posiion.

Headlamp High/Low-Beam Changer

To change the headlamps from low beam to high or
high to low, pull the multifunction lever all the way
toward yvou. Then release it

When the high beams are
on, this indicator light

EL—=———=1n .
— located on the instrument
—— panel cluster also will
— be on,

Flash-to-Pass

This feature lets you use your high-beam headlamps to
signal a driver in front of you that you want to pass.
It works even if your headlamps are in automatic.

To use it, pull the tum signal lever toward you, but not
g0 far that you hear a click.

If your headlamps are in aulomatic or on low beam,
your high-beam headlamps will turmn on. They'll stay on
as long as you hold the lever toward you and the
high-beam indicator lecated on the cluster comes on.
Release the lever to return to normal operation.
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Windshield Wipers

To operate the windshield
wipers turn the band,
located on the multifunction

MIST: Turn the band to MIST for a single wiping cycle.
Haold it there until the windshield wipers start, then let

it go, The wipers will stop after one wipe. If you

wan! more wipes, hold the band on mist longer.

OFF: Turn the band to tum off the windshield wipers

LOW (Low Speed): Tum the band to LOW for
steady wiping at low speed.

HIGH (High Speed): Turn the band to HIGH for
steady wiping at high speed.

DELAY: Tum the band to one of the five delay
settings located between OFF and LOW, to choose
the delayed wiping cycle. The closer the band is
turned to OFF, the shorter the delay will be.

lever, upward or downward,

For fewer wipes choose a sefting closer to LOW.
Use this setting for light rain and snow.

Be sure to clear ice and snow from the wiper blades
before using them. If thay're frozen to the windshield,
carefully loosen or thaw them. If your blades do become
worn or damaged, get new blades or blade inserts.

Windshield Washer

% (Washer Fluid): There is a paddle marked with the
windshield washer symbol at the top of the multifunction
lever, To spray washer fluid on the windshield, press
the paddle. The wipers will clear the window and

then either stop or return 1o your preset speed.

A\ CAUTION:

In freezing weather, don't use your washer
until the windshield is warmed. Otherwise the
washer fluid can form ice on the windshield,
blocking your vision.

The wipers will clear the window and then either stop or
return to your presel speed.

3-8
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Rear Window Washer/Wiper

Your vehicle may have this
feature. The rear window
washer/wiper is controlled
by using the switch located
on the instrument panel,
next to the audio system.

To turn the wiper on, slide the swilch all the way
up to ON

For delay wiping, slide the switch up to the centar
pasition next to the word DELAY on the rear wiper
control. The wiper will cycle every nine seconds.

To wash the window, push in on the switch. Window
washer fluid will continue to spray until the switch

is released. The wiper will continue with three more
wipes and then return to the setting that was chosen
before the lever was pushed.

Move the switch to OFF to turn off the rear window
washer,

The rear window washer uses the same fluid bottle as
the front windshield washer. If the fluid level is low in the
washer bottle, you may not be able to wash your rear
window. If you can wash your windshield, but not

your rear window, check the fluid lavel.
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Cruise Control Setting Cruise Control

Your vehicle may have this feature, With cruise control,

you can maintain a speed of about 25 mph (40 km/h) N CAUTION:
or more without keeping your foot on the accelerator,

This can really help on lang trips. Cruise control

does not work al speeds below about 25 mph {40 km/'h). if you f““ el “"”“F‘:‘"tr“' on when you're
not using cruise, you might hit a button and go
When you apply your brakes, the cruise control shuts off. inte cruise when you don't want to. You could
be startled and even lose control. Keep the
cruise control switch off until you want to use
N\ CAUTION: !

cruise cantrol.

® Cruise control can be dangerous where ;
you can't drive safely at a steady speed. 1. Move the cruise control switch to ON.
So, don’t use your cruise control on 2. Gel up to the speed you want.
winding roads or in heavy traffic. 9. Press in the SET

® Cruise control can be dangerous on button at the end of the
slippery roads. On such roads, fast — lever and release it.
changes in tire traction can cause
needless wheel spinning, and you could

lose contral. Don't use cruise control on _ gl —
slippery roads. :

)

=
TRUSE
OFF ON RIR

4. Take your foot off the accelerator pedal.

310
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Resuming a Set Speed

Suppose you set your cruise control at a desired speed
and then you apply the brake. This, of course, shuts
off the cruise control, But you don't need to reset if,

Once you're going about
25 mph (20 km/h) or

rmore, you can move the
cruise control switch

from ON to R/A
(Resume/Acclerate) briefly.

You'll go right back up to your chosen speed and
stay there.

If you hold the switch at R/A, the vehicle will keep going
faster until you release the switch or apply the brake.
So unless you want to go faster, don't hold the switch
at R/A.

Increasing Speed While Using Cruise
Control

There are two ways to go to a higher speed:

* Use the accelerator pedal to get to the higher
speed. Press the button at the end of the lever,
then release the button and the accelerator pedal.
You'll now cruise at the higher speed.

¢ Move the cruise switch from OMN to R/A. Hold it
there until you get up to the speed you want,
and then release the switch. To increase your
speed in very small amounts, move the switch 1o
R/A brietly. Each time you do this, your vehicle will
go about 1 mph (1.6 km/h) faster.

Reducing Speed While Using Cruise
Control

There are two ways o reduce your speed while using
cruise control;

¢ Press the button at the end of the lever until you
reach the lower speed you want, then release it.

* To slow down in very small amounts, press the
button briefly. Each time you do this, you'll go
about 1 mph (1.6 km'h) slower.
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Passing Another Vehicle While Using
Cruise Control

Use the accelerator pedal to increase your speed,
When you take your foot off the pedal, your vehicle will
slow down to the cruise control speed you set earlier.

Using Cruise Control on Hills

How well your cruise control will work on hills depends
upon your spead, lnad and the steepness of the hills.
When going up steep hills, you may want to step on the
accelerator pedal to maintain your speed. When going
downhill, you may have 1o brake or shift to a lower gear to
keep your speed down. Of course, applying the brake
takes you out of cruise control. Many drivers find this to
be too much trouble and don't use cruise control on
steap hills,

Ending Cruise Control

There are two ways to turn off the cruise control:
® Step lightly on the brake pedal.
& Move the cruise switch to OFF.

Erasing Speed Memory

When you turn off the cruise control or the ignition, your
cruise control set speed memory is erased.

Exterior Lamps

LR 2

: = el _|,‘I.I_-_.+.!"r. P i P

The exterior lamp control is located on the driver's side
of the instrumant panel.
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The exterior lamp control has three positions:

() (Off): Turning the contral to this position turns off
all lamps except the Daytime Running Lamps (DRL).

0: (Parking Lamps): Turning the contral to this
position turns on the parking lamps. logether with the
following:

s Sidemarker Lamps

Taillamps
s License Plate Lamps
* Instrument Panel Lights
¢ Ashtray Lamp
O (Headlamps): Tuming the control to this position

tums on the headlamps, together with the praviously
listed lamps and lights,

Automatic Headlamp System

When it is dark enough outside, your automatic
headlamp system will turn on your headlamps at the
narmal brightness along with other lamps such as
the faillamps, sidemarker, parking lamps and the
instrument panel lights. The radio lights will also dim,

Your vehicle is equipped with a light sensar on the top of
the instrument panel in the defrosier grille. Be sure it

is not covered, or the system will be on whenever

Ihe ignition is on.

The system may also turn on your headlamps when
driving through a parking garage, heavy overcast
weather or a tunnel. This is normal.

There Is a delay in the transition betwean the daylime and
nighttime operation of the Daytime Running Lamps (DRL)
and the automatic headlamp systems so that driving
under bridges or bright overhead street lights does not
affect the system. The DRL and automatic headlamp
system will only be affected when the light sensor sees a
change In lighting lasting longer than the delay.
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To idle your vehicle with the automatic headlamp

system off, set the parking brake while the ignition s off,

Then start your vehicle. The automatic headlamp
system will stay off until you release the parking brake.

You may be able to turn off your automatic headiamp
system, See “Daytime Running Lamps (DRL)" later
in this section for more information.

As with any vehicle, you should turn on the regular
headlamps when you need them.

Lamps On Reminder

A reminder tone will sound whan your headlamps or
parking lamps are manually lumed on and your ignition
is in OFF, LOCK or ACCESSORY. To disable the
tone, turn the instrument panel brightness thumbwheel
all the way down, In the automatic mode, the
headlamps turn off once the ignition key is in OFF.

Daytime Running Lamps (DRL)

Daytime Running Lamps (DAL) can make it easier

for others o see the front of your vehicle during the day.
DRL can be helpful in many different driving conditions,
but they can be especially helpful in the shart periods
afler dawn and before sunset. Fully functional daytime
running lamps are required on all vehicles first soid

in Canada.

The DAL systam will make your headlamps come on
at a reduced brightness when the following conditions
are met:

& The ignition is on,

8 the exteror lamp control is off.

& the automatic transmission is not in PARK (P),
% the light sensor determines it is daytime and
& the parking brake is released.

When the DAL are on, only your DRL lamps will be on.
The taillamps, sidemarker and other lamps won't be on.
Your instrument panel won't be it up aithar,

3-14
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When it begins to get dark, the automatic headlamp
systemn will switch from DRL to the headlamps or the
last chosen headlamp sefting that was used.

To idle your vehicle with the DRL off, put the transmission
in FARK (P). The DRL will stay off until you shift out
of PARK (P).

The following does not apply to vehicles first sold
in Canada,

When necessary, you may turn off the automatic
headlamp system and the Daytime Running Lamps
{DRL) feature by following the steps balow:

1. Turn the ignition to RUN.

2. Press the DOME OVERRIDE button four imes
within six seconds. After the fourth press of the
button, a chime will saund informing you that
the system is off.

To retumn to the automatic mode, push the DOME
OVERRIDE button four times within six seconds
(the chime will sound), or turn the ignition ta off and
then to RUN again.

As with any vehicle, you should turn on the reqular
headlamp system when you need it.

Interior Lamps

Instrument Panel Brightness Control

The thumbwheel for this feature is located to the right of
the exterior lamps control.

(Instrument Panel Brightness): Tum the thumbwheel
up to brighten the lights or down to dim them.

Maving the thumbwheel up to the first position will
activate the Interior dome lamps.

Exit Lighting

With exit lighting, the interior lamps will come on when
you remove the key from the ignition. The lights will not
come on if the DOME OVERRIDE button is pressed in.

Entry Lighting

Your vehicle is equipped with an illuminated entry
feature,

When a door is opened, the dome lamps will come on
if the DOME OVERRIDE button is In the out position.
When all the doors are closed, the lamps will stay on
for a short penod of time and will then go out. If the
DOME OVERRIDE button is pressed in, the lamps will
not come on.
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Dome Lamps

The dome lamps will come on when you open a door,
except with the lifigate glass (if equipped).

You can also turn the dome lamps on by turning the
thumbwheel, located next to the exterior lamp control,

all the way up. In this position, the dome lamps will
remain on whether a door is opened or closed.

You can use the DOME OVERRIDE button, located
near the exterior lamp control, 1o set the dome lamps
lo come on automatically when a door is opened,

or to remain off. To turn the lamps off, press the button
inta the in position, the dome lamps will remain off
when a door is open. To return the lamps to automatic
operation, press the button again and return it to the
out position. With the button in this position, the dome
lamps will come on when you open a door,

Battery Run-Down Protection

This feature shuts off the dome, courtesy, vanity, reading
and glove box lights if they are left on for more than

20 minutes when the ignition is off. This will keep your
battery from running down.

If the battery run-down protection shuts off the interior
lamps, it may be necessary to do one of the following to
return to normal operation:

& Shut off all lamps and close all doors, or
& turn the ignition key to RUN.

Accessory Power Outlets

If your vehicle has this feature, you can plug accessory
electrical equipment Into an accessory power outlet.
Just pull on the outlet cover to remove it and follow the
proper installation instructions that are included with
any electrical equipment that you install

The accessory power outlel is located on the
passenger’s side of the front storage compartment.

These circuits are protected by a fuse and have
maximum current levels.

Certain power accessory plugs may not be compatible
to the power accessory outlet and could result in
blown vehicle or adapter fuses. If you experience a
problem, see your dealer for additional information on
the power accessory plugs.

Notice: When using an accessory power outlet,
maximum electrical load must not exceed 25 amps.
Always turn off any electrical equipment when

not in use, Leaving electrical equipment on for
extended periods will drain your battery.

Notice: Power outlets are designed for accessory
plugs only. Do not hang any type of accessory

or accessory bracket from the plug. Improper use of
the power outlet can cause damage not covered

by your warraniy.
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Ashtrays and Cigarette Lighter

Your vehicle may have a cigarette lighter which is
located on the left side of the engine cover consaole.

To use the lighter, press it in all the way and lel go.
When it's done heating, it will pop back out by itzelf.

Notice: Don't hold a cigarette lighter in with

your hand while it is heating. If you do, it won't

be able to back away from the heating element when
it's ready. That can make it overheat, damaging

the lighter and the heating element.

Notice: When using the cigarette lighter as an
accessory power outlet, maximum electrical load
must not exceed 20 amps. Always turn off any
electrical equipment when not in use. Leaving
electrical equipment on for extended periods will
drain your battery.

The front ashiray is located above the passenger's side
front cupholder. To remove the front ashtray, open i
and gently pull it slightly past its stop.

To remove the ashtray on the sliding doar, open it,
then press down on the Inside @b and pull it out.

You may have another ashtray on the dnver's sidewall.
Press the right side to tum the ashtray around for use
To remove the ashtray, open it and gently pull it off
the hinge.

Notice: Don't put papers or other flammable
items into your ashtrays. Hot cigarettes or other
smoking materials could ignite them, causing

a damaging fire.
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Climate Controls To change the current mode, select one of the following:
i~ (Bi-Level): This mode directs approximately half

Climate Control System of the air to the instrument panel outlets and directs
most of the remaining air to the floor outlets. Some alr
With this system you can conftrol the heating, cooling may be directed toward the windshield.

and ventilation for your vehicle,

;F (Vent): This made directs air to the instrument
panel oullets,

bJ (Floor): This mode directs most of the air o the
floor outlels with some air directed to the outhoard
outlets (for the side windows) and some air directed to
the windshizsld.

AJC (Air Conditioning): This setting brings in outside
air, cools and dehumidifies it.

MAX A/C (Maximum Air Conditioning): This setting
cools the air the fastest, by recirculating the inside air.

The right knob can alsc be used to select the defrost
mede. Information on defogging and defrosting can be
found later in this section.

Turn the right knob clockwise or counterclockwise to
direct the airflow inside of your vehicle.

% (Fan): Turn the left knob clockwise or
counterclockwise o increase or decrease the fan speed.

Temperature Control: Tum the center knob clockwise
or counterclockwize lo increase or decrease the
temperature inside your vehicle.
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Defogging and Defrosting

Turn the right knob to select the defog or defrost mode.

ﬁ {Blend): With this setting, the outside air comes
out of both the floor and defroster outlets, Adjust the
temperature knob for warmer or cooler air. The air
conditioning compressor may operate in this setting to
dehumidfy the air.

‘?EL_F (Defrost): This setting operates the defroster.
Most of the air comes out near the windshield, with
some going to the floor cutlets and front side windows.
The air conditioning compressor may operate in this
setting to dehumidify the air.

The bi-level setting is useful for cold weather with a
large number of passengers or very humid conditions to
help keep the windshield clear. Use defrost to remove
fog or ice from the windshield guickly in extremely

cold conditions. The temperature knob should be in the
red area and the fan contral toward high.

Rear Heating System

Your vehicle may have an optional rear heating system
that allows you to adjust the amount of air flowing

into the rear of the vehicle, from the front-seating area.
This feature works with the main climate-control
system In your vehicle.

A REAR HEAT
CA)

HIGH

MED

LOW
OFF

The thumbwheel for this system is located to the right
of the audio system

Turn the thumbwheel up or down to increase or
decrease the amount of heated air sent to the
rear-sealing area.
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Rear Air Conditioning System

Your vehicle may have an optional rear air-conditioning
systern that allows you to adjust the fan speed in the
rear-seating area, from the front-seating area.

This feature works with the main climate-control system
in your vehicle.

HREAR A/C
&

HIGH

MED ‘
ow ¥

OFF

The thumbwheel for this system is located to the right
of the rear-heating syslem

Turn the thumbwheel up or down to increase or
decrease the amount of cooled air sent to the
rear-seating area.

Directing the Airflow

To direct the airflow to the rear-sealing area, use the
right knob located on the main climate-control pansl.

Generally the upper outlets are used for air conditioning
and the floor outlets are used for heating.

Selecting the Fan Speed
Rear Heat and Rear A/C

e (Fan): Move either thumbwheal on eithar climate
control panel up or down to HIGH, MED (Mediumn)

or LOW to increase or dacraase the fan speed in the
rear-seating area. Move the thumbwheel to OFF 1o turn
off the fan.

Setting the Temperature

To increase or decrease the temperature {or the entire
vehicle use the center knob located on the main
climate-control panel,

The air-conditioning system on the main climate-control
panel must be turned on 1o direct cooled air to the

rear of the vehicle. If it iz not on, then the lempearature
I the rear of the vehicle will remain at cabin
temperature,
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Be sure to keep the area under the fronl seats clear of
any objects so that the air Inside of your vehicle can
circulale effectivaly.

For information on how to use the main climate-control
sysiam. For information on ventilation, see "Outlet
Adjustment” listed later in this section,

Rear Climate Control System
Rear Window Defogger

Your vehicle may have a rear window defogger that
uses a warming grid to remove fog or frost from the
rear window.

The rear window defogger will only work when the
ignition is In RUN,

Prass this button to turn
the rear window defogger
on or off. Be sure to
clear as much snow from
the window as possible.

The rear window defogger will tum off several minutes
after the button is pressed. If turned on again, the
defogger will run for several more minutes before turning
off. The defogger can also be turned off by pressing

the button again or by tuming off the engine

Notice: Don't use a razor blade or something else
sharp on the inside of the rear window. If you do,
you could cut or damage the defogger and the
repairs would not be covered by your warranty.
Do not attach a temporary vehicle license, tape,

a decal or anything similar to the defogger grid.
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Outlet Adjustment Operation Tips

1. Clear away any lce, snow or leaves from the
alr inlets at the base of the windshield that
may block the flow of air into your vehicle.

2. Use of non-GM approved hood deflectors may
adversely affect the performance of the system.

3. Keep the path under the front seats clear of
objects to help circulate the air inside of your
vehicle mare effactively.

Move the thumbwheel in the center of the outlets up or
tdown to change the direction of airflow,
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Warning Lights, Gages and
Indicators

This part describes the warning lights and gages that
may be on your vehicie, The pictures will halp you
locate them.

Waming lights and gages can signal that something is
wrang before it becomes serious enough to cause

an expensive rapair or replacement. Paying attention to
your waming lights and gages could also save you

ar othars from injury.

Waming lights come on when there may be or is a
problem with one of your vehicle's functions. As you

will see in the details on the next few pages, some
warning lights come on briefly when you start the engine
just to let you know they're working. If you are familiar
with this section, you should not be alarmed when

this happens.

Gages can indicate when there may be or is a problem
with one of your vehicle's functions. Often gages

and warning lights work together to let you know when
there's a problem with your vehicle,

When one of the warning lights comes on and stays on
when you are driving, or when one of the gages shows
there may be a problem, check the section that tells you
what to do about it. Please follow this manual's advice.
Waiting to do repairs can be costly —and even
dangerous. So please gel lo know your waming lights
and gages. They're a big help
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Instrument Panel Cluster

Your instrument panel cluster is designed to let you know at a glance how your vehicle is running. You'll know how
fast you're going, about how much fusl you've used, and many other things you'll need to know to drive safely
and economically.

= —
MPH [!EI[E! [OiE[2]] | TRIP =

HOLD TO
SEEBBE TP | creer
APFLY BRAKE TO SHIFT FROM PARK

United States version shown, Canada similar
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Speedometer and Odometer Trip Odometer

Your speedometer lets you see your speed in both The trip cdometar can tell you how far your vehicle has
miles per hour (mph) and kilometers per hour (km/h). been driven since you last set the tnp odometer Lo zero.
Your odomater shows how far your vehicle has The lrip cdometer will appear in place of your regular
been driven, in either miles (used in the United States) odometer when you press the TRIP bution.

of ometers (sedl1n S To reset the trip odometer, press and hold the TRIP

Your odometer is tamper resistant. The digital odometer bulton. To change back to the regular odometer,
will read 999,999 if someone tries to tum it back. press the TRIP button again,

You may wonder what happens if your vehicle needs a
new odomater installed. If the new one can be set to
the mileage total of the old odometer, then it must

be. But if it can't, then it's set at zero, and a label must
be put on the driver's door to show the old mileage
reading when the new odometer was installed.
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Safety Belt Reminder Light

When the key is tumed to RUN or START, a tone will
come on for several seconds to remind people to fasten
their safety belts, unless the driver's safety belt is
already buckled.

The safety belt light will
also come on and stay on
for several seconds,

then it will flash for
several more.

If the driver's belt is already buckled, neither the tone
nor the light will come on

Air Bag Readiness Light

There is an air bag readiness light an the instrument
panel, which shows AIR BAG or the air bag symbol,
The system checks the air bag's electrical system

for malfunctions. The light tells you if there is an
electrical problem. The system check includes the

air bag sensor, the air bag modules, the winng and
the crash sensing and diagnostic module. For mare
information on the air bag system, see Air Bag System

AIR
BAG

on page 1-62.
A

United States Canada

This light will come on when you start your vehicle, and
it will flash for a few seconds. Then the light should
go out, This means the system is ready.
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It the air bag readiness light stays on after you start the
yehicle or comes on when you are driving, your air

bag system may not work properly. Have your vehicle
serviced right away.

/N CAUTION:

If the air bag readiness light stays on after you
start your vehicle, it means the air bag system
may not be working properly. The air bags In
your vehicle may not inflate in a crash, or they
could even inflate without a crash. To help avoid
injury to yourself or others, have your vehicle
serviced right away if the air bag readiness light
stays on after you start your vehicle.

The air bag readiness light should flash for a few
seconds when you turn the ignition key o RUN.
If the light doesn't come on then, have it fixed so
it will be ready to wam you if there is a problem

Charging System Light

After the engine starts, the light should go out. Il it stays
on or comes on while you are driving, you may have

a problem with your charging system. It could indicate a
problem with the generator drive bell, or some other
charging system problem. Have it checked right away.
Driving while this light is on could drain your battery.

This light should come on
briefly when you turm on
the ignition, before starting
the engine, as a check

to show you it is working.

If you must drive a short distance with this light
on, it helps to tum off all your accessories, such as
the radio and air conditioner
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Voltmeter Gage

When your engine is not
running, but the ignition is
on {in the BUN position),
the gage shows your
batiery's state of charge
in DC wolts.

When the engine is running, the gage shows tha
condition of the charging system, Readings between
the low and high warning zones indicale the normal
aperating range.

Readings in the low warning zone may occur when a
large number of electncal accessories are operating in
the vehicle and the engine is left at an idle for an
extended period. This condition is normal since the
charging system is not able to provide full power

at engine idle. As engine speeds are increased, this
condition should carrect itself as higher engine speeds
allow the charging system to create maximum power,

You can only drive for a short time with the readings
in either warning zone. If you must drive, turn off
all unnecessary accessories.

Readings in either warming zone indicate a possible
problem in the electrical system. Have the vehicle
serviced as soon as possible

Brake System Warning Light

When the ignition is on, the brake system waming
light will come on when you set your parking brake.
The light will stay on it your parking brake doesn't
release fully. If it stays on after your parking brake Is
fully released, it means you have a brake problam,

Your vehicle's hydraulic brake system is divided inlo
two parts. If one part isn’t working, the other part can
still work and stop you. For good braking, though,
you need both parts working well,

If the warning light comes on, there could be a brake
problem, Have your brake system inspected right away.
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This light should come on
briefly when you turn

the ignition key to RUN.
it it doesn't come on then,
have It fixed so it will

be ready to warn you

if there's a problem.

BRAKE

If the light comes on while you are driving, pull off the
road and stop carefully. You may notice that the pedal
is harder to push. Or, the pedal may go closer to the
floor. It may take longer to stop. If the light is still

on, have the vehicle towed for service, See Towing
Your Vehicle on page 4-29.

Anti-Lock Brake System
Warning Light

With the anti-lock brake
systemn, this light will come
on when you star your
engine and may stay on
for several seconds.
That's normail.

=)

A\ CAUTION:

Your brake system may not be working
properly if the brake system waming light is
on. Driving with the brake system warning light
on can lead to an accident. If the light is still
on after you've pulled off the road and stopped
carefully, have the vehicle towed for service.

If the light stays on, or comes on when you're driving,
your vehicle needs service. If the regular brake

system warning light isn't on, you still have brakes,

but you don't have anti-lock brakes. If the regular

brake system warning light is also on, you don't have
anti-lock brakes and there's a problem with your regular
brakes. See "Brake System Warning Light” earlier in
this section.

The anti-lock brake systerm warning fight should come
on briefly when you tum the ignition key to RUN
If the light doesn't come on then, have it fixed so
it will be ready to wam you if thera is a problem.
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Engine Coolant Temperature Gage

o
x\: _;E/ j)

This gage shows
the angine coolant
ternperature. If the
gage pointer moves
o the red area. your
engine Is too hot!

It means thal your engine coolant has overheated.

If you have been operating your vehicle under normal
driving conditions, you should pull off the road, stop your

vehicle and tum off the engine as soon as possible.

See Engine Overhealing on page 5-31.

Malfunction Indicator Lamp

Service Engine Soon Light in the
United States or Check Engine Light
in Canada

SERVICE
ENGINE @
SOON CHECK

United States Canada

Your vehicle is equipped with a computer which
monitors operation of the fuel, ignition and emission
conlrol systems.
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This system is called OBD Il {On-Board Diagnostics-
Second Generation) and is intended to assure that
emissions are at acceptable levels for the life of

the vehicle, helping to produce a cleaner environment.
The SERVICE ENGINE SOON or CHECK ENGINE
light comes on and a chime will sound lo indicate that
there is a problem and service is required. Malfunctions
often will be indicated by the system before any
problem is apparent. This may prevent more serious
damage 1o your vehicle, This system is also designed fo
assist your service technician in correctly diagnosing
any malfunction.

Notice: If you keep driving your vehicle with this
light on, after a while, your emission controls
may not work as well, your fuel economy may not
be as good and your engine may not run as
smoothly. This could lead to costly repairs that
may nol be covered by your warranty.

Notice: Modifications made to the engine,
transmission, exhaust, intake or fuel sysiem of
your vehicle or the replacement of the original tires
with other than those of the same Tire Performance
Criteria (TPC) can affect your vehicle’s emission
controls and may cause this light to come on.

Modifications to these systems could lead to costly
repairs not covered by your warranty. This may
also result in a failure to pass a required Emission
Inspection/Maintenance test.

l'his ight should come on, as a check to show you it

is working, when the ignition is on and the engine is not
running. If the light doesn't come on, have it repaired.
This light will also come on during a malfunction in one
of two ways:

* Light Flashing — A misfire condition has been
detected. A misfire increases vehicle emissions
and may damage the emission control system on
your vehicle. Dealer or qualified service center
diagnosis and service may be required.

* Light On Steady — An emission control system
malfunction has been detected on your vehicle.
Dealer or qualified service center diagnosis
and service may be required.
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If the Light Is Flashing

The following may prevent more serious damage to
your vehicle:

® Reducing vehicle speed.
® Avoiding hard accelerations.
¢ Awvoiding steep uphill grades.

¢ |f you are towing a trailer, reduce the amount of
cargo being hauled as soon as it is possible.

It the light stops flashing and remains on steady,
sea “If the Light Is On Steady” following.

if the light continues to flash, when it is safe to do so,

stop the vehicle. Find a safe place to park your vehicle.

Turn the key off, wait at least 10 seconds and restart
the engine. If the light remains on steady, see “If the
Light Is On Steady” following. If the light is still lashing,
follow the previous steps, and drive the vehicle to

your dealer or qualitied service center for service.

If the Light Is On Steady

You may be able o correct the emission system
maltunction by considering the following:

Did you recently put fuel into your vehicle?

If so, reinstall the fuel cap, making sure ta Tully

install the cap. See Filing Your Tank on page 5-8.

The diagnostic system can determine if the fuel cap has
been left off or iImproperly installed. A loose or missing
fuel cap will allow fuel to evaporate into the atmosphere.,
A few driving trips with the cap properly installed

should tum the light off.

Did you just drive through a deep puddle of water?

If so, your electrical system may be wet. The condition
will usually be corrected when the electrical system
dries out. A few driving trips should tum the light off.

Have you recently changed brands of fuel?

If so, be sure to fuel your vehicle with quality fuel.

See Gasoline Octane on page 5-5. Poor fuel quality
will cause your engine not to run as efficiently as
designed. You may notice this as stalling after start-up,
stalling when you put the vehicle into gear, misfiring,
hesitation on acceleration or stumbling on acceleration.
(These conditions may go away once the engine is
warmed up.) This will be detected by the system and
cause the light to turn on.
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If you experience one or more of these condifions,
change the fuel brand you use. it will require at least
one full tank of the proper fuel to turn the light off.

If none of the above steps have made the light tum off,
have your dealer or qualified service center check

the vehicle. Your dealer has the proper test equipment
and diagnostic tools to fix any mechanical or electrical
problems that may have developed.

Emissions Inspection and
Maintenance Programs

Some slate/pravincial and local governments have or
may begin programs to inspect the emission control
equipment on your vehicle. Failure to pass this
inspection could prevent you from getting a vehicle
registration.

Here are some things you need to know to help your
vehicle pass an inspection:

Your vehicle will not pass this inspection if the SERVICE
ENGINE SOON or CHECK ENGINE light is on or not
woarking properly

Your vehicle will not pass this inspection it the OBD
{on-board diagnostic) system determines that critical
emission control systems have not been completely
diagnosed by the system. The vehicle would be
considerad not ready for inspection. This can happen
if you have recently replaced your battery or if your
battery has run down. The diagnostic system is
designed to evaluate critical emission control systems
during normal driving. This may take several days

of routine driving. if you have done this and your
vehicle still does not pass the inspection for lack of
0OBD system readiness, sea your dealer or qualified
service center to prepare the vehicle for inspection,
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Qil Pressure Gage A reading in the low pressure zone may be caused by
a dangerously low oil level or other problems causing
low oll pressure

The oil pressure gage

shows the engine ol

pressure in psi (pounds & CAUTIQN:

per square inch) when the

engine is running.
Don't keep driving if the oil pressure is low.

If you do, your engine can become so hot that
it catches fire. You or others could be burned.
Check your oil as soon as possible and have
your vehicle serviced.

Canadian vehicles indicate pressure In kPa (kilopascals). Notfice: Damage to your engine from neglected
Oil pressure may vary with engine speed, outside oil problems can be costly and is not covered
tamperature and il viscosity, but readings above the by your warranty.

low pressure zone indicate the normal operating range.
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Security Light Service All-Wheel Drive Light

This light will come on This light should come on
briefly when you tumn the briefly when you tum on

rgnition key to START SEHV'CE the ignition, as a check to

SECURITY show you it is working.
AWD

The light will stay on until the engine starts. If the light The SERVICE AWD light comes on to indicate that
flashes, the Passlock™ System has entered a tamper there may be a problem with the drive system and
mode. If the vehicle falls to start, see Passiock™ service is required. Malfunctions can be indicated by the
on page 2-18. system before any problem is apparent, which may

; - : e prevent serious damage lo the vehicle. This system is
If the light comes on continuously while driving and also designed to assist your service technician in
stays on, there may be a problermn with the Passlock™ correctly diagnosing a malfunction.

Systern. Your vehicle will not be protected by Passlock™,
and you should see your GM dealer.
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Tow/Haul Mode Light

TOW / HAUL

This light should come on
when the tow/haul mode
has been selacted.

For mare information, see “Tow/Haul Made™ In Towing a

Trailer on page 4-31.

Check Gages Warning Light

CHECK
GAGES

The CHECK GAGES light
will come on briefly when
you are starting the engine.

If the light comes on and stays on while you are driving,
check your coolant ternperature and engine oil
pressure gages to see if they are in the warning zones.

Fuel Gage
Wiy
¢\\ S lf,{
) )
E
o
il
United States Canada

The fuel gage tells you approximately how much fuel
you have remaining when the ignition is on.

When the gage first indicates empty, you still have a
little fuel left, but you should get more fuel as soon
as possible.
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Here are things some owners ask aboul. None of these Low Fuel Warnlng ngh[
indicate g problem with your fuel gage.

* At the gas statlon, the gas pump shuls off before The LOW FUEL light will
the gage reads full. come on briefly when you
 The fuel tank will take either a little more or a little die staring the angine.
less fuel to fill up than the gage shows. LOW FUEL
* The gage maoves a lithe when you lum a comer of
spead up.
¢ The gage doesn'l go back to empty when you lum
off the ignition. This light comes on when the fuel tank is low on fuel.
To turn it off, add fuel to the fuel tank. See Fuel on
page &-5.
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Audio System(s)

Notice: Before you add any sound equipment to
your vehicle — like a tape player, CB radio, mobile
telephone or two-way radio — be sure you can add
what you want. If you can, it's very important to do it
properly. Added sound equipment may interfere

with the operation of your vehicle’s engine, Delphi
Electronics radio or other systems, and even damage
them. Your vehicle's systems may interfere with the
operation of sound equipment that has been added
improperly.

So, before adding sound equipment, check with
your dealer and be sure to check federal rules
covering mobile radio and telephone units.

Your audio system has been designed o operate easily
and to give years of listening pleasure. You will get the
most enjoyment out of it if you acquaint yourself with it
first. Find out what your audio system can do and how to
operate all of its controls to be sure you're getting the
mast out of the advanced engineering that went into it.

Your vehicle may have a feature called Retained
Accessory Power (RAP). With RAP, you can play
your audio system even after the ignition is turned off.
See “Retained Accessory Power (RAP)" under
Ignition Positions on page 2-19.

Setting the Time for Radios with
the Set Button

Press SET. Within five seconds, press and hold the
right SEEK arrow until the correct minute appears on the
display. Press and hold the left SEEK arrow until the
correct hour appears on the display.

Setting the Time for Radios with
HR and MN Buttons

Press and hold HR unil the correet hour appears on the
display. Press and hold MN until the cormect minute
appears on the display. To display the time with the
ignition off, press RECALL or HR/MN and the time will
be displayed for a few seconds. There is an initial
two-second delay before the clock goes into the
time-set moda,
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AM-FM Radio Finding a Station

AM-FM: Press this knob to switch between AM, FM1
and FM2. The display will show your selecton.

TUNE: Turn this knob to fune in radio stations.

i veaemEeT W <] SEEK [ : Press the right or the left arrow to seek
'-i-ij'ﬂ-!’;_I-]“W to the next or to the previous station and stay there.

- fee e} <] SCAN [> : Press both SCAN arrows. SCAN

T = T h A A will appear on the display. The radio will scan to the

next station, play for a few seconds, then go on to the
next station. Press the RECALL knob or both SCAN
arrows to stop scanning.

Playing the Radio Setting Preset Stations
Power: Tum the VOLUME knob to turn the system The four numbered pushbuttons let you return o
on and off. your favorite stations. You can set up to 21 stations

(seven AM, seven FM1 and seven FM2) by performing

YOLUME: Turn this knob 1o increase or 1o decrease the following steps:

woluma,

1..T 1 i .
RECALL: Press this knob to switch the display between LA

time and radio station frequency. Time display is 2. Press AM-FM to select AM, FM1 or FM2,
avallable with the ignition tumed off, 4. Tune in e desired station.
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4. Press SET. SET will appear on the display.

5. Press onae of the four pushbuttons within five
seconds. Whenever you press that numbered
pushbutton, the station you set will returm.

6. Repeat the steps for each pushbutton.

In addition to the four stations already set, up to three
maore stations may be preset on each band by pressing
two adjoining pushbuttons at the same time and by
performing the following steps:

1. Tune in the desired station.
2. Press SET. SET will appear on the display.

3. Press two adjoining pushbuttons at the same tima,
within five seconds. Whenever you press the same
two pushbuttons, the station you set will return.

4. Repeat the steps for each pushbutton.

Setting the Tone (Bass/Treble)

BASS: Slide this laver up or down to increase or 1o
decrease bass.

TREB (Treble): Slide this lever up or down to increase
or to decrease freble. If a station is weak or noisy,
you may want to decrease the treble.

Adjusting the Speakers (Balance/Fade)

BAL (Balance): Turn the control ring behind the
upper knob to move the sound toward the left or the
right speakers,

FADE: Turn the conirol ring behind the lower knob to
move the sound toward the front or the rear speakers.
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Radio with CD

e —— .

e i A

I'HEW L L] MEXT

Playing the Radio

PWR (Power): Press this knob fo tumn the system
on and off.

VOL (Volume): Turn this knob to increase or to
decrease volume. The knob is capable of rotating
continuously.

SCV (Speed-Compensated Volume): With SCV,
your audio system adjusts automatically to make up
tor road and wind noise as you drive.

Set the volume at the desired level. Turn the control
ring behind the upper knob clockwise o Increase

the SCV. Each notch on the control ring allows for

more volume compensation at faster vehicle speeds.
Then, as you drive, SCV automatically increases

the volume, as necessary, 1o overcome noise at any
speed. The volume level should always sound the same
o you as you drive. If you don't wan! to use SCV,

turn the control all the way down,

RECALL: Press this button 1o switch the display
between the radio station frequency and the time.
Time display is avallable with the ignition tumed off.

Finding a Station

AM FM: Press this button to switch between AM, FM1
and FM2, The display will show your selection.

TUNE: Press this knob lightly so it extends. Tum it fo
choose radio stations, Push the knob back into its stored
position when you're not using it.

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

<] SEEK [ : Press the right or the left arrow to seek

to the next station or to the previous station and
stay thera.

To scan stations, press and hold either SEEK ammow
for two seconds until SCAN appears on the display.
The radio will scan to a station, play for a few seconds,
then go on to the next station. Press either SEEK
arrow again to stop seanning.

The radio will seek and scan only to stations that are in
the selected band and only to those with a strong signal.

P.SCAN (Preset Scan): Press this button to listen to
each of your favorite stations stored on the pushbuttons
for a few seconds. P.SCAN will appear on the display.
Press this button again or one of the pushbuttons to stop
scanning presets.

The radio will scan only to the praset stations that are in
the selected band and only to those with a strong signal.

Setting Preset Stations

The six numbered pushbuttons let you return to your
favorite stations, You can set up to 18 stations [six AM,
six FM1 and six FM2) by perfarming the following steps:

1.
2. Prass AM FM to select AM, FM1 or FMZ.
3.
4
a2

Turn the radio on.

Tune in the desired station

. Press AUTQO TONE to select the setling you prefer,
. Press and hold cne of the six pushbuttons.

The sound will mute. When it retumns, release the
pushbutton. Whenever you prass that numbered
pushbutton, the station you set will return and the
tone you selected will be automatically selected
for that pushbutlon

Repeat the steps for each pushbutton.
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Setting the Tone (Bass/Treble)

BASS: Press this knob lightly so it extends. Turn the
knob to increase or to decrease bass.

TREB (Treble): Press this knob lightly so it extends.
Turn the knob to increase or to decrease treble.

If a station is weak or noisy, you may want lo decrease
the trable.

Retumn these knobs fo their stored positions when
you're not using them.

AUTO TONE (Automatic Tone): Press this knob to
choose bass and treble equalization settings designed
for country'western, jazz, talk, pop, rock and classical
stations.

To retum the bass and treble to the manual mode, gither
press and release the AUTO TOMNE button until the
display goes blank or press and release the BASS or
TREB knobs and tum them until the display goes blank.

Adjusting the Speakers (Balance/Fade)

BAL (Balance): Press this knob lightly so it extends.
Turn the knob to move the sound toward the right or the
left speakers.

FADE: Press this knob lightly so it extends. Tum the
knob to move the sound toward the front or the
rear speakers.

Return these knobs to their stored positions when
you're not using them.

Playing a Compact Disc

Insart a disc partway into the slot, label side up.

The player will pull it in, Wait a few seconds and the
disc should play. CD and a CD symbol will also appear
on the display. Anytime you are playing a CD, the
letters CD will be next to the CD symbol.

It an error appears on the display, see "Compact Disc
Messages” later In this section.
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1 PREV (Previous): Press this pushbutton to search
for the previous frack. If you hold this pushbutton

or prass it more than once, the disc will advance further.
Sound is muted in this mode,

2 RDM (Random): Press this pushbutton te play the
tracks on the disc in random, rather than sequeantial,
order, RANDOM will appear on the display. Press this
pushbutton again to return 1o normal play.

3 NEXT: Press this pushbutton to search for the next
track. If you hold this pushbutton or press it more

than once, the disc will advance further. The next track
number will appear on the display. Sound is muted

in this mode,

REV 4 (Reverse): Press and hold this pushbutton 1o
return rapidly to a favorite passage. You will hear

the disc play at high speed while you press this
pushbutton. This allows you to listen and find out
when the disc is at the desired passage. Release this
pushbutton 10 resume playing.

FWD & (Forward): Press and hold this pushbutton

to advance rapidly within a track. You will hear fhe disc
play at high speed while you press this pushbutton.
This allows you to listen and lind out when the disc is at
the desired passage. Release this pushbutton to
resume playing.

<] SEEK > : The right arrow is the same as NEXT,
and the left arrow is the same as PREV. If the right
or the left arrow s held or pressed more than once,
the player will continue maoving forward or backward
through the disc.

RECALL: Press this button to see what track is
playing. Press it again within five seconds to see how
long the CO has been playing that track. Elapsed time Is
displayed in minutes and seconds. The track number
will also appear when a new track begins to play.

Press this button again to retum to the fime display.
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AM FM: Press this button 1o listen to the radio when Compact Disc Messages
playing a CD. The CD symbol will still display but

the lettars CD will be replaced with either AM, FM1 or ERR (Error): If this message appears and the disc
FM2. If the radio is turned off, the disc will stay In comes out, it could be for one of the following reasons:
the player and will resume playing at the point where *+ You're driving on a very rough road. When the

it stopped.

road becomes smoother, the disc should play.
GE ALIm (Auxillary): Fross this b““;” to p":'l'l" a CD * it's very hot. When the temperature retums to
when listening to the radio. When a disc is playing, ien sholild play.

the letters CD and the CD symbol will appear on the NAnta; he L Snalic oy

display. If the radio is tumed off, the disc wl'l.l stay in * The disc is dirty, scratched, wet or upside down.
the player and will resume playing at the point where * The air is very humid. If so, wait about an hour and
it stopped. try again,

EJECT: Prass this button to eject the disc from the Press ARECALL to make ERR go off of the display.

layer and play the radio. When the same or a new
Sisz is inseﬁeg, the disc will start playing on track one. If the CD is not playing correctly, for any other reason,
If a compact disc s left sitting in the opening for try a known good CD.
more than a few seconds, the player will pull the CD If any error ocours repeatedly or [T an error can't be
back in. The radio will continue playing. When the corected, contact your dealer.
ignition is off, press this button to load a CD.
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Rear Seat Audio (RSA)

woL ) PHONES

S

This feature allows rear seat passengers 1o listen to any
of the music sources; radio, and CDs. However, the rear
seat passengers can only contrel the music sources
that the front seat passengers are not listening to.

For example, rear seat passengers may listen to a CD
through headphones while the driver listens to the radio
through the front speakers. The rear seal passengers
have control of the volume for each set of headphones.
Be aware that the front seat audio controls always
override the rear seat audio controls.

PWR (Power): Press this button to tum the rear seat
audio system on or off. The rear speakers will be muted
when the power is lumed on. You may operate the
rear seat audio funcltions even when the primary radio
power is off.

VOL (Valume): Press this knob lightly so it extends.
Turn the knob to increase or 10 decrease volume. Push
the knob back into its stored position when you're

not using it. The upper knob controls the upper
headphona and the lower knob controls the lower
headphone.

AM FM: Press this button to switch between AM, FM1
and FM2. If the front passengers are already listening
to the radio, the RSA controller will not swilch between
the bands and cannot change the frequency.

Prass AM FM to return to listening to the radio when a
CD is playing. The inactive tape or CD will remain
safely inside the radio for future listening.

£ SEEK Y ; While listening to AM, FM1 or FM2,
press the up or the down arrow 1o tune to the next or
to the previous station and stay thera. This button

is inactive [f the front radio is in use.
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While listening to a CD, press the up arrow to hear the
next track on the CD. Press tha down arrow 1o go

back to the start of the current track if more than eight
seconds have played. The SEEK button is inactive if the
CD mode on the front radio is in use.

To scan preset stations, press and hold SEEK until the
radio goes into scan mode. The radio will go to a station,
play for a few seconds, then go on to the next station,
Press either SEEK arrow again to stop scanning. The
scan function is inactive if the front radio is in use.

P.SET PROG (Preset Program): The frontl passengers
must be listening to something different for each of
these functions to work:

% Press this button to scan through the preset radio
stations set on the pushbuttons on the main radio.
The radio will go to a preset station, play for a
few seconds, then go on to the next preset station.
Fress this button again to stop scanning.

TAPE CD: Press this button to switch between playing
a tape or CD if loaded. The inactive tape or CD will
remain safely inside tha radio for future listening.

Theft-Deterrent Feature

THEFTLOCK™ is designed to discourage theft of your
radio. It works by using a secret code 1o disable all radio
functions whenever battery power is interrupted.

The THEFTLOCK™ feature for the radio may be used or
ignored. If ignored, the system plays normally and the
radio is not protected by the feature. If THEFTLOCK" is
activated, your radio will not operate if stolen.

When THEFTLOCK™ is activated, the radia will display
LOC to indicate a locked condition anytime battery
power has been interrupted. If your battery loses power
for any reason, you must unlock the radio with the
secret code before it will operate.
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Activating the Theft-Deterrent Feature

The instructions which follow explain how to enter your
secrel code to activate the THEFTLOCK™ system. Read
through all nine steps before starting the procedure,

If you allow more than 15 seconds to elapse betweean
any steps, the radic automatically reverts to fime
and you must start the procedure over at Step 4.

1. Write down any three or four-digit number from
000 to 1999 and keep it in a safe place separate
from the vehicle.

2. Turn the ignition on.
Turn the radio off.

4. Press the 1 and 4 pushbuttons at the same time.
Hald them down until - - - shows on the dispiay.
MNext you will use the secret code number which you
have written down.

5. Press MM and 000 will appear on the display.

=

. Press MN again to make the last two digits agree

with your code.

., Press HR to make the first one or two digits agrea

with your code.

. Press AM FM after you have confirmed that the

code matches the secret code you have written
down. The display will show REP 1o let you know
that you need o repeat Steps 5 through 7 to confirm
your secret code.

. Press AM FM and this ime the display will show

SEC to lel you know that your radio Is secure.
The LED indicator by the volume knob will begin
flashing when the ignition is tumed off.

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

Unlocking the Theft-Deterrent Feature
After a Power Loss

Enter your secrel code as follows; pause no more than
15 seconds between steps:

1. Tum the ignition on. LOC will appear on the display.

2. Press MN and 000 will appear on the display.

3. Press MN again o make the last two digits agree
with your code.

4. Press HR to make the first one or two digits agree
with your code.

5. Press AM FM after you have confirmed that the
code matches the secret code you have written
down. The display will show SEC, indicating
the radio Is now operable and secure.

If you enter the wrong code eight times, INOP will
appear on the display. You will have to wait an hour
with the ignition on before you can Iry again. When you
try again, you will only have thres chances to enter

the correct code before INOP appears.

it you lose or forget your code, contact your dealership.

Disabling the Theft-Deterrent Feature

Enter your secret code as follows; pause no more than
15 seconds between steps:

1. Turn the ignition on

2. Tum the radio off,

3. Press the 1 and 4 pushbuttons at the same time.
Hold them down until SEC shows on the display.

4, Press MN and 000 will appear on the display.

5. Press MN again to make the last two digits agree
with your code.

6. Press HR to make the first one or two digits agree
with your code.

7. Press AM FM after you have confirmed that the
code malches the secrel code you have written
down. The display will show - - -, indicating that the
radio 15 no longer secured.

If the code entered is incorrect, SEC will appear on the
display. The radio will remain secured until the correct
code s entered.

When battery power is removed and later applied to a
sacured radio, the radio won't turn on and LOC will
appear on the display.

To unlock a secured radio, see Unlocking the
Theft-Deterrent Fealure After a Power Loss earlier
in this section.
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Understanding Radio Reception
AM

The range for most AM stations is greater than for FM,
especially at night. The longer range, however, can
cause stations to interfere with each other, AM can pick
up noise from things like storms and power lines. Try
reducing the treble 1o reduce this noise if you ever get it

FM

FM stereo will give you the best sound, but FM signals
will reach only about 10 to 40 miles (16 to 65 km).

Tall buildings or hills can interfera with FM signals,
causing the sound to come and go.

Care of Your CDs

Handle discs carefully. Store them in their original cases
or other protective cases and away from direct sunlight
and dust, If the surface of a disc is soiled, dampen

a clean, soft cloth in a mild, neutral detergent solution
and clean it, wiping from the center to the edge.

Be sure never to touch the side without writing when
handling discs. Pick up discs by grasping the ouler
edges or the edge of the hole and the outer edge.

Care of Your CD Player

The use of CD lens cleaner discs is not advised, due o
the risk of contaminating the lens of the CD optics
with lubricants intemal to the CD mechanism.

Fixed Mast Antenna

The fixed mast antenna can withstand most car washes
without baing damaged. If the mast should ever become
slightly bent, you can straighten it out by hand. If the mast
is badly bent. as it might be by vandals, you should
replace it.

Check occasionally to be sure the mast is still tightened
to the fender, If tightening is required, tighten by
hand, then with a wrench one quarter turn.
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Section 4  Driving Your Vehicle
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Your Driving, the Road, and
Your Vehicle

Defensive Driving

The best advice anyone can give about driving is:
Drive defensively.

Please start with a very important safety device in your
vehicle: Buckle up. Ses Safety Beits: They Are for
Everyone on page 1-13,

Defensive driving really means “be ready for anything.”
On city streets, rural roads or freeways, it means
“always expect the unexpected.”

Assume that pedestrians or other drivers are going to
be careless and make mistakes. Anticipate what
they might do. Be ready for their mistakes.

Rear-end collisions are aboul the most preventable of
accidents. Yet they are common. Aliow enough following
distance. It's the bast defensive driving maneuver, in both
city and rural driving. You never know whean the vehicle in
front of you is going to brake or tum suddenly.

Defensive driving reguires that a driver concentrale

on the driving task. Anything thal distracts from

the driving task — such as concentrating on a cellular
telephone call, reading, or reaching for something on
the floor — makes proper defensive driving more difficult
and can even cause a collision, with resulting injury.
Ask a passenger to help do things like this, or pull off the
road in a safe place to do them yourself. These simple
defensive driving fechniques could save yaur life

4-2

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

Drunken Driving

Death and injury associated with drinking and driving is
g national tragedy. Il's the number one contributor to
the highway death toll, claiming thousands of victims
Bvery year,

Alcohol affects four things that anyone needs fo
drive a vehicle:

¢ Judgment

* Muscular Coordination

® Vision

e Attentiveness.
Police records show that almost half of all motor
vehicle-related deaths involve alcohol. In most cases,
these deaths are the resuli of someocne who was
drinking and driving. In recent years, mare than
16,000 annual motor vehicle-related deaths have been

assoclated with the use of alcohol, with more than
300,000 people injured.

Many adults — by some estimates, nearly half the adult
population — choose never 1o drink alcohol, so they
never drive after drinking. For persons under 21,

it's against the law in every U.S. state to drink alcohol.
Thare are good medical, psychological and
developmental reasons for these laws,

The obvious way to eliminate the leading highway
safety problem is for people never to drink alcohol

and then drive. But what if people do? How much is
“too much” if someone plans to dnve? It's a lot less than
many might think. Although it depends on each person
and situation, here is some general information on

the problem.

The Blood Alcohol Concentration (BAC) of someone
who Is drinking depends upon four things:

s The amount of alcohol consumed
* The drinker's body weight

* The amount of feod thal is consumed before and
during drinking

* The length of time it has taken the drinker to
consume tha alcohol.
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According to the American Medical Association, a 180 Ib It's the amount of alcohol that counts. For example.

{82 kg) person who drinks three 12 ounce (355 ml) it the same person drank three double martinis
bottles of beer in an hour will end up with a BAC (3 ounces or 90 ml of liquor each) within an hour,
of about 0.06 percent. The person would reach the the person's BAC would be close to 0.12 percent.
same BAC by drinking three 4 ounce {120 ml) glasses A person who consumes food just before or duning
of wine or three mixed drinks if each had 1-1/2 ounces drinking will have a somewhal lower BAC level.

(45 mi) of a liquor like Whiskey, gin or vodka. There Is a gender difference, too. Women generally

have a lower relative percentage of body waler

than men. Since alcohol is carried in body water, this
means that a woman ganerally will reach a higher BAC
level than a man of her same body weight when

each has the same number of drinks.

The law in an increasing number of U.S. states, and
throughout Canada, sets the legal limit at 0.08 percent.
In some other countries, the limit is even lower. For
example, it is 0.05 percent in both France and Germany.
Tha BAC limit for all commercial drivers in the United
States is 0.04 percent.

The BAC will be over 0.10 percent after three to
six drinks (in one hour). Of course, as we've seen,
it depends on how much alcohol is in the drinks,
and how guickly the person drinks them
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But the ability to drive is affected well below a BAC of
0.10 percent. Research shows that the driving skills
of many people are impaired at a BAC approaching
(.05 percent, and that the effects are worse at

night. All drivers are impaired at BAC levels above
0.05 percent. Statistics show that the chance of being
in a collision increases sharply for drivers who have

a BAC of 0.05 percent or above. A driver with a

BAC level of 0.06 percent has doubled his or her chance
of having a collision. At a BAC level of 0,10 parcent,
the chance of this driver having a collision is 12 times
greater; at a lavel of 0.15 percent, the chance is

25 timas greater!

The body takes about an hour to rid itself of the alcohol
in one drink. No amount of coffee or number of cold
showers will speed that up. “I'll be careful” isn't the
right answer. What if there's an emergency, a nead to
take sudden action, as when a child darts into the
street? A person with even a moderate BAC might not
be able to react quickly enough to avoid the collision.

There's something else about drinking and driving that
many people don't know. Medical research shows
that alcohol in a person's system can make crash
injuries worse, especially injuries to the brain, spinal
cord or heart. This means that when anyone who

has been drinking — dniver or passenger — s in

a crash, that person’s chance of being killed or
permanently disabled is higher than if the person had
nol been drinking.

A CAUTION:

Drinking and then driving is very dangerous.
Your reflexes, perceptions, attentiveness and
judgement can be affected by even a small
amount of alcohol. You can have a serious — or
even fatal — collision if you drive after drinking.
Please don't drink and drive or ride with a driver
who has been drinking. Ride home in a cab; or if
you're with a group, designate a driver who will
not drink.
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Control of a Vehicle

You have three systems that make your vehicle go where
you want it lo go. They are the brakes, the steering and
the accelerator. All three systems have to do their work at
the places where the tires meet the road.

Sometimes, as when you're driving on snow or ice,

it's easy to ask more of those control systems than the
tires and road can provide. That means you can lose
control of your vehicle.

Braking

Braking action involves perception fime and
reaclion time.

First, you have to decide to push on the brake pedal.
That's perception time. Then you have to bring up your
foot and do it. That's reaction fime.

Average reaction fime is ebout 3/4 of a second.

But that's only an average. It might be less with ane
driver and as long as two or three seconds or more with
ancther. Age, physical condition, alertness, coordination
and eyesight all play a pan. So do alcohol, drugs

and frustration. But even in 34 of a second, a vehicle
moving at 80 mph {100 km/h) travels 66 feet (20 m).
That could be a lot of distance in an emergency,

so keeping enough space between your vaehicle and
othars is important.

And, of course, actual stopping distances vary greatly
with the surface of the road (whether it's pavement
or gravel); the condition of the road (wet, dry, icy); tire
tread; the condition of your brakes; the weight of

the vehicle and the amount of brake force applied.

4-6
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Avoid needless heavy braking. Some people drive Anti-lock Brake System
in spurts — heavy acceleration followed by heavy

braking — rather than keeping pace with traffic. This is Your vehicle has anti-lock brakes. ABS is an advanced
a mistake. Your brakes may not have time to cool electronic braking systemn that will help prevent a
betwean hard stops. Your brakes will wear out much braking skid.

faster if you do a lot of heavy braking. If you keep pace When you start your engine and begin to drive away,
with the traffic and allow realistic following distances, your anti-lock brake system will check itself. You may
you will eliminate a lot of unnecessary braking. hear a momentary motor or clicking noise while this test
That means betier braking and longer brake life. is going on. This is normal.

It your engina ever stops while you're driving, brake
normally but don't pump your brakes, If you do,

the pedal may get harder to push down. If your engine
stops, you will still have some power brake assist. ANT" 2
But you will use it when you brake. Once the power LOCK

assist is used up, it may take longer to stop and
the brake pedal will be harder to push.

United States Canada

If thera's a problem with the anti-lock brake system, this
warning light will stay on. See Anfi-Lock Brake System
Waming Light on page 3-29.

4-7
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The anti-lock system can change the brake pressure
faster than any driver could. The computer is
programmed to make the most of available tire and
road conditions. This can help you steer around

the obstacla while braking hard.

Let's say the road is wet and you're driving safely.
Suddenly, an animal jumps out in front of you.
You slam on the brakes and continue braking.
Here's whal happens with ABS:

A computer senses that wheels are slowing down.
If one of the wheels is about to stop rolling, the computer As you brake, your computer keeps receiving updates

will separately work the brakes at each front wheel -

on whee! speed and
bt el slellu accard?ngiap nd controls braking pressure
4-8
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Remember: Anti-lock doesn’t change the time you need
to get your foot up to the brake pedal or always
decrease stopping distance. If you get too ciose to the
vahicle in front of you, you won't have time to apply
your brakes if that vehicle suddenly slows or stops
Always leave enough room up ahead to stop, even
though you have anti-lock brakes.

Using Anti-Lock

Don't pump the brakes. Just hold the brake pedal down
firmly and let anti-lock work fer you. You may feel

the brakes vibrate, or you may notice some noise, bul
this is normal.

Braking in Emergencies

With anti-lock, you can steer and brake at the same
time. In many emergencies, steering can help you more
than even the very best braking.

Steering

Power Steering

If you lose power steering assist because the engine
slops or the system is not functioning, you can steer bul
it will take much more effort.

Steering Tips
Driving on Curves

It's important to take curves at a reasonable speed.

A lot of the "driver lost control” accidents mentioned on
the news happen on curves. Here's why:

Experienced driver or beginner, each of us is subject

to the same laws of physics when driving on curves.
The traction of the tires against the road surface makes
it possible for the vehicle to change its path when

you turn the front wheels. If there's no traction, inertia
will keep the vehicle going in the same direction.

If you've ever tried to steer a vehicle on wet ice,

you'll understand this.

The traction you can get in a curve depends on the
condition of vour tires and the road surface, the angle al
which the curve is banked, and your speed. While you're
in a curve, speed is the one factor you can control.

Downloaded from www.Manualslib.com manuals search engine

4-9


http://www.manualslib.com/

Suppose you're stearing through a sharp curve. Then you
suddenly accelerate. Both control systems — steening
and acceleration — have to do their work where the tires
meet the road. Adding the sudden acceleration can
demand too much of those places. You can lose conftrol.

What should you do if this ever happens? Ease up on
the accelerator pedal, steer the vehicle the way
you want it to go, and slow down.

Speed limit signs near curves wam that you should
adjust your speed, Of course, the posted speeds

are based on good weather and road conditions.

Under less favorable conditions you'll want to go slower.

If you need to reduce your speed as you approach a
curve, do it before you enter the curve, while your front
wheels are straight ahead.

Try to adjust your speed so you can "drive” through the
curve, Maintain a reasonable, steady speed. Wait to
accelerate until you are out of the curve, and then
accelerate gently into the straightaway.

Steering in Emergencies

There are times when steering can be more effective
than braking. For example, you come over a hill and find
a truck stopped in your lane, or a car suddenly pulls

out from nowhere, or a child dars out from between
parked cars and stops right in front of you. You can
avoid these problems by braking — if you can stop

in time., Bul sometimes you can't; there isn't room.
That's the time for evasive action — steering around

the problem.

Your vehicle can perform very well in emergencies like
these. First apply your brakes.

See Braking on page 4-6. It is batter to remaove as much
spead as you can from a possible collision, Then steer
around the problem, 1o the left or right depending on the
space available.
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ANEAY

Off-Road Recovery

You may find that your right wheels have dropped off the
edge of a road onto the shoulder while you're driving.

An emergency like this requires close attention and a
guick decision. If you are holding the steering wheel at
the recommended 9 and 3 o'clock positions, you

can turn it a full 180 degrees very quickly without
removing either hand, But you have to act fast, steer
quickly, and just as quickly straighten the wheel

once you have avoided the object.

The fact that such emergency situations are always
possible is a good reason to practice defensive driving
at all times and wear safety bells properly.

It the level of the shoulder is only slightly below the
pavement, recovery should be fairly easy. Ease off the
accelerator and then, if there is nothing in the way,
steer so that your vehicle straddles the edge of

the pavement. You can tum the steering wheel up 1o
one-quarter turn until the right front tire contacts the
pavement edge. Then tum your steering wheel to

go straight down the roadway.
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Passing

The driver of a vehicle about to pass another on a
two-lane highway waits for just the right moment,
accelerates, moves around the vehicle ahead, then
goes back into the right lane again. A simple maneuver?

Not necessarily! Passing another vehicle on a two-lane
highway is a potentially dangerous move, since the
passing vehicle occupies the same lane as oncoming
traffic for several seconds. A miscalculation, an error in
judgment, or a brief surrender to frustration or anger
can suddenly put the passing driver face lo face with the
worst of all traffic accidents — the head-on caollision.

So here are some tips for passing:

® “Orive ahead,” Look down the road, to the sides
and to crossroads for situations that might affect
your passing patterns. If you have any doulbt
whatsoever about making a successful pass,
wait for a beller time.

* Walch for traffic signs, pavement markings and
lines. If you can see a sign up ahead that might
indicate a turn or an intersection, delay your pass.
A Broken center line usually indicates it's all
right lo pass (providing the road ahead is clear).
Mever cross a solid line on your side of the lane or
a double solid line, even if the road seems empty
of approaching traffic.

® Do not get too close lo the vehicle you want to pass

while you're awaiting an opportunity. For one thing,
following too closely reduces your area of vision,
especially if you're following a larger vehicle, Also,
you won't have adequate space il the vehicle ahead
suddenly slows or stops. Keep back a reasonable
distanca.

When it looks like a chance to pass is coming up.
start to accelerate but stay in tha right lana and
don't get too close, Time your move so you will be
increasing speed as the time comes fo move into the
other lane. If the way is clear to pass, you will have a
“running start” that more than makes up for the
distance you would lose by dropping back. And if
something happens lo cause you to cancel your
pass, you nead only slow down and drop back again
and wait for another opportunity.

If other vehicles are lined up to pass a slow vehicle,
wait your turn. But take care that someone isn't trying
to pass you as you pull out to pass the slow vehicle.
Remember to glance over your shoulder and check
the blind spol.
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Check your mirrors, glance over your shoulder, and
start your left lane change signal before moving out
of the right lane to pass. When you are far enough
ahead of the passed vehicle 1o see its frent in your
inside mirror, activate your right lane change signal
and move back into the right lane. (Remember that
your right outside mirror is convex. The vehicle you
just passed may seem to be farther away from you
than i really is.)

Try not to pass more than one vehicle at a time on
two-lane roads. Reconsider before passing the
nexl vehicla,

Don't overtake a slowly moving vehicle too rapidly.

Even though the brake lamps are not flashing, it may
be slowing down or starting to tum.

If you're being passed, make it easy for the following
driver to get ahead of you. Perhaps you can ease a
little 1o the right.

Loss of Control

Let's review what driving experts say about what happens
when the three control systems (brakes, steering and
acceleration) don't have enough friction where the tires
meet the road 1o do what the driver has asked.

In any emergency, don't give up. Keep trying to steer
and constantly seek an escape roule or area of
less danger.

Skidding

In a skid, a driver can lose control of the vehicle.
Defansive drivers avold most skids by laking reasonable
care suited lo existing conditions, and by not “overdriving”
those conditions. But skids are always possible.

The three types of skids correspond te your vehicle's
three control systems. In the braking skid, your wheels
aren't rolling. In the steering or cornering skid, too much
speed or sieering in a curve causes fires to slip and lose
cornering force. And in the acceleration skid, loo much
thrattle causas the driving wheels to spin.

A comering skid is best handled by easing your foot off
the acceleralor pedal.
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If your vehicle starts to slide, ease your foot off the
accelerator pedal and quickly steer the way you want
the vehicle to go. If you start steering guickly enough,
your vehicle may straighten out. Always be ready

for a second skid if it occurs.

Of course, traction is reduced when walter, snow, ice,
gravel or other matenal is on the road. For safety, you'll
want to slow down and adjust your driving fo these
condilions. Il is important to slow down on slippery
surfaces because stopping distance will be longer and
vehicle control more limited.

While driving on a surface with reduced traction,

try your best lo avoid sudden sleering, acceleration or
braking (including engine braking by shifting to a

lower gear). Any sudden changes could cause the tires
lo slide. You may not realize the surface is slippery

until your vehicle is skidding. Learn to recognize wamning
clues — such as enough water, ice or packed snow

on the road to make a "mirrored surface™ — and slow
down when you have any doubt.

Hemember, Any anti-lock brake sysiem (ABS) helps
avoid only the braking skid.

Driving at Night

Might driving is more dangerous than day driving.
One reason |s that some drivers are likely to be
impaired — by alcohol or drugs, with night vision
problems. or by fatigue.
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Here are some tips on night driving.
* Drive defensively.
* Don't drink and driva,

= Adjust your inside reandiew mimor to reduce the
glare from headlamps behind you.

* Since you can't see as well, you may need to

slow down and keep more space between you
and other vehicles.

= Slow down, especially on higher speed roads.
Your headlamps can light up only so much
road ahead.

* |n remote areas, watch for animals.

* |f you're tired, pull off the road in a safe place
and rest.

Mo one can see as well at night as in the daytime,

But as we get older these differences increase.

A 50-year-old driver may require at least twice as much
light to see the same thing at night as a 20-year-old.

What you do in the daytime can also affect your
night vision. For example, If you spand tha day in
bright sunshine you are wise to wear sunglasses.

Your eyes will have less trouble adjusting to night.

But it you're driving, don't wear sunglasses at night.
They may cul down on glare from headlamps, but they
also make a lot of things invisible.

You can be temporarily blinded by approaching
headlamps. It can take a second or two, or aven
several seconds, for your eyes to re-adjust to the dark.
When you are faced with severe glare (as from a
driver who doesn't lower the high beams, or a vehicle
with misaimed headlamps), slow down a little. Avoid
staring directly into the approaching headlamps.

Keap your windshield and all the glass on your vehicle
clean — inside and oul. Glare at night is made much
worse by dirt on the glass. Even the inside of the glass
can build up a film caused by dust. Dinty glass makes
lights dazzle and flash more than clean glass would,
making the pupils of your eyes contract repeatedly.

Remember that your headlamps light up far less of a
roadway when you are in a turn or curve. Keep your
eyes moving: that way, It's easier to pick out dimly
lighted objects. Just as your headlamps should be
checked regularly for proper aim, so should your eyes
be examined regularly. Some drivers suffer from

night blindness — the Inability to see in dim light — and
aren't even aware of i
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Driyi“g in Rain and on Wet Roads And, if your tires don't have much tread left, you'll get
even less traction. If's always wise o go slower and

be cautious if rain starts to fall while you are driving.
The surface may get wet suddenly when your reflexes
are tuned for driving on dry pavemant.

The heavier the rain, the harder il is to see. Even if your
windshield wiper blades are in good shape, a haavy rain
can make it harder to see road signs and traffic signals,
pavement markings, the edge of the road and even
people walking.

It's wise to keep your wiping equipment in good shape
and keep your windshield washer tank filled with
washer fluid. Replace your windshield wiper inserts
when they show signs of streaking or missing areas
on the windshield, or when strips of rubber star

to separate from the insers,

Rain and wel roads can mean driving trouble. On a wet
road, you can't stop, accelerate or tum as well because
your lire-to-road traction isn't as good as on dry roads.
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4\ CAUTION:

Wet brakes can cause accidents. They won't
work as well in a quick stop and may cause
pulling to one side. You could lose control of
the vehicle.

After driving through a large puddle of water
or a car wash, apply your brake pedal lightly
until your brakes work normally.

Criving too fast through large water puddles or even
going through sorne car washes can cause problems,
too. The water may affect your brakes. Try fo avoid
puddles. But if you can't, Iry to slow down before you
hit them.
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Hydroplaning

Hydroplaning is dangerous. So much water can build up
under your tires that they can actually ride on the

water. This can happen if the road is wel enough and
you're going fast enough. When your vehicle is
hydroplaning, it has little or no contact with the road,

Hydroplaning doesn't happen often. But it can if

your tires do not have much tread or if the pressure in
one or more is low. It can happen if a lot of water Is
standing on the rpad. if you can see reflections

from trees, lelephone poles or other vehicles, and
raindrops “"dimple"” the water's surface, there could be
hydroplaning.

Hydroplaning usually happens at higher speeds.
There just isn't a hard and fasl rule about hydroplaning.
The best advice is to slow down when it Is raining.

Driving Through Deep Standing Water

Notice: If you drive too quickly through deep
puddles or standing water, water can come in
through your engine’s air intake and badly damage
your engine. Never drive through water that is
slightly lower than the underbody of your vehicle.
If you can't avoid deep puddles or standing

water, drive through them very slowly.

Driving Through Flowing Water

A\ CAUTION:

Flowing or rushing water creates strong forces.
If you try to drive through flowing water, as you
might at a low water crossing, your vehicle

can be carried away. As little as six inches of
flowing water can carry away a smaller vehicle.
If this happens, you and other vehicle
occupants could drown. Don't ignore police
warning signs, and otherwise be very cautious
about trying to drive through flowing water.

Some Other Rainy Weather Tips

* Basides slowing down, allow some exira following
distance. And be especially careful when you
pass another vehicle. Allow yourself more clear
room ahead, and be prepared 1o have your
view rastricted by road spray

* Have good tires with proper tread depth.
See Tires on page 5-63.
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City Driving

One of the biggest problems with city streets is the
amount of traffic on them. You'll want to walch out for
what the other drivers are doing and pay attention

to traffic signals.

Here ara ways to increase your safety in city driving:
® Know the best way to gat to where you are

going. Get a city map and plan your trip into
an unknown part of the city just as you would for a
cross-country trip.

Try to use the freeways that im and crisscross
most large cities. You'll save time and energy.
See the next part, “Freeway Driving.”

Treat a green light as a waming signal. A traffic
light is there because the comer is busy enough

to need it. When a light turmns green, and just before
you start 1o move, check both ways for vehicles
that have not cleared the intersection or may

be running the red light.
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Freeway Driving

Mile for mile, freeways (also called thruways, parkways,
expressways, turnpikes or superhighways) are the

satest of all roads, But they have their own special rules.

The most importanl advice on freeway driving is:
Keep up with traffic and keep to the right. Drive at the
same speed most of the other drivers are driving.

Too-fast or too-slow driving breaks a smooth traffic flow.

Treat the left lane on a freeway as a passing lane.

Al the entrance, there is usually a ramp that leads to
the freeway. If you have a clear view of the freeway as
you drive along the entrance ramp, you should begin

to check traffic. Try to determine where you expect

to blend with the flow, Try to merge into the gap at close
to the prevailing speed. Switch on your turn signal,
check your mirrors and glance over your shouldar as
oftan as necessary, Try to blend smoathly with the
traffic flow.

Once you are on the freeway, adjust your speed to
the posted limit or to the prevailing rate if it's slower.
Stay in the right lane unless you want to pass.

Before changing lanes, check your mirrors. Then use
your turn signal.

Just before you leave the lane, glance quickly over your
shoulider to make sure there isn't another vehicle in
your “blind” spol.

Once you are moving on the freeway, make certain
you allow a reasonable following distance. Expect
to move slightly slower at night.

When you want 1o leave the freeway, move to the
proper lane well in advance, If you miss your exit,
do nol, under any circumstances, stop and back up.
Drive on to the next exit,
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The exit ramp can be curved, sometimes quite sharply.
The exit speed is usually posted.

Reduce your speed according to your speedometar, not
lo your sense of motion. After driving for any distance
al higher speeds, you may tend to think you are

going slower than you actually are.

Before Leaving on a Long Trip

Make sure you're ready. Try to be well rested. If you
must start when you're not fresh — such as after a day's
work — don't plan to make too many miles that first

part of the journay. Wear comfortable clothing and shoes
you can easily drive in,

Is your vehicle ready for a long trip? If you keep it
serviced and maintained, it's ready to go. If it needs
service, have it done before starting out. Of course,
you'll find experienced and able service expearts

in dealerships all across Morth America. They'll be
ready and willing to help if you need it.

Here are some things you can check before a trip:

*  Windshield Washer Fluid: |s the reservier full?
Are all windows clean inside and outside?

* Wiper Blades: Are they in good shape?

* Fuel Engine Oil, Other Fluids: Have you checked
all levels?

* [amps: Are they all working? Are the lenses clean?

& Tires: They are vitally important fo a safe,
trouble-free trip. Is the tread good enough for
long-distance driving? Are the tires all inflated
o the recommeanded pressura?

* Weather Forecasts: What's the weather outiook

along your route? Should you delay your trip &
short time o avoid a major slomm system?

* Maps: Do you have up-to-date maps?
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Highway Hypnosis Hill and Mountain Roads

s there actually such a condition as “highway hypnosis™?
Or is it just plain falling asleep at the wheel? Call it
highway hypnosis, lack of awareness, or whatever,

There is something about an easy stretch of road with
the same scenery, along with the hum of the tires on
the road, the drone of the engine, and the rush of

the wind against the vehicle that can make you sleapy.
Don't let it happan to you! If it does, your vehicle can
leave the road in jess than a second, and you could
crash and be injured.

What can you do about highway hypnosis?
First, be aware that it can happen.

Then here are some fips:

® fake sure yvour vehicle is well ventilated, with a
comfortably cool interiar,

e Keep your eyes moving. Scan the road ahead and
to the sides. Check your mirrors and your Drivi ; S,
; riving on steep hills or mountains is different from
nelturpients frequenty. driving in flat or rolling terrain.

® |f you get sleepy, pull off the road into a rest,
service or parking area and take a nap, get some

exercise, or both. For safely, treat drowsiness
on the highway as an emergency.
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If you drive regularly in steep country, or if you're
planning to visit there, here are some tips that can make
your trips safer and more enjoyable.

N CAUTION:

® Keep your vehicle in good shape. Check all fluid

levels and also the brakes, lires, cooling system
and transmission, These parts can work hard
an mountain roads.

Know how to go down hills. The most important
thing to know is this: let your engine do some of

the slowing down. Shift to a lower gear when you go
down a steep or long hill.

A\ CAUTION:

If you don’t shift down, your brakes could get
so hot that they wouldn't work well. You would
then have poor braking or even none going
down a hill. You could crash. Shift down to let
your engine assist your brakes on a steep
downhill slope.

Coasting downhill in NEUTRAL (N) or with the
ignition off is dangerous. Your brakes will have
to do all the work of slowing down. They could
get so hot that they wouldn’t work well. You
would then have poor braking or even none
going down a hill. You could crash. Always have
your engine running and your vehicle in gear
when you go downhill.

Know how to go uphill. You may want to shift down to
a lower gear. The lower gears help cool your engine
and transmission, and you can climb the hill better.

Stay in your own lana when driving on two-lane
roads in hills or mountains. Don't swing wide or cut
across the center of the road. Drive at speeds that let
you stay in your own lane.

As you go over the top of a hill, be alert. There could
be something in your lane, like a stalled car or an
accident.

You may sea highway signs on mountains that warn
of special problems. Examples are long grades,
passing or no-passing zones, a falling rocks area

or winding roads. Be alert to these and take
appropriaie action,
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Winter Driving Include an ice scraper, & small brush or broom, a
supply of windshield washer fluid, a rag, some winter
outer clothing, a small shovel, a flashlight, a red

cloth and reflective warning tnangles. And, if you will be
driving under severe conditions, include a small bag

of sand, a plece of old carpet or a couple of burlap bags
1o help provide traction. Be sure you properly secure
these itermns in your vehicle.

Driving on Snow or Ice

Most of the time, those places where your tires meet
the road probably have good traction.

However, if there is snow or ice between your tires

and the road, you can have a very slippery situation,
You'll have a lot less traction or “grp” and will need o be
vary careful,

Here are some tips for winter driving:
® Hava your vehicle in good shape for winter.

* You may want to pul winler emergency supplies in
your vehicle.
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T e Whatever the condition — smooth ice, packed, blowing
e ; : : or loose snow — drive with caution,
s ; Accelerate gently. Try not fo break the fragile traction,

If you accelerate too fast, the drive wheels will spin and
patish the surface under the tires even more.

Your anti-lock brakes improve your vehicle's stability
when you make a hard stop on a slippery read.
Even though you have an anti-lock braking system,
you'll want 1o begin stopping sooner than you would
on dry pavement. See Braking on page 4-6.

* Allow greater following distance on any slippery road

* Watch for slippery spots. The road might be fine
until you hit a spot that's coverad with ice. On an
otherwise clear road, ice patchas may appear In
shaded areas where the sun can’t reach
around clumps of trees, behind buildings or under
bridges. Sometimes the surface of a curve or an

What's the worst time for this? “Wet ice.” Very cold overpass may remain icy when the surrounding
snow or ice can be slick and hard to drive on. Bul wei roads are clear. If you see a paleh of ice ahead of

ice can be even more trouble because it miay offar you, brake before you are on it, Try not to brake while
the least traction of all. You can gel wet ice when iU's you're actually on the ice, and avoid sudden steering
about freezing (32°F, 0°C) and freazing rain bagins Manauvers.

to fall. Try to avoid driving on wet ice until salt and sand
crews can get there
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If You're Caught in a Blizzard

If you are stopped by heavy snow, you could be in a
serious situation. You should probably stay with

your vehicle unless you know for sure that you are near
help and you can hike through the snow. Here are
some things to do to summaon help and keep yoursell
and your passengers safe:

® Tum on your hazard flashers.

® Tie a red cloth to your vehicle to alert police that
you've been stopped by the snow,

* Put on extra clothing or wrap a blanket around you,
It you have no blankets or extra clothing, make
body insulators from newspapers, burlap bags, rags,
floor mats — anything you can wrap around
yourself or tuck under your clothing to keep warm

You can run the engine to keep warm, but be caraful,
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A\ CAUTION:

Snow can trap exhaust gases under your
vehicle. This can cause deadly CO (carbon
monoxide) gas to get inside. CO could
avercome you and kill you. You can't see it or
smell it, so you might not know it is in your
vehicle, Clear away snow from around the
base of your vehicle, especially any that is
blocking your exhaust pipe. And check around
again from time to time to be sure snow
doesn't collect there.

Open a window just a little on the side of the
vehicle that's away from the wind. This will
help keep CO out.

Run your engine only as long as you must, This saves
fuel, When you run the engine, make it go a little

faster than just idle. That is, push the acceleralor
glightly, This uses less fuel for the heat that you get
and it keeps the battery charged. You will need a
well-charged bafttery to restart the vehicle, and possibly
for signaling later on with your headlamps. Let the
heater run for a while.

Then, shut the engine off and close the window almost
all the way to preserve the heat. Start the engine
again and repeal this anly whean you feel really
uncomfortable from the cold. But do it as little as
possible. Preserve the fuel as long as you can,

To help keep warm, you can get out of the vehicle and
do some fairly vigorous exercises every hall hour or
so until heip comes.
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If You Are Stuck: In Sand, Mud,
Ice or Snow

In order to free your vehicle when it is stuck, you will
need to spin the wheels, but you don't want Lo spin your
wheels too fast, The method known as “rocking” can
help you get out when you're stuck, but you must

use caution.

A\ CAUTION:

If you let your tires spin at high speed, they
can explode, and you or others could be
injured. And. the transmission or other parts of
the vehicle can overheat. That could cause an
engine compartment flire or other damage.
When you're stuck, spin the wheels as little as
possible. Don't spin the wheels above 25 mph
(55 km/h) as shown on the speedometer.

Notice: Spinning your wheels can destroy parts of
your vehicle as well as the tires. If you spin the
wheels too fast while shifting your transmission
back and forth, you can destroy your transmission.

For information about using tire chains on your
vehicle, see Tire Chains on page 5-70.

Rocking Your Vehicle To Get It Out

First, tum your steering wheel left and right. That will
clear the area around your front wheels, Then shift back
and forth between REVERSE (R) and a forward gear,
spinning the wheels as litlle as possible. Release

the accelerator pedal while you shift, and press lightly
on the accelerator pedal when the transmission is

in gear. By slowly spinning your wheels in the forward
and reverse directions, you will cause a rocking

motion that may free your vehicle. If that doesn’t get
you out after a few tries, you may need to be towed out.
If you do need to be lowed out, see “Towing Your
Vehicle" following.
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Towing

Towing Your Vehicle

Consult your dealer or a professional towing service il
you nead to have your disabled vahicle towed.
See Aoadside Assistance Program on page 7-6.

If you want to tow your vehicle behind another vehicle

for recreational purposes (such as behind a motorhome),

see "Recreational Vehicle Towing” following.

Recreational Vehicle Towing

Recreational vehicle towing means towing your vehicle
behind another vehicle — such as behind & motorhome.
The two most commaon typas of recreational vehicle
towing are known as "dinghy towing” (lowing your vehicle
with all four wheels on the ground) and “dolly towing”
{towing your vehicle with two wheels on the ground and
Iwo wheels up on a device known as a “dolly™)

Your vehicle was not designed fo be towed with any of
its wheels on the ground. If your vehicle must be
towed, see Towing Your Vehicle on page 4-23.

Notice: Towing an all-wheel-drive vehicle with all
four wheels on the ground, or even with only two of
its wheels on the ground, will damage drivetrain
components. Don't tow an all-wheel-drive vehicle if
any of its wheels will be on the ground.

Loading Your Vehicle

(Tl a

QVWR GAWR FRT EAWA HR

The Cerfification/Tire label in your vehigle will look
similar to this example.

The Cenrtification/Tire label is found on the rear edge of
the driver's door. The label shows the size of your
original tires and the inflation pressures needed lo obtain
the gross weaight capacity of your vehicle.

This is called the Gross Vehicle Weight Rating (GVWR).
The GVWR includes the weight of the vehicle, all
occupants, fuel, cargo and tongue weight, if pulling

a trailer.
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The Certification/Tire label also tells you the maximum Netice: Your warranty does not cover parts or

weights for the front and rear axles, called Gross components that fail because of overloading.

Axle Weight Rating (GAWR). To find out the actual loads A ) . :

on your front and rear axles, youneed togoto a I'you put things inside of your vehicle — hke suilcases,
weigh station and weigh your vehicle. Your dealer can taols, packages, or anything else — they will go as
help you with this. Be sure to spread out your load fast as the vehicle goes. If you have to stop or turn
equally on both sides of the centerline. guickly, or if there is a crash, they'll keep going.

Mever exceed the GVWR for your vehicle, or the GAWR

for either the front or rear axie. & CAUTION

And, If you do have a heavy load, you should spread

it out.

Things you put inside your vehicle can strike

and injure people in a sudden stop or turn, or

N CAUTION: in a crash.

® Put things in the cargo area of your
vehicle. Try to spread the weight evenly.

* Mever stack heavier things, like suitcases,
inside the vehicle so that some of them
are above the tops of the seats.

® Don't leave an unsecured child restraint
in your vehicle.

* When you carry someihing inside the
vehicle, secure it whenever you can.

¢ Don't leave a seat folded down unless

Using heavier suspension components to get added you need to.
durability might not change your weight ratings. Ask your

Do not load your vehicle any heavier than the
GVWR, or either the maximum front or rear
GAWR. If you do, parts on your vehicle can
break, and it can change the way your vehicle
handles. These could cause you to lose
control and crash. Also, overloading can
shorten the life of your vehicle.

dealer to help you load your vehicle the nght way.
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Payload

The Payload Capacity is shown on the Certification/Tire
label. This is the maximum load capacity that your
vehicle can camry. Be sure to include the weight of the
people inside as part of your load. If you added any
accessories or equipment after your vehicle left

the factory, remember to subtract the weight of these
things from the payload. Your dealer can help you

with this.

Trailering Package

There is a load rating which Includes the weight of the
vehicle and the trailer it tows. This rating is called
the Gross Combination Waight Rating (GCWR).

When you weigh your trailer, be sure to include the
waight of everything you put in i, And, remember
to figure the weight of the people inside the vehicle
as part of yvour load.

Add-On Equipment

When you carry removable items, you may need lo put
a limit on how many people you carry inside your
vehicle. Be sure to waigh your vehicle before you buy
and install the new equipment.

Towing a Trailer

/N CAUTION:

If vou don't use the correct equipment and
drive properly, you can lose control when you
pull a trailer. For example, if the trailer is loo
heavy, the brakes may not work well — or
even at all. You and your passengers could be
sariously injured. Pull a trailer only if you have
followed all the steps in this section. Ask your
dealer for advice and information about towing
a trailer with your vehicle.

Notice: Pulling a trailer improperly can damage
your vehicle and result in costly repairs not covered
by your warranty, To pull a trailer correctly, follow
the advice in this part, and see your dealer for
important information about towing a trailer with
your vehicle. Additional rear axle maintenance

is required for a vehicle used to tow a trailer. See
“Scheduled Maintenance Services” in the Index.

To identify what the vehicle trailering capacity is for your
vehicle, you should read the information in “Weight of
the Trailer” that appears later in this section
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If yours was built with trailering options, as many are,
it's ready for heavier trailers. But trailering is differant
than just driving your vehicle by itself. Trailering means
changes in handling, durability and fuel economy.
Successiul, safe trailering (akes comrect eguipment,
and it has to be used properly.

That's the reason for this part. In it are many time-tested,
important trailering tips and safety rules. Many of these
are imporant for your safety and that of your passengers.
So please read this section carefully before you pull

a trailer,

If You Do Decide To Pull A Trailer

If you do, here are some important points:

* There are many different laws, including speed limit
restrictions, having to do with trailering. Make sure
your rig will be legal, not only where you live
but also where you'll be driving. A good source for
this information can be state or provincial police.,

* Consider using a sway control if your trailer will
weigh 2,000 Ibs (800 kg) or less. You should
always use a sway control if your trailer will weigh
more fhan 2,000 lbs (200 kg). You can ask a
hitch dealer about sway controls.

* Don'l tow a trailer at all during the first 500 miles
{B00 km) your new vehicle is driven. Your engine,
axle or other parts could be damaged.

* Then, during the first 500 miles (800 km) that you
tow a trailer, don't drive over 50 mph (80 krm'h)
and don't make starls at full throttle. This helps your
engine and other parts of your vehicle wear in at
the heavier loads,

* You can tow in DRIVE (D). You may wanl to shift
the transmission to THIRD (3) or. if necessary, a
lower gear selection if the transmission shifts
too often {e.g., under heavy loads andior hilly
conditions).

Three important considerations have to do with weight:
8 the weight of the trailer,
¢ the weight of the trailer tongue
s and the weight on your vehicle’s tires.
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Tow/Haul Mode

The tow/haul mode is a feature that assists when pulling
a heavy traller. The purpose of the tow'haul mode is:

* o reduce the frequency of shifls when pulling a
heavy trailer.

* {o provide the same shift feel when pulling a heavy
trailer as when the vehicle is unloaded.

* to reduce the need to change throtlle position when
pulling a heavy trailer.

This feature is turned on or off by pressing a button on
the column shift lever. When the feature is on, a

light on the instrument panel will iluminate to indicate
that the tow/haul mode has been selected.

See TowHaul Mode Light on page 3-36. The tow/haul
mode is gutomatically turned off each time the vehicle
I5 started.

The towhaul mode is mos! effective when the vehicle
and trailer combined weight is at least 75% of the Gross
Vehicle Weight Rating (GVWR) and the maximum

frailer weight rating for the vehicle.

The tow/haul mode for hauling a heavy trailer is most
useful under the following conditions:

* \When driving through hilly terrain at speeds below
55 mph (88 km/h).

* When driving in low speed or stop and go traffic
below 55 mph (88 km/ih).

® When driving in parking lots.

Operating in the tow/haul mode when not pulling a
heavy trailer will not cause damage to the vehicle,

but you may experience reduced fuel economy

and undesirable performance from the engine and
transmission. The tow/haul mode should be used only
when pulling a heavy trailer.

Weight of the Trailer

How heavy can a trailer safely be?

it depends on how you plan to use your rig. For example,
speed, altitude, road grades, outside temperature and
how much your vehicle is used to pull a trailer are all
important, And, it can also depend on any special
equipment that you have on your vehicle.
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The following chart shows how much your trailer can weigh, based upon your vehicle model and options.

Max. Trailer Wt.
Vehicle Axle Ratio (Ibs) (kg) GCWR (lbs) (ka)
Tue Wheel Dive (Carg) = S Ty
Twoneal Do Passrger | 332 SR | e
All-Wheel Dnve (Cargo) g‘f;g E:égg E;glg; 13:333 iﬁlﬂ
T e I soEE [ ams

Maximum trailer weight is calculated assuming the
driver and one passenger are in the tow vehicle and it
has all the required trailering equipment. The weight
of additional optional equipment, passengers and
cargo in the tow vehicle must be sublracted from the

maximurm trailer weight,

You can ask your dealer for gur trailering information or
advice, or you can write us at the address listed in your
Warranty and Owner Assistance Information Booklet.

In Canada. write to:

General Motors of Canada Limited
Customer Communication Centre, 163-005
1808 Colanel Sam Drive

Oshawa, Ontario L1H BFT
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Weight of the Trailer Tongue

The tongue load (A) of any trailer is an important weight
to measure because it affects the fotal or gross weight

of your vehicle The Gross Vehicle Weight (GVW)
includes the curb weight of the vehicle, any cargo you
may carry in it, and the people who will be riding in

the vehicle. And if you will fow a trailer, you must add
the tongue load to the GVW because your vehicle will be
carrying that weight, too. See Loading Your Vehicle

on page 4-29 for more information about your vehicle's
maximum |load capacity.

It you're using a weight-carrying or 8 weight-distributing
hitch, the trailer tongue weight {A) should be 10 percent
to 15 percent of the total loaded trailer weight (B).

Do not exceed the maximum allowable tongue weight
for wour vehicle

After you've loaded your trailer, weigh the trailer and then
the tongue, separately, to see if the weighis are proper.

If they aren't, you may be able to gel them right simply by
moving some items around in the trailer.

Total Weight on Your Vehicle's Tires

Be sure your vehicle’s tires are inflated to the upper
limit for cold tires. You'll lind these numbers on

the Certification/Tire label at the rear edge of the driver's
doar or see Loading Your Vehicie on page 4-29. Then
be sure you don't go over the GVW limit for your vehicle,
including the weight of the trailer tongue.
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Hitches

It's important to have the correct hitch eguipment,
Crosswinds, large trucks going by and rough roads
are a few reasons why you'll need the right hitch,
Hera are some rules to follow:

e |f you'll be pulling a trailer that, when lcaded, will
weigh more than 2,000 Ibs. (900 kg.), be sure to
usa a properly mounted, weight-distributing
hitch and sway control of the proper size. This
equipment is very important for proper vehicle
loading and good handling when you're driving.

® Wil yvou have o make any holes in the body of
your vehicle when you install a trailer hitch?

If you do, then be sure to seal the holes later when
you remove the hitch. If you don't seal them,
deadly carbon monoxide (CO)} from your exhaust
can get into your vehicle. Dirt and water can, 100,

Safety Chains

You should always attach chains between your vehicle
and your frailer. Cross the safely chains under the tongue
of the trailer to help prevent the tongue from contacting
the road if it becomes separated from the hitch,
Instructions about satety chains may be provided by

the hitch manufacturer or by the trailer manufacturer.

Follow the manufacturer's recommendation for attaching
gafety chains and do nof aitach them to the bumper.
Always leave just enough slack so you can turn with
your rig. Never allow safety chains to drag on the ground.

Trailer Brakes

It your trailer weighs more than 1,000 lbs (450 kg)
loaded, then it needs its own brakes — and they must
be adequate. Be sure to read and follow the instructions
for the trailer brakes so you'll be able to install, adjust
and maintain them properly.

Your trailer brake system can tap inta your vehicle's
hydraulic brake system, excepl:

* Don't tap into your vehicle's brake system if the
trailer's brake system will use more than 0.02 cubic
inch {0.3 cc) of fuid from your vehicle’s master
cylinder, If it does, both braking systems won't work
well. You could even lose your brakes,

* Wil the trailer pars take 3,000 psi (20 620 kPa) of
pressure? If not, the trailer brake system must not
be used with your vehicle.

= |f everything checks out this far, then make the
brake fluid tap at the port on the mastar cylinder that
sends fluid to the rear brakes. But don't use
coppear tubing for this. It you do, it will bend and
finally break off. Use steel brake tubing.
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Driving with a Trailer

A CAUTION:

If you have a rear-most window open and

you pull a trailer with your vehicle, carbon
monoxide (CO) could come into your vehicle.
¥You can't see or smell CO. It can cause
unconsciousness or death. See “Engine
Exhaust” in the Index. To maximize your safety
when towing a trailer:

* Have your exhaust system inspected for
leaks, and make necessary repairs before
starting on your trip.

® Keep the rear-most windows closed.

® |t exhaust does come into your vehicle
through a window in the rear or another
opening, drive with your front, main
heating or cooling system on and with the
fan on any spead. This will bring fresh,
outside air into your vehicle. Do not use
the climate control setting for maximum air
because it only recirculates the air inside
your vehicle. See "Climate Controls” in
the Index.

Towing a trailer requires a certain amount of experience.
Before selling oul for the open road, you'll want to get
to know your rig. Acguaint yourself with the feel of
handling and braking with the added weight of the trailer.
Aand always keep in mind that the vahicle you are
driving is now a good deal longer and not nearly as
responsive as your vehicle is by itseli.

Before you start, check the trailer hitch and platform
(and altachments), salely chains, electrical connector,
lamps, tires and mirror adjustment. If the irailer has
electric brakes, start your vehicle and trailer moving and
then apply the trailer brake controller by hand o be
sure the brakes are working. This lets you check your
electrical connection at the same time.

During your trip, check occasionally lo be sure thal
the load is secure, and that the lamps and any trailer
brakes are slill working.

Downloaded from www.Manualslib.com manuals search engine

4-37


http://www.manualslib.com/

Following Distance

Stay at least twice as far behind the vehicle ahead as
you would when driving your vehicle without a trailer.
This can help you avoid situations that require

heavy braking and sudden turmns.

Passing

You'll need more passing distance up ahead when
you're towing a trailer. And, because you're a good deal
longer, you'll need o go much fariher beyond the
passed vehicle before you can retum to your lane.

Backing Up

Hold the bottom of the steering wheel with one hand.
Then, to mave the Irailer to the left, just mave that hand
to the left. To move the trailer to the right, move your
hand to the right. Always back up slowly and, if possible,
hava someons guide you.

Making Turns

Notice: Making very sharp turns while trailering
could cause the trailer to come in contact with the
vehicle. Your vehicle could be damaged. Avoid
making very sharp turns while trailering.

When you're turning with a trailer, make wider turns than
normal. Do this so your trailer won't strike soft shoulders,
curbs, road signs, trees or other objects. Avoid jerky or
sudden maneuvers, Signal well in advance.

Turn Signals When Towing a Trailer

When you tow a trailer, your vehicle has to have extra
wiring (included in the optional trailering package).

The arrows on your instrument panel will flash whenever
you signal a turn or lane change. Properly hooked up,
the traller lamps will also flash, telling other drivers
you're about to tum, change lanes or stop.

When towing a trailer, the arrows on your instrument
panel will flash for tums even if the bulbs on the trailer
are burned out. Thus, you may think drivers behind
you are seeing your signal when they are not. It's
important to check occasionally 1o be sure the trailer
bulbs are still working.
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Driving On Grades Parking on Hills

Reduce speed and shift to a lower gear before you start
down & long or steep downgrade. If you don't shift .
down, you might have to use your brakes so much that &' CAUT|DN
they would get hot and no longer work well.

You can tow in DRIVE (D). You may want to shift the You really should not park your vehicle, with a
transmission to THIRD (3) or, if necessary, a lower gear trailer attached, on a hill. If something goes
selection if the transmission shifts too often (e.q., under wrong, your rig could start to move. People
heavy loads and/or hilly conditions). can be injured, and both your vehicle and the

When towing at high altitude on steep uphill grades, trailer can be damaged.

consider the following: Engine coolant will boil at a lower
temperature than at normal altitudes. |f you tum your

But if you ever have to park your rig on a hill, here's

engine off immediately after towing at high altitude how to do it:

on steep uphill grades, your vehicle may show signs '

similar to engine overheating. To avoid this, let the 1. Apply your regular brakes, but don't shift into
engine run while parked (preferably on level ground) PARK (F) yet.

with the automatic transmission in PARK (P) for a 2. Have someone place chocks under the trailer
few minutes before tuming the engine off. If you do get wheals.

the overheat waming, see Engine Overheating on

3. When the wheel chocks are in place. release the
regular brakes until the chocks absorb the load.

4. Reapply the regular brakes. Then apply your
parking brake, and shift o PARK (P

5. Release the regular brakes.

page 5-31.
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When You Are Ready to Leave After
Parking on a Hill

1. Apply your regular brakes and hold the pedal down
while you:

¢ start your enging,
¢ shift into a gear, and
¢ relegse the parking brake.
2. Let up on the brake pedal.
3. Drive slowly until the trailer is clear of the chocks.

4. Stop and have someone pick up and store the
chocks.

Maintenance When Trailer Towing

Your vehicle will need service more often when you're
pulling a trailer. See the Maintenance Schedule for more
on this. Things that are especially important in trailer
operation are automatic transmission fluid (don't overill),
engine oil, axle lubricant, belt, cooling system and

brake system. Each of these is covered in this manual,
and the Index will help you find them quickly. If you're
trailering, it's a good idea o review these sections
before you start your trip.

Check pericdically to see that all hitch nuts and bolts
are tight.
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Trailer Wiring Harness

If you have the optional trailering package, your vehicle
will have an eight-wire hamess, including the center
high-mounted stoplamp battery feed wire. The hamess
is stored on the passenger's side of the vehicle near
the rear wheel well. This hamess has a 30 amp battery
feed wire and no connector, and should be wired by

a qualified electrical technician. After choasing an
aftermarket trailer mating connector pair, have the
technician afiach one connector to the eight-wire trailer
harness and the other connector to the wiring hamess
on the frailer. Be sure the wiring harness on the trailer is
taped or strapped to the trailer's frame rail and leave

it loose enough so the wiring doesn't bend or break, but
not so loose that it drags on the ground. The eight-wire
haress muslt be routed out of your vehicle betwaen
the rear door and the floor, with enough of the harness
left on both sides so that the trailer or the body won't
pull it If you do not have the optional trailering
package, your vehicle will shill have a trailering harness.
The hamess is located near the passenger's side

rear wheel wall. It consists of six wires that may be
used by after-market trailer hitch installers.

The technician can use the following color code chart
when connecling the winng harness to your trailer.

* Brown: Rear lamps.

* Yellow: Left stoplamp and tumn signal.

* Dark Green: Right stoplamp and turn signal.

* White (Heavy Gage): Ground.

* Light Green: Back-up lamps.

* White (Light Gage): Center High-Mounted Stoplamp.
* Blue: Auxiliary circuit (eight-wire hamess only).

* Orange: Fused auxiliary {eight-wire harness only).

Store the hamess in its original place. Wrap the
hamess together and tie it neatly so it won't
be damaged.
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Service

Your dealer knows your vehicle best and wants you lo
be happy with it. We hope you'll go to your dealer

for all your service neads. You'll get genuine GM parts
and GM-trained and supported service people

We hope you'll want to keap your GM vehicle all GM.
Genuine GM parts have one of these marks.

Doing Your Own Service Work

If you want to do some of your own service work, you'll
want to use the proper service manual, | tells you
much more about how to service your vehicle than this
manual can. To order the proper service manual,

see Service Publications Ordering Infarmation on

page 711,

Your vehicle may have an air bag system. If it does,
see Servicing Your Air Bag-Equipped Vehicle on
page 1-69 before attempting to do your own

service work
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You should keep a record with all parts receipts and list
the mileage and the date of any service work you
perform. See Part E: Maintenance Record on page 6-34.

N\ CAUTION:

You can be injured and your vehicle could be
damaged if you try to do service work on a
vehicle without knowing enough about it.

* Be sure you have sufficient knowledge,
experience, the proper replacement parts
and tools before you attempt any vehicle
maintenance task.

® Be sure to use the proper nuts, bolts and
other fasteners. “English” and “metric”
fasteners can be easily confused. If you
use the wrong fasteners, parts can later
break or fall off. You could be hurt.

Adding Equipment to the Outside of
Your Vehicle

Things you might add to the outside of your vehicle
can affect the airflow around it. This may cause

wind noise and affect windshield washer performance.
Chack with your dealer before adding equipment to
the outside of your vehicle.

5-4
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Fuel

Use of the recommanded fuel is an important part of the
proper maintenance of your vehicle.

Gasoline Octane

Use regular unleaded gasoline with a posted octane
of 87 or higher. If the octane is less than 87, you may
get a heavy knocking noise when you dnve. If this
ocours, Use a gasoline rated at 87 octane or higher as
soon as pessible. Otherwise, you might damage

your engine. A litlle pinging noise when you accelerale
or drive uphill is considered normal. This does not
indicate a problem exists or thal a higher-octane fuel is
necessary. If you are using 87 octane or higher-octane
fuel and hear heavy knocking, your engine needs
service.

Gasoline Specifications

It is recormmended that gasoline meet specifications
which were developed by the American Automobile
Manufacturers Association and endorsed by the
Canadian Vehicle Manufaciurers Association for batter
vehicle performance and engine protection. Gasoline
meeting these specifications could provide improved
driveability and emission control systam parormance
compared to other gasoline.

In Canada, lock for the
“futo Makers" Choice™
label on the pump.

g
f?f:ﬂ\l
A ™, t"j.:':'l-l -J'I-II'-;:{:I

Canada Only
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California Fuel

I your vehicle is certilied to meel California Emission
Standards (see the underhood emission control label),
il is designed lo operale on fuels that meel California
specifications. If this fuel is not available in states
adopling California emissions standards, your vehicle
will operate satisfactorily on fuels meeting federal
specifications, bul emission control system performance
may be affected. The malfunction indicator lamp may
turn on (see Malfunction Indicator Lamp on page 3-30 |
and your vehicle may fail a smog-check test. If this
occurs, retumn o your authorized GM dealer for
diagnosis. If it is determined that the condition is caused
by the type of fuel used, repairs may nol be covered

by your warranty.

Additives

To provide cleaner air, all gasolines in the United States
are now required to conlain additives that will help
prevent engine and fuel system depaosits from forming,
allowing your emission control system to work
properly. You should not have to add anything to

your fuel, Gasolines containing oxygenaltes. such as
athers and ethanol, and reformulated gasolines

may be available in your area to contribute o clean air.
General Motors recommends that you use thesa
gasolines, particularly if they comply with the
specifications described earlier.

Nofice: Your vehicle was not designed for fuel
that contains methanol. Don't use fuel containing
methanol. It can corrode metal parts in your fuel
system and also damage the plastic and rubber
parts. That damage wouldn't be covered under
your warranty.

5-6

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

Some gasclines that are not reformulated for low
emissions may contain an octane-enhancing additive
called methylcyclopentadienyl manganese tricarbanyl
{MMT); ask the attendant where you buy gasoline
wheather the fuel contains MMT, General Motors
does not recommend the use of such gasolines.
Fuels containing MMT can reduce the life of spark
plugs and the performance of the emission control
system may be alfected. The mallunction indicator lamp
may turn on. If this occurs, return to your authorzed
GM dealer for service.

Fuels in Foreign Countries

If you plan on driving in another country outside the
United States or Canada, the proper fuel may be

hard to find. Mever use leaded gasoling or any othar
fuel not recommended in the previous text on fuel
Costly repairs caused by use of improper fuel wouldn't
be covered by your warranty.

To check the fuel availability, ask an auto club, or
contact a major oll company that does business in the
country where you'll be driving.

Downloaded from www.Manualslib.com manuals search engine

B-7


http://www.manualslib.com/

Filling Your Tank

/N CAUTION:

Fuel vapor is highly flammable. It burns
violently, and that can cause very bad injuries.
Don't smoke if you're near fuel or refueling
your vehicle. Keep sparks, flames and smoking
materials away from fuel.

The tethered fuel cap is behind a hinged door on the
driver's side ol your vehicle.

5-8
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N\ CAUTION:

if you get fuel on yourself and then something
ignites it, you could be badly burned. Fuel can
spray out on you If you open the fuel cap too
quickly. This spray can happen if your tank is
nearly full, and is maore likely in hot weather.
Open the fuel cap slowly and wait for any
“hiss” noise io stop. Then unscrew the cap
all the way.

While refueling, let the fuel cap hang by the tether
below the tuel fill opening.

To remove the fuel cap. turn it slowly to the left
(counterclockwise). The fuel cap has a spring in it;

it you let go of the cap too soon, it will spring back 1o
the right

Be careful not to spill fusl. Clean fuel from painted

surfaces as soon as possible. See Cleaning the Outside

of Your Vehicle on page 5-86. When filling the tank

do not overfill by squeezing in much more fuel after the

pump shuts off
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When you put the fuel cap back on, tumn it o the Filling a Portable Fuel Container
right {clockwise) until you hear a clicking sound.

Make sure you fully install the cap. The diagnostic
system can determing if the fuel cap has been left off or :
improperly installed. This would allow fuel to evaporale '& CAUTION'

into the atmosphere. See Malfunction Indicator Lamp
on page 3-30. Never fill a portable fuel container while it is in
your vehicle. Static electricity discharge from
the container can ignite the gasoline vapor.
You can be badly burned and your vehicle

Notice: W you need a new fuel cap, be sure to get
the right type. Your dealer can get one for you.

If you get the wrong type, it may not fit properly. damaged if this occurs. To help avoid injury to
This may cause your malfunction indicator lamp to i Aind. ot

light and may damage your fuel tank and emissions y ;

system. See "Malfunction Indicator Lamp” in the * Dispense gasoline only into approved
Index. containers.

®* Do not fill a container while it is inside a
vehicle, in a vehicle's trunk, pickup bed or
on any surface other than the ground,

¢ HBring the fill nozzle in contact with the
inside of the fill opening before operating
the nozzle. Contact should be maintained
until the filling is complete.

* Don't smoke while pumping gasoline.
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Checking Things Under Hood Release
the Hood =

A\ CAUTION:

Things that burn can get on hot engine parts
and start a fire. These include liquids like fuel,
oil, coolant, brake fluid, windshield washer and
other fluids, and plastic or rubber. You or
others could be burned. Be careful not to drop
or spill things that will burn onto a hot engine.

To open the hood, do the following:

1. Full the handle located inside the vehicle on the
lower driver's side of the kick panel,

5-11

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

2. Then go to the front of the vehicle and release the
sacondary hood release,

512

. Lift the hood, release the hood prop from its

retainer and put the hood prop into the slol in
the hood.

Before closing the heod, be sure all the filler caps
are on properly. Then lift the hood to relieve

pressure on the hood prop and remove the hood
prop from the slot in the hood.
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Ratumn the prop to
its retainer.

Then just pull the hood down and closes it finmly

Downloaded from www.Manualslib.com manuals search engine

£-13


http://www.manualslib.com/

Engine Compartment Overview

When you open the hood, this is whal you will see:

5-14
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Windshield Washer Fluid

Engine Coolant

Enging Oil Dipstick
Transmission Dipstick

Engine Air Cleaner/Filter

Enging il Fill

Brake Master Cylinder Reservolr
Power Steering Fluid Researvoir

I@mMmMmoOm»

Battery

Engine Oil
It is imporiant o keep engine oil at the proper level.

Checking Engine Oil

It's & good idea fo check your engine oil every time you
get fugl, In order to get an acqurate reading, the ol

must be warm and the vehicle must be on level ground.

The engine oil dipstick has a yellow ring and is located
near the center of the engine comparment. See Engina
Compartment Ovenview on page 5-74 for more
infarmation an location.

Turm aff the engine and give the oll several minules 1o
drain back into the oil pan. If you don't, the cil dipstick
might not show the actual level.

Pull cut the dipstick and clean il with a paper towel or
cloth, then push it back in all the way. Remove it again,
keeping the tip down, and check the level.
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When to Add Engine Oil

If the il is at or below the ADD line, then you'll need to
add at least one quart of oll. But you must use the

right kind, This par explains what kind of oil fo use.
For engine oil crankcase capacity, see Capacities and
Specifications on page 5-99,

Notice: Don't add too much oil. f your engine

has so much oil that the oil level gets above the
cross-halched area that shows the proper operating
range, your engine could be damaged.

The engine il fill cap is located on the valve cover in
the engine compartmeant on the passengar's side of the
vehicle. Your vehicle may have a cap with text and a
graphic or just a graphic as shown above. See Engine
Comparfment Overview on page 5-14 for more
information on location.

Be sure to fill it enough to put the level somewhere in
the proper operating range. Push the dipstick all the way
back in when you're through,

5-16
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What Kind of Engine Qil to Use

Qils recommended for your vehicle can be identified by
looking for the starburst symbaol.

This symbol indicates thal the oil has been certified by
the American Petroleum Institute (API). Do not use
any oil which does not carry this starburst symbol.

_{ROLE,
gt Ligy

If you choose to perform
the engine oil change
sarvice yoursell, be sure
the oil you use has the
starburst symbol on the
front of the oil container.
If you have your oil
changed for you, ba sure
the oil put Into your engine
iz American Petroleum
Institute certified for
gasoline engines

You should also use the proper viscosity oil for your
vahicle, as shown in the viscosity charl.

RECOMMENDED SAE VISCOSITY GRADE ENGIME 0ILS
LODK
HOT FOR THIS
WEATHER SYMBOL
AN K
] L3
o jn|-g-f + 77
+ ik + 1y
« B =k
| T
n VB —— - — — -
SAE 10W-30
ACCEPTARLE
IF 5W-30 15 NOT
SAE BR-30 AVAILAALE
‘@) RECOMMENDED
e
coLn
WEATHER
DONOT USE SAE 10W-40, SAE 20W-50 OR ANY OTHER
WISCOSITY GRADE 08 NOT RECOMMENDED
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As in the chart shown previously, SAE 5W-30 is the
only viscosity grade recommended for your vehicle.
You should look for and use only oils which have the
APl Starburst symbal and which are also identified

as SAE 5W-30. If you cannot find such SAE SW-30 oils,
you can use an SAE 10W-30 oil which has the API
Starburst symbaol, if it's geing to be 0°F (-18°C)

or above. Do not use other viscosity grade oils, such as
SAE 10W-40 or SAE 20W-50 under any conditions.

Notice: Use only engine oil with the American
Petroleum Institute Certified For Gasoline Engines
starburst symbal. Failure to use the recommended
oil can result in engine damage not covered by
your warranty.

GM Goodwrench™ all meets all the requirements for
your vehicle,

If you are in an area of extreme cold, where the
temperature falls below —20°F (-28°C), it is
recommendad that you use either an SAE 5W-30
synthetic ofl or an SAE OW-30 oil. Both will provide
easler cold starting and better prolection for your engine
al extremely low temperatures.

Engine Oil Additives

Don't add anything to your oil. The recommended oils
with the starburst symbol are all you will need for
good performance and engine protection,

When to Change Engine Oil

It any one of these are true for you, use the shor
trip/city maintenance schedule:

® Nost trips are fess than & miles (8 km). This is
particularly important when ocutside temperatures
are below freezing.

* Most trips include extensive idling (such as frequent
driving in stop-and-go traffic).

* You frequently tow a trailer or use a carrier on top
of your vehicle.

* The vehicle is used for delivery service, police, taxi
or other commercial application.

b-18
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Driving under these conditions causes engine oll to
break down sooner. If any one of these is true for your
vehicle, then you need to change your cil and filter
every 3,000 miles (5 000 km) or 3 months — whichever
occurs first.

It none of them is true, use the long trip/highway
maintenance schedule. Change the oil and filter every
7,500 miles {12 500 km) ar 12 months — whichevar
occurs first. Driving a vehicle with a fully warmed engine
under highway conditions will cause engine oil to

break down slower,

What to Do with Used Oil

Used engine oil contains cerlain elements that may be
unhealthy for your skin and could even cause cancer
Don't let used oil stay on your skin for very long. Clean
your skin and nails with soap and water, or a good
hand cleaner. Wash or properly dispose of clothing or
rags containing used engine oll. See the manufacturer’'s
wamings about the use and disposal of oil products.

Used oil can be a threat to the environment. if you
change your own oil, be sure to drain all the cil from
the filter before disposal. Never dispose of oil by putting
it in the trash, pouring it on the ground, into sewers,

or into streams or bodies of water, Instead, recycle it

by taking it to a place that collects used oil. If you have
a problem properly disposing of your used oil, ask

your dealer, a service staion or a local recycling center
for help.
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Engine Cover
Removing the Engine Cover

2. Remove the instrument panel extension by removing
the two nuts that secure itin place. The nuts are
located at the bottom of the extension on the driver's

and passengers side cormers.

1. Move both front seats as far back as they will go.

5-20
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3. Remove the screws located near the top on each 4. Disconnect the electrical connectors and set the
side of the extension, Grasp the extension from extension aside.
both sides and gently remove it.

5-21
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5. Grasp the lop of the heater duct and pull down
gently to remove it.

o9-22

6. Loosen the two bolts on the engine cover. The bolts

are not supposed to come out of the cover, only from
the front of the dash.

When removing the cover, be careful not to damage
the instrument panel or the trim.

7. Disconnect the AM radio ground strap.
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Reinstalling the Engine Cover

1. Lift the engine cover into the front of the vehicle
and slide it all the way forward. Make sure the
rubber seal is over the laiches

2. Tighten the two bolls located on the engine cover
to reinstall the cover to the front of the dash.

3. Put the healer duct over the engine cover studs.
Push up on the duct gently until it snaps into place.

4, Reconnect the electrical connectors.
5. Reconnect the AM radio ground strap.

6. Reinstall the engine cover extension by gently
squeezing the sides and sliding it into place.
Make sure all of the tastener clips engage and the

8. Grasp the bottom of the cover and slide it rearward. extension fits properly In place. Reinstall and
Thean, lift it up and out of the vehicle tighten the two screws.
If the seal does not release, use the pull strap on 7. Reinstall the two nuts to secure the extension
the driver's side above the rear mount. in place
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Engine Air Cleaner/Filter 3. Change the filter

4. Snap both clips to secure the engine air

Refer to the Maintenance Schedule to determing claanarfilter cover.

when to replace the engine air cleaner/fiter and the _ _ .

crankcase ventilation filter. See Part A: Scheduled Be sure the engine air cleanar/filter cover is correctly
Maintenance Services on page 6-4. posifioned to seal out dust and contaminants that
are harmful to your engine

See Engine Compartment Overview on page 5-14 for

more information on location.

A\ CAUTION:

Operating the engine with the air cleanerffilter
off can cause you or others to be burned.

The air cleaner not only cleans the air, it stops
flame if the engine backfires. If it isn't there
and the engine backfires, you could be burned.
Don't drive with it off, and be careful working
on the engine with the air cleaner/filter off.

Notice: If the air cleaner/filter is off, a backfire
can cause a damaging engine fire. And, dirt

can easily get into your engine, which will damage
it. Always have the air cleanerffilter in place

To change the engine air cleanerfilter, do the following: when you're driving.

1. Unsnap both clips on the cover,
2. Remove the cover.

5-24
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Automatic Transmission Fluid
When to Check and Change

A good time to check your automatic transmission fluid
level is when the engine oil is changed.

Change both the fluid and filter every 15,000 miles
(25 000 km) if the vehicle is mainly driven under one or
more of these conditions:

® In heavy city traffic where the oulside temperature
regularly reaches 90°F (32°C) or higher.

& In hilly or mountainous terrain,
® When doing frequent trailer lowing.

® Uses such as found in taxi, police or delivery
service.

If you do not use your vehicle under any of these
conditions, change the fluid and filter every
50,000 miles (83 000 km).

See Parnt A: Scheduled Mainfenance Services on
page G-4

How to Check

Because this operation can be a little difficult, you may
choose to have this done at the dealership service
deparnmenl.

It you do it yoursell, be sure o follow all the instructions
here, or you could get a false reading on the dipstick.

Notice: Too much or too little fluid can damage
your transmission. Too much can mean that some
of the fluid could come out and fall on hot engine
part or exhaust system parts, starting a fire.

Too little fluid could cause the transmission to
overheatl. Be sure to get an accurate reading if you
check your transmission fluid.

Wait at least 30 minutes before checking the
transmission fluid level if you have been driving:

s When outside temperatures are above 80°F (32°C).
¢ At high speed for quite a while.

* |n heavy traffic — especigily In hol weather.

s While pulling a trailer.

To get the right reading, the fluid should be at normal
operating temperature, which is 180°F 1o 200°F
{82°C to 93°C)
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Get the vehicle warmed up by driving about 15 miles
{24 km) when outside temperatures are above 50°F
{10°C). M it's colder than 50°F (10°C), drive the vehicle
in THIRD (3) until the engine temperature gage

moves and then remains steady for 10 minutes.

A cold fluid check can be made after the vehicle has
been sitting for eight hours or more with the engine off,
but this is used only as a reference. Let the engine

rum at idle for five minutes if outside temperatures are
S0°F (10°C) ar more,

It it's colder than 50°F (10°C), you may have to idle the
engine longer. Should the fluid level be low during

this cold check, you must check the fluid hot betore
adding fluid, Checking the fluid hot will give you a more
accurale reading of the fluid lavel,

Checking the Fluid Level
Prepare your vehicle as follows:
® Park your vehicle on a level place. Keep the engine
running.
e With the parking brake applied, place the shift lever
In PARK (F).
s With your foot on the brake pedal, move the shift
lever through each gear range, pausing for about

three seconds in each range. Then, position the shift
lever in PARK (P)

® | el the engine run at idle for three minutes or more.

Then, without shulting off the engine, follow these steps:

The transmission dipstick has a red handle and is
located near the center of the engine comparment
behind the air cleaner. See Engine Compartment
Overview on page 5-14 for more information on location.

1. Flip the handle up and then pull out the dipstick
and wipe it with a clean rag or paper towel,

2. Push it back in all the way, wait three seconds and
then pull it back out again.
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3. Check both sides of the dipstick, and read the lower How to Add Fluid
level, The fluid level must be in the COLD area,
below the cross-hatched area, for a cold check or in Refer to the Maintenance Schedule to determine

the HOT area or cross-hatched area for a hot check, whal kind of transmission fluld to use. See Parl D
Recommended Fluids and Lubricants on page 6-32,

Add fluid only after checking the transmission fluid while
it is hot. (A cold check is used only as a reference.)

If the fluid level is low, add only enough of the proper
fiuid to bring the level up to the HOT area for a hot
check. If doesn'i fake much fiuid, generally less

than one pint (0.5 L). Don't overfill

Notice: We recommend you use only fluid labeled
DEXRON™-IIl, because fluid with that label is

made especially for your automatic transmission.
Damage caused by fluid other than DEXRON®-Il is
not covered by your new vehicle warranty.

dipstick back in all the way; then flip the handle described under *How to Check.*
down to lock the dipstick in place.

® \When the correct fluid level is obtained, push the
dipstick back in all the way; then flip the handle
down to lock the dipstick in place.
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Engine Coolant

The cooling system in your vehicle is filled with
DEX-COOL™ engine coolant. This coolant is designed
to remain in your vehicle for 5 years or 150,000 miles
{240 000 km), whichever occurs first, if you add

only DEX-COOL® extended life coolant

The following explains your cooling system and how 1o
add coolant when it is low. If you have a problem

with engine overheating, see Engine Overheating on
page 5-31.

A 50/50 mixture of clean, drinkable water and
DEX-COOL® coolant will:

s Giva freezing protection down to -34°F (-37°C).
Give boiling protection up to 265°F {129°C).
Protect against rust and corrosion.

Help keep the proper engine temperature,

Let the warning lights and gages work as they
should.

Notice: When adding coolant, it is important that
you use only DEX-COOL® (silicate-free) coolant.

If coolant other than DEX-COOL” is added to the
system, premature engine, heater core or radiator
corrosion may result. In addition, the engine coolant
will require change sooner — at 30,000 miles

{50,000 km) or 24 months, whichever occurs first.

Damage caused by the use of coolant other than
DEX-COOL™ is not covered by your new vehicle

warranty.
What to Use

Use a mixture of one-half clean, drinkable water and
one-half DEX-COOL™ coolant which won't damage
aluminum parts. If you use this coolant mixture,

you don’t need to add anything else.

A\ CAUTION:

Adding only plain water to your cooling
system can be dangerous. Plain water, or
some other liguid such as alcohol, can boil
before the proper coolant mixture will. Your
vehicle's coolant warning system is set for the
proper coolant mixture. With plain water or the
wrong mixture, your engine could get too hot
but you wouldn't get the overheat warning.
Your engine could catch fire and you or others
could be burned. Use a 50/50 mixture of clean,
drinkable water and the proper coolant.
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Notice: If you use an improper coolant mixture, The wehicle must be on a level surface, When your

your engine could overheat and be badly damaged. engine is cold, the coolant level should be at ADD,
The repair cost wouldn't be covered by your or a little higher. When your engine is warm, the level
warranty. Too much water in the mixture can freeze should be up to FULL HOT, or a little higher

and crack the engine, radiator, heater core and :

Gthier paris. Adding Coolant

. if you need more coolant, add the proper DEX-COOL®™
If you have fo add coolant more than four times a year, coolant mixtureat the coolant recovery tank.

have your dealer check your cooling system.

Notice: If you use the proper coolant. you don't A
have lo add extra inhibitors or additives which claim '& CAUTIDN'

to improve the system. These can be harmful.

: Turning the radiator pressure cap when the
Checking Coolant en gineELnd radiator ;:'e hot can ﬂp;mw steam and
_ scalding liquids to blow out and burn you badly.
Eﬁéﬂg“iﬁh‘;ﬂlﬁéﬂm = With the coolant recovery tank, you will almost
compartment on ?h A never have to add coolant at the radiator.

Never turn the radiator pressure cap —even a

passenger's side at the ;
front. See Engine little — when the engine and radiator are hot.

Compartment Overview
on page 5-14 for more
information on location,
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Add coolant mixture at the recovery tank, but be careful Radiator Pressure CHP
not to spill it.

The radiator pressure cap
Is located in the engine
compariment on the
passengers side of

the vehicle.

N CAUTION:

You can be burned if you spill coolant on hot
engine parts. Coolant contains ethylene glycol,
and it will burn if the engine parts are hot
enough. Don’t spill coolant on a hot engine.

Occasionally check the coolant level in the radiator.
For information on how to add coolant to the radiator,

see Cooling System on page 5-33. Notice: Your radiator cap is a 15.6 psi (110 kPa)
pressure-type cap and must be tightly installed
to prevent coolant loss and possible engine damage
from overheating. Be sure the arrows on the cap
line up with the overflow tube on the radiator filler.
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Engine Overheating

You will find an engine coolant temperature gage on
your vehicle's instrument panel. See Engine Coolan!
Temperature Gage on page 3-30

If Steam Is Coming From Your Engine
=

==

A\ CAUTION:

Steam from an overheated engine can burn
you badly, even if you just open the hood.
Stay away from the engine if you see or hear
steam coming from it. Just turn it off and get
everyone away from the vehicle until it cools
down. Wait until there is no sign of steam or
coolant before you open the hood.

If you keep driving when your engine is
overheated, the liquids in it can catch fire.
You or others could be badly burned. Stop
your engine if it overheats, and get out of the
vehicle until the engine is cool.

Notice: If your engine catches fire because you
keep driving with no coolant, your vehicle can
be badly damaged. The costly repairs would not
be covered by your warranty.
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If No Steam |s Coming From
Your Engine

If you get an engine overheat warning but see or
hear no steam, the problem may not be too senous.

Somelimes the engine can get a little too hot when you:

¢ Climb a long hill on a hot day.
¢ Stop after high-speed driving.

Idle for long periods in traffic.

Tow a trailer. See "Driving on Grades” in Towing a
Trailer on page 4-31.

If you get the overheat waming with no sign of steam,
try this for a minute or so:

1. In heavy traffic, let the engine idle in NEUTRAL (N)

while stopped. If it is safe to do so. pull off the road,

shift to PARK (P} or NEUTRAL (N) and let the
enging idle.

2. Tumm on your heater 1o full hot at the highest fan
speed and open the window as necessary.

If you no longer have the overheat waming, you can
drive. Jusl o be safe, drive slower for about 10 minutes.
If the warning doesn't come back on, you can drive
normally.

If the waming continues and you have not stopped,
pull over, stop, and park your vehicle right away.

It there's still no sign of steam, you can push down the
accelerator until the engine speed is about twice as

fast as normal idle speed for at least three minutes while
you're parked. If you still have the warning, fum off the
engine and get everyone out of e vehicle until it cools
down.

You may decide not to lift the hood but to get sernvice
help right away.
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Cooling System

When you decide it's safe to lift the hood, here's what
you'll sea:

A. Coolant Recovery Tank

B. Radiator Pressure Cap

C. Engine Cooling Fan

It the coolant inside the coolant recovery tank is boiling,

don't do anything else until it cools down. The vehicle
should be parked on a leveal surface.

The coolant level should
be at the ADD marik,

If it isn't, you may have a leak at the pressure cap or
in the radiator hosas, heater hoses, radiator, water pump
or somewhere else in the cooling system.

A\ CAUTION:

the vehicle.

Heater and radiator hoses, and other engine
parts, can be very hotl. Don't touch them.
If you do, you can be burned.

Don’t run the engine if there is a leak. If you run
the engine, it could lose all coolant.

That could cause an engine fire, and you could
be burned. Get any leak fixed before you drive
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If there seems fo be no leak, start the engine again. How to Add Coolant to the Coolant
The engine cooling fan speed should increase when idie Recovery Tank

speed is doubled by pushing the accelerator pedal
down. If it doesn’t, your vehicle needs service, Turn off If you haven't found a problem yet, but the coolant level
the engine. isn't at the ADD mark, add a 50/50 mixture of clean
drinkable water, and DEX-COOL™ engine coolant at
the coolant recovery tank. See Engine Coolan! on
page 5-28 for more information,

Notice: Engine damage from running your engine
without coolant isn't covered by your warranty.

Notice: When adding coolant, it is important that

you use only DEX-COOL" (silicate-free) coolant.
If coolant other than DEX-COOL® is added to the N CAUTION:
system, premature engine, heater core or radiator

corrosion may result. In addition, the engine coolant

will require change sooner — at 30,000 miles Adding only plain water to your cooling

(50 000 km) or 24 months, whichever occurs first. system can be dangerous. Plain water, or
Damage caused by the use of coolant other than some other liquid such as alcohol, can boil
DEX-COOL® is not covered by your new vehicle before the proper coolant mixture will. Your
warranty, vehicle's coolant warning system is set for the

proper coolant mixture. With plain water or the
wrong mixture, your engine could get too hot
but you wouldn't get the overheat warning.
Your engine could cateh fire and you or others
could be burned. Use a 50/50 mixture of clean,
drinkable water and DEX COOL™ coolant.
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Natice; In cold weather, water can freeze and crack

the engine, radiator, heater core and other parts. -
Use the recommended coolant and the proper ‘fh CAUTIDN‘

coolant mixture.

You can be burned if you spill coolant on hot
engine parts. Coolant contains ethylene glycol
and it will burn if the engine parts are hot
enough. Don't spill coolant on a hot engine.

When the coolant in the coolant recovery tank is at the
ADD mark, start your vehicle.
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If the overneat warning continues, there's one maore
thing you can try. You can add the proper coolant
mixiure directly to the radiator, but be sure the cooling )
system is cool betore you do it. e

/N CAUTION:

Steam and scalding liquids from a hot cooling
system can blow out and burn you badly. They
are under pressure, and if you turn the radiator
preassure cap — even a little — they can come
out at high speed. Never turn the cap when the
cooling system, including the radiator pressure
cap, is hot. Wait for the cooling system and
radiator pressure cap to cool if you ever have
to turn the pressure cap.
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How to Add Coolant to the Radiator

2, Then keep turning the
pressure cap, but now
push down as you
turn it. Remove
the pressure cap.

You can remove the
radiator pressure cap
when the cooling system,
including the radiator
pressure cap and

upper radiator hose,

ts no langer hot.

1. Tum the pressura cap slowly counterclockwise unfil

it first stops. (Don't press down while turming the
pressura cap.)

If you hear a hiss, wait for that to stop. A hiss
means there is still some pressure left.

a-ar

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

3. Fill the radiator with the proper DEX-COOL® 4. Then fill the coolant recovery tank o the ADD mark.

coolant mixture, up to the base of the filler 5. Put the cap back on the coolant recovery tank,
neck. See Engine Coolant on page 5-28 for more but leave the pressure cap off.
information about the proper coolant mixture.
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Engine Fan Noise

This vehicle has a clulched engine cooling fan. When
the clutch is engaged, the fan spins faster to provide
mare air to cool the engine. In most everyday driving
conditions, the clutch is not fully engaged. This improves
fuel economy and reduces fan noise. Under heavy
vehicle loading, trailer towing andf/or high outside
temperatures, the fan speed Increases when the clutch
engages. 50 you may hear an ingreasa in fan noise,
This is normal and should not be mistaken as the
transmission slipping or making extra shifts. It is merely
the cooling system functioning properly. The fan will
slow down when additional cooling Is not required and
the clutch disengages.

You may also hear this fan noise when you start the
engine. It will go away as the fan clutch disengages.

6. Start the engine and let it run until you can feel the

upper radiator hose getting hot. Watch out for the
engine coeling fan

7. By this time, the coolant level inside the radiator
filler neck may be lower. If the level is lower, add
more of the proper DEX-COOL™ coolant mixture
through tha filler neck until the level reaches
the base of the filler neck.

Then replace the pressure cap. At any time during
this procedure it coolant begins to flow out of

the filler neck, reinstall the pressure cap. Be sure
the arrow aon the pressure cap lines up.
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Power Steering Fluid

When to Check Power Steering Fluid

it is not necessary to reqularly check power steering fiuid
unless you suspect there is a leak in the system or

you hear an unusual noise. A fluld loss 0 this system
could indicate a problam. Have the system Inspected
and repaired. See Engine Compariment Overview

on page 5-14 for reservoir location.

How to Check Power Steering Fluid

Turn the key off, let the engine compartmeant coal down,
wipe the cap and the top of the reservoir clean, then
unscraw the cap and wipe the dipstick with a clean rag
Replace the cap and completely tighten it. Then remove
the cap again and look at the fluid level an the dipstick,

The level should be a1 the FULL COLD mark. If

necessany, add only enough fiuid to bring the level up 1o
the mark.

What to Use

To determine what kind of fluid to use, see Part D
Hecommended Fluids and Lubricants on page 6-32.
Always use the proper fiuid, Failure to use the proper
fluid can cause leaks and damage hoses and seals

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

Windshield Washer Fluid
What to Use

When you need windshield washer fluid, be sure to read
the manufacturer's instructions before usa, IF yvou will

be operating your vehicle in an area where the
temperature may fall below freezing, use a fluid that

has sufficient protection against freezing.

Adding Washer Fluid

Open the cap with the
washer symbaol an L

Add washer fluid until the
tank is full.

Notice:
® When using concentrated washer fluid, follow

the manufacturer's instructions for adding
water.

Don’t mix water with ready-to-use washer fluid.
Water can cause the solution to freeze and
damage your washer fluid tank and other parts
of the washer system. Also, water doesn’t
clean as well as washer fluid.

Fill your washer fluid tank only three-quarters
full when it's very cold. This allows for
expansion if freezing occurs, which could
damage the tank if it is completely full.

Don't use engine coolant (antifreeze) in your
windshield washer. It can damage your
washer system and paint.
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Brakes There are only two reasons why the brake fluid level
in the reservoir might go down. The first is that the brake

i fluid goes down to an acceptable level during normal
Brake Fluid b:aknlag lining wear. When new linings are put in, the fluid
level goes back up. The other reason is that fluid is
leaking out of the brake system. If it is, you should have
your brake system fixed, since a leak means that
sooner or later your brakes won't work well, or won't
work at all

So, it lsn't a good idea to "top off” your brake fluid,
Adding brake fluid won't correct & lealk. Iif you add fluid
when your linings are worn, then you'll have too much
fluid when you get new brake linings. You should add
{or remove) brake fluid, as necessary, only when work is
done on the brake hydraulic system.

LI

Your brake master cylinder reservoir is filled with DOT-3
brake fluid, Ses Engine Compariment Ovenview on
page 5-14 for the location of the reservoir

5-42
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A\ CAUTION:

Checking Brake Fluid

i you have too much brake fluid, it can spill on
the engine. The fluid will burn if the engine is
hot enough. You or others could be burned,
and your vehicle could be damaged. Add brake
fluid anly when work is done on the brake
hydraulic system. See “Checking Brake Fluid”
in this section.

Refer to the Maintenance Schedule to determine
when to check your brake fluid. See Part C; Periodic
Maintenance Inspections on page 6-30,

You can check the brake fiuid without taking off the cap.

Juslt look at the brake fiuid reservoir. The fiuid laval
should be above MIN. IT it isn't, have your brake system
checked to see if there is a leak,

After work is dore on the brake hydraulic system,
maka sure the level is above the MIN but nol over the
MAX mark
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What to Add Notice:

When you do need brake fluid, use only DOT-3 brake * Using the wrong fluid can badly damage brake
fluid. Use new brake fluid from a sealed container syslem parts. For example, just a few drops of
only. See Part D: Recommended Fluids and Lubricants mineral-based oil, such as engine oil, in your
on page 6-32. brake system can damage brake system

parts so badly that they’ll have to be replaced.

Always clean the brake fluid reservoir cap and the area Don't let someone put in the wrong kind of fluid.

around the cap before removing it. This will help keep dirt ) - 3
from entering the reservoir, ® |f you spill brake fluid on your vehicle's painted

surfaces, the paint finish can be damaged.
Be careful not to spill brake fluid on your

N CAUTION: vehicle. If you do, wash it off immediately.

See “Appearance Care"” in the Index.

With the wrong kind of fluid in your brake
system, your brakes may not work well, or they
may not even work at all. This could cause a
crash. Always use the proper brake fluid.
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Brake Wear

Your vehicle has four-wheal disc brakes.

Disc brake pads have built-in wear indicators that make
a high-pitched warning sound when the brake pads

are worn and new pads are needed. The sound

may come and go or be heard all the time your vehicle
is moving (except when you are pushing on the

brake pedal firmly).

A CAUTION:

The brake wear warning sound means that soon
your brakes won't work well. That could lead to
an accident. When you hear the brake wear
warning sound, have your vehicle serviced.

Notice: Continuing to drive with worn-out brake
pads could result in costly brake repair.

Some driving conditions or climates may cause a brake
squeal when the brakes are first applied or lightly
applied. This does not mean something is wrong with
your brakes,

Properly lorgued wheel nuls are necessary 10 heip
prevent brake pulsation. When tires are rotated, inspect
brake pads for wear and evenly tighten wheel nuts in
the proper sequence to GM torque specifications.

Brake linings should always be replaced as complete
axle sets.

See Brake Syslam Inspection on page 6-31.
Brake Pedal Travel

See your dealer if the brake pedal does not retum to
normal height, or if there is a rapid increase in
pedal travel. This could be a sign of brake trouble.

Brake Adjustment

Every time you make a brake stop, your disc brakes
adjust for wear,
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Replacing Brake System Parts Battery

Te braking system on a vehicle is complex. Its many pars Your new vehicle comes with a maintenance free

have to be of top quality and work well together if the ACDelco®™ battery. When it's fime for a new battery,
vehicle is o have really good braking. Your vehicle was get one that has the replacement number shown on the
designed and tested with top-quality GM brake parts. original battery's label. We recommend an ACDelco®™
When you replace paris of your braking system - for battery. See Engine Compartment Overview on
example, when your brake linings wear down and you page 5-14 for battery location,

need new ones put in — be sure you get new approved
GM replacement parts. If you don’t, your brakes may no
longer work properly.

For example, if sormeaone puts in brake linings that are
wrong for your vehicle, the balance between your front
and rear brakes can change — for the worse, The braking
performance you've come to expect can change in many
other ways if someone puts in the wrong replacement
brake parts.

Warning: Battery posts, terminals and related
accessones contain lead and lead compounds,
chemicals known to the State of California 1o cause
cancer and reproductive harm, Wash hands after
handling.
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Vehicle Storage

If you're not going to drive your vehicle for 25 days or
more, remove the black, negative (-) cable from

the battery. This will help keep your battery from
running down,

N\ CAUTION:

Batteries have acid that can burn you and gas
that can explode. You can be badly hurt if you
aren't careful. See "Jump Starting” next for
tips on working around a battery without
getting hurt.

Contact your dealer o learn how to prepare your
vehicle for longer storage periods.

Also, for your audio system, see Theft-Deferrent
Fealure on page 3-47.

Jump Starting

It your baktery has run down, you may wanl to use
another vehicle and some jumper cablaes to stant your
vehicle. But please follow the numbered steps to

do it safely.

A\ CAUTION:

Batteries can hurt you. They can be dangerous
because:
s They contain acid that can burn you.
¢ They contain gas that can explode
or ignite.,
* They contain enough electricity to
burn you.

If you don't follow these steps exactly, some
or all of these things can hurt you.

Notice: Ignoring these steps could result in costly
damage to your vehicle that wouldn't be covered
by your warranty.

Trying to start your vehicle by pushing or pulling it
won't work, and it could damage your vehicle.
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1. Check the other vehicle. It must have a 12-volt
battery with a negative ground system,

Notice: I the other system isn’t a 12-volt system
with a negative ground, both vehicles can be
damaged.

2. Get the vehicles close enough so the jumper cables
can reach, but be sure the vehicles aren’t touching
each other. If they are, it could cause a ground
connaction you don't want. You wouldn't be able to
start your vehicle, and the bad grounding could
damage the electrical systems.

To avoid the possibility of the vehicles rolling, set
the parking brake firmly on both vehicles Involved
in the jump start procedure. Put an automatic
transmission in PARK {P) and a manual
transmission in MEUTHAL,

3. Turn off the ignition on both vehicles. Unplug
unnecessary accessories plugged into the cigarette
lighter or accessory power cutlets. Turn off all lamps
that aren't needed as well as radios. This will avoid
sparks and help save both batteries. In addition,
it could save your radio!

Notice: If you leave your radio on, it could be badly
damaged. The repairs wouldn't be covered by
your warranty.

4, Open the hoods and locate the batteries. Find the
positive (+) and negative (-) tlerminals on each
balttery.

A\ CAUTION:

Using a match near a battery can cause battery
gas to explode. People have been hurt doing
this, and some have been blinded. Use a
flashlight if you need more light.

Be sure the battery has enough water.

You don't need to add water to the ACDelco®
battery installed in your new vehicle. But if

a battery has filler caps, be sure the right
amount of fluid is there. If it is low, add water
to take care of that first. If you don't, explosive
gas could be present.

Battery fluid contains acid that can burn you.
Don't get it on you. If you accidentally get it in
your eyes or on your skin, flush the place with
water and get medical help immediately.
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A\ CAUTION:

Fans or other moving engine parts can injure
you badly. Keep your hands away from moving
parts once the engine is running.

5. Check that the jumper cables don'l have loose or
missing insulation. If they do, you could get a
shock. The vehicles could be damaged too.

Before you connect the cables, here are some
basic things you should know. Positive (+) will go
lo positive (+) or lo a remote positive (+) terminal
if the vehicle has one, Negative (-} will go to a
heavy, unpainted metal engine par., or to a
negative (-) terminal If the vehicle has one.

Don't connect positive (+) to negative () or you'll
get a short that would damage the battery and
maybe other parts, too. And don't connect the
negative (-) cable to the negative (-) terminal on
the dead battery because this can cause sparks.

g&. Connect the rad

positive (+) cable to the
positive [+) terminal

of the vehicle with the
dead battery. Use

a remole positive (+)
terminal if the

vehicia has one.

. Don't let the ather and

touch metal, Conneclt it
to the positive (+)
terminal of the good
battery, Use a remote
positive (+) terminal

if the vehicle has one.
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. Mow connect the black 8. Connect the other end of the negative (-) cable at

negative (-} cable to the least 18 inches (45 cm) away from the dead battery,
negative {-) terminal but not near engine parts that move. The electrical
of the good battery. Use connection is just as good there, and the chance

a remote negative (-) of sparks getting back to the battery is much less.

terminal if the vehicle has 10
one, Don't et the other

end touch anything .
until the naxt step. 11. Try to start the vehicle with the dead battery.

If it won't start after a few tries, it probably
needs sanvice.

. Now start the vehicle with the good battery and
run the engine for a while.

Notice: Damage to your vehicle may result from
electrical shorting if jumper cables are removed
incorrectly. To prevent electrical shorting, take care

The other end of the negalive (-) cable does not that the cables don't touch each other or any
go to the dead battery. It goes to a heavy, other metal. The repairs wouldn't be covered by
unpainted metal engine par, or to a remote your warranty.
nagative (~) terminal on the vehicle with the
dead battery.
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To disconnect the jumper cables from both vehicles,
@ @ do the following:
1. Disconnect the black negative (-) cable from the
B vehicle that had the dead battery.
\ = * 2. Disconneclt the black negative (-) cable from the
vehicle with the good battery.
— @ 3. Disconnect the red positive (+) cable from the
‘ vehicle with the good battery.
@ 4. Disconnect the red positive (+) cable from the
A S c = % other vehicle.
""-\_“H“

Jumper Cable Removal

A. Heavy, Unpainted Metal Engine Part
B. Good Battery
C. Dead Battery
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All-Wheel Drive

Lubricant checks in this section also apply to these
vehicles. However, thare are two additional systems that
nead lubrication.

Transfer Case
When to Check Lubricant

Refer to the Maintenance Schedule to determing how
aften to check the lubricant, See Part C: Periodic
Maintenance Inspections on page 6-30.

How to Check Lubricant

To get an accurate reading, the vehicle should be on a
level surface.

If the level is below the bottorn of the filler plug hole,
you'll need to add some lubricant. Add enough lubricant
to raise the level to the bottom of the filler plug hole.
Use care not to overtighten the plug.

What to Use

Fefer to the Mainlenance Schedule to determine what
kind of ubricant to use. See Part D Recommended
Flyids and Lubricants on page §-32,

5-02
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Rear Axle
When to Check Lubricant

Refer to the Meintenance Schedule to determine how
often to check the lubricant, See Parl A: Scheduled
Maintenance Services on page 6-4.

How to Check Lubricant

To get an accurate reading, the vehicle shouid be on a
lavel surface.

If the level is below the bottom of the filler plug hole,
you'll need to add some lubricant. Add enough lubnicant
to raise the level to the bottom of the filler plug hole.

What to Use

Refer to the Maintenance Schedule to determine whal
kind of lubricant to use. See Part O Recommended
Fluids and Lubricants on page 6-32.
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If the level is below the
bottom of the filler plug
hole, you may need to
add some lubricant.

Front Axle

When to Check and Change Lubricant

Refer to the Maintenance Schedule to determine how
often to check the lubricant and when to change it.
See Part A: Scheduled Mainfenance Services on

page 5-4.
How to Check Lubricant

To get an accurate reading, the vehicle should be on a
level surface.

When the differential is cold, add enough lubricant to
raise the level to 1/2 inch (12 mm) below the filler
plug hole.

When the differential is at operating temperature
{warm), add enough lubricant to raise the level to the
bottom of the filler plug hole.

What to Use

Refar to the Maintenance Schedule to determing what
kind af lubricant to uze, See Part 0: Recommended
Fluids and Lubricants on page 6-32.
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Bulb Replacement Headlamps

For any bulb changing procedure not listed in this Sealed Beam Headlamp

ion, dealer.
section, contact your dealer 1. Remove the four

retainer screws and
the refainer.

For the type of bulbs, see Replacement Bulbs on
page 5-61.

Halogen Bulbs

A\ CAUTION:

Halogen bulbs have pressurized gas inside and " T "_"—l"i!'-m“‘
can burst if you drop or scratch the bulb. You or - e
others could be injured. Be sure to read and
follow the instructions on the bulb package.

W
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2. Pull the connactor out Composite Headlamps
1. Open the hood.

and unplug the lamp

2. Remove the two
serews from the
sidemarker/turm
signal lamp.

3. Plug the new lamp into the connector
4. Reverse Steps 1 and 2 to reinstall the headlamp.

5-56
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4, Removea thia screw

I H d[!!‘: 'W ‘H o = located behind the
; ==t = comer reflector
- . to remove the entire

cornear raflector,

|||1||‘q1‘l|1||1

] ""h'!""ﬂr

T

3. Completely remove the sidemarker/turn signal lamp
by pulling out the assembly and disconnecting the
sidemarkerturn signal lamp sockets from the lamp

5-57
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7. Turn the halogen bulb
counterclockwise to
remove it from
the assembly.

8. Install the new bulb into the compeosite assembly by
turning it clockwise until it is completely tightened.

9. Reinstall the composite assembly by installing and
tightening all of the screws previously removed.

5. Remove the remaining three screws, the first one
from the comer reflector pocket and the two
remaining from the composite assembly.

6. Remove the composite assembly.

5-58
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Pull the socket out of the lamp assembly.
Pull the bulb from the socket
Gently push the new bulb into the socket.

Ful the sockel back into the lamp assembly and
turn it clockwise until it locks.

Front Turn Signal Lamps
1. Remove the two screws at the inside edge of the
parking/tum signal lamp assembly.
2, Remove the Iamp assembly.
3. Squeeze the tab on the

~o@o;oa

side of the lamp socket B. Put the parking/turn signal lamp assembly back
while turning the socket inta the vehicle and tighten the screws.
counterclockwise,

558
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Taillamps

1. Open the rear door.

2. Remove the two
screws from behind
the door,

3. Pull out the taillamp assembly so you can see the
socket,

5-60
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4. Press the tab and Replacement Bulbs
turn the socket

counterclockwise to

remove the socket from 5“:‘"“" Lamp Bulb Number
the bezel. If the socket alogen Headlamps HEO54
does not have a Sealed Beam
tab. tumm the socket Halogen Headlamps Composite | 8006 {Low Beam)
counterclockwise Halogen Headlamps Composite | 9005 (High Beam)
to remove the socket Parking, Turn Signal Lamps 3157NA
from the bezal.

Rear. Stoplamps 2087

Sidemarker Lamps 194

Back-Up Lamps 1156

For any bulb not listed here, contact your dealer

5. Remove the old bulb from the socket and replace it
with a new one.

6. Reverse Steps 1 through 4 to reinstall the taillamp,
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Windshield Wiper Blade
Replacement

Windshield wiper blades should be inspected at least
twice a year for wear and cracking. See "Wiper

Blade Check” in Al Least Twice & Year on page 6-26 for
more information.

To replace your windshield
wiper blade inserts, do the
fallowing:

1. Lift the wiper arm away from the windshield.

2. Pinch the two tabs on the wiper arm and slide the
insert out of the biade,

3. Slide the new one in place.

Make sure the tabs are Incked into position. See Mormal
Maintenance Replacement Paris on page 5-104 for
the proper type of replacement blade.
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Tires

Your new vehicle comes with high-quality tires made by
a leading tire manufacturer. If you ever have questions
about your tire warranty and where to obtain service,
see your GMC Warranty booklet for details.

CAUTION: (Continued)

A\ CAUTION:

Poorly maintained and improperly used tires
are dangerous.
® Overloading your tires can cause
overheating as a result of too much
friction. You could have an air-out and a
serious accident. See “Loading Your
Vehicle" in the Index.

CAUTION: (Continued)

* Underinflated tires pose the same danger
as overloaded lires. The resulting accident
could cause serious injury. Check all tires
frequently to maintain the recommended
pressure. Tire pressure should be checked
when your tires are cold,

® Overinflated tires are more likely to be
cut, punctured or broken by a sudden
impact — such as when you hit a pothole.
Keep tires at the recommended pressure.

®* Worn, old tires can cause accidents.

If your tread is badly worn, or if your tires
have been damaged, replace them.
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Inflation — Tire Pressure

The Cerification/Tire label, which is on the rear edge of
the driver's door, shows the correct inflation pressures
for your tires when they're cold, “Cold" means your
vehicle has been sitting for at least three hours or driven
rno more than 1 mile (1.6 km),

Notice: Don’t let anyone tell you that underinflation
or overinflation is all right. It's not. If your tires
don't have enough air (underinflation), you can get
the following:

% Too much flexing
Too much heat
Tire overloading
Bad wear

Bad handling

Bad fuel economy

it your tires have too much air (overinflation),
you can get the following:

% Unusual wear

% Bad handling

* Rough ride

® Needless damage from road hazards

¢ & ¢ &9

When to Check

Check your tires once a month or more.

Don't forget your compact spare tire. It should be at
60 psi (420 kPa).

How to Check

Use a good guality pocket-type gage to check fire
pressure. You cant tell if your tires are properly inflated
simply by looking al them. Radial tires may look
properly inflated even when they're undennflated.

Be sure to put the valve caps back on the valve stems.
They help prevent leaks by keeping out dirt and moisture.

Tire Inspection and Rotation

Tires should be rotated every 6,000 to 8,000 miles
{10 000 to 13 000 km).

Any time you notice unusual wear, rotate your fires
as soon as possible and check wheel alignment.
Also check for damaged tires or wheels, See When It
Is Time for New Tires on page 5-66 and Wheel
Replacement on page 5-69 for more information.
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Make sure the spare tire is stored securely, Push,
pull, and then try to rotate or turn the tire, If it moves,
use the ralchet'wheel wranch to tighten the cable.
See Changing a Flat Tire on page 5-71

The purposa of regular rotation Is o achieve more
unifarm wear for all ires on the vehicle. The first rotation
Is the most imporiant. See “Part A: Scheduled
Maintenance Services," in Section 6, for scheduled
rotation intervals.

&eS—

»

“

Whan rotating your fires, always use the correct rotation
patterns shown hera,

Don't include the compact spare tire in your fire rotation.

After the fires have been rotated, adjust the front and rear
inflation pressures as shown on the Certification/Tire
label. Make certain that all wheel nuts are properly
tightenad. See "Wheel Nut Torgue” under Capacities and
Specifications on page 5-99.

4\ CAUTION:

Rust or dirt on & wheel, or on the paris to
which it Is fastened, can make wheel nuts
become loose after a time. The wheel could
coma off and cause an accident. When you
change a wheel, remove any rust or dirt from
places where the wheel attaches to the vehicle.
In an emergency, you can use a cloth or a
paper towel to do this; but be sure to use a
scraper or wire brush later, if you need to,

to get all the rust or dirt off. See “Changing a
Flat Tire" in the Index.
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When It Is Time for New Tires

One way to tell when it's
time for new tires is to
check the treadwear
indicators, which will
appear when your tires
have only 1/16 inch
{1.6 mm) or less of
fread remalning.

Some commercial truck
tires may nol have
treadwear indicators.

You need a new tire if any of the following statements
are frue;

s ‘You can see the indicators at three or more places
around the tire.

s You can see cord or fabric showing through the
lire's rubber,

® The tread or sidewall is cracked, cut or snagged
deep enough to show cord or fabric.

s The tire has a bump, bulge or split.

® The tire has a puncture, cut or other damage that
can'l be repaired well because of the size or
location of the damage.

Buying New Tires

To find out what kind and size of fires you need,
look at the Certification/Tire label.

The tires installed on your vehicle when it was new had
a Tire Performance Criteria Specification (TPC Spec)
number on each tire's sidewall. When you get new tires,
get ones with that same TPC Spec number. That way
your vehicle will continue to have tires that are designed
to give proper endurance, handling, speed raling,
traction, ride and other things during normal service

on your vehicle. If your tires have an all-season tread
design, the TPC number will be followed by an “MS™
{for mud and snow).

Il you ever replace your tires with those not having a
TPGC Spec number, make sure they are the same
size, load range, speed rating and construction type
(bias, blas-belted or radial) as your original tires.
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A CAUTION:

Mixing tires could cause you to lose control
while driving. If you mix tires of different sizes
or types (radial and bias-belted tires), the
vehicle may not handle properly, and you
could have a crash. Using tires of different
sizes may also cause damage to your vehicle.
Be sure to use the same size and type tires on
all wheels. It's all right to drive with your
compact spare temporarily, it was developed
for use on your vehicle. See "Compact Spare
Tire"” in the index.

/N CAUTION:

If you use bias-ply tires on your vehicle, the
wheel rim flanges could develop cracks after
many miles of driving. A tire and/or wheel
could fail suddenly, causing a crash. Use only

radial-ply tires with the wheels on your vehicle.

Uniform Tire Quality Grading

Quality grades can be found where applicable on the
tire sidewall between tread shoulder and maximum
section width. For example:

Treadwear 200 Traction AA Temperature A

The following information relates to the system
developed by the United States National Highway
Traffic Safety Administration, which grades tires by
treadwear, traction and temperature performancea.
{This applies enly 1o vehicles sold in the United States.)
The grades are molded on the sidewalls of most
passenger car tires. The Uniform Tire Quality Grading
system does not apply 1o deep tread, winter-type
snow tires, space-saver or temporary use spare tires,
tires with nominal rfim diameters of 10 1o 12 Inches
{25 to 30 cm), or to some limited-production tires.

While the tires available on General Motors passenger
cars and light trucks may vary with respect 1o thess
grades, they must also conform to federal safety
requirements and additional General Motors Tire
Ferformance Critaria (TPC) standards.
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Treadwear

The treadwear grade is a comparative rating based on
the wear rate of the tire when tested under controlled
conditions on a specified government test course.

For example, a tire graded 150 would wear one and

a half (1.5) times as well on the government course as
a tire graded 100. The relative performance of tires
dapends upon the actual conditions of their use,
however, and may depart significantly from the nom
due to varations In driving habits, service practices
and differences in road characteristics and climate.

Traction — AA, A, B, C

The traction grades, from highest to lowest, are AA, A,
B, and C. Those grades represent the tire's ability

to stop on wet pavement as measured under controlled
conditions on specified government test surfaces of
asphalt and concrete. A tire marked C may have poor
traction performance. Warning: The traction grade
assigned to this tire Is based on straight-ahead braking
traction tests, and does not include acceleration,
cormnering, hydroplaning, or peak traction characteristics.

Temperature - A, B, C

The lemperature gradss are A (the highest), B, and C,
representing the tire's resistance to the generation

of heat and its ability to dissipate heat when tested
under controlled conditions on a specified indoor
laboratory test wheel, Sustained high temperature

can cause the material of the tire to degenerale and
reduce tire life, and excessive temperature can lead to
sudden tire fallure. The grade C corresponds to a
level of performance which all passenger car tires must
meet under the Federal Mator Vehicle Safety Standard
Mo. 109, Grades B and A represent higher levels of
performance on the laboratory test wheel than the
minimum required by law.

Warning: The temperature grade for this tire is
established for a tire that is properly inflated and

notl averloaded. Excessive speed, underinflation, or
excessive loading, either separately or in combination,
can cause heat buildup and possible tire failure.
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Wheel Alignment and Tire Balance

The wheels on your vehicle were aligned and balanced
carefully at the factory to give you the longest fire life
and best overall performance.

Scheduled wheel alignment and wheel balancing are
nol needed. However, if you notice unusual tire wear or
your vehicle pulling one way or the other, the alignment
may need to be reset. if you notice your vehicle
vibrating when driving on a smooth road, your wheels
may need to be rebalanced.

Wheel Replacement

Replace any wheel that is bent, cracked or badly
rusted or corroded. If wheel nuts keep coming loose,
the wheel, wheel bolts and wheel nuts should be
replaced. If the wheel leaks air, replace it (except some
aluminum wheels, which can sometimes be repaired).
See your dealer If any of these conditions exist.

Your dealer will know the kind of wheel you need.

Each new wheel should have the same load-carrying
capacity, diameter, width, offset and be mounted
ihe sama way as the one |t replaces.

If you need to replace any of your wheels, whael boits
or wheel nuts, replace them only with new GM
original equipment parts. This way, you will be sure to
have the right wheel, wheel bolts and wheel nuts for
wour vehicle

A\ CAUTION:

Using the wrong replacement wheels, wheel
bolts or wheel nuts on your vehicle can be
dangerous. It could affect the braking and
handling of your vehicle, make your tires lose
air and make you lose control. You could have
a collision in which you or others could be
injured. Always use the correct wheel, wheel
bolts and wheel nuts for replacement.

Notice: The wrong wheel can also cause problems
with bearing life, brake cooling, speedometer or
odometer calibration, headlamp aim, bumper height,
vehicle ground clearance and tire or tire chain
clearance to the body and chassis.

See Changing a Flat Tire on page 5-71 for more
infermation.
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Used Replacement Wheels

/\ CAUTION:

Putting a used wheel on your vehicle is
dangerous. You can't know how it's been used
or how far it's been driven. It could fail suddenly
and cause a crash. If you have to replace a
wheel, use a new GM original equipment wheel.

Tire Chains

Notice: Use tire chains only where legal and only
when you must, Use only SAE Class "5" type chains
that are the proper size for your tires. Install them
on the rear axle tires and tighten them as tightly

as possible with the ends securely fastened.

Drive slowly and follow the chain manufacturer’s
instructions. if you can hear the chains contacting
your vehicle, stop and retighten them. If the contact
continues, slow down until it stops. Driving too

fast or spinning the wheels with chains on will
damage your vehicle.

If a Tire Goes Flat

I's unusual for a tire to "blow out” while you're driving,
aspecially if you maintain your tires properdy. If air

goes out of a tire, it's much more likely to leak out
slowly, But if you should ever have a "blowoul”, here are
a few lips about what 1o expect and what to do.

It & front tire fails, the flat tire will create a drag that
pulls the vehicle toward that side. Take your toot off the
accelerator pedal and grip the sleering wheel firmly
Steer to maintain lane position, and then gently brake to
a stop well out of the traffic lane.

A rear blowout, particularly on a curve, acts much like &
skid and may require the same correction you'd use

in a skid. In any rear blowout, remave your foot from the
accelerator pedal. Gel the vehicle under control by
steering the way you want the vehicle to go. It may be
very bumpy and noisy, but you can sfill steer, Gently
brake to a stop — well off the road if possible.

If a lire goes flat, the next part shows how to use your
jacking equipment to change a flat tire safely.
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Changing a Flat Tire

If a lire goes flal, avoid further tire and wheel damage
by driving slowly to a level place. Tum on your hazard
warning flashers.

o
/\ CAUTION: N
Changing a tire can cause an injury. The
vehicle can slip off the jack and roll over you

or other people. You and they could be badly
injured. Find a level place to change your tire.
To help prevent the vehicle from moving:

1. Set the parking brake firmly. The following steps will tell you how to use the jack
2. Put the shift lever in PARK (P). a0d change &-1re
3. Turn off the engine.
4

. Put the wheel blocks at the front and rear
of the tire farthest away from the one
being changed. That would be the tire
on the other side of the vehicle, at the
opposite end.
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Removing the Spare Tire and Tools

2. Remove the wheel blocks by tuming the top nut
counterclockwise. Remove the nul and washer,
then pull the wheel blocks off the boit.

The jacking equipment you'll need is stored by your

vehicle's rear doors, along the passenger's side wall, 3. Push down on the bolt and remove the hooked end

o from the slot. Slide the jack toward the front of the
1. Remove the jack cover by pulling it away from vehicle and lift it from the mounting. Remove
the side wall and down to release the tabs the extension and the ratchet from the pouch.

secunng the top of the cover.

572
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The ratchet has an
LIP side,

It also has a DOWN side.

Your compact spare tire is stored underneath the
rear of your vehicle, You will use the ratchet
and extension to lower the compact spare tira.
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4. Attach the ratchet to the extension, with the DOWN
side facing you. The extension has a socket end
and a fiat chisel end.

5. Futthe flat end of the extension on an angle through
the hole in the rear door frame, above the bumper.
Be sure the flat end connects into the hoist shaft,

f. Turn the ratchet counterclockwise fo lower the
compact spare lire to the ground. Keep turning

the ratchet until the spare tire can be pulled out from

undear the wvehicla.

. When the tire has

been lowered, till the
retainer plate al

the end of the cable
and pull it through
the wheel opening.

8. Pull the tire out from under the vehicle,

Notice: To help avoid vehicle damage, do not drive
the vehicle before the cable is restored.
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B

The tools you'll be using include the jack (A), wheel
blocks (B}, extension (C) and ratchet (D).

Removing the Wheel Covers

You will have to take off the hub caps o reach the
whesl nuts.

To remove the hub cap from the aluminum wheel, fit the
llat end of the extension into the notch. Then, remove
tha center cap.
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Removing the Flat Tire and Installing
the Spare Tire
1. Before you start, block the front and rear of the

tire farthest away from the one being changed.
Then put your compact spare tire near the flat tire.

4\ CAUTION:

Getting under a vehicle when it is jacked up is
dangerous. If the vehicle slips off the jack you
could be badly injured or killed. Never get under
a vehicle when it is supported only by a jack.

2. With the DOWN side facing you, tum the
ratchet and socket to loosen all the wheel nuts
counterclockwise, Don’t remove them yet.

PN CAUTION: 3. The jack has a bolt on the end, Attach the socket
end of the extension to the jack balt.

Raising your vehicle with the jack improperly
positioned can damage the vehicle and even
make the vehicle fall. To help avoid personal
injury and vehicle damage, be sure to fit the
jack lift head into the proper location before
raising the vehicle.
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Front Position
4, Attach the ratchet to the extension with the UP side

facing you. A. Front Jack Location
5. Turn the ratchet clockwise. That will raise the jack B. Jack
lift head a little C. Raichet and Extension

6. Posilion the jack under the vehicle.
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Rear Position

7. Haise the vehicle by luming the ratchet clockwise,

A, Rear Jack Location Make sure the UP mark faces you. Raise the
B. Jack vehicle far enough off the ground so there is enough
reom for the compact spare tire to fit undemeath

C. Ratchet and Extansion the wheeal weall

B. Hemove all the wheel nuts and take off tha flat tire.
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8. Remowve any rust or dirt from the wheel bolts, 10, Put on the compact spare tire. Fut the nuts on by
mounting surfaces and spare wheel. hand. Make sure the cone-shaped end is toward
the wheel. Tighten each nut by hand until the wheel

is held against the hub. If a nut can't be turned

o By hand, use the extension and see your dealer as
.& CAUTlﬂ'N. s00n as possible.

Rust or dirt on the wheel, or on the parts to
which it is fastened, can make the wheel nuts
become loose after a time. The wheel could
come off and cause an accident. When you
change a wheel, remove any rust or dirt from
the places where the wheel atlaches to the
vehicle, In an emergency, you can use a cloth
or a paper towel! to do this; but be sure to use
a scraper or wire brush later, if you need to,
to get all the rust or dirt off.

A CAUTION:

11. Lower the vehicle by turning the ratcheat
counterclockwise. Lower the jack completely,

Never use oil or grease on studs or nuts. If you
do, the nuts might come loose. Your wheel
could fall off, causing a serious accident.
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12. Tighten the wheel nuts Notice: Improperly tightened wheel nuts can lead
firmly in a crisscross to brake pulsation and rotor damage. To avoid
L sequence as shown. expensive brake repairs, evenly tighten the wheel
{ 1 a‘ Turn the ratchet nuts in the proper sequence and to the proper torque
fie 6 clockwise with the specification. See “Capacities and Specifications”
|I ] LIP mark facing youl, in the index for the wheel nut torque specification.
'“QME & 4}/ 13. Remove the wheel blocks.
—8 - Notice: Wheel covers won't fit on your compact
spare. If you try to put a wheel cover on your
compact spare, you could damage the cover or

the spare.

/N CAUTION:

Incorrect wheel nuts or improperly tightened
wheeal nuts can cause the wheel to come loose
and even come off. This could lead to an
accident. Be sure to use the correct wheel
nuts. If you have to replace them, be sure to
get new GM ocriginal equipment wheel nuls.
Stop somewhere as soon as you can and have
the nuts tightened with a torgue wrench to the
proper torque specification. See “Capacities
and Specifications” in the Index for wheel nut
torque specification.
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Storing a Flat or Spare Tire and Tools

A\ CAUTION:

Storing a jack, a tire, or other equipment in the
passenger compartment of the vehicle could
cause injury. In a sudden stop or collision,
loose equipment could strike someone.

Store all these in the proper place.

1. Put the flal tire on the ground at the rear of the
vehicle with the valve stem pointed down.

2 Tilk the retainer plate downward and through the
wheel opening. Make sure it is fully seated across
the underside of the wheel. Attach the ratchet,
with the UP side facing you, to the extension.

3. Put the flat end of the extension on an angle

through the hole In the rear door frame, above

the bumper.

The compact spare is lor temporary use only.
Replace the compact spare tire with a full-size tire
as soon as you can. Seg Compact Spare Tire

on page 5-82. See the storage instructions label to
restore your compact spare properly.

. Raise the tire fully against the underside of the

vehicle by turning the ratchet/wheel wrench until
you hear twa clicks or feel it skip twice. The spare
tire hoist cannot be overtightened.

. Make sure the tire is stored securely. Push, pull,

and then ry (o rotate or tum the tire. [T the tire
moves, use the ratchet/wheel wrench to tighten

the cable.
Return the jacking equipment to its proper location.
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Compact Spare Tire

Although the compact spare tire was fully inflated when
yaur vehicle was new, it can lose air atter a time.
Check the inflation pressure regularly. It should be

&0 psi (420 KPa).

After installing the compact spare on your vehicle,

you should stop as soon as possible and make sure
your spare tire is correctly inflated. The compact spare
is made to perform well at speeds up to 65 mph

{105 km/'h) for distances up to 3,000 miles (5 000 km),
50 you can finish your trip and have your full-size

tire repaired or replaced where you want. Of course,

it's best to replace your spare with a full-size tire as soon
as you can. Your spare will last longer and be in good
shape in case you need it again,

Notice: When the compact spare Is installed, don't
take your vehicle through an automatic car wash
with guide rails. The compact spare can get caught
on the rails. That can damage the tire and wheel,
and maybe other parts of your vehicle.

Don't use your compact spare on other vehicles.

And don't mix your compact spare tire or wheel with
other wheels or tires. They won't fit. Keep your spare fire
and its whesl togethar

Notice: Tire chains won't fit your compact spare.
Using them can damage your vehicle and can
damage the chains too. Don't use tire chains on
your compact spare.
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Appearance Care

Remember, cleaning products can be hazardous.
Some are toxic. Others can burst into flames il you
strike a maftch or get them on a hot part of the vehicle
Some are dangerous if you breathe their fumes n

a closed space. When you use anything from a
container to clean your vehicle, be sure to follow the
manufacturer's warnings and Instructions. And always
open your doors or windows when you're cleaning
the inside.

Never use these to clean your vehicle:
* [Gasoling

* Benzene

* Maphtha

¢ (Carbon Tetrachloride

® Acelone

® Paint Thinner

® Turpentine

* Lacquer Thinner

* Mall Polish Remowver

They can all be hazardous — some more than
others —and they can all damage your vehicle, loo.

Don't use any of these unless this manual says you
can. In many uses, these will damage your vehicle:

® Alcohol
* Laundry Soap
® Hleach

* Heducing Agents

Cleaning the Inside of Your Vehicle

Use a vacuum cleaner often 1o gel rid of dust and
loose dirl. Wipe vinyl, leather, plastic and painted
surfaces with & clean, damp cloth.

Fabric/Carpet

Your dealer has cleaners for the cleaning of fabric
and carpet. They will clean normal spots and stains
very well.

You can get GM — approved cleaning products from
your dealer, See GM Vehicle Care/Appearance
Malerials on page 5-89.
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Here are some cleaning tips:

Always read the instructions on the cleaner |abel.

Clean up stains as soon as you can — before
they sel.

Caretully scrape off any excess stain.

Use a clean cloth or sponge, and change to a clean
area often. A soft brush may be used if stains are
stubborn.

It a ring forms on fabric after spot cleaning,
clean the entire area Immediately or it will set.

Using Cleaner on Fabric

1. Vacuum and brush the area to remove any loase dirt,

. Always clean a whole trim panel or section.

Mask surrounding trim along stiteh or welt lines.
Follow the directions on the container label.

4, Apply cleaner with a clean sponge. Don't salurate

the material and don't rub it roughly.

. As soon as you've cleaned the section, use a

sponge to remove any excess cleanear,

. Wipe cleaned area with a clean, water-dampened

towel or cloth,

. Wipe with a clean cloth and let dry.

Special Fabric Cleaning Problems

Stains caused by such things as catsup, coffee (black),
eqgg, fruit, fruit juice, milk, soft drinks, vomit, urine
and blood can be removed as follows:

1. Carelully scrape off excess stain, then sponge the
soiled area with cool water,

2. If a stain remains, follow the cleaner instructions
described earlier.

3. If an odor lingers after cleaning vomit or uring,
treal the area with a water/baking soda solution:
1 teaspoon (5 ml) of baking soda to 1 cup (250 mi)
of lukewarm waler.

4, Let dry.

Stains caused by candy, lce cream, mayonnaise, chili
sauce and unknown stains can be removed as follows:

1. Carefully scrape off excess stain.
2. Clean with cool water and allow to dry completely.

3. If a stain remains, follow the cleaner instructions
described sarlier,
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Vinyl
Use warm water and a clean cloth

® Rub with a clean, damp cloth to remove dirt.
You may have to do this more lhan once,

* Things like tar, asphalt and shoe polish will stain if

you don't get them off quickly. Use a clean cloth
and vinylleather cleaner. See your dealer for
this product,

Leather

Use a soft cloth with lukewarm water and a mild soap or
saddle soap and wipe dry with a soft cloth. Then, let
the leather dry naturally. Do not use heat to dry.
* For stubbomn stains, use a leather cleaner. See your
dealer for this product
* flever use oils, varnishes, solvent-based or abrasive
cleaners, fumiture palish or shoe polish on leather,

®* Sailed or stained leather should be cleaned

immediately. If dirt is allowed to work into the finish,
it can harm the leather.

Top of the Instrument Panel

Lise only mild scap and water to clean the top surfaces
of the instrument panel. Sprays containing silicones

or waxes may cause annoying reflections in the
windshield and even make it difficult 1o see through the
windshield under certain conditions.

Interior Plastic Components

Use only a mild soap and water solution on a soft cloth
ar sponge. Commercial cleaners may affect the
surface finish.

Glass Surfaces

Glass should be cleaned often. GM Glass Cleaner

or & liquid household glass cleaner will remove normal
tobacco smoke and dust films on Interior glass.

See GM Vehicle Care/Appearance Materials on

page 5-89.

Notice: Don't use abrasive cleaners on glass,
because they may cause scrafches. Avoid placing
decals on the inside rear window, since they may
have to be scraped off later. If abrasive cleaners are
used on the inside of the rear window, an electric
defogger element may be damaged. Any temporary
license should not be attached across the

defogger grid.
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Care of Safety Belts
Keep belts clean and dry.

A\ CAUTION:

Do not bleach or dye safety belts. If you do,
it may severely weaken them. In a crash,
they might not be able to provide adequate
protection. Clean safety belts only with mild
soap and lukewarm water.

Weatherstrips

Silicong grease on weatherstrips will make them last
longer, seal betler, and not stick or squeak. Apply
silicone grease with a clean cloth at least every six
months. During very cold, damp weather more frequent
apphcation may be required, See Part D: Recommended
Fluids and Lubricants on page 6-32.

Cleaning the Outside of Your Vehicle

The paint finish on your vehicle provides beauly, depth
of color, gloss retention and durability.

Washing Your Vehicle

The best way to preserve your vehicle's finish is to keep It
clean by washing it often with lukewarm or cold water,

Don't wash your vehicle in the direct rays of the sun.
Use a car washing soap, Don't use strong soaps

or chemical detergents. Be sure to rinse the vehicle
well, removing all scap residue completely. You can get
GM-approved cleaning products from your dealer.

=ee GM Vehicle Care/Appearance Materials on

page 5-89. Don't use cleaning agents that are petrolaum
based, or that contain acid or abrasives. All cleaning
agents should be flushed promptly and not allowed

to dry on the surface, or they could stain. Dry the finish
with a soft, clean chamois or an all-cotton towel to
avoid surface scratches and water spotting.

High pressure car washes may cause waler to enter
your vehicle.

Cleaning Exterior Lamps/Lenses

Use only lukewarm or cold water, a sofl cloth and a
car washing soap to clean exterior lamps and lenses.
Follow instructions under *Washing Your Vehicle.”

5-86
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Finish Care

Occasional waxing or mild polishing of your vehicle by
hand may be necessary to remove residue from the
paint finish. You can get GM-approved cleaning products
from your dealer. See GM Vehicle Care/Appearance
Matanals on page 5-89.

If your vehicle has a "basecoat/clearcoat” paint finish.
The clearcoat gives more dapth and gloss to the colored
basecoat. Always use waxes and palishes that are
non-abrasive and made for a basecoat/clearcoal

paint finish,

Notice: Machine compounding or aggressive
polishing on a basecoat/clearcoat paint finish may
dull the finish or leave swirl marks.

Foreign matenals such as calcium chloride and other
salts, ice melting agents, road cil and tar, tree sap, bird
droppings, chemicals from industrial chimneys, etc., can
damage your vehicle’s finish if they remain on painted
surfaces. Wash the vehicle as soon as possible. If
necessary, use non-abrasive cleaners that ara marked
gafe for painted surfaces to remove forgign maltler.

Exterior painted surfaces are subject to aging, weather
and chemical fallout that can lake their toll over a

period of years. You can help to keep the paint finish
looking new by keeping your vehicle garaged or covered
whenevar possible

Protecting Exterior Bright Metal Parts

Bright metal parts should be cleaned regularly to keep
their luster. Washing with water is all that is usually
neaded. However, you may use chrome polish on
chrome or stainless steel tnim, if necessary.

Use special care with aluminum trim. To avoid damaging
protective trim, never use auto or chrome polish,

stearn or caustic soap to clean aluminum, A coating of
wax, rubbed to high polish, is recommended for all
bright matal parts.

Windshield and Wiper Blades

If the windshield is not clear after using the windshield
washer, or if the wiper blade chatters when running, wax,
sap or other material may be on the blade or windshield.

Clean the outside of the windshield with a full-strength
glass cleaning liquid. The windshield is clean if beads
do not form when you rinse it with water.

Grime from the windshield will stick to the wiper blades
and affect their performance. Clean the blade by wiping
vigorously with a cloth soaked in full-strength windshield
washer solvent. Then rinse the blade with water.

Check the wiper blades and clean them as necessary,
replace blades that look wom.
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Aluminum Wheels

Keep your wheels clean using a soft clean cloth
with mild soap and water. Rinse with clean water,
After rinsing tharoughly, dry with a soft clean towel.
A wax may then be applied.

The surface of these wheels is similar to the painted
surface of your vehicle. Don't use strong so0aps,
chemicals, abrasive polishes, abrasive cleanars,
cleanars with acid. or abrasive cleaning brushes on
them because you could damage the surface.

Do not use chrome polish on aluminum wheels,

Don't take your vehicle through an automatic car wash
that has silicone carbide lire cleaning brushes, Thesea
brushes can also damage the surface of these wheels.

Tires
To clean your lires, use a stiff brush with tire cleaner.

Notice: When applying a tire dressing, always take
care to wipe off any overspray or splash from all
painted surfaces on the body or wheels of the
vehicle. Petroleum-based products may damage
the paint finish and tires.

Sheet Metal Damage

If your vehicle is damaged and requires shest metal
repair or replacement, make sure the body repair shop
applies anti-corrosion material to parts repaired or
replaced to restore comosion protection.

Original manufacturer replacement parts will provide the
corrosion protection while maintaining the warranty.

Finish Damage

Any stone chips, fractures or deep scraitches in the
finish should be repaired right away, Bare metal
will corrode guickly and may develop inte major
repair expense.

Minor chips and scratches can be repaired with touch-up
materials avaliable from your dealer or other service
outlets. Larger areas of finish damage can be corrected
in your dealer's body and paint shop.
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Underbody Maintenance

Chemicals used for ice and snow removal and dust
contral can collect on the underbody. If these are not
removed, accelerated corrosion (rust) can oocur on

the underbody parts such as fuel lines, frame, lloor pan
and exhaust system even though they have corrosion
protection.

At least every spring, flush these materials from the
underbody with plain water. Clean any areas where mud
and debris can collect. Dirt packed in close areas of

the frame should be lnosened before being flushed.

Your dealer or an underbody car washing system can
do this for you,

Chemical Paint Spotting

Some weather and atmospheric conditions can create a
chemical fallout. Airborme pollutants can fall upon and
attack painted surfaces on your vehicle. This damage can
take two forms; blotchy, ringlet-shaped discolorations,
and small irreqular dark spots etched into the paint
surface.

Although no defect in the paint job causes this, GM will
repair, at no charge to the owner, the surfaces of

new vehicles damaged by this fallout condition within
12 months or 12,000 miles (20 000 km) of purchase,
whichever occurs first.

GM Vehicle Care/Appearance
Materials

See your GM dealer for more information on purchasing
the following products.

GM Vehicle Care/Appearance Materials

Description Usage
Polishing Cloth Imteror and exterior
Wax-Treated polishing cloth.

Tar and Road Qil Removes far, road oil

Remover and asphalt.

Chrome Cleaner U=ze on chrome or

and Polish stainless sleel.

White Sidewall Removes soill and black

Tire Cleaner marks from whitewalls,
Cleans vinyl tops,

Vinyl Cleaner uphalstery and
conveartible {ops.
Remaves dirt, grime,

Class Clearier smoke and fingerprints.
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GM Vehicle Care/Appearance Materials

(cont'd)

GM Vehicle Care/Appearance Materials
(cont'd)

Description

Usage

Description

Usage

Chrome and Wire
Wheel Cleaner

Remaoves dirt and grime
from chrome wheels and
wire wheel covers.

Finish Enhancer

Removes dust,
fingerprints, and surface
contaminants, Spray on
wipe off.

Wash Wax Concentrate

Madium foaming
shampoo. Cleans and
lightly waxes.
Biodegradable and
phosphafe free.

Swirl Remover Paolish

Removes swirl marks,
fine scratches and
other light surface
contamination.

Spot Lifter

Quickly and easily
removes spots and stains
from carpets, vinyl and
cloth upholstany.

Cleaner Wax

Remaves light scratches
and protects finish.

Odor Eliminator

Odorless spray odor
eliminator used on
fabrics, vinyl, leather
and carpet.

Foaming Tire Shine
Low Gloss

Cleans, shines and
protects in one easy step,
no wiping necessary.

See your General Motors parts department for these
products. See Parf D: Recommended Fluids and

Lubricants on page 6-32.

Downloaded from www.Manualslib.com manuals search engine



http://www.manualslib.com/

Vehicle Identification

Vehicle Identification Number (VIN)

= IR AMAE

_—I SAMPLE4LUX1MOT 2675 _

This is the legal identifier for your vehicle. It appears on
a plate in the front cormer of the instrument panel, on
the driver's side. You can see it if you look through the
windshield from outside your vehicle. The VIN also
appears on the Vehicle Certification and Service Parls
labels and the certificates of title and registration.

Engine ldentification

The Bth character in your VIN is the engine code.
This code will help you identify your engine,
specifications and replacement paris.

Service Parts |dentification Label

You'll find this label on the front passenger door frame.
I's very helpful if you ever need to order parts. On this
label is:

s vour VIN,

* the model designation,

® paint information and

® alist of all production options and special equipment.

Be sure that this label i not removed from tha
vehicle,
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Electrical System

Add-On Electrical Equipment

Notice: Don't add anything electrical to your vehicle
unless you check with your dealer first. Some
electrical equipment can damage your vehicle and
the damage wouldn’t be covered by your warranty.
Some add-on electrical equipment can keep other
components from working as they should.

Your vehicle has an air bag systaem. Before attempting lo
add anything electrical to your vehicle, see Servicing
Your Air Bag-Equipped Vehicle on page 1-69.

Headlamp Wiring

The headlamp wiring is protected by a circuit breaker in
the lamp switch. An electrical overload will cause the
lamps to flicker on and off, or in some cases to remain
off. If this happens, have your headlamp wiring
checked right away.

Windshield Wiper Fuses

The windshield wiper motor is protected by a circuit
breaker and a fuse. If the motor overheats due o heavy
snow, etc., the wiper will stop until the motor cools.
Although the circuit is protected from electrical overload,
overload due to heavy snow, etc., may cause wiper
linkage damage. Always clear ice and heavy snow

from the windshield before using the windshield wipers.
It the overload is caused by some alectrical problam
and not snow, etc., be sure to get it fixed.

Power Windows and Other
Power Options

Circuit breakers in the fuse panel protect the power
windows and other power accessories. When the
current load is too heavy, the circuil breaker opens and
closes, protecting the circuit until the problem is fixed
or QDes AWaY.

5-92
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Fuses and Circuit Breakers

The wiring circuits in your vehicle are protected from
short circuits by a combination of fuses, circuit breakers
and fusible thermal links. This greatly reduces the
chance of fires caused by electrical problems.

Look at the silver-colored band inside the fuse. If the
band is broken or melted, replace the fuse. Be sure you
replace a bad fuse with a new one of the identical

size and rating.

Spare fuses and a fuse puller are located in the
underhood fuse block. You can remove fuses with

the fuse puller. Remember to replace any of the spare
fuses you use, so you will have some if you ever
need them again.

It you ever have a problem on the road and don't have
a spare fuse, you can horrow one that has the same
ampearage. Just pick some feature of your vehicle

that you can get along without - like the radio or
cigarette lighter — and use its fuse, if it is the comect
amperage. Replace it as soon as you can.

There are two fuse blocks in your vehicle: one is inside
the vehicle and one is in the engine compartment.

Instrument Panel Fuse Block

The fuse block is located on the lower portion of the
instrument panel on the driver's side.
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Fuse/Circuit
Breaker
.1

Usage

StopTum/Mazard Lamps,

Center High Mounted Stop Lamp,

Anfi-Lock Brakes
Radio Accy, Rear Seat
Audio Controls

Fuse/Circuit
Breaker

3

n

Usage

Courtesy Lamps, Glove Box Lamp,
Dome Reading Lamps, Vanity Mirror
Lamps, Courtesy Lamps

Daytime Running Lamps Relay,
Instrument Panel Cluster

Rear Defogger

Crulse Module, Truck Body Control
Module, Instrument Panel Cluster,
Cruise Control Switch,
Electrochromic Mirror

Power Outlets, DLC,

Subwoofer Amplifier

Crank Circuit Fuse, Park/Neutral
Switch, Starter Enabler Relay
License Plate Lamp, Tallamps,
Parking Lamps, Ashiray Lamp,
Panel Lights, Trailer Taillamps,
Front and Rear Sidemarker Lamps,
Door Switch lllumination, Headlamp
Switch lllumination, Rear Seat
Audio NMumination, Truck Body
Control Module

5-84
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Fuse/Circuit
Breaker
10
11
12

13

14

15
16

Usage

Air Bag System

Mot Used

L, M1, M2 Blower Motor, Rear Air
Conditioning Relay Coll, Front Cont.
Temp. Door Motor, HI Blower Relay,
Defogger Timer Coil

Cigarette Lighter, Door Lock
Switches, Dutch Door

Release Module

Cluster Mum, Climate Controls,
Chime Module, Radio [llumination,
Hear Heal Switch lllumination, Hear
Wipar/Washer Switch lllumination,
Rear Liftgate Switch lllumination,
Remaote Cassette lllumination,
Ovarhead Console, Truck Body
Contral llumination

Truck Body Module, Headlamp Relay
Front Tum Signals, Rear Turn
Signals, Trailer Turn Signals,
Back-Up Lamps, Brake Transmission
Shift Interlock Solenoid

Fuse/Circuit
Breaker
17
18

19

20

21
22
23
24

Usage

Fronl Wipers, Front Washer Pump
VCM-ign 3, VCM-Brake, Cruise
Stepper Motor Signal, ATC Module
Instrument Panel Radio: ATC
{Main Feed), 2000 Series (Standby)
PRMNDLCdometer, TCC Enable and
PWM Solenoid, Shift A and Shift B
solenoids, 3-2 Downshift Solenoid,
Instrument Fanel Cluster, VG
Module

Powr Adjust Mirrors

Mot Used

Rear Wiper, Rear Washer Pump
Mot Lised

(Circuil Breaker) Power Door Lock
Relay, 6-Way Power Seats

(Circuit Breaker) Power Windows
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Underhood Fuse Block

The underhood fuse block is located toward the rear
of the engine compartment on the driver's side of
the vehicle.

Lift the hood and open the cover to gain access (o this
fuse block

A fuse puller is included in the underhood fuse block
You will also find spare fuses.

5-96
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Feed Usage
AUX B Lipfitter Battery Fead
ALK A Upfitter Accessory Feed
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Relays Usage

A/C Relay RearfHeat and Air Conditioning
(Rear Heat
and AG)
Upfitter-ACCY  Upfitter Accessory
Relay
Slarter Enable Starier
Relay
A/C Enable  Air Conditioning
Relay
Headlamps  Headlamps
Ralay
Fuel Pump Fuel Pump
Relay

Fuse/Circuit Usage
Breaker
UPFITTER-  Upfitter Battery Power Stud,
BATT Trailer Winng Harness

UPFITTER-  Upfitter Accessory Relay
ACCY
Spare Mot used
Spare Mot Lused

Fuse/Circuit
Breaker
Spare
ECM-1B

HORN
A/C COMP

RR HTR/AC
ATC
FRT HVAC
ENG-I

IGN-E
ECM-I

Blank
RH HDLMP
LH Headlamp
Blank
Blank

Usage

Not used

Fuel Pump Relay and Moior, WVCM,
Qi Pressure Switch/Sender

Horn Relay and Hom

Air Conditioning Enable Relay and
Compressar

Hear Heater and Air Conditioning
Active Transfer Case-L Van

Front Healer and Air Conditioning
Oxygen Sensors, Camshaft Position
Sansor, Mass Air Flow Sensor,
Evaporative Emission Canister
Vent Solenoid

Air Conditioning Enable Relay Coil
Fual Injectors 1-6, Crankshaft
Position Sensot, VCM, Coil Driver
Module (EST), Ignition Coil

Mot Used

Right Headlamp

Left Headlamp

Mot Used

Not Used
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Fuse/Circuit Usage

Breaker

DIODE-1 Air Conditioning
Blank Mot Used
Blank Mot Lised
Blank Mot Used

LIGHTING Courtesy Fuse, Power Adjust
Mirrors Fuse, Truck Body Control
Battery Fuse
BATT Power Accessory Circuit Breaker,
Stop/Hazard Fuse, Auxiliary Power
Fuse, Cigarette Lighter Fuse, Radio
Battery Fuse

Fuse/Circuit
Breaker
IGN A
IGN B
ABS
Blank
HAP

HTD MIR/
RR DEFOG

Usage

Starter Relay, Ignition Switch
Ignition Switch

Electronic Brake Contral Module
MNot Used

Radio Accessory, Powar Windows

Rear Window Defogger,
Climate Control Head

5-98
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Capacities and Specifications

Please refer to Part D: Recommended Fluids and Lubricants on page 8-32 for more information. See refrigerant
charge label under the hood for charge capacity information and reguirements.

Engine Specifications

Wheel Mut

Engine RPO Transmission | Spark Plug Gap Firing Order Torque

v " - 0.060 inches 140 Ib it

Vorec" 4300 VE MF LU3 M30 (1.52 mm) 1-6-5-4-3-2 190 Nem

*Micro Fuel InjectionTire Pressures — See Loading Your Vehicle on page 4-29.
Capacities and Specifications
Capacities
Application English Metric
Quantity without Rear Heater 13.5 quarts 1281L
Cuantity with Bear Heater 16.5 quarts 156 L
Engine Cil with Filter 4.5 guarts 43L
Fuel Tank 27.0 galions 1018L
Transmission Fluid (Drain and Refill) 5.0 guars AT L
5-99
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Capacities and Specifications (cont’d)

Capacities
Application English Metric

Differential Fluid

Front Axle 2.6 pints 1.21L

Rear Axle 3.5 pints 1.7L
Refrigerant Type 134a

Front A/C 2.25 Ibs. 1.02 kg

Front and Rear A/C 3.0 Ibs. 1.36 kg

more infarmation.

All capacities are approximate. When adding, be sure to fill to the appropnate level, as recommended in this
manual. recheck the fluid level after filling. See Part D Recommended Fluids and Lubricants on page 6-32 for

5-100
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Normal Maintenance Replacement Parts

Replacement part numbers listed in this section are based on the latest infermation available al the time of printing,
and are subject to change. If a part listed in this manual is not the same as the part used in your vehicle when it
was built, or if you have any questions, please contact your GM truck dealer.

Par Number
Engine Qil Filter PF47"
Engine Air Cleaner/Filter A1163C*
Positive Crankcase Ventilation (PCV) Valve CV769C"
Spark Plugs 41-932°
Fuel Filter GF481°

Wiper Blades (Front) .
Type rico 22110158
Length 18 inches (45.7 cm)

Wiper Blades (Rear) T 25454396
nco 3

Type
Length 14 inches (35.5 cm)

* ACDelco ™ part number

5101
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# NOTES
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Maintenance Schedule

Introduction

IMPORTANT:
KEEP ENGINE OIL
AT THE PROFER
LEVEL AND CHANGE AS
RECOMMENDED

Protection
Plan

Have you purchased the GM Protection Plan? The Plan
supplements your new vahicle warranties. Sae your
Warranty and Owner Assistance booklet or your dealer
for gatails

Your Vehicle and the Environment

Froper vahicle maintenance nat only helps to keep vour
vehicle in good working condition, bul also helps the
environmeant. All recommended maintenance proceduras
are important. Improper vehicle maintenance can

aeven affect the quality of the air we breathe. Improper
fluid levels aor the wrong tire inflation can increase

the level of emissions from your vehicla, To help protect
aur environment, and to keep your vehicle in good
condition, please maintain your vehicle properly.

Maintenance Requirements

Maintenance intervals, checks, inspections and
recommended fluids and lubricants as prescribed in
this manual are necassary to keep your vahicle in good
working condition. Any damage caused by failure to
follow recommended maintenance may not be coverad
by warranty
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How This Section is Organized

This maintenance schedule is divided inio five parts:

“Part A: Scheduled Maintenance Services" explains
whal 1o have done and how often. Some of these
services can be complex, so unless you are technically
qualified and have the necessary eguipmeant, you
should let your dealer's service department or another
nualified service center do these jobs.

A\ CAUTION:

Performing maintenance work on a vehicle

can be dangerous. In trying to do some jobs,
you can be seriously injured. Do your own
maintenance work only if you have the required
know-how and the proper tools and equipment
for the job. If you have any doubt, have a
qualified technician do the work.

If you want to get the service information, see Service
Publications Ordering Informalion on page 7-11.

“Part B: Owner Checks and Services" tells you what
should be checked and when. It also explains what
you can easily do to help keep your vehicle in

good condition.

“Parl C: Periodic Mainienance Inspections” explains
important inspections that your dealer's service
department or another gualified service center

should perform,

“Part D: Recommended Fluids and Lubricants” lists
some recommended products necessary to help

keep your vehicle properly maintained. These products,
ar their eguivalents, should be used whether you do
the work yourself or have it done.

“Part E: Maintenance Record” i= a place for you (o
record and keep track of the maintenance performed
on your vehicle. Keep your maintenance receiplts.
Thay may be needed to qualify your vehicle for
warranty repairs.
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Part A: Scheduled Maintenance
Services

In this pan are scheduled maintenance services which
are to be performed at the mileage intervals specified.

Using Your Maintenance Schedule

We at General Motors want to help you to keep
your vehicle in good working condition, But we don'l
know exactly how you'll drive it. You may drive

short distances only a few times a week. Or you may
drive long distances all the time in very hot, dusty

weather. You may use your vehicle in making deliveries.

Or you may drive it to work. to do errands or in many
other ways.

Because of all the differanl ways people use their
vehicles, maintenance needs vary. You may need more
frequent checks and replacements. So please read

the following and note how you drive, if you have any

guestions on how to keep your vehicle in good condition,

see your dealer.

This part tells you the maintenance services you should
have done and when you should schedule them.

When you go o your dealer for your service needs,
you'll know that GM-trained and supported service
people will perform the work using GM parts.

The proper fluids and lubricants to use are listed in
Fart D. Make sure whosver services your vehicle uses
them. All parts should be replaced and all necassary
repairs done before you or anyone else drives the
vehicle,

These schedules are for vehicles that:

* carry passengers and cargo within recommended
limits. You will find these limits on your vehicle’s
Certification/Tire label. See Loading Your Vehicle
on page 4-23.

¢ arg driven on reasonable road surfaces within
driving lirmits.

o yse the recommended fuel, See Gasoline Octane
on page 5-5.

-4
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Selecting the Right Schedule

First vou'll need to decide which of the two schedules
is right for your vehicle. Here's how to decide which
schedule to follow:

Short Trip/City Definition

Follow the Shart Trip/City Scheduled Maintenance if any
one of these conditions is true for your vehicle:

* Most trips are less than 5 miles (8 km). This is
particularly important when outside temperatures
are below freezing.

* Most trips include extensive idling (such as frequent
driving in stop-and-go traffic).

* You frequently tow a trailer or use a carrier on lop
of your vehicle.

* |f the vehicle is used lor delivery service, police,
taxi or other commercial application,

One of the reasons you should follow this schedule if
you operate your vehicle under any of these conditions
is that these conditions cause engine ol fo break

down Sooner.

Short Trip/City Intervals

Every 3,000 Miles (5 000 km): Engine Oil and Filter
Change {(or 3 months, whichever occurs first). Chassis
Lubrication {or 3 months, whichever occurs first).
Drive Axle Fluid Check.

Every 6,000 Miles (10 000 km): Tire Rotation,

Every 15,000 Miles (25 000 km): Engine Air

Cleaner Filter Inspection, if driving in dusty conditions.
Front Wheel Bearing Repack (two-wheel drive only)

{or at each brake relining, whichever occurs first).
Automatic Transmission Service {severa conditions only).

Every 30,000 Miles (50 000 km): Engine Air Cleanar
Filter Replacement. Fuel Filter Replacemeant,

Every 50.000 Miles (83 000 km): Aulomatic
Transmission Service (normal conditions).
Transfer Case Fluid Change.

Every 100,000 Miles (166 000 km): Spark Plug Wire
Inspection. Spark Plug Replacement. Positive
Crankcase Ventilation (PCV) Valve Inspection,

Every 150,000 Miles (240 000 km): Cooling System
Sarvice (or every 60 months, whichever occurs
first). Engine Accessory Drive Belt Inspection.

Thase intervals only summarize maintenance Services.
Be sure fo follow the complete scheduled maintenance
on the following pages.
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Long Trip/Highway Definition

Follow this scheduled maintenance only if none of

the conditions from the Short Trip/City Scheduled
Maintenance are true. Do nol use this schedule if the
vehicle is used for trailer towing, driven in a dusty area
or used off paved roads. Use the Short Trip/City
schedule for these conditions.

Driving a vehicie with a fully warmed engine under
highway conditions will cause engine oil o break
dewn sfower,

Long Trip/Highway Intervals

Every 7,500 Miles (12 500 km): Engine Oil and Filter
Change (or every 12 months, whichever occurs first),
Chassis Lubrication (or 12 months, whichever

occurs first), Drive Axle Fluid Check. Tire Rotation.

Every 15,000 Miles (25 000 km): Automatic
Transmission Service (severe conditions only).

Every 30,000 Miles (50 000 km): Fuel Filter
Heplacemant. Engine Alr Cleaner Filler Replacement.
Front Wheel Bearing Repack (two-wheel drive only)
{or at each brake relining, whichaver accurs first).

Every 50,000 Miles (83 000 km): Automatic
Transmission Service (normal conditions).
Transfer Gase Fluid Change.

Every 100,000 Miles (166 000 km): Spark Plug Wire
Inspection. Spark Plug Replacement. Positive
Crankcase Ventilation (PCV) Valve Inspection,

Every 150,000 Miles (240 000 km): Cooling Systam
Service (or every 60 months, whichever occurs first).
Engine Accessory Drive Belt Inspection.

These intervals only summarize maintenance services.
Be sure to follow the complete scheduled maintenance
on the following pages.

B-6
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Short Trip/City Scheduled
Maintenance

The services shown in this schedule up to 100,000 miles
(166 000 km) should be repealed after 100,000 miles
{166 000 km) at the same intervals for the life of

this vehicle, The services shown at 150,000 miles

(240 000 km) should be repeated at the same interval
after 150,000 miles (240 000 km) for the life of this
vehicle.

See Part B: Owner Checks and Services on page 6-26
and Part C: Periodic Maintenance Inspeclions on
page 6-30.

Footnotes

T The L.5. Environmental Frotection Agency or the
California Afr Rezources Board has defermined that the
fallure to perform this maintenance ftam will not nullify
the emission warranty or limit recall liability prior to

the completion of the vehicle's useful life. We, however,
urge that all recommended mainignance services be
performed at the indicated intervals and the
maintenance be recorded.

# Lubricate the front suspension, ball joints and kingpin
bushings, steering linkage, parking brake cable
guides and brake pedal springs.

+ A good ime to check your brakes is during Hre
fofation. See Brake System (nspechion on page 6-31,

3,000 Miles (5 000 km)

J Change engine oil and filter {or every 3 months,
whichever occurs first), An Emission Conirol Service.

4 Lubricate chassis components (or every 3 months,
whichever occurs first), (See fooinate #,)

d Check rearfront axle fluid level and add fluid as
needed. Check constant velocily joints and axie seals
for leaking.

6,000 Miles (10 000 km)

J Change engine ail and filter (or every 3 months,
whichever occurs first). An Emission Confrol Service.

J Lubricate chassis components (or every 3 months,
whichever occurs lirst). (See foolnofe #)

d Check rear/front axle fluid level and add fluid as
needed. Check constant velocily joints and axle seals
for leaking.

O Rotate tires. See Tire Inspection and Rotation on
page 5-64 for proper rotation pattern and additional
information, (See footnote +.)

9,000 Miles (15 000 km)

4O Change engine oil and filter (or every 3 months,
whichever occurs first). An Emission Control Service.

4 Lubricate chassis components {or every 3 months,
whichever occurs first), (See foothote #.)

0 Check rear/front axle fluid level and add fiuid as
needed. Check constant velocity joints and axle seals
for leaking.
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12,000 Miles (20 000 km)

U Change engine oil and filter {or avery 3 months,
whichever occurs first). An Emission Confrol Service,

. Lubricate chassis components (or every 3 months,
whichever occurs first). {See foofnote &)

1 Check rearfront axle fiuid levael and add fiuid as

needed. Check constant velocity jaints and axle seals
for leaking.

L Rotate tires. See Tire Inspection ard Rotation on
page 5-64 for proper rotation pattern and additional
information, (See footnote +.)

15,000 Miles (25 000 km)

d Change engine oil and filter {or every 3 months,
whichever occurs first). An Emission Control Service,

O Lubricate chassls components {(or every 3 months,
whichever occurs first). {See foofnate #.)

4 Inspect engine air cleaner filter if you are driving in
dusty conditions. Replace filter if necessary.
An Emission Control Service. (See footnote 1.)

4 Check rearffront axle fivid level and add fluid as
needed. Check constant velocity joints and axle seals
for leaking.

d For Two-Wheel-Drive vehicles only: Clean and repack
the front wheel bearings {or at each brake relining,
whichever occurs first).

d Change automafic iransmisslon fluid and filter if the
vehicle is mainly driven under one or more of these
conditions:

- In heavy city traffic where the outside
temperature regularly reaches 90°F (32°C)
or higher.

— In hilly or mountainous terrain,

- When deing frequent trailer towing.

— Uses such as found in taxi, police or delivery
SEervice,

If vou do not Lse your vehicle under any of these
conditions, change the fluid and filter every
50,000 miles (83 000 km).

18,000 Miles (30 000 km)

J Change engine oll and filter {or every 3 months,
whichever occurs first). An Emission Control Service.

U Lubricale chassis components (or every 3 months,
whichever occurs first), (See fooinote £.)

I Check rearfront axie fluid level and add fuid as
neaded. Check constant velocity joints and axle seals
for leaking.

0 Rotate tires. See Tire Inspection and Rotation on
page 5-64 for proper rotation paltern and additional
information. (See fooinote +.)

6-8
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21,000 Miles (35 000 km)

3 Change engine ail and filter (or every 3 months,
whichever occurs first). An Emission Conirol Service,

J Lubricale chassis components {(or every 3 months,
whichever occurs first). (See footnote #.)

2 Check rearffront axle fluid level and add fluid as
needed. Check constant velocity joints and axie seals
for leaking.

24,000 Miles (40 000 km)

- Change engine oil and filter (or every 3 months,
whichaver occurs first). An Ervssion Conirol Service,

- Lubricate chassis components (or every 2 months,
whichaver occurs first). (See foolnole #.)

- Check rearffronl axle fiuid level and add fluid as
needed. Check constant velocity joints and axle seals
for leaking.

- Rotate tires. See Tire nspection and Raofation on
page 5-64 for proper rotation patlerm and additional
information. (See footnote +.)

27,000 Miles (45 000 km)

1 Change engine oil and filter (or every 3 months,
whichever occurs first). An Emission Control Service.

L] Lubricate chassis components {or every 3 manths,
whichever occurs first). (See footnofe #.)
0 Check rear/front axle fluid level and add fluid as

needed. Check constant velocity joints and axle seals
for leaking.

30,000 Miles (50 000 km)

0 Change engine oil and filter (or every 3 months,
whichever oceurs first). An Emission Contral Service,

0 Lubricate chassis components {or every 3 months,
whichever occurs first). (See footnote &)

d Check rearfront axle fluid level and add fluid as
needed, Check constant velocity joints and axle seals
for leaking.

a1 For Two-Wheel-Drive vehiclas only: Clean and rapack
the front wheel bearings (or at each brake relining,
whichever accurs first).

J Replace fuel filter. An Emission Contral Service.
fSee footnote 1.)

1 Replace engine air cleaner filter. An Emission Control
Service.
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4 Change automatic transmission fluid and filter if the 36,000 Miles {Eﬂ 000 km}
vehicle is mainly driven under one or more of these

conditions: Jd Change engine oil and filter {or every 3 months,

— In heavy city traffic where the outside whichever oceurs first). An Emission Control Sarvica.
tamperature regularly reaches 90°F (32°C) -l Lubricate chassis components (or every 3 months,
or higher, whichever occurs first), (See foothole #.)

— In hilly or mountainous tarrain. - Rolale tires. See Tire Inspection and Rotation on

page 5-64 tor proper rotation pattern and additional

- When doing frequent trailer towing. information. (See footnote +.)

- Uses such as found in taxi, police or delivery 1 Check rear/front axle fluid level and add fluid as
service. needed. Check constant velocity joints and axle seals

If you do not use your vehicle under any of these for leaking.

conditions, change the flufd and fiffer eve s

50,000 miles (83 000 km), L 39,000 Miles (65 000 km)

1 Rotate tires. See Tire Inspection and Rotation on d Change engine oil and filter (or every 3 months,
page 5-64 for proper rotation pattern and additional whichever occurs first), An Emission Control Sarvice.
infarmation. (See footnole +.) I Lubricate chassis components (or every 3 months,

3310.0{1 Miles {55 000 km) whichever occurs first). (See footnaote £.) .

, d Check rear/front axle fluid level and add fluid as

- Change engine oil and filter (or every 3 menths, . needed. Check constant velocity joints and axle seals

whichever occurs first), An Emission Conirol Service, for leaking.

J Lubricate chassis components (or every 3 months,
whichever occurs first). (See footnote #.)

J Check rearfront axle fluid level and add fiuid as
needed. Check constant velocity joints and axle seals
for leaking.

6-10
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42,000 Miles (70 000 km)

U Change engine oll and filter (or every 3 months,
whichever occurs first). An Emission Control Service.

U Lubricate chassis components {or every 3 months,
whichever occurs lirst). (See feolnole #.)

O Check rearffront axle fluid level and add fluid as
needed, Check constant velocity joints and axle seals
for leaking.

J Rotate tires. See Tire Inspection and Rotation on
page 5-64 for praper rotation pattern and additional
informaltion. (See foolnote +.)

45,000 Miles (75 000 km)

0 Change engine oil and filter (or every 3 months,
whichever occurs first). An Emission Control Senvice.

- Lubricale chassis components {or every 3 months,
whichever occurs first). (See fooinole £.)

U Check rear/front axle fluld level and add fluld as
needed, Check constant velocity joints and axle seals
for leaking.

4 For Two-Wheel-Drive vehicles only: Clean and repack
the front wheel bearngs (or at each brake relining,
whichever ocours first)

d Change automnatic transmission fiuid and filter if the
vehiclke is mainly driven under one or more of these
conditions;

~ In heavy city traffic where the outside
temperature regularly reaches 90°F {32°C)
or higher,

— I hilly or mountainous terrain.

— When doing frequent trailer towing.

- Uses such as found in taxi, police or delivery
Senvice,

- Inspect engine air cleaner filter if you are driving
in dusty conditions, Replace filter if necessary.
An Emission Control Senvice. (See footnote 1.)

If you do not use your vehicle under any of these
conditions, change the fiuid and filter every
50,000 miles (83 000 km).
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48,000 Miles (80 000 km)

U Change engine oil and filter (or every 3 months,
whichever occurs first). An Emission Confrol Service.

4 Lubricate chassis components (or every 3 months,
whichever occurs lirst). (See footnote &)

4 Check rearffront axle fluid level and add fiuid as

needed, Check constant velocity joints and axle seals
for leaking.

0 Rotate tires. See Tire Inspection and Rotation on
page 5-64 tor proper rotation pattern and additional
information, {See foofnate +.)

50,000 Miles (83 000 km)

4 If you haven't used your vehicle under severe service
conditions listed previously and, therefore, haven't
changed your automalic transmission fluld, change
both the fiuid and filtar,

0 Change transfer cass fluid.

51,000 Miles (85 000 km)

4 Change engine oll and filter (or every 3 months,
whichever occurs first). An Emission Controf Service.

J Lubricate chassis components (or every 3 months,
whichever occurs first), (See fooinote #.)

- Check rear/front axle fluid level and add fluid as
needed. Chack constant velocity joints and axle seals
fior leaking.

54,000 Miles (90 000 km)

J Change engine oil and filter (or every 3 months,
whichewver occurs first). An Emission Confrol Service.

o Lubricate chassis components (or every 3 months,
whichaver occurs first). (See footnote #.)

o Check rear/front axle fiuid level and add fluid as
needed, Check constant velocity joints and axle seals
for leaking.

1 Rotate tires. See Tire Inspechion and Rotation on
page 5-64 for proper rotation patierm and additional
information. {See footnofe +.)

B6-12
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57,000 Miles (95 000 km)

U Change engine oll and filter (or every 3 months,
whichever occurs first), An Emission Confrol Service,

) Lubricate chassis components (or every 3 months,
whichever occurs first). (See footnole #.)

J Check rearfiront axle fluid level and add fluid as
negded. Check constant velocity joints and axle seals
for leaking.

60,000 Miles (100 000 km)

- Change engine oil and filter (or every 3 months,
whichaver occurs first), An Emission Contral Sanvice.

U Lubricale chassis components (or every 3 months,
whichever occurs first), (See footnote #.)

IJ Check rear/front axie fluld level and add fluid as
needed. Check constant velocity joints and axle seals
for leaking.

1 For Two-Wheel-Drive vehicles only: Clean and repack
the front wheel bearings (or at each brake relining,
whichewver occurs first).

1 Change automatic transmission fiuid and filter if the
vehicle is mainly driven under one or more of lhese
conditions:

— |n heavy city traffic where the outside
temperature regularly reaches 90°F (32°C)
or higher,

— In hilly or mountainous terrain.

-~ When doing frequent trailer towing.

- Uses such as found in taxi, police or delivery
sanvice,

If you do not use your vehicle under any of these

conditions, change the fiuid and filter every

50,000 miles (83 000 km).

1 Heplace fuel fiker. An Emission Control Service.
{See footnote t.)

U Replace engine air cleaner filter. An Emission
Control Service.

U Rotate tires. See Tire Inspechon and Rotation on
page 5-64 for proper rotation pattern and additional
information. {See footnote +.)
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63,000 Miles (105 000 km)

1 Change engine oll and filter (or every 3 months,
whichever occurs first). An Emission Control Sanvice.

1 Lubricate chassis components (or every 3 months,
whichever occurs first). (See footnole £.)

3 Check rearffront axle fluid level and add fluid as
needed. Check constant velocity joints and axle seals
far leaking.

66,000 Miles (110 000 km)

1 Change engine oll and filter (or every 3 months,
whichever occurs first). An Emission Confrol Service.

1 Lubricate chassis components {or every 3 months,
whichever ooccurs first). (See footnote #)

A Check rearfront axle fluid level and add fluid as

needed. Check constant velocity joints and axle seals
for leaking.

- Rotate tires. See Tire Inspection and Rotation on
page 5-64 for proper rolation pattern and additional
information. {See footnote +.)

69,000 Miles (115 000 km)
4 Change engine oll and filter {or every 3 months,
whichever occurs first). An Emission Control Service,

o Lubricate chassis components (or every 3 months,
whichever ocours first), (See footnote £)

< Check rear/front axle fluid level and add fluid as
needed. Check constant velocity joints and axle seals
for leaking.

72,000 Miles (120 000 km)
J Change engine oil and filter (or every 3 months,
whichever occurs first). An Emission Conlrol Service.

J Lubricate chassis components (or every 3 months,
whichever occurs firsl). (See foolnole #)

id Check rearfront axle fluid level and add fluid as

needed. Check constant velocity joints and axle seals
for leaking.

1 Rotlate lires. See Tire Inspection and Rotation on
page 5-64 for proper rotation pattern and additional
infarmation. {See footnofte +.)
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75,000 Miles (125 000 km)

1 Change engine oll and filter (or evary 3 months,
whichever ocours first). An Emission Conlrol Service.

0 Lubricate chassis components (or every 3 months,
whichever oceurs first), (See footnole #.)

J For Two-Wheel-Drive vehicles only: Clean and repack
the front wheel bearings (or at each brake relining,
whichever ocours first).

J Change automatic transmission fluid and filter if the
vehicle is mainly driven under one or more of these
conditions:

In heavy city traffic where the outside
temperature regularly reaches 90°F (32°C)
or higher.

I

I

In hilly or mountainous terrain.

When doing frequent trailer towing.

Uses such as found in taxi, police or delivery

sService.

If you do not use your vehicle under any of these

conditions, change the fluid and filter every

50,000 miles (83 000 km,).

4 Inspect engine air cleaner filter if you are driving
in dusty conditions. Replace filter if necessary.
An Emission Control Service. {See footnole 1.)

- Check rear/front axle fluid level and add fluid as

needed. Check constant velocity joints and axle seals

for leaking.

78,000 Miles (130 000 km)

0 Change engine oil and filter (or every 3 months,
whichever occurs first). An Emission Control Service.

J Lubricate chassis components (or every 3 months,
whichever occurs first). (See footnote #.)
- Check rear/fronl axle fiuid level and add fluid as

nesded, Check constant velocity joints and axie seals
for leaking.

J Rotale lires. See Tire Inspection and Rotation on
page 5-64 for proper rotation pattern and additional
information. {See footnofe +.)

81,000 Miles (135 000 km)

- Change engine oll and filter (or every 3 months,
whichever ccours first). An Emission Contral Service.

4 Lubricate chassis components (or every 3 months,
whichever occurs first). (See foolnole #.)
1 Check rearfront axie fluid level and add fluid as

needed. Check constant velocity joints and axle seals
for leaking.
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84,000 Miles (140 000 km) 90,000 Miles (150 000 km)

4 Change engine oil and filter {or every 3 months, - Change engine oil and filter {or every 3 months,
whichever occurs first). An Emission Cantrol Service, whichever occurs first). An Emission Control Service.

O Lubricate chassis components (or every 3 months, d Lubricate chassis components (or every 3 months,
whichever ocours first). (See foolnole #) whichevear occurs first), (See foofnote £.)

1 Check rearffront axle fluid level and add fluid a= J Check rearffront axle fiuid level and add fluid as
needed. Check constant velocity joints and axle seals needed, Check constant velocity joints and axle seals
for leaking. for leaking.

J Rotate tires. See Tire Inspection and Rotation on 1 For Two-Wheel-Drive vehicles only: Clean and repack
page 5-64 tor proper rotation pattern and additional the front wheel bearings (or al each brake relining,
information. (See footnote +.) whichever occurs first).

£ < Change automatic transmission fluid and filter if the

87,000 Miles (145 000 km) vehicle is mainly driven under one or mare of these

J Change engine oil and filter (or every 3 months, conditions:
whichever occurs first). An Emission Control Service, — In heavy city traffic where the outside

J Lubricale chassis components (or every 3 months, temperature regularly reaches 90°F (32°C)
whichever occurs first), (See footnote £) or higher.

d Check rearffront axle fluid level and add fluid as — In hilly or mountainous terrain,
needed. Check constant velocity joints and axie seals — When doing frequent trailer towing.
for leaking.

— Uses such as found in taxi, police or delivery
SEMVICE.

If vou do hot use your vehicle under any of these
conditions, change the fluid and filter every
50,000 miles (83 000 km).

6-16
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1 Replace fuel fiter. An Emission Control Service.
(See footnote 1.)

J Replace engine air cleaner filter. An Emission
Control Service.

J Holate lires. See Tire Inspection and Rotation on
page 5-64 for proper rotation pattern and additional
infarmation. {See footnote +.)

93,000 Miles (155 000 km)

J Change engine oil and filter (or every 3 months,
whichever occurs first). An Emission Control Service.

J Lubricate chassis components (or every 3 months,
whichever occurs first). (See footnote #.)

- Check rear/front axle fluid level and add fiuid as
needed. Check constant velocity joints and axle seals
for leaking.

96,000 Miles (160 000 km)

U Change engine oil and filter {or every 3 months,
whichever occurs first). An Emission Confrol Service.

U Lubricate chassis components (or every 3 months,
whichever occurs first). (See foofnote #.)

4 Check rear/front axle fluid level and add fluid as
needed. Check constant velocity joints and axle seals
for Ieaking.

- Rotate tires. See Tire Inspection and Aotation on
page 5-64 for proper rotation patterm and additional
information. (See footnofe +.)

99,000 Miles (165 000 km)

d Change engine oll and filter {or every 3 months,
whichever occcurs first), An Emission Coniral Service,

lJ Lubricate chassis components (or every 3 months,
whichever occurs first). (See footnote #.)

1 Cheack rear/front axle fluid level and add fluid as
needed. Check constant velocity joints and axle seals
for leaking.
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100,000 Miles (166 000 km)

1 Inspect spark plug wires. An Emission Control
Service,

1 Replace spark plugs. An Emission Control Service.

A If you haven'l used your vehicle under severa sarvice
conditions listed previously and, therefore, haven't
changed your autormatic transmission fluid, change
both the fluid and filker.

d Change transfer case fluid,

d Inspect Posilive Crankcase Ventilation (PCV) valve.
An Emission Control Service.

150,000 Miles (240 000 km)

2 Drain, flush and refill cooling system {or every
&80 months since last service, whichever oocurs first).
See Engine Coolant on page 5-28 for whal (o use,
Inspect hoses. Clean radiator, condenser, prassure
cap and neck. Pressure test cooling system and
pressure cap.An Emission Control Service.

d Inspect engine accessary drive bell,
An Emission Control Sanvice.

Long Trip/Highway Scheduled
Maintenance

The services shown in this schedule up to 100,000 miles
{166 000 km) should be repeated afier 100,000 miles
{166 000 km) at the same intervals for the life of

this vehicle. The services shown at 150,000 miles

(240 000 km) should be repealed at the same interval
after 150,000 miles (240 000 km) for the life of this
vehicle.

See Part B: Owner Checks and Services on page 6-26
and Pard C. Perfodic Maintenance Inspections on

page 6-30.
Footnotes

t The U.5. Environmental Protection Agency or the
California Air Resources Board has determined that the
failure to perform this maintenance fem will mot nullify
the amission warranty o imit recall labiity prior fo

the completion of the vehicle's useful life. We, however,
urge that all recommended maintenance services be
performed al the indicaled intervals and the
maintenance be recorded,

# Lubricate the front suspension, ball joints and kingpin
bushings, steering linkage and transfer case shift linkage,
parking brake cable guides and braxe pedal springs.

+ A good fime to check your brakes is during tire
rotation. See Brake System Inspection on page 6-31.
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7,500 Miles (12 500 km)

- Change engine cil and filter (or every 12 months,
whichever occurs first). An Emission Control
Senvice.

3 Lubricate chassis components (or avery 12 months,
whichever occurs first). (See footnote #).

- Check rear/front axle fluid level and add fluid as
needed. Check constant velocity joints and axle seals
tor leaking.

J Rotate tires. See Tire Inspection and Rotation on
page 5-64 for proper rotation pattern and additional
intormation. (See footnole +).

15,000 Miles (25 000 km)

- Change engine oil and filter (or every 12 months,
whichever occurs first), An Emission Control Service.

d Lubricate chassis componenis (or every 12 months,
whichever occurs first), (See fooinote #),

Jd Check rear/front axle fluid level and add fluld as
needed. Check constant velocity joints and axie seals
for leaking.

U Change automatic transmission fluid and filter if the
vehicle is mainly driven under one or more of these
conditions:

- In heavy city traffic where the outside
temperature regularly reaches 80°F (32°C)
or higher.

— In hilly or mountaincus temrain.

— When doing frequent trailer towing.

- Uses such as found in taxi, police or delivery
service.

It you do not use your vehicle under any of these
conditions, change the Nluid and filter every
50,000 mites (83 000 km).

1 Rotate tires, See Tire Inspecfion and Rotation on
page 5-64 for proper rotation pattern and additional
information. (See footnote +).
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22,500 Miles (37 500 km)

J Change engine oil and filter (or every 12 months,
whichever occurs first), An Emission Confrol Service.

d Lubricate chassis components {or every 12 months,
whichever occurs first). (See foolnote #).

Jd Check rearfront axle fluid lewvel and add fluid as
needed. Check constant velocity joints and axle seals
tor leaking.

- Rotate tires. See Tire Inspection and Rotation on
page 5-64 for proper rotation pattern and additional
information. {See footnote +).

30,000 Miles (50 000 km)

U Change engine cil and filter (or every 12 months,
whichever occurs first), An Emission Conlrol Service,

O Lubricate chassis components (or every 12 months,
whichever occurs first). (See footnote #).

J Checl rearfront axle fluid level and add fluid as
needed. Check constant velocity joints and axle seals
for leaking.

1 For Two-Wheel-Drive vehicles only: Clean and repack
the Trent wheel bearings [or at each brake relining,
whichever ooccurs first).

4 Change automatic transmission fluid and filter if the
vehicle is mainly driven under one or more of these
conditions:

- In heavy city traffic where the outside
temperature regularly reaches 90°F (32°C)
or higher.

— In hilly or mountainous terrain.
- When doing frequent trailer towing,

— Uses such as found in taxi, police or delivery
service.

If you do not use your vehicle under any of these
conditions, change the fluid and filter avery

50,000 miles (83 000 km).

- Rotate lires. See Tire inspection and Rofation on

page 5-64 tor proper rotation pattern and additional
information. (See fooinote +).

U Raplace fuel filter. An Emission Conirol Service.,
(See footnote 1).

) Replace engine air cleaner filter. An Emission
Control Service.
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37,500 Miles (62 500 km)

J Change engine oil and filter (or every 12 months,
whichever occurs first). An Emission Control
Service.

J Lubricate chassis components (or every 12 months,
whichewver occurs first). (See foofnote #).

O Check rear/front axle fluid level and add fluid as
needed. Check constant velocity joints and axle seals
for leaking.

1 Rotate tires. See Tire Inspection and Rotation on
page 5-64 for proper rotation pattern and additional
information. (See foolnole +).

45,000 Miles (75 000 km)

4 Change engine oil and filter (or every 12 months,
whichever occurs first). An Emission Control Service

J Lubricate chassis components (or every 12 months,
whichever occurs first). (See footnote #).

- Check rear/front axle fluid level and add fluid as
needed. Check constant velocity joints and axle seals
for leaking.

1 Change automatic transmission fluid and filter if the

vehicle is mainly driven under one or more of these
conditions:

— In heavy city traffic where the outside
temperature regulary reaches 90°F (32°C)
or higher

= In hilly or mountainous terrain.

- When doing frequent traller towing.

- Uses such as found in taxi, police or delivery
sEMVice.

If you do not use your vehicle under any of these
conditions, change the fluid and filter every
50,000 miles (83 000 km).

J Fotate tires, See Tire Inspection and Rotation an
page 5-64 for proper rotation pattern and additional
infarmafion. (See foatnafe +).

50,000 Miles (83 000 km)

4 If you haven't used your vehicle under severe
conditions listed previously and, therefore, haven't
changed your automatic transmission fluid, change
bath the fluid and filter.

U Change transfer case fluid.
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52,500 Miles (87 500 km)

O Change engine oil and filter (or every 12 months,
whichever occurs first). An Emission Conirol Service.

d Lubricale chassis components (or every 12 months,
whichever occurs first), (See footnote #).

Id Check rearffront axle fluid level and add fluid as
needed. Check constant velocity joints and axle seals
tor leaking.

J Rotate tires. See Tire Inspection and Rotation on
page 5-64 for proper rotation pattern and additional
information. {See footnofe +).

60,000 Miles (100 000 km)

U Change engine oil and filter (or every 12 months,
whichevar occurs firgt). An Emission Control Service,

O Lubricate chassis components (or every 12 months,
whichever occurs first). (See footnote #).

1 Check rearffront axle fluid level and add fluid as

needed. Check constant velocity joints and axle seals
for leaking.

1 For Two-Wheel-Drive vehicles only: Clean and repack
the fronl wheel bearings (or at each brake relining,
whichever occurs first).

1 Change automatic transmission fluid and filter if the
vehicle |s mainly driven under one or more of thesa
conditions:

- In heavy city traffic where the outside
temperature regularly reaches 90°F (32°C)
or higher,

— In hilly or mountainous terrain.
— When doing frequent frailer towing.

— Uses such as found in taxi, police or delivery
sarnvice.

If you do not use your vehicle under any of these

conditions, change the fiviad and fiter every

50,000 miles {83 000 km).

1 Rotate tires. See Tire Inspeclion and Haotation on
page 5-64 for proper rotation paltern and additional
information. {See footnole +),

J Replace fuel filter. An Emission Control Service.
{See footmale fl.

J Replace engine air cleaner filter, An Emission
Cantrol Service.
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67,500 Miles (112 500 km) 1 Check rearfront axle fluid level and add fluid as
needed. Check constant velocity joints and axle seals

d Change engine oil and filter {or every 12 months, for leaking,
whichever occurs first). An Emission Conirol _ ; T : P
Sandea O Change automatic transmission fiuid and filter if the
) vehicle is mainly driven under one or more of these

dJ Lubricate chassis components (or every 12 months,
whichever occurs first). (See footnote #).

d Check rearffront axle fluid level and add fluid as
needed. Check constant velocity joints and axle seals
for leaking.

J Rotate tires. See Tire Inspecfion and Rotation on
page 5-64 for proper rotation pattern and additional
information. {See footnote +).

conditions:

In heavy city traffic where the cutside
temperature regularly reaches 90°F (32°C)
or higher.

i

In hilly or mountainous terrain.
When doing frequent trailer towing.
Uses such as found in taxi, police or delivery

F senvice.

75,000 Miles (125 000 I{I'I'I] If you do not use your vehicle under any of these
1 Change engine oll and filter {(or every 12 months, conditions, change the fluid and filter every

whichever occurs first). An Emission Control 50,000 miles (83 000 km).

Service. [ Rotate tires. See Tire Inspection and Rotation on
d Lubricate chassis components (or every 12 months, page 5-64 for proper rotation pattern and additional

whichever occurs first). (See footnote #). information. (See fooinote +).
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82,500 Miles (137 500 km)

iJ Change engline oil and filter {or every 12 months,
whichever occurs first). An Emission Confrol Service.

3 Lubricate chassis components (or every 12 months,
whichever occurs first). (See foofnote #).

d Check rear/front axle fluid level and add fiuid as
needed. Chack constant velocity joints and axle seals
for leaking.

1 Hotate tires. Ses Tire Inspechion and Rofation on
page 5-64 for proper rotation pattern and additional
information. (See footnote +),

90,000 Miles (150 000 km)

O Change engine oil and filter {or every 12 months,
whichever occurs first), An Emission Control Service.

3 Lubricate chassis components (or every 12 months,
whichever occurs first). (See footnote #).

2 Check rearffront axie fluid level and add fluid as
needed. Check constant velocity joints and axle seals
for leaking.

4 For Two-Wheel-Drive vehiclas only: Clean and repack
the front wheel bearings (or at each brake relining,
whichever ocours first).

1 Change automatic transmission fluid and filter if the
vehicle is mainly driven under cne or more of these
conditions:

- |n heavy city traffic where the cutside
temperature regularly reaches 90°F (32°C)
ar higher,

— |n hilly or mountainous terrain.
= When doing frequent trailer towing,

-~ Uses such as found in taxi, police or delivery
sEnice.

if you do not use your vehicle under any of these
conditions, change the fluid and filter avery
50 000 miles (83 000 krm).

LI Replace fuel filtter. An Emission Coniro! Senvice.
(See footnote 1),

J RBeplace engine air cleaner fitter. An Emission
Control Service.

1 Rotate tires. See Tire lnspection and Rotation on
page 5-64 for proper rotation pattern and additional
information. (See footnota +).

6-24

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

97,500 Miles (162 500 km)

J

J

Change engine oil and filter (or every 12 months,
whichever occurs first). An Emission Conltrol Service.

Lubricate chassis components (or every 12 months,
whichever occurs first). (See footnote £).

150,000 Miles (240 000 km)

J Drain, flush and refill cooling system (or every

60 months since last service, whichever occurs first).
See Engine Coolant on page 5-28 for what to use,
Inspect hoses. Clean radiator, condenser, pressure

J Check rear/ffront axle fluid level and add fluid as
needed. Check constant velocity joinis and axle seals
for leaking.

J Rotate tires. See Tire Inspection and Rotation on
page 5-64 for proper rotation pattern and additional
information. {See foatnofe +).

100,000 Miles (166 000 km)

d Inspect spark plug wires. An Emission Control
Service.

-1 Replace spark plugs. An Emission Control Service.

- If you haven't used your vehicle under severe service
conditions listed previcusly and, therefore, haven't
changed your automatic transmission fluid, change
both the fiuid and filter.

- Change transfer case fluid.

J Inspect Positive Crankcase Ventilation (PCV) valve,
An Emission Control Service,

cap and neck. Pressure test the cooling system
and pressure cap. An Emission Control Service.

i Inspect engine accessory drive bell. An Emission
Control Sernvica.
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Part B: Owner Checks and Services

Listed In this part are owner checks and services
which should be parformed at the intervals specified to
help ensure the safety, dependability and emission
contral performance of your vehicle.

Ba sure any necessary repairs are completed at once.
Whenewver any fluids or lubricants are added to your
vehicle, make sure they are the proper onas, as shown
in Part D.

At Each Fuel Fill

It is important for you or a senvice station allendant o
perform these underhood checks at each fuel fill.

Engine Oil Level Check

Check the engine ail level and add the proper il
il necessary. See Engine Oil on page 5-15 for
furthar details.

Engine Coolant Level Check

Check the engine coolant level and add DEX-COOL™
coolant mixture if necessary. See Engine Coolant
on page 5-28 for further details.

Windshield Washer Fluid Level Check

Check the windshield washer fluid level in the windshield
washer tank and add the proper fluid I necessary,

See Windshield Washer Fiuid on page 5-41 for

further details.

At Least Once a Month
Tire Inflation Check

Make sure tires are inflated to the correct pressures,
Don't forget to check your spare tire. See Tires on
page 5-63 for further details,

At Least Twice a Year
Restraint System Check

Make sure the safety belt reminder light and all your belts,
buckles, latch plates, retractors and anchorages are
working properly. Look for any other loose or damaged
safety belt system pans. If you see anything that might
keep a safety balt system from doing its job, have it
repaired. Have any tom or frayed safety belfs replaced,

Also look for any opened or broken air bag coverings,
and have them repaired or replaced. (The air bag
system does not need regular maintenance. )

G-26
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Wiper Blade Check

Inspect wipar blades for wear or cracking. Replace
blade insers that appear worn or damaged or that
streak or miss areas of the windshialkd. Also ses
Cleaning the Outside of Your Vehicle on page 5-86.

Spare Tire Check

At least twice a year, after the monthly inflation check
of the spare tire determines that the spare is inflated to
the correct lire inflation pressure, make sure that the
spare tire is stored securely. Push, pull, and then

try to rotate or turn the tire, If it moves, use the wheel
wrench fo tighten the cable. See Changing a

Flat Tire on page 5-71.

Weatherstrip Lubrication

Silicone grease on weatherstrips will make them last
longer, seal better, and not stick or squeak. Apply
silicone grease with a clean cloth, During very cold,
damp weather more frequent application may be
required. See Part D Recommended Fiuids and
Lubricants on page 6-32.

Automatic Transmission Check

Check the transmission fluid level; add if needed,
See Automatic Transmission Fluid on page 5-25.
A fluid los=s may indicate 8 problem. Check the
system and repair if neadead,

At Least Once a Year
Key Lock Cylinders Service

Lubricate the key lock cylinders with the lubricant
specified in Part D.

Body Lubrication Service

Lubricate all bedy door hinges, the body hood, fuel door
and rear compartment hinges, latches and locks
including interior glove box and console doors, hood
latch assembly, secondary laich, pivots. spring anchor,
release pawl and any moving seat hardware. Lubncate
the hood safety lever pivot and prop rod pivol. Part D
tells you what to use. More freguent lubncation may be
required when exposad o a corrosive environment
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Starter Switch Check

A\ CAUTION:

When you are doing this check, the vehicle
could move suddenly. If it does, you or others
could be injured. Follow the steps below.

1. Before you start, be sure you have enough room
around the vehicla,

2. Firmly apply both the parking brake and the regular

brake. See Parking Brake on page 2-26 il necessary.

Cio not use the accelerator pedal, and be ready o
turn off the engine immediately if it starts.

3. Try to start the engine In each gear. The starter
should work anly in PARK (P) or NEUTRAL (N).
If the starter works in any other position, your
vehicle needs service.

Automatic Transmission Shift Lock
Control System Check

A\ CAUTION:

When you are doing this check, the vehicle
could move suddenly. If it does, you or others
could be injured. Follow the steps below.

1. Before you start, be sure you have enough room
around the vehicle. It should be parked on a lavel
surface.

2. Firmly apply the parking brake. See Parking Brake
on page 2-26 il necessary,

Be ready to apply the regular brake immediately
if the wvehicle begins to movea,

3. With the engine off, tum the key to the RUN
position, but don't start the engine. Without applying
the regular brake, try to move the shift lever out
of PARK (P with normal effart. If the shift lever
moves cut of PARK (P), your vehicle needs service.

6-28
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Ignition Transmission Lock Check

While parked, and with the parking brake set, try to fum
the ignition key to LOCK in each shift lever position.

* The key should turn to LOCK only when the
shift lever is in PARK (P},

* The key should come out only in LOCK,

Parking Brake and Automatic
Transmission Park (P) Mechanism
Check

A\ CAUTION:

When you are doing this check, your vehicle
could begin to move. You or others could be
injured and property could be damaged. Make
sure there is room in front of your vehicle in
case it begins to roll. Be ready to apply the
regular brake at once should the vehicle begin
to move.

Park on a faidy steep hill, with the vehicle facing
downhill. Keeping your toot on the regular brake,
sel the parking brake.

* To check the parking brake's holding ability:
With the engine running and transmission in
NEUTRAL (N), slowly remove foot pressure from
the regular brake pedal. Do this until the vehicle is
held by the parking brake only,

* To check the PARK (P) mechanism's holding
ability: With the engine running, shift to PABK (P).
Then release the parking brake followed by the
regular brake.

Underbody Flushing Service

At least every spring, use plain water to flush any
corrosive materials from the underbody. Take care to
clean thoroughly any areas where mud and other debris
can collect.
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Part C: Periodic Maintenance
Inspections

Listed in this part are inspections and services which
should be performed at least twice a year (for instance,
gach spring and fall). You should let your dealer’s
service depariment or other qualified service centar

do these jobs. Make sure any necessary repairs

are completed at once.

Proper procedures to perform these services may be
found in a service manual. See Service Publications
Ordering Information on page 7-11.

Steering, Suspension and Front
Drive Axle Boot and Seal Inspection

Inspecl the front and rear suspension and steering
system for damaged, loose or missing parts, signs of
wear or lack of lubrication. Inspect the power steeanng
lines and hoses for proper hook-up, binding, leaks,
cracks, chafing, etc, Clean and then inspect the drive
axle boot seals for damage, tears or leakage. Replace
seals if necessary.

Exhaust System Inspection

Inspect the complete exhaust system. Inspect the body
near the exhaust system. Look for broken, damaged,
missing or out-of-position parts as well as open seams,
holes, loose conneclions or othar conditions which
could cause a haat build-up in the floor pan or could let
exhaust fumes into the vehicle. See Engine Exhaust
on page 2-30.

Fuel System Inspection

Inspect the complete tuel system for damage or leaks.

Engine Cooling System Inspection

Inspect the hoses and have them replaced if they

are cracked, swaollen or deterorated. Inspect all pipes,
fittings and clamps; replace as needed. Clean the
outside of the radiataor and air conditioning condenser,
To help ensure proper operation, a pressure test of
the cooling system and pressure cap is recommended
at |least once a year.
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Throttle System Inspection Brake System Inspection

Inspect the throttle system for interference or binding, Inspect the complete system. Inspect brake lines and

and for damaged or missing parts. Replace paris hoses for proper hook-up. binding. leaks, cracks.

as needed. Replace any components that have high chafing, etc. Inspect disc brake pads for wear and

effort or excessive wear. Do not lubricate accelerator rotors for surface condition. Inspect other brake parts,

and cruise control cables. including calipers, parking brake, etc. Check parking
brake adjustment. You may need to have your brakes

Transfer Case and Front Axle inspected more often if your driving habils or conditions

result in frequent braking.

(All-Wheel Drive) Inspection

Every 12 months, or at engine cil change intervals,
check front axle and transfer case and add lubricant
when necessary. A fluid loss could indicate a problem.
Check and have it repairad, if needed. Chack vent
hose at transter case for kinks and proper installation.
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Part D: Recommended Fluids
and Lubricants

Fluids and lubricants identified below by name, part
number or specification may be obtained from your

Usage

FluidlLubricamt

Parking Brake
Cable Guides

Chassis Lubricant (GM Part

Mo, U.S, 12377985, in Canada
88301242, or equivalent) or
lubricant meefing requirements of
NLGI #2, Category LB or GC-LB.

dealer.
Usage Fluid/Lubricant
Engine oil with the American
Petroleum Institute Certified for
Gasoline Engines starburst symbol
Engine Qil of the proper viscosity, To datarmina

the preferred viscosity for your

Power Steering
System

GM Power Steering Fluid
(GM Part No. .S, 10528684, In
Canada 993294, or equivalent).

Automatic
Transmission

DEXRCMN-II Autocmatic
Transmission Fluld.

Multi-Purpose Lubricant, Superube

vehicle's engine, see Engine Oif Eﬁ InIEI%Cr; (GM Part No. U.5. 12346241,
on page 5-15. in Canada 10953474, or equivalent),
BO/ED mixture of clean, dlénﬂ%bla ﬁgaasiss ﬁlétgr%c%a.gnat EI:GMEF’ErI b
: water and use only DEX- L ; N , In Canacda
Engine Coolant | ~oolant See Engine Coalant on E:E.?éﬁmn 88901242, or equivalent) or lubricant
page 5-28. meeting requirements of NLGI #2,
Category LB or GC-LB.
Hydraulic Delco Supremea 11 Brake Fluid - - -
Brake Sysiem | or eguivalent DOT-3 brake fiuid. Wheel bearing lubricant meeling
: : - Frant Wheal requirements of NLGI #2,
Windshield GM Optikleen Washer Solvent ront yhee Cateqgory GC or GC-LB
e Bearings qary
Washer Solvent | or aguivalent. g (GM Part No. U.S. 1051344,
in Canada 983037, or equivalant).
6-32
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Usage Fluid/Lubricant Usage Fluid/Lubricant
SAE 80W-90 Axle Lubricant Hood Latch
Erort. Axla (GM Part Mo, LS. 1052271, Assembly, Lubriplate Lubricant Aerosaol
in Canada 10950849, or Secondary (GM Part No. U.5. 12346293, in
equivalant). Iéah_:h. im}i'ls. ngadatBHE?ﬁE, or Eq'ulvalarl[t] ;Lr
: pring Anchor | lubricant meeting requiremeants
SAE 75W-80 Synthetic Axle and Helease  |NLGI #2, Category LB or GC-LB,
Lubricant {(GM PFart No. U.S. Pawl
Rear Axle 12378261, in Canada 10953455)
or equivalent meeti gg Heod and Multi-Purpose Lubricant, Superlube
GM Specification 9986115. Doar Hin (GM Part Mo. U.S. 12346241,
- 985 lin Canada 10953474, or equivalent),
AUTO-TRAK 1| Fluid
Transfer Case | [(GM Part MNo. U.5. 12378508, Weatherstrl Dielectric Silicone Grease
in Canada 10953628). Gnnditicmin!gj (GM Parl Mo. U.S. 12345573,

in Canada 10953014, or equivalent).
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Part E: Maintenance Record

After the scheduled services are parformed, record the date, odometer reading and who performed the service and
any additional information from "Owner Checks and Services” or *Periodic Maintenance” on the following record

pages. Also, you should retain all maintenance receipis.

Maintenance Record

Odometer = .
Date Reading Serviced By Maintenance Record

6-34

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

Maintenance Record (cont'd)

Date

Odometer
Reading

Serviced By

Maintenance Record
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Maintenance Record (cont’d)

Cdometer
Date Reading

Serviced By

Maintenance Record
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Customer Assistance
Information

Customer Satisfaction Procedure

Your salistaction and goodwill are important to

yvour dealer and to Chevrolel. Mormally, any concems
with the sales transaction or the operation of your
wvahicle will be resolved by your dealer's sales or service
departments. Sometimes, however, despite the best
intentions of all concemed, misunderstandings can
occur. If your concern has not been resclved to your
satisfaction, the following steps should be taken:

STEP ONE: Discuss your concern with a member of
dealership managemenl, Normmally, concerns can

be quickly resolved at that level, If the matter has
already been reviewed with the sales, service or parls
manager, contacl the owner of the dealership or

the general manager.

STEP TWO: If after contacting a member of dealarship
management, it appears your concern cannot be
resolved by the dealership without further help, contact
the Chevrolet Customer Assistance Center by calling
1-800-222-1020. In Canada, contact GM of Canada
Customer Communication Centre in Oshawa by calling
1-800-263-3777 (English) or 1-B00-263-7854 (French),

We encourage you to call the toll-free number in order fo
give your inguiry prompl atlention, Please have the
following information available to give the Customer
Assistance Hepresentative:

* ‘Vehicle Identification Mumber (This is available fram
the vehicle registration or title, or the plate at the
top left of the instrument panel and visible through
the windshield.)

® Dealership name and location
* Vehicle delivery date and present mileage

When contacting Chevrolet, please remember that your
concern will likely be resclved at a dealer's facility.
That is why we suggest you follow Step One first it you
have a concem.

V-2
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STEP THREE: Both General Motors and your dealer
are committed to making sura you are completaly
satisiied with your new vehicle. However, if you continue
to remain unsatisfied after following the procedure
outlined in Steps One and Two, you should file with the
GM/BBB Auto Line Program to enforce any additional
rights you may have. Canadian owners refer to

your Warranty and Owner Assistance Information
bookiat for information on the Canadian Motor Vehicle
Arbitration Plan (CAMVAP).

The BBB Auto Line Program is an oul of court program
administered by the Council of Better Business
Bureaus to seltle automotive disputes regarding
vehicle repairs or the interpretation of the New Vehicle
Limited Warranty. Although you may be required to
resor fo this informal dispute resolution program prior
to filing a court action, use of the program is free of
charge and your case will generally be heard within

40 days. If you do not agree with the decision given in
your case, you may reject it and proceed with any other
venue for reliefl available to you,

You may contact the BBB using the toll-free telephone
number or write them at the following address:

BBB Auto Line

Council of Better Business Buresaus, Inc.
4200 Wilson Boulevard

Suite 800

Ardington, VA 22203-1804

Telephone: 1-800-955-5100

This program is available in all 50 states and the
District of Columbia. Eligibility is limited by vehicle age,
mileage and other factors. General Mators resarves
the right to change eligibility limitations and/or
discontinue its participation in this program.
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Online Owner Center

The Owner Center at MyGMLink is a resource for your
GM ownership needs. You can find yvour specific
vehicle information all in one place.
The Owner Center allows you lo:

® Get e-mail service reminders.

® Access Information about your specific vehicle,

including tips and videos and an electronic
version of this owner's manual,

® Keep track of your vehicle's service history and
maintenance schedule.

® Find GM dealers for service nationwide.
® Receive special promotions and privileges only
available to MyGMLIink members.
Refer to the web for updated information.

To register your vehicle visit www.MyGMLink com.

Customer Assistance for Text
Telephone (TTY) Users

To assist customers who are deaf, hard of hearing, or
speech-impaired and who use Text Telephones (TTYs),
Chevrolet has TTY equipment available at its Customer
Assistance Center. Any TTY user can communicate
with Chevrolet by dialing: 1-800-833-CHEV (2438).
(TTY users in Canada can dial 1-800-263-3830.)

Customer Assistance Offices

Chevrolet encourages customers to call the toll-free
number for assistance. If a L5, cuslomer wishas

to write to Chevrolet, the letter should be addressed fo
Chevrolel's Customer Assistance Center.

United States

Chevrolet Motor Division

Chevrolet Customer Assistance Center
P.C. Box 33170

Detroit, MI 48232-5170

1-800-222-1020

1-800-833-2438 (For Text Telephone devices (TTYs))
Roadside Assistance: 1-B00-CHEV-USAR [243-8873)
Fax Mumber; 313-381-0022

From Puerto Rico:
1-800-496-9992 (English)
1-800-496-9993 (Spanish)
Fax Mumber: 313-381-0022

From U.S. Virgin Islands:
1-800-496-9994
Fax Number: 313-381-0022

74
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Canada GM Mobility Program for Persons

General Motors of Canada Limited with Disabilities
Customar Communication Centre, 163-005
1908 Colonel Sam Drive This program, available
Oshawa, Ontanio L1H 8F7 to qualified applicants,
1-800-263-3777 (English) can reimburse you up to
1-B00-263-7854 (French) $1,000 toward aftermarket
1-B00-263-3830 (For Text Telephone devices (TTYs)) driver or passenger
Roadside Assistance: 1-800-268-6800 adaptive equipment you
may require for your
All Overseas Locations vehicle (hand contrals,
wheelchair/scooter
Please contact the local General Motors Business Unit. lifts, etc.).

Mexico, Central America and Caribbean
Islands/Countries {EIGEpt Puerto Rico This program can also provide you with free resource

and U.S. Virgin Islands) information, such as area driver assessment centers and
. maobility equipment installers. The program is available

Genterﬂf Mumr_s de ME‘E::G' S.de R.L.de C.V. for a limited period of time trom the date of vehicle

g“: e?jm; I: {':5;':}2:';3 # 2?,"25 purchaseflease. See your dealer for more details or call

G:I i o Db ek the GM Maobility Assistance Center at 1-800-323-9535.

C.F‘-. 11910 Mexico. DF Texl telephone (TTY) wusers, call 1-B00-833-9935,

1 -E{JD-IEDE-GU{JD GM of Canada also has a Maobility Program.
Long Distance: 011-52-53 29 0 800 Call 1-800-GM-DRIVE (463-7483) for details.
All TTY users call 1-800-263-3830.
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Roadside Assistance Program

To enhance Chevrolet's strong commitment to customer
satisfaction. Chevrolet is excited to announce the
astablishment of tha Chevrolet Roadside Assistance
Center. As the owner of a 2003 Chevrolel, membership
in Hoadside Assistance is free.

Roadside Assistance is available 24 hours a day,

365 days a year, by calling 1-800-CHEV-USA
(243-8872). This toll-free number will provide you
over-the-phone roadside assistance with minor
mechanical problems. If your problem cannot be
resolved over the phone, our advisors have access to
& nationwidae natwork of dealer recommended service
providers, Roadside membership is free; however some
services may incur costs.

Roadside offers two levels of service 1o the customer,
Basic Care and Courtesy Care:

Roadside Basic Care provides:

* Toll-free number, 1-B00-CHEV-USA (243-8872),
text telephone (TTY) users, call 1-888-889-2438

* Free towing lor warranty repairs
® Basic over-the-phone technical advice

* Available dealer services at reasonable costs
{i.e., wrecker services, locksmith/key service,
glass repair, etc.)

Roadside Courfesy Care provides:

¢ Hoadside Basic Care services (as oullined
presviously)
Plus;

* FREE Non-Warranty Towing (to the closest dealer
from a legal roacway)

* FREE Locksmith/Key Service (when keys are losl
on the road or locked inside)

* FREE Flat Tire Service (spare installed on the road)
* FREE Jump Start (at home or on the road)
* FREE Fuel Delivery (55 of luel delivered on the road)

Chevrolet ofters Courtesy Transporiation for customers
needing warranty service. Courtesy Transporation

will be offered in conjunction with the coverage provided
by the Bumper-to-Bumper New Vehicle Limited
Warranty to eligible purchasers of 2003 Chevrolet
passenger cars and light duty trucks. (See your selling
dealer lor details.)
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Courtesy Care is available to retail and retail lease
customers operating 2003 and newer Chevrolel vehicles
for a period of 3 years/36,000 miles (60 000 km),
whichever occurs firsl. All Courtesy Care services

must be pre-arranged by Chevrolet Roadside or dealer
sarvice management.

Basic Care and Courtesy Care are nol par of or included
in the coverage provided by the Mew Vehicie Limited
Warranty. Chevrolet reserves the right to modify or
discontinue Basic Care and Cowrlesy Care al any time.

The Readside Assistance Center uses companies
that will provide you with guality and priority service
When rpadside services are reguired, our advisors will
explain any payment obligations that may be incurred
for ulilizing oulside services

For prompt assistance when calling, please have the
following avallable to give to the advisor;

* ‘ehicle Identification Mumbear (VIMN)

®* Lligense plate numbar

* \Vehicle color

* \'shicle location

®* Telephone number where you can be reached
* \ehicle mileage

* Descrption of problem

Canadian Roadside Assistance

Vehicles purchased in Canada have an extensive
Roadside Assistance program accessible from anywhere
in Canada or the United States. Please refer 1o the
Warranty and Owner Assistance Information book.
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Courtesy Transportation

Chevrolet has always exemplified guality and value

in its offering of motor vehicles, To enhance your
ownership experience, we and our participating dealers
are proud to offer Courtesy Transportation, a customer
support program for new vehicles,

The Courtesy Transportation program is offered to
retail purchasellease customers in conjunction with
the Bumper-to-Bumper coverage provided by the
New Vehicle Limited Warranty. Several transportation
options are available when warranty repairs are
required. This will reduce your inconvenience durnng
warranty repairs

Plan Ahead When Possible

When your vehicle requires warranty service, you
should contact your dealer and request an appointment.
By scheduling a service appoinimeant and advising

your service consultant of your transportation needs,
wour dealer can help minimize your inconvenience,

IT your vehicle cannat be scheduled into the service
department immediately, keap driving it until it can be
scheduled for service, unless, of course, the problem
is safety-related. If it is, please call your dealership,
let them know this, and ask for instructions.

If the dealer requests that you simply drop the vehicle
off for service, you are urged 1o do 50 as early in
the work day as possible o allow for same day repair.

7-8

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

Transportation Options

Warranty service can generally be completed while

you wait. However, if you are unable to wait Chevrolet
helps minimize your inconvenience by providing several
transporiafion options, Depending on the circumsiances,
your dealer can offer you one of the following:

Shuttle Service

Participating dealars can provide you with shuttle
service 1o get you to your destination with minimal
interruption of your daily schedule. This includes a
one way shuttle ride to a destination up to 10 miles
from the dealership.

Public Transportation or Fuel
Reimbursement

If your vehicle requires overnight warranty repairs,
reimbursement up to 330 per day (five day maximum)
may be available for the use of public transportation
such as taxi ar bus. In addition, should you arrange
transportation through a friend or relative,
reimbursement for reasonable fuel expenses up 1o
$10 per day (five day maximum) may be available,
Claim amounts should reflect actual costs and be
supported by original receipts.

Courtesy Rental Vehicle

When your vehicle is unavailable due lo overnight
warranty repairs, your dealer may arrange to provide
you with a courtesy rental vehicle or reimburse you
for a rental vehicle you oblained, at aclual cost, up to
a maximum of $30.00 per day supported by receipts.
This requires that you sign and complete a rental
agreement and meet state, local and rental vehicla
provider reguirements. Requirements vary and

may include minimum age requirements, insurance
coverage, credit card, etc. You are responsible for
fuel usage charges and may also be responsible

for taxes, levies, usage fees, excessive mileage or
rental usage beyond the completion of the repair.

Generally it is not possible to provide a like-vehicle as
a courtesy rental.
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Additional Program Information

Courtesy Transportation is available during the
Bumper-to-Bumper warranty coverage period, but
it is not part of the New Vehicle Limited Warranty.
A separate booklet entitled “Warranty and Owner
Aszsistance Information” fumished with each new

vehicle provides detalled warranty coverage information.

Courtesy Transportation is available only at participating
dealers and all program options, such as shuttle service,
may not be available at evary dealer. Please contact
you dealer for specific information about availability.

All Courtesy Transportation arrangaments will be
administered by appropriate dealer personnel.

Canadian Vehicles: For warranty repairs during the
Complete Vehicle Coverage period of the General
Motors of Canada New Vehicle Limited Warranty,
alternative transportation may be available under the
Courtesy Transportation Program. Please consult
your dealer for details.

General Motors reserves the right to unilaterally modify,
change or discontinue Courlasy Transporialion at

any time and to resolve all guastions of claim afigibility
pursuant to the terms and condifions described

herein at ils sole discretion.

Reporting Safety Defects to the
United States Government

If you believe that your vehicle has a defect which could
cause a crash or could cause injury or death, you
should immediately inform the National Highway Traffic
Safety Administration (NHTSA), in addition to notifying
General Motors.

It NHTSA receives similar complaints, it may open an
investigation, and I it linds that a safety defect exisls in
a group of vehicles, it may order a recall and remedy
campaign. However, NHTSA cannol become involved
in individual problems between you, your dealer or
General Motors.

To contact NHTSA, you may either call the Auto Safety
Hotline oll-free at 1-800-424-9393 (or 366-0123 in
the Washington, D.C. area) or write fo:

NHTSA, U.S. Department of Transportation
Washington, D.C. 20590

You can also obtain other information aboul maotor
vehicle safety from the hotline.
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Reporting Safety Defects to the
Canadian Government

If you live in Canada, and you believe that your vehicle
has a safety defect, you should immediately notity
Transport Canada, in addition to notifying General
Motors of Canada Limited. You may write to:

Transporl Canada

330 Sparks Street

Tower C

Ottawa, Ontario K1A ON5

Reporting Safety Defects to
General Motors

In addition to notifying NHTSA (or Transport Canada) in
a situation like this, we certainly hope you'll notify us.
Please call us at 1-800-222-1020, or write:

Chevrolet Motor Division

Chevrolet Customer Assislance Cenler
P.0O. Box 33170

Detroit, M| 4B232-5170

In Canada, please call us al 1-800-263-3777 (English)
or 1-800-263-7854 (French). Or, write:

General Motors of Canada Limited
Customer Communication Centre, 163-005
1908 Colone! Sam Drive

Cshawa, Ontario L1H 8P7

Service Publications Ordering
Information

Service Manuals

Service Manuals have the diagnosis and repair
information on engines, transmission, axle, suspension,
brakes, electrical, steering, body, etc.

RETAIL SELL PRICE: $120.00

Transmission, Transaxle, Transfer
Case Unit Repair Manual
This manual provides information on unit repair service

procedures, adjustments, and specifications for GM
tfransmissions, transaxles, and transfer cases.

RETAIL SELL PRICE: $50.00

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

Service Bulletins

Service Bulletins give lechnical service informalion

needed to knowledgeably service General Motors cars

and trucks. Each bulletin comtains instructions 1o
assist in the diagnosis and service of your vehicle.

In Canada, information pertaining lo Product Service
Bulletins can be obtained by contacting your General
Motors dealer or by calling 1-800-GM-DRIVE
(1-B00-463-7483).

Owner's Information

Dwner publications are writhen specifically for owners
and intended to provide basic operational information
about the vehicle, The owner's manual will include
lhe Maintenance Schedule for all models,

In-Portiolio: Includes a Portfolio, Owner's Manual, and
Warranly Booklel.

RETAIL SELL PRICE: $35.00
Without Portfolio: Owner's Manual only.
RETAIL SELL PRICE: $25.00

Current and Past Model Order Forms

Service Publications are available for current and
past model GM vehicles, To request an order form,
please specify year and model name of the vehicle.

ORDER TOLL FREE: 1-800-551-4123
Monday-Friday 8:00 AM - 6:00 PM
Eastern Time

For Credit Card QOrders Cnly
(VISA-MasterCard-Discover), visit Helm, Inc. on the
Warld Wide Waeb at; www. helminc.com

Or you can write to:

Helm, Incorporated
P. O. Box 07130
Dretroit, MI 48207

Prices are subject to change without notice and without
incurring obligation. Allow ample time for delivery.

MNote to Canadian Customers: All listed prices are
guoted in U5, funds. Canadian residents are o make
checks payable in U.S. funds.
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Interior Plastic Gump-unenlﬁ 5-85  Leaving Your Vehicle . e e T
Introduction Leaving Your Vehicle thh !he
Transter Case (All-Wheel Drive) Inspection ..... 5-31 i3 Engine Running . 2-28
ight
Air Bag Readiness .. : 3-26
J Anti-Lock Brake EystEm Wa.mmg ................. 3-29
; Brake System Warning .. e R e T
UMD SUARING +1sveersreassosprnss o SR L] 12T o] Tl B2 = 1 R - | L |
Check Gages Warning ..............ccoeevvnnnivnrenn. 3-36
K Low Fuel Waming ...............cce. PRI e "L
Malfumction Indicator .........cccoococcvvmrmrsiien 330
Key Lock Cylinders Semvice .......c.covvvvvenerinnrire B-27 Safety Belt Reminder ...........ccooeiieiiaicniiains 3-26
Keyleaﬁ Er'llr!,.r Eystem ....................................... 2.4 Security .. e e G
Keys .. 2.2 Service All- Whaal Drwe ................................ 3-35
Tow/Haul Mode | Lo LT ee e 3-38
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Loading Your Vehicle ............cco00e, 4-29 Maintenance Schedule (cont.)

Locks Introduction .......... gy unnst P
17 o | e e e e e w27 Long Trip/Highway Scheduled Malntsnance ..... 6-18
Front Doors .. 2-8 Mainmtenance Requirements .. L e
Leaving Your Vehicle .. 2-10 Part A - Scheduled Maintenance Services ......... 64
T B e L P 2-8 Part B - Owner Checks and Services ............. 6-26
Programmable Automatic Door Locks ............... 2-9 Part C - Periodic Maintenance Inspacﬁuns ...... §-30

Long Trip/Highway Definition ........ccooeeiieiiiiennnnen. 6-6 Part D - Recommended Fluids and

Long TripHighway Intervals ..., 6-8 Lubricants . 6-32

Long Trip/Highway Scheduled Mainienance ........ 6-18 Part E - Malntenanc:e Hecurd R EL S T

Loss of Control .. : SRS R b Selecting the Right Schedule .......................... -5

Low Fuel Wammg nght ................................. 3-37 Short Tap/City Scheduled Maintenance ............. 67

Luggage Carrier .. s . 2-44 Steering, Suspension and Front Drive Axle

Lumbar Boot and Seal Inspection ...........cccueeeee 6-30
MBI COMOIB . iiviia ias b ivicbais i ririsssnsbsisnsanis 103 Throttle System Inspection ...........coooee. 6-31

Using Your , .. 64
Your Vehicle and the Enwrunmanl e B2
M Maintenance When Traller Towing .. 4 40
; Making TUMS ....ovveiirrrrrrreeassreciee e rrsrisssens 4-38
Mairtenance, Normal Replacement Parts .......... 5-101 Malfunction Indicator Light .......... ity 330
Maintenance Schedule
: Manual Lumbar Controls ........cccocninmmiiiieenianennces 153
AL Eaeh Bual Bl o nai saismssrivirog s Grel Manual Seals 1-2
Al Least Once a Month .......oocooeiieeeiiiinnnnnn., B-26 faiiai andﬂws iy 2.18
At Least Once a Year ..........ooooveeves 6-27 Mo
Al Least TWiCe 8 YORI . oiiiiiiimmmneasis 6-26 Mantial Reariaw Mo ... 2.2
Brake System Inspection .............ccoocoiiiiiii. 6-31 : ;
: : : Outside Convex Mirmor ...........occiiviiinniinnecen 2233
Engine Cooling System Inspection ................. 8-30 :
. Outside Manual MIrrors .......ccccocciiiiniiiinrmn. 2-32
Exhaust Systemn Inspection ............c.cccoceveeeen. 6-30 .
: Outside Power Mirrors ..........cccoeveene.e. 2-32
Fuel System Inspection .............c.cccovesenmiienns 6-30 Mociel Raference i
How This Saction is Organized ........cccovereeeeeee 6-3 e — ’
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Maiching Transmitter{s) to Your Vehicle ................

Mexico, Central America and Canbbean

Islands/Countries (Except Puerto Rico and Park (P)
LS Ntginislands) ... eenansiistiiie b 7-5 AN B0 it i e e 2-27
MyGMLink.com ........ 7-4 Shifting Out of ............. : 2-20
Parking
Brake ... 2-26
N Over Things That Eum vernenns 2-30
MNew Vehicle Break-ln ............. 2.1g  Parking Brake and Automatic Transmission
: Park (P} Mechanism Check . ... B8-29
Normal Maintenance Replacemenl F‘arls ........... 5-101 PAIKIAG O HIIS oo Sin an
Part A - Scheduled Maintenance Services _. e B
0 Part B - Owner Checks and Services ......... E*EE
Odometer oo mag  Part C - Periodic Maintenance Inspections ............ 8-30
Off-Road Hecmfery ,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 4-11 Part D - Recommended Fluids and Lubricants _...... 8-32
Qil Part E - Maintenance Record ................ e B34
Engine .. el PRBEIRE s e s e e 120
Pressure Gaga e e L R e s 2.18
Older Children, RESIFAINGS ... .....oo.ooveroeeerenoes, 1-35  payload _. N 431
Onlte Owner CBIEE yeecossress - 74 plan Ahead When Possible i T8
i e L e P L S 322 Playing a Compact Disc 3-43
Cther Waming Devites ... i &8 e e e S e 339 241
Outlet AdUSEMENt ..oovveeiiieeen, 3_22 YINg e FHadil oo '
Outside Power
COBIE MO oo is i s oss o S, 2-33 Accessory Outlets ... o 318
Manual Mirrors ....... 2-32 Daor _LD‘“E i B
Power Mirmors ...... 2.32 Electrical System ..., .. 5-92
Cwerhead Console ... i iiiinnanasaiaas 2.38 el e N
Owners, Canadian o | Steertng PO ... e 5-40
Owner's INFOrmMaton ..........ocovmumnrmeeeinieaaeones 7-12 IO .. o veeeeviaivids e 2T
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Power Steenng .........
Programmable hummahc Door Locks .

Programming the Homelink Transmal'ter

Q

Cuestions and Answers About Safety Belis

Fl

Radiator Pressure Cﬂp
RAadios oo ieennn.
AM-FM
Care of Your CD Flayer st Eth
Care of Your Chs _.

R A e e e

Rear Seat Audio .........

nnnnnnnnn

Setting the Time for Radios with HR and

B B O i S
Setfting the Time for Radios with the

Set Buttons |
Theft- Deiarren't

Understanding Hecapﬁ'c'.in l'_'_'_ff'_f'_f.'.f:'..'f.:'."."'

Reading Lamps ...........
Rear Air Conditioning S;.rstem
Rear Axle _..........

Rear Cimate Conirol Sysiem .

Rear Doors ..
Rear Healing Sys’tem

.. 3-38

wini 347
+- 350

ey 2-40
o 320

vers O753
w321
«o2-13

by

Rear Safety Belt Comfort Guides ..........vvveeeeee...
Prrrr s ec iR EE R IR 4 3'—46

Rear Seat Audio .
Rear Seat Dperatlun

Rear Seat Outside Passenﬁélr F'usltmnﬁ

Rear Seal Passengers, Safeh.r Belts .
Rear Window Demgger SR A,
Rearview Mirrars ..

Reclining Seatbacks ..

Recreational Vehicle Tuwrng

Reinstaliing the Engine Gover ..

Remote Keyless Entry Eystem

Remate Keyless Entry Systemn, Gperalmﬂ ...:::...

Removing the Engine Cover .

Removing the Flat Tire and Inslalllng te

Spare Tire ..........
Removing the Rear Beats
Removing the Spare Tire and Toals ..
Remaoving the Wheel Covers .,
Replacement Bulbs ., ...._..
Replacing Brake System Parts
Replacing Restraint S:.rstem Parts

After a Crash ., e a g e
Replacing the Flear Seals
Reporting Safety Defects

Capadian Government .............

General Motors ...

United States Gnvemment

Resetting Defaults .,

1-32

.29

e

] ceree =11
it =k

cvsnians 110
Reprogramming a Smgle HomeLink® Button .......
. 2-37

2-37
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Restraint System Chack ...........cociiiiiiiiinia 6-26  Safety Belts (cont.)
Checking Your Restraint Systems ...........ccoee 1471 Salety Belt Extender ..............cc...iiciivmmnmiiins 1-34
Replacing Restraint System Parts Safety Bell Use During Pregnancy ........c..ce... 1-26
Atter-a B L R et . 1-71 Safety Belts Are for Everyone ... 1-13
Restraint Systems Safety Chains .......... SyUdeTr e R D
17l 3Ty R e rerreaeny L Safety Wamings and Eyrnbms .............................. il
Replacing Pams ...ooiovriiveceansnnnerensrenrronnnrnns 1-71 Sealed Beam Headlamp .. 5-55
ST T g T R A A e R R s O 1-5 Seatback Latches ...........cccoveuieee . 16
Retained Accessory Power (RAP) .. ceeriiines 2220 Seals
Right Front Passenger Position, Safeiy Belts ......... 1-27 LT | TR e B
Roadside Bucket Saats, REAFr .........c.cociirirranroressrarssaises 1512
Assistance Program .. . 76 Head Bestialns . i co il iava s eveniate 1-5
Rocking Your Vehicle To Get IT I:}ut 4-28 Manual . e e S D e e e
Running Your Engine While You Are Farked _______ 2-1 Manual Lumbar _____________________________________________ 1-3
BT SRR o e e i b a s dr s A e 1-3
Rear Seat Operation .....ocovirmmmmsriesisens S ET
S Reclining SEatbacks ...........u.irerroreesionsooe o 14
Seathack: ERICHEE s Laiinian it 148
Safety Belt Securing a Child Restraint
Reminder Light ..., 3-26 Center Seal POSIion .............coovieverieeeicsonn 1-57
Safely Belts Designed for the LATCH Systern ..........cocceee. 1-54
Care of . cvivs 5-86 Rear QOutside Seat Position ..............cccoeveeeee. 1-54
Center F'assenger F'{ISI’[IDI"I o 27 Right Front Seat Position ......... 1-59
Driver Position ,,.............0.c. .. 1-18  Security Light .. csesssens 330
How to Wear Safely Belts Fn:u:uerly.I ________________ 1-18  Selecting the Fipght Schedule Mamlenance b
Questions and Answers About Safety Belts ........ 1-17  Selecting the Fan Speed.............cocvvnann. SR . 3-20
Rear Safety Belt Comfort Guides for LT A1 v = N TR 5-3
Children and Small Adults ........................ 1-32 Adding Equipment to the Outside of
Rear Seal Passangers .. .....ooceociecoiiiaiiiiinas 1-29 Your Yehicle ,.... e R e FLI e 5-4
Right Front Passenger Posilion ..._.................. 1-27 AlFWheel-Drive LIght ........c.coivmmmeiiniisinnnee 338
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Service (conl.)

Doing Your Own Work . PR 5 o

Engine Scon Light .. o .- 3-30

Publications Dr::ianng Information - . 7-11
Service Bulletins . 1 : . 712
Service Engine Soon. nghl in the United States

or Check Engine Light

T B e e o W 3-30
VIR MENUAIS oy s i s s 11
Servicing Your Alr Bag-Equipped Vehicle ............ 1-69
Setling Preset Stations ....................... 3-39, 3-42
Setting the Temperature .........c.oovvaviminnnnes 3-20
Setting the Time

Radios with HR and MN Buttons .................. 3-38

Radios with the Set Button .............ccociiiivenens 3-38
Setting the Tone (Bass/Treble) .................. 3-40, 3-43
Shest Metal DEMBGE ..ooiirrinirisisiessrarsrsisrensrbns 5-88
Shifing Indo: Park (PY- o s s L Gaiiiii sans 2-27
SHTENG DU 8 PAMK (P) vocoaienniniismimesimenmrsnismnsns 029
Short TripfCity Definition ..........coimmiimiii e B-5
Shont Trp/City Intenvals ... B-5
Short Tnp/City Scheduled Maintenance ................ 6-7
Shoulder Bell Height Adjuster ..............c..cceeeene. 1-20
el g (P L R L Rk e A 4-13
Sliding Door Security LOCK ......cccoviveermvenrasssanioas 2-11
Sliding Side Door .. SR
Some Other F:alny WE‘-;lﬁ'IEr ‘l“pa ....................... 4-18
Spare Tire Check .. s 6-27

Special Fabric Cleaning Problems _.............

Specifications, Capacﬁas b e
Speedometer ...

Starter Switch Checl-:

Starting Your Engine

Stearing ..

Stearing m Emargenmas

Boot and Seal Inspection .. A
Steering TIPS ..vovvivimmeesrrnrnrrrinrrrares

SO E AR = e R e S s S S s

Convenience MNet ...

Luggage Carmier ..o

Owerhead Console .

Etclnng a Flat or Spare Tlre”arnr:l Tools .
veeeee 4-28
ey M

Stuck in Sand, Mud, lce or Snow ..
Sun Visors ..

. 598

s 325
SR

e 2-21
. 49

_ viaids 410
Steering, Suspension and Front Drive Axle

. 6-30

.. 4-8
2-38
wiese 245
-
eie 2-38
-~ 281

Sunglasses E‘rtur:aga Enmpartmenl .. 244
Talllamps ......... R . -
Theft-Deterrent, Hadlu ..................................... 3-47
Theft-Deterrent Systems .. 2-18

Passlock™ .. D - 5 -
Throtile S;.ralem Inspecimn ............................... 6-31
Tilt Wheel . e e e L A L 3-8
Tire Inflalmn Check 6-26
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Tires .. . 5-63, 5-88  Transmission Oparation, Automatic ..........c.oeceeee. 2-23

E«uj.rlrlg ‘New ﬁms Cetetrariatsbeniesieesn e ieeneeseeeess 306 Transmission, Transaxle, Transfer Case Llnlt
ohaing, o R A s e T e Repair Manual . T SUPUURPPRUUIRY 3 b
Changlng a Flat Tire . weinerienresemessinisennes 3201 Transporation 'Dptiuns R R S TR RO Tl 4
Compact Spare Tire ... e o e e 5-82  Trip Qdometer ........ 3 25
If a Tire Goes Flal ..........cooovvvvcinnncnrnrisinennn. 970 Turn and Lane Changa Elgnals vereeieaanines 3B
Inflation — Tire Pressure .....c.cooiioiiciiiin. 5-684  Tumn Signal/Multifunction Lever .........ccocoevivininsns. 3-8
Inspection and Rotation .........ccccccieivienenenan. 564 Turn Signals When Towing a Trailer _................. 4-38
Uniform Tire Quality Grading ...............cvmnenn. 5-67
Wheel Alignment and Tire Balance ................. 5-69
Wheel Replacement ..............v.oererorossoresonees 5-60 U
When It Is Time for New Tires .....oocoveeeemnen. 5-66 : :

To Use the Engine Coolant Heater .......... "2.pp Underbody Flushing Service .............coonminnnsns el

T s Underhood Fuse Block . N sy S
Top of the Instrument Panel ..., B85 Understanding Radio He«cbeptmn T e R R S e

Top Strap .. T T AR L _
Tob Strap Anchor LOGaion o 50 oMM Tie QUally GraGINg ..o 567
Torque Lock .. AR el ] 23
Total Weight an Your Vehicle's 'I'ras .................. 4-35 Unﬁ::::n;g ;E;??_Ef:tmrﬁm Feature 2.49
Eﬁ;::ﬂ: ﬂg£ Egﬁﬂ ggg Used Replacement Wheels ... 5-70
Towing Using Cleaner on Fabric ..........ccccceciiiiiiniine... 5-84
Recreational Vehicle ..............cooveiiiicviiniianns 4-29 Using HomeLink™ . R
T s Tl e e e 4-31
NOUE WEIICIRE - ot e e e a5 a D V
P BrakE .. e e e b e e 4-36
Trailer Winng Hamess ...oovimmmeisesiseaiieiieas =41 Viehicle
Trallefing Fackage ... i 443 Contral . Sy R D LN A SRR
TEANSIAE CRBE. L i ey s G S hmmn s cxm ks YA Damage Watnmgs R SRR P e UL
Transmission Loading .. 42'—3
Flohd: Bitomathe e cimnniaimiin nidiunns s el R D B e e e e e ws P b AR iv
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Vehicle Identification When to Add Engine Ol ......ccooiiiinnvoaninii 5168

Pamber TVING st siina s sass s sessasanisaasa 5-91 When to Change Engine Ol ...c.ooiiiinvmnvenrininiin, 518
Service Parts |dentification Label ................... 5-91 When to Check . . ey A1
=iy (= LB e e R AR 547  When to Check and Ehange R T
Vinyl .. R A e e When to Check Lubicant .....ccovrmrvrrrmrssessensesrsnns §-53
Visor ‘-.I’anlty L S 2-17 When to Check Power Steering Fluid ................ 5-40
Vizors | o LTI e e b R i by, When You Are Ready to Leave Aftar
Voltmeter Gage T T A R L R R Parking on a Hill . e i
Where to Put the Hestralnt ............................... 1-47
Why Safety Belts Work .. AR S E R T
Warning Lights, Gages and Indicators ................ 3-23 Eg::ral g:g
Warnings Windshield arlrr.‘l Wlper E!IaﬁES RO T TTos . T |
Hazard Warning Flashers ...........ociimviiniiii 34 Windshield Washer . 3.8
Other Waming Devices .......coccoociimivnicnciccenncn, 3<B Fluid 541
Safaly and Symbols .....irieresessssianiiareraisnsiai. L Wmdshmld Washgr Fluld LE'I.|'E| Cherk O Tr R O

e XA L s e b e Y
Washing Your VERIBIE .....ccooeimimenansniasisisisnsiis D00
Weatherstrip Lubrication .. R T e e T,

Windshield Wiper
Blade Replacement ..........ccccccieimininirarasaronsaes 62

R e e = T e 592

Weight of the Trailer .. 433 R e
Weight of the Traller TONGUE o 435 mﬁ;ﬁgﬁ:ﬂm s 38
What Kind of Engine Qil to Use ., s ST e B g'r_':h g e I e R
What to Do with Used Oil . i . 519 lper tladl Lhec
WAL LIse o EEE 5 4{| 5—41 5-53
Wheels Y

Alignment and Tire Balance .......................... 5-59

BERIECBIMEIE v b it i minnses ar es s s s rannnninabunn . FD Your Vehicle and the Environment .......ocvesessesenes B-2
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