
METER  –  LIGHT CONTROL RHEOSTAT ME–57

E
M

INSTALLATION
1. INSTALL LIGHT CONTROL RHEOSTAT

(a) Connect the connector.
(b) Attach the 2 claws to install the switch.



ME–52 METER  –  COMBINATION METER

ME
BODY ELECTRICALMETERCOMBINATION METER
COMPONENTS

COMBINATION METER ASSEMBLY

INSTRUMENT CLUSTER FINISH PANEL ASSEMBLY

B127238E01



METER  –  COMBINATION METER ME–53

E
M

REMOVAL
1. DISCONNECT CABLE FROM NEGATIVE BATTERY 

TERMINAL
CAUTION:
Wait at least 90 seconds after disconnecting the 
cable from the negative (-) battery terminal to 
prevent airbag and seat belt pretensioner activation.

2. REMOVE INSTRUMENT CLUSTER FINISH PANEL 
ASSEMBLY
(a) Using a screwdriver, detach the 4 clips, 6 claws and 

remove the instrument cluster finish panel.
HINT:
Tape the screwdriver tip before use.

3. REMOVE COMBINATION METER ASSEMBLY
(a) Remove the 2 screws.
(b) Pull the combination meter as indicated by the 

arrow in the illustration to detach the 2 clips.
(c) Disconnect the connector and remove the 

combination meter.

INSTALLATION
1. INSTALL COMBINATION METER ASSEMBLY

(a) Connect the connector.
(b) Attach the 2 clips to install the combination meter.
(c) Install the 2 screws.

B129872

B136780
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ME–54 METER  –  COMBINATION METER

ME
2. INSTALL INSTRUMENT CLUSTER FINISH PANEL 
ASSEMBLY
(a) Attach the 4 clips and 6 claws to install the 

instrument cluster finish panel.

3. CONNECT CABLE TO NEGATIVE BATTERY 
TERMINAL

4. CHECK SRS WARNING LIGHT
(a) Check the SRS warning light (see page RS-37).
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METER  –  LIGHT CONTROL RHEOSTAT ME–55
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BODY ELECTRICALMETERLIGHT CONTROL RHEOSTAT
COMPONENTS

LIGHT CONTROL RHEOSTAT

B135788E01



ME–56 METER  –  LIGHT CONTROL RHEOSTAT

ME
REMOVAL
1. REMOVE LIGHT CONTROL RHEOSTAT

(a) Detach the 2 claws.
(b) Disconnect the connector and remove the switch.

INSPECTION
1. INSPECT LIGHT CONTROL RHEOSTAT

(a) Remove the light control rheostat.
(b) Measure the resistance of the rheostat.

Standard resistance

If result is not as specified, replace the rheostat.

E

RV E124228E02

Tester Connection Rheostat Position Specified Connection

1 (E) - 3 (RV) Max 8 to 12 Ω

1 (E) - 3 (RV) Mid 4.7 kΩ

1 (E) - 3 (RV) Min 0 to 50 Ω
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