ENGINE[H-[2AD-FHV[ENGINE EG-121

B CHARGING[SYSTEM

1.[JGeneral

o Instead[df]d[¢onventional[fype[dlternator,[d[¢ompact[and[lightweight[degment[¢onductor{fype[dlternator
is[ised.[This[lype[df[dlternator{generates[d[high[dmperage[dutput[in[d[highly[¢fficient[Inanner.

o[ This[dlternator[yses[d[jbined[degment/donductor(dystem,[ihiwhich[hultiple[degment[donductors[dreelded
together[dt[the[dtator.[Compared[fo[the[¢onventional[Wwinding[dystem,[Ghe[dlectrical[desistance[ls[deduced
due[fo[fhe[$hape[df[The[$egment[¢onductors,[dnd[their[drrangement[helps[{o[inake[fhe[dlternator[inore
compact.

o[ A[dharging[dontrol[dystem,Which[dontrols[the[Noltage[generatedBy[the[dlternator{dccording(tb[the[Mehicle
driving[¢onditions,[is[Ysed[fo[improve[fuel[¢onsumption.[For[details,[dee[page[FEG-79.
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2. Dual Winding System

A dual winding system is used. This system consists of two sets of three-phase windings whose phases are
staggered 30°. This system results in the reduction of both electrical noise (ripple and spike), and magnetic
noise (a hum that is heard as alternator load is increased). This system significantly suppresses noise at the
source (alternator). Because the waves that the respective windings generate have opposite polarities,
magnetic noise is reduced. The magnetic noise is significantly reduced, but the electrical power generated

does not cancel itself out due to the use of separate rectifiers. The opposite polarities that are generated can
be seen below.
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3. Alternator Pulley

A one-way clutch is integrated in the alternator pulley. Operation of the one-way clutch cancels alternator
pulley inertia and helps to prevent slipping of the V-ribbed belt. This allows the use of a low tension V-ribbed
belt that achieves reduced friction.
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