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1. DESCRIPTION: SATELLITE RADIO SYSTEM

2. PART NUMBERS: XM tuner kit 999U9-NV003

SIRIUS tuner kit 999U9-NV004

XM antenna kit 999U9-VQ006

Sirius antenna kit 999U9-VQ007

3. MODEL APPLICATION: Q45 (2003~ last 6 digit of VIN is 102148 or later)

4. TUNER KIT CONTENTS:

No. Parts Qty
1 Tuner 1
2 Black Tape 2
3 Velcro Tape (hook) 2
4 Velcro Tape (loop) 2
5 Spacer 1
6 Bracket 2
7 M4 Screw 4
8 5mm Tapping Screw 4
9 Ground Cable 1

10 6mm Tapping Screw 1
11 Sponge Tape 14
12 Edge Protector 1
13 Clear Tape 4
14 Corrugated Tube 1
15 Cable Tie 4
16 Butyl Gum 2
17 Cable Clamp 4

Parts View

This can be a difficult and time consuming installation that may require the skill of the master technician who is
familiar with electronics installation. Contact your regional DTS for additional information on installation support.
Tuner unit, antenna, and antenna splitter must be same brand, XM or SIRIUS
This is a universal installation kit so all parts may not be used.
Re-installation of satellite radio antenna to be performed by an authorized dealer only.
In the event the satellite radio antenna or antenna splitter needs to be re-installed, do not use the original 
mounting tape. Order the low profile antenna adhesive tape kit:

999999UU99--VVQQ001100
In the event the satellite radio antenna needs to be replaced, order the appropriate Satellite Antenna Kit.

XXMM  LLPPAA  1111’’  sseerrvviiccee  kkiitt 999999UU99--VVQQ001122
SSIIRRIIUUSS  LLPPAA  1111’’  sseerrvviiccee  kkiitt 999999UU99--VVQQ001133
XXMM  sspplliitttteerr 999999UU99--VVQQ000044
SSIIRRIIUUSS  sspplliitttteerr 999999UU99--VVQQ000055

!   CAUTION
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6. STANDARD CONNECTION METHOD

5. TOOL & MATERIAL REQUIRED:

15~20mm

2~3mm

1. Phillips screw driver

2. Clip remover

3. Electrical tape

4. Tape measure

5. Masking tape

6. Bitumen wax (999MP-9G001P)
or equivalent

7. 50/50-alcohol/water solution

8. Drill with 4mm (5/32”) bit 

equipped with 1cm (1/2”) stop

9. Die grinder with cutoff wheel

(wheel no larger than 

3” diameter)

10. PGF stick for antenna cable 

routing

7. INSTALLATION OUTLINE

Using PGF stick to confirm no excessive
amount of sealant under rear window 
molding at the area where antenna cable
will be tucked into. Do not proceed to
install satellite radio if excessive amount of
sealant exists

!   CAUTION
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(1) Record the customer radio preset.

(2) Apply parking brake.
(3) Make sure that the shift lever is engaged in the “P” position.
(4) Open the trunk lid.
(5) Disconnect the battery negative terminal to prevent short circuits during installation.
(6) Remove the following trunk interior trim parts as shown in figure1.

1. Trunk floor carpet.
2. Trunk rear plate.
3. Trunk rear finisher.
4. Trunk side finisher (left).
5. Trunk front finisher.

8. VEHICLE PREPARATION

figure 1

=

=

Remove

Remove two foam blocks from 
back of trunk side finisher (left).

(4) Trunk side finisher (left)

(1) Trunk floor carpet

(3) Trunk rear finisher

(2) Trunk rear plate 

Clip

Clip

Clip

Clip

Clip

Clip

Clip

Clip

Clip

Metal clip

Clip

Clip

Clip

Referring to the service manual for the vehicle. (5) Trunk front finisher 

1 2 3 4 5 6 7
AM
AM2
FM1
FM2
FM3
ESN number located on tuner box
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9. ANTENNA INSTALLATION

130mm

Cut 3 mm in depth and 
15 mm in width.

3m
m

15mm

(1) Remove the weather strip at left front of 
trunk.

(2) Cut a notch on gutter lip using die grinder.
(figure 2)

(3) Remove burrs or sharp edges from the 
notch.

(4) Apply Rust-proof to cut surface.

figure 2

9-1. Notch cutting

9-2. Antenna installation

(3) Cut the antenna tail 4~5mm off. figure 4

(4) Place antenna roughly centered.
(5) Unwrap antenna cable. Apply soapy water 

to antenna cable.
(6) Tuck antenna cable under rubber molding. 

Antenna tail flap will over lap rubber molding.
(7) Use PGF stick to route the antenna

cable to the left upper corner of the rear
window glass while tucking the antenna
cable under the rubber molding.

(1) Wet the rear window rubber molding, under 
which antenna cable will run, with soapy 
water. 
Insert PGF stick will run under the rubber 
molding,  between rubber molding and 
metal window frame. Then move it both 
vertically and horizontally along the rubber 
molding to wet all the part of it. (figure 3)

(2) Clean the vehicle roof with 50/50 alcohol/ 
water solution where the antenna is to be 
mounted.

figure 3

Do not damage vehicle parts during notch
cutting procedure.
Protect window and trim with fender cover or
similar.

!   CAUTION

Do not touch or contaminate the cleaned roof
or the adhesive tape on the antenna to prevent
the adhesion strength from being reduced.

!   CAUTION

Do not damage antenna cable.

!   CAUTION

figure 4
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figure 5

(8) Cut the shape of the antenna and 2 square
holes out of the template. (figure 5)

(9) Place template on glass and antenna.
Align center line of template with center 
line of glass at the bottom of template and 
square hole.

(10) Fine tune alignment of antenna based on 
centerline of template. Ensure antenna 
cable is still in OK condition as shown in 
figure 3; adjust as required.

(11) Clean the roof once again with 50/50 
alcohol/water solution. 
Peel the tape protector from the antenna 
tail and lay down tail. (figure 6)

(12) Peel the tape protector from the antenna 
head. Place the antenna and apply 20 lbs. 
of downward force for 20 seconds while 
rocking hand back and forth across the top
of antenna to assure proper adhesion.
(figure 7)

figure 6

figure 7

Do not route antenna cable all the way to left
hand side of rear window glass. It would be
impossible or difficult to adjust the antenna
alignment. Continue to route antenna cable in
step (15) only after completion of antenna
installation steps (7) to (13).

!   CAUTION

In case of ambient temperature below 20ºC
(70ºF), it is required to warm the tape and
mounting surface with a heater to minimum of
20ºC (70ºF).

!   CAUTION

Ensure alignment of rear end of antenna tail
and flap to match with rear edge of the roof.

!   CAUTION

NOTE

Insert the PGF stick under the rubber
molding. 
Twist it to make room under the rubber 
molding.
Place the antenna cable, while making 
a loop at the end of the cable, under the 
rubber molding.
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(13) With hand pressure, apply downward force
to the full length of the tail to assure proper
adhesion.

(14) Remove the template.

figure 8

(15) Continue to route antenna cable all the 
way along left hand side of rear window 
glass to bottom of window as shown in 
step (6) and Figure 3.

(16) Attach the corrugated tube to the 
antenna cable at the left bottom of the rear
glass window. (figure 8)
Cut tubing to 180mm while installing.

(17) Clean gutter area with 50/50 alcohol/water
solution where antenna cable is routed 
from bottom of window to entry point into 
trunk area.

(18) Starting 1 inch from base of window where
the antenna cable will come out from 
window rubber molding, attach 3 cable 
clamps equally spaced on gutter to the 
entry point into trunk area. (Alternate tab 
direction.)

14

  

  

  

(19) Secure corrugated tubing by inserting the
tubing into cable clamps and bending tabs
down.

Do not contaminate cleaned surface before
application of clear tape in step (26).

!   CAUTION

Keep cable clamps as far away from the gut-
ter lip as possible in order to avoid interfer-
ence with trunk weather strip.

!   CAUTION

Keep the vehicle inside at least for an hour
after applying adhesive tapes. 
Avoid works imposing pressure on the
adhered areas including car wash within 48
hours.

!   CAUTION

During antenna mounting process, make sure
rubber dust seal “flares” outward while down-
ward force is applied.

!   CAUTION



7/10

QQ4455

(05/03/04)284-9613-60-LO

((2244)) PPoossiittiioonn  tthhee  cclleeaarr  ttaappee  aabboovvee  tthhee  nnoottcchh  wwiitthhoouutt
ppeeeelliinngg  ooffff  tthhee  lliinneerr  ttoo  eessttiimmaattee  tthhee  ccoorrrreecctt  
ppoossiittiioonn  ffoorr  tthhee  ssmmaallll  aammoouunntt  ooff  bbuuttyyll  gguumm..

((2255)) BBeeffoorree  aappppllyyiinngg  tthhee  cclleeaarr  ttaappee,,  aappppllyy  aa  ssmmaallll  
aammoouunntt  ooff  bbuuttyyll  gguumm  ttoo  bboottttoomm  ssiiddee  ooff  aanntteennnnaa  
ccaabbllee  ttoo  hhoolldd  aanntteennnnaa  ccaabbllee  aatt  tthhee  rraaddiiuuss  ccoorrnneerr  
wwhheerree  aanntteennnnaa  ccaabbllee  wwiillll  eenntteerr  tthhee  cclleeaarr  ttaappee..

((2266)) DDoo  nnoott  ppeeeell  ooffff  tthhee  eennttiirree  cclleeaarr  ttaappee  pprrootteeccttoorr..  
PPuullll  tthhee  cclleeaarr  ttaappee  pprrootteeccttoorr  bbaacckk  1100mmmm  ((33//88””))..  
TThheenn  aappppllyy  1100  mmmm  cclleeaarr  ttaappee  ttoo  tthhee  hhoorriizzoonnttaall  ffllaatt  
ssuurrffaaccee  ooff  tthhee  gguutttteerr..
SSlloowwllyy  mmaassssaaggee  tthhee  cclleeaarr  ttaappee  wwiitthh  aa  PPGGFF  ssttiicckk  
ttiillll  yyoouu  hhaavvee  rreeaacchh  tthhee  ccoorrnneerrss..  
MMaakkee  ssuurree  tthhaatt  tthhee  ttaappee  ddooeess  nnoott  wwrriinnkkllee  wwhheenn  
aapppplliieedd  ttoo  ssuurrffaaccee..  
AAppppllyy  tthhee  ssaammee  tteecchhnniiqquuee  ttoo  tthhee  vveerrttiiccaall  ssuurrffaaccee..  
FFoolldd  tthhee  ttaappee  oovveerr  aanndd  aappppllyy  tthhee  tteecchhnniiqquuee  oonnccee  
mmoorree..  TThhiiss  sshhoouulldd  lleeaavvee  aa  ssmmooootthh  ssuurrffaaccee  oonn  aallll  
tthhrreeee  ssiiddeess..

((2277)) AAppppllyy  bbuuttyyll  gguumm  aatt  bbootthh  eennddss  ooff  tthhee  cclleeaarr  ttaappee..  
TThhee  bbuuttyyll  gguumm  sshhoouulldd  ffiitt  iinnttoo  bbootthh  ccoorrnneerrss  ttoo  ccoovveerr
tthhee  aanntteennnnaa  ccaabbllee  aanndd  tthhee  ooppppoossiittee  eenndd  ooff  tthhee  
cclleeaarr  ttaappee..  ((ffiigguurree  1100))

figure 9

figure 10

TThhee  ffoolllloowwiinngg  sstteeppss  2200  ttoo  2277  aarree  ccrriittiiccaall  ttoo  wwaatteerr  lleeaakk,,
tthheerreeffoorree  mmuusstt  bbee  ffoolllloowweedd  ssttrriiccttllyy..

((2200)) AAppppllyy  cclleeaarr  ttaappee  ttoo  tthhee  uunnddeerrssiiddee  ooff  tthhee  gguutttteerr  ttoo
pprreevveenntt  aabbrraassiioonn..  ((ffiigguurree  99))

((2211)) AAttttaacchh  tthhee  eeddggee  pprrootteeccttoorr  oovveerr  tthhee  nnoottcchh..
((2222)) UUssee  aallccoohhooll  wwiippee  iinncclluuddeedd  iinn  tthhee  kkiitt  ttoo  cclleeaann  tthhee  

ssuurrrroouunnddiinngg  aarreeaa  bbeeffoorree  aapppplliiccaattiioonn  ooff  cclleeaarr  ttaappee..  
((2233)) RRoouuttee  tthhee  aanntteennnnaa  ccaabbllee  oovveerr  tthhee  eeddggee  pprrootteeccttoorr..

12

13

MMaakkee  ssuurree  aanntteennnnaa  ccaabbllee  iiss  sseeaatteedd  iinn  cchhaannnneell  ooff  tthhee
eeddggee  pprrootteeccttoorr..

!   CAUTION

EEnnssuurree  aanntteennnnaa  ccaabbllee  iiss  eenntteerriinngg  tthhee  cclleeaarr  ttaappee  aatt  tthhee
rraaddiiuuss  ccoorrnneerr..

!   CAUTION

IInn  oorrddeerr  ttoo  ssttoopp  wwaatteerr  ffrroomm  eenntteerriinngg  tthhee  ttrruunnkk  tthhrroouugghh
tthhee  cclleeaarr  ttaappee,,  tthhee  cclleeaarr  ttaappee  mmuusstt  hhaavvee  ccoommpplleettee
((110000%%))  wweett  oouutt  55  --  1100mmmm  ((11//44””  --  33//88””))  oonn  aallll  tthhrreeee
ssiiddeess  ooff  ppeerriipphheerraall  bboouunnddaarryy  aanndd  nnoo  wwrriinnkkllee  ((ffiigg..  1100))

!   CAUTION

BBuuttyyll  gguumm  mmuusstt  bbee  ppllaacceedd  aaccrroossss  tthhee  ccaabbllee  ffoorr  ggoooodd
wwaatteerr  sseeaall..

!   CAUTION



8/10

QQ4455

(05/03/04)284-9613-60-LO

10. TUNER INSTALLATION

(1) Attach one “L” bracket to tuner with two M4 
screws. (figure 11)

76

6  Bracket

7  M4 Machine screw

1  Tuner unit

figure 11

Remove the cover
Remove the 
temporary jumper wire

Remove the tape
Prewired N-BUS cable

Prewired CD 
changer cable

Remove tapes

figure 12

figure 13

Bottom of the tuner

Spacer

13
3

100

(2) Remove the cover, the tape and temporary 
jumper wire to release prewired N-BUS cable 
and CD changer cable. (figure 12)

(3) Clean trunk panel with 50/50 alcohol/water 
solution where the tuner is to be attached.

(4) Clean the back of the tuner with 50/50 
alcohol/water solution.

(5) Cut spacer to 100mm x 133mm (4” x 5 1/4”).
(6) Attach spacer to back of tuner. 

(figure 13-2)
Do not cover holes in tuner.

5

5

figure 13-2

In case of ambient temperature below 20ºC (70ºF),
it is required to warm the tape and mounting sur-
face with a heater to minimum of 20ºC (70ºF).

!   CAUTION
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bracket hole

Tuner
Vertical

15~20mm

Confirm that the drilling 
position is flat.

(7) Attach tuner to trunk panel with bottom of tuner
sitting on top of the bracket and left edge of the 
tuner 15-20mm to the edge of the trunk panel 
as shown in figure 14.

(8) Drill one 4mm hole in trunk panel through 
L-bracket hole. figure 13

(9) Secure tuner to the trunk panel with 5mm 
tapping screw. figure 13

8

(10) Route the antenna cable to the tuner location. 
Secure with sponge tapes. (figure 15)

(11) Clean trunk panel with 50/50 alcohol/water 
solution where the splitter is to be attached.

(12) Peel off the tape protector from the splitter. 
Place the splitter on the trunk panel and secure 
in position by applying downward force with 
hand pressure. figure 15.

(13) Insert antenna splitter cable connectors into 
corresponding tuner terminals.

(14) Leaving enough length for the splitter 
connection, neatly coil excess antenna cable to 
create a loop 100mm (4”) in diameter.

(15) Connect the antenna cable connector to the 
antenna splitter.

(16) Attach the antenna cable loop to the trunk 
panel with sponge tape at two locations. 
figure 16

(17) Connect the N-Bus cable connector to the 
corresponding tuner terminal.

(18) Connect CD changer cable to tuner.
Secure CD changer cable with 2 sponge tapes 
and 1 cable tie. figure 16

figure 15

figure 14

figure 16

When drilling, take care not to damage the
harness on the backside of the panel.

!   CAUTION

Do not kink antenna cable.
Do not change diameter of the antenna loop.

!   CAUTION
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11. OPERATION CHECK
(1) Connect the battery negative terminal.
(2) Turn vehicle ignition switch to the “ACC” position.
(3) Turn radio on then select satellite radio mode. Acquiring (Sirius) or loading (XM) will dispaly for a while. If not,

move vehicle to outside and try again.
(4) Tune to preview channel ( XM: channel ”1” /  SIRIUS: channel ”184” ) to make sure receiving preview channel

correctly.
(5) Confirm proper audio operation. ( AM / FM / TAPE / CD )

12. REINSTALLATION OF REMOVED PARTS
(1) Reinstall all removed vehicle parts referring to the service manual for the vehicle.
(2) Be sure to engage all clips on parcel trunk finisher.
(3) Clean vehicle interior.

13. FINAL INSPECTION
(1) Inspect vehicle interior and exterior for damage.  
(2) Confirm proper operation of vehicle systems.
(3) Reset radio presets to the recorded settings.


