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GENERAL MOTORS, GM, the GM Emblem,
CHEVROLET, the CHEVROLET Emblem and the name
CORVETTE and the CORVETTE Emblem are
registered trademarks of General Motors Corporation.

This manual includes the latest information at the time it
was primed. We reserve the right to make changes
after that time withoul further notice. For vehicles first
sold in Canada, substitute the name “General Motors ol
Canada Limitad" far Chevrolet Motor Division whenever
it appears in this manual

Please keep this manual in your vehicle, so it will be
there if you ever need it when you're on the road. If you
sall the vehicle, please leave this manual in it so the
New owner can use ik

Litha in U.S.A.
Part Mo. 10323873 A First Edition

Canadian Owners

You can obtain a French copy of this manual from your
dealer or from:

Helm, Incorporated
P.0. Box 07130
Detrait, MI 48207

How to Use This Manual

Many people read their owner's manual from beginning
to end when they first receive their new vehicle. If
you do this, it will help you learn about the features and
controls for your vehicle, In this manual, you'll find
that pictures and words work together 1o explain things

Index

A good place to look for whal you need is the Index in
back of the manual. It's an alphabetical list of what's
in the manual, and the page number where you'll find it

@Cupyright General Motors Corporation 06/20/02
All Rights Reserved

fi
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Safety Warnings and Symbols

You will find a number of safety cautions in this book.
We use a box and the word CAUTION to tell you about
things that could hurt you if you ware to ignore the
warning.

A\ CAUTION:

These mean there is something that could hurt
you or other people.

in the caution area, we 1ell you whal the hazard is.
Then wa tell you what to do to help avoid or reduce the
hazard. Please read these caulicns. If you don't, you
or others could be hun.

You will also find a circle
with a slash through it in
this book. This safely
symbol means “"Don't,"
“Don’t do this" or “Don’t let
this happen.”
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Vehicle Damage Warnings

Also, in this book you will find these notices:

Notice: These mean there is something that could
damage your vehicle.

A notice will tell you about something that can damage
your vehicle. Many times, this damage would not be
covered by your warranty, and it could be costly. Bul the
notice will tell you what to do to help avoid the

damage.

When you read other manuals, you might see
CAUTION and NOTICE warmnings in different colors
or in different words.

You'll also see warming labels on your vehicle, They use
the same words, CAUTION or NOTICE.

Vehicle Symbols

Your vehicle may be eguipped with compenents and
labels that use symbols instead of texl, Symbols, used
on your vehicle, are shown along with the text
describing the operation or information relating to a
specific component, control, message, gage or indicator.

If you need help figuring oul a specific name of a
component, gage or Indicator refarence the following
lopics in the Index;

* “Engine Compartment Overview”
* “Instrument Panel Overview”

® “Climate Controls”

* “Audio Systems”

Also see Warning Lights, Gages and Indicators an
page 3-289.
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These are some examples of vehicle symbols you may find on your vehicle:
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Model Reference

This manual covers these madels:

206

Coupe

Convertible

Vi
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Front Seats

Manual Seats

Ta move a maniual seat, pull up on the lever located in
front of the seat to unlock it. Slide the seat to where
you want it and release the lever. Then try to move the
seat with your body to make sure the seat is locked
into place.

Power Seats

If your vehicle has this feature, the control for the power
seats will be located on the cuthoard side of each
seal, near the basa.

i-2
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Different paris of the power seat control move different
parts of the seat. To move the seat forward or
rearward, move the control in that direction, Move the
control up to raise the seat and down to lower it

By filting the back of the control, it will raise or lower the
back of the seatl. Tilting the front of the control will

raise or lower the front of the seat.

Your preferred seal position can be stored and recalled
if you have the mamory option. See Memory on
page 2-54,

Reclining Seatbacks

The lever for the reclining seatback is located on the
outboard side of each seat, near the base.

To adjust the seatback, lean slightly forward 1o lift your
woight off the ceathack Pull enmnlataly up on the

lever until it stops, and lean back to position the
saatback to where you want it. Helease the lever to lock

the seatback into place.
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But don’t have a seatback reclined if your vehicle is

N CAUTION:

Sitting in a reclined position when your vehicle
is in motion can be dangerous. Even if you
buckle up, your safety beits can't do their job
when you're reclined like this.

The shoulder belt can't do its job because it
won't be against your body. Instead, it will be
in front of you. In a crash you could go into it,
receiving neck or other injuries.

The lap belt can’t do its job either. In a crash
the belt could go up over your abdomen. The
belt forces would be there, not at your pelvic
bones. This could cause serious internal
Injuries.

For proper protection when the vehicle is in

moving.
maotion, have the seatback upright. Then sit
well back in the seat and wear your safety belt
properly.

-4
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Seatback Latches

A\ CAUTION:

If the seatback isn't locked, it could move
forward in a sudden stop or crash. That could
cause injury to the person sitting there. Always
press rearward on the seatback to be sure it is
locked.

Both seatbacks fold forward to give you access to the
rear area. To fold a seatback forward, lift this latch,
which is located on top of the backside of the seat, and
null the ceathark fnrward Tha seathack will lock

down in this position.
To unlock, it up on the fatch and push the seatback

rearward. When you reium the seatback (o its original
position, make sure the seatback is locked in place.

Downloaded from www.Manualslib.com manuals search engine

1-5


http://www.manualslib.com/

Sport Seat

1-6

If your vehicle has this feature, there are three other
controls thal help you change the shape of the seat in
addition to the power seat control. There are two
lumbar supports for the middle (A) and lower (B) back.
Thare's also a side bolster control {C) that adjusts

the sides of the seat around you to give you more lateral
slpport.

For lumbar support, move each control (A) and (B)
forward to inflate or rearward to deflale.

Move the side bolster control (C) up for more side
support and down for less support.
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Safety Belts
Safety Belts: They Are for Everyone

This part of the manual tells you how to use safety
belts properly. It also tells you some things you should
not do with safety belts,

A\ CAUTION:

A CAUTION:

Don't let anyone ride where he or she can't
wear a safety belt properly. If you are in a
crash and you're not wearing a safety belt.
your injuries can be much worse. You can hit
things inside the vehicle or be ejected from it.
You can be seriously injured or killed. In the
same crash, you might not be if you are
buckled up. Always fasten your safety belf,
and check that your passenger’s belt is
fastened properly too.

It is extremely dangerous to ride in a cargo
area, inside or outside of a vehicle. In a
collision, people riding in these areas are more
likely to be seriously injured or killed. Do not
allow people to ride in any area of your vehicle
that is not equipped with seats and safety
belts. Be sure everyone in your vehicle is in a
seat and using a safety bell properly.

Your vehicle has a light
that comes on as a
reminder to buckle up. See
Satety Bell Reminder

Light on page 3-31.

47
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In most states and all Canadian provinces, the law says Why Safety Belts Work

to wear safety bells. Here's why: They work.
When you ride in or on anything, you go as fast as

You never know if you'll be in a crash. If you do have a il goes.
crash, you don't know if it will be a bad one. ;

A few crashes are mild, and some crashes can be so
senous that even buckled up a person wouldn't survive,
But most crashes are in between. In many of them,
people who buckle up can survive and sometimes walk
away. Without belts they could have been badly hurt
ar kifled.

After more than 30 years of safety belts in vehicles, the
tacts are clear. In mos!t crashes buckling up does
matter,.. a lot!

Take the simplest vehicle. Suppose it's just a seat on
wheels.

1-8
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Pul someans on it.

Get it up 1o speed. Then stop the vehicle. The rider
doesn't stop.
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The person keeps going until stopped by something. In or the instrument panel...
a real vehicle, it could be the windshield...
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or the safety belts!

With safety belts, you slow down as the vehicle does.

You get more ime o siop. Yuu slup Over Wioie dislance,

and your strongest bones take the forces. That's why
safety balts make such good sensea.

Questions and Answers About
Safety Belts

Q:

Won't | be trapped in the vehicle after an
accident if I'm wearing a safety belt?

You could be — whelther you're wearing a safety
belt or not. But you can unbuckle a safety bett,
even If you're upside down. And your chance

of being conscious during and after an accident, so
you can unbuckle and get out, is much greater if
you are belted.

if my vehicle has air bags, why should | have to
wear safety belts?

Air bags are in many vehicles today and will be in
most of them in the future. But they are
supplemental systems only; so they work with
satety belts — not instead of tnem. Every ali bay
system ever offered for sale has required the use of
safety belts. Even If you're In a vehicle thal has

air bags, you still have o buckle up le get the most
protection, That's true not anly in frontal collisions,
but especially in side and other collisions.
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Q: i I'm a good driver, and | never drive far from
home, why should | wear safety belts?

A: You may be an excellent drver, but if you're in an
accident — aven one that isn't your faull — you
and your passenger can be hurl. Being a good
driver doesn't protect you from things beyond your
gontrol, such as bad drivers
Most accidents occur within 25 miles (40 km) af
nome. And the greatest number of serious injuries
and deaths occur at speeds of less than 40 mph
(65 km/h).

Safety belts are for averyone.

How to Wear Safety Belts Properly

This part is only for people of adull size,

Be aware that there are special things to know about
safety befts and children. And there are different

rules for smaller children and babies. If a child will be
nding in your vehicle, see Olider Children on page 1-21
ar Infanis and Young Children on page 1-23. Follow
those rules for everyone's protection.

First, you'll want 1o know which restraint systems your
vehicle has.

We'll start with the driver position.

1-12
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Driver Position 3. Pick up the latch plate and pull the belt across you.
Don't let it gel wisted.

This part describes the driver's restraint system. The lap-shoulder belt may lock if you pull the belt

Lap-Shoulder Belt across you very quickly, If this happens, let the belt
P go back slightly to unlock it. Then pull the belt
The driver has a lap-shoulder belt. Here's how to wear it Aacross you more slowly.
Rpay: When the lap portion of the belt is pulled out all the
1. Close and lock the door. way, it will lock, If it does, let it o back all the
2. Adjust the seat so you can sit up straight, To see way and start again, See "Lap Belt Cinch Featura”
how, see Reciining Seatbacks on page 1-3. later in this section.

4. Push the latch plate into the buckle until it clicks.

Pull up on the latch plate to make sure it is
secure. If the bell isn't long enough, see Safety
Belt Extender on page 1-20.

Make sure the release button on the buckle s
positioned so you would be able to unbuckle the
safety belt quickly if you ever had to.

1-13
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The lap pan of the belt should be wom low and snug on
the hips, just touching the thighs. In a crash, this
applies lorce (o the strong pelvic bones, And you'd be
less likaly to slhide under the lap belt. If you slid under It
the belt would apply force at your abdomen, This

could cause serious or even fatal injuries. The shoulder
belt should go over the shoulder and across the

chest. These paris of the body are best able to take belt
restraining forges.

The safety belt locks if there's a sudden stop or crash,
or if you pull the belt very quickly out of the retractor.

Lap Belt Cinch Feature

If you do not want the lap belt to move treely, pull the
l[ap el out all the way to set the lock. To permil the lap
belt to move freely again, unbuckle the belt, let it
ratract all the way, and buckle up again.
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(): What's wrong with this?

N CAUTION:

You can be seriously hurt if your shoulder belt
is too loose. In a crash, you would move

forward too much, which could increase injury.
The shoulder belt should fit against your body.

A1 The shoulder bell is too loose. It won't give nearly
as much protection this way.
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(Q: what's wrong with this?

A\ CAUTION:

You can be seriously injured if your belt is
buckled in the wrong place like this. In a crash,
the belt would go up over your abdomen. The
belt forces would be there, not at the pelvic
bones. This could cause serious internal
injuries. Always buckle your belt into the
buckle nearest you.

A'! The belt is buckled in the wrong place.
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(Q: what's wrong with this?

A\ CAUTION:

You can be seriously injured if you wear the
shoulder belt under your arm. In a crash, your
body would maove too far forward, which would
increase the chance of head and neck injury.
Also, the belt would apply too much force to
the ribs, which aren’t as strong as shoulder
bones. You could also severely injure internal
organs like your liver or spleen.

A ¢ Tha shoulder helt is wom under the am. It should
ba worn over the shoulder at all imes.
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(Q: What's wrong with this?

4\ CAUTION:

You can be seriously injured by a twisted belt.
In a crash, you wouldn't have the full width of
the belt to spread impact forces. If a bell Is
twisted, make it straight so it can work
properly, or ask your dealer to fix it.

A The belt is twisted across the body

1-18
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To unlatch the belt, just push the button en the buckle.
The belt should go back out of the way.

Before you close the door, be sure the belt is out of the
way. If you slam the door on it, you can damage
both the belt and your vehicle.

1-19
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Safety Belt Use During Pregnancy The best way to protect the fetus is 1o protect the
mother. When a safety belt is worn properly, it's mare

Safety belts work for everyone, including pregnant likely that the fetus won't be hurt in a crash. For
women. Like all occupants, they are more likely 1o be pregnant women, as for anyone, the key to making
seriously injured if they don't wear safety balts. safety belts effective is wearing them properly.

Passenger Position

The passenger's safety belt works the same way as the
driver's safety bell. See Dniver Position on page 1-13.

Safety Belt Extender

if the vehicle's safety belt will fasten around you, you
should use it.

But if a safety bell isn't long enough to fasten, your
dealer will order you an extender. It's free. When you go
in to order it, take the heaviest coat you will wear, so
the extender will be long enough for you. The extender
will be just for you, and just for the seal in your

vehicle that you choose. Don't let someone else use it
and use it only Tor the seat it is made to fit. To wear

il, just attach it to the regular safety beit.

A pregnant woman should wear a lap-shoulder belt, and
the lap portion should be wom as low as possible,
below the rounding, throughout the pregnancy.

1-20
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Child Restraints Q: What is the proper way to wear safety belts?

At possible, an older child should wear a
Older Children lap-shoulder belt and get the additional restraint a
shoulder belt can provide. The shoulder belt
should not cross the face or neck. The lap bel
should fit snugly below the hips. [ust touching the
top of the thighs. It should never be worn over
the abdomen, which could cause severe or even
fatal internal injuries in a crash.

In a crash, children who are not buckled up can strike
other people who are buckled up, or can be thrown
out of the vehicle, Older children need to use safety
belts properly.

Older children who have outgrown booster seats should
wear the vehicle's safety beits,

1-21
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Q: What if a child is wearing a lap-shoulder belt,
but the child is so small that the shoulder belt
is very close to the child's face or neck?

A2 Move the child toward the center of the vehicle, but
be sure that the shoulder belt still is on the child's
shoulder, so that in a crash the child's upper
body would have the restraint that belts provide.

A\ CAUTION:

Mever do this.

Here two children are wearing the same belt.
The belt can't properly spread the impact
forces. In a crash, the two children can be
crushed together and seriously injured. A belt
must be used by only one person at a time.

1-22
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A\ CAUTION:

Never do this.

Here a child is sitting in a seat that has a
lap-shoulder belt, but the shoulder part is
behind the child. If the child wears the belt in

CAUTION: (Continued)

CAUTION: (Continued)

this way, in a crash the child might slide under
the belt. The belt's force would then be applied
right on the child’s abdomen. That could cause
serious or fatal injuries.

The lap portion of the belt should be worm low and snug
on the hips, just touching the child’s thighs. This
applies belt force to the child's pelvic bones in a crash.

Infants and Young Children

Everyone in a vehicle needs protection! This includes
Infants and all other children. Neither the distance
traveled nor the age and size of the traveler changes
the need, for everyone, to use safety restraints. |n fact,
the law in every state in the United States and in
every Canadian province says children up to some age
must be restrained while in a vehicle.

Every time infants and young children ride in vehicles,
they should have the protection provided by appropriate
restraints. Young children should not use the vehicle's
adult safety bells alone, unless there is no other choice.
Instead, they need to use a child restraint.
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CAUTION: (Continued)

For example, in a crash at only 25 mph

{40 km/h), a 12-Ib. (5.5 kg) baby will suddenly
become a 240-lb. {110 kg) force on a person’s
arms. A baby should be secured in an
appropriate restraint.

2\ CAUTION:

A CAUTION:

People should never hold a baby in their arms
while riding in a vehicle. A baby doesn't weigh
much - until a crash. During a crash a baby will
become so heavy it is not possible to hold it.

CAUTION: (Continued)

Children who are up against. or very close to.
any air bag when it inflates can be seriously
injured or killed. Air bags plus lap-shoulder
belts offer outstanding protection for adults
and older children, but not for young children
and infants. Neither the vehicle's safety belt
system nor its air bag system is designed for
them. Young children and infants need the
pratection that a child restraint system can
provide,

1-24
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(Q: What are the different types of add-on child

A

restraints?

Add-on child restraints, which are purchased by the
vehicle's owner, are available in four basic types.
Selection of a paricular restraint should take

into consideration nat only the child's weight, haight
and age but also whether or not the restraint will
be compatible with the motor vehicle in which it will
be usad.

For most basic types of child restraints, there are
many different models available. When purchasing a
child restraint, be sure It Is designed to be used

in a mator vehicle. If it is, the restrainl will have a
label saying that it meets federal motor vehicle
safety standards.

The restraint manufacturer's instructions that come
with the restraint state the weight and height
limitations for a padicular child restraint. In addition,
nere are many kinds ol 1estiamis avaialie (G
children with special needs.

A CAUTION:

Newbarn infants need complete support,
including support for the head and neck. This
is necessary because a newborn infant’s neck
is weak and its head welghs so much
compared with the rest of its body. In a crash,
an Infant in a rear-facing seat settles into the
restrainl, so the crash forces can be
distributed across the strongest part of an
infant’s body, the back and shoulders. Infants
always should be secured in appropriate infant
restraints,
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Child Restraint Systems
A\ CAUTION:

The body structure of a young child is quite
unlike that of an adull or older child, for whom
the safety belts are designed. A young child’s
hip bones are still so small that the vehicle's
regular safety belt may not remain low on the
hip bones, as it should. Instead, it may settle
up around the child's abdomen. In a crash, the
belt would apply force on a body area that's
unprotected by any bony structure. This alone
could cause serious or fatal injuries. Young
children always should be secured in
appropriate child restraints.

(A)

An infant car bed (A), a special bed made for use ina
motar vehicle, is an infant restraint system designed
lo restrain or position a child on a continuous flat
surface, Make sure that the infant's head rests toward
the center of the vehicle.
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(B

A rear-facing infant seat (B) provides restraint with the A forward-facing child seat (C-E) provides restraint for
seating surface against the back of the infant. The the child's body with the hamess and also sometimes
harnacs system holds the infant in place and, in a crash,  with surfaces such as T-shaped or shelf-like shields,
acts to keep the infant positioned in the restraint.
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(Q: How do child restraints wark?

A: A child restraint system is any device designed for
use in a motor vehicle to restrain, seat, or position
children. A built-in child restraint system is a
permanent par of tha molor vehicle. An add-on
child restraint system is a poriable one, which
is purchased by the vehicle's owner,

For many years, add-on child restraints have used
the adult belt system in the vehicle. To help

reduce the chance of injury, the child also has to be
secured within the restrainl. The vehicle's belt
systam secures the add-on child restraint in the
vehicle, and the add-on child restraint’s harness
system holds the child in place within the restraint.

One system, the three-point hamess, has straps
that come down over each of the infant's shoulders

A booster seal (F-G) is a child restraint designed lo and buckle together at the crotch. The five-paint
improve the fit of the vehicle's safety belt system. Some harmess syslem has two shoulder straps, two
bﬂ-l:l&tErISElalE have a shoulder belt pasitioner, and hip straps and a crotch strap. A shield may take the
some high-back booster seats have a five-point harness. place of hip straps. A T-shaped shield has

A booster seal can also help a child to see out the shoulder straps that are attached to a flat pad which
window, rests low against the child’s body, A shelf- or

armrest-type shield has straps that are attached
to a wide, shelf-like shield that swings up or to
the side.
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When choosing a child restraint, be sure the child
restraint is designed to be used in a vehicle. If it is, it
will have a label saying that it meets federal motor
vehicle safety standards.

Then follow the instructions for the restraint. You may
find these instructions on the restraint itself or in a
booklet, or both. These restraints use the belt system in
your vahicle, but the child also has to be secured

within the restraint to help reduce the chance of personal
injury. When securing an add-on child restraint, refer

to the instructions that come with the restraint which may
be on the restraint itsell or in a booklet, or both, and

to this manual, The child restraint instructions are
important, so if they are not available, obtain a
replacement copy from the manufacturer.

The child restraint must be secured properly in the
passenger seal. I you want o secure a rear-facing child
restraint in the passenger's seal, turn off the passenger’s
alr bag. See Air Bag Off Switch on page 7-44 and
Securing a Child Restraint in the Passenger Seat
Position on page 1-34 for more on this, including
important satety infarmation.

A\ CAUTION:

A child in a rear-facing child restraint can be
seriously injured or killed if the passenger’s air
bag inflates. This is because the back of the
rear-facing child restraint would be very close
to the inflating air bag. Be sure to turn off the
air bag before using a rear-facing child
restraint in the passenger seat position.

Keep in mind that an unsecured child restraint can
move around in a collision or sudden stop and injure
people in the vehicle. Be sure to properly secure

any child restraint in your vehicle — even when no child
Is In it.
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Top Strap

Some child restraints have a top strap, or “top tether". It
can help restrain the child restraint during a collision,
For it to work, a top strap must be properly anchored to
the vehicle. Some top strap-equipped child restraints
are designed for use with or without the top strap being
anchored. Others require the top strap always to be
anchored, Be sure 1o read and follow the instructions for
your child restraint. If yours requires that the top strap
be anchored, don't use the restraint unless it is anchored

praperly,

If the child restraint does not have a top strap. one can
be obtained, in kit form, for many child restraints.

Ask the child restraint manufacturer whether or not a kit
is available.

Iin Canada, the law requires that forward-facing child
restraints have a top strap, and that the strap be
anchored. In the United States, some child restraints
also have a top strap. If your child restraint has a
tep strap, it should be anchored.

If your vehicle is a convertible or has a removable roof
panel, don’t use a child restraint that requires a top
strap In your vehicle because the sirap cannot be
anchored properiy.
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Cnce you have the top strap anchored, you'll be ready
to secure the child restraint itself. Tighten the top
strap when and as the child restraint manufacturer's
instructions say.

Top Strap Anchor Location

If your vehicle is a 206, an anchor bracket for a top
strap is located behind the passengers’s seat in
the cargo area. Anchor the top strap to the bracket.
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Lower Anchorages and Top Tethers
for Children (LATCH System)

Your vehicle has the LATCH system. You'll find
anchors (A) in the passenger seal.

To assist you in locating the lower anchors for this child
restraint system, a label will be applied to the seatback
at each anchor position.

The labals are located
near the base of the
passenger seat.
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In order to use the systermn, you need either a
forward-facing child restraint that has attaching

points (B) al its base and a top tether anchor (C), or a
rear-facing child restraint thal has attaching points (B},
as shown here.

With this system, use the LATCH system instead of the
vehicle's safety belts to secure a child restraint,
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A\ CAUTION:

It a LATCH-type child restraint isn't attached to
its anchorage points, the restraint won't be
able to protect a child sitting there. In a crash,
the child could be seriously injured or killed.
Make sure that a LATCH-type child restraint is
properly installed using the anchorage points,
or use the vehicle's safety belts to secure the
restraint. See “"Securing a Child Restraint
Designed for the LATCH System™ or “Securing
a Child Restraint in the Passenger Seat
Position” in the Index for information on how
to secure a child restraint in your vehicle.

Securing a Child Restraint Designed
for the LATCH System

1. Find the anchors in the passenger seat. See Lower
Anchorages and Top Tethers for Children (LATCH

Sysfem) on page 1-31.
2. Put the child restraint on the seat,

3. Attach the anchor points on the child restraint to the
anchars in the vehicle. The child restraint
instructions will show you how.

4. If the child restraunt is forward-facing, attach the top
strap to the top strap anchor if your vehicle has
one. See Top Strap on page 1-30. Tighten the top
strap according to the child restraint instructions.

5, Push and pull the child restraint in different
directions to be sure it is secure.

To remove the child restrainl, simply unhook the top
strap from the top tether anchor and then disconnect the
anchor points.
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Securing a Child Restraint in the
Passenger Seat Position

Your vehicle has a passenger air bag. There's an air
bag off switch in the glove box you can use 1o turn

off the passenger’s air bag when you want to secure a
rear-facing child restraint at the passenger's position
See Air Bag Off Switch on page 1-44 for more on this,
including important safety information.
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Unless the passenger's air bag has been turmed off,
never pul a rear-facing child restraint in this vehicla,
Here's why:

/A CAUTION:

&\ CAUTION:

A child in a rear-facing child restraint can be
seriously injured or killed if the passenger’s air
bag inflates. This is because the back of the
rear-facing child restraint would be very close
to the inflating air bag. Do not use a
rear-facing child restraint in this vehicle unless
the passenger’s air bag has been turned off.

It a forward-facing child restraint is suitable for
your child, always move the passenger seat as
far back as it will go.

If the air bag readiness light ever comes on
when you have turned off the air bag, it means
that something may be wrong with the air bag
system. The passenger’'s air bag could inflate
even though the switch is off. If this ever
happens, don't let anyone whom the national
government has identified as a member of a
passenger air bag risk group sit in the
passenger's position (for example, don'l
secure a rear-facing child restraint in your
vehicle) until you have your vehicle serviced.
See “Air Bag Off Switch” in the Index.
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You'll be using the lap-shoulder belt. See Top Strap on
page 1-30if the child restraint has one. Be sure lo
follow the instructions that came with the child restraint.
Secure the child in the child restraint when and as

the instruclions say.

1. Your vehicle has a passenger's air bag. If you are
using a rear-facing child restraint in this seat, make
sure the air bag is turned off. See Air Bag OF
Switch on page 1-44. If your child restraint is
forward-facing, always move the seat as far back
as it will go belfore securing it in this seal. See
Manual Seats on page 1-2 or Power Seats
an page 1-2.

2. Pul the restraint on the seal,

3. Pick up the latch plate, and run the lap and shoulder
portions of the vehicle’s safety belt through or

around the restrainl. The child restraint instructions
will show you how.

4. Buckle the belt, Make sure the release bution is

positioned so you would be able to unbuckle the
safety belt quickly it you ever had to.
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5. Pull the rest of the lap belt all the way out of the
retractor to set the lock.

6. To tighten the belt, feed the lap bell back into the
retractor while you push down en the child restraint.
You may find it helpful to use your knee to push

= ai LT sy P S S -
down wi e chiid restiaint as you tighton the balt,

7. Push and pull the child restraint in different
directions to be sure it is secure.
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To remove the child restraint, just unbuckle the vehicle’'s
safaty belt and let it go back all the way. The safety

belt will move freely again and be ready to work for an
adult or larger child passenger.

If you were using a rear-facing child restraint, turn on
the passenger's air bag when you remove the
rear-facing child restraint from the vehicle unless the
person who will be sitting there is a member of a
passenger air bag risk group. See Air Bag Off Switch on

page 1-43.

£\ CAUTION:

If the passenger’s air bag is turned off for a
person who isn't in a risk group identified by
the national government, that person won't
have the extra protection of an air bag. In a
crash, the air bag wouldn’t be able to inflate
and help protect the person sitting there. Don't
turn off the passenger's air bag unless the
person sitting there is in a risk group. See “Air
Bag Off Switch” in the Index for more on this,
including important safety information.
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Air Bag System
This part explains the air bag system.

Your vehicle has air bags — one air bag for the driver
and another air bag for the passenger.

Frontal air bags are designed to help reduce the risk of

injury from the force of an inflating air bag. But these
air bags must inflate very quickly to do their job
and comply with federal requlations.

Here are the most impoartant things to know about the

air bag system:

CAUTION: (Continued)

A\ CAUTION:

They aren’t designed to inflate at all in rollover,
rear or low-speed frontal crashes, or in many
side crashes. And, for some unrestrained
occupants, air bags may provide less
protection in frontal crashes than more
forceful air bags have provided in the past.
Everyone in your vehicle should wear a safety
belt properly — whether or not there's an air
bag for that person.

if you aren't wearing your safety belt — even if
you have air bags. Wearing your safety belt
during a crash helps reduce your chance of
miiting Linngs imside e Vvenicie &F SEIng
ejected from it. Air bags are designed to work
with safety bells, but don't replace them. Air
bags are designed to deploy only in moderate
to severe frontal and near frontal crashes.

You can be severely injured or Killed in a crash

A\ CAUTION:

CAUTION: (Continued)

Air bags inflate with great force, faster than the
blink of an eye. If you're too close to an
iihaung ar bag, as you would be if you wers
leaning forward, it could seriously injure you.
Safety belts help keep you in position before
and during a crash. Always wear your safety
belt, even with air bags. The driver should sit
as far back as possible while still maintaining
control of the vehicle.
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The system checks the air bag electrical system for

. malfunctions. The light tells you if there is an electrical
& CAUTIDN' problem. See Air Bag Readiness Light on page 3-32
for more Infarmation.

Anyone who is up againsl. or very close to, )
any air bag when it inflates can be seriously Where Are the Air Bags?
injured or killed. Air bags plus lap-shoulder
belts offer the best protection for adults, but
not for young children and infants. Neither the
vehicle’s safety belt system nor its air bag
system is designed for them. Young children
and infants need the protection that a child
restraint system can provide. Always secure
children properly in your vehicle. To read how,
see the parts of this manual called “Older
Children™ and “Infants and Young Children™.

There is a air bag
readiness light on the
instrument panel, which

%‘ shows the air bag symbol.

The driver's air bag is In the middle of the
steering wheel,

1-40

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

A\ CAUTION:

If something is between an occupant and an
air bag, the bag might not inflate properly or it
might force the object into that person causing
severe injury or even death. The path of an
inflating air bag must be kept clear. Don't put
anything between an occupant and an air bag,
and don't attach or put anything on the
steering wheel hub or on or near any other air
bag covering.

The passenger's air bag is in the instrument panel on
the passenger's side.
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When Should an Air Bag Inflate?

An air bag is designed to inflate in a moderate 10 severe
frontal, or near-frontal crash. The air bag will inflate

only if the impac! speed Is above the system's designed
fhreshold level”, If your vehicle goes straight into &

wall that dogsn't move or deform, the threshold level is
about 9 to 15 mph (14 to 24 km/h). The threshold

leval can vary, howeaver, with specific vehicle design, so
that it can be somewhat above or below this range. If
your vehicle sirikes something that will move or deform,
such as a parked car, the threshold level will be

higher. The air bag Is not designed to inflate in rollovers,
rear Impal::ls, or in many side impacts because inflation
would not halp the occupant,

In any particular crash, no one can say whether an air
bag should have inflated simply because of the damage
o a vehicle or because of what the repair costs were,
Inflation is determined by the angle of the impact

and how quickly the vehicle slows down in frantal or
near-frontal impacts.

What Makes an Air Bag Inflate?

In an impact of sufficient seventy, the air bag sensing
system detects that the vehicle is in a crash. The
sansing system triggers a release of gas from the
inflator, which inflates the air bag. The inflator, air bag
and related hardware are all part of the air bag modules
inside the steering wheel and in the instrument paneal

in front of the passenger.

How Does an Air Bag Restrain?

In moderate to severe frontal or near-frontal collisions,
gven belted occupants can contact the steering wheel or
tha instrumant panel. Air bags supplement the
protection provided by safety belts. Air bags distribute
the force of the impacl maore evenly over the occupant’s
upper body, stopping the occupant more gradually.

But air bags would not help you in many types of
collisions, including rollovers, rear impacts and many
side impacts, primarily because an occupant's motion is
not toward those air bags. Air bags should never be
regarded as anything more than a supplement to satety
belts, and then anly in moderate to severa frontal or
near-frontal coilisions.
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What Will You See After an
Air Bag Inflates?

After the air bag inflates, it quickly deflates, so quickly
that some people may not even realize the air bag
inflated. Some components of the air bag module — the
steering whee| hub for the driver's air bag. the
instrument panal for the passenger's bag — will be hot
for a short time. The parts of the bag that come into
cantact with you may be warm, but not too hot to touch.
Thare will be some smoke and dust coming from the
vents in the deflated air bags. Air bag inflation doesn™
prevent the driver from seeing or being able to steer the
vehicle, nor does it stop people from leaving the
vehicle.

/N CAUTION:

When an air bag inflates, there is dust in the
air. This dust could cause breathing problems
for people with a history of asthma or other
breathing trouble. To avold this, everyone in
the vehicle should get oul as soon as it is safe
to do sa. If you have breathing problems but
can’t get out of the vehicle after an air bag
inflates, then get fresh air by opening a
window or a deor. If you experience breathing
problems fellowing an air bag deployment, you
should seek medical attention.

In many crashes severe enough to inflate the air bag,

windshields are broken by vehicle deformation
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Additional windshield breakage may also occur from the
passenger air bag.

* Air bags are designed to inflate only once. After an
air bag inflates, you'll need some new parts for your
air bag system. If you don't get them, the air bag
system won't be there to help protect you in another
crash. A new system will include air bag modules
and possibly other parts. The service manual for your
vehicle covers the need to replace other parts,

* Your vehicle is equipped with a diagnostic module,
which records information about the air bag system.
The module records information aboul the readiness
of the system, when the system commands air bag
inflation and driver's safety belt usage at deployment.
The module also records speed, angine rpm, brake
and throtile dala,

¢ | et only qualified technicians work on your air bag
systems. Improper senvice can mean thatl an air bag

system won't work properly. See your dealer for
service.

Notice: I you damage the covering for the driver's
or the passenger’'s air bag, the bag may not work
properly. You may have to replace the air bag
module in the steering wheel or both the air bag
module and the instrument panel for the
passenger's air bag. Do not open or break the air
bag coverings.

Air Bag Off Switch

Your vehicle has a switch in the glove box that you can
use to turn off the passenger’s air bag.

This switch should only be tumed to AIR BAG OFF if
the person in the passenger's position is a member of a
passenger risk group identified by the national
government as follows:

1-44
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Infant. An infant (less than 1 year old)
must ride in the front seat because:

* my vehicle has no rear seat;

Medical Condition. A passenger has a
medical condition which, according to his
or her physician:

s my vehicle has a rear seal too small to
accommodate a rear-facing infant seat; or

e ihe infant has a medical condition which, according
to the infant's physician, makes it necessary for the
infant to ride in the front seat so that the driver
can constantly monitor the child’s condition.

Child age 1 to 12. A child age 1 to 12 must
ride in the front seat because:

s my vehicle has no rear seat,

® although children ages 1 to 12 ride in the rear
zeal(s) whenever possible, children ages 1to 12
sometimes must ride in the front because no space
iz available in the rear seal(s) of my vehicle; or

* the child has a medical condition which, according
10 e chiid's piiysiial, Manes it Necessany 1o tho
child to ride in the front seat so that the driver
can constantly monitor the child's condition.

® causes the passenger air bag to pose a special risk
for the passenger; and

* makes the potential ham from the passenger air
bag in a crash greater than the potential ham
from tumning off the air bag and allowing the
passenger, even if belted, fo hit the dashboard or
windshield in a crash.

A\ CAUTION:

If the passenger's air bag is turned off for a
person who Isn't in a risk group identified by
the national government, that person won't
have the extra protection of an air bag. In a
crach, the air han wauldn't ha ahle to inflate
and help protect the person sitting there. Don’t
turn off the passenger's air bag unless the
person sitting there is in a risk group.
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To turn off the passenger’s air bag, Insen your ignition
key into the switch, push in, and move the switch to
the off position.

The AIR BAG OFF light on the center console switch
panel will come on to ket you know that the passenger s
air bag is off. The passenger's air bag will remain off
until you turn it back on again, and the AIR BAG
OFF light will stay on to remind you that the air bag
is off.
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Servicing Your Air Bag-Equipped

Vehicle
; ; Air bags affect how your vehicle should be serviced,
= PRESENGER F4 =T There are parts of the air bag system in several places
2 BAG OF around your vehicle. You don't wanl the system 1o
- r inflate while someone is working on your vehicle. Your

dealer and the service manual have information
. about servicing your vehicle and the air bag system. To
o, e purchase a sen-'icg manual, see Senvice Publications

; y Ordering Information on page 7-10.

& A CAUTION:
Tl
- For up to 10 seconds after the ignition key is
- turned off and the battery is disconnected, an
_ - air bag can still inflate during improper
To tum the passenger's air bag on again, insert your service. You can be injured if you are close to
ignition key into the switch, push in, and mave the swilch an air bag when it inflates. Avoid yellow wires,

try the nn positinn wires wrannad with vellow taoe or vellow

connectors. They are probably part of the air
bag system. Be sure to follow proper service
procedures, and make sure the person

performing work for you is qualified to do so.

The air bag system does nol need regular maintenance
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Restraint System Check Replacing Restraint System Parts
After a Crash
Checking Your Restraint Systems

Now and then, make sure the safety belt reminder light N CAUTION:
and all your belis, buckles, latch plates, retraciors

and anchorages are working properly. Look for any other
lcose or damaged safety belt system paris. If you see
anything that might keep a safety belt system from doing
its job, have it repaired.

A crash can damage the restraint systems in
your vehicle. A damaged restraint system may
not properly proiect the person using i,
resulting in serious injury or even death in a

Torn or frayed safety bells may not protect you in a crash. To help make sure your restraint
crash. They can rip aparl under impact forces. If a belt systems are working properly after a crash
is torn or frayed, get a new one right away. have them inspected and any necessary
Also look Tor any opened or broken air bag covers, and replacements made as soon as possible.

have them repalred or replaced. (The air bag system

doees nol need regular maintenance. )
If you've had a crash, do you need new bells?

After a very minor collision, nothing may be necessary.
But if the bells were stretched, as they would be if
worn during a more severe crash, then you need

new parts.
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If you ever see a label on the driver's safety belt that
says to replace the belt, be sure to do so. Then the new
belt will be there to help protect you in a collision.

You would see this label on the belt near the latch plate.

if belts are cut or damaged, replace them. Collision
damage also may mean you will need to have safety belt
or seat parts repaired or replaced, New paris and
repairs may be necessary even it the belt wasn't being
used at the time of the collision.

it an air bag inflates, you'll need to replace air bag
system parts. See the pant on the air bag system earlier
in this section.

Downloaded from www.Manualslib.com manuals search engine

1-49


http://www.manualslib.com/

4 NOTES
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Features and Controls
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Section 2 Features and Controls
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Keys

A\ CAUTION:

Leaving children in a vehicle with the ignition
key is dangerous for many reasons. A child or
others could be badly injured or even killed.

They could operate the power windows or
other controls or even make the vehicle move.

Don't leave the keys in a vehicle with children.
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One key is used for the
ignition, the driver's door
and all other locks.

When a new vehicle is delivered, the dealer glves the
first owner a key and a bar coded tag. Both the key and
the tag are attached to a key ring.

The paper tag has a code on it that tells your dealer or
a qualified locksmith how to make an extra key.

Keep the bar-coded tag in a safe place. If you lose your
key, you'll be able to have a new one made easily

using this tag, If your key doesn’t have a tag and you
need a new ignition Key, go lo your dealer for the correct
key code.

Notice: Your vehicle has a number of features that
can help prevent theft. You can have a lot of
trouble getting into your vehicle if you ever lock
your keys inside. You may even have to damage
your vehicle to get in. S0 be sure you have

spare keys.

If vou ever do getl locked out of your vehicle, call
Chevrolet Roadside Assistance. See Rosdside
Assistance Program on page 7-5 tor more informaftion.

Remote Keyless Entry System

Your vehicle has a Remote Keyless Entry (RKE) system
that operates on a radio frequency subjeci o Federal
Communicaions Commission (FOC) Rules and

with Industry Canada.

This device complies with Part 15 of the FCC Rules.
Operation is subject lo the following two conditions:

{1) this device may not cause harmful interfarence, and
(2] this device must accept any inlerderence received,
including interference that may cause undesired
operation.

This device complies with RS5-210 of Indusiry Canada,
Operation is subject to the following two conditions:

(1) this device may nol cause interference, and

(2) this device must accept any interference received,
including interference thal may cause undesired
operation of the device,

2.4
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Changes or modifications to this system by other than
an authorized service facility could void authorization to
use this eguipment.

If you ever notice a decrease in the remole keyless
entry transmitter range, try doing one of the following:

Check the distance. You may be too far from
your vehicle, You may need to stand closer during
rainy or snowy weather,

Check the location. Other vehicles or objects may
be blocking the signal. Take a few steps to the
left or right. hold the transmitter higher, and

Iry again.

Check to determine if battery replacement is
necessary. See “Battery Replacement” under
Remote Keyless Entry System Operation on
page 2-5.

Check to make sure that an electronic device such
as a rallular nhone or lap too comouter is not
causing interference.

If you're still having trouble, see your dealer or a
qualified technician for service.

Remote Keyless Entry System
Operation

Your vehicle has a Remote Keyless Entry (RKE) system
that allows you to lock and unlock your doors, unlock
your hatch/trunk lid, turn the panic alarm on and off and
disarm or arm your theft-deterrent system. The range
distance is as much as 100 feet (30 m) away.

Your vehicle comes
standard with two
transmitters, and up to
three can be malched to
your vehicle.

e "‘ o
= N

See "Matching Transmitter(s) to Your Vehicle" later in
this section.
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The driver's door will unlock when the unlock button on
the remote keyless antry transmitter is pressed, or
press the unlock button again within five seconds to
uniock both doors, Also, by pressing the unlock button.
it may aulomalically disammn your thefi-detarrent

system, depending on how Lhe thefl-deterrent system is
programmed, [f iU's dark enough outside, your interior
lamps will come on.

Your memany settings will also be recalled when you
press the unlock butlon an the remole keyless entry
transmitter. See Memory on page 2-55 for more
information.

The hatchirunk lid will release when the button with the
trunk symbol is pressed, as long as the ignition is
turned to OFF.

The system has a feature that makes it difficult for you
to lock your key in your vehicle, If you leave your

key i the ignition and attempt to lock the doors, the
wvehicle will not lock and a chime will sound to remind
you that the key is in the ignition. If the door lock

is pressed again, within five seconds, the doors will lock
and the keys can be locked in the vehicle, This

syslem can'l guarantee thal you will never be locked out
of your vehicle. Always remember o take your key

with you.

Remote Alarm

When you press the hom button on the remole keyless
entry transmitter, the horn will sound. This panic
alarm button will allow you to attract attention, if needed.

If the horn alarm sounds, there are three ways to tum
it off:
¢ Press the panic alarm button again on the remole
keyless entry transmitter.
& Wait 90 seconds, and the harn will e off by itself

® Tum the key to any position in the ignition,
except OFF,

Remote Keyless Entry Settings

You can adjust the seftings on the system through the
Driver Information Center (DIC). You can change

the type of alarm used by the thefi-deterrent system.
See DIC Controls and Displays on page 3-45 for more
information.

2-6
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Matching Transmitter(s) to Your
Vehicle

Each remote keyless entry transmitter is coded to
prevent another transmitter from unlocking your vehicla.
It a transmitter is lost or stolen, a replacemant can

be purchased through your dealer, Remember o bring
any remaining transmitters with you when you go to
your dealer. When the dealer maiches the replacement
transmitter 10 your vehicle, any remaining transmitters
must also be matched. Once your dealer has coded the
new transmitter, the lost transmitter will not unlock

your vehicle. Each vehicle can have a maximum of three
transmitters matched 1o it.

To match transmitters to your vehicle:
1. Tumn the ignition key to OM.

2. Clear any warning messages on the Driver
Infarmation Centar (DIC) by pressing the RESET
button

A Prage the MPTIONS huttnn an the DIC several

times until the blank page is displayed, then
press and hold the RESET button for two seconds,

4. When the message FOB TRAINING is displayed,
press the RESET button once. The message
HOLD LK + UNLK 15T FOB will be displayed in
the DIC.

5. Press and hold the lock and unlock buttons on the
first transmitter simultaneously for five seconds.

6. When a transmitter is leamed (matched), the DIC
will display FOB LEARNED and then prompt you to
learn the second transmitter.

7. Repeat Steps 5 and 6 for the third transmitter.
8. Remove the key from the ignition.

The Programming mode will shut off if any of following
has occurred:

% You don't program any transmitters for two minutes.
* You take the key out of the ignition.
% ‘You have programmed three transmitters.
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Battery Replacement

Under normal use, the battery in your remote keyless
entry transmitter should last about three years.

You can tell the battery is weak if the transmittar won'l
work at the normal range in any location. If you have

to get close to your vehicle before the transmitier works,
it's probably time to change the battery.

Notice: When replacing the battery, use care not to
touch any of the circuitry. Static from your body
transferred to these surfaces may damage the
transmitter.

1. Insert a coin or similar object into the slot on the
back of the transmitter and gently pry apart the
front and back.

2. Gently pull the batlery out of the transmitter.

3. Put the new battery in the transmitter, positive {+)
side up. Use a battery, type CR2032, or equivalent.

4. Beassemble the transmitter. Make sure to put
it together so water won't get In.

5. Test the transmitter,

2-8
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Doors and Locks

Door Locks

&\ CAUTION:

Unlocked doors can be dangerous.

* Passengers — especially children — can
easily open the doors and fall out of a
moving vehicle. When a door is locked, the
handie won't open it. You increase the
chance of being thrown oul of the vehicle
in a crash if the doors aren't locked. So,
wear safety belts properly and lock the
doors whenever you drive.

* Young children who get into unlocked
vehicles may be unable to get out. A child
can be overcome by extreme heat and can
sufler permanent injuries or even deatn
from heat stroke. Always lock your vehicle
whenever you leave it.

* Outsiders can easily enter through an
unlocked door when you slow down or
stop your vehicle. Locking your doors can
help prevent this from happening.

There are several ways to lock and unlock your vehicle.

To lock or unlock the door from the outside, use your
door key an the drivers's side or the remote keyless
entry transmitter,

If your thefl-deterrent system is armed, unlock the
driver's door with the key or by using the remote keyless
antry transmitter to open either door to avoid setting

off the alarm. See Theft-Deterrent Syslem on page 2-16.

To lock the door from the inside, move the lever located
on the door forward, To unlock It move the lever on
the door rearward,
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Power Door Locks

Press the power doar switch on either door 1o unlock or
lock both doors at ance.

Lockout Protection

If you press the power door lock switch when a door is
open and a key is in the ignition, a chime will sound,

If the power door lock switch is pressed again within five
seconds, the doors will lock.

Leaving Your Vehicle

If you are leaving the vehicle, take your key, open your
door and set the locks from inside or with the remote
keyless entry transmitter, Then gel out and close

the door.

2-10

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

Hatch/Trunk

A\ CAUTION:

It can be dangerous to drive with the hatch/
trunk lid open because carbon monoxide (CO)
gas can come into your vehicle. You can't see
or smell CO. It can cause unconsciousness
and even death. If you must drive with the
trunk lid open or if electrical wiring or other
cable connections must pass through the seal
between the body and the hatch/trunk lid:
% Make sure all other windows are shut.
* Turn the fan on your heating or cooling
system to its highest speed and select the

control setting that will force outside air
into your vehicle. See “Climate Controls.”

* If you have air outlets on or under the
instrument panel, open them aii ine way.

See “Engine Exhaust” in the Index.

Notice: If you put things in the hatch/trunk area, be
sure they won't break the glass when you close

it. Never slam the hatch/trunk lid down. You could
break the glass or damage the defogger grid.

When you close the hatch/trunk lid, make sure you
pull down from the center, not the sides. If you

pull the hatch/trunk lid down from the side too often,
the weatherstrip can be damaged.

MNotice: Do not store heavy or sharp objects in the
rear storage compartments located in the
hatch/trunk area. If you do, the objects could
damage the underbody,
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Hatch/Trunk Lid Release The remote keyless entry transmitter will also release
the hatch/trunk lid. See Remote Keyless Entry System

ar page 2-4,

If your vehicle Is equipped with a hatch and you have
lost battery power, use the manual release cables

to open the hatch. To access the cables, remove the
two access panels located in the rear of the trunk area.
There is one cable located under each access panel.

See Hear Siorage Area on page 2-41 for more
information.

To use the hatch/trunk lid release on vehicles with an
automatic transmission, your vehicle must be in

PARK (P} or NEUTRAL (N). For manual transmissions,
set the parking brake. See Parking Brake on page 2-30.

Press the bulton with the trunk symbaol on il, located

at the left side of the steering column on the instrument
panel, to release the hateh/trunk lid from inside your
vehicle.

Pull each cable straight down for each latch to release
the hatch.
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If your vehicle is equipped with a convertible top/hardiop
and you have lost batltery power, use the manual
release cable to open the trunk lid. To access the cable,
remove the center storage compartment lid located in
the rear of the trunk area. See Aear Storage Area

on page 2-37 for more information,

Pull the cable stralght down to release the trunk lid.

If your vehicle is equipped with a convertible top
and trunk release handle and you have lost battery
power, use the trunk release handie to opan the trunk.

Emergency Trunk Release Handle
(Convertible Only)

e

-

Notice: The emergency trunk release handle is not
designed to be used to tie down the trunk lid or

as an anchor point when securing items in the trunk.
Improper use of the emergency runk reieasea

handle could damage it

There is a glow-in-the-dark emergency trunk release
handle located on the rear wall of the trunk below
the latch. This handle will glow following exposure to
light. Pull the release handle down to open the

trunk from the inside.
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Windows

A CAUTION:

Leaving children in a vehicle with the windows
closed is dangerous. A child can be overcome
by the extreme heat and can suffer permanent
injuries or even death from heat stroke, Never
leave a child alone in a vehicle, especially with
the windows closed in warm or hot weather.

2-14
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Power Windows

With power windows, switches on the door control each
window when the ignition is on or when RAP is
present. See “Retained Accessory Power (RAP)" under
Ignition Posifions on page 2-20.

Express-Down Window

Both driver's and passengear's window switches have
the express-down feature, Tap AUTO and immediately
release. The window will lower completely. To stop

the express-down feature from lowering the window

completely, simply tap the swilch again.

You can also open the window any amount by pressing
and raleasing the switch.

To close the window, press and hold the up arrow.

Sun Visors

To block out glare, you can swing down the visors. You
can also swing them to the side.

Lighted Visor Vanity Mirrors

Full down the sun visor and it the cover 1o expose the
lighted vanity mirror. When the cover is lified, the
lamps will come on automatically, even if the ignition
is off
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Theft-Deterrent Systems

Vehicle thefl is big business, expecially in some cifies.
Although your vehicle has a number of theft-deterrent
features, we know that nothing we put on it can make it
impossible to steal. However, there are ways you

can help,

Theft-Deterrent System

Your vehicle is equipped with a theft-deterrent alarm
system.

With this system, the
SECURITY light will flash
as you open the door

if your Ignition is off. This
light reminds you to

arm the theft-detarent
system.

SECURITY

Arming the System

Use one of the two following items listed here to arm
the systam:

¢ Press the lock bution on the remote keyless entry
transmitter.

* (Qpen the door. The SECURITY light should flash,
Lock the door with the power door lock switch.
The SECURITY light will stop flashing and stay on.
Close the door. The security light should go off.

Mow, if a door or the hatchftrunk lid is opened without
the key or the remole keyless entry fransmitter, the
alarm will go off. Your horn will sound for two minutes,
then it will go off to save battery power. And, your
vehicle won't star.

The thefi-deterrent system won't arm it you lock the
driver's door with a key, the manual door lock, or if you
use the power door lock after the doors are closed.

It your passenger stays in the vehicle when you leave
with the keys, have the passenger lock the vehicle after
the doors are closed. This way the alarm won't arm,
and your passenger won't set it off.

2-16
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Testing the Alarm

Lise the following o tesi the sysiem:

1, Make sure the hatchitrunk lid is latchad
Lower the window on the driver's door.
Manually arm the system
Close the doors and wait 15 secands,

Reach through the open window and manually
unlock the driver's door.

6. Open the door, The alarm should sound.

Enoohe B

7. Tum off the alarm,

If the alarm is inoperative, check to ses it the hom
works. If not, check the horn fuse. See Fuses and Circuil
Breakers on page 5-86. If the horn works, but the

alarm doesn't go off, see your dealer.

Disarming the System

Always use your key or the remote keyless entry
transmitter to unlock a door, Uniocking a door any oihar
way will set off the alarm. If your alarm sounds, listed
below are the ways you can disam it.

¢ |nlock the drver's door with your key.
* Put the key in the ignition.

* Press the unlock bulton on the remote keyless
entry transmitter.

PASS-Key®

Your vehicle is

equipped with the
PASS-Key™ (Personalized
Automotive Security
System) theft-deterrent
system. PASS-Key™is a
passive thefl-deterrent
system. It works when you
insert or remove the key
from the ignition.

PASS-Kay"” uses a resistor pellel in the ignition key that
maltches a decoder in your vehicle.

When the PASS-Key" system senses that someone is
using the wrong key, it shuts down the vehicle's
swrisr and fug) oyctome. Forabout three mimutes, the
starter won't work and fuel won't go to the engine.

If someone tries to starl your vehicle again or uses
another key during this time, the shutdown period will
start over again. This discourages someone from
randamly trying different keys with diferent resistor
pellets in an attemp! 10 make a maltch.
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The key must be clean and dry before it's insered in
the ignition or the engine may not start, If the SECURITY
light comes on, the key may be dirty or wet.

If this happens and the starter won’t work, tum the
ignition off. Clean and dry the key, wait three minutes
and try again. If the starter still won't work, wait

three minutes and try the other lgnition key. Al this time,
you may also want to check the fuses, See Fuses

and Circuit Breakers on page 5-86. If the starter won't
work with the other key, your vehicle needs service.

If your vehicle does start, the first ignition key may be
taulty, See your dealer or a locksmith who can

service the PASS-Key™.

If you accidentally use a key that has a damaged or
rmissing resistor pellet, you will see no SECURITY light.
You don't have to wait three minutes before trying

the proper kKey,

If the resistor pellet is damaged or missing, the starer
wor'l work. Use the other ignition key, and see your
dealer or a locksmith who can service the PASS-Key™ to
have a new key macde,

If the SECURITY light comes on while driving, have
your vehicle serviced as soon as possible.

It you lose or damage a PASS-Key™ ignition key, see
your dealer or a locksmith who can service PASS-Key®™ .
In an emergency, call Chevrolet Roadside Assistance.
See Roadside Assistance Program on page 7-5 for more
information.
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Starting and Operating Your
Vehicle

New Vehicle Break-In

Notice: Your vehicle doesn't need an elaborate
“break-in.” But it will perform better in the long run
it you follow these guidelines:

* Keep your speed at 55 mph (88 km/h) or less for
the first 500 miles (B05 km).

% Don't drive at any one speed — fast or
slow — for the first 500 miles (805 km). Don't
make full-throttle starts.

% Avoid making hard stops for the first 200 miles
{322 km) or so. During this time your new
brake linings aren’t yet broken in. Hard stops
with new linings can mean premature wear and
eartisr rapiacement Follow this breaking-in

# o b
guidsline svery tims you get new breke linlnge,

Front Air Dam

Your vehicle is equipped with a front air dam which has
minimal ground clearance for aesrodynamics. For this
reason, the air dam has a spring-loaded hinge provided
and it will retract with road contact

Under normal operation, the air dam will occasionally
conmtact some road surfaces (speed bumps, driveway
ramps, etc.), This can be heard inside the vehicle as a
scraping noise. This is normal and does not indicate

a problem,.

Use care when approaching bumps or objects on road
surfaces and avoid them when possible.
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Ignition Positions

With the key in the ignition
switch, you can turm it to
four different positions.

OFF: This is the only position from which you can
remove the key.

If you have an automatic transmissicn, the igrition
swilch can't be tumed to OFF unless the shift lever is in
PARK (P).

ACC (Accessory): This is the position In which you
can operate your electrical accessories.

A\ CAUTION:

If you have a manual transmission removing
the key from the ignition switch will lock the
steering column and result in a loss of ability to
steer the vehicle. This could cause a collision. If
you need to turn the engine off while the vehicle
is moving, turn the key to ACC.

Notice: If your key seems stuck in OFF and you
can't turn it, be sure you are using the correct key;
if so, is it all the way in? Turn the key only with
your hand. Using a tool to force it could break the
key or the ignition switch. f none of this works, then
your vehicle needs service.

ON: This is the position 1o which the swilch returns
after you start the engine and release the key. The
switch slays In ON while the engine is running. But even
when the engine Is not running, you can use ON to
operate your electrical accessories and to display some
instrument panel cluster messages and elltales.

START: This position starts the engine. When the
engine starts, release tha key, The ignition switch wil
return to ON for normal driving.

2-20
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When the engine is nat running, ACC and OM allow
you to operate your electrical accessories. such as
the radio.

A waming tone will sound if you open the driver's door
while the ignition is in OFF or ACC and the key s in
the ignition.

Retained Accessory Power (RAP)

With BAP, your power windows and the audio system
will continue to work for up to 15 minules after the

ignition key is tumed to OFF and neither door is opened.

If a door |s opened, the power windows and audio
systern will shut off.

Starting Your Engine

This vehicle has a computer system that monitors
engine speed, throtlle and pedal position, and records
the current status.

Automatic Transmission

Mave your shift lever to PARK (P) or NEUTRAL (N).
Your engine won't start in any other position — that's a
safety feature. To restant when you're already moving,
use NEUTRAL (N) only.

Notice: Don't try to shift to PARK (P) if your
vehicle is moving. if you do, you could damage the
transmission. Shift to PARK (P) only when your
vehicle is stopped.

Manual Transmission

The gear selector should be in NEUTRAL and the
parking brake engaged. Hold the clutch pedal to the floor
and start the engine. Your vehicle won't start if the
cluich pedal is not all the way down — that's a safety
feature.

1. With your fool off the accelerator pedal, turn the
ignition key to START. When the engine stars,
let go of the key. The idle speed will go down as
your engine gets warm,

Notice: Holding your key in START for longer than
15 seconds at a time will cause your battery to

be drained much sooner, And the excessive heat
can damage your starter motor. Wait about

15 seconds between each try to help avoid draining
your battery or damaging your starter.

2. If it doesn't start within 10 seconds, push the
accelerator pedal all the way to the ficor, while you
hold the igniticn key in START. When the engine
starts. let go of the key and let up on the accelerator
padal. Wait about 15 seconds between each try.
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When starting your engine in very cold weather (below
O0°F or —18°C), do this:

1. With your fool off the accelerator pedal, turm the
ignitlon key to START and hold it there up to
15 seconds. When the engine starts, let go of
the key.

2. If your engine still won't start (or starts but then
stops), it could be flooded with too much gasoline.
Try pushing your accelerator padal all the way fo the
floor and holding it there as you hold the key in
START for about three seconds. When the enging
starts, let go of the key and accelerator. If the
vehicle siarts briefly but then slops again, do the
same thing, but this time keep the pedal down
for five or six seconds. This clears the extra
gasoline from the engine.

Netice: Your engine is designed to work with the
electronics in your vehicle, If you add electrical
parts or accessories, you could change the way the
engine operates. Before adding electrical equipment,
check with your dealer. If you don't, your enging
might not perform properly.

Starter Interlock Feature

For your convenlence and lo avoid damage to your
starter, your vehicle is equipped with a starter interlock
feature. This feature will not allow you 1o crank fhe
angine while the vehicle is already running.

Racing or Other Competitive Driving

See your Warranty Book belore using your vehicle for
racing or other competitive driving.

Notice: W you use your vehicle for racing or other
competitive driving, your engineg may use more

oil than it would with normal use. Low oil levels can
damage the engine. Be sure to check the oil level
often during racing or other competitive driving and
keep the level at or near 1 quart (1 L) above the
upper mark that shows the proper operating range
on the engine oil dipstick. For information on

how to add oil, see “Engine Oil” in the Index. After
the competitive driving, remove excess oil so

that the level on the dipstick Is not above the upper
mark that shows the proper operating range.

2-22
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Engine Coolant Heater To Use The Engine Coolant Heater

{Canada DI'II':,":I 1. Tum off the engine.

2. Open the hood and unwrap the electrical cord.

The electrical cord is attached to the generator
bracket assembly, between the generator and the
windshield washer fluid tank. With the headiamps
closed, route the cord in the opening between
the headlamp door and the fender panel on

the driver's side of the vehicle. Do not pinch the
cord when clesing the hood.

3. Plug it into a normal, grounded 110-volt AC outlet.

A CAUTION:

Plugging the cord into an ungrounded outlet
The engine coolant heater is localed on the driver's side could cause an electrical shock. Also, the

of the engine under the manifold. wrong kind of extension cord could overheat
and cause a fire. You couid be seriousiy
injured. Plug the cord into a properly grounded
three-prong 110-volt AC outlet. If the cord
won't reach, use a heavy-duty three-prong
extension cord rated for at least 15 amps.

In vary cold weathar, 0°F (-18°C) or colder, the engine
coolant heater can help. You'll get easier starling

and better fuel economy durnng engine wanm-up.
Usually, the coolant heater should be plugged in a
minimum of faur hours prior o staring your vehicla, At
temperatures above 32°F (0°C), use of the coolant
heater is not required,

2-23
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4, Before stanling the engine, be sure to unplug and
store the cord as it was before lo keep it away
from moving engine parts. If you don't it could be
damaged,

How long should you keep the coolant heater plugged
in? The anawer depends on the outside temperature, the
kind of oll you have, and some other things. Instead

of trying to list everything here, we ask that you contact
your dealer in the area where you'll be parking your
vehicle, The dealer can give you the best advice for thal
particular area,

Automatic Transmission Operation

There are several different positions for your shift lever.

PARK (P): This position locks your rear wheals. It's
the best position to use when you start your enging
because your vehicle can't move easily.

2-24
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A\ CAUTION:

It is dangerous to get out of your vehicle if the
shift lever is not fully in PARK (P) with the
parking brake firmly set. Your vehicle can roll.

Don't leave your vehicle when the engine is
running unless you have to. If you have lefi the
angine running, the vehicle can move
suddenly. You or others could be injured. To
be sure your vehicle won't move, even when
you're on fairly level ground, always set your
parking brake and move the shift lever to
PARK (P). See “Shifting into Park (P)" in

the Index.

Be sure the shift lever is fully in PARK (P) betore
starting the engine. Your vehicle has an automatic
transnisson sinll uck cunual sysleimn.

You have to fully apply your reguiar brakes before you
can shift from PARK (P} when the ignition key Is in
OM. If you cannaot shift out of PARK (P), ease pressure
on the shift lever — push the shift lever all the way

intc PARK (P) and release the shift lever butlon as you
maintain brake application. Then press the shift lever
button and move the shift lever into the gear you wish, If
you do not apply the brake after 15 seconds once the
ignition is turned on, you will receive a PRESS BRAKE
BEFORE SHIFT message in the Driver Information
Center (DIC). See Shifting Out of Park (P) {Automatic
Transmission) on page 2-33.

REVERSE (R): Use this gear to back up.

Notice: Shifting to REVERSE (R) while your vehicle
is moving forward could damage your transmission.
Shift to REVERSE (R) only after your vehicle is
stopped.

To rock your vehicle back and forth 1o get out of snow,
ice ar sand without damaging your transmission,

see If You Are Stuck; In Sand, Mud, lce ar Snow an
page 4-32.
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NEUTRAL (N): In this position, your engine doesn't
connect with the wheels. To restart when you're already
moving, use NEUTRAL (N) only. Also, use

NEUTRAL (N) when your vehicle is being towed.

/N CAUTION:

Shifting into a drive gear while your engine is
“racing” (running at high speed) is dangerous.
Unless your foot is firmly on the brake pedal,
your vehicle could move very rapidly. You
could lose control and hit people or objects.
Don't shift into a drive gear while your engine
is racing.

Notice: Damage to your transmission caused by
shifting out of PARK (P) or NEUTRAL (N) with
the engine racing isn't covered by your warranty

AUTOMATIC OVERDRIVE .['._E'E ). This position is
for normal driving.

THIRD (3): This position is also used for normal driving,
however, it offers more power al'ld_JI:IWE:r fuel ecanomy

than AUTCMATIC OVERDRIVE i:_i;ii-‘,l.

Here are some times you might choose THIRD (3)
instead of AUTOMATIC OVERDRIVE ((D) )

* When driving on hilly, winding roads.
* When going down a steep hill.

SECOND (2): This position gives you more power bui
lower fuel economy. You can use SECOND (2) on
hills. It can help contrel your speed as you go down
steep mountain roads, but then you would also want o
use your brakes off and on.

It vou manually select SECOMND (2) when you start the
vehicle, the transmission will drive (and stay) in

second gear. You may use this featurs for reducing
torque to the rear wheels whan you ara trying to start
your vehicle from a stop on slippery road surlaces, or for
preventing the transmission from downshifting into
FIRST (1) in situations where a downshilt would

be undesirable.

FIRST (1): This position gives you even more power
(but lower fuel economy) than SECOND (2). You

can use it on very steep hills, in deep snow or mud. If
the selector lever is pul In FIRST (1), the transmission
won't shift into first gear until the vehicle is going slowly
enough.
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Notice: If your rear wheels won't turn, don't try to
drive. This might happen if you were stuck in

very deep sand or mud or were up against a solid
object. You could damage your transmission.

Also, if you stop when going uphill, don’t hold your
vehicle there with only the accelerator pedal.

This could overheat and damage the transmission.
Use your brakes or shift into PARK (P) to hold
your vehicle in position on a hill.

Maximum engine speed is limited to protect driveline
compenents from improper operation.

Manual Transmission Operation

This is the shift pattern for
the six-speed manual
R| transmission.

h——— e —
R el 7

Here is how to operate your transmission:

FIRST (1): Press the clulch pedal and shift inlo
FIRST (1). Then slowly let up on the clulch pedal as
you press the accelerator pedal.

You can shift into FIRST (1) when you're going less
than 40 mph (64 km/}. If you come to a complete stop
and it's hard to shift into FIRST (1), put the shift

lever in NEUTRAL and let up on the clutch. Press the
clutch pedal back down. Then shift into FIRST (1).

SECOND (2): Press the clutch pedal as you lat up an
the accelerator pedal and shift into SECOND (2).

Then, slowly let up on the cluich pedal as you press the
accelerator pedal.

THIRD (3), FOURTH (4), FIFTH {5) and

SIXTH (6): Shift inta THIRD (3), FOURTH (4),

FIFTH (5) and SIXTH (6) the same way you do for
SECOND (2). Slowly let up on the clutch pedal as you
press the accelerator pedal,

Tn ﬂt‘:,’:", lat in An tho arralaralar :’mdnl and prasg [Re
brake pedal. Just before the vehicle stops, press

the clutch pedal and the brake pedal, and shift fo
MEUTHAL.

Downloaded from www.Manualslib.com manuals search engine

2-27


http://www.manualslib.com/

NEUTRAL: Usea this position when you slart or idle Shift Speeds (Manual Transmission)
your engine. Your shift lever is in NEUTRAL when it is

centered in the shifl pattern, not in any gear,

REVERSE (R): To back up, press down the clutch & CAUTION:

pedal and shift into REVERSE (R). Just apply pressure

to get the lever past FIFTH (5) and SIXTH (8) into If you skip a gear when you downshift, you
REVERSE (R). Let up on the clutch pedal slowly while could lose control of your vehicle. You could
pressing the accelerator pedal. injure yourself or others. Don't shift down

Your six-speed manual transmission has a feature that more than one gear at a time when you
allows you to safely shift into REVERSE (R) while downshift.

the vehicle is rolling (at less than 3 mph (5 km/h)). You
will be locked out if you try ta shift into REVERSE (R)

while your vehicle is moving faster than 3 mph (5 km/h). This charn shows when to shift to the next higher gear

If you have turned your ignition off and wish to park for the best fuel economy.
your vehicle in REVERSE (R), you will have to move the
gl*:s!i lever quickly to the right, and immediately forward Manual Transmission Recommended
SES e Shift Speeds in mph (km/h)
Acceleration Shift Speed
Engine ,
lto2 |2t03 |3tod|4t05|5tob
Aldl 15 25 4 43 M)
Engines | (24) | (40) | (64 | (72) | (BO)

2-28

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

If your engine speed drops below 900 rpm, or if the
engine is not running smoothly, you should downshift to
the next lower gear. You may have to downshift two

or more gears to keep the engine running smoathly or
for good engine performance.

Notice: When you are shifting gears, don’t
move the gearshift lever around needlessly. This
can damage parts of the transmission and may
require costly repair. Shift directly into the next

appropriate gear.

One to Four Shift Light
(Manual Transmission)

When this light comes on,
you can only shift from
FIRST (1) to FOURTH (4)
instead of FIRST (1) to
SECOND (2).

1TO 4
SHIFT

You must complete the shift inte FOURTH (4} to turmn off
this fealure. This helps you get the best possible fuel
BCONQMY.

After shifting 1o FOURTH (4), you may downshift to a
lower gear it you prefer.

Notice: Do not Iry to force the shift lever into
SECOND (2) or THIRD (3) when the 1 TO 4 SHIFT light
comes on. Do not try to re-engage FIRST (1) after
starting to shift into FOURTH (4). You will damage
your transmission. Shift only from FIRST (1) to
FOURTH (4) when the light comes on.

This light will come on when:

* The engine coolant temperature is higher than
169°F (76°C),

* you are going 15 to 19 mph (24 to 31 km/h) and
* you are 21 percent throttle or less.

Downshifting (Manual Transmission)

If your vehicle is a coupe or convertible, do not downshift
into the gear shown below al a speed greater than
shown in the lable;

FIRST (1) 50 mph (80 km/h)
SECOND (2) 74 mph (119 km/h)

THIRD (3) 101 mph (163 km/h)
FOURTH (4] 130 mph (208 km/h)
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If your vehicle is a Z06, do not downshift into a gear
shown below at a speed greater than shown in the table:

FIRST (1) 48 mph (77 km/h)
SECOND (2) 69 mph {111 kmih)

THIRD (3) 100 mph (161 km/h)
FOURTH (4) 143 mph (230 km/h)

Notice: If you skip more than one gear when you
downshift, or if you race the engine when you
release the clutch pedal while downshifting, you
could damage the engine, clutch, driveshaft or the
transmission.

The six-speed transmission has a spring thal centers
the gearshift lever near THIRD (3) and FOURTH (4).
This spring helps you know which gear you are in when
you are shifting, Be careful when shifting from

FIRST (1) to SECOND (2) or downshifting from
SIXTH (8) to FIFTH {5). The spring will try to pull the
gearshift lever toward FOURTH {4) and THIRD (3).
Make sure you move the lever into SECOND (2)

or FIFTH (5). If you lat the gearshift lever move in the
direction of the pulling, you may end up shifting

from FIRST (1) to FOURTH (4) or from SIXTH (6] to
THIRD (3}).

To set the parking brake, hold the brake pedal down.
Pull the parking brake lever up, If the ignition is on, the
brake system warning light will come on.
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Shifting Into Park (P)
(Automatic Transmission)

/N CAUTION:

It can be dangerous to get out of your vehicle
if the shift lever is not fully in PARK (P) with
the parking brake firmly set. Your vehicle can
roll. If you have left the engine running, the
vehicle can move suddenly. You or others
could be injured. To be sure your vehicle won't
move, even when you're on fairly level ground,
use the steps that follow.

To release ihe parking brake, hold the brake pedal
down. Then push the release button in &s you move the

parking brake lever all the way down. 1. Hold the brake pedal down with your right foot and

Notice: Driving with the parking brake on can set the parking brake.
cause your rear brakes to overheat. You may have

to replace them, and you could aiso aamage

other parts of your vehicle. Make sure the brake

warning light is not on before driving.
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2. Move the shift lever into PARK (P) by holding in the
button en the lever and pushing the lever all the
way toward the front of the vehicle.

3. Turn the ignition key to OFF.

4. Remove the key and take it with you. If you can
remove the key from the ignition, the vehicle Is in
PARK (F).

Leaving Your Vehicle With the Engine
Running (Automatic Transmission)

4\ CAUTION:

It can be dangerous to leave your vehicle with
the engine running. Your vehicle could move
suddenly if the shift lever is not fully in

PARK (P) with the parking brake firmly set.
And, if you leave the vehicle with the engine
running, it could overheat and even catch fire.
You or others could be injured. Don't leave
your vehicle with the engine running.

If you have lo leave your vehicle with the engine
running, be sure your vehicle is in PARK (P} and your
parking brake is firmly set before you leave it. After
vou've moved the shift lever into PARK (P), hold down
the regular brake pedal. See if you can move the

shift lever away from PARK (P) withou! first pulling it
toward you. If you can, it means that the shift levar
wasn't fully locked into PARK (P).
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Torque Lock (Automatic Transmission)

If you are parking on & hill and you don't shift your
transmission into PARK (P) properly, the weight of the
vehicle may put too much force on the parking pawl

in the transmission. You may find it difficult to pull the
shift lever out of PARK (P). This is called “torgque

lock,” To prevent lorque lock, set the parking brake and
then shift into PARK (P) properly before you leave

the driver's seat. To find out how, see “Shifting

Into PARK (P)" listed previously in this section.

When you are ready to drive, move the shift lever out of
PARK (P) before you release the parking brake,

If torque lock does occur, you may nead to have another
vehicle push yours a little uphill to take some of the
pressure from the parking paw! in the transmission, so
you can pull the shift lever out of PARK (P).

Shifting Out of Park (P)
(Automatic Transmission)

Your vehicle has an automatic transmission shift lock
control system. You have to fully apply your regular
brake betore you can shift from PARK (P) when

the ignition is in ON. See Auvlomatic Transmission
Operation on page 2-24.

As a reminder, you will see a message in the Driver
Information Center (DIC) that will say PRESS BRAKE
BEFORE SHIFT within 15 seconds unless the brake
is pressed.

If you cannot shift out of PARK (P), ease pressure on
the shift lever — push the shift lever all the way into
PARK (P) and release the shift lever bution as

you maintain brake application. Then press the shift
lever button and move the shifi lever into the gear
you wish,
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If vou ever hold the brake pedal down but still can't shift
out of PARK (P), try this:

1.

ES

Turn the key to ACC.
Apply and hold the brake until the end of Step 4.
Shift to NEUTRAL (N).

Start the engine and then shift to the drive gear
you want.

Have your vehicle inspected by your dealer as soon
as possible.

Parking Your Vehicle
(Manual Transmission)

Before you get oul of your vehicle, move the shift lever
into REVERSE (R) and firmly apply the parking

brake. Once the shift lever has been placed into
REVERSE (R) with the clutch pedal pressed in, you can
turn the ignition key to OFF, remove the key and
release the cluich.

2-34

Parking Over Things That Burn

/N CAUTION:

Things that can burn could touch hot exhaust
parts under your vehicle and ignite. Don't park
over papers, leaves, dry grass or other things
that can burn.

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

Engine Exhaust

A\ CAUTION:

CAUTION: (Continued)

Engine exhaust can kill. It contains the gas

carbon monoxide (CO), which you can't see or
smell. It can cause unconsciousness and

death.

You might have exhaust coming in if:
* Your exhaust system sounds strange or

different.
* Your vehicle gets rusty underneath.

% Your vehicle was damaged in a collision.
CAUTION: (Continued)

* Your vehicle was damaged when driving
over high points on the road or over road
debris.

* Repairs weren't done correctly.

* Your vehicle or exhaust system had been
modified improperly.

If you ever suspect exhaust is coming into
your vehicle:
* Drive it only with all the windows down to
blow out any CO; and
¢ Have your vehicle fixed immediately.
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Running Your Engine While You Are
Parked (Automatic Transmission)

It's befter not to park with the engine running. But if you
ever have o, here are some things 1o know,

A\ CAUTION:

A\ CAUTION:

ldling the engine with the climate control
system off could allow dangerous exhaust into
yaur vehicle. See the earlier Caution under
“Engine Exhaust.”

Also, idling in a closed-in place can let deadly
carbon monoxide (CO) into your vehicle even
if the fan is at the highest setting. One place
this can happen Is a garage. Exhaust — with
CO — can come in easily. NEVER park in a
garage with the engine running.

Another closed-in place can be a blizzard. See
“Winter Driving” in the Index.

It can be dangerous to get out of your vehicle
if the shift lever is not fully in PARK (P) with
the parking brake firmly set. Your vehicle can
roll. Don't leave your vehicle when the engine
is running unless you have to. If you've left the
engine running, the vehicle can move
suddenly. You or others could be injured. To
be sure your vehicle won't move, even when
you're on fairly level ground, always set your
parking brake and move the shift lever to
PARK (P).

Foliow the proper steps to be sure your vehicle won't
move, Sea Shifting Inte Park (P) {Aufomalic
Transmission) an page 2-31
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Mirrors

Manual Rearview Mirror

An Inside rearview mirror is attached above the
windshield, The mirror pivots so that yvou can adjust it.

You can adjust the mirror for day or night driving.
Pull the tab for night driving to reduce glare. Push the
tab forward tor daytime driving.

Automatic Dimming Rearview Mirror

Your vehicle may have an automatic dimming rearview
mirrar with map lamps.

This mirror automatically changes to reduce glare from
headlamps behind you. A time delay feature prevents
rapid changing from the day 1o night positions while
driving under lights and through traffic.

The mirror includes two map lamps and an automatic
dimming function. There is also an interior console flood
lamp located underneath the rearview mirror which
remains on at all times.

10 (On/Off): The automatic dimming feature is turned
on or off by pressing this button located on the

lower part of the mirror. Press and hold the button for
up to three seconds to turn this feature on or off.

wWnen cieaning (e miror, use d papes uwel on siikal
material dampaned with glass cleaner. Do not spray
glass cleaner directly on the mirror housing.
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Outside Power Heated Mirrors Outside Automatic Dimming Mirror

If your vehicle has this feature, the driver's side

* MIRRORS , outside mirror will adjust for the glare of headlamps
behind you. This feature is controlled by the an and off
setting on the inside mirror. See Automatic Dimming
LT Ay Rearview Mirror on page 2-37.

Outside Convex Mirror

Your passenger’s side miror is convex, A convex
mirror's surface is curved so you can see more from the

driver's seal.
4\ CAUTION:

The power mirror control is on the driver's door, It A convex mirror can make things (like other
controls the driver's and passenger's mirrors. To adjust vehicles) look farther away than they really are,
either mirror, press the LT (left) or RT {right) button If you cut too sharply into the right lane, you
to select the mirror, then press the arrows to adjust the could hit a vehicle on your right. Check your
direction of the mirror. The mirror will stay selected inside mirror or glance over your shoulder
for 20 seconds after the last adjustment. An indicator before changing lanes.
light will come on above the mirror that you select.

Your preferred mirror position can be stored it you have
the memory option. Sea Mamory on page 2-55.

For operation of the heated outside mirrors, see Dual
Aulomalic Ciimate Control System on page 3-22.
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Storage Areas

Glove Box

To open the glove box, it up on the lever. Use your
door key to lock or unfock it. The glove box has a light
inside.

Cupholder(s)

The cupholder is located on the center consaole in front
of the ashtray. To open it, place your thumb on the
left side of the lid and push down. Raise the right side
with your index finger.

Center Console Storage Area

To use this storage area, pull up the lid on the driver's
side front edge of the console and swing it to the
passenger's side.

You can use the key (o lock and unlock the consoke,
Don't leave the key in the lock, or it could be damaged
when the driver sits down.

The fuel filler door release button and accessory power
oullet are located inside the center console
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Floor Mats

If your vehicle has floor mats, they are specially
designed to remain in position under your feet and out
of reach of the accelerator pedal. The driver's side
floor mat is held in place by two locator hooks and the
passenger's side is held in place by one.

Be sure thal the driver's side fioor mat is properly
placed on the floor so that it does not block the
movement of the accelerator pedal.

How to Remove and Replace the

Floor Mats

To remove the floor mals,
pull up on the rear of tha
mat to disconnect from
the locatlor hooks.

To reinstall the floor mats, line up the openings in the
floor mat over the locator hooks and push down

into place,
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Rear Storage Area

There are three rear storage compartments in the floor
of the rear halch/frunk area,

Coupe shown, Convertible and Z06 similar

If you have a coupe or convertible model, your vehicle

will be equipped with three storage compartment
lids. If you have a Z06, your vehicle's three storage
compartments will not have lids.

To access a storage compartment, pull up on the
et o elease e . Removs the siorage
compariment lid.

When replacing a storage compartment lid, make sure
the latch is In the correct location so the lateh locks
securely into place.

2-41
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Notice: If your vehicle is equipped with the optional
trunk-mounted CD changer, it is stored in the
center rear storage compartment. To help avoid
damage to the compact disc player, do not store
items such as liquids or sharp objects that could
damage, puncture or cut the trunk-mounted

CD changer or wiring.

Notice: Do not store heavy or sharp objects in the
rear storage compartments located in the
hatch/trunk area. If you do, the objects could
damage the underbody.

Convenience Net

If your vehicle has this feature you will see it on the
back wall of the rear area of the vehicle.

Put small loads, like grocery bags, in the net. It can help
keep them from falling over during sharp turns or

quick starts and stops. The convenience net is not for
larger, heavier loads.

You can unhook the net and place it in cne of the rear
storage compartments when you are not using it

On coupe models only, a vinyl storage bag has also
been provided.

Cargo Cover

It your vehicle has this feature, the security shade can
provide hidden storage in the rear area of the vehicle,
The shade is also helpful in blocking the glare from the
removable roof when it is stored in the rear
comparimant,

Using the Cargo Cover

1. Hook the elastic loops
on the front corners (A)
of the shade to the
T-nuts located on the
front comers of the rear
hateh frame,

2. Hook the elastic loops on the rear corners (B) of the
shade {o the hooks recessed inside the rear hatch
frame, near the rear corners.
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f 1. Park on a level surface, set the parking braka firmly
H'ﬂ'ﬂ' PﬂﬂEi and shift an automatic tranamission into PARK (P).

Your vehicle may have a removable roof panel. Shift a manual transmission into REVERSE (R).

2. Turn the ignition key to OFF. Lower both sun visors
and turn them toward the door glass.

3. Open the rear hatch and remove any items that may
interfere with proper storage of the roof panel,

Removing the Roof Panel

& CAUTION:

Don't try to remove a roof panel while the
vehicle is moving. Trying to remove the roof
panel while the vehicle is moving could cause
an accident. The panel could fall into the
vehicle and cause you to lose control, or it
could fly off and strike another vehicle. You or
others could be injured. Remove the roof panel
only when the vehicle is parked.

Unfil you are sure you can remove the pansl alone,
have someons help yvou.

Notice: To avoid damage to the roof panel, paint 4. Make sure o install the two egg-shaped stowage

and weatherstripping, do not drop or rest it on recaivers into the floor of the rear storage

Its edges. Place the roof panel in the egg-shaped compariment. Secure both receivers into their

stowage receivers after removing it from the vehicle. proper positions by tuming them counterclockwise.
2-43
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5. Lower the windows and open the doors.

6. To unlock the front of the roof panel, pull down
: sach of the front handles. Grasp the handles
I::ria;i gun}?:nﬁl.:;?eabngnur: rlég.?tl ;i%hfefuf pang; with your fingers and pull each toward you.
i : : Complete a 180° turn toward the center of the
vehicle. Then push up on each of the handies.

244
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7. To unlock the rear of the roof panel, press the latch
release button with your thumb and pull down the
latch lever with your fingers.

8. After releasing the latches, return the sun visors o
the forward pasition.

9.

10,

Stand on one side of the vehicle and, it necassary,
have your helper stand on the other side. Together,
carefully lift the front edge of the panel up and
torward, and out of the vehicle opening.

When the pane! is loosened from the vehicle, one
person should grasp the root panel as ciose 10 the
center of the vehicle as possibla and lift away

Ihe panel,
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Storing the Roof Panel

A\ CAUTION:

If a roof panel is not stored properiy, it could
be thrown about the vehicle in a crash or
sudden maneuver. People in the vehicle could
be injured. Whenever you store a roof panel in
the vehicle, always be sure that it is stored
securely in the proper location.

Notice: To aveid damage to the roof panel, paint
and weatherstripping, do not drop or rest it on
its edges. Place the roof panel in the egg-shaped

slowage receivers afler removing it from the vehicle.

1. Turn the roof panel so that the rear edge of the
panel is facing the storage area. The locating
pins {al the rear of the panel) should point toward
the egg-shaped stowage receivers on the floor
of the center comparment.

2. Push the panel forward until the pins bottom out in
the receivers.

2-46

3. There are two spring-loaded storage pins on the
rear wall of the storage compartment (A). These
slorage pins go into the slots on each side of
the roof panel (B).
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Installing the Roof Panel

A\ CAUTION:

An improperly attached roof panel may fall into
or fly off the vehicle. You or others could be
injured. After installing the roof panel, always
check that it is firmly attached by pushing up
on the underside of the panel. Check now and
then to be sure the roof panel is firmly in

place.
4. Gently lower the roof panel onto the carpeted Notice: To avoid damage to the roof panel, paint
ledge. Then, pull each release rearward and upward ~ 8nd weatherstripping, do not drop or rest it on
to place the storage pins into the holes of the its edges. Place the roof panel in the egg-shaped

stowage receivers after removing il from the vehicle.

1. Check 1o be sure that the front handles and rear
latch on the ceiling are in their opened positions
before attempting to install the roof panel.

roof panel

5. Gently lift and lower the roof panel to be sure it is
locked into place.
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2. If the roof panel is stared in the rear area, grasp i

with your right hand at the middle edge near the
seatbacks, and with your left hand at the middle of
the edge closest o you. Reverse the steps
described previously under Storing the Roof Panel
an page 2-46,

. Remaove the roof panel from the storage
comparment.

. In masl cases, |l is easier o install the removable
roof with two people rather than one. Place the roof
panel over the vehicle.

2-48

. Position the rear edge of the roof panel to the

weatherstrip on the back of the roof opening (A).
Then align the pins aft the rear of the roof panel
weatherstrip with the receiving cup in the body
weatherstrip (B). Gently lower the front edge of the
rool panel to the front of the body opening (C).

. Tum the fronl handles toward the side doors to the

closed position,

. Hook the rear latch by pushing the lever up to the

locked position,

. Grasp and tug the roof panel up and down and

side-to-side to make sure the roof panel is
securaly installed.
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Cnnvertible Tl:lp When lowering and raising the convertible top, you will
use the following:

If your vehicle has this feature, the following procedures
gxplain the proper oparation of the convertibla top,

Notice: Certain automatic car washes may cause
damage to the vehicle. The top fabric can be
damaged by top cleaning brushes.

For care and cleaning of the convertible top, see
“Cleaning Your Converlible Top™ under Cleaning the
Qutsice of Your Viehicle on page 578,

A, Front Edge of the Convertible Top
B. Rear Edge of the Convertible Top
C. Storage Comparment Lid

249
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Lowering the Convertible Top

Notice: Don't leave the convertible out with the top
down for any long periods of time. The sun and
rain can damage the seat material and other things
inside the vehicle.

1. Set the parking brake firmly. Shift an automatic
transmission into PARK (P). Shifi a manual
transmission into REVERSE (R).

2. Turn the ignition key to OFF. Lower both sun visors
and turn them toward the door glass.

Notice: Before lowering the convertible top into the
storage area, be sure there are no objects in the
way of the folded, stored top. The weight of a stored
top on items in the storage area may cause the
convertible top back glass to break.

3. Unlock the front of the convertible top by lowering
the laich handles and turning them inward. Push
the latch handles back to the up position.

2-50
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. Lift upward on the front edge (A) of the convertible
top off of the windshield frame. Then lift upward on
the rear edge (B) of the convertible top to be
vertical off the storage compartment lid (C). The
front edge (A) and rear edge (B) should be straight

s and dnwn

5. Tilt the driver's seatback forward and press the

storage compartment release button located on
the underside of the storage compartment lid (C)
behind the driver's seat. Then raise the storage
compartment lid (C). While attempling to raise the
lid, if the lid does not release and you hear

three chimes, check to make sure the trunk lid is
closed. Also, the lid will not release if the alarm

is turned on or the trunk lid is open.

After pressing the release button, the driver's and
passenger’s door giass should retract to the
full-down positicn,
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It the vehicle has lost battery power, you can still
open the storage compariment lid (C) using
the manual release cable.

The cable is located undemeath the carpeting
behind the driver's and passenger's seals, in the
center of the vehicle, When using the manual
release, you must first open the doors to prevent
damage to the seals. To access the cable, lift
and pull back the carpeting. Then pull the cable (o
release the storage compariment lid if needed.

Notice: Be sure that the rear edge (B) of the
convertible top is in the full-down position before
lowering the top into the storage compartment
or damage to the top may occur.

B, Push forward on the front edge (A) of the
convertible top lo allow the rear edge (B) of the
convertible top to be moved to its full-down position.

2-52
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7. Then move the top rearward to its fully-stored
position.

B. Afier the lop is stored, apply one even push on the
center of the front edge (A) of the convertible top to
assura that the top is fully retracted.

9. Close the storage compartment lid {C) by closing

with & swift, firm motion.

Raising the Convertible Top

1. Park on a level surface, sel the parking brake firmly
and shift an automatic transmission into PARK (P).
Shift a manual transmission into REVERSE (R).
Lower both windows and sun visors and turn
the ignition key to OFF.

2. Tilt the driver's seat forward and press the storage
compartment release button, or use the manual
release cable if battery power has been lost, Lift the
storage compartment lid (C).

(After pressing the release bufton, the driver and
passenger door glass should retract to the full-down
position, if they have not already been lowered.)
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3. Pull the top up by firmly gripping the front edge (A) 4, Lift the rear edge (B) of the convertible top to its

of the convertible top with your hand and applying a full-up position by first ralsing the front edge (A).
brisk, firm upward and forward motion to get the 5. Close the storage compartment lid (C) by closing
top in the full-up position. with a swift, firm mation.

6. Lower the rear edge (B) of the convertible top by
first slightly pushing the front edge (A) of the
convertible top forward.

7. Push the front edge (A) of the convertible top down
from the outside of the vehicle, or pull the front
edge (A) of the convertible top down from the canter
pull-down handle located in the inside of the vehicle.

8. Tum the latches ocutward to secure the top in the up
position.

2-04
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Vehicle Personalization

Memory

I uowir wehicla has thiz festire MEMORY can store and
racall the settings for the drivers seat position, the
cutside reandew mirror positions, telescopic steering
column (If equipped), radio presets, tone, volume,
playback mode (AM/FM, tape or CD), last displayed
station, compact disc position and tape direction and the
last climate control sefting.

The MEMORY buttons are located on the driver's door,
above the power mirror controls. The MEMORY

buttons can store and recall settings for up to three
drivers. Use button 1 to store the settings for the first
driver, button 2 for a second driver or press butions

1 and 2 at the same time for a third driver. To store your
memory settings:

1. Adjust your settings for the driver's seat position,
outside rearview mirror positions, and ielescopic
steering wheel (if equipped).

2. Press and hold a MEMORY button. The light above
the MEMORY button will glow sleady for one
second and then flash once when the settings are
complete. Then the light will go off.

3. Set the climate control temperature, fan speed and
mode settings, radio presets, tone, volume,
playback mode (AM/FM. tape or CD), tape direction
and compact disc position.
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Your memory setlings are now programmed. Any
changes that are made to the audio system and climate
controls while driving will be automatically stored

when the ignition key is tumed off,

When first entering your vehicle, after pressing the
unlock button on your remote keyless entry transmitter
or a MEMORY button, a recall of your settings will
occur when the door is closed and the ignition key is in
the ignition swiich. As the memory setlings are

recalled, the light above the button will flash until the
correct settings are achieved, then glow far five seconds
when complete.

A memory recall can be slopped by pressing any
memaory seal, mirmor or steering column position button.

Drivers 1, 2 and 3 correzpond lo the onder in which
your remote keyless entry transmittars ware
programmed. See Remole Keyless Entry System on
page 2-4 ftor more information.

Memory recall will not work if the vehicle is moving.
Memory recall will be temporanly intermupted during
engine crank,

If easy entry is on, you must press the MEMORY button
lo reset the seal

2-56
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The main components of your instrument panel are the following:

A Instrument Panel Brightness Control
B. Head-Up Display Controls

C. Tum Signalt/Multifunction Lever

D

. Drver Information Center (DIC) (Located in the
Instrument Cluster)

E. Instrument Panel Cluster

F. Windshield Wiper'Washer Lever

G. Driver Information Center {DIC) Butions
H. Hazard Waming Flasher Buttan

[, Canter Air Qutlets

J. Audio System

K. Climate Controls

L. Fog Lamp Button

M. Remote Hatch Release Button (Coupe) or Remote
Trunk Release Button (Convertible/Z06)

D00 Z

<xg< cHAwD

M

Ignition Switch
Shift Lever {Automatic Shown)
Active Handling Button

Accessory Power Outlet (Located in the Center
Console)

Selective Ride Control Switch
Air Bag Off Light
Instrument Panel Cupholdar

Remote Fuel Door Release Button (Located in the
Canter Console)

Ashtray and Cigarette Lighter

. Parking Brake

Glove Box

Instrument Panel Fuse Block (Located Behind the
Toe-Board)

Air Bag Off Switch (Located in Glove Box)
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Hazard Warning Flashers

Your hazard waming flashers let you warn others. They
also let police know you have a problem. Your front
and rear turn signal lamps will flash on and off.

The hazard waming
flasher button is located on
the instrument panel
above the audio system.

Your hazard waming flashers work no matter what
position your key is In, and even if the key Isn't in the
ignition,

Press the button to make the front and rear tum signal

lamps flazh on and off. Press the button again to
turn the flashers off.

When the hazard waming flashers are on, your turm
signals won't work

Other Warning Devices

If you carry reflactive triangles, you can set one up at
the side of the road about 300 teet (100 m) behind your
wehicle,
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Horn

To sound the hom, press aither horn symbol on the
steering whael.

Tilt Wheel

A tilt wheel allows you to adjust the steering wheal
before you drive. You can raise it 1o the highest level 1o
give your legs more room when you exit and enter

the wehicle.

The lever that allows you to tilt the steering wheel is
located on the left side of the steering column.

To tilt the wheel, hold the steering wheel and pull the
lever toward you. Then move the wheel to a comfortable
position and release the lever to lock the wheel in

place.

Telescopic Steering Column

It your vehicle has this teature, the telescopic steering
column will allow you 1o adjust the distance the steering
wheel is from the instrument panel.

The telescopic stearing
—— column switch is located
on the right side of

the steering column.

To operate the {elescopic steering column, push the
switch forward and the wheel will move away from you.
Pull the switch rearward and the wheel will move
toward you.

The telescopic steering column position can be stored
with your memory sattings. See Memory on page 2-55
for more information.
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Turn Signal/Multifunction Lever

The lever on the left side of the steering column
includes the following:

® Tum and Lane-Change Signals

¢ Headiamp High/Low-Beam Changer
¢ Flash-to-Pass Feature

® Cruise Control

For information on exterior lamps, see Exierior Lamps
on page 3-12.

Turn and Lane-Change Signals

The turn signal has two upward (for right} and two
downward (for lefl) positions, These positions allow you
to signal a tum or a lane change.

To signal a tum, move the multifunction lever all the
way up or down, When the turn is finished, the lever will
return automatically.

An arrow on the instrument
panel cluster will flash in
the direction of the

turn or lane change,

To signal a lane change, just raise or lower the lever
until the arrow starts to flash. Hold it thera until you
complete your lane change. The lever will return by itsell
when you release il

If you signal a turn or a lane change and the armows
flash faster than normal, a signal bulb may be
burned out.

It a bulb is bumed out, replace it to help avoid an
accident. If the arrows don't go on al all when you signal
a tum, check the fuses and check for burned-out

bulbs. See Fuses and Circult Breakers on page 5-86.

3-6
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Turn Signal on Chime

A chime will remind you if you leave the tum signal on
tor more than 3/4 mile (1.2 km) of driving.

If you need to leave the twm signal on for more than
34 mile {1.2 km), tum off the signal and then turn it
back on

Headlamp High/Low-Beam Changer

To change the headlamps from low beam to high or high
to low, push the tum signal lever all the way forward.

Yihen the high beams are
on, this light on the
instrument panel cluster
also will be on. To change
the headlamps from

high to low, pull the lever
rearward.

Headlamps on Reminder

If you tumn tha ignition off and leave the headlamps or
parking lamps on and cpen a door, you will hear a chime
reminding you to tum off the lamps.

Flash-to-Pass

To use the flash-to-pass feature, momentarily pull the
turm signal lever toward you. The high-beam indicator
will flash to indicate 1o the other driver that you intend to
pass. Il the low-beam headlamps are off and you

have the optional fog lamps on, the fog lamps will flash.

Windshield Wipers

Use this lever located on the right side of the stearing
column to operate the windshield wipers

OFF: Move the lever to OFF to tumn off the windshield
wipers.
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INT (Intermittent): Move the lever to INT to choose a
delayed wiping cycle. Turn the INT ADJ band down

for a longer delay or up for a shorter delay. The further
the INT ADJ band is turned upward, the shorter the
delay will be and the further the INT ADJ band is tumed
downward, the longer the delay will be. The wipar
speed can only be adjusted when the lever Is in the INT
position, Use this position for light rain or snow,

LO (Low Speed): Mave the lever up to the first setting
past INT, for steady wiping at low speed.

HI (High Speed): Move the lever up 1o the second
satting past INT, for steady wiping at high speed.

MIST: Move the lever all the way down to MIST for a
single wiping cycle. Held it there until the windshield
wipers slart; then let go. The windshield wipers will stop
after one wipe. If you want more wipes, hold the

band on MIST longer,

Heawvy snow or Ice can overioad the wipars, If this
oCeurs, a circuit breaker will stop the wipers until the
motor cools. So, be sure to clear any ice and snow from
the windshield wiper blades before using them. If the
wiper blades are frozen to the windshield, carefully
loosen them or warm the windshield before tuming the
wipers on. If your blades do become wom or

damaged, get new blades or blade insers.

Windshield Washer

The lever on the right side of the steering column also
controls the windshield washer, There is a button at

the end of the lever. To spray washer fluid on the
windshield, press the bution and hold it. The washer will
spray until you release the button. The wipars will
cantinug fo clear the window for about six seconds after
the button is released and then stop or relurn to your
preset speed.

A\ CAUTION:

In freezing weather, don't use your washer
until the windshield is warmed. Otherwise the
washer fluid can form ice on the windshield,
blocking your vision.

It the fluid in the windshield washer fluid resarvoir is
low, the message LOW WASHER FLUID will appear on
the Drivar Information Center (DIC) display. If will

take 60 seconds after the bottle is refilled for Ihis
massage to tum off, For information on the comect
washer fluid mixture to use, see Windshield Washer
Fluid on page 5-36 and Part D: Recommended Fluids
ana Lubricants on page 6-13.

3-8
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Cruise Control

With cruise control, you can maintain a speed of about
25 mph (40 km/'h) or more without keeping your foot
on the accelerator. This can really help on long

llipa. Ciwmas control does nct work &t EFECDI:‘ below

about 25 mph (40 km/h),

When using cruise control, the accelerator pedal will
retumn to its fully-released position and will not
move while cruise control is engaged.

The Driver Information Centar (DIC) will display the
cruise set speed in a digital number. For example, the
DIC will say CRUISE SET 60 mph (97 km/h). The cruise

set speed and the speedometer indicated speed may
nol always be exactly the same. When you apply

the brakes or push the clutch pedal, the cruise contral
disengages. The DIC will show CRUISE DISENGAGED.
See DIC Warnings and Messages on page 3-53.

A\ CAUTION:

% Cruise control can be dangerous where
you can't drive safely at a steady speed.
So, don't use your cruise control on
winding roads or in heavy traffic.

% Cruise control can be dangerous on
slippery roads. On such roads, fast
changes in tire traction can cause
needless wheel spinning, and you could
lose control. Don't use cruise control on
slippery roads.

If your vehicle Is In cruise control when the Traction
Control System begins to limit wheel spin, the cruise
control will automatically disengage. See Traction
Confrol System (TCS) on page 4-9. When road
conditions allow you fo sately use it again, you may tum
the cruise control back on
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Setting Cruise Control

/N CAUTION:

if you leave your cruise control on when you're
not using cruise, you might hit a button and go
into cruise when you don’t want to. You could
be startled and even lose control, Keep the
cruise control switch off until you want to use
cruise control.

1. Move the cruise control switch to ON,
2. Get up to the speed you want,

3. Press the SET button at the end of the lever and
release it. The cruise set speed will be displayed
by the Driver Information Center (DIC).

4, Take your foot off the accelerator pedal. The pedal
will return to an idle position.

Resuming a Set Speed

Suppose you sel the crulse control at a desired speed
and then you apply the brake or clutch pedal. This,

of course, disengages the cruise control. But you don't
need to reset it.

Once you're going about 25 mph (40 km/h) or more. you

can move the cruise control switch to AYA
{ResumeAccelerate) briefly. The Drver Information
Center (DIC) will display the cruise set speed.

You'll go right back up to your chosen speed and
stay thera.

Increasing Speed While Using Cruise
Control
There are lwo ways to go to a higher speed:

% Use the accelerator pedal to get to the higher
speed. The speed will not begin to increase
until sufficient pedal travel is achieved. Press the

SET bution al the end of the levar, then release the

button and the accelerator pedal. You'll now
cruise al the higher speed.

* Move the cruise switch to R/A, Hold it there until
you get up to the speed you want, then release
the switch. (To increase your speed in very small
amounts, move the switch to R/A briefly, then

release it. Each time you do this, the vehicle will go

about 1 mph (1.6 km'h) faster.)

The Driver Information Center (DIC) will display the
cruise set speed.

3-10
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Reducing Speed While Using Cruise
Control

There are two ways to reduce speed while using cruise

control:
®* Prazz in the SET button &t the end of the lever until
you reach the lower speed you wanl, then release it.

® To slow down in very small amounts, press the SET
button briefiy. Each time you do this, you'll go about
1 mph (1.6 km/h) slower.

The Dnver Information Center (DIC) will display the
cruise set speed

Passing Another Vehicle While Using
Cruise Control
Use the accelerator pedal 1o increase speed. When you

take your foot off the pedal, the vehicle will slow
down to the cruise control speed you set earlier.

Using Cruise Control on Hills

How well your cruise control will work on hills depends
upon your speed, load and the steepness of the

hills. When going downhill, you may have o brake or
shift to a lower gear to keep your speed down. Of
course, applying the brake takes you out of cruise
control. Many drivers find this to be too much trouble
and don’t use crulse control on steep hills.

Ending Cruise Control
There are two ways to turn off the cruise control:

* Step lightly on the brake pedal or push the clutch
pedal, if you have a manual transmission vehicle.

* Move the crulse switch to OFF,

The Driver Information Center (DIC) will display the
message CRUISE DISENGAGED.

Erasing Speed Memory

When you turn off the cruise control or the ignifion,
cruise control set speed memory is erased.
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Exterior Lamps Headlamps Doors

The exteror lamp switch on the tum signal/multifunction
lever operates the headlamps,

The exterior lamp switch has three positions:

OFF: Tuming the switch to this position fums off all
lamps, except the Daytime Running Lamps (DRL).

20 (Parking Lamps): Turning the switch to this
position turns on the parking lamps, together with the
following:

¢ Talllamps

¢ Parking Lamps

e Sidemarker Lamps

20) (Headlamps): Turning the switch to this position

turns on the headlamps, together with the previously The headlamp doors are designed to open when you

lum the headlamps on, and close when you tum

sted lamps. the headlamps and parking lamps off. If you tum the
headiamps on, then turn back to the parking lamps
setting, the headlamp doors will stay open.

312

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

¥You can open the doors manually using the knob next
to the headlamp assambly. Turn the knob
counterclockwise untll the doors are open. Tum the
knob clockwise to close the doors manually.

The headiamp doors should be open when driving in icy
or snowy conditions to prevent the doors from freezing
closed and when washing the vehicle to help clean

the headlamps.

Notice: In order to avoid possible contact of the
hood to the headlamp doors, either take care

in raising the hood with the headlamps up, or turn
off the headiamps prior to opening the hood.

Daytime Running Lamps

Daytime Running Lamps (DRL) can make it easier for
othérs to see the front of your vehicle during the

day. DAL can be helpful in many different driving
conditions, but they can be especially helpful in the short
periods after dawn and before sunset. Fully functional
daytime running lamps ara required on all vehicles

first sold in Canada.

The DRL system will make the front tum signal lamps
come on when the following conditions are met:

8 The Ignition is on,
8 the exterior lamp switch is off and
* the parking brake is released.

When the DRL are on, only the front tum signal lamps
will be on. The headlamps, taillamps, sidemarker

and other lamps won't be on. Your instrument panel
won't be lit up either.

To idle the vehicle with the DAL off, set the parking
brake while the ignition is in OFF. Then start the vehicle.
The DAL, headiamps and parking lamps will stay off
until you release the parking brake.

As with any vehicle, you should turn on the regular
headlamp system when you need it.
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Fog Lamps

Your vehicle may have this feature. Use the fog lamps
for better vision in foggy or misty conditions. Your
parking lamps or low-beam headlamps must be on or
the fog lamps waon't work.

To turn the fog lamps on, press the butlon located on
the instrument panel, to the left of the steering column. A
light in the button will come on when the fog lamps

are on. Press the button again to turn the fog lamps off.

Twilight Sentinel® (Optional in United
States, Standard in Canada)

Twilight Sentinel® can turn your lamps on and off for
you. A light sensor on top of the instrument panel makes
the Twilight Sentinel™ wark, so be sure it isn't covered.

You can customize your vehicle to turn Twilight
Sentinel™ on or off {except for vehicles first sold in
Canada). See Driver Infarmation Cenfer (DIC) an
page 3-44 to turn this feature on or off.

When Twilight Sentinel™ is turned on, you will see the
tollowing happen:

s When it's dark enough outside, the front turn signal
lamps (DRL) will go off, and the headlamps and
parking lamps will come on. The other lamps
that come on with headlamps will also come on.

s When it's bright enough outside, the headlamps will
go off, and the front tumn signal lamps (DRL) will
come on, as long as the exteror lamp switch is In
the OFF position.

If you start your vehicle in a dark garage. the automatic
headlarmp system will come on immediately. Once you
leave the garage, it will take approximately one minute for
the automatic headlamp system to change to DAL it is
light outside. During that delay, your instrument panel
cluster may not be as bright as usual,

3-14
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Make sure your Instrument panel brightness control |s n
the full bright position. See “Instrument Panel Brighiness™
later in this section.

With Twilight Sentinel™ turned on, you can idle the
wvehicle with the lamps off, even when it's dark outside.
First set the parking brake while the ignition is in

OFF. Then start the vehicle. The l[amps will stay off until
you release the parking brake.

Twilight Sentinel™ also provides exterior illumination as
you leave the vehicle. If Twilight Sentinel™ has turned
on the lamps when you turn off the ignition, your lamps
will remain on until:

¢ The extenor lamp switch Is moved from OFF to the
parking lamp position, or

¢ g delay time thal you select has elapsed.

See Driver Information Center (DIC) on page 3-44 to
selact the delay time that you want. You can also select
no delay timea.

If you tum off the ignition with the exterior lamp switch
in the parking lamp or headlamp position, the Twilight
Sentinel™ detay will not occur. The lamps will turn off as
=oon as the switch is tumed off.

As with any vehicle, you should turn on the regular
headlamp system when you need it.

Interior Lamps

Instrument Panel Brightness

This feature controls the brightness of the instrument
panel lights

The knob for this feature is
located on the left side of
the instrument panel.

Push and release the knob and it will pop out. Tumn the
knob clockwise 1o brighten the lights or counterclockwisa
tw G b,

Be sure not to have this knob lurned all the way down

with the lamps on during the day. Your Driver
Information Center {DIC) may not be visible.
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Parade Mode

The instrument panel brightness knob has an added
feature called parade mode fo assist you in seeing
certain instrument panel controls If your headlamps are
on in the daylight. Tum the knob counterclockwise fo
dim the instrument panel lights or clockwise to brighten
the lights. This will occur only with the parking lamps
or headlamps on.

Courtesy Lamps

When any door or the hatch/trunk lid is opened, the
interior lamps will go on {unless it's bright outside),

You can also turn on the courtesy lamps by turning the
instrument panel bnghtness knob all the way clockwise.

Exit/Entry Lighting

With entry lighting, the intenor lamps will come on when
entering the vehicle. The interior lamps will come on

for about 20 seconds when the key is urned o OFF or
a door is ajar,

You can turn exit and entry lighting off by guickly tuming
the headlamps on and off or by quickly turning the
courtesy lamps on and off.

Reading Lamps

Your inside rearview mirror includes two reading lamps.
The lamps will go on when a door is opaned. Whan
the doors are closed, each lamp can be lumed on
individually by pressing the switch for that lamp.

There is also an interior console flood lamp located
underneath tha rearview mirrar which comes on
during nighttime operation or when the reading lamps
darg an.

3-16
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Battery Run-Down Protection

Your vehicle has a fealure 1o help prevent you from
draining the battery in case the underhood lamp, vanity
mirror lamps, cargo lamps, reading lamps. consale

or glove box lamps are accidentally left on. If you leave
any of these lamps on, they will automatically timeout
after about 15 minutes. To reset it, all of the above
lamps must be turned off or the ignition key must be

in ON.

Head-Up Display (HUD)

4\ CAUTION:

If the HUD image is too bright, or too high in
your field of view, it may take you more time to
see things you need to see when it's dark
sutside. Be surc to koop the HUD image dim

and placed low in your field of view.

If your vehicle is equipped with tha Head-Up Display
(HUD), you can see saome of the driver information that
appears on your instrumen! panel clustar,

The information may be displayed in English or metric
units and appears as an image focused out toward
the front of your vehicle. The HUD consists of the
following information:

¢ Speedometer

s Turn Signal Indicators

* High-Beam Indicator Symbal

¢ Tachometer

* Qil, Temperature and Fuel Gages

* Shift Light (Performance SHIFT Light)

This light Is used for performance driving to indicate

thal the vehicle’s best performance ievel has

been reached to shift the transmission into the next

higher gear. The SHIFT light will display at an
engine speed of about 5,750 rpm (6,250 pm

an Z08), just prior to reaching the engine fuel
cut-off mode.

* Check Gages lcon

Downloaded from www.Manualslib.com manuals search engine

317


http://www.manualslib.com/

There are five HUD selections that you can choose to
view in the HUD display. By pressing and holding

the FAGE buttan, you can scroll through these pages in

the following order:

Speed Only

% Speed and Gage

* Speed, Tachometer and Gage
® Speed and Tachometer

8% Tachomeier Only

When you have chosen the desired HUD display,
release the PAGE button.

Gages can be scrolled through by tapping the PAGE
butten (only when a gage is displayed). The gages
shown are the following:

* Ol Pressure
& Coolant Temperature

* Fuel Laveal

The selections that you choose will remain in the HUD
display until they are changed.

CUEEX o s SadnBiiT
\:\\‘ -‘D sﬂlzlf;ﬁr.i

Sl e

"= RPM |—| IMPHiﬁ-]

Be sure to continue scanning your displays, conirols
and driving environment just as you would in a vehicle
without HUD. If you never look at your instrument
panel cluster, you may not see something important,
such as a waming light. Under impaortant warming
conditions, the CHECK GAGES icon will illuminate in
the HUD. Wiew your Driver Information Center (DIC) tor
more information.
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The HUD controls are located 1o the left of the steering
wheal.

To adjust the HUD so you can see it praperly, do the
following:

£

Tl

Start your engine and slide the HUD dimmer control
all the way up.

The brightness of the HUD image is determined by
the light conditions in the direction your vehicle

is facing and where you have the HUD dimmer
control set, If you are facing a dark object or

a heavily shaded area, your HUD may anticipate
that you are entering a dark area and may begin
to dim,

It is possible for sunlight to enter the HUD causing
all of the graphics to light up. The display will
retum to normal when the sunlight is no longer
entering the HUD.

Adjust the seat to a comfortable driving position. If
you change your seat position later, you may have
to re-adjust your HUD.

Prace the tan ar bnttrom nf tha NISPE AY switch o
center the HUD image In your view,

The HUD image can only be adjusted up and
down, not side-to-side.

Slide the dimmer contral downward until the HUD
image is no brighter than necessary. To tum HUD
off, slide the switch to OFF.
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If the sun comes out or it becomes cloudy, you may
need to adjust the HUD brightness again using

the dimmer contral. Polarized sunglasses could make
the HUD image harder o see.

To change from English fo metric unils, press the
E/M button located to the right of the steering wheel.

Clean the inside of the windshield as needed to remove
any dirt or film that reduces the sharpness or clarity
of the HUD image.

To clean the HUD, spray household glass cleaner on a
soft, clean cloth. Wipe the HUD lens gently, then dry

it. Do not spray cleaner directly on the lens because the
cleaner could leak into the unit.

If the ignition is on and you can't see the HUD image,
check to see if:

& Something is covering the HUD unit.
% The HUD dimmer control is adjusted properly.
& The HUD image Is adjusted to the proper height.

& Ambient light (in the direction your vehicle is facing)
is low.

% A fuse is blown. See Fuses and Circuit Breakers on
page 5-86,
Keap in mind that your windshield is part of the HUD
system. If you ever have to have your windshield
replaced, be sure to get one that is designed for HUD
or your HUD Image may look blurred and out of focus.

Accessory Power Outlets

The accessory power outlet can be used to connect
electrical equipment such as a cellular phane or
CB radio.

The accessory power outlet is localed inside the
center console storage compartment, on the forward
left side.

To use the outlet, remove the tethered cap. When not
using it. always cover the outlet with the protective cap.

Notice: When using an accessory power outlet,
maximum electrical load must not exceed 15 amps.
Always turn off any electrical equipment when

not in use. Leaving electrical equipment on for
extended periods will drain your battery.

Certain electrical accessories may not be compatible
with the accessory power outlet and could result

in blown vehicle or adapter fuses. If you experience a
problem, see your dealer for additional infarmation
on accessory power outlets,

Notice: Adding some electrical equipment to your
vehicle can damage it or keep other things from
working as they should. This wouldn't be covered by
your warranty. Check with your dealer before
adding electrical equipment, and never use anything
that exceeds the amperage rating.
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When adding electrical equipment, be sure o follow the
installation instructions included with the equipment.

We recommend that you see a qualified technician or
your dealer for the proper installation of your equipment.

Notice: Power outlets are designed for accessory
plugs only. Do not hang any type of accessory

or accessory bracket from the plug. Improper use of
the power outlet can cause damage not covered

by your warranty.

Ashtrays and Cigarette Lighter

The ashtray and cigarette lighter are located on the
instrument panel, in front of the shift lever. To use the
ashtray, lift up on the bottomn of the door

Notice: Don't put papers or other flammable
items into your ashtrays. Hot cigarettes or other
smoking materials could ignite them, causing

a damaging fire.

Loose objects (such as paper clips) can lodge behind
and beneath the ashtray lid and prevent movement

of the lid. You should aveid putting small, loose objects
near the ashtray.

To use the cigarette lighter, push it in all the way and let
go. When it's ready, it will pop back out by itself,

Notice: Don't hold a cigarette lighter in with your
hand while it is heating. If you do, it won't be able to
back away from the heating element when it's
ready. That can make it overheat, damaging the
lighter and the heating element.
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Climate Controls

Dual Automatic Climate Control
System

With this system you can control the heating, cooling
and ventilation for your vehicle,

3-22

When your vehicle is first started, the display will show
the driver's temperature setting, the fan speed and
the air delivery for approximately five seconds: then it
will show the oulside temperature.

The digital display will show readings in Fahrenheit or
Celsius by pressing the E/M (English/metric) button
on the Driver Infarmation Center (DIC).

Automatic Operation

AUTO (Automatic): Press the AUTO bulton 1o place
the enfire system in the automatic mode. When
aulomatic operation is active, the system will
automalically control the inside temperature, the air
delivery mode and the fan spead.
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After a five-second display of the current settings, only
the word AUTO and the outside temperature will be
shown on the digital display unless the system is sat to
full cold 60°F (16°C) or full hot 90°F (32°C), then the
word AUTO will not display. The system will operate to
achieve your comfort sel temperature as quickly as
possible. The AUTO control system works best with the
windows up and the removable roof installed or the
convertible top up.

1. Press the AUTO button.

2. Adjust the temperature 1o a comfortable setfing
between 60°F (16°C) or full hot 90°F (32°C).
Choesing the coldes! or warmest temperalure
setting will not cause the system to heat or cool any
fasler. If you sat the systemn at the coldest or
warmest temperature setting, the system will remain
in manual mode at that temperature and it will
not go into automatic mode,

In cold weather, the system will start at reduced fan
speads at avoid blowing cold air into your vehicle
until warmar air iz available The svstem will

start out blowing air at the floor but may change
modes automaltically as the vehicle warms up

lo maintain the chosen temperature setting. The
length of time needed for warm up will depend on
the outside temperature and the length of time

that has elapsed since your vehicle was last driven.

3. Wait for the system to regulate. This may take from
10 to 30 minutes. Then adjust the temperature, if
necessary.

Do not cover the solar sensor located in the center of
the instrurment panel, near the windshield. For more
information on the solar sensor, see “Solar Sensor’ later
in this section.

Manual Operation

OFF: Press this button to turn off the climate control
system. This is the only sefting that fully shuts off

the fan. The digital display will show only the oulside
temperature. You can still adjust the driver's set
temperature, the passenger temperature offset and the
air intake mode while in OFF.

MODE: Press this button to manually lock in the current
air delivery setting and to stop the automatic mode
control. Pressing the MODE button will delete AUTO
from the digital display and the mode graphics will

be shown. To change the setting, press the MODE
button again. The AUTO button must be pressed

to return to the automatic made selection.
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To change the current mode, select one of the following:

~ (Vent): This mode directs mast of the air to the
Instrument panel outllets, with a very small amount of air
diracted to the floor outlets.

i~ (Bi-Level): This mode directs approximately half of
the air to the instrument panel outlets, and then

directs most of the remaining air to the floor outlets,
Some air may be directed toward the windshield, Cooler
air is directed to the upper outlets and warmer air to

the floor outlets.

\d (Floor): This mode directs most of the air to the
floor outlets with some air directed to the outboard
outlets (for the side windows) and some air directed to
the windshield.

The MODE button can also be used to select the defog
mode. Information on defogging and defrosting can
be found later in this section.

& (Fan): Press the button with the fan symbol to
manually increase or decrease the fan speed. Keep
pressing the up or down arrow on this swilch until the
desired fan speed appears on the display.

Pressing the arrows will delete AUTO from the digital
display. The fan graphics with the fan speed bars will be
shown. To increase the fan speed so that more air
flows into the vehicle, press the up amow on the

fan switch. To decrease the fan speed and aiflow,
press the down arrow, The AUTO button must be
pressed to retum to the automatic fan contral,

3% (Outside Air): Press this button to tum the
outside air mode an or off, When this mode is on,
outside air will circulate throughout your vehicle. When
the bulton Is pressed, an indicator light in the button
will come on to let you know that it is activated.

The outside air mode can be used with all modes, but
cannot be used with the recirculation mode.

When in the AUTO mode, the sysltem automatically
selects outside air inslead of recirculation, as required,
to control the temperature in the vehicle, By pressing
outside air, the system will lock into the outside air
mode. Any adjustment to the air intake must then be
made manually. Outside air should be used when trying
to defrost or delog windows to help reduce maisture
Inside of the vaehicle,

If you are in city traffic, your vehicle is slopped and
idling, or the weather is hot, the system may switch from
the outside air mode to the recirculation mode. To
prevent the air inside of your vehicle from becoming
stale, be sure to retum to the outside air mode
periodically.
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<@ (Recirculation): This moda keeps outside air

from coming in the vehicle. It can be used o prevent
outside air and odors from enterng your vehicle or

to help cool the air inside your vehicle more quickly.
Press this button ta tum the recirculation mode on or off.
When the button |s pressed, an indicator light will

come an. The air-conditioning compressor also comas
on. The recirculation mode cannot be used with the
oulside air mode.,

When in the AUTO mode, the system automatically
salects recirculation to cool the vehicle’s femperature.
By pressing this button, the system will lock into
recirculation mode. Any adjustment to the air inlake
mus! then be made manually. Recirculation is not
available when using the defrost or defog mode because
putside air is needed to reduce moisture inside of the
vehicle.

Operating the system in the recirculation mode may
cause fogging of the vehicle’s windows when the
weather is cold and damp. To clear the fog, switch the
system to either the detog or defrost mode and
increase the fan speed. To avoid re-fogging of the
windows, operate the system In the oulside air mode.

Temperature Control: The DRIVER knob changes the
temperature on the driver's and passenger's side of

the vehicla. Turn tha Knob clockwise or counierciockwise
to manually increase or decrease the temperature

inside your vehicle. Whenever you turn this knob, the

temperature will be displayed for approximately five
seconds along with the current fan speed and air
delivery mode.

The PASSENGER knob changes the temperature on
the passenger's side of the vehicle, When the knob is In
the 12 o'clock position, the passenger's temperature

is the =ame as the driver's. Turn the knob clockwise for
warmer air on the passenger's side or counterclockwise
for cooler air. If the driver-set temperatura 15 sat at

full cold B0°F (16°C) or full hot 80°F (32°C}, turning the
PASSENGER knob has no effect because the system

is locked at a maximum setting,

{* AJC (Air Conditioning): Press this button 1o
override the automatic system and tum the
air-conditioning system on or off. When A/C is pressed,
an indicator light in the button will come on to let you
know that the air conditioning is activated. When

in AUTO, the air-conditioning compressor will come on
automatically, as necessary.

Air condiioning does not operate at temperaturas below
approximately 35°F to 40°F (2°C fo 4°C). The air
conditioning cannot be turned offl in defrost and detog,
as It helps to remove moisture from the wehicle. Il

also helps to keep the windows clear,
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You may notice a slight change in engine performance
when the air-conditioning compressor shuts off and
turns on again. This is normal. The system is designed
to make adjustments to help with fuel economy while
still malntaining the selected temperalure.

On hot days, open the windows to let hot Inside air
escape; then close them. This helps to reduce the time
it takes for your vehicle to cool down. It also helps

the systermn 1o operate more efficiently

For guick cool down on hot days, do the following:
1. Select the vent mode.
2. Select recirculate mode.
3. Select the A/C.
4. Select the coolest temperature.
5. Select the highesl fan speed.

Using these settings together for long periods of time
may cause the air inside of your vehicle o becomea foo
dry. To prevenl this from happening, after the air in
your vehicle has cocled, tum the recirculation mode off,

The air-conditioning system removes moisture from

the air, so you may sometimes notice a small amount of
waler dripping undemeath your vehicle while idling or
after turning off the engine. This is normal.

Sensors

The solar sensor on your vehicle manitors the solar
radiation and uses the Information to maintain the
selected temperature when operating in AUTO mode by
initiating needed adjustments to the temperature, the
fan speed and the air delivery systam, The system may
also supply cooler air to the side of the vehicle facing
the sun. The recirculation mode will also be aclivated, as
necessary. Do not cover the solar sensor located on

the top right side of the instrument panel near the
windshield or the system will not work properly.

There is also a sensor located behind the front bumper.
This sensor reads the outside air temperature and
helps to maintain the temperature inside the vehicle.
Any cover on the front of the vehicle could give a false
reading in the lemperature,

If the outside temperalure goes up, the displayed
temperature will not change until:

* The vehicle's speed is above 16 mph {26 km/h) for
ane and a half minutes.

* The vehicle's speed is above 45 mph (72 km/h) for
ong minute.

These delays prevent false readings. If the temperature
goes down, the outside temperature will be shown
when you start the vehicle. If it has been turned off for
lezs than three hours, the temperature will be recalled
from the previous vehicle operation.
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There is also an inside temperature sensor located to
the left of the ignition switch. The automatic climate
control systern uses this sensor to receive information,
so if you block or caver it, the system will not function

properly.
Defogging and Defrosting

There are two modes to clear fog or frost from your
windshield. Use the defog mode 1o clear the windows of
fog or moisiure and warm the passengers. Use

FRONT to remove fog or frost from the windshiald more
quickly.

Press the MODE button untll the defog mode appears
on the display.

W {Defog): This mode directs the air equally between
the windshield and the floor outlets with a small

amount to the side window outlets. When you select this
mode, the system tums oft recirculation and runs the
air-conditioning compressor unless the outside
temperafure is at or below freezing. An indicator light in
thie AL bunon will come on (o et you kiow lhat e
alr-conditioning compressor is activated. The
recirculation mode cannot be selected while in the

defog mode.

@ FRONT: Pressing this button directs mast of the
air to the windshield, with a small amount directed {o the
side window outlets, The light on the button will come
on and the digital display will show the defrost mode

symbol and fan speed when the fron defrost mode is
being used. In this mode, the system will automatically
turn off the recirculation and run the air-conditioning
compressor, unless lhe outside temperature is at

or below freezing. An indicator light in the A/C button
will come on fo let you know that the air-conditioning
compressor is activated. Recirculation cannot be
selected while in the defrost mode. Pressing this bution
again will return the system to the last operating

mode and the air infake mode will be in outside air.

If the system is in FRONT defrost when you shut the
angine off. it will restart in FRONT defrost unless

the engine is off for longer than 40 minutes. If the angine
is off longer than 40 minutes, the system will restart in
the operating mode that was set prior fo FRONT defrost
and the air intake mode will be in oulside air,

Rear Window Defogger

The rear window defogger uses a warming grid to
remaove fog or frost from the rear window.

The rear window defogger will only work when the
angine is running.

1f) REAR: Press this button to turn the rear window
defogger on. Be sure to clear as much snow from

the rear window as possible. An indicatar light in the
button will come on to let you know that the rear window
defogger is activated.
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Tha rear window defogger will automatically tum off Outlet Adjustment
approximately 15 minutes after the button is pressed. If

tumed on again, the defogger will only run for Use the tab located an the air outlets to change the
approximately seven minutes bafore tuming off. The direction of the airflow.

defogger can also be tumed off by pressing the button 2 :

again or by turning off the engine. Operation Tips

Your vehicle has heated outside rearview mirrors, The L3 F.‘.Iear away any ice, snow or lEE.'u'ES from the air
mirrors will heat to help clear fog or frost from the inlets at the base of the windshield that may
surface of the mirrors when the rear window defog block the flow of air into your vehicls,

button is pressed. % Use of non-GM approved hood deflectors may
Notice; Don't use anything sharp on the inside of adversely affect the performance of the system.
the rear window. If you do, you could ﬂ“tpﬂr damage % Keep the area around the base of the instrument
the warming grid, and the repairs wouldn't be panel console and air path under the seats clear
covered by your warranty. Do not attach a temporary of objects to help circulate the alr inside of
vehicle license, tape, a decal or anything similar your vehicle more effectively.

to the defogger grid.
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Warning Lights, Gages and
Indicators

This part describes the waming lights and gages that
may be on your vehicle. The pictures will help you
locate them.

Warning lights and gages can signal that something is
wrong belore it becomas serious enough to cause

an expensive repair or replacement, Paying attention to
your warning lights and gages could also save you

ar others from Injury.

Warmng lights come on when there may be or is a
problem with one of your vehicle's functions, As you will
see in the detalls on the next lew pages, some

warning lights come on briefly when you stan the
engine just to let you know they're working. If you are
familiar with this section, you should not be alarmed
when this happens.

(Gages can indicate when there may be or is a problem
with one of your vehicle's functions. Often gages

and warning lights work together to let you know when
there's a problem with your vehicle.

When one of the warning lights comes on and stays on
when you are driving, or when one of the gages

shows there may be a problem, check the section that
tells you what to do about it. Pleasa follow this
manual’s advice, Waiting o do repairs can be
costly—and even dangercus. So please get to know
your warning lights and gages. They're a big help.

Your vehicle may also have a Driver Information Center
that works along with the waming lights and gages.
See Driver Information Center (DIC) on page 3-44.
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Instrument Panel Cluster

Your instrument panel cluster and Driver Information Center (DIC) are designed to let you know at a glance how the
vehicle is running. You'll know how fast you're going, about how much fuel you have left and many other things
you'll need to know to drive safely and economically. The instrument panel cluster indicator wamning lights. gages and
DIC messages are explained on the following pages.

United States shown, Canada similar
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Speedometer and Odometer

Your speadometer lets you see your speed in either
miles per hour (mph) or kilometers per hour (km/h),

There is anly one scale for mph and km/h. When you
prass the E/M (English/metric) button on the Driver
Information Center (DIC), the cluster will calculate the
proper speed and move the needle to the correct
position. Either the MPH or the km/h telltale will
lluminate, depending on which measurement you
choosa,

To read the odometer with the ignition off, turn on the
parking lamps.

You may wonder whal bappens if your vehicle needs a
new odometer installed. The mileage total of the

new odomater will be set to the original miles
(kilometers) of the old odometer. See your dealer if the
odometer must be replaced in your vehicle.

Tachometer

The tachometer displays the engine speed in thousands
of revolutions per minute (rpm).

Fuel will shut off at about 8200 rpm (6500 rpm for Z0&).

If you continue to drive your vehicle at the fuel shut
off rpm, you could damage your engine. Be sure

to operate your vehicle below the fuel shut off rpm or
reduce your rpm quickly when ihe fuel shuts off,

Safety Belt Reminder Light

When the key is turned to ON or START, a chime will
come on for several seconds to remind people to fasten
their safety belts, unless the driver's safety bell is
already buckled,

The satety belt light will
also come on and stay on
until the driver's belt is
buckled,
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Air Bag Readiness Light

There |s an air bag readiness light on the instrument
panel, which shows a deployed air bag symbal.

The system checks the air bag's electrical system for
malfunctions, The light tells you if there is an electrical
prablem. The system check (ncludes the air bag
modules, the wiring and the diagnostic module. For
more information on the air bag system, see Air

Bag System on page 1-39

This light will corme on
when you start your
vehicle, and it will flash for
a few seconds. Then

the light should go out
This means the system

is ready.

-4

If the air bag readiness light stays on after you start the
vehicle or comes on when you are driving, your air

bag system may not work properly. Have your vehicle
serviced right away.

/N CAUTION:

If the air bag readiness light stays on after you
start your vehicle, it means the air bag system
may not be working properly. The air bags in
your vehicle may not inflate in a crash, or they
could even inflate without a crash. To help
avoid injury to yourself or others, have your
vehicle serviced right away if the air bag
readiness light stays on after you start your
vehicle.

The air bag readiness light should flash for a few
seconds when you tum the ignition key to ON. I the
light doesn't come on then, have it fixed so it will

be ready to wam you if there is a problem

Air Bag Off Light

When you tum the passenger's air bag off, this light will
come on and stay on to remind you that the air bag

has been turned off. This light will go off when you tum
the air bag back on again. See Air Bag Off Swilch

on page 1-43 for more on this, including important safety
information.
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N\ CAUTION:

If the passenger’s air bag is turned off for a
person who isn't in a risk group identified by
the national government, that person won't
have the extra protection of an air bag.In a
crash, the air bag wouldn't be able to inflate
and help protect the person sitting there. Don't
turn off the passenger’s air bag unless the
person sitting there is in a risk group. See “Air
Bag Off Switch” in the Index for more on this,
including important safety information.
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Voltmeter Gage
A\ CAUTION:

Whan the key is in ON
with the engine not
running. the valtmetar
shows the voltage cutpul
of your battery. When
the engine is running, it
shows ihe voltage
output of the charging

If the air bag readiness light ever comes on
when you have turned off the air bag, it means
that something may be wrong with the air bag
system, The passenger’s air bag could inflate
even though the switch is off. If this ever
happens, don't let anyone whom the national

government has identified as a member of a system,

passenger air bag risk group sit in the

passenger's position (for example, don't

secure a rear-facing child restraint in your The reading will change as the rate of charge changes
vehicle) until you have your vehicle serviced. iwith engine speed, for example), but if the voltmeter
See “Air Bag Off Switch” in the Index. reads at 9 volts or below, your instrument panel cluster

and other systems may shut down. The Driver
Information Center (DIC) will read LOW VOLTAGE
when your vehicle is at 10 volls or below. Have

it checked rignt away. Driving wilth the voltmeter reading
al 10 volts or below could drain your battery and
disable your vehicle.
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Brake System Warning Light

Your vehicle's hydraulic brake systemn is divided into two
parts. If one part isn't working, the other part can still
work and stop you, For good braking, though, you need
both parts working well.

(1)

BRAKE

This light should come on
when you turn the ignition
key to START.IT il

doesn’t come on then,
have it fixed so it will be
ready to wam you if there's
a problem.

it this warning light stays on after you start the engine,
the parking brake may still be set or there could be

a brake problem. Refer to Parking Brake on page 2-30
o see if it Is set. If the parking brake is not sel, have
your brake system inspected right away.

If the light cames on while you are driving and you have
a LOW BRAKE FLUID message showing on the DIC,
pull off the road and stop carefully. You may nofice that
the pedal is harder to push. Or, the pedal may go
closer to the floor. It may take longer to stop. If the light
is still on, have the vehicle towed for service. See
Towing Your Vehicle on page 4-33.

A\ CAUTION:

Your brake system may not be working
properly if the brake system warning light is
on. Driving with the brake system warning light
on can lead to an accident. If the light is still
on after you've pulled off the road and stopped
carefully, have the vehicie towed for service.
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Anti-Lock Brake System Traction Control System (TCS)

Warning Light Warning Light
With the anti-lock brake This light should come on
system, the light will come briefly as you start the
on when your engine is angine. If the light doesn't
() started and may stay on for come an then, have it
several seconds. Thal's fixed so it will ba ready to
normal, warn you if there's a
problem,
If the light stays on, turn the ignition to QFF. Or, if the
light comes on when you're driving, stop as soon
as possible and tum the ignition off, Then start the
engine again to resel the system. If the light still stays ,
on, o comes on again while you're driving, your vehicle ! it stays on, or comes on and the DIC shows a
needs service. If the regular brake system waming SERVICE TRACTION SYSTEM message when you're
light isn't on, you still have brakes, but you don't have driving, there’s a problem with your TCS system
antl-lock brakes. If the reqular brake system warning and your vehicie needs service. When this light is on,
light is also on, you don't have anti-lock brakes the systerm will not limit wheel spin, Adjust your
and there's a problem with your reqular brakes. See driving accordingly. |f the driver turns off the Traction
Brake Systerm Waming Light on page 3-35. Also Control System by pressing the button on the console,
see "Service ABS" under DIC Wamings and Messages the TCS system light will come on and the TRACTION
on page 3-51. SYSTEM OFF message will show on the DIC.

The anti-lock brake system warning light will come an
briefly when you tum the ignition key to ON. This is
normal. If the light doesn't come on then, have it fixed
s0 it will be ready to wam you if there is a prablem.
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Active Handling System Light

The Active Handling System light will come on briefly as
you start the engine. If the light does not come on

then, have it fixed so it will be ready 1o wam you if there
is 8 problem. The light will also come on while the
gystem warms up and the ACT HNDLING WARMING
UP message will be displayed in the Driver Information
Center (DIC).

I the light stays on or
comes on while you are
driving. a chime sounds
and a SERVICE ACTIVE
HNDLG message appears
on the DIC, there is a
problem with your Active
Handling System and

your vehicle needs service,

The driver can acknowledge this message by pressing
the RESET button, When the SERVICE ACTIVE
HNDLG message is displayed, the Active Handling
Systemn will not assist you in controlling the vehicle. You
should have the system serviced as soon as possible.
Adjust your driving accordingly

When the systam Is working, you will see the ACTIVE
HANDLING message displayed in the DIC. You

may also feel or hear the system working, This is
normal.

If the driver turns off the Active Handling System by
pressing the button on the console, the Active Handling
Systemn light will come on, a chime will sound, and

the TRAC/ACT HNDLG OFF message will be displayed
in the DIC. The Traction Control System will also be
tumed off. See DIC Warnings and Messages on

page 3-51 for more information

If the Active Handling System and the Traction Control
System are off, pressing the console button momentarily
will tum both systems on. The DIC will display the
TRAC/ACT HNDLG ON message. the instrument cluster
light will be off, and a chime will sound. See DIC
Warnings and Messages on page 3-53 for more
infarmation.
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Engine Coolant Temperature Gage

7

United States Canada

This gage shows the engine coolant tamperature. If the
gage pointer moves into the shaded area, your

engine is too hot.

This means that your engine coolant has overheated. If
you have been operating your wehicle under normal
driving conditions, you should pull off the road, stop your
vehicle and tum off the engine as soon as possible.
{The larger lic marks are in increments of 30° below
220°F (104°C) and in increments of 10 above

220°F (104°C).)

See Engine Overheating on page 5-26 for more
information.

Malfunction Indicator Lamp
Check Engine Light

K

CHECK

Your vehicle is equipped
with a computer which
maonitors operation of the
fuel, Ignition and emission
control systems.

This system Is called OBD |l {On-Board
Diagnostics-Second Generation) and is intended to
assure that emissions are at accepiable levels for the
life of the vehicle, helping lo produce a cleanar
environment. The CHECK ENGINE light comes on to
indicate that there is a problem and service is required.
Malfunctions often will be indicated by the system
before any problem is apparenl. This may prevent more
senous damage to your vehicle. This system is also
designed 1o assist your service lechnician in correctly
diagnosing any malfunction.

Notice: If you keep driving your vehicle with this
light on, after a while, your emission controls

may not work as well, your fuel economy may not
be as good and your engine may not run as
smoothly. This could lead to costly repairs that may
not be covered by your warranty.
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Notice: Modifications made to the engine,
transmission, exhaust, intake or fuel system of your
vehicle or the replacement of the original tires

with other than those of the same Tire Performance
Criteria (TPC) can affect your vehicle's emission
controls and may cause this light to come on.
Modifications to these systems could lead to costly
repairs not covered by your warranty. This may
also result in a failure to pass a required Emission
Inspection/Maintenance test.

This light should come on, as a check to show you it is
working, when the ignition is on and the engine is

not running. If the light doesn't come on, hava it
repaired. This light will also come on during a
maliunction in one of two ways:

s Light Flashing — A misfire condition has been
detected. A misfire increases vehicle emissions
and may damage the emission control system on
your vehicle. Dealer or qualified service center

AinAanaeie and camiro may ha rani lired
REUnOEIS ana 5o 2 M3 - t

* Light On Steady — An emission control system
malfunction has bean detected on your vehicle.
Dealer or qualified service center diagnosis
and service may be required.

If the Light Is Flashing

The following may prevent more serious damage 1o
your vehicle;

* Reducing vehicle speed.
* Avolding hard accelerations.
* Avoiding steep uphill grades.

if the light stops flashing and remains on steady, see "If
the Light Is On Steady” following.

If the light continues to flash, when it is safe to do so.
stop the vehicle. Find a safe place to park your vehicle.
Turn the key off, wait at least 10 seconds and restart
the engine. If the light remains on steady, see “If

the Light is On Steady” following. If the light is still
flashing, follow the previous steps, and drive the vehicle
to your dealer or qualified service center for service,

If the Light Is On Steady

You also may be able to cormect the emission system
malfunction by considering the following:

Did you recently put fuel into your vehicla?

If so, reinstall the fuel cap, making sure to fully install
the cap. See Filling Your Tank on page 5-7. The
diagnostic system can determine If the fuel cap has
been left off or iImproperly installed. A loose or missing
fuel cap will allow fuel to evaporale into the almosphere,
A few driving trips with the cap properly installed
should turm the light off,
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Did you just drive through a deep puddle of water?

If so, your electnical system may be wel. The condition
will usually be corrected when the electrical system
dries out. A few driving trips should turn the light off.

Have you recently changed brands of fuel?

If s0, be sure to fuel your vehicle with quality fuel. See
Gasolineg Octane on page 5-5. Poor fuel quality will
cause your engine nol to run as efficiently as designed.
You may notice this as stalling after start-up, stalling
when you put the vehicle into gear, misfiring, hesitation
on acceleration or stumbling on acceleration. (These
conditions may go away once the engine is warmed up.)
This will be detected by the system and cause the

light to tum on.

If you experience one or more of these conditions,
change the fue! brand you use. [t will require at least
one full tank of the proper fuel to turn the light off,

If none of the above steps have made the light turn off,
have your dealer or qualified service center check

the vehicle. Your dealer has the proper test equipment
and diagnostic tools to fix any mechanical or electrical
problems that may have developed.

Emissions Inspection and
Maintenance Programs

Some state/provincial and local govemments have or
may begin programs to inspect the emission control
equipment on your vehicle, Failure 1o pass this
inspection could prevent you from getting a vehicle
registration.

Here are some things you need to know 1o help your
vehicle pass an inspection;

Your vehicle will nol pass this inspection if tha CHECK
EMNGINE light is on or not working properly.

Your vehicle will not pass this inspection if the OBD
{on-board diagnostic) system determines that critical
emission control systems have not been completely
diagnosed by the system. The vehicle would be
considered not ready for inspection. This can happen
if you have recently replaced your battery ar if your
battery has run down, The diagnostic system Is
designed to evaluate critical emission control systems
during normal driving. This may take several days

of routine driving. If you have done this and your vehicle
still does nol pass the inspection for lack of OBD
system readiness, see your dealer or qualiied service
center to prepara the vehicle for inspection.
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Engine Oil Pressure Gage

United States Canada
The engine oil pressure gage shows the engine ail
pressure in psi (pounds per square inch) or kPa
(kilopascals) when the engine is running

Ol pressure should be 20 to B0 psl (140 to 550 kPa). In
certain situations such as long, extended idles on hot
Uedys, 1l Lluld (e as v a3 U pan (20 ki a) ang S e
considered nomal. It may vary with engine speed,
outside lemperature and oll viscosity, but readings
above the shaded area show the normal operating
range. Readings in the shaded area tell you that

the engine is low on oil, or that you might have some

other oil problem. See Engine Oil on page 5-13.

The engine oil pressure can also be displayed using the
GAGES button on the Driver Information Center (DIC).
See Driver Information Center (DIC) on page 3-44,

/N CAUTION:

Don't keep driving if the oil pressure is low. If
you do, your engine can become so hot that it
catches fire. You or others could be burned.
Check your oil as soon as possible and have
your vehicle serviced.

Notice: Damage lo your engine from neglected oil
problems can be costly and is not covered by
your warranty.
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Senurity ng.l'lt This light can come on for the following reasons:
* |Low Oil Pressure

This light comes on to

remind you to arm your * High Coolant Temperalure

theft-deterrent system. If it ¢ High or Low Battery Voltage
SECUHlTY comeas on and stays on

when your ignition is * Low Fuel Level

an, there may be a
problem with your

theflt-deterrent systam. FUEI Gage
Your fuel gage tells you
about how much fuel you
See Thefi-Deterrent System on page 2-16 and haue loft whan the
PASS-Key™ on page 2-17. ianition is on.
Check Gages Warning Light
This light will come on
briefly when you are
starting the engine. If the
GHECK light comes on and
GAGES stays on while you are
driving, check your gages When the needle approaches the red zone, RESERVE
to see if they are in the FUEL will appear on the Driver Information Center (DIC)
warning areas. display. When the needle approaches the E, LOW

FUEL will appear on the display. Al this time, you still
have a little fuel left, but you should get more soon.
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Press RESET to acknowledge a DIC message(s).
Pressing RESET will also turn off a DIC message but
the LOW FUEL message will come an again in

10 minutes it you have not added fuel to the vehicle.

Here are five things that some owners ask about.
All these things are normal and do not indicate that
anything is wrong with the fuel gage.

At the gas station, the gas pump shuts off before
the gage reads F (full).

It takes more (or less) fuel to fill up than the gage
reads. For exampla, the gage reads half full, but it
took more (or less) than haif of the tank's

capacity to fit if.

The gage pointer may move while cormering,
braking or speeding up.

The gage may not indicate E (empty) when the
ignition is tumed off,

The gage reading may change slightly within the
first sawaral minntes after slarding the vehicle

You can use the Driver Information Center (DIC) to
display more detailed fuel information. Each time you
press FUEL, one of the following will appear in the
Driver Information Center (DIC).

* AVERAGE: The fuel economy calculated for the
current tank of fuel, or since you last reset the
display.

* INST (Instant): The fuel economy calculated for
your current driving conditions.

* RANGE: The distance you can drive before
refusling.

You should resel the fuel information display every time
you refuel, To reset the display, press FUEL until
AVERAGE appears. Then, press RESET on the Driver
Information Center (DIC).
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Driver Information Center (DIC)

The Drver Information Center (DIC) will display
information aboutl how your vehicle is functioning, as
well as waming messages if a system problem is
detected. The DIC display area is located in the
instrument panal cluster below the speedomeler and
tachometer, directly above the steering column.

The following buttons are located on the TIC control

panel which is located to the right of the instrument
panel cluster,

1 FUEL: Press this button to display fusl information
such as fuel economy and range.

2 GAGES: Use this button to display gage information
like oil pressure and temperature, coolant temperature,
automatic transmission fluid temperature, battery
voltage and front/rear tire pressures.

3 TRIP: Use this button to display your total and trip
miles, the elapsed time function, your average
speed and the engine oil life,

4 OPTIONS: This button allows you to choose personal
options that are available on your vehicle, depending
on the options your vehicle is equipped with, such

as security, door locks, easy entry seats and language.

5 E/M (English/Metric): Use this button to change
the display between English and matric units.

RESET: This button, used along with the other buttons,
will reset system functions and turn ofi or acknowledge
messages on the Driver Information Center (DIC).

At the top of the DIC control buttons is & light sensor,
Be sure not to block the sensor or your lighting functions
may be disrupted.
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DIC Controls and Displays

Turm an the system by turning the ignition to ON. When
you tumn on the ignition. the DIC will be in the moda

last displayed when the engine was turned off. Each DIC
button allows you to scroll through a manu. A blank
page ends each menu.

If a problem is detected, a diagnostic massage will
appear on the display. Press RESET to acknowledge
any current warming or service messages, The following
pages will show the messages you can see on the
Driver Information Center (DIC) display by pressing the
DIC buttons.

1 FUEL

The FUEL button displays average fuel economy and
instantaneous fuel economy calculated for your specific
driving conditions and range.

s [AVERAGE £70 MPG |
— [INBT. 204 WFG |

[RANGE 220 M|

=) |

Press the FUEL button to display average fuel economy,
such as:

* AVERAGE 20.1 MPG or
* AVERAGE 5.3 L/100 km

THE Bvarage fudl SoonGimy 15 VICWET 45 G leng o
approximation of your overall driving conditions. If you
press RESET in this mode while you're driving, the
system will begin figuring fuel economy from that paint

in time.
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Press FUEL again to display insfantaneous fuel
economy, such as:

= INST. 20.1 MPG or
® |NST. 5.3 L/100 km
Press FUEL again fo display the range, such as:
® RAMGE 20 M| or
® HANGE 32 km

The range calculates the remaining dislance you can
drive without refueling, It's based on fuel economy and
the tuel remaining in the tank.

If the range Is lower than 30 miles (48 km), the display
will read RANGE LOW,

The fuel economy data used to determine fuel range is
an average of recent driving conditions. As your

driving conditions change, this data is gradually updated.

Resetting the fuel range causes the fuel economy
data to be updated immediately. Press RESET lo reset
the fuel range.

2 GAGES

The GAGES button aliows you fo scroll through the

functions listed below when you press it.

| GAGES +— [DIL PRESSURE 40 PSI]|

234" F |
+— [COOLANT TEMP 123°F|
i— [TRANS FLUID _ 123°F|
— [BATTERY VOLTS _ 1335]
- [FRONT L 34 R 33 P5I|
— [REAR L 84 A 33 P3|
| ]

— | DIL TEMP,

Press the GAGE button fo display the oil pressure,

such as:
& OJIL PRESSURE 40 PS5l or

* OIL PRESSURE 276 kPa
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Press the GAGE butlon again to display the oil Press the GAGE button again to display the tire

temperature, such as.: pressure for the rear tires (except Z06), such as:
® (L TEMP 234"F or * REAR L34 R33 PSl or
* OlL TEMP 112°C s REAR L234 R228 kPa
Press the GAGE button again to display the coolant Tire pressure is not available until the vehicle has
lemperature, such as: reached a speed of 15 mph (24 km/) or more.
* COOLANT TEMP 123°F or 3 TRIP
* COOLANT TEMP 51°C The TRIP button allows you to scroll through the

. functions listed balow when you press it.
Press the GAGE button again to display the aulomatic Houp

transmission fluid lemperaiure, such as;
* TRANS FLUID 123°F or

* TRANS FLUIO 51"C

Press the GAGE button again lo display the battery
voltage, such as: +— |ODOMETER 12346 M|

* BATTERY VOLTS 13.5 - [TRIF_A 1234 M|
Press the GAGE button again to display the tire — [TRIP B 123.4 ""”!
Al EmEL e T Hie niwnl ios (eadepl 200}, SuUch 4. !EL,'..". THAE 20008 |

* FRONT L34 R33 PSI or — |AVG. SPEED 000.0 MPH|

* FRONT L234 R228 kPa — [OIL_LIFE REMAIN 88%
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Odometer

The odometer shows how far your vehicle has been
driven in either miles or kilometers, Press the TRIP
button to display odometer readings such as:

s DDOMETER 12345 M or
* QDOMETER 20008 km

Without the keys in the ignition, you can also display the
odometer by turning on the parking lamps.

Trip Odometers

There are two trip odometers. Press the TRIP buttan
and TRIP A will be displayed. Press it again and TRIP B
will be displayed. TRIP A could be used lo track the
distance to a destination. TRIP B could be used to track
maintenance periads.

1. TRIP A 130.5 MI or
2. TRIP A 209.9 km
3. TRIP B 300.5 M\ or
4. TRIP B 483.5 km

The trip odometers can be reset by pressing the RESET
button on the DIC. Both of the trip odometers can be
used simultaneously.

Miles Since Last Ignition Feature

You can also display number of miles (kilometers)
driven since you last started the vehicle if you press and
hold the BESET button for two seconds, then release,
The miles (or kilometers} since the last ignition cycle will
be sel into the trip adometer.

Elapsed Time

Press the TRIP button untll ELAP. TIME is displayed,
such as ELAP. TIME 00:00:00.00.

When the ignition is in ON, the Driver Information
Center (DIC) can be used as a stopwatch. The display
can show hours, minutes, seconds and hundredths

of a second. The elapsed time indicator will record up fo
89 hours, 58 minutes and 59 seconds, then It will

reset to zero and continue counting. (Hundredths are
shown up to 53 minutes, 59 seconds and

89 hundredths). The display appears as ELAP. TIME
00:00:00.00 in the elapsed fime function.

You can start or stop the elapsed time by pressing
RESET. To reset the elapsed fime to zero, stop the timer
by pressing RESET. Then press and hold RESET
until ELAP, TIME 00:00:00.00 appears In the DIC.
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Average Speed

Press the TRIF button until the average speed 1s
displayed, such as:

* AVERAGE SPEED 62 MPH or
* AVERAGE SPEED 100 km/h

Press reset in this mode to starl calculating the average
speed. Press and hold RESET to clear.

Engine Qil Life

Press the TRIP button until the engine oil life is
displayed, such as OIL LIFE REMAIN 89%.

This Is an estimate of the engine oil's remaining useful
lifa. It will show 100% when the system is reset afler
an oil change. It will alert you to change your ail

on a schedule consistent with your dnving conditions.

When the remaining oil life is low, the system will alert
you with the message CHANGE OIL SOON.

When the oil life is down to zero, you will receive the
message CHANGE OIL NOW.

Remember, you must reset the OIL LIFE yourself after
each oil change. It will not reset itself. Also, be

careful not to reset the OIL LIFE accidenially at any
time other than when the oil has just been changed. It
can't be reset accurately until the next oil change.

To reset the system, see "How to Reset the Change Oil
Soon Message” under Engine Oiil on page 5-13.

Also, see Engine Oil on page 5-13 and Scheduled
Maintenance on page 6-4.
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4 OPTIONS

This button allows you to choose personal options that
may be available an your vehicle, depanding cn the
options your vehicle is equipped with. Some of these
functions work along with the ramote keyless entry
transmitter,

When returning to the options menu, the first item of the
options list will always be displayed, not the one you
ware last in when you changed buttons.

@——Iwmrrw |

— | LOCKEARM-HORN ONLY |
— [ ALARM-HOAN |
— [AFPROACH LIGHTS O]
— [AUTO  LOCK oM ]
— | AUTD UNLOCK-DRIVER |
— [ SEAT EASY ENTRY ON_|
— [LANGUAGE ENGLISH |

— | |
[FOB TRAINING |

| TIRE TRAINING |

The following are the options listed under the
OPTIONS button:

Twilight (Optional in United States,
Standard in Canada)

Press the OPTIONS button until TWILIGHT-OFF
appears on the display, then use the RESET button to
page through the following selections:

* TWILIGHT — ON
¢ TWILIGHT - OFF

If you choosa TWILIGHT — ON, press the OPTIONS
button again to display DELAY TIME 1 2 in the DIC. Use
the OFTIONS button to switch between delay time

1 and 2. You can increase the delay time by pressing
button 1 (1 FUEL) or decrease the ime by pressing
button 2 (2 GAGES). Each bar is equal to 12 seconds.

Lock and Arm

Press the OPTIONS button until LOCK & ARM appears
on the display, then use the RESET button to page
through the following selections:

* LOCK & ARM — OFF

* LOCK & ARM — HORN OMNLY

* LOCK & ARM — LIGHTS ONLY

* LOCK & ARM — HORN & LIGHTS
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If you choose LOCK & ARM — OFF. you will receive no
sacurity feedback when locking or unlocking your
vehicle,

If you choose LOCK & ARM — HORN ONLY, only the
hom will chirp to l&t you know when your alarm system
has armad when locking your vehicle.

It you choose LOCK & ARM — LIGHTS ONLY, only your
exterior lamps will flash to let you know when your
alarm system has armed when locking your vehicle,

If you choose LOCK & ARM — HORN & LIGHTS,

the horn will chirp and the exterior lamps will lash briefly
to let you know the system has armed when locking
your vehicle.

Alarm

Press the OPTIONS button until ALARM appears on the
display, then use the RESET button to page through
the following selections:

- &1 ATIRA §BNTIR
FLL A0 LT idd il

* ALARM HORM & LIGHTS

If you choose ALARM-HORN, the horn will sound durning
an alarm.

If you choose ALARM HORN & LIGHTS, the horn will
sound and the interior and exterior lamps will flash
tluring an alammn,

Approach Lights
Press the OPTIONS button until APPROACH LIGHTS

appears on the display, then use the RESET button
to page through the following choices:

* APPROACH LIGHTS ON

s APPROACH LIGHTS OFF

If you choose APPROACH LIGHTS ON, the fog lamps,
front turn signal, rear back-up and courtesy lamps

will come on for 30 seconds when you press UNLOCK
on the remote keyless entry transmitter. This will

occur only when it is dark outside.

APPROACH LIGHTS OFF tumns off this option,

See Remote Keyless Enfry System on page 2-4 for
maorea information.

Auto Lock

Press the OPTIONS button until AUTO LOCK appears
on the display, then use the RESET hutton o page
through the following choices:

® AT LOCK ik

s AUTO LOCK OFF

If you choose AUTO LOCK ON, both doors will
automatically lock when the vehicle exceeds 10 mph
{16 km/h) in a manual transmission. In a vehicle with an
automatic transmission, both doors will automatically
lock when you move the shift lever out of PARK (P).

Choose AUTO LOCK OFF to tum this option off,
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Auto Unlock

The AUTO UNLOCK will be avallable only if AUTO
LOCK is set to ON as described previously.

Press the OPTIONS button until AUTO UNLOCK
appears on the display, then use the RESET bution to
page through the following choices:

s AUTO UNMLOCK DRIVER
* AUTO UNLOCK BOTH
s AUTO UMLOCK OFF

If you choose AUTO UNLOCK DRIVER, the driver's
door will autormatically unlock when you turn the vehicle
off and pull the key out of the ignition.

Choose AUTO UNLOCK BOTH, and both doors will
automatically unlock when you turmn the vehicle off and
pull the key oul of the ignition,

AUTO UNLOCK OFF tumns off this option,
Easy Entry

The easy entry feature will only be available if the
vehicle is equipped with the mamory oplicn.

Press the QPTIONS button until SEAT EASY ENTRY
appears on the display, then use the RESET button
lo page through the following choices:

% SEAT EASY ENTRY ON
& SEAT EASY ENTRY OFF

If you choose SEAT EASY ENTRY ON. when you tum
the ignition off and remove the key, the seat will
automatically move back and the lelescopic sleering
wheal {if equipped) will return to its full-forward position
for an easy exit or an easy enfrance when returning

to the vehicle.

The seat will only return to the forward position if you
urlock the door with the keyless entry transmitter
or press the appropriate MEMORY button.

SEAT EASY ENTRY OFF turns off this option.
Languages

You can select which language the DIC will display its
messages. Press the OPTIONS button until the

word LANGUAGES appears on the display, then use
the RESET button to page through the following choices:

s LANGUAGE ENGLISH
» LANGUAGE FRENCH
s LANGUAGE GERMAN
* | ANGUAGE SPANISH
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Blank Page

There is a blank page at the end of the OPTIONS
menu, When the blank page Is displayed. you
can access the following items:

FOB TRAINING: This option allows you to match the
RKE transmitter(s) to your vehicle. You can access this
option by pressing and holding RESET for three
seconds while you are on the blank page at the end of
the OPTIONS menu. The message FOB TRAINING

will be displayed. See "Matching Transmitler{s) To Your
Vehicle” under Remole Keyless Entry System
Operation on page 2-5

TIRE TRAINING (Except Z06): The Tire Pressure
Maonitor (TPM) operates with battery-powered sensors
that are located inside the valve stems on each tire.
Each sensor has a unigue 1D code so the vehicle knows
the tire location of the sensor. When the vehicle
reaches a speed of greater than 15 mph (24 km/h), tha

e B i B ﬂnnrﬂ H—un hnl:l. nr:l-:l.-llrﬂ. H.ﬁ‘.'ll’"lﬂﬁE ‘h"l

a receiver Inside the vehicle. Thesa readings are
displayed when using the GAGES button on the DIC. If
you are unable to display your tire pressures while

the vehicle speed is greater than 15 mph (24 km/h), you
may need to have your sensor |D codes leamed by

the vehicle. See your dealer.

DIC Warnings and Messages

The following messages and wamings rmay appear in
the DIC display. The DIC display area is located in

the instrument panel cluster below the speedometer and
tachometer, directly above the steering column. You
may receive more than one message at & lime.
Messages will appear one behind the other. To
acknowledge a message and remove it from the display,
press RESET. You may scroll through the messages
that may have been sent at the same time. The
message center is continuously updated with the vehicle
performance status,

ABS ACTIVE (Anti-Lock Brake System

Active): When your anti-lock system is adjusting brake
pressure to help avoid a braking skid, the ABS

ACTIVE message will be displayed

Slippery road conditions may exist if this message is
displayed, so adjust your driving accordingly. The
message will stay on for a few seconds after the system
stons adiusting brake nressura.
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ACT HNDLG — WARMING UP: When you first start
your vehicle (especially during cold winter weather), and
begin to drive away (up 1@ & mph (10 km/h)), the
message ACT HNDLG - WARMING UP may be
displayed in the DIC, the instrument panel cluster light
will be on, and a chime will sound. This is normal.

You can acknowledge this message by pressing the
RESET button. The Active Handling System
performance is affected until the next message WARM
UP COMPLETE is displayed In the DIC.

During hot or cold temperature condifions, this message
may be displayed in the DIC after exceeding 12 mph
{20 km/h) for 30 seconds. The Active Handling System is
off until the WARM UP COMPLETE message is
displayed.

WARM UP COMPLETE: If you receive this message
and hear a chime, the system has completed the
functional check of the Active Handling System.

TRAC/ACT HNDLG - ON: If the Traction Control and
Active Handling Systems are off, pressing the Active
Handling System console button momentarily will

turn bath systems on, The message TRAC/ACT
HNDLG - ON will be displayed tempararily in the DIC,
the instrument panel cluster light will be off and a
chime will sound.

TRAC/ACT HNDLG - OFF: By pressing the Active
Handling System conscle button briefly, the driver can
turn the Traction Control and Active Handling Systems
off. The message TRAC/ACT HNDLG — OFF will be
displayed in the DIC, the instrument panel cluster light
will be on and a chime will sound. You can acknowledge
this message by pressing the RESET button. The
anli-lock brake systems remains on with the Traction
Control and Active Handling Systems off. You should
adjust your driving accordingly.

COMPETITIVE DRIVING: When the Competitive
Driving mode is selected, this message will be displayed
in the DIC. The instrument panel cluster light will nat

be on when the Competitive Driving mode is selected.
The Traction Control System will not be operating

while in the Campetitive Driving mode, You should
adjust your driving accordingly.

SERVICE ABS (Anti-Lock Brake System): If the
SERVICE ABS message Is displayed when you

are driving, stop as soon as possible and turn the
ignition off. Then start fhe angine again to raset the
system. If the message stays on, or comes back

on again while you are driving, your vehicle is in need
of servica. If the regular brake system waming light isn't
on, you still have brakes, but don't have anti-lock
brakes. If the regular brake system light is also on, you
don'l have anii-iock brakes and there is a problem
with your brakes. See Brake System Waming Light on

page 3-35.
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It the SERVICE ABS message is being displayed, your
Traction Control Systern and the Active Handling
System will also be disabled. The Driver Information
Center will scroll three messages: SERVICE ABS,
SERVICE TRACTION S¥S and SERVICE ACTIVE
HNDLG, and the instrument cluster car icon will

be illuminated. The driver can acknowledge these
messages by pressing the resel button three times.
When the service message is displayed the computer
controlled systems will not assist the driver and you
should have the system repaired as soon as possible
Adjust your driving accordingly.

SERVICE COLUMN LOCK (Manual Transmission
Only): If the system that controls the locking and
unlocking of the slearing column does not work properly,
have the vehicle towed to a dealer for service.

PULL KEY - WAIT 10 SEC (Manual Transmission
Only): If this message comes on, the sleering column
lock syslem has detacted a problem while disengaging
the stearing column lock. This message may occur when
INe Ignimon Key is removed @il enseed beioie e
steering column lock system fully locks or unlocks

the steering column, To acknowledge that you have read
this message, and to clear it from the display, remove
the ignition key and wait 10 seconds belore reinserting
the key into the ignition. If you attempt to operate

your vehicie without removing the key for 10 seconds,
the vehicle's fuel system will shut oft when you

reach 1.5 mph (2.4 km/h). If the message slays on after

removing the key and waiting 10 seconds. have your
vehicle taken to an authonized dealer as soon as
possible lor diagnosis and repair.

LOW OIL PRESSURE: You will hear four chimes and
the CHECK GAGES telltale will coma on when this
message is displayed. To acknowledge the warning,
press the RESET button. After you press the RESET
button, a message will be displayed and you will hear a
chime every minute until the vehicle is serviced. if

you do not press RESET, the messaga will remain on
the digital display until the vehicle is serviced.

Low oil pressure may be the result of a combination of
low oil level and abrupt changes in the vehicle's
direction. When this warning is displayed, you should
not operate the engine at high rpm or make fast abrupt
moves. As soon as possible, you should check the

oil level. See Engine Oil on page 5-13.

LOW OIL LEVEL: Press RESET fo acknowledge that
you have read the message and to remove it from

the display. The message will reappear every

10 minutes until this condition changes. Once the
vehicle senses a temperature change in the engine oil,
the light will remain off.

You will hear two chimes when this message [s
displayed. If this message appears after starting your
engine, vour engine ol level may be oo low. You
may need 1o add oil, See Engine Overhealing on

page 5-25
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REDUCED ENGINE POWER: You will hear chimes
continuously when this message is displayed. To
acknowledge that you have read the message and to
remave Il fram the display, press RESET. The message
will reappear every 15 seconds until this condition
changes,

If the Driver Informalion Cenler (DIC) displays the
REDUCED ENGINE POWER message and the CHECK
EMGIME light comes on, a noticeable reduction in the
vehicle's performance may occur, It the REDUCED
ENGINE POWER message is displayed but there is no
reduction in performance, proceed to your destination,
The performance may be reduced the next fims

the vehicle |s driven,

The vehicle may be driven at a reduced speed while the
REDUCED ENGINE POWER message is displayed,
but acceleration and speed may be reduced. Anytime
the CHECK ENGINE light stays on, the vehicle

should be taken to an authorized dealer as soon as
possible for diagnosis and repair,

Also, refer to Malfunction Indicator Lamp on page 3-38.
If the REDUCED ENGINE POWER message is
displayed in combination with the COOLANT OVER
TEMP message, see Engine Overhealing on page 5-26.

SERVICE VEHICLE SOON: If this message appears
on the DIC, there may be an electrical or another systam
preblem with your vehicle. Have your vehicle checked
by your dealer if this message keeps appearing.

CHARGE SYSTEM FAULT: Press RESET to
acknowledge that you have read the message and to
remove it from the display. The message will reappear
every 10 minutes until this condition changes. You

will hear two chimes when this message Is displayed.

I this message comes on while you are driving, you may
have a problem with the electrical charging system. Il
could indicate that you have a loose or broken drive belt
or another electrical problem. Have it checked right
away. Driving while this light is on could drain your
battery.

It you must drve a short distance with the message on,
be cenain to turn off your accessories, such as the
radio and air conditioner.

TRACTION SYS ACTIVE: When your Traction Control
System is limiting wheel spin, the TRACTION 3SYS
ACTIVE message will be displayed. Slippery road
conditions may exist if this maessage is displayed, 50
adjust your driving accordingly. The message will

stay on for a few seconds after the Traction Control
System stops limiting wheel spin.

TRACTION SYSTEM - ON: This message is displayed
when you decide to tum on the Traction Control
System by pressing the switch on the console. This
message will shut off automatically on its own.
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TRACTION SYSTEM - OFF: You will hear a single
quick tone when this message is displayed. This
message comes on and stays on when the Traction
Control System button on the console is pressed o
turn the system off. To acknowledge this message,
press RESET

SERVICE TRACTION SYSTEM: If the SERVICE
TRACTION 5YS message is displayed when you are
driving, there is a problem with your Traction Control
System and your vehicle is in need of service. When this
message is displayed, the system will not limit wheel
spin. Adjust your driving accordingly.

The SERVICE ACTIVE HNDLG message will also be
displayed and the instrument cluster car icon will also be
illuminated, The driver can acknowledge both messages
by pressing the reset button two limes which will also
turn off the instrument cluster icon. When the service
messages are displayed, the computer controlled
systems will nol assist the drver in controlling the
vaehicle. Have the system repaired as soon as possible.
Adiust vour driving accordinaly.

SERVICE RIDE CONTROL: This message Is used to
indicate 1o the driver thal the Selective Ride Control
gystemn has detected a maltunction and that the system
must be serviced. The SERVICE RIDE CONTROL
message will always come on when a failure is detected
by the Selective Ride Control system. If a fault is
prasent in the Selective Rida Control system which
causes the shocks fo be in their full soft condition. the

SERVICE RIDE CONTROL, SHOCKS INOPERATIVE
and MAXIMUM SPEED 80 MPH (129 km/h] will
display logether. You will never get a SHOCKS
INOPERATIVE and MAXIMUM SPEED 80 MPH

(129 km/h) message without a SERVICE RIDE
CONTROL message.

SHOCKS INOPERATIVE: You will hear four chimes
when this message is displayed. To acknowledge

that you have read the message and to remove it from
the display, press RESET. The message will reappear
every 10 minutes until this condition changes.

This message indicates that a malfunction is present in
the Selective Ride Control system which is causing

the shocks to be in their full soft mode. This is a warning
to the driver that the vehicle handling may be affected.
Have your vehicle serviced as soon as possible.

MAXIMUM SPEED 80 MPH (129 km/h): You will hear
four chimes when this message is displayed. To
acknowledge the waming, press RESET. Alter you
press RESET, a message will reappear every

10 minutes until this condition changes.

This message indicates that a maltunction is presant in
the selective real time damping system. The vehicle
speed will be limited to 80 mph (129 km/h) when

the shock absorber system has failed and the shocks
are in their full soft mode. Have your vehicle serviced as
soon as possible,
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COOLANT OVER TEMP: You will hear four chimes
and the CHECK GAGES telitale will come on when this
message is displayed. To acknowledge the waming,
press the RESET button. After you press the RESET
button, a message will be displayed and you will hear a
chime every minute until this condition changes. If

you do not press RESET, the message will remain on
the digital display until the condition changes.

If the engine coolant exceeds 255°F (124°C). this
message is displayed. If you have been operating your
vehicle under normal driving conditions, you should

pull off the road, slop your vehicle and turn off the
engine as scon as possible. You can monitor the coolant
ternperature with the GAGES bution on the DIC or

the engine coolant gage on the instrument panel cluster.
See Engine Overheating on page 5-26.

REDUCE ENGINE RPM: You will hear four chimes
when this message is displayed. To acknowledge

the warning, press the RESET button. After you press
the RESET button, a message will be displayed and you
will hear a chime every minute until this condition
changes. If you do not press RESET, the message will
remain on the digital display until the condition

changes.

It the engine oil temperature exceeds 320°F {160°C),
this message is displayed. You should check the engine
coolant temperature and engine oil level. If your

engine is too hot, see Engine Overheating on page 5-26.

Your vehicle may need service, so see your dealer, You
can monitor the oil temperature with the GAGES
buiton on the DIC.

HIGH TRANS TEMP (Automatic Transmission
Only): You will hear four chimes when this message is
displayed. To acknowledge this waming, press the
RESET button. After you press the RESET button, the
message will be displayed every 10 minutes until

the condition changes. If you do not press RESET, the
message ramains on the display until the condition
changes.

If the transmission fluid temperature rises above 270°F
{132°C) or rises rapidly, this message is displayed.

The transmission may shift gears or apply the torque
converter clutch to reduce the fluid temperature. Driving
aggressively or driving on long hills can cause the
transmission fluid temperature to be higher than normal.
If this message appears, you may continue to drive at
a slower speed. You should also monitor the
transmission fluid temparature and allow it to cool to at
least 230°F (110°C). The transmission fluid temperature
can be monitored with the GAGES button en the

DIC. See Automalic Transmission Fluid on page 5-20.
You should also check the engine coolant temperature.
If it is also hot, see Engine Overheating on page 5-26.

If the HIGH TRANS TEMP message is displayed during
normal vehicle operation on flat roads, your vehicle
may need service. See your dealer for an inspection.
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SERVICE ACTIVE HANDLING: If the SERVICE
ACTIVE HNDLG message is displayed, there is a
problem with your Active Handling System and your
vehicle needs service. The instrument cluster light

will also be on and a chime will sound. When this
message is displayad, the system is not warking. Adjust
your drving accordingly

ACTIVE HANDLING: Your vehicle is equipped with a
compuler controlled system to assist the driver in
controling the vehicle in difficult driving conditicns, You
may feel or hear the system working and see the
ACTIVE HAMDLING message displayed in the DIC.
This is normal when the system is cperating. Also see
Braking on page 4-6.

LOW TIRE PRESSURE (Except Z06): You will hear
two chimes when this message is displayed. To
acknowledge the warning, press RESET. After you
press AESET, a message will appear every 10 minules
until this condition changes. This message indicales
that 1he pressuna in one of your tires is less than 25 psi
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message, you can sae gither LF {left front), LA (left
rear). AF (right front) or BR (right rear) to indicate to you
which tire is low on pressure. You can receive more
than one tire pressure message at a time. To read other
messages thal may have been sent at the same time,
press RESET. If a tire pressure message appears on (he
DIC, stop as soon as you can. Have the lire pressures
checked and set to those shown on your Tire Loading

Information Label. See Extended Mobility Tires {Except
Z08} on page 5-54 and Tire Pressure Monifor System
(Except Z06) on page 5-57.

A\ CAUTION:

When the LOW TIRE PRESSURE or FLAT TIRE
message is displayed on the Driver Information
Center, your vehicle's handling capabilities will
be reduced during severe maneuvers. If you
drive too fast, you could lose conirol of your
vehicle, You or others could be injured. Don't
drive over 55 mph (90 km/h) when the LOW
TIRE PRESSURE or FLAT TIRE message is
displayed. Drive cautiously and check your tire
pressures as soon as you can.

FLAT TIRE (Except ZI}E} You will hear two chimes

J i p i o T
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message MAX SPEED 55 MPH (90 km/h). If this
message appears, do not drive your vehicle above this
iimit. The next message to appear is REDUCED
HANDLING, Adjust your driving accordingly. To
acknowledge these wamings, press RESET. After you
press RESET. a message will reappear every

10 minutes until this condition changes.
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This message indicates that the pressure in one of your
tires is lower than 5 psi (34 kPa). Next 1o the FLAT
TIRE message, you can see either LF (left front), LR {left
rear), RF (right front) or RR (right rear) to indicate to
you which tire is flat. You can receive more than one tire
pressure message al a time. To read other messages
that may have been sent at the same fime, press
RESET. If & lire pressure message appears on the DIC,
stop as soon as you can, Have the tire pressures
checked and sel to those shown on your Tire Loading
Information Label, See Extended Mobility Tires

{Excepl Z06) on page 5-54 and Inflation - Tire Pressure
on page 5-55,

A\ CAUTION:

When the LOW TIRE PRESSURE or FLAT TIRE
message is displayed on the Driver Information
Center, your vehicle's handling capabilities will
be reduced during severe maneuvers. If you
drive too fast, you could lose control of your
vehicle. You or others could be injured, Don't
drive over 55 mph (90 kmv/h) when the LOW
TIRE PRESSURE or FLAT TIRE message is
displayed. Drive cautiously and check your tire
pressures as soon as you can.

HIGH TIRE PRESSURE - (LF, LR, RF, RR}

(Except Z06): You will hear two chimes when this
message Is displayed. To acknowledge the warning,
press RESET. After you press RESET, a message will
reappear every 10 minutes until this condition

changes. This message indicales that the pressure in
one of your lires is higher than 42 psi (290 kPa), Nex! to
the HIGH TIRE PRESSURE message, you can see
either LF (left front), LR (left rear), RF {right front) or RR
(right rear) to indicate to you which tire is higher than

42 psi (290 kPa). You can receive mora than one

lire pressure message at a time, To read other
messages thal may have been sent at the same time,
press RESET. If a tire pressure message appears on the
DIC, stop as soon as you can. Have the tire pressures
checked and set to those shown on your Tire Loading
Information Label. See Extended Mobility Tires

(Except Z08) on page 5-54 and Inflation — Tire Pressure
orl page 5-55.

SERVICE TIRE MON SYS (Except Z06): If this
message comes on, a part on the Tire Pressure
Monitor (TPM) is not working propery. If you drive your
vehicle while any of the four sansors are missing or
inoperable, tha warning will come on in approximately
10 minutes. If all four sensors are missing, the waming
will come on in approximately 15 to 20 minutes. (All the
sansors would be missing, for example, if you put
different wheels on your vehicle withoul transferring the
sensors.) If the warning comes on and stays on, there
may be a problem with the TPM. See your daaler,
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Other Messages * ENGINE PROTECTION REDUCE ENGINE RPM

Here are more messages that you can receive on your % HATCH AJAR (Coupe)
Driver Information Center (DIC), To acknowledge a * HIGH VOLTAGE

message and read another message that may have 3-34,
come on at the same time, press the RESET button. (Se Voftmster Gage on page :'
* LOW BRAKE FLUID

* BRAKE BEFORE SHIFT :
(See “Automatic Transmissions Only™ under (See “Brake Fluld" under Brakes on page 5-37.)

Automatic Transmission Operation on page 2-24.) * LOW FUEL
* CHANGE OIL NOW (See Fuel Gage on page 3-42.)
{See “GM Qil Life System™" under Engine Oil on * LOW VOLTAGE
page 5-13.) (See Voltmeter Gage on page 3-34.)
% CHANGE OIL SOON s LOW WASHER FLUID
(See "GM Oil Life System™" under Engine Oif on {See Windshield Washer Fluid on page 5-36.)
page ) * RESERVE FUEL

% CRUISE DISENGAGED

(See “Cruise Control” under Tum
Signal/Muitifunction Laver on page 3-6.)

&% CRUISE SET_MPH |_kmih)

(See Fuel Gage on page 3-42.)
% TONNEAL AJAR (Convertible)

= TR A& TAD (T anaartibla TR
LR L L R R

{See "Cruise Control" under Turmn * UPSHIFT NOW
Signal/Multifunction Lever on page 3-6.) (See Manual Transmission Operation on
* DOOR AJAR page 2-27.)
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Audio System(s)

Notice: Before you add any sound equipment to
your vehicle - like a tape player, CB radio, mobile
telephone or two-way radio — be sure you can

add what you want. If you can, it's very important to
do it properly. Added sound equipment may
interfere with the operation of your vehicle's engine,
Delphi Electronics radio or other systems, and

even damage them. Your vehicle's systems may
interfere with the operation of sound equipment that
has been added improperly.

So, before adding sound equipment, check with
your dealer and be sure to check federal rules
covering mobile radio and telephone units.

Your audio systemn has been designed to operate easily
and to give years of listening pleasure. You will gel

the most enjoyment out of it if you acquaint yourself with
it first. Find out what your audio system can do and
how 1o operate all of its controls to be sure you're getting
the most out of the advanced enginearing that went

into it.

Your vehicle may have a feature called Retained
Accessory Power {RAP). With RAP, you can play your
audio system even after the ignition is turned off.

Seea "Relained Accessory Power (RAP)" under lgnition
Positions on page 2-20.

Setting the Time

Frass and hold HR until the comect hour appears on the
display. Press and hold MN until the correct minute
appears,
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Radio with Cassette

Your vehicle is equipped with six Bose™ amplified
speakers, See your dealer for details.

Playing the Radio

PWR (Power): Press this knob to turn the system on
and off.

VOL (Volume): Turn the knob to increase or to
decrease volume.

RECALL: Press this button to switch the display
between time and radio station frequency. Time display
is avallable with the ignition turned off.

SCV (Speed-Compensated Volume): With SCV, your
audio syslem adjusts automatically to make up for
road and wind noise as you drive.

Set the volume at the desired level. Tum the control
ring behind the upper knob clockwise to increase

the SCV. Each notch on the control ring allows for more
volume compensation at faster vehicle speeds. Then,
as you drive, 5CV automatically increases the volume,
as necessary, 10 overcome noise at any speed. The
volume level should always sound the same (o you as
you drive. If you don't want to use SCV, turn the control
all the way down.

Finding a Station

AM FM: Press this button to switch betweean AM, FM1
and FM2. The display will show your salection.

TUNE: Fress this knob lightly so il extends, Turn it to
choose radio stations. Push the knob back imto its stored
position when you're not using it.

<] sFFK [> : Prass the right or the left arrow to a0 fo
the next or to the previous station.

To scan stations, press one of the SEEK amrows for

two seconds. SCAN will appear on the display.

The radio will go to a station, play for a few seconds,
then go on to the next station, Press SEEK again to stop
scanning.
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The radio will seek or scan only to stations that are in

the selected band and only to those with a strong signal.

P.SCAN (Preset Scan): Press this bution 1o listen to
each of your favorite stations stored on the pushbuttons
for a few seconds. The AUTO TONE setting slored

for that pushbutton will be automatically chosen.
P.SCAN will appear on the display, Press P.SCAN
again or one of the pushbuttens to stop scanning
presels,

The radio will scan only to stations that are in the
selected band and only 1o those with a strong signal.

Setting Preset Stations

The six numbered pushbuttons let you return to
wour favorite stations, You can sel up to 18 stations
{six AM, six FM1 and six FM2) by performing the
following steps:

1. Turn the radic on,

2. Press AM FM to select AM, FM1 or FM2.
3. Tune in the desired station.
4

. Press AUTO TONE to select the equalization that
best suits the type of station selected.

5. Press and hold one of the six numbered
pushbuttons. The sound will mute. When it retumns,
release the pushbutton. Whenever you press
that numbered pushbutton, the station you set will
return and the AUTO TOME equalization that
you selacted will also be automatically selected for
that pushbution,

6. Repeat the steps for each pushbutton.
Setting the Tone (Bass/Treble)

BASS: To adjust the bass, press this knob lightly
50 il extends. Turn the knob fo increase or 1o
dacreasse bass.

TREB (Treble): To adjust the treble, press this knob
lightly so it extends. Tum the knob to increase or

1o decrease treble. If a station is weak or noisy, you
may want to decrease the treble.

Return these knobs to their stored positions when
you're not using them.

AUTO TOMNE (Automatic Tone): Press this bution fo
choose bass and treble equalization setlings designed
for country/western, jazz, talk, pop, rock and classical
stations.

To return the bass and treble o the manual mode,
gither press and release the AUTO TONE button until
the display goes blank or press and release the BASS or
TREB knob &nd turn it until the display goes blank.
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Adjusting the Speakers (Balance/Fade)

BAL (Balance): To adjust the balance betwsen the
right and the left speakers, press this knob lightly so it
extands. Tum the knob to move the sound toward

the right or the left speakers.

FADE: To adjust the fade between the front and the
rear speakers, prass this knob lightly so it extends, Turn
the knob to move the sound toward the front ar the

rear speakers,

Return these knobs to their stored positions when
you're not using them.,

Playing a Cassette Tape

Your tape player Is buill to work best with tapes that are
up to 30 1o 45 minutes long on each side. Tapes

longer than that are so thin they may not work well in
this player. If a tape is inserted when the ignition is

on but the radio is off, the tape will begin playing. A tape
symbel is shown in the center of the graphic display
whenaver 2 fape i2 inserted, When a tapa ic active tha
tape symbol will be accompanied by a direction

AITOW.

While the tape is playing, use the VOL, AUTO TONE,
BAL. FADE, BASS and TREB controls just as you do for
the radio. Other controls may have different functions
when a tape is inserted, The display will show the tapa
symbol and an arrow to show which side of the tape

is playing.

If you hear nothing or hear just a garbled sound, it may
not be in squarely. Press EJECT to remove the tape
and start over.

The player is able 1o detect a tight or broken tape, and
will eject the tape. The radio will go back to playing
the last station selected.

The player automatically senses the cassette for metal
or Cr0 2 and sets the pre-emphasis. Anytime a lape
is inserted, the top side is selected 1o play first.

If an error appears on the display, see “Cassette Tape
Messages” later in this section.

1 PREV (Previous): Your tape must have al leas! three
seconds of silence between each selection for previous
to work, Prass this pushbutton to go to the previous
selection on the tape if the current selection has been
playing for less than eight seconds. If pressed when the
currant selection has been playing for more than

eight seconds, it will go to the beginning of the current
selection.

2 PROG (Program): Fress this pushbution to play me
other side of the tape.

3 NEXT: Your tape must have at least three seconds of
slilence between each selection for next to work.

Press this pushbutton to go to the next selection on the
tape. If you hold this pushbutton or press it more

than once, the player will continue moving forward
through the tape.
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4 REV (Reverse): Press this pushbutton to reversa the
tape rapidly. Press it again to return lo playing speed.
The radio will play while the tape reverses.

0 s (Dolby): Praess this pushbutton to reduce

background necise. The double-D symbol will appear on
the display.

Dolby MNoise Reduction is manufactured under a license
from Dolby Laboratories Licensing Corparation. Dolby
and the double-D symbol are tradernarks of Dolby
Laboratories Licensing Corporation.

FWD 6 (Forward): Press this pushbutton to advance
quickly to another part of the tape. Press it again

to retumn to playing speed. The radio will play while the
tape advances.

<] SEEK [>: Your tape must have at least threa
seconds of silence between each selection for seek to
work. Press the right or the left arrow to go to the next or
to the previous selection on the tape.

AM FM: Press this button to lislen to the radio when a
lape is playing.

TAPE AUX (Auxiliary): Press this button to play a
cassette tape when listening to the radio. The tape
symbol with an arrow will appear on the display while
the tape is active. If your system is equipped with

a remole playback device, pressing this button a second
time will allow the remote device to play.

EJECT: Press this bulton lo remove the tape. The radio
will play. EJECT may be used with the ignition or radio
off. Cassettes may be loaded with the radio off if this
button is pressed first. If you leave a cassette tape in the
player while listening to the radio, it may become wanm,

Cassette Tape Messages

CLN (Clean): If this message appears on the display,
the casselle lape player needs to be cleanad. It will
still play tapes, but you should clean it as soon as
possible to prevent damage to the tapes and player.
See Care of Your Cassefte Tape Player on page 3-77.

CD Adapter Kits

It is possible to use a portable CD player adapter kit
with your cassette tape player after activating the bypass
feature on your tape player,
To activale the bypass feature, use the following steps:
1. Tum the ignition on.
2. Tum the radic off,

3. Press and hold the TAPE AUX button for live
seconds. The tape symbol on the display will flash for
two seconds, Indicating the feature is active.

4. Inserl the adapter into the cassette siot. It will
power up the radio and begin playing.

The override feature will remain active until EJECT is
pressed.
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Radio with CD

THLFTL OCK

iU 5

Your vehicle is equipped with six Bose™ amplified
speakers, See your dealer for details.

Playing the Radio

PWR (Power): Press this knob to turn the system on
and off.

B AR - i W e
L

YOL (Yolume), Tuim iha o
decrease volume.

RECALL: Press this button to switch the display
between lime and radio station frequency. Time display
is available with tha ignition tumed off.

SCV (Speed-Compensated Volume): With SCV, your
audlo system adjusts automatically to make up for
road and wind noise as you driva.

b ba jemmasnmmn e e
B LR 00 T e el R

Set the volume at the desired level. Tumn the control
ring behind the upper knob clockwise to increase

the SCV. Each nolch on the contral ring allows for more
volume compensation at faster vehicle speeds. Then,
as you drive, SCV automaltically increases the volume,
as necessary, lo overcome noise al any speed. The
volume leve| should always sound the same 1o you as
you drive. If you don't want to use SCV, tum the control
all the way down.

Finding a Station

AM FM: Prezs this button to switch between AM, FM1
and FM2, The display will show your salection.

TUNE: Press this knob lightly so it extends. Turn it o
choose radio stations. Push the knob back into its stored
position when you're not using it.

<] SEEK > : Press the right or the left arrow to go to
the next or to the previous station.

To scan stations, press one of the SEEK arrows for two
seconds. SCAN will appear on the display. The radio
will go to a station, play for a few seconds, then go on to
the next station. Press SEEK again to stop scanning.

The radio will seek or scan only to stations thal are
in the selected band and only lo those with a strong
signal,
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P.SCAN (Preset Scan): Press this button to listen to

each of your favorite stations stored on the pushbuttons

for a few saconds. The AUTO TONE setting stored
for that pushbutton will be automatically chosen.
P.SCAN will appear on the display. Press P.SCAN
again or one of the pushbuttons 1o stop scanning
presets.

The radio will scan only to stations that are in the
selecled band and only to those with a strong signal.

Setting Preset Stations

The six numbered pushbuttons let you return to
your favorite stations. You can set up to 18 stations
{six AM, six FM1 and six FM2) by performing the
following steps:

1. Turn the radio on,

2. Prass AM FM to saelect AM, FM1 or FM2.
3. Tune in the desired station.
4

. Press AUTO TONE to select the equalization thal
best suits the type of station selected.

5. Press and hold one of the six numbered
pushbuttons, The sound will mute. When il retums.
release the pushbutton. Whenever you press
that numberad pushbutton, the station you set will
return and the AUTO TONE equalization that
you selected will also be automatically selected for
thal pushbutton,

6. Repeat the steps for each pushbutton.
Setting the Tone (Bass/Treble)

BASS: To adjust the bass. press this knob lightly so it
extends. Tum the knob to increase or to decrease bass,

TREB (Treble): To adjust the treble, press this knob
lighthy 50 il extends. Turn the knob to Increase or

to decrease treble, If a station is weak or noisy, you
may wanl o decrease the treble.

Return these knobs to their stored positions when
you're not using them.

AUTO TONE (Automatic Tone): Press this button to
choosa bass and treble equalization seffings designed
for country/westemn, jazz, talk, pop, rock and classical
stations.

To return the bass and treble to the manual mode,

elther press and release the AUTO TONE button until
the display goes blank or press and release the BASS or
TREB knob and turn it until the display goes blank.
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Adjusting the Speakers (Balance/Fade)

BAL (Balance): To adjust the balance between the
right and the left speakers, press this knob lightly so it
extends. Tum the knab o move the sound toward

the right or the lett speakers.

FADE: To adjust the fade between the front and the
rear speakers, press this knob lightly so it extends. Tum
the knob to move the sound toward the front or the

rear speakers.

Relum these knobs to their stored positions when
you're notl using them.,

Playing a Compact Disc

Insert a CD partway into the slol, label side up. The
player will pull it in. The disc should begin playing. The
display will show CD and the CD symbaol. If you want
to insert a CD with the ignition off, first press RECALL
or EJECT.

If an error appears on the display, see "Compact Disc
Messages™ later in this section.

1 PREV (Previous): Press this pushbutton to go to the
previous track If the current frack has been playing

for less than eight seconds. If pressed when the curment
track has been playing for more than eight seconds.

it will go to the beginning of the current track, If you hold
this pushbutton or press it more than once, the player
will continue moving back through the disc.

2 RDM (Random): Press this pushbutton to hear the
tracks in random order, rather than sequential,

order. RANDOM will appear on the display. Prass this
pushbutton again to turn off random play. Random

is resel to off when the disc is ejected.

3 NEXT: Press this pushbutton to go to the next track.
If you hold this pushbutton or press it more than

once, the player will continue moving forward through
the disc.

REV 4 (Reverse): Press and hold this pushbution to
quickly reverse within a track. Release il 1o play

the passage. You can use the counter reading on the
display to locate a passage easily.

FWD 6 (Forward): Press and hold this pushbutton to
quickly advance within a track. Release it to play

the passage. You can use the counter reading on the
display to locate a passage easily

<] SEEK [> : Press the left arrow to go lo the start of
the current or to the previous track. Press the right
arrow to go 1o he stan of the next rack. It enner arow
is held or pressed more than once, the player will
continue moving backward or forward through the CD.

RECALL: Press this button to see which track is
playing. Press it again within five seconds to see how
long it has been playing (elapsed tima). The track
number will also appear when you change the volume
or when a new track starts to play.
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AM FM: Press this bulton to listen to the radio when a
CD is playing.

CD AUX (Auxiliary): Press this button to play a CD
when listening to the radio. CD will appear on the display
when a disc is in the player, whether |l is active or

not. If your system is equipped with a remaote playback
device, pressing this button a second time will allow

the remote device 10 play.

EJECT: Press this button to eject the CD. The radio
will play. EJECT may be used with the ignition or radio
off. CDs may be loadaed with the radio off if this

button is pressed first.

If you tum off the ignition or radio with a CD in the
player, it will stay In the player. When you turn on the
ignition or radio, the disc will start playing where it

was stopped. If you press EJECT but do not remove the
disc, the player will pull the disc back in to protect it
after about one minute. Il you leave the CD in the player
while listening to the radio, it may become warm.

Compact Disc Messages

ERR (Error): If this message appears on the display,
andfor the disc comes out, it could be for one of
the following reasons;

& You're driving on a very rough road. When the road
becomes smoother, the disc should play.

* It's very hot. When the temperature retums fo
normal, the disc should play.

® The disc is dirty, scratched, wet or upside down

s [t is very humid. If so, wait about an hour and
try again.
Press RECALL to make ERR go off of the display

If the CD is not playing correctly, for any other reason,
try a known good CD.

If any error occurs repeatedly or if an error can't be
corrected, contact your dealer,

Trunk-Mounted CD Changer

It your vehicle has the optional trunk-mounted CD
changer it is located in the rear center storage
compariment. See Rear Storage Area on page 2-41 for
more infermation.

With the trunk-mounted CD changer you can play up to
12 discs continuously. Normal size discs may be
played using the trays supplied in the magazine. The
small discs {8 cm) can be played only with specially
designed trays.

Notice: Heavy objects in the center storage area
which may shift or slide while driving could damage
your CD changer. Protect your CD changer by not
placing heavy, moveable objects in the center
storage area.
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You must first load the magazine with discs before you Once you have loaded the discs in the magazine, slide

can play a compact disc. Each of the 12 trays holds open the door of the compact disc (CD) changer.

one disc. Press the button on the back of the magazine Push the magazine into the changer in the direction of
and pull gantly on one of the trays. Load the trays the arrow marked on top of the magazine.

from bottom to top, placing a disc on the tray label side

dowrr. ¥ you Joad a disc label side un, the dise will

not play and an error will occur. Gently push the tray
back into the magazine slot. Repeat this procedure for
loading up to 12 discs in the magazine.
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Close the door by sliding it all the way to the left. If the
door is left partially open, the changer will not operate
and an error will occur. When the door is closed,

the changer will begin checking for discs in the
magazine. This will continue for up to two minutes
depending on the number of discs loaded.

To eject the magazine from the player, slide the CD
changer door all the way open. The magazine will
aulomatically eject. Remember to keep the door closed
whenaver possible to keep dirt and dust from getting
inside the changer.

Whenever a CD magazine with discs is loaded in the
ghanger, the compact disc symbol will appear on
the radio display. If the CD changer is checking the

magazine for CDs, the compac! disc symbol will Rash
on the display until the changer is ready to play. When a
CD beqgins playing, CD will appear in the bottom left
comer and a disc and track number will be displayed.
The disc numbers are listed on the front of the
magazine.

All of the CD functions are controlled by the radio
pushbuttons except for ejecting the magazine.

Operating the Trunk-Mounted CD
Changer with the AM-FM Radio with
Cassette

If an error appears on the display, see “Compact Disc
Messages" later in this section.

The following pushbuttons are used for the
trunk-mounted CO changer,

1 PREV (Previous): Press this pushbution to go o the
previous track if the current frack has been playing

for less than eighl seconds. If pressed when the current
track has been playing for more than eight seconds,

it will go to the beginning of the current track. If you hald
or press this pushbutton more than once, the player

will continue moving back through the disc.

2 PROG (Program): Press this pushbution to select
the next disc in the magazine. If a CD cannot be played,
its number will be skipped when selecting discs while
using this pushbutton
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3 NEXT: Press this pushbutton o advance to the next
track. If you press and hold this pushbutton or press

it more than once, the player will continue moving
forward through the disc.

REV 4 (Reverse): Press and hold this pushbutton to
quickly reverse within a track. Release this pushbutton
o resume play,

D0 5 (Dolby): This pushbution has no funciion when
playing a CD.

FWD 6 (Forward): Press and hold this pushbutton to

guickly advance within a track. Release this pushbutton

lo resumea play.

RECALL: Press this button to see what track is
currently playing. Press it again within five seconds to
see how long the track has been playing. When a

new track starts to play, the track number will also
appear. Press it a third time and the lime of day will be
displayed.

<] &FFK [>> « The Iaft arrow works the same as the

PREVY pushbutton and the nght arrow works the
same as the NEXT pushbutton.

P.SCAN (Preset Scan): Press this button to play the

compact discs in random, rather than sequential, order.

HDM will appear on the display. Press this button
again 1o turn off random play.

AM/FM: Press this button to listen to the radio when
playing a cassette tape or a compact disc.

TAPE AUX (Auxiliary): Press this button to play a CD
when listening to the radio. You can also press this
buttan 1o switch between playing a tape in the casselle
tape player and playing a CD in the trunk-mounted

CD changer, it both are loaded.

Operating the Trunk-Mounted CD
Changer with the AM-FM Radio
with CD

If an error appears on the display, see “Compact Disc
Messages” later in this section,

The following pushbuttons are used for the
trunk-mounted CD changer,

1 PREV (Previous): Press this pushbutton to go to the
previous track if the current track has been playing

for less than eight seconds. If pressed when the current
track has been playing for more than eight seconds,

it will go to the baginning of the current track. It you hold
or press this pushbutton more than once. the player

will continue moving back through the disc.

2 RDM (Random): Fress this pushbulion to play the
compact discs in random, rather than sequential, order.
RDM will appear on the display. Press this pushbutton
again to turn off random play.
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3 NEXT: Press this pushbutton to advance to the next
track. If you press and hold this pushbutton or press

it morae than once, the player will continue moving
forward through the disc.

REV 4 (Reverse): Press and held this pushbutton to
quickly reverse within a track. Release this pushbutton
o resume play,

5. Press this pushbution to select the next disc in the
magazine, If a CD cannot be played, its number

will be skipped when selecting discs while using this
pushbution.

FWD 6 (Forward): Press and hold this pushbutton to
quickly advance within a track. Release this pushbutton
to resume play.

RECALL: Press this button to see what track is
currently playing. Press it again within five seconds to
see how long the track has been playing. When a
new track starls to play, the track number will also
appear. Press it a third time and the time of day will
be displayed.

<] SEEK [> : The lefl arow works the same as the

PREV pushbutton and the right arrow works the
same as the NEXT pushbutton,

AM/FM: Press this button fo listen 1o the radio when
playing a compact disc,

CD AUX (Auxiliary): Press this button to play a CD
when listening to the radio. You can also press

this button to swilch between playing a CD in the
compact disc player and playing a CD in the
trunk-mounted CD changer, if both are loaded

Compact Disc Messages

If an error occurs while trying to play a CD in the
compact disc player or changer, the following conditions
may have caused the error:

* You're driving on a very rough road. When the road
bacomes smoother, the disc should play,

* The disc is dirty, scratched, wet or upside down.

* The air is very humid. il so, wait about an hour and
try again.

* The CD changer door is open, Completely close the
changer door to restore normal operation,

* An empty magazine is in the CD changer. Try

the magazine again with a disc loaded on one of
the trays.

If the CD is not playing correctly, for any other reason,
try a known good CD.

If any error ocours repeatedly or if an error can't be
corrected, contact your dealer. If your radio displays an
error message, write it down and provide it fo your
dealer when reporfing the problem.
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Theft-Deterrent Feature

THEFTLOCK™ is designed to discourage theft of your
radio. It warks by using a secret code to disable all radio
functions whenever battery power is interrupted.

The THEFTLOCK feature for the radio may be used or
ignored. If ignored, the system plays normailly and

the radio is not protected by the feature. If THEFTLOCK
is activated, your radio will nol operate if stolen.

When THEFTLOCK is activated. the radio will display
LOC to Indicate a locked condition anytime battery
power has been interrupted. If your ballery loses powar
for any reason, you must unlock the radio with the
secrel code before it will operate.

Activating the Theft-Deterrent Feature

The instructions which follow explain how to enter
your secret code to achivate the THEFTLOCK system,
Read through all nine steps before staring the
procedura

i Yo g i e 10 seconda 1o Slapas Delwesn
any sleps, the radio automatically reveris to time

and you must start the procedure over al Step 4.

1. Wnte down any three or four-digit number from
000 to 1999 and keep il in a safe place separate
from the vehicle.

2. Turm the ignition on.

. Turn the radio off.
. Press the 1 and 4 pushbultons at the sama time.

Hold them down unlil --- shows on the display.
Next you will use the secret code number which you
have written down.

. Press MN and 000 will appear on the display.
. Press MN again to make the last two digits agree

with your code.

. Press HR to make the first one or two digits agree

wilh your code,

. Press AM FM after you have confirned that the

code matches the secret code you have written
down. The display will show REP to let you know
that you need to repeat Sieps 5 through 7 lo confirm
your secrel code.

. Press AM FM and this time the display will show

SEC to let you know that your radio is secure.
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Unlocking the Theft-Deterrent Feature
After a Power Loss

Enter your secret code as follows, pause no more than
15 seconds between steps:

1. Turn the ignition on, LOC will appear on the
display.

2. Press MN and 000 will appear on the display.

3. Press MN again to make the last two digits agree
with your code

4. Press HR to make the first one or two digits agree
with your code.

5. Prass AM FM after you have confirmed that the
code matches the secref code you have written
down. The display will show SEC, indicating
the radio is now operable and secure.

It you enter the wrong code eight times, INOP will
appear on the display. You will have to wait an hour
with the ignition on before you can try again. When you
try again, you will only have three chances to enter

the comrect code before INOP appears.

If you lose or torget your code, contacl your dealer.

Disabling the Theft-Deterrent Feature

Enter your secret code as follows; pause no more than
15 seconds between steps;

1.
2.
3.

Turn the ignition on.
Turn the radio off.

Press the 1 and 4 pushbutions at the same ime.
Heold them down until SEC shows on the display.

4. Press MN and 000 will appear on the display.

Press MN again to make the last two digils agree
with your code.

Press HR to make the first one or two digits agree
with your code.

. Press AM FM after you have confirmed that the

code matches the secret code you have written
down. The display will show —, indicating that the
radio is no longer secured,

It the code entered is incomect, SEC will appear on the
display. The radio will remain securad until the correct
code is entered,

When battery power is removed and later applied to a
secured radio, the radio won't turn on and LOC will
appear on the display.

To unlock a secured radio, see "Unlocking the
Theft-Deterrent Feature After a Power Loss”™ earlier in
this section.
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Understanding Radio Reception
AM

The range for most AM stations is greater than for FM,
especially at night. The longer range, however, can
cause stations 1o interfere with each other, AM can pick
up noise from things like storms and power lines. Try

reducing the treble 1o reduce this noise if you ever gel il

FM

FM stereo will give you the best sound, but FM signals
will reach only about 10 to 40 miles (18 to 65 km).

Tall buildings or hills can interfare with FM signals,
causing the sound to come and go.

Care of Your Cassette Tape Player

A tape player that is not cleaned regularly can cause
reduced sound quality, ruined cassettes or a damaged
mechanism. Cassette tapes should be stored in their
cases away from contaminants, direct sunlight and
extrerne heat. I they aren't, they may not operate
properly or may cause failure of the tape player.

Your tape player should be cleanad regularly after every
50 hours of use. Your radio may display CLN to
indicate that you have used your tape player for

50 hours withoul resetting the tape clean timer. II this
message appears on the display, your cassette

tape player needs to be cleaned, It will still play tapes,
but you should clean it as soon as possible to

prevent damage to your tapes and player. If you nolice
a reduction in sound quality, try a known good
cassette to see if the tape or the tape player is at fault.
If this other cassatte has no improvement in sound
quality, clean the tape player.

For best results. use a scrubbing action, non-abrasive
Cieaning cassene witn pads whnich scrub the &pe
head as the hubs of the cleaner cassette tum. The
recommended cleaning cassette is available through
your dealership.
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The cut tape detection feature of your cassette tape
player may identify the cleaning cassette as a damaged
tape, in error, To prevent the cleaning cassette from
being ejected, use the following steps:

1. Turn the ignition on.
2. Turn the radio off,

3. Press and hoid the TAPE AUX button for five
seconds. The tape symbaol on the display will
flash far two seconds.

4. Insert the scrubbing action cleaning cassette.

5. Eject the cleaning cassette after the manufaciurer's
recommended cleaning time.

After the cleaning cassette is gjecied, the cut tape
detection feature will be active again.

You may also choose a non-scrubbing action, wel-type
cleaner which uses a cassette with a fabric belt to
clean the tape head, This type of cleaning cassette will
not eject on its own, A non-scrubbing action cleaner
may not clean as thoroughly as the scrubbing type
cleaner. The use of a non-scrubbing action, dry-type
cleaning cassette is not recommendad.

Afler you clean the player, press and hold the EJECT
button for five seconds to reset the CLMN indicator.

The radio will display --- to show the Indicator was reset.

Cassettes are subject to wear and the sound quality
may degrade over time. Always make sure the cassette
tape is in good condition before you have your tape
player serviced.

Care of Your CDs

Handle discs carefully, Store them in their original cases
or other protective cases and away from direct sunlight
and dust. If the surface of a disc is solled, dampen

a clean, soft cloth in a mild, neutral detergent solution
and clean it, wiping from the center to the edge.

Be sure never to touch the side without writing when
handling discs. Pick up discs by grasping the outer
edges or the edge of the hole and the outer edge.

Care of Your CD Player

The use of CD lens cleaner discs is not advised, due to
the risk of contaminating the lens of the CD oplics
with [ubricants intemal ta the CD machanism.

Fixed Mast Antenna (Z06)

The fixed mast antenna can withstand most car washes
without being damaged. If the mast should evar
become slightly bent, you can straighten it out by hand.
It the mast is badly bent, as it might be by vandals,

you should replace it.

Check pccasionally to be sure the mast s still tightened
to the rear guarer pansl.
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Power Antenna Mast Care
(Convertible)

Your power antenna will look its best and waork well i
it's cleaned from tme to time. To clean the antenna mast
do the following:

1. Turn on the ignition and radio to raise the antenna.

2. Dampen a clean cloth with mineral spirits or
equivalent solvent.

3. Wipe the cloth over the mast seclions, removing
any dirt.

4. Wipe dry with a clean cloth.

5. Make the antenna go up and down by turning the
radio or ignition off and on.

6. Repeal il necessary.

Notice: Don't lubricate the power antenna.
Lubrication could damage it.

Notice: Before entering an automatic car wash,
turn off your radio to make the power antenna

go down. This will prevent the mast from possible
damage. If the antenna does not go down when you
turn the radio off, it may be damaged or need to

be cleaned. In either case, lower the antenna

by hand by carefully pressing the antenna down.

If the mast portion of your antenna is damaged, you can
replace it. See your dealer for a replacement kit and
follow the instructions in the kit.

Integrated Windshield and Rear
Window Antennas (Coupe)

The antennas in your vehicle are located in the
windshield and the rear window. The front conneclor is
at the top of the windshield and the rear antanna is
incorporated in the rear window defogger grid.
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Your Driving, the Road, and
Your Vehicle

Defensive Driving

The best advice anyone can give about driving is: Drive
defensively

Please start with a very important safety device in your
vehicle: Buckle up. See Safety Belis: They Are for
Evearyone on page 1-7.

Defensive driving really means “be ready for anything.”
On city streets, rural roads or freeways, it means
“always expect the unexpected.”

Assume that pedestrians or other drivers are going to
be careless and make mistakes. Anticipate whal
they might do. Be ready for their mistakes.

Rear-end collisions are about the most preventable of
accidents. Yet they are commeon. Allow enough following
distance. It's tha best defensive driving maneuver, in
both city and rural driving. You never know when

the vehicle in front of you is going to brake or tum
suddenly,

Defensive driving requires that a driver concentrate on
the driving task. Anything that distracts from the
driving lask — such as concentrating on a cellular

telephone call, reading, or reaching for somathing on
the fivor — makes proper defensive driving more difficull
and can even cause a collision, with resulting injury.
Ask a passenger to help do things like this, or pull off the
road in a safe place to do them yourself. These simple
defensive driving technigues could save your life,

Drunken Driving

Death and injury associated with drinking and driving is
a national tragedy. It's the number one contributor fo
the highway death toll, claiming thousands of victims
every year.

Alcohol affects four things that anyone needs fo drive a
vehicle:

» Judgment

* Muscular Coordination
% Yision

s Attentiveness.

Palice records show that almost half of all motar
vehicle-related deaths involve alcohol. In most cases,
these deaths are the resuit of someone who was
drinking and driving. In recent years, more than
16,000 annual motor vehicle-related deaths have been
associated with the use of alcohol, with mora than
300,000 people injured.
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Many adults — by some estimates, nearly half the adult
population — chooss never to drink alcohol, so they
never drive after drinking, For persons under 21,

it's against the law in every U.5. state o drink alcohal.
There are good medical, psychological and
developmental reasons for these laws.

The cbvious way to eliminate the leading highway
safety problem is for people never to drink alcohol and
then drive. But what if people do? How much is "too
much” if someone plans to drive? If's a ot less

than many might think. Although it depends on each
person and situation, here is some general information
on the problem.

The Blood Alcohol Concentration (BAC) of someone
who is drinking depends upon four things:

* The amount of alcohol consumed
® The drinker's body weight

* Tha amount of food that is consumed before and
during drinking

* The lenath of fime it has taken the drinker to
consume tha alcohol.

According to the American Medical Association, a 180 Ib
(82 kg) person who drinks three 12 ounce (355 ml)
bottles of beer in an hour will end up with a BAC

of about 0.06 percent. The person would reach the
same BAC by drinking three 4 ounce (120 ml) glasses
of wine or three mixed drinks if each had 1 - 1/2 cunces
(45 mi) of a liquor like whiskey, gin or vodka.

It's the amount of alcohol that counts. For example, if the
same person drank threa double martinis (3 ounces or

80 mi of liquor each) within an hour, the person’s BAC
would be close to 0,12 percent. A person who consumes
food just before or during drinking will have a somewhat
lower BAC level.
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There is a gender difference, loo. Women generally
have a lower relative percentage of body water

than men. Since alcohol is carried in body water, this
means that a woman generally will reach a higher BAC
level than a man of her same body weight when

each has the same number of drinks.

The law in an increasing number of U.S. states, and
throughout Canada, sets the legal limit at 0.08 percent.
In some other countries, the limil is even lower. For

example, It is 0.05 percent in both France and Germany.

Tha BAC limit for all commercial drivers in the United
States is 0.04 percent.

The BAC will be over 0.10 percent after three to six
drinks {in one hour). Of course, as we'va sean, it
depends on how much alcohol Is in the drinks, and how
quickly the person drnks them.

But the ability to drive is affected well below a BAC of
0.10 percent. Research shows that the driving skills
of many people are impaired at a BAC approaching
0.05 percent, and thal the effects are worse at night.
All drivers are impaired at BAC levels above

.05 percent,

Statistics show that the chance of being in a collision
increases sharply for drivers who have a BAC of

0.05 percent or above. A driver with a BAC level of
0.08 percent has doubled his or her chance of having a
collision. At a BAC level of 0.10 percent, the chance

of this driver having a collision is 12 times greater; at a
level of 0.15 percent, the chance is 25 times greater!

The body takes about an hour to rid itself of the alcohol
in one drink. No amount of coffee or number of cold
showers will speed that up. "'l be careful” isn't the nght
answer. What if thare’'s an emergency, a need to

take sudden acfion, as when a child darls into the
street? A person with even a moderate BAC might not
ke able to react quickly enough to avoid the collision.

There's something else about drinking and driving that
many people don't know, Medical research shows
that alcohol in a person’'s system can make crash
injuries worse, especially injuries 1o the brain, spinal
cord or heart. This means that when anyone who

has been drinking — driver or passenger — is In a
crash, that person's chance of baing killed or
permanently disabled is higher than if the person had
not been drinking.
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/N CAUTION:

Drinking and then driving is very dangerous.
Your reflexes, perceptions, attentiveness and
judgement can be affected by even a small
amount of alcohol. You can have a serious—or
even fatal—collision if you drive after drinking.
Please don't drink and drive or ride with a
driver who has been drinking. Ride home in a
cab; or if you're with a group, designate a
driver who will not drink.

Control of a Vehicle

You have lhree systems that make your vehicle go
where you want it to go. They are the brakes, the
steering and the accelerator. All three systems have
to do lnelr work ai e places wiieie tie lies el
the road,

e
B
it A TS
%

Somatimes, as when you're driving on snow or ica, it's
easy to ask more of those control systems than the

tires and road can provide. Thal means you can lose
contrel of your vehicie, AlSo see [racnon Conmrol System
(TCS) on page 4-9 and Active Handling System on
page 4-10.
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Braking

Braking action involves percepfion time and
reaction time.

First, you have to decide to push on the brake pedal.
That's perception fime. Then you have to bring up your
foot and do it. That's reaction fime.

Average reaction time is aboul 3/4 of a second. But
that's only an average. It might be less with one driver
and as long as two or three seconds or more with
another. Age, physical condition, alertness, coordination
and eyesight all play a pan. So do alcohol, drugs and
frustration. But even in 3/4 of a second, a vehicle moving
at 60 mph (100 km/h) travels 66 feet (20 m}. That

could be a lot of distance in an emargency, so keeping
enough space between your vehicle and others is
impaortant.

And, of course, actual stopping distances vary greatly
with the surface of the rcad (whether it's pavement

or gravel); the condition of the road (wel, dry, lcy); tire
tread; the condition of your brakes; the weight of

the vehicle and the amount of brake force applied.

Avoid needless heavy braking. Some people drive

in spurts — heavy acceleration followed by heavy
braking — rather than keeping pace with traffic. This is
a mistake. Your brakes may nol have time to cool
between hard stops, Your brakes will wear cut much
faster if you do a lot of heavy braking. If you keep pace
with the trafiic and allow realistic following distances,
you will liminate a lot of unnecessary braking.

Thal means better braking and longer brake life.

It your engine ever slops while you're driving, brake
normally but don't pump your brakes. If you do,

the pedal may get harder to push down. If your engine
stops, you will still have some power brake assist.

But you will use it when you brake. Once the power
assist is used up, it may take longer to stop and

the brake pedal will be harder to push.
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Anti-lock Brake System (ABS)

Your vehicle has anti-lock brakes. ABS Is an advanced
electronic braking system Ihat will help prevent a
braking skid.

When you start your engine and begin to drive away,
your anti-lock brake system will check itself. You

may hear a momentary motor or clicking noise while
this test is going on, and you may even nofice that your
brake pedal moves a little. This is normal.

If there's a problem with
the anti-lock brake system,

this warning fight will
(@) stay on. See Anfi-Lock
Brake System Waming
Light on page 3-36.

Let's say the road is wel and you're driving safely,
Sucldenly an animal Jumps out in front of yu:ru You slam
LIEN |.r 1= ‘Lll El.r'|.1=-|'.'|- [ ] 1|.I ER N II.II e I.Jllﬂ.ﬁ.lllH I IE!E D 'ﬂ'i IE.'.

happens with ABS:

A computar senses that wheels are slowing down. If
ane of the wheels is aboul to stop rolling, the computer
will separately work the brakes al each wheel.
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The anti-lock system can change the brake pressure As you brake, your computer keeps receiving updates
faster than any driver could. The computer is on wheel speed and controls braking pressure
programmed to make the most of available tire and road accordingly.

conditions. This can help you steer around the obstacle
while braking hard

Remember: Anti-lock doesn't change the time you need
to get your foot up to the brake pedal or always
decrease stopping distance. If you get too close to the
vehicle in front of you, you won't have time to apply
your brakes |f thal vehicle suddenly slows or stops.
Always leave enough room up ahead to stop, even
though you have antl-lock brakes,

Using Anti-Lock

Don't pump the brakes. Just hold the brake pedal down
firmly and let anti-lock work for you. You may hear a
motor or clicking noise and fegl the brake pedal move a
fittle during a stop, bul this is normal.

Braking in Emergencies

With anti-lock, you can steer and brake al the same
time. In many emergencies, steering can help you more
than even the very best braking.
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Traction Control System (TCS)

Your vehicle has a traction control system called TCS
that limits wheel spin. This is especially useful in slippery
road condilions. The system operates only if it senses
that the rear wheels are spinning too much or are
beginning to lose traction. When this happens, the
system works the rear brakes and reduces engine power
(by closing the throttle and managing engine spark) to
limit wheel spin.

The TRACTION SYS ACTIVE message will come on
when the TCS system is limiting wheel spin. See

DIC Warnings and Messages on page 3-53. You may
feel or hear the system working, but this is normal.

If your vehicle is in cruise control when the TCS system
begins to limit wheel spin, the cruise control will
automatically disengage. When road conditions allow
you to salely use it again, you may re-engage the cruise

control. See Tum SignalMuiltifunction Lever on
nane 3R

The SERVICE TRACTION
SYSTEM message and
the TCS warning light will
come on fo let you

know if there's a problem
with your TCS system
See OIC Wamings

and Messages on

page 3-51,

When this light and the SERVICE TRACTION SYSTEM
message are on, the system will not limit wheel spin
Adjus! your driving accordingly.

The TCS system automatically comes on whenever you
start your vehicle. To limit wheel spin, especially in
slippery road conditions, you should always leave the
systern on. But you can tum the TCS system off if

vou ever need fo.
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To tum the system off,
press the button located
on the console. You

can turn the system on or
off at any time by

pressing the ACTIVE
HAMDLING button. The
DIC will display the
appropriate message when
you push the button.

Active Handling System

The Active Handling System is a computer controfled
system thal helps the driver maintain directional contral
of the vehicle in difficult driving conditions. This is
accomplished by selectively applying any one of the
vehicle's brakes.

When you first start your vehicle and begin to drive away
(6 mph (10 km/h}), the message ACT HNDLG WARMING
UP may be displayed in the DIC. the instrument cluster
light will be on, and a chime will sound. This is normal.
You can acknowledge this message by pressing the
RESET button. The Active Handling System performance
is affected until the message, WARM UP COMPLETE, is
displayed in the DIC.

The ACT HNDLG WARMING UP message may be
displayed in the DIC afler exceeding 12 mph {20 km/h)
for 30 seconds. The Active Handling System is of

until the WARM UP COMPLETE message s displayed.

The ACTIVE HANDLING message will come on
whan the system is operating, See DIC Wamings and
Messages on page 3-53 for more information. Yaou
may also feel or hear the system working. This

Is normal.

The SERVICE ACTIVE
HNDLG message will be
displayed, the instrument
cluster light will come

on, and & chime will scund
to let you know if there

s & problem with the
systemn. See DIC Wamnings
and Messages on

page 3-51 for more
infarmation.

When this light and the SERVICE ACTIVE HNDLG
message are on, the system is not operational. Adjust
your driving accordingly.
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The Active Handling System comes on autornatically
whenever you start your vehicle. To help maintain
directional control of the vehicle, you should always
Isave the system on. You can urn the system off if you
ever need to. If you turn the Active Handling System
off, the Traction Control System will also be lwumed off.
Adjust your driving accordingly.

To turn the system off,
press the ACTIVE
HANDLING button on the
console. You can turm
the system on and off at
any time by pressing

the button, The DIC will
display the appropriate
message when you push
the buftton,

Competitive Driving Mode

The driver can select this optional handling mode by
pressing the ACTIVE HANDLING button on the console
for mare than five seconds. Compelitive Driving mode
allows the driver 1o have full control of the rear

wheels while the Active Handling System helps steer
the vehicle by selective brake application. The
instrument cluster light will not be on. The Traction
Control System will not be operating. Adjust your driving
accordingly.

When you press the ACTIVE HANDLING button again,
or turn the ignition to ACC, the Active Handling and
Traction Control Systems will be on. The TRAC/ACT
HMNDLG-ON message will be displayed temporarily in the
DIC and a chime will be heard.

Limited-Slip Rear Axle

Your limited-slip rear axle can give you additional
traction on snow, mud, ice, sand or gravel. It works like

m wmbesm el el meelo el of e Feeme i u.-'—...-\.-.. e lalel el
L b UUAT IRBCEE S R 0] IRt Rfl d fe a0 (e Rl h BE PkaRd i

the rear wheals has no fraction and the other does, this
feature will allow the wheel with traction to move the
vehicle,
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Selective Ride Control

You may have a ride contral system on your vehicle
called Selective Ride Control, The system provides the
following performance benefits:

* Reduced impact Harshness

Impraved Road Isolation

Improved High-Speed Stability

Improved Handling Response
Batter Control of Body Ride Mations

This knob is located on the center console. Turn it to
select the suspension of your choice.

TOUR: Use for normal city and highway driving. This
seiting provides a srmooth. soft ride.

SPORT: Use where road conditions or personal
preference demand more contral. This sstling provides
more “feel”, or response to the road conditions.

You can select a setting at any time, Based on road
conditions, steering wheel angle and your vehicle speed,
the systern automatically adjusts to provide the besl
ride and handling. Selec! a new setting whenaver driving
conditions change.

There are three Driver Information Center (DIC)
messages that are displayed when a malfunction occurs
with the Selective Ride Contral system. Refer to DIC
Warnings and Messages on page 3-53.
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Steering
Power Steering

If you lose power steering assist because the engine
stops or the system s not functioning. you can steer bul
it will take much more efior.

Magnetic Speed Variable Assist
Steering

Your vehicle is equipped with a steering system that
continuously adjusts the effort you feel when steering at
all vehicle speeds. It provides ease when parking,

yet a firm, solid feel at highway speeds.

Steering Tips
Driving on Curves
I's important to take curves at a reasonable speed.

A lot of the “driver last control” accidents meantioned on
the news happen on curves. Here's why:

Expananced driver ar beginner, each of us is subject to
the same laws of physics when driving on curves.

The traction of the tires against the road surface makes
it possible for the vehicle to change its path when

you tum the front wheels. If there's no traction, inertia
will keep the vehicle going in the same direction. If
you've ever tried to steer a vehicle on wet ice, you'll
understand this,

The traction you can get in a curve depends on the
condition of your tires and the road surface, the angle at
which the curve s banked, and your speed. While
you're in a curve, spead is the one factor you can
control.

Suppose you're stearing through a sharp curve.

Then you suddenly accelerate. Both control

systems — steering and acceleration — have 1o do their
work where the tires meel the road. Adding the
sudden acceleration can demand too much of those
places. You can lose control. See Traction Control
System (TCS) on page 4-9.

What should you do if this ever happens? Ease up on
the accelerator pedal, steer the vehicle the way you
want it to go, and slow down

Speed limit signs near curves warn that you should
adjust your speed. Of course, the posted speeds

are based on good weather and road conditions. Under
less favorable conditions you'll want to go slower.

If vou need to reduce vour speed as you approach &
curve, do it before you enter the curve, while your front
wheels are straight ahead.

Try to adjust your speed so you can “drive” through the
curve. Mainiain a reasonable, steady speed. Wait to
accelerate until you are out of the curve, and then
accelerate gently into the straightaway.
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Steering in Emergencies

There are times when steering can be maore effective
than braking. For example, you come owver a hill and find
a truck stopped in your lane, or a car suddenly pulls

out from nowhere, or a child dars out from between
parked cars and stops right in front of you. You

can avoid these problems by braking — if you can stop
in time. But sometimes you can't; there isn't room.
That's the time for evasive action — steering around the
problem.

Your vehicle can perform very well in emergencies like
these. First apply your brakes.

See Braking on page 4-6. It is better to remove as much
speed as you can from a possible collision. Then

steer around the problem, to the left or right depending
on the space availabla,

An emergency like this requires close attention and a
quick decision. If you are holding the steering whesl at
the recommended 9 and 3 o'clock positions, you

can turn it a full 180 degrees very guickly without
removing either hand. But you have to act fast, steer
quickly, and just as quickly straighten the wheel

once you have avoided the objact.

The fact that such emergency situations are always
possible is a good reason to practice defensive driving
at all times and wear safety belts properly.
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Off-Road Recovery

You may find that your right wheels have dropped off
the edge of a road onto the shoulder while you're
driving.

If the level of the shoulder is only slightly below the
pavemenl, recovery should ba fairly easy. Ease off the
accelerator and then, if there is nothing in the way,
steer s0 that your vehicle straddles the edge of

the pavement. You can turn the steering wheel up lo
one-quarter turn until the nght front tire contacts

the pavement edge. Then turn your sleering wheel to go
straight down the roadway.

Passing

The driver of a vehicle about to pass another on a
two-lane highway waits for just the right moment,
accelerates, moves around the vehicle ahead, then
goes back into the right lane again. A simple maneuvear?

Mot necessarily! Passing another vehicle on a two-lane
highway is a potentially dangerous move, since the
passing vehicle occupies the same lane as oncoming
traftic for several seconds. A miscalculation, an error in
judgment, or a briet surrender to frustration or anger
can suddenly put the passing driver face to face with the
worst of all traffic accidents — the head-on collision.

So here are some tips for passing:

* ‘Drive ahead." Look down the road, to the sides
and to crossroads for situations that might affect
your passing pattems. If you have any doubt
whatsoever about making a successful pass, wait
for a betler fime.
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» Watch for traffic signs, pavement markings and

lines. If you can see a sign up ahead that might
indicate a tum or an intersection, delay your pass.
A broken center ling usually indicates it's all

right to pass (providing the road ahead is clear).
Never cross a solid line on your side of the lane or
a double solid line, even if the road seems empty
of approaching traffic.

Do not get too close to the vehicle you want to
pass while you're awaiting an opporiunity. For

one thing, following too closely reduces your area
of vision, especially if you're following a larger
vehicle, Also, you won't have adequate space if the
vehicle ahead suddenly slows or stops. Keep

back a reasonable distance.

When it looks like a chance to pass is coming up,
start to accelerate but stay in the right lane and
dan't gel too close. Time your move so you will be
increasing speed as the time comes lo move

into the other lane. If the way is clear to pass, you
will have a "running star’” thal more than makes
up for the distance you would lose by dropping
back. And it something happens to cause you to
cancel your pass, you need anly slow down

and drop back again and walt for another
oppariunity,

It other vehicles are lined up to pass a slow vehicla,
wait vour turn, But take care thal someons isn’t
trying fo pass you as you pull out to pass the slow
vehicle. Remember to glance over your shoulder
and check the blind spot.

Check your mirrors, glance over your shoulder, and
start your left lane change signal before moving out
of the nght lane to pass. When you are far

enough ahead ol the passed vehicle to see its front
in your inside mirror, activate your right lane
change signal and move back into the right lane.
(Remember that your right outside mirror is convex.
The vehicle you just passed may seem to be
farther away from you than it really is.)

Try not {o pass more than one vehicle at a ime on
two-lane roads. Reconsider before passing the
next vehicla,

Don't overtake & slowly moving vehicle too rapidly.
Even though the brake lamps are not flashing, it
may be slowing down or starting to turmn.

If you're being passed, make it easy for the
following driver to get ahead of you. Perhaps you
can ease a little to the right.
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Loss of Control

Let's review what driving experts say about what
happens when the three control systems (brakes,
steering and acceleration) don't have encugh friction
where the tires meat the road to do what the driver
has asked.

In any emergency, don't give up. Keep 1rying to steer
and constantly seek an escape route or area of
Iess danger.

Skidding

In a skd, a driver can lose control of the vehicle.
Defensive drivars avoid most skids by taking reasonable
care suited to existing conditions, and by not
“overdriving” those conditions. But skids are always
possible.

The three types of skids correspond o your vehicle's
three control systems. In the braking skid, your wheels
aren't rolling. In the steenng or cormenng skid, 100
much speed or steering in a curve causes lires to slip
and lose cornering force. And in the acceleration

skid, too much throttle causes the driving wheels

to spin.

A comering skid is best handled by easing your foot off
the acceleralor pedal

Remember: Any traction control system helps avoid only
the acceleration skid. Il your TCS system is off, then

an acceleration skid is also best handied by easing your
fool off the accelerator pedal.

If your vehicle starls to slide, ease your foot off the
accelerator pedal and quickly steer the way you want
the vehicle to go. If you starl steering quickly enough,
your vehicle may straighten out. Always be ready

for a second skid if it ocours.

Of course, traction is reduced when water, snow, ice,
gravel or other material is on the road. For safety, you'll
want 10 slow down and adjust your driving to these
conditions. It is important to slow down on slippary
surfaces because stopping distance will be longer and
yehicle control more limited,

While driving on a surface with reduced traction, try
your best to avoid sudden steering, acceleration

or braking (including engine braking by shifting to a
lower gear). Any sudden changes could cause the lires
to slide. You may not realize the surface s slippery

until wowir wahicls iz akidding | sarn 0 rAcnonize warming
clues — such as enough water, ice or packed snow

an the road to make a “mirrared surface” — and slow
down when you have any doubt,

Remember; Any anti-lock brake system (ABS) helps
avoid only the braking skid.
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Dri'uing at Night Here are some lips on night driving

® Drive defensivaly.

* Don't drink and drive,

* Adjust your inside rearview mirror fo reduce the
glare from headlamps behind you.

* Since you can't see as well, you may need to slow

down and keep more space between you and
other vehicles.

¢ Slow down, especially on higher speed roads, Your
headlamps can light up only so much road ahead.

* |n remote areas, watch for animals.

* |f you're tired, pull off the road In a safe place
and rest,

No one can see as well at night as in the daytime. But
as we get older these difterences increase, A
50-year-old driver may require at least twice as much
light to see the same thing at night as a 20-year-old.

Might driving is more dangerous than day driving. :
One reason is that some drivers are likely 1o be What you do in the daytime can also affect your

night vision. For example, if you spend the day in bright
sunshine you are wise to wear sunglasses. Your

ayas will have less trouble adjusting to night. But if
you're driving, don't wear sunglasses at night. They may
cut down on glare from headlamps, but they also

make a lot of things invisible.

impaired — by alcohol or drugs, with night vision
problems, or by fatigue.
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You can be temporarily blinded by approaching nriving in Rain and on Wet Roads
headlamps. It can take a second or two, or even several
seconds, for your eyes to readjust to the dark. When
you are faced with severe glare (as from a driver

who doesn't lower the high beams, or a vehicle with
misaimed headlamps). slow down a little. Avoid staring
directly into the approaching headlamps.

Keep your windshield and all the glass on your vehicle
clean — inside and oul. Glare at night is made much
waorse by dirt on the glass. Even the inside of the glass
can build up a film caused by dust, Dirty glass makes
lights dazzle and flash more than clean glass would,
making the pupils of your eyes contract repeatedly

Remember that your headlamps light up far less of a

roadway when you are in a furn or curva, Keep

your eyes moving, that way, it's easier to pick out dimly

lighted objects, Just as your headlamps should be

checked reqularly for proper aim, so should your eyes

be examined regularly. Some drivers suffer from

night biindness — the inability to see in dim light — and

aren't even aware of il Rain and wet roads can mean driving trouble. On a wet
road, you can't stop, accelerate or wim as well
hecause your tirg-to-road traction lsn't as good as on
dry roads. And, if your tires don't have much tread left
you'll get even less traction. |f's always wise o go
slowar and be caulious if rain starts to fall while you are
driving. The surface may gel wel suddenly when your
reflexes are tuned for dnving on dry pavement

4-19
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The heavier the rain, the harder it is to see. Even il your
windshield wipar biades are in good shape, a heavy
rain can make it harder to see road signs and

traffic signals, pavement markings, the edge of the road
and even people walking.

It's wise to keep your windshield wiping equipment In
good shape and keep your windshield washer tank filled
with washer fluid. Replace your windshield wiper

inserts when they show signs of streaking or missing
areas on the windshield, or when strips of rubber slart lo
separate from the insers.

ul L
o 4 e TRl B2 1 L j
igtiere. P, Y, i e |

Driving too fast through large water puddles or even
going through some car washes can cause problems,
too. The water may affect your brakes. Try to avoid
puddles. But if you can't, try to slow down before you
hit them.

A\ CAUTION:

Wet brakes can cause accidents. They won't
work as well in a quick stop and may cause
pulling to one side. You could lose control of
the vehicle.

After driving through a large puddle of water
or a car wash, apply your brake pedal lightly
until your brakes work normally.
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Hydroplaning

Hydroplaning is dangerous. So much water can build up
under your tires that they can actually ride on the

water. This can happen if the road is wet enough and
you're gaing fast enough. When your vehicle is
hydroplaning, it has litthe or no contact with the road.

Hydroplaning doesn’t happen often. But it can i

your lires do not have much tread or if the pressure is
one or more is low. It can happen if a lot of water is
standing on the road. If you can see reflections

from trees, telephone poles, or other vehicles, and
raindrops “dimple” the water's surface, there could be

hydroplaning.

Hydroplaning usually happens al higher speeds. There
just isn't & hard and fast rule about hydroplaning.
The best advice is to slow down when it is raining

Driving Through Deep Standing Water

Notice: 1T you drive oo gquickiy linvuyin deep
puddles or standing water, water can come in
through your engine’s air intake and badly damage
your engine. Never drive through water that is
slightly lower than the underbody of your vehicle. If
you can't avoid deep puddles or standing water,
drive through them very slowly.

Driving Through Flowing Water

4\ CAUTION:

Flowing or rushing water creates strong
forces. If you try to drive through flowing
waler, as you might at a low water crossing,
your vehicle can be carried away. As little as
six inches of flowing water can carry away a
smaller vehicle. If this happens, you and other
vehicle occupants could drown. Don't ignore
police warning signs, and otherwise be very
cautious about trying to drive through

flowing water.

Some Other Rainy Weather Tips

Besides slowina down. allow some extra following
distance. And be especially careful when you
pass another vehicle. Allow yourself more clear
room ahead, and be prepared to have your

view restricled by road spray

Have good tires with proper tread depth. See Tires
on page 5-53,
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Clty Driying Here are ways to increase your safety in city driving:

* Know the best way 1o get to where you are
going. Get a city map and plan your trip into
an unknown part of the city just as you would for a
cross-country trip.

® Try to use the freeways that rim and crisscross
mast large cities. You'll save time and energy.
Sea the next part, “Freeway Driving.”

* Treat a green light as a warning signal. A traffic
light is thera because the comer iz busy encugh
to need it. When a light turns green, and just before
you start to move, check both ways for vehicles
that have not cleared the intersection or may
be running the red light,

One of the biggest problems with city streets is the
amount of traffic on them, You'll want to watch out for
what the other drivers are doing and pay attention

to traffic signals.
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Freeway Driving

Mile for mile, freeways (also called thruways, parkways,
expressways, WwImpikes of supernignways) are e
safest of all roads. But they have their own special rules.

The most important advice on freaway driving i5. Keep
up with traffic and keep to the right. Drive at the

same speed most of the other drivers are driving.
Too-fast or toe-slow driving breaks a smooth traffic flow.
Treat the left lane on a freeway as a passing lane.

At the entrance, there 15 usually a ramp that leads 1o
the freeway. If you have a clear view of the freeway as
you drive along the entrance ramp, you should begin

to check traffic. Try 10 determine where you expect

to blend with the flow, Try to merge into the gap af close
to the prevailing speed. Switch on your turm signal,
check your mirrors and glance over your shoulder as
often as necessary. Try 1o blend smoothly with the
traffic How.

Once you are on the freeway. adjusl your speed o the
posted limit or to the prevailing rate if it's slower.
Stay in the right lane unless you want 10 pass.

Before changing lanes, check your mimors. Then use
your tum signal.

Just before you leave the lane, glance quickly over your
shoultar v rake suce e s snuthe seincs n

your “blind” spot.
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Once you are moving on the freeway, make certain you
allow a reasonable following distance.

Expect to move slightly slower at night,

When you want to leave the freeway, move to the
proper lane well in advance. If you miss your exit, do
nol, under any circumstances, stop and back up. Drive
an o the next axit,

The exit ramp can be curved, sometimes quite sharply.
The exit speed is usually posted. Reduce your speed
according to your speedomeler, not to your sense

of mation. After driving for any distance at higher
speeds, you may tend to think you are going slower
than you actually are.

Before Leaving on a Long Trip

Make sure you're ready. Try to be well rested. If you
must start when you're not fresh — such as after a day's
work — don't plan to make too many miles that first

part of the journey. Wear comfortable clothing and shoes
you can easily drive in,

Is your vehicle ready for a long trip? If you keep it
serviced and maintained, it's ready to go. If it needs
service, have il done before starting out. Of course,
you'll find experienced and able service experts

in dealerships all across North America. They'll be
ready and willing to help if you need it

Here are some things you can check before a trip:

®* Windshield Washer Fluid: |s the reserviar full? Are
all windows clean inside and outsida?

* Wiper Blades: Are they in good shape?

* Fuel, Engine Oil, Other Fluids: Have you checked
all levels?

* Lamps: Are they all working? Are the lenses clean?

* Tires: They are vitally important to a safe,
trouble-free trip. Is the tread good enough for
long-distance driving? Are the tires all inflated to the
recommended pressure?

* Weather Forecasts: What's the weather outlook
along your route? Should you delay your trip a
short time to avoid a major storm system?

* Maps: Do you have up-to-date maps?
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Highway Hypnosis Hill and Mountain Roads

Is there actually such a condition as “highway
hypnosis"? Or is it just plain falling asleep at the wheel?
Call it highway hypnosis, lack of awareness, or
whatewver,

There is something about an easy stretch of road with
the same scenery, along with the hum of the tires on the
road, the drone of the engine, and the rush of the

wind against the vehicle that can make you sleepy. Don't
let it happen to youl If it does, your vehicle can leave
the road in /ess than a second, and you could crash and
be injured.

What can you do about highway hypnosis? First, be
aware that it can happen.

Then here are some lips:

» Make sure your vehicle s well ventilated, with a
comfortably cool imerior.

* Keep your eyes moving. Scan the road ahead and
try Bha midee Chack L i roSrARAL marrere an Pl
ingtruments fraquantly.

s |f you gel sieepy, pull off the road into a rest,
service or parking area and teke a nap, get some
exercise, or both. For safety, treatl drowsiness
on the highway as an emergency

Dnving on steep hills or mountains is different from
|,_,i|11.r|||y .r|| “,:li i IUIF:IH.H =
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It you drive regularly in steep country, or if you're
planning to visit there, here are some lips that can make
your trips safer and more enjoyable.

% Keep your vehicle in good shape. Check all fluid
levels and also the brakes, tires, cooling system
and transmission. These parts can work hard
on mouniain roads,

% HKnow how to go down hills. The most important
thing to know is this: let your engine do some of
the slowing down. Shift to a lower gear when you go
down a steep or lang hill,

/N CAUTION:

Coasting downhill in NEUTRAL (N) or with the
ignition off is dangerous. Your brakes will have
to do all the work of slowing down. They could
get so hot that they wouldn't work well. You
would then have poor braking or even none
going down a hill. You could crash. Always
have your engine running and your vehicle in
gear when you go downhill.

4\ CAUTION:

If you don't shift down, your brakes could get
s0 hot that they wouldn't work well. You would
then have poor braking or even none going
down a hill. You could crash. Shift down to let
your engine assist your brakes on a steep
downhill slope.

* Know how to go uphill. You may want fo shift down
to a lower gear. The lower gears help coal your
engine and transmission, and you can climb the
hill better.
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* Stay in your own tane when driving on two-lane Winter Driving
roads in hills or mountains. Don’t swing wide or )
cut across the center of the road. Drive at speeds
that et you stay in your own lane.

¢ As you go over the top of a hill, be alert. There

could be something in your lane, like a stalled car or
an accident,

* You may see highway signs on mountains that
warn of special problems. Examples are long
grades, passing or no-passing zanes, a falling rocks
area or winding roads. Be alert fo these and take
approprate action

Here are some lips lor winter driving:
* Have your vehicle in good shape for winler.

* You may want to put winter emergency supplies in
your vehicle.
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Driving On Snow or Ice

Most of the time, thosa places where your fires meet
the road probably have good traction.

However, If there is snow or ice between your tires and
the road, you can have a very slippery situation.

You'll have a lol less traction or “grip” and will need o
be very careful.

Include an ice scraper, a small brush or broom, a
supply of windshield washer fluid, a rag, some winter
outer clothing, a small shoval, a flashlight, a red

cloth and a couple of reflective warning triangles. And, if
you will be driving under severe conditions, include a
small bag of sand, a piece of old carpet or a couple of
burlap bags to help provide traction. Be sure you
properly secure these items in your vehicle.
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What's the worsl time for this? “Wet ice.” Very cold
snow or ice can be slick and hard to drive on. But wet
ice can be even more trouble because it may offer

the least traction of all. You can get wel ice when it's
about freezing (32°F; 0°C) and treezing rain begins

to fall. Try to avoid driving on wet ice until salt and sand
crews can get there.

Whatever the condition — smoath ice, packed, blowing
or loose snow — drive with caution

Keep your traction control system on. It improves your
ability to accelerale when driving on a slippery road.
Even though your vehicle has the TCS system,

you'll want to slow down and adjust your driving to the
road conditions. The Active Handling Systerm may
also activate. See Traction Control System (TCS) on
page 4-9 and Active Handling System on page 4-10.

Your anti-lock brakes improve your vehicle's stability
when you make a hard stop on a slippery road.

Even though you have the anti-lock braking system,
you'll want to begin stopping sooner than you would on
dry pavemenl. See Braking on page 4-6.

¢ Allow grealer following distance on any
slippery road.

* Watch for slippery spots. The road might be fine
until you hit a spot that's coverad with ice. On
an otherwise clear road, ice patches may appear in
shaded areas where the sun can't reach: around
clumps of trees, behind buildings or under bridges
Sometimes the surface of a curve or an overpass
may remain icy when the surrounding roads
are clear. |f you see a patch of ice ahead of you.
brake before you are on it. Try not to brake
while you're actually on the ice. and avoid sudden
steering maneuvers
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If You're Caught in a Blizzard

s Tie a red cloth to your vehicle to alen police that
you've been stopped by the snow.

& Put on extra clothing or wrap a blanket around you.
If you have no blankets or extra clothing, make
body insulators from newspapers, burlap bags, rags,
floor mats — anything you can wrap around
yourself or tuck under your clothing to keep warm,

It you are stopped by heavy snow, you could be in a
serious situation. You should probably stay with

your vehicle unless you know for sure that you are near
help and you can hike through the snow. Here are
some things to do to summon help and keep yoursel
and your passengers safe:

* Turn on your hazard flashers.

You can run the engine to keep warm, but be careful.
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A CAUTION:

Snow can trap exhaust gases under your
vehicle. This can cause deadly CO (carbon
monoxide) gas to get inside. CO could
overcome you and kill you. You can’t see it or
smell it, so you might not know it is in your
vehicle. Clear away snow from around the
base of your vehicle, especially any that is
blocking your exhaust pipe. And check around
again from time to time to be sure snow
doesn't collect there.

Open a window just a little on the side of the
vehicle that's away from the wind. This will
help keep CO out.

Run your engine only as long as you must, This saves
fuel. When you run the engine, make it go a little

faster than just idle. That is, push the accelerator
slightiy. This uses less fuel for the heat that you get and
it keeps the battery charged. You will need a
well-charged battery to restart the vehicle, and possibly
tor signaling later on with your headlamps. Let the
heater run for a while,

Then, =hut the engine off and close the window almost
all the way to preserve the heat. Start the engine

again and repaat this only when you feel really
uncomifortable from the cold, But do it as little as
possible. Preserve the fuel as long as you can. To help
keep warm, you c¢an get out of the vehicle and do

some fairly vigorous exercises avery half hour or so until
help comes.
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If You Are Stuck: In Sand, Mud,
Ice or Snow

In order to free your vehicle when it is stuck, you will
need to spin the wheels, but you don't want to spin your
wheels too fast. The method known as “rocking™ can
help you get out when you're stuck, but you must

use caution.

/\ CAUTION:

If you let your tires spin at high speed, they
can explode, and you or others could be
injured. And, the transmission or other parts of
the vehicle can overheat. That could cause an
engine compartment fire or other damage.
When you're stuck, spin the wheels as little as
possible. Don't spin the wheels above 25 mph
{55 km/h) as shown on the speedometer,

Notice: Spinning your wheels can destroy parts of
your vehicle as well as the tires. If you spin the
wheels too fast while shifting your transmission
back and forth, you can destroy your transmission.

For information about using tire chains on your
vehicle, see Tire Chains on page 5-64.

Rocking Your Vehicle To Get It Qut

Firsl, turn your steering wheel left and right. That will
clear the area around your front wheels. You should
tum your TCS System off. See Trachon Conirol
System (TCS) on page 4-9. Then shift back and farth
between REVERSE (R) and a forward gear, spinning the
wheels as little as possible. For a manual transmission,
shift slowly between either FIRST (1) or SECOND (2}
and REVERSE (R), allowing the wheels 1o stop

before shifting Inte gear. Release the accelerator pedal
while you shift, and press lightly on the accelerator
pedal when the transmission is in gear. By slowly
spinning your wheels in the forward and reverse
directions, you will cause a rocking motion that may free
your vehicle. If that doesn't gel you oul after a few

tries, you may need 1o be towed out. If you do need to
be towed out, see “Towing Your Vehicle” following
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Towing

Towing Your Vehicle

Consull your dealer or a professional lowing service If
you need to have your disabled vehicle lowed, See
Roadside Assistance Program on page 7-5

Recreational Vehicle Towing

Recreational vehicle towing means towing your vehicle
behind another vehicle — such as behind a motorhome
The two most comman types of recreational vehicle
towing are known as “dinghy towing™ (lowing your
vehicle with all four wheels on the ground) and "dolly
towing” (towing your vehicle with two wheels on

the ground and two wheels up on a device known as
a “dolly™).

Your vehicle was not designed o be towed with any of
s wheels on the ground. I your vehicle must be
IOWed, S8e | OWINg YOUur VEricH Sailier in uis Seoion

Loading Your Vehicle

| E TIRE-LOADING INFORMATION

DCCUPANTS VEHICLE CAP!
FBT. CTR. AR TOTAL
|| | |
MAX LOADIMG 5 GYWH SAME AS
20001
MOCEL:
TIRE

! ] |
0T, ADD ZErPAMPED
£ 5 MANLIAL FOR MORE INFORMATION

Two labels on your vehicle show how much weight i
may properly carry, The Tire-Loading Informatian

label found on the rear edge of the driver's door tells
you the proper size, speed rating and recommended
inflation pressures for the tires on your vehicle. It also
gives you important information about the number

ol people that can be in your vehicle and the total weight
that you can carry. This weight is called the vehicle
capacity weight and includes the weight of all accupants,
cargo and all nonfactory-installed options.
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— And, if you do have a heavy load, you should spread it
E MED BY GENERAL MOTORS CORP \W out. Don't carry more than 100 Ibs. {45 kg) in your

DATE GVWR GAl.l.rH FAT fear area
I

GVWR, or either the maximum front or rear
GAWR. If you do, parts on your vehicle can
break, and it can change the way your vehicle
handles. These could cause you to lose
control and crash. Also, overloading can
shorten the life of your vehicle.

THIS VEHICLE CONFORMS TO . TOR :
VENGEE SHFETY Mﬂ% ANDARDS IN A CAUTION:
ON THE ABOVE.
E% Do not load your vehicle any heavier than the

s

The other label is the Cerification labeal, found on the

rear edge of the driver's door. It tells you the gross

weight capacity of your vehicle, called the Gross Vehicle Notice: Your warranty does not cover parts or
Waight Rating (GVWR). The GVWR includes the components that fail because of overloading.
weight of the vehicle, all occupants, fuel and cargo.

Never exceed the GVWR for your vehicle, or the Gross

Axle Weight Rating (GAWR) for either the front or

rear axle.

4-34

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

If you put things inside your vehicle — like sullcases, Tuwing a Trailer
lools, packages or anything else — they will go as fast as

the vehicle goes. If you have to stop or tum quickly, Your Corvette is neither designed nor intended 10 tow a
or if there is a crash, they'll keep going. frailer.

2\ CAUTION:

Things you pul inside your vehicle can strike
and injure people in a sudden stop or turn, or
in a crash.

® Put things in the rear area of your vehicle.
Try to spread the weight evenly.

* Never stack heavier things, like suitcases,
inside the vehicle so that some of them
are above the tops of the seats.

#* Don't leave an unsecured child restraint in
your vehicle.

* When you carry something inside the
wehicle sprure it whenever vou can.
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Service We hope you'll want to keep your GM vehicle all GM.

Genuine GM paris have one of these marks:
Your dealer knows yvour vehicle best and wants you o

be happy with it. We hope you'll go to your dealer
for all your service needs. You'll get genuine GM parts ﬂfm
and GM-trained and supported service people

m Parts

= e ——

Goodwrench
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Doing Your Own Service Work

If you want 1o do some of your own service work, you'll & CAUTIDN'

want to use the proper service manual. It tells you

misch more about how to service your vehicla than this You can be injured and your vehicle could be
manual can. To order the proper service manual, damaged if you try to do service work on a
see Service Publications Ordering Information on vehicle without knowing enough about it.
page 7-10. ® Be sure you have sufficient knowledge,

experience, the proper replacement parts
and tools before you attempt any vehicle
maintenance task.

Your vehicle may have an air bag system. If it
does, see Servicing Your Air Bag-Equipped Vehicle

on page 1-47 before attempting to do your own * Ba sure fo use the proper nuts, bolts and
service wark, " " i "
other fasteners. “English” and “metric
You should keep a record with all parts receipts and list fasteners can be easily confused. If you
the mileage and the date of any service work you use the wrong fasteners, parls can later
perform. See Part E: Maintenance Record on page 6-15. break or fall off. You could be hurt.

Adding Equipment to the Outside
of Your Vehicle

Things you might add to the outside of your vehicle can
affect the airflow around it. This may cause wind

noise and affect windshield washer performance. Check
with your dealer before adding equipment to the
outside of your vehicle,

5-4
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Fuel

Use of the recommended fuel is an important part of the
proper maintenance of your vehicle.

Gasoline Octane

Use premium unleaded gasoline with a posted octane of
91 or higher for best performance. You may also use
middle grade or regular unleaded gasoline rated at

87 octana or higher, but your vehicle's acceleration may
be slightly reduced. If the octane is less than 87, you
may gel a heavy knocking noise when you drive, |f this
occurs, use a gasoling rated at 87 octane or higher

as soon as possible, Otherwise, you might damage

your engine.

Gasoline Specifications

It is recommended that gasoline meel specifications
which were developed by the American Automabile
Manufacturers Association and endorsed by the
Canadian Vehicle Manufacturers Association for better
vehicle performance and engine protection. Gasoline
meeting these specifications could provide improved
drveability and emission control system performance
compared to other gasoling.

In Canada, lock far the
“Auto Makers' Choice”
label on the pump.

Canada Only
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California Fuel

If your vehicle is cerified to meet Calilornia Emission
Standards (see the underhood emission contral label), it
is designed to operate on fuels that meet California
specifications. If this fuel is not available in states
adopting California emissions standards, your vehicle
will operale satisfactorily on fuels meeting federal
specifications, but emission control system performance
may be affected. The malfunclion indicator lamp may
tumn on (see Malfunction Indicator Lamp on page 3-38 )
and your vehicle may fail a smog-check test. If this
occurs, relurn to your authorized GM dealer for
diagnosis. If it is determined that the condition is caused
by the type of fuel used. repairs may not be covered

by your warranty.

Additives

To provide cleaner air, all gasolines in the United Stales
are now raquired to contain additives that will help
prevent engine and fuel system deposits from forming,
allowing your amission control system to work
properly. You should not have to add anything to your
tuel, Gasolines containing oxygenates, such as

ethers and ethanol, and reformulated gasolines may be
available in your area to contribute to clean air,
General Motors recommends that you use these
gasolines, particularly if they comply with the
specifications described eardier,

Notice: Your vehicle was not designed for fuel that
contains methanol. Don't use fuel containing
methanol. It can corrode metal parts in your fuel
system and also damage the plastic and rubber
parts. That damage wouldn't be covered under your
warranty.

Some gasolines that are not reformulated for low
emissions may confain an octane-enhancing additive
called methylcyclopentadienyl manganese tricarbonyl
(MMT); ask the attendant where you buy gasoline
whether the fuel containg MMT. General Motors does
not recommeand the use of such gasolines. Fuels
containing MMT can reduce the life of spark plugs and
the parformance of the emission control system may
be affected. The malfunction indicator lamp may turn on,
If this occurs, return to your authorized GM dealer for
sarvice,

Fuels in Foreign Countries

If you plan on drving in another country outside the
United States or Canada, the proper fuel may be hard
to find. Never use leaded gasoline or any other fuel
not recommended in the previous text on fuel. Costiy
repairs caused by use of improper fuel wouldn't be
covered by your warranty.

To check the Tuel availability, ask an aulo club, or
contact a major oil company that does business in the
country where you'll be drving.

5-6
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Filling Your Tank

/N CAUTION:

Fuel vapar is highly flammable. It burns
violently, and that can cause very bad injuries.
Don't smoke if you're near fuel or refueling
your vehicle, Keep sparks, flames and smoking
materials away from fuel.

The fuel filler door is located on the driver's side of the

vehicle. The tuel cap is attached by a tether for your
convenence.
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the center console
storage compartment.

The fuel filler door release
button is located inside of

If your fuel filler door release won't operate, there is a
manual release tab. The tab Is located against the upper
trim on the driver's side in the rear compartment. Pull
the tab to manually release the fuel filler door

While refueling, rest the tether across the tab on the
fuel filler door to prevent damage to your vehicle’s finish.

To remove the fuel cap, turn it slowly to the left
{counterclockwise). The fuel cap has a spring in it; if
you let go of the cap too soon, it will spring back to
the right.

58
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A\ CAUTION:

If you get fuel on yourself and then something
ignites it, you could be badly burned. Fuel can
spray out on you if you open the fuel cap too
quickly. This spray can happen if your tank is
nearly full, and is more likely in hot weather.
Open the fuel cap slowly and wait for any
“hiss” noise to stop. Then unscrew the cap all
the way.

Be careful not to spill fuel, Clean fuel fram painted
surfaces as soon as possible. See Cleaning the Oulside
of Your Vehicle on page 5-78.

When you put the fuel cap back on, turn it to the nght
(clockwise) until you hear a clicking sound. Make

sure you fully install the cap. The diagnostic system can
determine if the fuel cap has been left off or improperly
installed.

This would allow fuel to evaporate into the atmosphere.
See Malfunction Indicator Lamp on page 3-38.

Notice: If you need a new fuel cap, be sure to get
the right type. Your dealer can get one for you.
If you get the wrong type, it may not fit properly.

This may cause your malfunction indicator lamp
to light and may damage your fuel tank and
emissions system. See “Malfunction Indicator
Lamp” in the Index.

Filling a Portable Fuel Container

/N CAUTION:

Never fill a portable fuel container while it is in
vour vehicle. Static electricity discharge from
the container can ignite the gasoline vapor.
You can be badly burned and your vehicle
damaged if this occurs. To help avoid injury to
you and others:

* Dispense gasoline only into approved
containers.

* Do not fill a container while it is inside a
vehicle, in a vehicle's trunk, pickup bed or
on any surface other than the ground.

®= Bring the fill nozzle in contact with the
inside of the fill opening before operating
the nozzle. Contact should be maintained
until the filling is complete.

* Don't smoke while pumping gasoline.
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Checking Things Under
the Hood

A\ CAUTION:

/N CAUTION:

An electric fan under the hood can start up
and injure you even when the engine is not
running. Keep hands, clothing and tools away
from any underhood electric fan.

Things that burn can get on hot engine parts
and start a fire. These include liquids like fuel,
oil, coolant, brake fluid, windshield washer and
other fluids, and plastic or rubber. You or
others could be burned. Be careful not to drop
or spill things that will burn onto a hot engine.

5-10
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Hood Release

Notice: In order to avoid possible contact of the
hood to the headlamp doors, either lake care

in raising the hood with the headlamps up, or turn
off the headlamps prior to opening the hood.

To open the hood. do the following:

1. Pull the handie
located inside the
vehicle below
the instrument panegl
on the drver's side.

2. Go 1o the side of the vehicle and pull up on the rear
edge of the hood, near the windshield.

Before closing the hood, be sure all the filler caps
are on properly. Then, just pull the hood down
and close it firmiy.

511
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gine Compartment Overview

n you open the hood, you'll see the following;
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Power Steering Fluid Reservair
Brake Fluid Heservair

Clutch Master Cylinder Reservoir
I. Windshield Washer Fluid Reservair

The engine oil dipstick
handle is a yellow ring
located near the coolant
surge tank. See Engine
Comparment Overview on
page 5-12 tor more
inforrmation on location.

A. Coolant Surge Tank and Pressure Cap Checking Engine Qil
B. Batter . ,
. E'lﬁﬂrhf ; o it's a good idea to check your engine oil level every
- "EI'!”E ':"_ Dipstic time you get fuel. In order to get an accurate reading.
D. Engine Oil Fill Cap the oil must be warm and the vehicle must be on
E. Engine Air Cleaner/Filler level ground.
=
G.
H,

Engine Qil

Il the LOW OIL LEVEL message on the Driver
Information Center comes on, it means you need o
check your engine oil level right away. For more
information, see Driver Information Center (DIC) on
page 3-44.,

You should check your engine oll level regularly; this Is

an added reminder Turn aff the engine and alve the oil a few minutes to
drain back into the oil pan. If you don’l, the oil dipstick
might not show the actual level.

Pull out the dipstick and clean it with a paper fowel or a
cloth, then push it back in all the way. Remove it
again, keeping the tip down,

513
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The engine oil fill cap is
located in the engine
compartment on top of the
valve cover on the
passengers side of the
vehicle. See Engine
Compartment Overview on
page 5-12 lor more
information on location

When to Add Engine Oil

If the oil Is at or below the cross-hatched area at the tip
of the dipstick, you'll need to add at least one quart

of cil. But you must use the right kind. This parl explains
what kind of oil to use. For engine cil crankcase
capacily. see Capacities and Specifications on

page 5-849.

See "Racing or Other Competitive Driving” under
Starfing Your Engine on page 2-21 for additional
information on engine oil,

Notice: Don't add too much oil. If your engine has
so much oil that the il level gets above the
upper mark that shows the proper operating range,
your engine could be damaged.

Be sure Lo fill it encugh to put the level somewheare in
the proper operating range. Push the dipstick all the way
back in when you're through,

What Kind of Engine Oil to Use

Look for two things:
* GM4T18M

Your vehicle's engine requires a special oil meeting
GM Standard GM4718M. Oils meeting this
standard may be identified as synthetic. However,
not all synthefic oils will meet this GM standard.
You should look for and use only an ofl that mests
GM Standard GM4718M.

Notice: If you use oils that don't have the GM4718M
Standard designation, you can cause engine
damage not covered by your warranty.

5-14
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RECOMMENDED SAE VISCOSITY GRADE ENGINE DILS

LOOK
HOT FOR THIS
WEATHER SYMBOL
£ [] &)
= N0 JE
o Q0B 1T
¢+ i 14
I 10— —— ———
SAE J0N-30
ACCEFTABLE
IF 44-30 15 NOT
| sagswgp  AVAILABLE
| ‘& ! AECOMMENDED
coLD
WEATHER

DO MOT LISE SAE 10W-30, SAE H0W.-53 OR ANY OTHER
VISCOSITY GRADE OIL MOT AECOMMENDED

s SAE 5W-30

Az shown In the viscosity chart, SAE 5W-30 is besl
for your vehicle. However, you can use SAE
10-W30 if it's going to be 0°F (-18°C) or above

Thesa numbears on an oil conlainer show (s
viscosity, or thickness. Do not use other viscosity
cils such as SAE 20W-50

Qilz meeting these
requirements should also
have the starburst
symbal on the container.
This symbol indicates
that the il has been
cerified by the American
Petrolaum Institute (AP1)

You ahould look for thig on tho ¢l contilner, and uee
only those oils that are identified as meeting GM
Standard 4718M and have the starburst symbol on the

front of the ol container.

Your vehicle's engine is filled at the factory with a
Mobil 17 synthetic oil, which meels all requirements for
your vehicle.
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Substitute Engine Oil: When adding oil to maintain
engine oil level, oll meeting GM Standard GM4718M
may not be available. You can add substitute ol
designated SAE 5W-30 with the starburst symbal at all
temperatures. If temperatures are above O°F (-18°C),
you may substitute SAE 10W-30 with the starburst
symbol. Subsfitute oil not meeting GM Standard
GM4718M should not be used for an ofl change.

Engine Oil Additives

Don't add anything to your cil. The recommended oils
with the starburst symbol are all you will need for
good performance and engine protection,

When to Change Engine Oil
(GM 0il Life System™)

Your vehicle has a computer that lets you know when to
change your engine oil and filter. This is based on
engine revolutions and engine temperature, and not on
mileage. Based on driving conditions, the mileage at
which an oil change will be indicated can vary
considerably. For the oil life system lo work properly,
you must reset the system every time the oil is changed.

When the system has calculated that oil life has been
diminished, it will indicate that an oil change is
necessary. a CHANGE OIL SOON message will come
on. Change your oil as soon as possible within the

next two times you stop for fugel, It is possible that, if you
are driving under the best conditions, the ol life

system may not indicate that an oil change is necessary
for over a year. However, your engine oil and filter
must be changed at leas! once a year and at this time
the system must be reset. It is also important to

check your oil regutarly and keep it at the proper level.

If the system is ever reset accidentally, you must
change your oil at 3,000 miles (5 000 km) since your
last oil change. Remember to reset the oil life system
whenaver the oil is changed.

516
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How to Reset the Change Oil
Soon Message

The GM QI Life System™ calculates when to change
your engine oil and filter based on vehicle use. Anytime
your oll Is changed, reset the system so it can

calculate whan the next oil change is required. If a
situation occurs where you change your oil prior to &
CHANGE OIL SOON message being turned on,

reset the system.

To resel the CHANGE OIL SOON message after an oil
change, do the following:
1. Tum the ignition to ON, with the engine off.

2. Press the TRIP button so the OIL LIFE percentage
is displayed.

3. Press RESET and hold for two seconds. OIL LIFE
REMAIN 100% will appear.

What to Do with Used Oil

Used engine oil containg certain elements that may be
unhealthy for your skin and could even cause cancer.
Don't let used oil stay on your skin for very long. Clean
your skin and nails with soap and water, or a good
hand cleaner. Wash or properly dispose of clothing or
rags containing used engine oll. See the manufacturer's
warnings aboul the use and disposal of oil products.

Used ail can be a threat to the environment. If you
change your own oil, be sure to drain all the oil from the
filter before disposal. Never dispose of oil by putting it

in the trash, pouring it on the ground, into sewers, or into
streams or bodies of water. Instead, recycle it by

taking it lo a place that collects used oil. If you have a
problem properly disposing of your used oil, ask

your dealer, a service station or a local recycling center
fior help.

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

Engine Air Cleaner/Filter

The engine air cleanerfiter is located at the cenler front
of the engine compariment.

See Engine Compartment Overview on page 5-12 for
more information on location.

Reler to Scheduled Maintenance on page 6-4 to
determine when to replace the air filter,

/N CAUTION:

Operating the engine with the air cleaner/filter
off can cause you or others to be burned. The
air cleaner not only cleans the air, it stops
flame if the engine backfires. If it isn’t there
and the engine backfires, you could be burned.
Don't drive with it off, and be careful working
on the engine with the air cleanerfilter off,

Notice: If the air cleaner/filter is off, a backfire can
cause a damaging engine fire. And, dirt can

easily get into your engine, which will damage it.
Always have the air cleaner/filter in place when
you're driving.

5-18
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Engine Air Cleaner/Filter Replacement

To remove the engine air cleanarfilter;

2. Pull the assembly oul.

Replace the filter. See Normal Mainfenance

Replacement Parfs on page 5-94.

1. Pull the clips on each side to release the .
ESSBI:EBE'H = 4. Push the assembly back into place.

cn

Eaotmam tho oline
PR ki el e
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Automatic Transmission Fluid
How to Check

It i= not necessary to check the lransmission fluid level,
A transmission fluid leak is the only reason for fluid
loss. If a leak occurs, take the vehicle to your dealer
senvice department and have it repaired as soon

as possible.

There is a special procedure for checking and changing
the transmission fluid. Because this procedure is
difficult, you should have this done at your dealer service
department. Contact your dealer for additional
intormation or the procedure can be found in the service
manual. To purchase a service manual, see Service
Publications Qrdering Information an page 7-10.

Notice: We recommend yu use only luid labeled
DEXRON™ lll, because fluid with that label is made
especially for your automatic transmission. Damage
caused by fluid other than DEXRON" Ill is not
covered by your new vehicle warranty.

Change both the fiuid and filter every 50,000 miles
(B0 000 km) if the vehicle is mainly driven under one of
these conditions:

& |n heavy city traffic where the outside temperature
regularly reaches 30°F (32°C) or higher.

& In hilly ar mountainous terrain.
% High performance operation.

If you do not use your vehicle under one of these
conditions, change the fluid and filter every
100,000 miles (166 000 km).

See Scheduled Maintenance on page 6-4 for the propear
service Intervals for the transmission fluid and filter,

Manual Transmission Fluid
When to Check

A good time to have it checked is whan the engine oil is
changed, However, the fluid in your manual transmission
doesn’t require changing.

5-20
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How to Check Then, follow these steps:

Because this operation can be difficull, you may choose
to have this done at your dealership service departmeant.

If you do it yoursell, be sure to follow all the instructions
here, or you could get a false reading.

Netice: Too much or too little fluid can damage
your transmission. Too much can mean that some
of the fluid could come out and fall on hot engine
part or exhaust system parts, starting a fire.

Too little fluid could cause the transmission to
overheat. Be sure to gel an accurate reading if you
check your transmission fluid.

Check the fluid level only when your engine is ofi, the
vahicle 1s parked on a level place and the transmission
iz cool enough for you to rest your fingers on the

fransmission casa, 1. Remave the filler plug.

2. Check that the lubricant level is up to the bottom of
the filler plug hole.

L2

If ﬂ-.n +E|||.-I laal e nﬁﬁH |m:'rﬂ|| ar=1 nlnn and hia =ira

it is fully seated. I lhe nuld lavel is Euw add more
fluid as described In the nexl steps.
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How to Add Fluid

Here's how to add fluid. Refer to the Maintenance
Schedule 1o determine what kind of fluid 1o use. See
Part D: Recommended Fiufds and Lubricants on
page 6-13

1. Remaove the filler plug.

2. Add fluid at the filler plug hole. Add only encugh
fluid to bring the fluid level up 1o the bottom of the
filler plug hole,

J. Install the filler plug. Be sure the plug is fully
seated.

4. Tighten the plug to 20 Ib fi (27 Nem ).

Hydraulic Clutch

The hydraulic clutch linkage in your vehicle is
self-adjusting. The master cylinder reservoir is filled with
hydraulic fluid.

It is not necessary to regularly check the fluid unless
you suspecl there is a leak in the system. Adding fluid
won't commect a leak.

A fluid loss In this system could indicate a problem.
Have the system inspected and repaired,

When to Check and What to Use

The clutch master cylinder reservoir is located at the
rear of the engine compartment on the driver's side. See
Engine Compartment Overview on page 5-12 for

more information on location.

Refer to the Maintenance Schedule 1o determine how
often you should check the fluid level in your master
cylinder reservoir and for the proper fluid. Sea

Part B: Owner Checks and Services on page 6-7 and
Part D: Recommended Fiuids and Lubricants on
page 6-13,

=22
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How to Check and Add Fluid Engine Coolant

The cooling system in your vehicle is filled with
DEX-COOL™ engine coolant. This coolant is designed
to remain in your vehicle for 5 years or 150,000 miles
{240 000 km), whichever occurs first, if you add

only DEX-COOL™ extended life coolant.

The following explains your cooling system and how to
add coolant when it is low. If you have a problem

with engine overheating, see Engine Overhealing on
page 5-26.

A 50050 mixture of clean, drnnkable water and
DEX-COOL™ enolant will:

* Give freezing protection down to —34°F {(-37°C)

s Give bolling protection up to 265°F (129°C).
* Protact against rust and corrosion.

Fluid Sh{iL!Id be added i ’rhg fiuid level is below the step * Help keep the proper engine temperature,

on the inside of the reservoir. There are additional :

instructions on the reservoir cap. Put the rubber seal * Let the warning lights and gages work as they
and cap pack on. Sea Engine Comparimernt Cverview Shoud.

on page 5-12 for more information on location.

5-23
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Notice: When adding coolant. it is important that

you use only DEX-COOL"™ (silicate-free) coolant. .
If coolant other than DEX-COOL™ is added to N CAUTION:

the system, premature engine, heater core or

radiator corrosion may result. In addition, the engine Adding only plain water to your cooling
coolant will require change sooner — at 30,000 miles system can be dangerous. Plain water, or
(50,000 km) or 24 months, whichever occurs first. same other liguid such as alcohol, can baoil
Damage caused by the use of cooclant other before the proper coolant mixture will. Your
than DEX-COOL" is not covered by your new vehicle vehicle's coolant warning system is sel for the
warranty. proper coolant mixture. With plain water or the
wrong mixture, your engine could get too hot
What to Use but you wouldn't get the overheat warning.
Use a mixture of one-half clean, drinkable water and Your engine could catch fire and you or others
one-half DEX-COOL™ coolant which won't damage could be burned. Use a 50/50 mixture of clean,
aluminum parts. If you use this coolant mixture, drinkable water and DEX-COOL" coolant.

you don't need 1o add anything else.

Netice: If you use an improper coolant mixture,
your engine could overheat and be badly damaged.
The repair cost wouldn't be covered by your
warranty. Too much water in the mixture can freeze
and crack the engine, radiator, heater core and
other parts.

If you have to add coolant more than four times a year,
hawve vour dealer check your cooling system.

Notice: If you use the proper cooclant, you don't
have to add extra inhibitors or additives which claim
to improve the system. These can be harmful.

5-24
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Checking Coolant

A\ CAUTION:

Turning the surge tank pressure cap when the
engine and radiator are hot can allow steam
and scalding liquids te blow out and burn

you badly. Never turn the surge tank pressure
cap — even a little — when the engine and
radiator are hot.

The vehicle must be on a level surface, When your
engine is cold, the coolant level should be at the FULL
COLD mark. The FULL COLD mark is on the front

of the coolant surge tank. Don't overfill the surge tank.
Too much coolant can result in an overflow when

the fluid is hol,

The coolant surge tank is located in the engine
compartment behind the passenger's side headlamp
See Engine Compartment Overview on page 5-12
lor more informaton on location.
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Adding Coolant

If you need more coolant, add the proper DEX-COOL™
coclant mixiure af the surge lank, but only when the
angine s aool,

A\ CAUTION:

You can be burned if you spill coolant on hot
engine parts. Coolant contains ethylene glycol,
and it will burn if the engine parts are hot
enough. Don't spill coolant on a hot engine.

When replacing the pressure cap, make sure it is
hand-tight.

Coolant Surge Tank Pressure Cap

Notice: Your pressure cap is a pressure-type

cap and must be tightly installed to prevent coolant
loss and possible engine damage from overheating.
See “Capacities and Specifications” for more
infarmation.

See Engine Compariment Overview on page 5-12 for
information en location.

Engine Overheating

You will find an engine coolant temperature gage on the
instrument panel cluster and a COOLANT OVER
TEMP message on the Driver Information Center (DIC).
See Engine Coolant Temperature Gage on page 3-38
and DIC Wamings and Messages on page 3-53.

Overheated Engine Protection
Operating Mode

If an overheated engine condition exists and the
messages COOLANT OVER TEMP and REDUCED
ENGINE POWER are displayed, along with the Check
Engine light, an overheat protection mode which
alternates firing groups of cylinders helps prevent engine
damage. In this mode, you will nolice a loss in power
and engine performance. This operating mode

allows your vehicle to be driven to a safe place in an
emeargency; you may drive up to 50 miles (BO km).

Notice: After driving in the overheated engine
protection operating mode, to avoid engine damage,
allow the engine to cool before attempting any
repair. The engine oil will be severely degraded.
Repair the cause of coclant loss, change the ail

and reset the oil life system. See "Engine Qil"” in

the Index.
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If Steam Is Coming From Your Engine

& CAUTION:

Steam from an overheated engine can burn
you badly, even if you just open the hood. Stay
away from the engine if you see or hear steam
coming from it. Just turn it off and get
everyone away from the vehicle until it cools
down. Wait until there is no sign of steam or
coolant before you open the hood.

If you keep driving when your engine is
overheated, the liquids in it can catch fire. You
or others could be badly burned. Stop your
engine if it overheats, and get out of the
vehicle until the engine is cool.

See “Overheated Engine Protection Operating
Mode” in the Index for information on driving
to a safe place in an emergency.

Notice: If your engine catches fire because you
keep driving with no coolant, your vehicle can be
badly damaged. The costly repairs would not be
covered by your warranty. See “Overheated Engine
Protection Operating Mode” in the Index for
information on driving to a safe place in an
BIMEergency.
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If No Steam Is Coming From
Your Engine

If you get an engine overheat warning but see or hear
no steam, the problem may not be too seripus.

Sometimes the engine can get a little too hot when you:

s Climb a long hill on a hot day,
s Stop after high-speed dnving.
s |dle for long periods in traffic.

It you get the overheal warning with no sign of steam,
try this for & minute or so:

1. In heavy traffic, let the engine idle in NEUTRAL (N)

while stopped. If it is safe to do so, pull off the road,

shift to PARK (P} or NEUTRAL (M) and let the
enging idle.

2. Turn on your heater to full hot at the highest fan
speed and open the window as necessary.

If you no longer have the overheat waming, you can
drive. Just to be safe, drive slower for about 10 minutes.
If the warning doesn’t come back on, you can drive
normally.

If the warning continues and you are not stopped, pull
over, stop, and park your vehicle right away.

It there's still no sign of steam, you can idle the engine
for three minutes while you're parked. If you sfill

have the waming, tum off the engine and ge! everyone
oul of the vehicle until it cools down. Also, see
“Overheated Engine Pratection Operating Mode" listed
previously in this section.

You may decide not to lift the hood but to get service
help right away.
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Cooling System
A\ CAUTION:

When you decide it's safe to lift the hood, here's what
you'll see:

An electric engine cooling fan under the hood
can start up even when the engine is not
running and can injure you. Keep hands,
clothing and tools away from any underhood
electric fan.

It the coolant inside the coolant surge tank is boiling,
don't do anything else until it cools down. The vehicle
should be parked on a level surface.

A FElactric Enoine Cooling Fans

B. Coolant Surge Tank

5-20
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The coolant level should be at or above the FULL
COLD mark. If it isn't. you may have a leak at the
pressure cap or in the radiator hoses, heater hoses,
radiator, water pump or scmewhere else in the cooling
system.

A\ CAUTION:

Heater and radiator hoses, and other engine
parts, can be very hot. Don’t touch them. If you
do, you can be burned.

Don't run the engine if there is a leak. If you
run the engine, it could lose all coolant. That
could cause an engine fire, and you could be
burned. Get any leak fixed before you drive the
vehicle.

If there seems to be no leak, with the engine on, check
to see if the electric engine cocling fans are running,

If the engine is overheating, both fans should be
running. If they aren't, your vehicle needs service.

Notice: Engine damage from running your engine
without coolant isn’t covered by your warranty.
See "Overheated Engine Protection Operating
Mode” in the Index for information on driving to a
safe place in an emergency.
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Notice: When adding coolant, it is important that
you use only DEX-COOL® (silicate-free) coolant.

If coolant other than DEX-COOL is added to

the system, premature engine, heater core or
radiator corrosion may result. In addition, the engine
coolant will require change sooner — at 30,000 miles
(50 000 km) or 24 months, whichever occurs first.
Damage caused by the use of coolant other

than DEX-COOL" is not covered by your new vehicle
warranty.

How to Add Coolant to the Coolant
Surge Tank

It you havent found a problem yet, check 1o see if
coolant Is visible in the surge tank. If coolant is visible
but the coolant level isn't al the FULL COLD mark on the
coolant surge tank, add a 50/50 mixture of clean,
drinkable water and DEX-COOL™ coolant at the coolant
surge tank, but be sure the cooling system, inciuding
the coolant surge tank pressure cap, is cool before you
do it. See Engine Coolant on page 5-23 for mare
informatian.

If no coolant is visible in the surge tank, add coolant as
follows:

A\ CAUTION:

Steam and scalding liquids from a hot cooling
system can blow out and burn you badly, They
are under pressure, and if you turn the coolant
surge tank pressure cap - even a little - they
can come out at high speed. Never turn the
cap when the cocling system, including the
coolant surge tank pressure cap, is hot. Wait
for the cooling system and coolant surge tank
pressure cap to cool if you ever have to turn
the pressure cap.
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CAUTION: (Continued)

Your vehicle's coolant warning system is set
for the proper coolant mixture. With plain
water or the wrong mixture, your engine could
get too hot but you wouldn't get the overheat
warning. Your engine could catch fire and you
or others could be burned. Use a 50/50 mixture
of clean, drinkable water and DEX COOL™
coolant.

Notice: In cold weather, water can freeze and crack
the engine, radiator, heater core and other parts.
LUse the recommended coolant and the proper

ﬁﬁ CAUTION: coolant mixture.

Adding only plain water to your cooling &
CAUTION:

system can be dangerous. Plain water, or
some other liquid such as alcohol, can boil
before the proper coolant mixture will. You can be burned if you spill coolant on hot
CAUTION: (Continued) engifm parts. Gc_m[ant contains ethylene glycol
and it will burn if the engine parts are hot
enough. Don't spill coolant on a hot engine.

o-32
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1. Park the vehicle on a level surface. You can 3. Then fill the coolant surge tank with the proper
remove the coolant surge tank pressure cap mixture, to the FULL COLD mark on the coolant
when the cooling system, including the coolant surge fank
surge tank pressure cap and upper radiator hose,
is no longer hol. Turn the pressure cap slowly
countarclockwse about one-guarter turn and
then stop.

If you hear a hiss, wait for that to stop. A hiss
means there iz still some pressure left

2. Then keep tuming the pressure cap slowly, and
remove it
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4. With the coolant surge tank pressure cap off, start
the engine and let it run until you can feal the upper
radiater hose getting hot. Watch out for the
engine cooling fan(s).

By this time, the coolant level inside the coolant
surge tank may be lower. If the level is lower, add
more of the proper mixture to the coclant surge
tank until the level reaches the FULL COLD mark
on the coolant surge tank.

5-34

5. Then replace the pressure cap. Be sure the
pressure cap Is hand-tight and fully seated.
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Power Steering Fluid How to Check Power Steering Fluid

- Tum the key off, let the engine compartment cool down,
wipe the cap and the top of the reservoir clean, then
unscrew the cap and wipe the dipstick with a clean rag.
Replace the cap and completely lighten it. Then remove
the cap again and look at the fluid level on the dipstick.
The level should be at the FULL COLD mark. If

necessary, add only enough fluid to bring the level
up ta the mark.

* When the engine
compartment is hot, the
leval should be at
the HOT mark.

* When the engine
compartment is cool, the
level should be at the
FULL COLD mark.

When to Check Power Steering Fluid

It i= not necessany to regularly check power steering fluid

unless you suspect there |s a leak in the system or |

you hear an unusual noise. A fluid loss in this system

could indicate a problem. Have the system inspected

and repaired. See Engine Compartment Overview What to Use

on page 5-12 for reservoir location. To determine what kind of fluid to use, see Part D:
Recommended Fluids and Lubricants on page 6-13.
Always use the proper fluld. Failure (o use the proper
fluid can cause leaks and damage hoses and seals.

=35
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Windshield Washer Fluid
What to Use

When you need windshield washer fluid, be sure to read
the manufacturer's instructions before use. If you will be
oparating your vehicle in an area wheare the femperalure
may fall below freezing. use a fluid that has sufficient
protection against freezing. See Engine Compartment
Ovarview an pagea 5-12 for reservoir location,

Adding Washer Fluid

Cpen the cap with the
washer symbal on it. Add
washer fluid until the
tank is full

5-36

MNotice:

* When using concentrated washer fluid, follow

the manufacturer’s instructions for adding water.

Don't mix water with ready-to-use washer fluid.
Water can cause the solution to freeze and
damage your washer fluid tank and other parts of
the washer system. Also, water doesn't clean as
well as washer fluid.

Fill your washer fluid tank only three-quarters full
when it's very cold. This allows for expansion if
freezing occurs, which could damage the tank if
it is completely full,

Don't use engine coolant (antifreeze) in your
windshield washer. t can damage your washer
system and painl.
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Brakes
Brake Fluid

Your brake master cylinder reservoir is on the driver's
side of the engine compartment. Il is filled with

LUT-3 Drake fiug, See Enging Lomparment Cverview
on page 5-1=.

There are only two reasons why the brake fluid level in
the reservoir might go down. The first is that the

brake fluid goes down fo an acceptable level during
normal brake lining wear. When new linings are put in,
the fluid level goss back up

The other reason is that fluid is leaking out of the brake
system. If it is, you should have your brake system
fixed, since a leak means that sooner or later your
brakes won't work well, or won't work at all.

So, it isn't a good idea to “top off” your brake fluid
Adding brake fluid won't correct a leak. If you add fiuid
when your linings are worn, then you'll have too

much fluid when you get new brake linings. You should
add {or remove) brake fluid, as necessary, only when
work is done on the brake hydraulic system.

A CAUTION:

if you have too much brake fluid, it can spill en
the engine. The fluid will burn if the engine is
hot enough. You or others could be burned,
and your vehicle could be damaged. Add brake
fluid only when work is done on the brake
hvdraulic svstem. See “Checkina Brake Fluid”
in this section.

Refer lo the Maintenance Schedule to determine when
to check your brake fluid. See Part C: Penodic
Maintenance Inspechions on page 6-17.
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Checking Brake Fluid

You can check the brake fluid without taking off the cap.
Just look at the brake fluid reservolr, The fluid level
should be above the MIM mark on the resensir, If it isn't,
have your brake system checked to see if there is

a leak,

After work is done on the brake hydraulic system, make
sure the level is between the MIM and MAX marks.

What to Add

When you do need brake fuid, use only DOT-3 brake
fluid. Refer 1o Part [ Recommended Fluids and
Lubricants on page 6-13. Use new brake fNuid from a
sealed comtainer only.

Always clean the brake fluid reservoir cap and the area
around the cap before removing it, This will halp
keep dirt from entering the reservoir,

A\ CAUTION:

With the wrong kind of fluid in your brake
system, your brakes may not work well, or
they may not even work at all. This could
cause a crash. Always use the proper
brake fluid.

Noitice;

® Using the wrong fluid can badly damage brake
system parts. For example, just a few drops of
mineral-based oil, such as engine oil, in your
brake system can damage brake system
parts so badly that they'll have to be replaced.
Don't let someone put in the wrong kind of fluid.

* |f you spill brake fluid on your vehicle's painted
surfaces, the paint finish can be damaged. Be
careful not to spill brake fluid on your vehicle, If
you do, wash it off immediately. See
“Appearance Care” in the Index.
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Brake Wear

Your vehicle has four-whee! disc brakes.

Disc brake pads have buil-in wear indicators that make
a high-pitched waming sound when the brake pads

are womn and new pads are needed, The sound

may come and go or be heard all the time your vehicle
is moving (except when you are pushing on the

brake pedal firmly).

A CAUTION:

The brake wear warning sound means that
soon your brakes won't work well. That could
lead to an accident. When you hear the brake
wear waming sound, have your vehicle
serviced.

Z06 models are equipped with high performance front
brake linings designed for improved brake perormance
under severe use. They will normally exhibit some

low speed noise and you may notice an increase in the
amount of brake dust.

Notice: Continuing to drive with worn-out brake
pads could result in costly brake repair.

Some driving conditions or climates may cause a brake
squeal when the brakes are first applied or lightly
applied. This does nol mean something is wrong with
wour brakes,

Brake linings should always be replaced as complete
axle sels,

See Brake System Inspection on page 6-12.

Brake Pedal Travel

See your dealer if the brake pedal does not return lo
normal height, or if there Is a rapid increase in
pedal travel. This could be a sign of brake troubls.

Brake Adjustment

As you make brake stops, your disc brakes
automatically adjust for wear.
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Replacing Brake System Parts

The braking system on a vehicle is complex. Its many
parts have to be of top quality and work well logether if
the vehicle is to have really good braking. Your

vehicle was designed and lested with lop-guality GM
brake parts. When you replace parts of your braking
system — for example, when your brake linings

wear down and you need new ones put in - be sure
you get new approved GM replacement parts. If

you don't, your brakes may no longer work properly. For
example, if someone puts in brake linings that are
wrong for your vehicle, the balance between your front
and rear brakes can change — for the worse. The
braking performance you've come to expect can change
in many other ways if somecne puts in the wrong
replacement brake parts.

Battery

Your new vehicle comes with a maintenance free
ACDelco™ battery. When it's time for a new battery, get
one that has the replacement number shown on the
original battery’s label. We recommend an ACDelca™
baltary,

For battery replacement, see your dealer or the service
manual. To purchase a service manual, see Service
and Owner Publications in Service Publications Ordering
Informaiion on page 7-10.

Warning: Battery posts, terminals and related
accessories contain lead and lead compounds,
chemicals known to the State of California to cause
cancer and reproductive harm. Wash hands after
handling.

Vehicle Storage

If you're not going to drive your vehicle for 25 days
or more, reamove the black, negative (-) cable from
the battery. This will help keep your battery from
running dowr.

4\ CAUTION:

Batteries have acid that can burn you and gas
that can explode. You can be badly hurt if you
aren't careful. See “Jump Starting™ next for
tips on working around a battery without
getting hurt.

Contact your dealer to learm how fo prepare your
vehicla for longer storage periods.

Also, for your audio system, see Theft-Daterrent
Feature on page 3-75.

5-40
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Jump Starting

If your battery has run down, you may want to use
another vehicle and some jumper cables to starl your

vehicle, Be sure to follow the steps below to do it safely.

A\ CAUTION:

Batteries can hurt you. They can be dangerous
because:
* They contain acid that can burn you.
® They contain gas that can explode or
ignite.

¢ They contain enough electricity to
burm you.

If you don't follow these steps exactly, some
or all of these things can hurt you.

Notice: lgnoring these steps could result in costly

Naotice: If the other system isn't a 12-volt system
with a negative ground, both vehicles can be
damaged.

2. Get the vehicles close enough so the jumper cables
can reach, but be sure the vehicles aren't touching
each other. If they are, it could cause a ground
connection you don't want. You wouldn't be able to
start your vehicle, and the bad grounding could
damage the electrical systems.

To avoid the possibility of the vehicles roliing, set
the parking brake firmly on both vehicles involved in
the jump start procedure. Put an automatic
transmission in PARK (P) or a manual transmission
in NEUTRAL before setling the parking brakes.

Notice: If you leave your radio on, it could be badly
damaged. The repairs wouldn't be covered by
your warranty.

3. Turmn off the ignition on both vehicles. Unplug
unnecessary accessories plugged into the cigarelle
lighter or in the accessory power cutlet, Tum off
T e R Ty e, Gppany | B W s | Py S SIRSCSLINE | SpRpe e [ @ T Peegewe | |
LV ool ) 154 s rI:-IIIIr,J-\.J LLIEsd SRR ) & i Cnadsiur,. 4 ddkid wY b

avoid sparks and help save both batteries, And it

damage to your vehicle that wouldn't be covered
by your warranty. Trying to start your vehicle

by pushing or pulling it won't work, and it could
damage your vehicle.

1. Check the other vehicle. It must have a 12-vall
battery with a negalive ground system.

could save your radio!
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4. Open the hoods and locate the batteries. Find the
positive (+) and negative (-) terminal locations on
each vehicle. See Engine Comparimen! Overview
o page 5-12 for more information on location.

CAUTION: (Continued)

A\ CAUTION:

An electric fan can start up even when the
engine is not running and can injure you. Keep
hands, clothing and tools away from any
underhood electric fan.

battery has filler caps, be sure the rightamount
of fluid is there. If it is low, add water to {ake
care of that first. If you don't, explosive gas
could be present.

Batiery fluid contains acid that can burn you.
Don't get it on you. If you accidentally get it in
your eyes or on your skin, flush the place with
water and get medical help immediately.

A\ CAUTION:

2\ CAUTION:

Using a match near a battery can cause battery
gas to explode. People have been hurt doing
this, and some have been blinded. Use a
flashlight if you need more light.

Be sure the battery has enough water. You
don't need to add water to the ACDelco™
battery installed in your new vehicle. But if a

CAUTION: (Continued)

Fans or other moving engine parts can injure
you badly. Keep your hands away from moving
parts once the engine is running.
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5. Check that the jumper cables don't have loose or
missing insulation. If they do, you could get a
shock. The vehicles could be damaged, too,

Before you connect the cables, here are some
basic things you should know. Posifive (+) will go to
positive {+) or to a remote positive (+) terminal if
the vehicle has one, Megative (—) will go to a heawvy,
unpaintad metal engine part or to a remole
negalive () terminal if the vehicle has one.

Don't connect pasitive (+) to negative (-) or you'll
get a short that would damage the battery and
maybe other parts, too. And don't connect

the negative () cable to the negalive (-} terminal
on the dead battery because this can cause sparks.

6. Connect the red positive (+) cable to the positive (+)
terminal of the dead battery, Use a remote
positive (+) terminal if the vehicle has one.

5-43
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. Don't let the other end

touch metal, Connect it
to the positive (+)
terminal of the good
battery. Use a ramote
positive {+) terminal

if the wvehicle has one.

. MWow cannect the black

negative (-) cable to
the negative (-}
terminal of the good
battery, Use a remote
negative (~) terminal
if the wehicle haz one.

10.

Don't let the other end touch anything until the next
step. The other end of the negative (-} cable doesn’
go to the dead battery. It goes o a heavy, unpainted
metal engine part or to a remote negative ()
terminal on the vehicle with the dead battery.

Connect the other end of the negative () cable at
least 18 inches (45 cm) away from the dead battery,
but not near engine parts that move. The electrical
connection is just as good there, and the chance

of sparks getting back fo the battery is much less.

Now start the vehicle with the good battery and run
the engine for a while.
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t1. Try to slart the vehicle that had the dead battery. If
it won't start after a few tries, it probably needs
SEvice.

Notice: Damage to your vehicle may result from
electrical shorting if jumper cables are removed
incorrectly. To prevent electrical shorting, take care
that the cables don't touch each other or any

other metal. The repairs wouldn't be covered by
your warranty.

@ 0

Jumper Cable Removal

A. Heavy, Unpainted Metal Engine Part
B. Good Battery
C. Dead Batlery

Tao disconnect the jumper cables from both vehicles, do
the following:

1. Disconnect the black negative (-) cable from the
vehicle that had the dead battery.

2. Disconnect the black negative (-) cable from the
vehicle with the good battery.

3. Disconnect the red positive (+) cable from the
vehicle with the good battery.

4. Disconnect the red positive (+) cable from the other
vehiche.
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Rear Axle
When to Check Lubricant

Refer to the Maintenance Schedule to determineg how
often to check the lubricant. See Fart C: Periodic
Maintenance Inspections on page 6-11.

How to Check Lubricant

To get an accurate reading, the vehicle should be on a
level surface.

If the level is below the bottam of the filler plug hole,
you'll need to add some lubricant. Add enough lubricant
to raise the level to the bottom of the filler plug hole.

What to Use

To add lubricant when the level is low, use

SAE 75W-20 Synthetic Gear Lubricant

(GM Part No. 12378261) or eguivalent meeting

GM Specification 9986115, To completely refill after
draining, add 4 ounces {118 ml} of Limited-Slip
Differential Lubricant Additive (GM Part Mo, 1052358) or
equivalent. Then fill to the bottom of the filler plug

hole with the Synthetic Gear Lubricant.
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Bulb Replacement

For the proper type of replacement bulb, see Bulb
Heplacement an page 5-47.

For any bulb changing procedure not listed in this
section, contact your dealer's service department

Halogen Bulbs

/N CAUTION:

Halogen bulbs have pressurized gas inside
and can burst if you drop or scratch the bulb.
You or others could be injured. Be sure to read
and follow the instructions on the bulb

package.

Headlamps

1. The headlamp doors need to be halfway open.
Tum the headlamps on, then quickly back to the
parking lamps sefting. You may have o do
this a few times to get the half-open position.

You can also open the headlamp doors manually
by tuming the adjuster counterclockwise.

5-47
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2. Remove the screws on each side of the 5. Reach behind the lamp and tum the bulb

headlamp bezel. counterciockwise to remove it. Don't touch the
halogen bulbs. The inner bulb is the high beam and
3. Open the hood. the outer bulb is the low beam.
4. To remove the bezel, pull the sides slightly outward 6. Disconnect the desired bulb from the wiring
and tilt the bezel forward, Pull the clip centered harness

above the lans outward. Be careful not to scratch

. X 7. Reversa the steps listed previously with a new bulb,
the paint on the vehicle.

5-48

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

Taillamps and Turn Signal Lamps

1. Hemove the screws.

2. Pull the taillamp housing assembly out.
A. Back-Up Lamp
B. Inboard Taillamp
C. Outboard Taillamp
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3. To remove the sockel with the bulb, squeeze the 4. Remove the bulb from the socket.
tab while you tum the socket counterclockwise

9. Reverse the steps listed previously with a new bulb,

a-30
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Back-Up Lamps Replacement Bulbs

) i Ib Number
You can access the back-up lamps through the inboard EATABE SAvD el
taillamp opening. See Taillamps and Tum Signal High-Beam Headlamp 9005
Lamps on page 5-48. Low-Beam Headlamp 9006
1. Squeeze the tab on the socket while tuming it Back-Up 2057
s t eitl #
counterclockwise to remove it from the assembly Rear Stop/Tail and Turn Signal 3057
2. Remove the bulb from the sockel. :
For any bulb replacements or procedures not listed
3. Reverse the steps listed previously with a new bulb. hera, please consult your dealer.
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Windshield Wiper Blade
Replacement

Windshield wiper blades should be inspected &t least
lwice a yvear for wear or cracking. See “Wiper Blade
Check” under FPart B: Owner Checks and Senvices on
page 6-7 for more information

Replacement blades come in diferent types and are
removed in different ways. For the proper type and
length, see Normal Maintenance Replacement Parls on
page 5-91.

It's a good idea to clean or replace the wiper blade
assembly every six months.

Notice: Use care when removing or installing a
blade assembly. Accidental bumping can cause the
arm to fall back and strike the windshisld.

- e A, Blade Assembly D. Blade Pivot
T remove the wiper blade assembly, do the following:
s il b B. Arm Assembly E. Hook Slot
1. Open ihe hood to gain access to the windshield C. Locking Tab F. Arm Hook
wipers. ' '
; I 3. Press down on the blade assembly pivot locking
& u‘;tsittl?snwlper arm until it locks into a vertical tab (C). Pull down on the blade assembly (A} to
P - release it from the wiper arm hook (F).

4, Remove the insert from the blade assembly (A). The
insert has two notches at one end that are locked by
the bottom claws of the blade assembly. At the noich
end, pull the insert from the blade assembly.
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3. Put the blade assembly pivot in the wiper arm hook.

To install the new wiper insert:
Pull up until the pivot locking tab locks in the hook

slol.
o) = :
=T 4. Carefully lower the wiper amm and blade assembly
onto the windshigld,
o a Installation guide:

1. Slide the insert (D), noiched end last, into the end
with the two blade claws (A). Slide the insen all the
way through the blade claws at the opposite
end (B). Plastic caps (C) will be lorced off as the

fiseit i3 :u::y iEtaiE, o
-
2. Be sure the nolches are locked by the bottom af)\\__.-—'/ c- \_)/

claws. Make sure that all other claws are properly

|
Ex /

lockad on both sides of the inser slois,
A, Claw in Motch

B. Correct Installation
. Incorract Installation
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Tires

Your new vehicle comes with high-guality tires made by

CAUTION: (Continued)

a leading tire manufacturer. If you ever have questions
about your tire warranty and where to obtain service,
see your Chevrolet Warranty booklet for details.

* QOverinflated tires are more likely to be
cut, punctured or broken by a sudden
impact — such as when you hit a pothole.

Keep tires al the recommended pressure.
/N CAUTION: s Worn, old tires can cause accidents. If
your tread is badly worn, or if your tires
: have been damaged, replace them.
Poorly maintained and improperly used tires
are dangerous.
» Overloading your tires can cause s :
overheating as a result of too much Extended Mﬂblllt?‘ Tires
friction. You could have an air-out and a (Except Z06)
serious accident. See “Loading Your
Vehicle” in the Index. Your vehicle, when new, had Goodyear Exlended
& Underinfiated tires pose the same danger Mubiiit_y Tires (EMT). There's no spare tire, no tire
as overloaded tires. The resulting accident changing equipment and no place to store a tire in the
could cause serious injury. Check all tires vehicle. Extended Mobility Tires perform so well
frequently to maintain the recommended without any air thal a Tire Pressure Monitor (TPM) is
pressure. Tire pressure should be checked used to alert you if a tire has lost pressure.
when your tires are cold. If a tire goes flat, you won't need to stop on the side of
: the road to change the tire. You can just keep on driving
CALTIEN: ATortinged) The shorter the distance you drive and the slower the

speed, the greater the chance that the tire will not have to
be replaced. If you drive on a deflated EMT for 50 miles
(80 km) or less and al speeds of 55 mph (90 km/h) or
less, there is a good chance that the tire can be repaired.
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The tire can operate effectively with no air pressure for up
to 200 miles (320 km) at speeds up to 55 mph (20 km/h),
but the tire would then have to be replaced, When a tire is
fillad with air, it provides a cushion between the road and
the wheel. Because you won't have this cushion when
driving on a deflated tire, try to avoid potholes that could
damage your wheel and require replacement of it.

Some road hazards can damage a fire beyond repair.
This damage could occur even before you've driven

on the fire in a deflated condition, When a lire has been
damaged, or if you've driven any distance an a

deflated EMT, check with an authorized Goodyear EMT
Service Center to determine whether the lire can be
repaired or should be replaced. To maintain your
vehicle's extended mobility feature, all replacement tires
must be Extended Mobility Tires. As soon as possible,
contact the nearest authorized GM or Goodyear

EMT senvicing facility for inspection and repair or
replacement. To locate the nearest GM or Goodyear
EMT servicing facllity, call Roadside Assistance

For phona numbears and Boadeide Accicianca dalaile
see Roadside Assistance Program on page 7-5.

You may also contact Goodyear, for the nearest
authorized EMT servicing facility, by calling
1-B00-789-9878.

/N CAUTION:

Extended mobility tires are constructed
differently than other tires and could explode
during improper service. You or others could
be injured or killed if you attempt to repair,
replace, dismount, or mount an extended
maobility tire. Let only an authorized Goodyear
EMT Service Center repair, replace, dismount
and mount extended mobility tires.

The valve stems on your extended mobllity tires have
sensors that are part of the Tire Pressure Monitor
(TPM). See Tire Pressure Menitor System (Except Z06)
on page 5-57. These sensors contain batteries which
are designed to last for 10 years under normal

driving conditions, See your dealer if you ever need to
have a wheel replaced, or if the sensars ever need
replacement.

Notice: Using liquid sealants can damage the tire
valves and tire pressure monitor sensors in your
extended mobility tires. This damage would not be
covered by warranty. Don't use liquid sealants

in your extended mobility tires.
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If you feel that winter fires are needed for your driving
conditions, Goodyear Eagle M+S EMT tires are available
in your original equipment sizes from an authorized
Goodyear EMT retailer. These tires will improve snow
traction while maintaining your vehlcle's extended
mobility feature. When using winter tires on your vehicle,
be sure to use them on all four wheels, See Buying
New Tires on page 5-58,

Inflation -- Tire Pressure

The Tire-Loading Information label, which is on the rear
edge of the driver's door, shows the correct intlation
pressures for your tires when they're cold. “Cold™ means
your vehicle has been sitting for &l least three hours

or driven no more than 1 mile (1.6 km).

Notice: Don't let anyone tell you that underinflation
or overinflation is all right. It's not. If your tires
don’t have enough air (underinflation), you can get
the following:

¢ Too much flexing
Too much heat
Tire overloading
Bad wear

Bad handling

Bad fuel economy

It your tires have too much air {overinflation), you
can get the following:

® Unusual wear

¢ Bad handling

® Rough ride

® Needless damage from road hazards

When to Check

Check your tires onca a month or more,

How to Check

Use a good guality pocket-type gage to check tire
pressure. You can't tell if your fires are properly inflated
simply by looking at them, Radial lires may look
properly inflated even when they're underinflated.

Be sure fo put the valve caps back on the valve stems.
They help prevent leaks by keeping out dirt and moisture.

If your vehicle is eguipped with the Tire Pressure
Monitor, you can check tire inflation pressures while
driving. After you've reached a speed of 15 mph

{24 kmh) or more, press and release the GAGES button
on the Driver Information Center (DIC) until the front
lire pressures are displayed. Then, press and release
the GAGES button for the rear lire pressures.
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If the display doesn't show tire pressure, or if the
SERVICE TIRE MON 5YS message appears see your
dealer for service. For more information, see Tire
Pressure Monitor Syslem (Except Z06) on page 5-57
and Driver Information Center {DIC) an page 3-44.

Tire Pressure Monitor System
(Except Z06)

The Tire Pressure Monltor (TPM) has a sensor on each
road wheel thal transmits to a receiver on the
instrumeant panel.

The system operates on a radio frequency subject to
Federal Communications Commission (FCC) Rules and
with Industry and Science Canada.

This device complies with Part 15 of the FCC Rules.
Operation is subject to the following two conditions:

(1) this device may not cause harmful interference, and
(2) this device must accept any interference received,
Including Interference that may cause undesired
operdiion,

This device complies with RS5-210 of Industry and
Science Canada. Operation is subject to the following
Iwo conditions: (1) this device may not cause
interference, and (2) this device must accept any
imterference received, including interference that may
cause undesired operation of the device,

Changes or modifications to this system by other than
an authorized service facility could void authorization to
use this equipment,

If a tire's Inflation pressure Is between 5 psi (35 kPa)
and 25 psi (170 kPa), you will see a message on

the Driver Information Center. This message will show
which tire is underinflated and two chimes will sound. An
example would be LOW TIRE PRESSURE-LR. This
would mean that the inflation pressure in your left rear
tire is between 5 psi (35 kPa) and 25 psi (170 kPa).

If the inflation pressure in the tire drops below

5 psi (35 kPa), the message would read FLAT TIRE-LR
and four chimes will sound. See Driver Information
Center (DIC) on pags 3-44

Tha TPM will alen alart wvou if A tire's pressure is higher
than 42 psi (290 kPa). The message will show which
tire is overinflated and two chimes will sound, An
example would be HIGH PRESSURE-LR. This would
mean that the inflation pressura in your left rear tire

is higher than 42 psi (290 kPa). See Dyiver Informalion
Center (NC) on page 3-44.
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It a tire pressura message appears on the Driver
Infarmation Center, stop as soon as you can. Have the
tire pressures checked and set to those shown on

your Tire-Loading Information label. See Inflafion - Tire
Pressure on page 5-56.

A CAUTION:

When the LOW TIRE PRESSURE or FLAT TIRE
message is displayed on the Driver Information
Center, your vehicle’s handling capabilities will
be reduced during severe maneuvers. If you
drive too fast, you could lose control of your
vehicle. You or others could be injured. Don't
drive over 55 mph (90 km/h) when the LOW
TIRE PRESSURE or FLAT TIRE message is
displayed. Drive cautiously, and check your
tire pressures as soon as you can.

Tire Rotation

The tires on your vehicle are different sizes front to rear.
Due to this, your tires should not be rotated. Each tire
and wheel should be used only in the position it is in.

When It's Time for New Tires

One way o tell when it's
fime for new fires is to
check the treadwear
indicators, which will
appear when your tires
have anly 1/16 inch

(1.6 mm) or less of tread
remaining.

You need a new tire if any of the following statements
are true:

You can see the indicators at three or more places
around the tire.

You can see cord or fabric showing through the
tire's rubber.

The tread or sidewall is cracked, cul or snagged
desp enough to show cord or fabric.

® The tire has a bump, bulge or split.
® The tire has a puncture, cul or other damage that

can't be repaired well because of the size or
logation of the damage.
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Buying New Tires

To find oul what kind and size of tires vou need, look al
the Tire-Loading Information label.

The tires installed on your vehicle when it was new had

g Tire Performance Criteria Specification (TPC Spec)
number on each tire's sidewall. When you get new tires,

CAUTION: (Continued)

the vehicle may not handle properly, and you
could have a crash. Using tires of different
sizes (other than those originally installed on

get ones with that same TPC Spec number. That way your vehicle) may also cause damage to your
your vehicle will continue to have tires that are designed vehicle. Be sure to use the correct size and
to give proper endurance, handling, speed rating, type tires on all four wheels.

traction, ride and other things during normal service on
your vehicle. If your tires have an all-season tread

design, the TPC number will be followed by an "MS” (for |t your vehicle is equipped with Extended Mobility Tires
mud and snow). and you feel that winter tires are needed, see
If you ever replace your tires with those not having a Extended Mobility Tires (Except £Z06) on page 5-54,
TPC Spec number, make sure they are the same size,
load range, speed rating and construction type (bias,
bias-belted or radial) as your original tires. N CAUTION:

‘.ﬂl CAUTION: if you use bias-ply tires on your vehicle, the

wheaal rim flanoes could develon cracks after
many miles of driving. A tire and/or wheel
could fail suddenly, causing a crash. Use only
radial-ply tires with the wheels on your vehicle.

Mixing tires could cause you to lose control
while driving. If you mix tires of different sizes
{other than those originally installed on your
vehicle) or types (radial and bias-belted tires),

CAUTION: (Continued)
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Uniform Tire Quality Grading

Quality grades can be found where applicable on the
tire sidewall between tread shoulder and maximum
section width, For example:

Treadwear 200 Traction AA Temperature A

The following informalion relates 1o the syslem
developad by the United States National Highway
Traffic Safety Administration, which grades tires by
treadwear, traction and temperature performance. (This
applies only to vehicles sold in the United States.)
The grades are molded on the sidewalls of most
passenger car tires. The Uniform Tire Quality Grading
system does not apply to deep tread, winter-type
snow fires, space-saver or lempaorary Use spare lires,
lires with nominal nm diameters of 10 to 12 inches
125 to 30 cm), or o some Imited-production lires.

While the tires available on General Motors passenger
cars and light trucks may vary with respect lo these
grades, they must also conform to federal safety
requirements and additional General Motors Tire
Performance Criteria (TPC) standards.

Treadwear

The treadwear grade is a comparative rating based on
the wear rate of the tire when tested under controlled
conditions on a specified govemment test course.

For example, a tire graded 150 would wear one and

a half {1.5) times as well on the government course as
a tire graded 100. The relative performance of lires
depends upon the actual conditions of their use,
however, and may depart significantly from the norm
due to variations in driving habits, service practices and
differances in road characteristics and climate.

Traction - AA, A, B, C

The traction grades, from highest io lowest, are AA, A,
B, and C. Those grades represent the tire's ability

to stop on wet pavement as measured under controlled
conditions on specified government test surfaces of
asphalt and concrete. A tire marked C may have poor
traction performance. Waming: The traction grade
assigned to this tire is based on straight-ahead braking
traction tests, and does not include acceleration,
comering, hydroplaning, or peak traction charactenstics.
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Temperature — A, B, C

The temperature grades are A (the highest), B, and C,
representing the fire's resistance to the generation

of heat and its ability to dissipate heat when tested
under controlled conditions on a specified indoor
laboratory test wheel, Sustained high temperature can
cause the material of the tire to degenerate and
reduce tire life, and excessive temperature can lead to
sudden tire failure. The grade C corresponds to a
level of performance which all passenger car tires must
meeat under the Federal Motor Vehicle Safety Standard
No. 109. Grades B and A represent higher levels of
performance on the laboratory test whee| than the
minimum required by law.

Warning: The temperature grade for this tire is
established for a fire that is properly inflated and not
overioaded. Excessive speed, underinflation, or
excessive |loading, either separately or in combination,
can cause heat buildup and possible tire failure.

Wheel Alignment and Tire Balance

The wheels on your vehicle were aligned and balanced
carefully al the factory to give you the longest tire life
and st overall performance.

Scheduled wheel alignment and wheel balancing are
not needed. However, if you nolice unusual tire wear or
your vehicle pulling one way or the other, the alignment
may need to be reset. If you notice your vehicle
vibrating when driving on a smoath road, your wheels
may need to be rebalanced.

Wheel Replacement

Replace any wheel that is benl, cracked, or badly rusted
or corroded, If wheel nuts keep coming loose, the
wheel, wheel bolts and wheel nuts should be replaced.
If the wheel leaks air, replace it (except some

aluminum wheels, which can sometimes be repaired).
See your dealer if any of these conditions exist.

Youur cdealer will knnw the kind ot whaal Wl neei
Each new wheel should have the same |oad-carrying

capacity, diameter, widih, offset and be mounted
the same way as the one it replaces.
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If you need to replace any of your wheels, wheel bolts
or whee! nuts, replace them only with new GM
original equipment parts. This way, you will be sure to
have the right wheel, wheel bolts and wheel nuts

for your vehicle.

A CAUTION:

A\ CAUTION:

Using the wrong replacement wheels, wheel
bolts or wheel nuts on your vehicle can be
dangerous. It could affect the braking and
handling of your vehicle, make your tires lose
air and make you lose control. You could have
a collision in which you or others could be
injured. Always use the correct wheel, wheel
bolts and wheel nuts for replacement.

Rust or dirt on a wheel, or on the parts to
which it is fastened, can make wheel nuts
become loose after a time. The wheel could
come off and cause a crash. When you change
a wheel, remave any rust or dirt from places
where the wheel attaches to the vehicle. In an
emergency, you can use a cloth or a paper
towel to do this; but be sure to use a scraper
or wire brush later, if you need to, to get all the
rust or dirt off.

Notice: The wrong wheel can also cause problems
with bearing life, brake cooling. speedometer or

odometer calibration, headlamp aim, bumper height,

vehicle ground clearance and tire clearance to the
body and chassis.

A\ CAUTION:

Never use oil or grease on studs or the
threads of the wheel nuts. If you do, the whesl
nuts might come loose and the wheel could
fall off, causing a crash.
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A\ CAUTION:

Incorrect wheel nuts or improperly tightened
wheel nuts can cause the wheel to become
loose and even come off. This could lead to a
crash. Be sure to use the correct wheel nuts. If
you have to replace them, be sure fo gel new
GM original equipment wheel nuts.

Notice: Improperly tightened wheel nuts can lead
to brake pulsation and rotor damage. To avoid
expensive brake repairs, evenly tighten the wheel
nuts in the proper sequence and 1o the proper
torque specification.

Magnesium Wheels

Notice: If your vehicle has magnesium wheels,
moisture on or around the mounting surface of the
magnesium wheel will cause corrosion and

damage to the wheel. To help prevent this, a
magnesium wheel has two rubber O-rings. One
goes on the inboard side of the wheel and the other
on the back of the center hubcap. When you put

a magnesium wheel back on, be sure the O-rings are
correctly installed. On the inboard side, work the
O-ring into the groove, When properly installed, this
O-ring fits snugly. The other O-ring goes around
the edge of the center cap.

Used Replacement Wheels

A\ CAUTION:

Putting a used wheel on your vehicle is
dangerous. You can't know how it's been used
or how far it's been driven. It could fail
suddenly and cause a crash. If you have to
replace a wheel, use a new GM original
equipment wheel.
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Tire Chains

Lifting Your Corvette

4\ CAUTION:

/N CAUTION:

Don't use tire chains. There's not enough
clearance. Tire chains used on a vehicle
without the proper amount of clearance can
cause damage to the brakes, suspension or
other vehicle parts. The area damaged by the
tire chains could cause you to lose control of
your vehicle and you or others may be injured
in a crash. Use another type of traction device
only if its manufacturer recommends it for use
on your vehicle and tire size combination and
road conditions. Follow that manufacturer's
instructions. To help avoid damage to your
vehicle, drive slowly, readjust or remove the
device if it's contacting your vehicle, and don't
spin your wheels, If you do find traction
devices that will fit, install them on the

rear tires.

Lifting a vehicle can cause an injury. The
vehicle can slip off the jack and roll over you
or other people. You and they could be badly
injured. Find a level place to lift your vehicle.
To help prevent the vehicle from moving:

1. Set the parking brake firmly.

2. Put an automatic transmission shift
lever in PARK (P}, or shift a manual
transmission to FIRST (1) or
REVERSE (R). Turn off the engine.

3. Turn off the engine.

To be even more certain the vehicle won't
move, you can put blocks in front of and
behind the wheels.
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A\ CAUTION:

Getting under a vehicle when it is jacked up is
dangerous. If the vehicle slips off the jack, you
could be badly injured or killed. Never get
under a vehicle when it is supported only by

a jack.

A\ CAUTION:

Raising your vehicle with the jack improparly
positioned can damage the vehicle and even
make the vehicle fall. To help avoid personal
injury and vehicle damage, be sure to place
the jack in the proper location before raising
the vehicle.

If you ever use a jack to lift your Corvetle, such as to
display it at a show, follow the Instructions that

came with the jack, and be sure to use the correct lifting
points to avoid damaging your vehicle.

Notice: Lifting your vehicle improperly can damage
your vehicle and result in costly repairs not
covered by your warranty. To lift your vehicle
properly, follow the advice in this part.

To help prevent vehicle damage:

* Be sure to place a block or pad between the
jack and the vehicle.

* Make sure the jack you're using spans at least
two crossmember ribs.

* Lift only in the areas shown in the following
pictures.

For additional information, see your dealer and the
Chevrolet Corvette service manual.
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Lifting From the Front

The front lifting paint can be accessed for either the
driver's or passenger's side of the vehicle, behind the
front tires.

1. Locate the lifting point {(B) on either side of your
wehicle to jack the vehicle acoording 1o the
illustration shown.

2. Be sure to place a block or pad between the jack
and the vehicle.

4. Lift the vehicle with the jack, making sure the jack
spans al least two of the crossmember nbs (A).

o-86
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Lifting From the Rear

The rear lifting point can be accessed from the rear of
the vehicle, on either the driver's or passenger's side.

1. Locate the lifting point 1o jack your vehicle according
to the illustration shown,

2. Be sure to place a block or pad between the jack
and the vehicle

4. Lift the vehicle with the jack, making sure the jack
spans at least two of the crossmembear rbs.

For more information, see Doing Your Own Service
Work on page 5-4.
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If a Tire Goes Flat

Your Corvette has no spare tire, no tire changing

A\ CAUTION:

equipment and no place to store a tire.
Special tools and procedures are required to

IU's unusual for a tire to "blow out” while you're driving, service an Extended Mobility Tire (EMT). I
especially if you maintain your tires properly. See these special tools and procedures aren't used
J;riﬁfiliglrfalaiixﬁﬂt E::Di?js out of a tire, it's much you or others could be injured and your

' vehicle could be damaged. Always be sure the
If your vehicle has Extended Mobility Tires (EMT), you proper tools and procedures, as described in
won't need o slop on the side of the road to change the service manual, are used.
a flat tire. EMT tires can operate effectively with no air

pressure. If you drive on a deflated EMT for 50 miles _ _

(B0 km) or less and at speeds of 55 mph (90 km/h) or To order a service manual, see "Service and Owner
less, there is a good chance that the tire can be Publications” in the Index.

repaired. Contact the nearest authorized Chevrolet or

Goodyear EMT servicing facility, as soon as possible, 1o

have the flal tire inspected and repaired or replaced.

For more information, see "Extended Mobility Tires” in

the Index.
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Z06 models do not have Extended Mobility Tires. If a
206 model tire goes flal, avoid further tire and wheel

damage by driving slowly fo a level place and siopping.

Then do this:
1. Turn on the hazard waming flashers.
2. Set the parking brake firmly.

3, Put the shift lever (manual transmission) in
REVERSE (R}.

4, Turn off the engine.
5. Inspect the flat tire.

If the tire has been separated from the wheel or has
damaged sidewalls or large tears that allow rapid
air loss, call a tire repair facility, See “Roadside
Assistance” in the Index.

If the fiat tire is due to a slow leak caused by a nail or
other similar road hazard, the tire inflator kit may

be used lo repair the damaged tire temporarily. The kit
uses a liquid tire sealant to seal small punctures in

the tread area of the tire. The flat tire is then inflated 1o
al least 26 psi (179 kPa) and driven 1o evenly distribute
the tire sealant. The tire pressure is checked after
driving for a maximum of 10 minutes to see if the slow
leak has been stopped. If the tire pressure is 19 psi
(131 kPa) or more, inflate the tire up to the standard
operating pressure as shown on the Tire Pressure Label
found on the rear edge of the driver's door. See

“Tires, Pressure” in the Index,

You should have the damaged tire repaired as soon as
possible. The lire sealant is a temporary repair only.
For more information regarding the tire inflator kit

see “Tire Inflator Kit” following this section.

Notice: If the tire pressure has dropped below

19 psi (131 kPa), the vehicle should not be driven
further. Damage to the tire may be severe and

the sealant will not be effective. Contact Roadside
Assistance, See “Roadside Assistance” in the Index.
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Tire Inflator Kit (Z06 Only)

Every Z06 model with P205/35ZR18 and P265/40ZR17
tires, when new, was equipped with a tire inflator kit.
The repair kit contalins a detalled instruction card

that outlines step by step the temporary repair
procedure. Be sure o read and follow all the tire inflator
kit instructions. The kit also includes:

5-70

Air Comprassor
Tire Sealant
Sealant Filling Hose
Air Compessor
Accessory Plug

Air Compressor
Inflator Hose

F. Air Pressure Gage
G. Sealant Filling
Hose Plug
H. Valve Core Remover
I. Spare Valve Core
J. 55-mph Label
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Tire Sealant

The kit contains a liquid sealant that when injected into
a flat tire, may lemporarily repair nall holes or cuts

in the tread area of the tire. The tire sealant cannot
repair fire damage caused while driving on a flat tire or
a tire that has had a “blow out” or a tire that has
punctures n the sidewall areas. The tire sealant solution
is a one-time use application for one tire only, Check
the lire sealanl expiration date, the sealant may nol be
as effective beyond the expiration date. The tire

sealant can be peeled off easily afler drying.

Natice: Do not use a tire sealant if your vehicle is
equipped with Extended Mobility Tires or tire
pressure monitors. The tire sealant can damage tire
pressure monitor sensors. See "Extended Mobility
Tires” in the Index.

Air Compressor

The air compressor included in the fire inflator kit, was
designed exclusively for the Z06 Model equipped

with P295/35ZR18 and P265/40ZR17 tires. After the
sealant has been injected into the flat tire, use the

alr compressor 1o inflate the tire to at least 28 psi

{179 kPa). Instructions for connecting and using the air
compressor are located on the air compressor.

C. ON/OFF Switch
D. Air Compressor Plug

A, Inflating Hose
B. Air Pressure Gage

Notice: The car engine must be running to avoid
draining the battery while running the air
CoOmpressor.

Foliow the proper steps to be sure your vehicle won't
move. See Parking Your Vehicle (Manual Transmission)
an page Z-34
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A\ CAUTION:

A\ CAUTION:

It can be dangerous to get out of your vehicle
with the engine running, if the shift lever is not
in NEUTRAL (N) with the parking brake firmly
sel (manual transmission). Your vehicle can
roll or move suddenly even when on fairly
level ground. To be sure your vehicle won't
move, always set your parking brake and move
the shitt lever to NEUTRAL (N) when you start
or idle your engine.

A\ CAUTION:

Idling the engine in a closed-in place or with
the climate control system off can cause
deadly carbon monoxide (CO). See “Engine
Exhaust” in the Index.

Inflating something too much can make it
explode, and you or others could be injured.
Be sure to read the inflator instructions, and
inflate the tire to its recommended pressure,
Do not exceed 36 psi (248 kPa).

Notice: Do not allow the air compressor to operate
continuously for more than six minutes to help
prevent damage from overheating.

Notice: If 26 psi (179 kPa) tire pressure cannot be
reached after six minutes the vehicle should not
be driven further. Damage to the lire is severe and
the sealant will not be effective. Remove the air
compressor plug from the accessory power outlet
and unscrew the inflating hose from the tire

valve. See "Roadside Assistance” in the Index,

If 26 psi (178 kPa) fire pressure is reached in six
minutes or less, disconnect the air compressor and
altach the enclosed maximurn speed label to the inside
upper left corner of the windshiald or to the face of

the radio/clock,
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The maximum speed label
reminds you to drive
cautiously and not lo
excead 55 mph (90 km/'h)
until you have the
damaged tire inspected
and repaired,

Place the air compressor pump and accessories into the
inflator kit case and store in the hatch/itrunk
compartment area of your vehicle.

Tire Inflator Kit Storage

The tire inflator kit is stored in the rear hatchirunk area
of your vehicle.

1. Remove the elastic cord (A) from around the
relaining hook (B) and slide the kit ot from

under the elastic band (C) that is secured to the
floor of the hatch/trunk area.

2. Unwrap the elastic cord (A) from around the handle
of the tire inflator kit. Open the tire inflator kit case
by lifting up the two tabs located on either side
of the kit handle.
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To Stow the Tire Inflator Kit:

A\ CAUTION:

1. Loop the elaslic cord (A) around the handle of the
tire inflator kit,

Storing the tire inflator kit or other equipment in
the passenger compartment of the vehicle could
cause injury. In a sudden stop or collision,
loose equipment could strike someone. Store
the tire inflator kit in the proper place.

2. Insert the tire inflator kit under the elastic band (C)
that is secured to the floor of the hatch/trunk area
of your vehicle,

3. Wrap the elastic cord (A) around the retaining
hook (B,
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Appearance Care

Remember, cleaning products can be hazardous. Some
are toxic. Others can burst into flames If you strike a
match or get them on & hot part of the vehicle. Some are
dangarous il you breathe their fumes in a closed

space. When you use anything from a container to clean
your vehicle, be sure to follow the manufaciurer's
wamings and instructions. And always open your doors
or windows when you're cleaning the inside.

Never use these to clean your vehicle:
® Gasoline

® Benzene

* Naphtha

* Carhbon Tetrachloride

* Acelone

® Paint Thinner

* Turpentine

* | aequer Thinner

= plajl Polish Remover

They can all be hazardous — some more than
others —and they can all damage your vehicle, too.

Don't use any of these unless this manual says you
can. In many uses, these will damage your vehicle:

* Alcohol

* Laundry Soap

* Bleach

* Reducing Agents

Cleaning the Inside of Your Vehicle

Use a vacuum cleaner often to get rid of dust and
loose dit. Wipe vinyl, leather, plastic and painted
surfaces with a clean, damp cloth.

Fabric/Carpet

Your dealer has cleaners for the cleaning of fabric and
carpet. They will clean normal spots and stains very well

You can get GM-approved cleaning products from your
dealer. See GM Vehicle Care/Appearance Malerials
on page 5-82.
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Here are some cleaning tips:
* Always read the instructions on the cleaner label.

® (Clean up stains as soon as you can - bafore
they set.

o Carefully scrape off any excess stain.

s Use a clean cloth or sponge, and change to a clean

area often. A soft brush may be used if stains are
stubbornn.

® |f a ring forms on fabric after spot cleaning, clean
the entire area immediately or it will set.

Coated Moldings

These moldings are around the hatch opening in the
rear ared.

& When lightly soiled, wipe with a sponge or soft
lint-free cloth dampened with water,

* When heavily soiled, use warm soapy waler,

Leather

Use a soft cloth with lukewarm water and a mild soap or
saddle soap and wipe dry with a soft cloth, Then, lel
the leather dry naturally. Do not use heat to dry.

® Far stubbom stains, use a leather cleaner. See your
dealer for this product.

® Naver use oils, varnishes, solvent-based or abrasive
cleaners, furniture polish or shoe palish on leather

¢ Soiled or stained leather should be cleaned

immediately. If dirt is allowed to wark into the finish,
it can harm the leathar,

Top of the Instrument Panel

Use only mild soap and waler to clean the 1op surfaces
of the instrument panel. Sprays containing silicones

or waxes may cause annoying reflections in the
windshield and even make it difficult to see through the
windshield under certain conditions,
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Interior Plastic Components

Use only a mild scap and water solution on a soft cloth
or sponge. Commercial cleaners may affect the
surface finish

Security Shade and Convenience Net

Wash with warm water and mild detergent, rinse
with cold water and tumble dry on low, Do not use
chlorine bleach.

Glass Surfaces

Glass should be cleaned often. GM Glass Cleaner or a
liquid household glass cleaner will remove normmal
tobacco smoke and dust films on interior glass. See GM
Vehicle Care/Apgpearance Malerials on page 5-82.

Neotice: Don't use abrasive cleaners on glass,
because they may cause scratches. Avoid placing
decals on the inside rear window, since they

may have to be sl:rapad off later. If abrasive cleaners

L, | A ey TR [ S A . S [ p—"
alc um TR LN AD B RPi AR 4 iedsd WD b LLE 1]

electric defogger element may be damaged. .ﬁ.ny
temporary license should not be attached across the

defogger grid.

Care of Safety Belts

Keep bells clean and dry.

A\ CAUTION:

Do not bleach or dye safety belts. If you do, it
may severely weaken them. In a crash, they
might not be able to provide adequate
protection. Clean safety belts only with mild
soap and lukewarm water.

Weatherstrips

Sllicone grease on weatherstrips will make them last
longer, seal better, and not stick or squeak. Apply
silicone grease with a clean cloth at least every six
months. During very cold, damp weather more frequﬁnl
Eppucauun mady e quUIIHU ::Hdt' Farl O Asvwimpnued
Fluids and Lubricants on page 6-13.
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Cleaning the QOutside of
Your Vehicle

The paint finish on your vehicle provides beauty, depth
of color, gloss retention and durahility.

Washing Your Vehicle

The best way to preserve your vehicle’s finish is to keep
it clean by washing it often with lukewarmm or cold water.

Don't wash your vehicle in the direct rays of the sun.
Use a car washing soap. Don't use strong soaps

or chemical detergents. Be sure 1o rinse the vehicle
well, removing all soap residue completely. You can get
GM-approved cleaning products from your dealer.

See GM Vehicle Care/Appearance Materials on

page 5-82. Don't use cleaning agents that are petrolaum
based, or that contain acid or abrasives. All cleaning
agents should be flushed promptly and not allowed

to dry on the surface, or they could stain. Dry the finish
with a soft, clean chamois or an all-cotton towsl to
avold surface scralches and water spotting.

High pressure car washes may cause water to enter
your vehicla.

Notice: Conveyor systems on some automatic car
washes may damage your vehicle. They may not
have enough clearance for the undercarriage or for
the wide rear tires.

Check with the manager before using a car wash.

Cleaning Exterior Lamps/Lenses

Usa only lukewarm or cold water, a sofi cloth and a car
washing soap fo clean exterior lamps and lenses.
Foliow instructions under “Washing Your Vehicle."

Finish Care

Occasional waxing or mild polishing of your vehicle by
hand may be necessary lo remove residue from the
paint finish. You can get GM-approved cleaning products
from your dealer. See GM Vehicle Care/dppearance
Matenials on page 5-82.

If your vehicle has a “basecoat/clearcoat” paint finish.
The clearcoat gives more depth and gloss to the colored
pasecoat. Always use waxes and polishes that are
non-abrasive and made for a basecoat'clearcoat

paint finish.

Notice: Machine compounding or aggressive
polishing on a basecoat/clearcoat paint finish may
dull the finish or leave swirl marks.

Foreign matarials such as calclum chloride and other
salts, ice melting agents, road oil and tar, tree sap, bird
droppings, chemicals from industrial chimneys, etc.,
can damage your vehicle's finish if they remain

on painted surfaces. Wash the vehicle as soon as
possible. If necessary, use non-abrasive cleaners that
are marked safe for painted surfaces to remove
foreign matler.
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Extenor painted surtaces are subject to aging, weather
and chemical fallout that can take their toll over a

period of years. You can help to keep the paint finish
iooking new by keeping your vehicle garaged or covered
whenaver possible.

Windshield and Wiper Blades

It the windshield is not clear after using the windshieid
washer, or if the wiper blade chatters when running,
wax, sap or other malerial may be on the blade or
windshield.

Ciean the outside of the windshield with a full-strength
glass cleaning liguid. The windshield is clean if beads do
not form when you rinse it with water.

It you use a glass treatment or conditioner containing
ethyl alcohal or ethyl sulfate on your glass, be sure

o remove the acrylic roof panel, if so equipped. Thase
products may damage the panel.

Grime from the windshield will stick 1o the wiper blades
and aftect their performance. Clean the blade by
wiping vigorously with a cloth soaked In tuli-strength
windshield washer solvent. Then rinse the blade

with waler

Check the wiper blades and clean them as necassary;
replace blades that look worn.

Removable Roof Panel

Special care is necessary when cleaning, remaoving
and/or storing the roof panel.

* Flush with water to remove dust and dirt, then dry
the panel

* Clean the panel with GM Gilass Cleaner. Leave the
cleaner on tha panel for one minute, than wipe the
panal with a soft, lint-free cloth,

* Don't use abrasive cleaning malterials

It water drops are frequently allowed to dry on rool
panel, impurities in the water will adhere to the

top. Thesa impurities may etch or mar the finish. When
the panel gets wel, you should dry it off.

Notice: Do not use a glass treatment or conditioner
containing ethyl alcohol or ethyl sulfate on the
roof panel. These products may damage the panel.
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Convertible Top

Your convertible top should be cleaned often. If you use
an automatic car wash, use one with water jets and
hanging cloths. High pressure car washes may cause
waler lo enter your vaehicle,

When you hand wash the top, do it in partial shade. Use
a mild soap, lukewarm water and a soft sponge. A
chamois or cloth may leave lint on the top, and a brush
can chafe the threads in the top fabric. Don't use
detergents, harsh cleaners, solvents or bleaching agents.

Wet the enfire vehicle and wash the top evenly to avoid
spots or rings. Let the soap remain on the fabric for

a few minutes. When the top is really dirty, use a mild
foam-type cleaner. Your dealer has a Convertible

Top Cleaner and Water Repellent. Thoroughly rinse the
entire vehicla, then let the lop dry in direct sunfight,

To protect the convertible top:

* After you wash the vehicle, make sure the top is
completely dry before you lower it.

» Don't get any cleaner on the vehicie's painted
finish; it could leave streaks.

& |f you decide to go through an automatic car wash,
ask the manager if the eguipment could damage
your top.

Aluminum Wheels

Keep your wheels clean using a soft clean cloth with
mild seap and water. Hinsae with clean water. After
rinsing thoroughly, dry with a soft clean fowel. A wax
may then be applied.

The surface of these wheels is similar to the painted
surface of your vehicle. Don't use strong soaps,
chemicals, abrasive polishes, abrasive cleaners,
cleaners with acid, or abrasive cleaning brushes on
them because you could damage the surface, Do not
use chrome polish on aluminum wheels,

Don't take your vehicle through an automatic car wash
that has silicone carbide tire cleaning brushes. These
brushes can also damage the surface of these wheels.

Tires
To clean your lires, use a stiff brush with tire cleaner.

Notice: When applying a tire dressing, always take
care to wipe off any overspray or splash from all
painted surfaces on the body or wheels of the
vehicle. Petroleum-based products may damage the
paint finish and tires.
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Finish Damage

Any slone chips, fractures or deep scratches in the
finish should be repaired right away.

Minor chips and scratches can be repaired with touch-up
matenals avaliable from your dealer or other service
outlets. Larger areas of finish damage can be corrected
in your dealer’s body and paint shop.

Magnesium Wheel Finish

Notice: |mproper paint repair or refinishing can
cause corrosion damage to a magnesium wheel. See
your dealer if a magnesium wheel needs paint
repair or refinishing.

Underbody Maintenance

Chemicals used for ice and snow removal and dust
control can collect on the underbody. If these are not
removed, accelerated corrosion (rust) can occur on

the underbody parts such as fuel lines, frame, floor pan
and exhaust system even though they have corrosion
protection

Al least every spring, flush these materials from the
underbody with plain water. Clean any areas whera mud
and debris can collect. Dirt packed in close areas of

the frame should be loesened before being flushed.

Your dealer or an underbody car washing system can
do this for you.

Titanium Exhaust System
(Z06 Only)

Time and high performance driving conditions can
cause a color change in titanium exhaust system parts.
This is normal for a titanium surface.

Fiberglass Springs

Notice: Don't use corrosive or acidic cleaning
agents, engine degreasers, aluminum cleaning
agents or other harsh solvents to clean fiberglass
springs; they'll damage the springs.

Chemical Paint Spotting

Some weather and atmospheric conditions can create a
chemical fallout. Airborne poliutants can fall upon and
attack painted surfaces on your vehicle. This damage
can taka hwn farme; hlotchy, rinolat-chanad
discolorations, and small irregular dark spots etched into
the paint surlace.

Although no defect in the paint job causes this, GM will
repair, at no charge 1o the owner, the surfaces of

new vehicles damaged by this fallout condition within
12 months or 12,000 miles {20 000 km) of purchase,
whichever ocecurs first,
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GM Vehicle Care/Appearance

Materials

See your GM dealer for more information on purchasing

the following products.

Description

Usage

Swirl Remover Polish

Removes swid marks, fine
scraiches and other light
surface conlamination.

Cleanar Wax

Removes light scratches
and protects finish,

Foaming Tire Shine Low
Gloss

Cleans, shines and
protects in one easy step,
no wiping necessary.

Description Usage
Palishing Clath Interior and exterior
Wax— Treated polishing cloth,

Tar and Road Qil Remeoves tar, road oil and
Remover asphalt.

Chrome Cleaner and
Polish

U=se on chrome or
stainless steel,

VWash Wax Concentrate

Meadium foaming
shampoo. Cleans and
lightly waxes.
Blodegradable and
phosphate free.

White Sidewall Tire
Cleaner

Ramoves soil and black
marks from whitewalls.

Vinyl Cleaner

Cleans vinyl tops,
upholsteny and
convertible lops.

Cdor Eliminator

Oforless spray odor
gliminator used on fabrics,
vinyl, leather, and carpal

Glass Cleaner

Remaoves dirt, grime,
smoke and fingerprints.

Spot Lifter

Quick and easily removes
spots and stains from
carpels, vinyl and cloth
upholstery.

Chrome and Wire Wheal
Cleaner

Removes dirt and grime
from chrome wheels and
wire wheal covars.

Water Hepellent

Protects convertible tops
from water laaks,

Convertible Top Cleaner

Cleans convertible lops.

Finish Enhancer

Remowves dust,
fingerprints, and suriace
contaminants, Spray on
wipe off.

See your General Moters parts depariment for these
products. See Part [; Recommended Fluids and

Lubricants on page 6-13,

5-82

Downloaded from www.Manualslib.com manuals search engine



http://www.manualslib.com/

Vehicle Identification Service Parts Identification Label

You'll find this label located inside the glovebox.

Vehicle Identification Number {"."lN) It's very helpful if you ever need to order parts.
On this label is:

= vour WIN,
I * the model designation,
- III\HIIIHI INTHIMENTTITIN o e
SAMPLE4LX1MO72675 ; * 3 list of all production options and special equipment

Be sure that this labal is not removed from Ihe
vehicle.

This is the legal identifier for your vehicle. It appears on
a plate in the front corner of the instrument panel, on
the driver's side. You can see it if you look through the
windshield from outside your vehicle. The VIN also
appears on the Vehicle Certification and Service Parls
labels and the cerificates of title and registration.

Engine ideniiiicaiion
The Bth character in your VIN is the engine code. This

code will help you identify your engine, specifications
and replacement pans.
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Electrical System

Add-On Electrical Equipment

Notice: Don't add anything electrical to your
vehicle unless you check with your dealer first.
Some electrical equipment can damage your vehicle
and the damage wouldn't be covered by your
warranty. Some add-on electrical equipment can
keep other components from working as they
should.

Your vehicle has an air bag system. Before attempling
to add anything electrical to your vehicle, see
Servicing Your Air Bag-Equipped Vehicle on page 1-47.

Accessory Power Plug

The accessory power plug can be used fo connect
electrical equipment such as a cellular phone or

CB radio. It is located behind the carpeting, on the
passenger's side toe-board, at the top left corner near
the body control module. Be sure 1o follow the
installation instructions included with the equipment.

To use the accessory power plug, do the following:

1. Remove the toe-board panel by pulling at the lop of
each comer of the panal.

2. Locate the black connector at the top left comer of
the compariment near the bady control module
above the two white diagnostic connectors,

3. Disconnect the connector pigtail by pulling forward
on the plastic locking tab and pull the connection
apart from the wire harness.

The plug has the following three separate wires:
s The orange wire connects (o baltery power.

s The yellow wire connects to igritton power. {Power
iz only available when the ignition is in ON.)

% The black wire connects to ground.
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Notice: When using the accessory power plug:

* Do NOT splice wires directly into the vehicle
electrical wire harness. If done incorrectly,
spicing may cause damage to your electrical
system and would not be covered by the
vehicle's warranty.

* The maximum load of any electrical equipment
should not exceed 15 amps.

* Be sure to turn off any electrical equipment
when not in use. Leaving electrical equipment
on for extended periods of time can drain
your battery.

* DO NOT use this plug if the electrical equipment
requires frequent connecting and disconnecting.
This may cause excessive wear on the
accessory power plug and damage your
electrical system and the damage would not be
covered by your warranty.

Headlamp Wiring

The headlamp wiring is protected by a circuit breaker
An electrical overload will cause the lamps 1o go on and
off, or in some cases to remain off. If this happens,
have your headlamp wiring checked right away.

Windshield Wiper Fuses

The windshield wiper molor is protected by a fuse and
an internal circuit breaker. If the motor overhaals

due to heavy snow, elc., the wiper will stop until the
motor cools. If the overload Is caused by some electrical
problem and not snow, etc., be sure to get it fixed.

Power Windows and Other
Power Options

Circuit breakers protect the power seats and other
power accessories, When the current load is too heawvy,
the circuit breaker opens and closes, pratecting the
circuit until the problem is ixed or goes away.

Downloaded from www.Manualslib.com manuals search engine

5-85


http://www.manualslib.com/

Fuses and Circuit Breakers Instrument Panel Fuse Block

The wiring circuils in your vehicle are protected from
short circuits by a combination of maxi-fuses, mini-fuses
and circult breakers. This greatly reduces the chance

of fires caused by electrical problems.

The instrument panel fuse
block is located on the
passenger's side of

the vehicle, under the
instrumen! panel and

Look at the silver-colored band inside the fuse, If the under the toe-board.

band is broken or melted, replace the fuse, Be sure you
replace a bad fuse with 2 new one of the identical
size and raling.

If you ever have a problem on the road and don't have
& spare fuse, you can borrow one that has the same
amperage. Just pick some feature of your vehicle

that you can get along without - like the radio or
cigarette lighter — and use its fuse, if it is lhe comrect
amperage. Replace 1t as soon as you can.

Hamove the carpel and toe-board covering to access
the fuse block by pulling at the top of each comer of the
panel. Then turn the fuse block door knob
counterclockwise and pull the door to access the fuses.
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Fuse

UEEg_E

il

Console Cigarelte Lighter

Monitorad {Inadvertent) Load
Conirol

Lumbar Seal

Drver Seal Control Module

Radio, Compact Disc Player

in|ds|Ca) R

Parking Lamps, Taillamps

Fuse Usage

7 Cigarette Lighter

8 Stoplamp, Hazard Flashers

g Body Control Module

10 Windshield Wiper/Washar

11 Accessory Power

12 Blank

13 Body Control Module — Ignition 1

14 Crank

15 HazardTumn Signal

16 Air Bag

17 Tonneau Release

18 HVAC Controls

19 Instrument Panel Contral

20 Cruise Contral
Automalic Transmission Shifi Lock

21 Control System and Inside Bearview
Mirror

o Bady Contral Madila — lgnition 3

23 Body Control Module - Ignition 2

24 Radio Anlenna

05 Body Control Module — Ignition 1
Instrument Panel Contral

26 HatchiTrunk Release

27 HYAC Controls
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Fuse Usage Relay Usage
28 Bose Speakers a7 Monitored (Inadvertent) Load
29 Diagnostic Control
30 Right Door Contral Module 38 Right Daytime Running Lamp
<l Power Feed Door Right 39 Hatch/Trunk Release
32 Fuel Tank Doar 40 Left Daytime Running Lamp
33 Door Contral Module Left 41 Tonneau Release
34 Power Feed Door Left 42 Courtesy Lamps
47 Ignition 1 473 fgrt‘?;aﬂc Lamp Control Parking
:g SE‘-::.'LDEM 908t 44 Automatic Lamp Control Headlamps
45 Bose Speakers
a0 Ignition 2 7 = ==
51 Blower Motor i B
52 Starter
53 Blank Circuit Breaker Usage

35 Driver Power Seat
36 Passenger Power Seal
54 Headlamps
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Engine Compartment Fuse Block

There is one fuse block in the engine compartment
iocated on the passenger's side of the vehicle in front of
the bafttery,

|U ramove the tuse block cover, tum ha Kknob
counlerclockwise.

Fuse Usnga
1 Rear Foa Lamp
2 Approach
g Right Headlamp Motor
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Fuse Usage Fuse Usage
4 Left Headlamp Motor 23 Powertrain Control Module
= fnti-Lock Brakes, Selective Rids 24 Alr C{:ndiliuﬂ'rng

Control 25 Blank
6 Fog Lamp 26 Blank
7 Blank 27 Spare
8 Headlamp Low-Beam Right 28 Spare
] Headlamp High-Beam Right T) Spare
10 Headlamp Low-Beam Left a0 Spare
11 Horn 3 Spare
12 Headlamp High-Beam Left 32 Spare
13 Fuel Pump 46 Cooling Fan 2
14 CE}D“I"IQ Fan — |g|'|i|jﬂl'l 3 47 Blank
15 Oxygen Sensor 48 Blank
16 Powertrain Control Module 49 Cﬁﬂ"ﬂg Fan 1
17 Throttle Control =0 Air Pump
18 Injector 2 51 Selactive Ride Control
19 Engine Ignition 52 Anti-Lock Brakes
20 Blank 53 Anti-Lock Brakes Electronics
21 Blank 54 Fuse Puller
22 Injector 1
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Relay Usage Relay Usage
33 Air Pump 40 Blank
34 Air Conditioner and Clutch 41 Blank
35 Fuel Pump a2 [gnition 1
36 Ham 43 Eouling Fan 2
a7 Rear Fog Lamp 44 Cooling Fan 3
38 Back-Up Lamps 45 Cooling Fan 1
39 Fog Lamp i
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Capacities and Specifications

The following approximate capacities are given in English and metric conversions.

Please refer to Part D' Recommended Fluids and Lubricants on page 6-13 for more Information.

Capacities and Specifications

- Capacities
Application
English Metric

Air Conditioning Refrigerant R134a 1.75 lbs 0.79 kg
Automatic Transmission

Drain and Reafill 5.0 quaits 47L

Chigraly 10.8 quarts 102L
Cooling System 12.8 quarts 119L
Engine Oil with Filter 6.5 quaris 6.1L
Fuel Tank 18.0 gallons GE.0L
Manual Transmission (Overhaul) 4.1 quars asL
Wheal Mut Torgue 10016 fi 140 M=
All capacities are approximate. When adding, be sure to fill to the appropriate level, as recommended in this
manual. Recheck fluid level after filling
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Engine Specifications

Engine VIN Code Transmission Spark Plug Gap Firing Order
LS1 V8 G Automatic 0.080 inch 1-8—7-2-6-5-4-3
{1.524 mm)
LS1 VB G Manual 0.060 inch 1-8-7-2-6-5—4-3
{1.524 mm)
LSé VB S Manual 0.060 inch 1-8-7-2-6-5-4-3
{1.524 mm)
Engine Data
Engine Horsepower Torque Displacement Compression Ratio
L51 Automatic I50E@ 5200 rpm 360 @ 4000 rpm ol 8 10.3:1
Transmission
LS1 Manual 350@ 5200 rpm 375@ 4400 rpm 5TL 10.9:1
Transmission
LSE 405 @ 6000 rpm 40024800 rpm 5.7L 10.5:1
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Normal Maintenance Replacement Parts

Normal Maintenance Replacement Parts

Part Number

Engine Air Cleaner/Filter ASiTC*
Engine Cil Filter PF44*
PCV Valve Cvo48C*
Spark Plug 41-974"
Windshiald Wiper Blada

Length ;

22 inches (55.9 cm)
Type

3 mm x 3 mm Shepherd’s Hook

* ACDelco™ part number,
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Engine Accessory Drive Belt Routing
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# NOTES
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Section 6 Maintenance Schedule

Maintenance Schedule ........ ...,
Introduction .....co...
Your VYehicle and the Enwrunmem ORI I
Maintenance Requirements ...
How This Section is Organized .......... i
Part A: Scheduled Maintenance Services ...........
Llsing Your Maintenance Schedule ... ...
Scheduled Maintenance ........
Part B: Owner Checks and Ser-.rmes.
- =T TRt R | | [t A e e e R S
At Least Once a Manth ..o i i
Al Leasl Twice a Year

At Least Once a Year .......... IO, T |
Part C: Perodic Maintenance tnspecﬂ:::m"- RN -5 |
Steering and Suspension Inspection .. srerei- 1]
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Maintenance Schedule Your Vehicle and the Environment

Froper vehicle maintenance not only helps o keep your

Introduction vehicle in good working condition, but also helps the
environment All recommended maintenance procedures
are Important. Improper vehicle maintenance can
even affect the guality of the air we breathe. Improper

) b fluid levels or the wrong tire inflation can increase

P;EEEHE*FITF::!E’EF%L the level of emissions from your vehicle. To help protect
LEVEL AND CHANGE AS our environment, and lo keep your vehicle in good

RECOMMENDED condition, please maintain your vehicle properly.

IMPORTANT:

Maintenance Requirements
Prat&at"a" Maintenance intervals, checks, inspections and
recommended fluids and lubricants as prescribed in this
Pla n manual are necessary (o keep your vehicle in good
working condition. Any damage caused by failure
to follow recommended maintenance may not be
cavered by warranty.

Have you purchased the GM Protection Plan? The Plan
supplements your new vehicle warranties. See your
Warranty and Owner Assisfance booklef or yvour dealer
for delails
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How This Section is Organized

This maintenance schedule is divided into five parts:

“Part A: Scheduled Maintenance Services"” explains
what to have done and how often. Some of these
services can be complex, so unless you are technically
qualified and have the necessary equipment, you
should let your dealer's service department or another
qualified service center do lhese jobs.

& CAUTION:

Performing maintenance work on a vehicle can
be dangerous. In trying lo do some jobs, you
can be seriously injured. Do your own
maintenance work only if you have the
required know-how and the proper tools and
equipment for the job. If you have any doubt,
have a qualified technician do the work.

If you want to get the sarvice information, see Service
Publicalions Ordering Information on page 7-10.

“Part B: Owner Checks and Services" {ells you what
should be checked and when. It also explains what
you can easily do 1o help keep your vehicle in good
condition.

“Part C: Periodic Maintenance Inspections” explains
imporiant inspections thal your dealer's service
department or ancther qualified service center should
perfarm,

“Part D: Recommended Fluids and Lubricants™ lists
some recommended products necessary to help

keep your vehicle properly maintained. These products.
or their equivalents, should be used whether you do
the wark voursell or have it dane,

“Part E: Maintenance Record” is a place for you to
recard and keep track of the maintenance performed on
your vehicle, Keep your maintenance receipts. Theay
may be needed to quality your vehicle for warranty
repairs.
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Part A: Scheduled Maintenance
Services

This part contains engineg oil scheduled maintenance
which explains the engine oil life system and how

il indicates when to change the enging oil and filter,
Also, listed are scheduled maintenance services which
are to be performed at the mileage intervals specified.

Using Your Maintenance Schedule

We at General Motors want to keep your vehicle in good
working condition. Butl we don't know exactly how

you'll drive it. You may drive short distances only a few
times a wesk. Or you may drive long distances all

the time in very hot, dusty weather. You may use your
yehicle in making deliveries. Or you may drive it (o
work, 1o do errands or in many other ways.

Because of the different ways people use their vehicles,
maintenance needs may vary. You may need mora
frequent checks and replacements. So please read the
following and note how you drive, If you have

guestions on how 1o keep your vehicle in good condition,

s@e your dealer.

This part tells you the maintenance services you should
have done and when you should schedule them.

When you go to your dealer for your service needs,
you'll know that GM-trained and supported senvice
pecple will perform the work using genuine GM parts,

The proper fluids and lubricants to use are listed in
Part 0. Make sure whoever services your vehicle uses
these. All parts should be replaced and all necessary
repairs done before you or anyone else drives the
vahicle.

This schedule is for vehicles that;

* carry passengers and cargo within recommendead
limits. You will find these on your vehicle's
Tire-Loading Information label, See Loading Your
Vehicle on page 4-33.

® are driven on reasonable road surtaces within legal
driving limits.

® ysze the recommended fuel, See Gasoline Octlane
an page 5-5.

Scheduled Maintenance

The services shown in this schedule up to 100,000 miles
{166 000 km) should be repeated after 100,000 miles
(168 000 k) al the same intervals for the life of

this wehicla. The services shown at 150,000 miles

(240 000 km) should be repeated al the same interval
after 150,000 miles (240 000 km) for the life of this
wvehicle,

See Parl B: Owner Checks and Services on page 6-7.
Part C: Periodic Maintenance Inspections on page 6-11
and Part D: Recommended Flurds and Lubricants on
page 6-13,

B-4
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Footnotes

t The U.S. Environmental Protection Agency or the
California Air Resources Board has determined that the
failure to perform this maintenance item will not nullify
the eamissions warranty or fimit recall liability prior o the
completion of the vehicle's useful life. We, however,
urge that all recornmended rmaintenance services

be performed af the indicated intervals and the
maintenance be recorded.

Engine Oil Scheduled Maintenance

Change engine oil and filter as indicated by the
Engine Oil Life System™ (or every 12 months,
whichever occurs first). Reset the system.

Your vehicle has a computer system that lets you know
when to change the engine oll and filter. This is

based on engine revolutions and engine temperature,
and not on mileage. Based on driving conditions,

the mileage atl which an oil change will be indicated can
vary considerably. For the oil life system to waork
properly. you must reset the syslem every lime the oil is
changed,

When the system has calculated thal ol life has been
diminished, it will indicate that an oil change Is
necessary. A CHANGE OIL SOON message will come
on. Change your oil as socon as possible within the

next two times you stop for fuel. It is possible that, if you
are driving under the best conditions, the oil life

system may not indicate that an oil change is necessary
for over a year. However, your engine oil and filter

must be changed at least once a year and at this time
the system must be reset. i is also important to

check your oil regularly and keep it at the proper level.
If the system is ever reset accidantally, you must
change your oil at 3,000 miles (5 000 km) since your
last oil change. Remember to reset the oll life system
whenever the oil is changed. See Engine O on

page 5-13 for information on resetting the systam.

Use engine oil meeting the GM Standard GM4718M.

After the services are performed, record the date,
odometer reading and who performed the service on the
maintenance record pages in part E of this schedule.
An Emission Control Service.

15,000 Miles (25 000 km)

® |nspect engine air cleaner filter if you are driving in

dusty conditions, Replaca filter it necessary. An
Emission Control Service. (See footnote 1.)

30,000 ivilies (50 DUU km)
* Heplace engine air cleaner filter, An Emission
Control Senvice.

45,000 Miles (75 000 km)

* [nspecl engine air cleaner filler if you are driving in

dusty conditions. Replace filier if necessary, 4An
Emission Control Senvice. (See footnote 1.)

Downloaded from www.Manualslib.com manuals search engine

6-5


http://www.manualslib.com/

50,000 Miles (83 000 km)

* Change automatic transmission fluid and filter if the
vehicle is mainly driven under one or more of these
conditions:

- In heavy city traffic where the outside
temparature regularly reaches 90°F {(32°C) or
higher,

— In hilly or mountainous terrain.
- Uses such as high performance operation.

If you do not use your vehicie under any of these
conditions, change the fiuid and filter at

100,000 mites (166 000 km). Manual
transmission uld doesn’t require change.

60,000 Miles (100 000 km)

® Replace engine air cleaner filter. An Emission
Control Service,

75,000 Miles (125 000 km)

® Inspect engine air cleaner filter if you are driving In
dusty conditions. Replace filter if necessary. An
Emission Control Service. (See fooinote 1.)

90,000 Miles (150 000 km)

* Replace engine air cleaner filter, An Emission
Control Service,

100,000 Miles (166 000 km)

* Replace spark plugs. An Emission Control Service.

® Inspect spark plug wires. An Emission Control
Service.

* Change automalic transmission fluid and filter if the
vehicle is mainly driven under one or more of these
conditions:

— In heavy cily traffic where the outside
tempearature regularly reaches 90°F (32"C) or
higher.

— In hilly or mountainous lerrain.
— Uses such as high performance operation,

® |l you haven't used your vehicle under severe
conditions listed previously and, therefore, haven't
changed your automatic transmission fluid,
change both the fluid and filter, Manual fransmission
fluid doesn't required change.

150,000 Miles (240 000 km)

® Drain, flush and refill the cooling system {or every

80 months since last service, whichever occurs
first). See Engine Coolant on page 5-23 for what to
use, An Emission Cantrol Service.

* Inspect engine accessory drive belt. An Emission
Control Service.

6-6
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Part B: Owner Checks and Services

Listed in this part are owner checks and services
which should be performed at the intervals specified to
help ensure the safety, dependability and emission
conirol performance of your vehicle,

Be sure any necessary repairs are completed at once
Whenever any fluids or lubricants are added to your
vehicle, make sure they are the proper ones. as shown
in Part D,

At Each Fuel Fill

Il is important for you or & service slation atlendant fo
perform these underhood checks at each fuel Gill

Engine Qil Level Check

Check the engine oll level and add the proper oll i
necassary. See Engine OFf on page 5-13 for further

Engine Coolant Level Check

Check the engine coolant level and add DEX-COOL"
coolant mixtura it necessary, Sea Engine Coolant
on page 5-23 for further details.

Windshield Washer Fluid Level Check

Check the windshield washer fluid level in the windshield

washer lank and add the proper fluid if necessary.
See Windshield Washer Fluid on page 5-36 for turther
details.

At Least Once a Month
Tire Inflation Check

Make zure lires are inflated o the corracl pressuras.
Sea Tires on page 5-54 for further details

Cassette Tape Player Service

Clean cassette lape player. Cleaning should be done
every 50 hours of tape play. See Audio Syslem|s)
on page 3-62 tor further details,

Power Antenna Service

Clean power antenna mast. See Audio Systemis) on
page 3-62 for further details
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At Least Twice a Year

Restraint System Check

Make sure the safety belt reminder light and all your
belts, buckles, latch plates, retractors and anchorages
are working properly. Look for any other loose or
damaged safety belt system parts. If you see anything
thal might keep a safely bell system from doing its

job, have it repaired. Have any torn or frayed safety belts
replaced.

Also ook for any opened or broken air bag coverings,
and have them repaired or replaced. (The air bag
system does not need regular maintenance.)

Wiper Blade Check

Inspect wiper blades for wear or cracking, Replace
blade inserls that appear wom or damaged or that
streak or miss areas of the windshield, Also see
Cleaning the Quiside of Your Vehicle on page 5-78.

Weatherstrip Lubrication

Silicone grease on weatherstrips will make them last
longer, seal better, and not stick or squeak. Apply
silicone grease with a clean cloth. During very cold,
damp weather more frequent application may be
required. See Part D: Recommended Fluids and
Lubricants on page 6-13.

Manual Transmission Check

Check the transmission fluid level: add if needed. See
Manual Transmission Fluid on page 5-20. Check

for leaks. A fluid leak is the only reasan for fluid loss,
Have the system inspected and repaired Il nesded.

Automatic Transmission Check

It is not necessary to check the transmission fluid level. A
transmission fluid leak is the only reason for fluid loss.
Check for leaks, If a leak ocours, take the vehicle to yaur
dealer and have il repaired as soon as possible.

At Least Once a Year
Key Lock Cylinders Service

Lubricate the key lock cylinders with the |lubricant
specified in Part O,

Body Lubrication Service

Lubricate all body door hinges. Also lubricate all hinges
and latches, including those for the hood, rear
compartment, console door and any folding seat
hardware. Part D tells you what to use. More frequent
lubrication may be required when exposed fo a corrosive
environment,

5-8
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Starter Switch Check

A\ CAUTION:

Automatic Transmission Shift Lock
Control System Check

When you are doing this checl, the vehicle
could move suddenly. If it does, you or others
could be injured. Follow the steps below.

2\ CAUTION:

1

2.

. Before you start, be sure you have enough room

araund the vehicle,

Firmly apply both the parking brake and the regular
brake., See Parking Brake on page 2-30 if
necassary.

Do not use the accelerator pedal, and be ready fo
turn off the engine immediately il it starts.

On automatic transmission vehicles, try to start the
engine in each gear. The starter should work only
in PARK (F) or NEUTRAL (M), If the starter works in
any other position, your vehicle needs service.

On manual transmission vehicles, put the shift lever
in NEUTRAL (N}, push the clutch down halfway

and try to start the engine. The starter should work
only when the clutch is pushed down all the way

to the floor. If the starter works when the clutch isn't
pushed all the way down, your vehicle needs
senvice.

When you are doing this check, the vehicle
could move suddenly. If it does, you or others
could be injured. Follow the steps below.

1. Before you start, be sure you have enough room

around the vehicle. It should be parked on a level
surface.

2. Firmly apply the parking brake. See Parking Brake
on page 2-30 if necessary.

Be ready to apply the regular brake immediately it
the vehicle begins to move.

3. With the engine off, turn the key to the ON position,

O T e e T e R LI I el e
Tl Rl b N | N RARLA B R TR "\.lffull Fhgdy BN IR} IANAN Mr-l'r-l!:ll lﬂ LIRS

regular brake, try to move the shift lever out
of PARK (P) with normal effort. If the shift lever
moves out aof PARK (P), your vahicle needs service.
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Ignition Automatic Transmission
Lock Check

While parked, and with the parking brake set, try to turn
the ignition key to OFF in each shift lever position.

The key should turn to OFF only when the shift lever is
in PARK (P).

On all vehicles, the key should come out only in OFF,

Parking Brake and Automatic
Transmission Park (P)
Mechanism Check

A\ CAUTION:

When you are doing this check, your vehicle
could begin to move. You or others could be
injured and property could be damaged. Make
sure there is room in front of your vehicle in
case it begins to roll. Be ready to apply the
regular brake at once should the vehicle begin
to move.

Park on a fairly steep hill, with the vehicle facing
downhill. Keeping your foot on the regular brake, set the
parking brake.

® To check the parking brake's holding ability:
With the engine running and transmission in
NEUTRAL (N), slowly remove fool pressure from
the regular brake pedal. Do this until the vehicle is
held by the parking brake only.

* To check the PARK (P) mechanism’s holding
ability: With the engine running, shift to PARK (P).
Then release the parking brake followed by the
regular brake.

Underbody Flushing Service

Al least every spring, use plain waler to flush any
corresive materials from the underbody. Take care ic
clean thoroughly any areas where mud and other debris
can collect,

6-10
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Part C: Periodic Maintenance
Inspections

Listed in this part are inspections and services which
should be performed at least twice a year (for instance,
each spring and fall). You should let your dealers
service department or offier qualified senice center oo
ihese jobs. Make sure any necessary repairs are
complated at once.

Proper procedures to perform these services may be
found in a service manual. See Service Publications
Cirdering Information on page 7-10,

Steering and Suspension Inspection

Inspect the front and rear suspension and steering
system for damaged, loose or missing parts, signs of
wear or lack of lubricafion. Inspect the power steering
lines and hoses for proper hook-up, binding. leaks,
cracks, chafing, eic.

Tire and Wheel Inspection

Inspect the tires for uneven wear or damage. If there is
imegular or premature wear, check the wheel
alignment. Inspect for damaged wheels.

Exhaust System Inspection

Inspect the complele exhaust system. Inspect the body
near the exhaust system. Look for broken, damaged.
missing or out-of-position parts as well as open seams,
holes, loose connections or other conditions which
could cause a heat bulld-up in the floor pan or could let
exhaust fTumes into the vehicle. See Engine Exhaus!
on page 2-35,
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Fuel System Inspection

Inspect the complete fuel system for damage or leaks.

Engine Cooling System Inspection

Inspect the hoses and have them replaced if they

are cracked, swollen or deterioraled. Inspect all pipes,
fittings and clamps; replace as needed, Clean the
autside of the radiator and air conditioning condenser.
To help ensure proper operation, a pressure test of
the cooling system and pressure cap is recommended
al least once a year.

Rear Axle Service

Check the gear lubricant level in the rear axle and add if
needed. See Rear Axfe on page 5-46. A fluid loss

may indicate a problem. Check the axle and repair it if
needed.

Brake System Inspection

Inspect the complete system, Inspect brake lines and
hoses for propar hook-up, binding, leaks, cracks,
chafing, ete. Inspect dise brake pads for wear and rotors
for surface condition. Inspect other brake parts,
including calipers, parking brake, etc. You may need lo
have your brakes inspected more often if your driving
habits or conditions result in frequent braking.
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Part D: Recommended Fluids and

Lubricants

Fluids and lubncants identified below by name, part
number or specification may be obtained from your

dealer,

Usage Fluid/Lubricant
50/50 mixture of clean, drinkable
Engine Coolant water and use only DEX-COOL

Cooclant. See Engine Coolant on
page 5-23.

Hydraulic Brake

Delco Supreme 11 Brake Fluid or

Usage_

Fluid/Lubricant

Engine Qil

The engine requires a special
Er;ﬁine oll meeting GM Standard
GM4718M. Oils meeting this
standard may be Identified as
synthetic, and should also be
identified with the American
Petroleumn [nstitute Cerified for

However, not all synthetic AP oils
with the starburst symbol will meet
this GM standard. You should look
for and use only an ail that meets
GM Standard GM4718M. For the
proper viscosity, see Engine O on

| page 5-13.

System equivalent DOT-3 brake fluid.
Windshield |GM Optikleen Washer Solvent ar
Washer Solvent | eguivalent.
Hydraulic Clutch Fluid (GM Part No.
Hydraulic U.S. 12345347, in Canada
Clutch System | 10953517, or equivalent DOT-3

brake fluid).

Gasoline Engines starburst symbal,

Power Steenng

GM Power Steering Fluid (GM Part
No. U.S. 1052884, in Canada

System | gan064 "or equivalent).
Manual DEXRON-I Automatic Transmission
Transmission | Fluid.
Automatic DEXAON-II Auwomatic Transmission

Transmission

Fluid.
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Usage Fluid/Lubricant Usage Fluid/Lubricant
Key Lock Mulit-Purpose Lubricant, Superlube Hood Latch
Cylinders (GM Part No. U.S, 12346241, in Assembly, |Lubriplate Lubricant Aerosol (GM
Canada 10953474, or equivalent). Secondary Par No. U.5. 12346293, in Canada
SAE 75W-30 Synthetic Axle Latch, Pivots, |992723, or equivalent) or lubricant
Lubricant (GM Pan No. U.S. Spring Anchor | meeting requirements of NLGI #2,
12378261, in Canada 10953455, or and Release |Category LB or GC-LB.
gquiuefllent} mgetlng GM Pawl
pecification 9986115, With a Multi-Purpose Lubricant, Superube
r . . ]
{ﬁﬂaﬂﬁp complete drain and refill add H”“dHi?!g‘;SDW’ (GM Part No. U.S. 12346241, in
Differential) | 4 ounces (118 mi) of Limited-Slip Canada 10953474, or equivalent).
Axle Lubricant Additive (GM Part o
! Dielectnic Silicone Grease (GM Part
No. U.5. 1052358, in Canada Weatherstrip | o~ U.S. 12345579, in Canad
9926594 or equivalent) whare Conditioning | {24984 or eauiy aié 0 i
required. See Rear Axle on Lo B, Lifa
page 5-46.

6-14
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Part E: Maintenance Record

After the scheduled services are performed, record the date, odometer reading and who performed the service and

any additional information from “Owner Checks and Services™ or “Pericdic Maintenance™ on the following record

pages. Also. you should retain all maintenance receipls.

Maintenance Record

Date

Odometer
Reading

Serviced By

Maintenance Record
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Maintenance Record (cont'd)

Date

Odometer
Reading

Serviced By

Maintenance Record

6-16
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Maintenance Record (cont’d)

Date

Odometer
Reading

Serviced By

Maintenance Record

Downloaded from www.Manualslib.com manuals search engine

6-17


http://www.manualslib.com/

Maintenance Record (cont'd)

Date

Odometer
Reading

Serviced By

Maintenance Record
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Customer Assistance
Information

Customer Satisfaction Procedure

Your satisfaction and goodwill are important to

your dealer and to Chevrolel. Normally, any concerns
with the sales transaction or the cperation of your
vehicle will be resolved by your dealer's sales or service
departments. Sometimes, howevear, despife the bast
intentions of all concerned, misunderstandings can
occur. If your concern has not been resolved to your
satisfaction, the following steps should be taken:

STEP ONE: Discuss your concem with a member of
dealership management. Normally, concarmns can

be quickly resolved at that level. If the matter has
already been reviewed with the sales, service or parls
manager, contact the owner of the dealership or

the general manager.

STEP TWO: If after contacting a member of dealership
management, it appears your concern cannot be
resolved by the dealership without further help, contact
the Chevrolet Customer Assistance Center by calliing
1-800-222-1020, In Canada, contact GM of Canada
Customer Communication Centre in Oshawa by calling
1-800-263-3777 (English) or 1-800-263-7854 (Franch)

We encourage you lo call the toll-free numbear in order to
give your inquiry prompt attention. Please have the
following information available to give the Customer
Assistance Representative;

¢ ‘fehicle Identification Mumber (This is available from
the vehicle registration or fitle, or the plate at the
top left of the instrument panel and visible through
the windshield.)

8 Dealership name and location
¢ \ghicle delivery date and present mileage

When contacting Chevrolel, please remamber that your
concern will likely be resclved at a dealer's facility.
That is why we sugges! you follow Step One first if you
hawve a concem.

-2
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STEP THREE: Both General Motors and your dealer
are committed to making sure you are completely
satisfied with your new vehicle. However, if you continue
o remain unsatisfied after following the procedure
outiined in Steps One and Two, you should file with the
GM/BBB Auto Line Program to enforce any additional
rights you may have. Canadian owners refer to

your Warranty and Owner Assistance Information
booklel for information on the Canadian Motor Vehicla
Arbitration Plan (CAMVAP).

The BBB Auto Line Program is an out of court program
administered by the Council of Befter Business

Bureaus fo settle automotive disputes regarding vehicle
repairs or the interpretation of the New Vehicle

Limited Warranty. Although you may be required to
resort to this informal dispute resolution program prior o
filing a court action, use of the program is free of
charge and your case will generally be heard within

40 days. If you do not agree with the decision given in
your case, you may reject it and proceed with any other
venue for relief available to you,

You may contact the BBB using the toll-free telephone
number ar write them &t the following address:

BBB Auto Line

Council of Better Business Bureaus, Ing.
4200 Wilson Boulevard

Suite BOO

Arlington, VA 22203-1804

Telephona: 1-800-955-5100

This program is available in all 50 states and the District
of Columbia. Eligibility is limited by vehicle age,
mileage and other factors. General Motors reserves the
right to change eligibility limitations and/or discontinue
its participation in this program.

Customer Assistance for Text
Telephone (TTY) Users

To assist customers who are deaf, hard of hearing, or
speech-impaired and who use Text Telephones (TTYs),
Chevrolet ha5 TIY equlpment available at its Custnrnar
belbldFH..-H "uErII.HI Hrl}' I 1 'I' LT Ladll L.LIIIIII:II.!IIIL-l:lI.t.'
with Chevrolet by dialing: 1-800-833-CHEV (2438).
(TTY users in Canada can dial 1-800-263-3830.)
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Customer Assistance Offices

Chevrolel encourages customers to call the toll-free
number for assistance. If a U.S. customer wishes

to write 1o Chevrolet, the lettar should be addressed to
Chevrolet's Customer Assistance Cenler.

United States

Chevrolet Motor Division

Chevrolet Cuslomer Assistance Center
P.O, Box 33170

Dietroit, M| 48232-5170

1-800-222-1020

1-800-833-2438 (For Text Telephone devices (TTYs))
Roadside Assistance: 1-B00-CHEV-USA (243-8872)
Fax Number; 313-381-0022

From Puerto Rico:
1-800-496-9932 (English)
1-800-496-9993 (Spanish)
Fax Mumber: 313-381-0022
From U.5. Virgin Islands:
1-800-496-9094

Fax Mumber; 313-381-0022

Canada

Genaral Motors of Canada Limited
Customer Communication Centre, 163-005
1808 Colonel Sam Drive

Oshawa, Ontano L1H 8P7F

1-B00-263-3777 (English)

1-800-263-7854 (French)

1-B00-263-3830 (For Text Telephone devices (TTYs))
Roadside Assistance: 1-B00-268-6800

All Overseas Locations

Please contact the local General Motors Business Unit,

Mexico, Central America and
Caribbean Islands/Countries (Except
Puerto Rico and U.S. Virgin Islands)

General Motors de Mexico, 5. de AL da C.V.
Custorner Assistance Center

Paseo de la Reforma # 2740

Col, Lomas de Bezares

C.P. 11910 Mexico, D.F.

01-800-508-0000

Long Distance: 011-52-53 29 0 800
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GM Mobility Program for Persons
with Disabilities

This program, available to
gualified applicants, can
reimburse you up to
$1,000 toward aftermarket
driver or passenger
adapiive eguipmeant you
may require for your
vehicle (hand controls,
whaalchair'scooter

lifis, etc.).

This program can also provide you with free resource
Information, such as area dnver assessmenlt centers and
mability equipment installers. The program is available
for a limited period of time from the date of vehicle
purchase/lease. See your dealer for mone details or call
the GM Mobility Assistance Center al 1-800-323-8935
Text telephone (TTY) users, call 1-800-833-9935

GM of Canada also has a Mobility Program. Call
1-B00-GM-DRIVE (463-7483) lor detalls. All TTY users
gall 1-800-263-3330.

Roadside Assistance Program

To enhance Chevrolet's strong commitment to customer
satistaction, Chevrolet is excited to announce the
establishment of the Chevrolel Roadside Assistance
Center. As the owner of a 2003 Chevrolet, membership
in Roadside Assistance is free.

Roadside Assistance is available 24 hours a day,

365 days a year, by calling 1-B00-CHEV-USA
(243-8872). This toll-free number will provide you
over-the-phone roadside assistance with minor
mechanical problems. If your problem cannot be
rezolved over the phone, our advisars have access o a
nationwide network of dealer recommended service
providers. Roadside membership is free; however soma
services may incur costs.

Roadside offers two levels of service 1o the customer,
Basic Care and Courtesy Care:

Roadside Basic Care provides:
* Toll-free number, 1-800-CHEV-USA {243-8872),
1ex1 telepnone (11 Y) usars, call 1-888-684-2430
* Free towing for warranty repairs
# Basic over-the-phone technical advice

¢ Available dealer services at reasonable costs (ie.,

wrecker services, locksmith/key service, glass
repair, etc,)
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Roadside Courtesy Care provides:

* Hoadside Basic Care services (as oullined
previously)

Plus:

* FREE Non-Warranty Towing (lo the closest dealer
from a legal roadway)

* FREE Locksmith/Key Service {when keys are lost
on the road or locked inside)

* FREE Flat Tire Service (spare installed on the road)
¢ FREE Jump Start (al home or on the road)

® FREE Fuel Delivery (%5 of fuel delivered on
the road)

Chevrolet offers Courtesy Transporiation lor customers
needing warranly service, Courtesy Transportation

will be offered in conjunction with the coverage provided
by the Bumper-to-Bumper New Vehicle Limited
Warranty to eligible purchasers of 2003 Chevrolet
passenger cars and light duty trucks. (See your salling
dealer for details.)

Courtesy Care is available to retail and retail lease
customers operating 2003 and newer Chevralet vehicles
for a period of 3 years/36,000 miles (60 000 km),
whichever cccurs first. All Courtesy Care services must
be pre-arranged by Chevrolet Roadside or dealer
senice management.

Basic Care and Courtesy Care are not part of or
included in the coverage provided by the New Vehicle
Limited Warranty. Chevrolet reserves the right to
modify or discontinue Basic Care and Courtesy Carg
at any time.

The Roadside Assistance Center uses companies thal
will provide you with quality and priority service.

When roadside services are required, our advisors will
explain any payment obligations that may be incurred
for utilizing culside services.

For prompt assistance when calling, please have the
following available to give to the advisor;

* Vehicle Identification Number (VIN)

* License plate number

* \ehicle color

* ‘ehicle location

® Telephone number where you can be reached
* \ahicle mileage

* Description of problem

76
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Canadian Roadside Assistance

Vehicles purchased in Canada have an extensive
Roadside Assistance program accessible from anywhere
in Canada or the United States. Please refer lo the
Warranty and Owner Assistance Information book,

Courtesy Transportation

Chevrolel has always exemplified quality and value in
its offering of motor vehicles. To enhance your
ownership experience, we and our participating dealers
are proud to offer Courtesy Transporiation, a customer
support program lor new vehicles,

The Courtesy Transporiation program is offered to retail
purchase/lease customers in conjunction with the
Bumper-to-Bumper coverage provided by the MNew
Vehicle Limited Warranty. Several transportation options
are available when warranty repairs are required.

This will reduce your inconvenience during warranty
repairs.

Plan Ahaad Whan Paccihla

Whean your vehicie requires warraniy senice, you
should contacl your dealer and reguest an appaintmen,
By scheduling a service appointment and advising

your senvice cansultant of your transportation needs,
your dealer can help minimize your inconvenience,

If your vehicle cannot be scheduled into the service
departiment immediately, keep driving it until it can be
ascheduled for service, unless, of course, the problem is
safety-related. If it is. please call your dealership, let
them know this, and ask for instructions,

If the dealer requests that you simply drop the vehicle
off for service, you are urged to do so as early in
the work day as possible to allow for same day repair.

Transportation Options

Warranty service can generally be completed while you
wail. However, if you are unable 1o wait Chevrolet
helps minimize your inconvenience by providing several
transportation options. Drepending on the cincumstances,
your dealer can offer you one of the following:

Shuttle Service

Participating dealers can provide you with shutlle
service to get you to your destination with minimatl
et of youn daby scieduls, This includes a one
way shuttle ride to a destination up to 10 miles from
the dealership,
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Public Transportation or Fuel
Reimbursement

It your wahicle requires overnight waranty repairs,
reimbursement up to $30 per day (five day maximum)
may be available for the use of public transportation
such as taxi o bus. In addition, should you arrange
transporation through a friend or relative,
reimbursement for reasonable fuel expenses up to
$10 per day (five day maximum) may be available.
Claim amounts should reflect actual costs and ba
supported by original recaipls,

Courtesy Rental Vehicle

When your vehicle is unavailable due to overnight
warranty repairs, your dealer may amange o provide you
with a courtesy rental vehicle or reimburse you fora
rental vehicle you obtained, at actual cost, uptoa
maximum of $30.00 per day supported by receipts. This
requiras that you sign and complete a rental agreement
and meet state, local and rental vehicle provider
requirements. Requiremeants vary and may include
minimum age requirements, insurance coverage, credit
card, etc. You are responsible for fuel usage charges and
may also be responsible for taxes, levies, usage fees,
excessive mileage or rental usage bayond the completion
of the repair

Generally it is not possible to provide a like-vehicle as a
courtesy rental.

Additional Program Information

Courlesy Transportation is available during the
Bumper-to-Bumper warranty coverage period, but it /s
mot part of the New Vehicle Limited Warranty. A
separate booklet entifled “Warranity and Cwner
Assistance Information™ furnished with each new vehicle
provides detailed warranty coverage information.

Courtasy Transportation is available only at parficipating
dealers and all program options, such as shutfie
senice, may not be available al every dealer. Please
conlact you dealer for specific information aboul
availability. All Courtesy Transportation arrangements
will be administered by appropriate dealer parsonnel.

Canadian Vehicles: For warranty repairs dunng

the Complete Vehicle Coverage period of the General
Mators of Canada Mew Yehicle Limited Warranty,
alternative transportation may be available under the
Courtesy Transportation Program. Please consull
your dealer for details.

General Motors reserves the right to unilaterally modify,
change or discontinue Courtesy Transportation at

any time and to resolve all questions of claim eligibility
pursuant fo the ferms and condifions described

herein at its sole discretion.

7-8
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Reporting Safety Defects to the
United States Government

It you believe that your vehicle has a defect which could
cause a crash or could cause injury or death, you
should immediately inform the National Highway Traffic
Safety Administration (NHTSA), In addition to notitying
Genaral Motors.

If NHTSA receives similar complaints, it may open an
investigation, and if it finds that a safety defect exists in
a group of vehicles, it may order a recall and remedy
campaign. However, NHTSA cannot become involved in
individual problems between you, your dealer or
Genaral Motors.

To contact NHTSA, you may either call the Auto Safety
Hotline toll-free at 1-800-424-9333 (or 366-0123 In
the Washington, D.C. area) or write 1o

MHTSA, .5, Department of Transportalion
Yeshington 0V 20500

You can also obtain other information aboul mator
vahicle safety from the hotline

Reporting Safety Defects to the
Canadian Government

If you live in Canada, and you believe that your vehicle
has a safety defect, you should immediately notify
Transport Canada, in addition to notifying General
Motors of Canada Limited, You may write to:

Transport Canada
330 Sparks Streel
Tower C Oftawa Ontario K14 ON5

Reporting Safety Defects to General
Motors

In addition to notifying NHTSA {(or Transport Canada) in
a situation fike this, we certainly hope you'll notify us.
Please call us at 1-800-222-1020, or write:

Chevrolet Motor Division
Chevrolet Customer Assistance Center
P Box 33170

Detroit, M| 48232-5170

In Canada, please call us at 1-800-263-3777 (English)
or 1-800-263-7854 (French). Or, write:

General Motors of Canada Limited
Customer Communication Centre, 183-005
1808 Colonal Sam Dnve

Oshawa, Ontaric L1H 8P7
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Service Publications Ordering
Information

Service Manuals

Service Manuals have the diagnosis and repair
information on engines, transmission, axle, suspension,
brakes, electrical, stesring, body, el

RETAIL SELL PRICE: $120.00
Service Bulletins

Service Bulletins give technical service information
needed to knowledgeably service General Motors cars
and trucks, Each bulletin contains instructions to
assist in the diagnosis and service of your vehicle.

In Canada, information pertaining to Product Service
Bulletins can be obtained by contacting your General
Motors dealer or by calling 1-800-GM-DRIVE
(1-B00-463-T483).

Owner's Information

Owner publications are written specifically for owners
and intended to provide basic operational information
about the vehicle. The awner's manual will include
the Maintenance Schadule for all modals.

In-Portfolio; Inciudes a Paortfolio, Owner's Manual, and
Warranty Booklet.

RETAIL SELL PRICE: $60.00
Without Portfolio: Owner's Manual only
RETAIL SELL PRICE: 520.00

Current and Past Model Order Forms

Saenvice Publications are available for current and
past model GM vehicles. To request an order form,
please specify year and modal name of the vehicle.

ORDER TOLL FREE: 1-800-551-4123
Monday — Friday 8:00 AM - 6:00 PM
Eastern Time

For Credit Card Orders Only

(VISA-MasterCard-Discover), visit Helm, Inc. on tha
Waorld Wide Web at: www_helminc.com

Or you can write to:

Helm, Incarporated

P, O. Box 07130

Detroit, Ml 48207

Prices are subject to change withoul nofice and without
incurring obligation. Allow ample time for delivery.

Mote to Canadian Customers: All listed prices are
quoted in U.S. funds. Canadian residents are to make
checks payable in U5, funds,
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A Antenna, Fixed Mast ...............ooiiiiiiieiiionn... 3278
Antenna, Power Mast Care .........cooivreriiirinnnnns 3-79

Accessory Power Cullets .........cocoivviininannneens 3220 Antennas, Integrated Windshield and Rear
Accessory Power Plug ...............oooeiivinenn, T 5-84 Window . R ¥
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Acding Washer Fluld ..ok, 5-36 Care of Safety Eelts .................................... B-77
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AOAIVES, FHAL ..oy reiii b sttt et i s b 5 o 56 Cleaning the Inside of Your Vehicle ................ 5-75
Add-On Electrical Equipment ..........oocoeiviiinn. . 5-84 Cleaning the Oultside of Your Vehicle .......... ... 5-78
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Air Bag Off Switch . e 14 T T Ty S RO PO e 577
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Servicing Your Air Bag-Equipped Vehicle ......... 1-47 AEhrRyE . 321
What Makes an Air Bag Inflate? ................00 182 AL SYBENBY i i i it b 3-62

What Will ¥ou See After an Air Audio Systems

Bag INHEMET o dn b e sk s 1-43 Care of Your Cassette Tape Plaver .., 3-77
When Shouid an Air Bag Inflate? ................... 1-42 Care of Your CD F‘Iayer R e T8
Where Are the Al BEOBT .. .iciicisisiisisisisssiios 1-40 Cara of Your CDs .. 5378
Air Cleaner/Filler, Engine ......c...iiivmirisinmnines 5-18 Fixed Mast Antenna R /-

A COMPIEBBON ... iiviiiriissmmsesssssnbassbibupossners- Ot | integrated Windshield and Rear Window
T I 0TI s o e b e by bR B B 2-19 Antennas ... e e e SR
All Overseas Localions ...........ccooooiiiiiiiiiiiiiin 7-4 Power Antenna Mast Care ... . 3-79
Aluminum Wheels ... 580 Radio with Cassette . ..............c.ococeiieiiiinrnn.. 3-63
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Audio Systems (cont.) Bulb Replacement (conl.)

Sothng the Tk s i iiiiiia SRR Back-Up: Lampe oo aminnnuiibbianiie s B
Thef-Detertent FEatUng .. .o 3-75 HBIOREn BUBE s st ssiaiis e L.
Trunk-Mounted CD Changer ..........ccovveieennennes 3-70 FIBAHEAMTEIE 1 oottt et st isas s s SRR T
Understanding Radio Reception ...l 377 Heplacement Bulbs - R T
Automatic Transmission ... 2-21 Taillamps and Turn Slgnal Lamps __________________ 5-49
I oo b iotinensn b etronone sobe bt bt 0 e 1 5-20 BUyinD: NewW TIPS .. i orrrrnns st kb benbiesbansesensntobs 8-59
T T e e A e L BB BSOS DL S 2-24
Automatic Transmission Check . e e T
Automatic Transmissian Shift Lock Control C
System Chack Liii s 00 California Fual .. R e v LR
Canada . R A Ty s e ek =
B Eanadlan ﬁnm&rs PR |
Canadian Boadside Asmstance R R DA 5
L o S, 5-40 Capacities and Specifications ...........cooveemeermerrses 5-92
Battery Replacement ... 2-8  Carbon Monoxide _................... ... 4-27, 4-35, 4-35
Battery Hun-Down Protection TR RN s B Care of
Before Leaving on a Long Trp ........ocoovmimmeminen 4-24 Safoly BBIE . ciieiiiiasiismsasiibabbni s niiines i DAT
Body Lubrication Semice .....ooooeeviveiiiiiiiniiinns ... B6-8 Care of Your
Brake Caseotte TAPO PIBYEL ..ocicaviiesanrnrsirrsssssnnseres JTT
Parking .. SR b R A S AR e | I B T T T R R S G 3-78
System fﬂSPBETlﬂn --------------------------------------- 6-12 T B O oD (-
System Waming Light ........ccciciiiiiiniinn... 3-35 Cargo COVEr .oooooieiisseemeeeeeeeeeress s sansnmmens 2-42
Brake- P o ilm i B S e 5-37  Cossetto TApe MESSAGES 1..iveiiersrriiierssaiarans i 3-66
Brake Wear ................. R A A 5-39 Cassette Tape Player SenviCe .......oooovieeimmnnireninans 6-7
IS L o o e L R e e 5-37  CD Adapier Kits ..........ccorrsnesnrersmamsrrrressssssessnns 356
Braking .. srsesnennnessssennnens 48 CD Changer, Trunks BRI it T 3-70
Braking in EI"HEI‘EIEI'I-ElFJS ------------------------------------- 4-8  Center Conscle Storage ATBa .......ccooviriiviasnerenes 239
EBreak-In, Naw Vehiclg .........ciocommmmirisninisisinne. 2-19 Chaing, TInES it 5-64
Bulb Haplacamant ........................................... 547
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Chack

Climate Central

Engine Light .. e e e Dual AUomalie o diaiiiiairasiininsia s 3-22
Gages Warnmg nghl ........................... 3-42 Climate Control System
Check Engine Light ............ccooeiiivinivaninns 3-38 Outlet Adjustmenl ........................................ 3-28
Checking Coolant ..ol 25 Clutch, Hydraulic .. 5-22
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Top Strap .. . N [~ |1 G T T B 1 | PP 3-9
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Fiberglass Sprngs ... 5-81 Courtesy Transportalion .................................. 77
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Customer Assistance Information {(conl.) Driving (cont.)
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Lock Check . B-10
lgnition F“us.llluns = ferbiaiai sxany Bk
Infants and ‘Young Ch|ldran Heslramts ,,,,,,,,,,,,,,, 1-23
Inflation — Tire: Prassung ... oo iesisssnsasrsnssas h-56
Inflatar Kit, TIre Lo 5-70
Inspection

Brados St e g-12

Engine Cooling Syrﬁlern . 812

Exhaust System ... . 611

Fuel System .. et el

Part C - F‘ermdl{; Malntenance .................... 6-11

Steering and Suspension ...........c....... 6-11

Tire and Wheel: s il
Installing the Roof Panel ...............c...t - T
Instrument Panel

Cluster .. 3-30

Dverwew o s SR e U AR P 2
Instrument Panel Enghtness ............................. 3-15
Instrument Pangl Fusea Block ..o 5-B6
integrated Windshigld and Raar Window

Antennas .. 3-79
Interior L&mps R R R R L
Interior Plastic Cumpunents ______________________________ 577

J
e R L L e e e P 5-41

K

Key Lock Cylindars Senvice .........coivvrirmrevnaraninieis B8
Ke:.rlass Enlry Systarn ....................................... 2-4
Keys .. oo2-3
&
Lamps
2374 =T o R, 3-12
I e e s T e TR 3-15
Lap Belt Cinch Feature ............ociviiiieiicieniiinn 1-14
Lap-Shoulder Belt ... . .....ooiiiiiiiiaenaes e 1=13
LATCH System
Child Restraints .. : s 1531
Securing a Child Restraint Deslgneﬂ for the
LATCH Eystem s e R e S T e S s
Latches, Seatback . 1-5
Leathar ........... E?E
Leaving Your Vehicle . : e 2410
Leaving Your Vehicle Wlth the Engine Hunnmg
!Jﬂnht:m;t:u TII-I.I lallllcln‘:lrl_u '.F ............................. 2':2
Lifting From the Front .. . 5-66
Lilting From the Raar . oonnnniaiiaioea. 587
Lifting: Your Corvette, TIres. i cscismmsaiiaa.. 5-64
Light
Active Handling System ..., 3237
Air Bag Off .. 3-32
Air Bag Readiness .. 3-32
Anti-Lock Brake Eystarn Warnmg ................. 3-36
7
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Light (cont.) Maintenance Schedule (cont.)

Brake System Waming ...c.cooiviiiimiimiiinans 3-35 Brake System Inspection ........cccccoviiiiininienns, 6212
Check Gages Waming .......coooovvimmminneenceana. 342 Engine Cooling System Inspec.tlt:n O - T} .
Maifunction [ndicator ... 3-38 Exhaust System Inspection .......ccccoooeviiiineennn 8-11
Safety Belt Reminder ......ccooiviiiiiiinminmne: 3-31 Fual Systam Inspectlon ..., 8012
Security .. LT T P e Tt LIttt T How This Section is E!rganize::l ....................... 6-3
TCS Wa.rnmg nghl e e L Introduction .......... M AR A e T
Traction Control Sﬂ_.rs.tern ETCS} 'u'u'amlnq e Ty b Maintenance Hequwements ! oo B2
Lighted Visor Vanity Mirrors . yean I L Part A - Scheduled Maintenance Services .. . 64
Limited-Slip Rear Axle ........coociiiiiinnen. 411 Part B - Owner Checks and Services ............... 6-7
T LT B LT e e e e 4-33 Part C - Penodic Maintenance Inspections ... 8-11
Lockout Protection .....cvvimmmssrasmssrasasmssssennayasnss @10 Part D - Recommended Fluids
Locks and Lubricants . e s - [
IO i e e TR Part E - Mamt«anance HEI:I:rI‘d SRRt 1T b
Lapying Your WBhiCIB, .. oo E 10 Baar Akle SamviGe.. oo arnrrssssrersnnnsi s B2
Lockout Protection ......ccooceviiiiiiviiiiniinniiine, 2-10 Scheduled Maintanam:a ................................. B-4
P BI0OT = RS 2-10 Steering and Suspension Inspection ............... 811
Lot OF GO, e e s swosvm s s G s 4-17 Tire and Whael Inspechion ... 6-11
Lowering the Convertible Tu|:| temasssaisesssansns 2700 Using Your . . O <
Your Vehicle andi tha Enwr:mmanl s e e
Malfunction Indicator Light .. e S T
M Manual Seats ... e 1-2
Magnesium Wheel Finlsh ..o 5-81 Mal_f:“f";t:lt TIANSMISSION ..o gg:}
Magnetic Speed Variable Assist Steering ............ 4-13 DU" """""""""""""""""""""""""""""" E-E‘T
Maintenance, Normal Replacement Parls ............ 5-84 peration ... b e e
i brarea S kedda Manual T!'BFIEF‘I‘IISSIDH ﬂheck e rrer e B
AL Each FUBL Fill oo 67 Matching TFE!'ISI'I"IIHEF{S} lo "!"ﬂul‘ "-"EI'II'I:IE-' ............... 27
At Least Once a Manth ..........cccciivmrinnnmisiiinins BT Memory . A R e DR
Al Least Once a YBar .....c.ccvcvvvarsieniinniorssnnieny B8 Message
At Least Twice a Year ..., B8 DIC Wamings and MeSSages ... .......coovvveninnens 3-53
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Mexico, Central Amenca and Caribbean Islands/
Countries {Except Puerto Rico and LS. Virgin
Islands)

Mirrors
Automatic Dimming Rearview . ......cciieiin
Manual Rearview MIrror oo
QOuiside Automatic Dimming Mimor ................
Dutsida Convex Mirrar .o nnnnninmeoes
Cutside Power Heated Mirrors oo,

Model Reference

Mew Vehicle Break-In ..
Marmal Maintenance Fteplacement Pans

O ICIMIEIBE s cixn v sbn s paarranannohi s absbonssahbasRANSIEIRENS
Off-Road HEEGU'EW ..........................................
il
Ennine
Engme il Pressure Gage ..
Clder Children, Restraints
OCne to Four Shift Light
(Manual TransmissIon) vt reees
Operating the Trunk-Mounted CD Changer with
the AM-FM Radio with Cassette
Operating the Trunk-Mounted CD Changer with
the AM-FM Radio with CD

.............................................

Other Waming Devices ..........

OtlEt AGUSIMEN 1. eevoveeveoeeeeeeereeeener s

Outside
Automatic Dimming Mirror . ...
Convex Mirmor ..o
Power Healed Mirmors .
Overheated Engine Protection
Operaling Mode .............
Owners, Canadian
Dwner's Information ...ocococcencienen

Park (P)
Shifting Out of
Parking
Brake
Ower Things That Burn .. .
Parking Brake and Automatic Transmission
Park (P} Mechanism Check
Parking Your Vehicla
ParkiP
Shifting Into

-----------------------

.......................................

................................................

Part A - Scheduled Maintenance Services ......o.oo..

Part B - Owner Checks and Services
Part C - Periodic Mainlenance Inspections ..........
Part @ - Recommeanded Flulds and Lubricants ...
Part E - Maintenance Record
Passenger Position, Safety Belts
Passing
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P R e s s ¥ e s e 2-17  Radios (cont.)
Plan Ahead When Possible .......ccoooiiiiiiiiii 77 B STy O 3-75
Playing ‘a-Cassetle Tape ... 3-65 Trunk-Mounted CD Changer .........c..cccivvviiieas 370
Playing a Compact DISC .....coveviieivieivisasinnnsssass 3569 Understanding Reception ..........cooviiimmmeiiiiiiens 377
Playing the Radio .......cocoimiiriiininnnanneres 3-63, 3-67 Raising the Convertible Top ..cocceiiiiienniiiiaie.. 263
Power ReEsding Lampa - s e 3-16
Accessory QUBBES ... sz i 3-20 o I R P PPt B e - |
Antenna Mast Care .........c.cecvvmmmmemrmrrseninsnnns S-18 L e N s e oy A e T e e e e B e £-11
57 A R R R e R e R e R 2-10 1] - T e e e L e e 6-12
Electrical S-_.rslam ......................................... 5-85 Rear Storage BTBEico esre e s 2-41
Seat ., 1-2 Rear Window Defogger ... 3-27
EtEenng Bl - 5-35 Rearview Mirror, Automatic Dlrnrnlng . 237
Windows . - A P e T e P Rearview Mirrors AT e AT . 237
Power ANENna SErvice —................ooooovvvorinss e 87 Reclining Seatbacks e T PO P BB et 1
Power SIearing .,....ccimimmnnniiniiiicsiasnnss 413 Recreational Vehicle Towing ................cocoviiien. 433
Remote Keyless Entry System ... ... vivrcierins 2-4
Q Remote Keyless Entry System, Operation ............ 2-5
Questions and Answers Abaut Safety Belts ......... 1-11 Egmxﬂﬁh?g&:f’;jn;r'"‘"““"""""""“"": gjg
Replacement Buibs . 5-51
H Replacing Brake Syﬁtern Parts .. . 5-40
: : : Replacing Rastraint Eystem Parts
Packs DTl SO0 I el After a Crash , e 1248
Care of Your Cassette Tape Player ................ 3-77  Reporting Salety Defects
Care of Your CO Player ...........ccoeceriieeeirnnenns 3-78 Canadian Government 79
Cara-af Your Cs )l nniiis .- 3-78 General Motors .. ETRIRREE 79
Radio With CassBUB ... iiveriivisemsssisiness 3-B3 United States Govemment ... 7-9
Radio with CD . crersserrerreresersneeses 3567 FESIRAING System Check .........c.ccereesmermnnsensenns 6-8
Setting the Ti S R 3-62 Checking Your Restraint Systems ................... 1-48
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Restraint System Check (cont.)

Scheduled Maintenance .............

.. 64

Replacing Restraint System Paris After a caaineth LaINNE . o o i cesa e s ks s 150
Crash oo 1-48 Seals
Restraint Systems R e e e R R R P e R Y 1-2
CDBCKIE - oo e e PoWer Bl . i s e s e | T
Replacing Pars ..........ooceeeeciiiniemsiininnens 1-48 Reclining Seatbacks ... .....ccccocieverierrsamsrarsirern, 123
Retained Accessory Power (RAP) ... 2-21 Sealiack atehes e e T L e e TEE
Roadside Sport Seal ......... Tt e T
ASSISIENCE PrOgIEM ....ouviiseniisniamaraasmasaasassaniase 7-5  Securing a Child Hastralnl
Rocking Your Vehicle To Get 1 Out ... 4-32 Designed for the LATCH Syslem ................... 1-33
Roof Panel . = RSO RSBt e Passenger Seat PoSition ..o 1234
Installing the Roof Panel .. e 2ol oecurty Light . s SRR A T
Remaving the Roof Panel ............................. 2-43 Security Shade and C{:mrenlence Nlat ................ 577
Storing the Roof Panel . ciivers 2-AB Selective Ride Control . R S S R S TR T
Running Your Engine While You Are Parked ....... 2-36 SPETEEIIIE, e ir s Ee A s A BRI b R NARER SRR NS R RRN R MR IR AR 3-26
Service . VPRI .
Addmg Eqmpr‘nent tt:- the Dutsme nf "mur
S Vehicle ........... TR e e e O
Daing Your E}wn 'u'u'urh St e e e o
sa?;ﬁgr 1T e o a9 Engina Soon Light .. Ut . D
Safety Belts Publications DrdEnng Infnrmahun bty et [
it i gy  Service BUllBing ... 7-10
o Senvice Manuals ........ vereene 4710
Fow to Wear Salety Belis Property -1~ 142  Servicing Your Air Bag-Equipped Vehicle .......... 147
PASSENGEr POSION ...\ covovsiveeeeoreereesois 1.pp  Setting Preset Stations ... . 3-64. 3-68
Questions and Answers About Safety Belts ..... 1-11 E'E“!ng the TIME ..o, 3-62
Safely Belt EXMENUAT L.\viiviisrs s sssiissiisssiss 1-20 S'E_ttmg the Tone (Bass/Mreble) .......ccovcvninns J-64, 3-68
Safety Belt Use During Pregnancy ................. 1-20 Shift Speeds (Manual Transmission) ..o 2-28
Safety Belts Are for Everyone ..............ccocee. 1=7  oniting: Into Pamk (P Lo i . 2-3
Safety Wamings and Symbols ....ioviviimmisniiin ifi SHiiting Oul af Pam (P) ancimaanaasiiissis 2230
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RRICIRITRE. s frvnspsinn v s s P e s AR e P Sy 417
Some Other Rainy Weather Tips .....ooooiiiiiiancns 4-1
Specifications, Capacilies .............oeeeverimarrecmanins 5-82
Speedomeler oo 3-3
Sport Seat .. e e B
Starter lnteﬂn-:k Feature .................................. 2-22
Staar W G RRaI e s e e s B e 6-0
Starting Your ENging .........ccoovvimiiimrcirimmniinnenins 2521
e R A S RO S 4-13
Steering and Suspension Inspection ........cocceeeees 6-11
SIECAn Ar EMENIeNeRE .. . oo g a ok 4-14
I Lo e e e e e S SR e 4-13
Slorage Areas
Center Conscle Storage Area ............ccvvrenens 239
Convenlence NBL ... essaininssies 2-42
ROPIDICERIRY s s e e 2-38
= o iy s 2-39
Rear Storage Aréa ........ocoooooeeeiieceanaacaannans 2-41
Storing: the Boof Panel .. s s st ah s 2-46
Stuck in Sand, Mud, IC8 OF SNOW ..ovveceiarririens 4-32
SUN VISOTS ..ovviveriisniisemnssssninnnssisrmsssssssmnnsssssisns 210

Tachometer

Taillamps
urr-Shanal Larnpe L A

TCS Waming Light «..coverimiiinaia

Telescopic Steering Column

Teshing the Alarm ...........

Theft-Datament, Badio .............cociiivsmimmrrrmssnees 3-75
Theft-Deterrent System ... 2-16
Theft-Deterrent Systerns ................................... 2-16
PR B s e e D
Tilt Wheel ...t r s re s e 35
Tire: INAEHOR CRECK i e v e sbv i ane sansn s BT
Tire Inflator Kit SOMAGe ...ccvcooiiiimirrrivsmmsrsisminnese 573
= T | o T i R e RPNk -1y
TS e s e e o R 554, 580
Buying Mew TS ....cccccinvimiiissesiniae. 38
Chains . 5-64
Extended Mﬂb!l]l‘}' e e e el £
It a Tire Goes Flal ....................................... 5-68
Inflation == Tire Pressung .........c.coviiieeeeriinne. 3+06
Lifting Your Convelte: .......ccocavcmmismasinnisarses 564
Pressure Monitor System ......c.c.oovivvmerervinense =57
Rotation . .. 5-53
Tire and Whesl Inspac'tlun .. 6-11
TR e R i R s e a B ik S wa o 570
Uniform Tire Quality Grading .............oecevvieno. 5-80
Wheel Alignment and Tire Balance ................. 5-61
Wheel Raplacement ... ....ccc.ocooeiiiiiioncmemninns 5-61
To Use The Engine Coolant Heater ................... 2-23
Top of the Instrument Panel ................ccc.coool 5-76
Top Strap . u 1-30
Top Strap Anch-nr Lm:ahnn 1-31
Torque Lock (Automatic Trans.mlssmn} ............... 2-33
Towing
Recreational Vehicle ... .....cccoccevrriiimnnrnrernnnn. 433
Towing a Trailer ............ —
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Towing (cont.)

e[| ] [ e U1 N

Traction

Active Handling System ............cccoovverrrrernns
Control Syslem (TES) ovnsmmaisirsmnsae

Control System Warning Light ..........

Limited-Slip Rear Axe ...................cooooooovon..
Selective Ride Control ...

Transmission

5 T e P R e SRR
I MBMUARL . s besd benmasgan s
Transmission Operation, Automaltic .................

Transmission Operation, Manual ............

Tranzportation Optlons .iinnnniiaaaiees
E 1A e e e e S P e
Tum and Lane-Change Signals ..........ccooecremenes
Tum Signal/Multifunction Lever ............coeiiviienan.

Twilight Sentinel™
(Optional in United States, Standard

LR s T | P e e et

Underbody Flushing Service _.._.._...._.__...._.....
Linderstanding Radio Reception _....................
Uniform Tire Quality Grading .......ooooiiiiinicnans

Linited States |

Linlocking the Theﬂ D;lErlEnt Feature MIEr a
T e e e L O e e

Vehicle

OO a2 s iiass sassaioihasa e st i s
Camags: Warmings .. ....coeimarsriiinins st ravessmsenns

5o T | o [P R AR

PRTkING YO oot soriaom semstasissisiasa stz

Vehicle Identification
Number (VIN) .

Service Parts ldentlfu:atmn Lahal

Vehicle Personalization
Memory .
Vehicle Eturﬂga

Ventilation Adjuatmenl

WViSOrs .viviiee

Voltmeter Gaﬁe S b R A A e SR P

w

Warning Lights, Gages and Indicalors

Warninns

DIC Warmnings and Messages ..........oieeenniens

Hazard Warning Flashers ........

Other Waming DeviCes .................................
Safety and SYMBOIE ......cicioiiiv i nensinrsaeiia
Vel DIAMAIE oo 1o mirm taenss rar gans ue samsSesnamens

Washing Your Vehicle .

Weatherstrip Lubnc:ahc:n
What Kind of Engine Qil to Use ..............
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What to Do with Used Qil . s . 517 Windshield and Wiper Blades ..............coivveeeenn 579

What 18 LI8e i gennsins 5-24 5 35, 5- 36 5-46 Windshiold YWWasher ......coasemeer i 3-8

Wheels Fluid . S . L
Alignment and Tire Balance .......................... 5-61 Windshield Washer Fluid Level Check ................ 67
Replacemant .. T . . 4 | Windshield Wiper

When to Add Engme T e R 5-14 Blade Haplacemem 5-52

When to Change Engine Oil Fuses ... 5-85
(GM Ol Life SYSIem™) .. cvimrersisnsssisrsrnnerans 5-16 Windshiald W’pers .37

When to Check ......ccoovvvvviiivriree e 5-20, 5-56 Winter Driving . 427

When to Check and What to Use .................. 5-22 Wiper Blade Chec:h .. 68

When to Check Lubricant ......cccooiirarenmiiasinsnnns 5-46

When to Check Power Steering Fluid ............... 5-35

Why Safety Belts WOTK .........oocovreririersirisserins 1-8  f

WIDIOHS s EM oy Vi and the EnHonmnt ... 62
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