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INSPECTION

1.

INSPECT COOLING FAN RELAY
(a) Check the resistance.
(1) Using an ohmmeter, measure the resistance
between the terminals.

Resistance
Tester Connection Specified Condition
3-5 10 kQ or higher
3.5 Below 1 Q
(Apply battery voltage to terminals 1 and 2)

P Ohmmeter

A094494E02

If the resistance is not as specified, replace the
relay.

INSPECT COOLING FAN RELAY NO.2
(@) Check the resistance.
(1) Using an ohmmeter, measure the resistance
between each terminal.
Resistance

Tester Connection Specified Condition

3-4 Below 1 Q

10 kQ or higher

3-4 (Apply battery voltage to terminals 1 and 2)

3-5 10 kQ or higher

Below 1 Q

3-5 (Apply battery voltage to terminals 1 and 2)

Resistance

If the resistance is not as specified, replace the
relay.

INSPECT COOLING FAN RESISTOR (w/ Air
Conditioning System)
(a) Check the resistance.
(1) Using an ohmmeter, measure the resistance
between the terminals.

Tester Connection

Specified Condition

Positive (+) - Negative (-)

1.17 to 1.43 Q at 20°C (68°F)

If the resistance is not as specified, replace the
cooling fan resister.






