
AH–12 AXLE  –  REAR AXLE HUB

AH

SUSPENSION & AXLEAXLEREAR AXLE HUB
COMPONENTS

REAR DISC

REAR DISC BRAKE CALIPER ASSEMBLY LH

REAR BRAKE DRUM 
SUB-ASSEMBLY

DRUM REAR BRAKE TYPE:

DISK REAR BRAKE TYPE:

Non-reusable part

47 (479, 35)

61 (622, 45)

N*m (kgf*cm, ft.*lbf) : Specified torque

x4

SKID CONTROL SENSOR WIRE

REAR AXLE LH HUB BOLT

REAR AXLE HUB & BEARING ASSEMBLY LH
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AXLE  –  REAR AXLE HUB AH–13

AH

ON-VEHICLE INSPECTION
1. INSPECT REAR AXLE HUB BEARING

(a) Remove the rear wheel.
(b) Remove rear brake drum sub-assembly.
(c) Inspect the bearing backlash.

(1) Using a dial indicator, check the backlash near 
the center of the axle hub.
Maximum:

0.05 mm (0.0020 in.)
If the backlash exceeds the maximum, replace 
the rear axle hub & bearing assembly.

(d) Inspect the axle hub deviation.
(1) Using a dial indicator, check the deviation at 

the surface of the axle hub outside the hub bolt.
Maximum:

0.07 mm (0.0028 in.)
If the backlash exceeds the maximum, replace 
the rear axle hub & bearing assembly.

(e) Install the rear brake drum sub-assembly.
(f) Install the rear wheel.

Torque: 103 N*m (1,050 kgf*cm, 76 ft.*lbf)
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