SP-46 SUSPENSION — REAR STABILIZER BAR

REAR STABILIZER BAR
COMPONENTS

DISCBRAKE: g

REAR AXLE HUB &
BEARING ASSEMBLY LH

REAR DISC

REAR DISC
BRAKE CALIPER
ASSEMBLY LH

CLIP
%

80 (816, 59)

W/ ABS:

| SKID CONTROL
W SENSOR WIRE

REAR SHOCK
ABSORBER LH
CUSHION RETAINER

REAR AXLE BEAM ASSEMBLY

©
STABILIZER BAR REAR
@ REAR AXLE . i
CARRIER \\ REAR AXLE HUB &
BUSH RH “BEARING ASSEMBLY LH

@ REAR AXLE 195 (1,988, 144)

CARRIER REAR BRAKE DRUM

BUSH LH SUB-ASSEMBLY

[N*m (kgf*cm, ft.*Ibf) | : Specified torque

@ Non-reusable part
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SUSPENSION — REAR STABILIZER BAR SP-47

REMOVAL

1. REMOVE STABILIZER BAR REAR
(a) Remove the 2 bolts, nuts and stabilizer bar rear.

N
AU

H\ /

7 C066799

INSTALLATION

Front 1. INSTALL STABILIZER BAR REAR

(@) Install the 2 bolts, nuts and stabilizer bar rear.

1 Torque: 195 N*m (1,988 kgf*cm, 144 ft.*Ibf)

HINT:

% %@ Install the stabilizer bar rear so that the mark is
'| positioned on the rear left side of the vehicle.
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