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LIGHTING SYSTEM
PRECAUTION
1. PRECAUTION OF HEADLIGHT BULB 

REPLACEMENT
(a) If even a thin film of oil is left on the surface of the 

halogen light, its service life will be shortened 
because the light will burn at a higher temperature.

(b) Handle any halogen light with great care. Dropping, 
hitting or damaging the bulb, in any way, may result 
in it exploding and shattering because the internal 
pressure is high.

(c) Always prepare a new bulb for immediate 
replacement. While replacing the bulb, the lens may 
attract dust and moisture if removed from the 
vehicle for too long.

(d) Always use a bulb of the same wattage for 
replacement.

(e) Firmly reinstall the socket after bulb replacement. 
The lens may become cloudy or the light cavity may 
fill with water through the gaps around the socket.
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HOW TO PROCEED WITH 
TROUBLESHOOTING

NEXT

NEXT

Result

B

A

(a) Operation check (See page LI-8)
(b) On-vehicle inspection
(c) Inspection

NEXT

NEXT

NEXT

1 VEHICLE BROUGHT TO WORKSHOP

2 CUSTOMER PROBLEM ANALYSIS CHECK AND SYMPTOM CHECK

3 PROBLEM SYMPTOMS TABLE

Result Proceed to

If fault is not listed in problem symptoms table A

If fault is listed in problem symptoms table B

Go to step 5

4 OVERALL ANALYSIS AND TROUBLESHOOTING

5 ADJUST, REPAIR OR REPLACE

6 CONFIRMATION TEST

END
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