
WIPER AND WASHER  –  WIPER AND WASHER SYSTEM WW–1

WW

WIPER AND WASHER SYSTEM
PRECAUTION
1. PRECAUTION OF WASHER NOZZLE ADJUSTMENT

(a) Do not clean or adjust the washer nozzle with a 
safety pin, etc. because;
(1) the washer nozzle tip is made of resin and could 

be damaged.
(2) adjustment is not necessary because the 

washer nozzle is a spray type.
(b) In case the washer nozzle is clogged with wax, etc., 

remove it and clean the nozzle hole with a soft resin 
brush, etc.
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HOW TO PROCEED WITH 
TROUBLESHOOTING

NEXT

NEXT

Result

B

A

(a) On-vehicle Inspection
(b) Inspection

NEXT

NEXT

NEXT

1 VEHICLE BROUGHT TO WORKSHOP

2 CUSTOMER PROBLEM ANALYSIS CHECK AND SYMPTOM CHECK

3 PROBLEM SYMPTOMS TABLE

Result Proceed to

If fault is not listed in problem symptoms table A

If fault is listed in problem symptoms table B

Go to step 5

4 OVERALL ANALYSIS AND TROUBLESHOOTING

5 ADJUST, REPAIR OR REPLACE

6 CONFIRMATION TEST

END
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