
AUDIO / VISUAL  –  RADIO RECEIVER AV–91

AV

BODY ELECTRICALAUDIO / VISUALRADIO RECEIVER
COMPONENTS

IN-DASH CD CHANGER MODEL:

RADIO RECEIVER

NO. 1 RADIO BRACKET

NO. 2 RADIO BRACKET

NO. 1 RADIO BRACKET

NO. 2 RADIO BRACKET

RADIO RECEIVER ASSEMBLY

CENTER INSTRUMENT CLUSTER 
FINISH PANEL SUB-ASSEMBLY

RADIO RECEIVER

E115622E03

ca
rd

ia
gn

.c
om



AV–92 AUDIO / VISUAL  –  RADIO RECEIVER

AV

REMOVAL
1. REMOVE CENTER INSTRUMENT CLUSTER FINISH 

PANEL SUB-ASSEMBLY (See page IP-6)
2. REMOVE RADIO RECEIVER ASSEMBLY

(a) Remove the 4 screws.
(b) Disconnect the clamp from the No. 2 radio bracket.
(c) Disconnect the connectors, then remove the radio 

receiver assembly.

3. REMOVE NO. 1 RADIO BRACKET
(a) Remove the 4 screws and No. 1 radio bracket.

4. REMOVE NO. 2 RADIO BRACKET
(a) Remove the 4 screws and No. 2 radio bracket.

5. REMOVE RADIO RECEIVER

Clamp B084099E01

B084101

B084105
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