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STARTING & CHARGING - CHARGING SYSTEM (1NZ-FXE)

CHARGING SYSTEM (1NZ-FXE)

ON-VEHICLE INSPECTION
1. INSPECT BATTERY
NOTICE:
If the battery is dead or ” READY” does not light up, recharge the battery. Check the battery again
before the vehicle is returned to the customer.
(@) Check the appearance.
(1)  Check that the battery is not damaged or deformed.
If damaged or deformed, replace the battery (the dedicated battery for Prius).
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STARTING & CHARGING - BATTERY (1NZ-FXE)

BATTERY (1NZ-FXE)
REPLACEMENT
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REMOVE REAR FLOOR BOARD NO.2
Unlock the 2 washer tank cover knobs, then remove the
rear floor board No. 2.

REMOVE DECK FLOOR BOX REAR
Remove the deck floor box rear from the vehicle.

REMOVE REAR FLOOR BOARD NO.3
Separate the 4 claw fittings, then remove the rear floor
board No. 3.

DISCONNECT ENGINE WIRE NO.3 (BATTERY
NEGATIVE TERMINAL)

Loosen the nut, then disconnect the engine wire No. 3
(battery negative terminal).
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REMOVE CONNECTOR COVER
Separate the 3 claw fittings, then remove the connector
cover.

REMOVE QUARTER VENT DUCT NO.2

Disconnect the brake control power supply connector.
Disconnect the 2 fusible link block connectors.

Remove the wire harness from the quarter vent duct No.
2.

Remove the bolt and screw, then remove the quarter vent
duct No. 2.

REMOVE FUSIBLE LINK BLOCK ASSY
Using a clip remover, remove the clip.
Loosen the nut, then remove the fusible link block.

REMOVE BATTERY HOLD DOWN CLAMP
Remove the bolt and nut, then remove the battery hold
down clamp.
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9.] REMOVE[BATTERY
(@0 Removelthe[rommet[dfiheBatteryfoomentilationhose
from[ihe[yehicle.
(b)0 Remove[ihebattery[from[ihe[yehicle.

()0 Removeihe[battery[foom[Ventilation[hose[from[ihe[bat-
tery.
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10.[] INSTALLBATTERY

11.[] INSTALL[BATTERY[HOLD[POWN[CLAMP
Torque:[5.4[N-m[{55[kgf-cm,[48[in.{Ibf)

12.[] INSTALLFUSIBLE[LINK[BLOCK[ASSY
Torque:[6.0[N-m[(61[kgf-cm,[H3[in.fIbf)

13.[] INSTALL[QUARTER[VENT[PUCT[NO.2
Torque:[4.0[N-m[{41[kgf-cm,[B5[in.f{Ibf)

14.[] INSTALL[CONNECTOR[COVER

15.[] CONNECT[ENGINE[WIRE[NO.3[(BATTERY[NEGATIVE[TERMINAL)
Torque:[6.0[N-m[{61[kgf-cm,[53[in.{Ibf)

NOTICE:

(1 When[the[Wwarning[lamp[is[illuminated[ér{ihe[battery[has[been[disconnected[@and[teconnected,
turninghe[power$witch[inay[hot[$tartthe[$ystem[on[ihe[irst[iry.[lf[$o,Rurnthepower($witch
again.

11 With[the[power[$witch’s[power[inode[¢hanged[1o[DN[{IG), disconnectIhe[battery.[lfhe[key[is
not[in[the[key[$lot[during[feconnection,[DTC[B2799[inay[be[dutput.

16. INSTALL REAR FLOOR BOARD NO.3

17. INSTALL DECK FLOOR BOX REAR

18. INSTALL REAR FLOOR BOARD NO.2

19.[] POWER[WINDOW[CONTROL[SYSTEMI[INITIALIZE[{See[page[01-29)
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