SERVICE SPECIFICATIONS - BRAKE

SS-29

BRAKE
SERVICE DATA

SSOE9-03

Brake pedal height (from asphalt sheet)

159.5 - 169.5 mm (6.280 - 6.673 in.)

Brake pedal freeplay

1-6mm (0.04 - 0.24 in.)

Brake pedal reserve distance at 490 N (50 kgf, 110.2 Ibf)

More than 96 mm (3.78 in.)

Brake booster push rod to piston clearance (w/ SST) w/o VSC | 0.35 mm (0.014 in.)
w/VSC [0mm (0in.)

Front brake pad thickness STD | 11.0 mm (0.433in.)
Front brake pad thickness Minimum [ 1.0 mm (0.039 in.)
Front brake disc thickness STD | 28.0 mm (1.102 in.)
Front brake disc thickness Minimum [ 26.0 mm (1.024 in.)
Front brake disc runout Maximum [ 0.05 mm (0.0020 in.)
Rear brake drum inside diameter STD | 250.0 mm (9.843in.)
Rear brake drum inside diameter Maximum | 252.0 mm (9.921 in.)
Rear brake shoe lining thickness STD | 6.0 mm (0.236 in.)
Rear brake shoe lining thickness Minimum [ 1.0 mm (0.039 in.)

Rear brake drum to shoe clearance

0.5 mm (0.020 in.)

Parking brake pedal travel at 294 N (30 kgf, 66 Ibf)

3 - 5 clicks
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