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2001 SIENNA   (RM787U)

REMOVAL
1. REMOVE FRONT WHEEL

Torque: 104 N·m (1,050 kgf·cm, 77 ft·lbf)
2. REMOVE FLEXIBLE HOSE BRACKET AND ABS

SPEED SENSOR WIRE HARNESS CLAMPS FROM
SHOCK ABSORBER

Remove the nut, flexible hose bracket and ABS wire harness
clamps.

Torque: 29 N·m (300 kgf·cm, 22 ft·lbf)
3. DISCONNECT STABILIZER BAR LINK FROM SHOCK

ABSORBER (See page SA-40 )
4. REMOVE OUTER FRONT COWL TOP PANEL

(See page BO-35 )
5. REMOVE SHOCK ABSORBER WITH COIL SPRING
(a) Loosen the 2 nuts on the lower side of shock absorber.

Torque: 210 N·m (2,150 kgf·cm, 155 ft·lbf)
HINT:
� Do not remove the bolts.
� At the time of installation, coat the nut’s thread with en-

gine oil.

(b) Remove the 3 nuts on the upper side of the shock absorb-
er.
Torque: 80 N·m (820 kgf·cm, 59 ft·lbf)

(c) Remove the 2 nuts and bolts on the lower side of shock
absorber.

(d) Remove the shock absorber with coil spring.
HINT:
At the time of installation, rotate the suspension support to set
it in the correct direction, as shown in the illustration.


