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2001 SIENNA   (RM787U)

DISASSEMBLY
1. REMOVE CUP HOLDER
2. REMOVE POWER SEAT SWITCH KNOBS
3. REMOVE SEAT CUSHION SHIELDS
4. REMOVE SEAT TRACK UPPER RAIL COVERS
5. REMOVE POWER SEAT SWITCH
6. REMOVE FRONT SEAT INNER BELT
(a) Disconnect the connector.
(b) Remove the bolt, washer and front seat inner belt.
7. REMOVE CENTER ARMREST
Remove the bolt and center armrest.
8. REMOVE SEATBACK ASSEMBLY
Remove the 4 bolts and seatback assembly.
9. REMOVE SEATBACK COVER
(a) Remove the 2 assist grip plugs, 2 screws and assist grip.
(b) Remove the headrest.
(c) Remove the 2 headrest supports.
(d) Remove the 2 seat hinge covers.
(e) Remove the seatback frame.
(f) Remove the seatback cover.
10. w/ Seat heater:

IF NECESSARY, REPLACE SEATBACK HEATER (See page BO-1 17)
11. REMOVE SEAT CUSHION ASSEMBLY
Remove the 4 bolts and seat cushion assembly.
12. REMOVE SEAT CUSHION COVER
(a) Remove the seat cushion frame.
(b) Remove the wire harness from the seat cushion frame.
(c) Remove the seat cushion cover.
13. w/ Seat heater:

IF NECESSARY, REPLACE SEAT CUSHION HEATER (See page BO-1 17)


