DI-665

DIAGNOSTICS BODY CONTROL SYSTEM
Driver seat belt wanig light circuit
WIRING DIAGRAM
Body ECU
Seat Belt (Integration
Warning Driver Side Relay)
J17 Light J/B NO.1
JiIC 9 9 9 GR-G 3
GR GR(*2) GR-G R-
= 5 cCi-mHC9 IG1 T 5| WRN
A
GR(*1)
D
J18 GR(*1)
Ignition . .
Driver Side J/B NO.1 Switch Driver Side J/B NO.1
2 GAUGE 1 2 AM1 1
B-Y |IG1 W-L
F8 , w
FL Block Engine Room J/B NO.2
FL MAIN B-L_ ALT NP W 2 2
oo —ego—ooo D& 3CD
N 1 4
T
. Batter
JT_ y
(*1);w/ VSC
(*2);w/o VSC
118884
2001 SIENNA (RM787U)
Author : Date : 819




DI-666
DIAGNOSTICS - BODY CONTROL SYSTEM

INSPECTION PROCEDURE

1 Check GAUGE fuse.

CHECK:
Check continuity of GAUGE fuse.
OK:

Continuity

NG> Replace the failure fuse.

OK

2 | Check Wireharness and connector between Integration Relay and Battery.

PREPARATION:
(@ Turn ignition switch ON.
(b) Disconnect the instrument panel integration ECU.
CHECK:
Measure voltage between terminals of instrument panel integration ECU connector.
OK:
Voltage: 10 - 14V

OK Proceed to next circuit inspection shown on
problem symptoms table (See page DI-636).

NG

Repair or replace wireharness or connector.
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