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2001 SIENNA   (RM787U)

AIR MIX SERVOMOTOR (for Front
A/C)
INSPECTION
1. REMOVE LOWER FINISH PANEL
2. REMOVE NO. 1 SAFETY PAD INSERT
3. REMOVE CLUSTER FINISH PANEL
4. REMOVE CENTER CLUSTER FINISH PANEL
5. REMOVE RADIO RECEIVER

6. REMOVE AIR MIX SERVOMOTOR
(a) Disconnect the wire harness clamp.
(b) Disconnect the connector.
(c) Remove the 3 screws and air mix servomotor.
7. INSPECT AIR MIX SERVOMOTOR CIRCUIT (See page

DI-736 )
8. INSPECT AIR MIX DAMPER POSITION SENSOR CIR-

CUIT (See page DI-727 )
9. INSTALL AIR MIX SERVOMOTOR
(a) Install the air mix servomotor with 3 screws
(b) Connect the connector.
(c) Connect the wire harness clamp.
10. INSTALL RADIO RECEIVER
11. INSTALL CENTER CLUSTER FINISH PANEL
12. INSTALL CLUSTER FINISH PANEL
13. INSTALL NO. 1 SAFETY PAD INSERT
14. INSTALL LOWER FINISH PANEL


