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00 — General, Technical Data

1 Transmission Identification
(Edition 11.2014)
= “1.1 Location on Transmission”, page 1

= “1.2 Codes, Transmission Allocation and Capacities”,
page 2

1.1 Location on Transmission

@ Note

¢ The manual transmission OAF is a 5-speed transmission and
/s installed in conjunction with a 4-cylinder engine in the Jetta
from MY 2005, Golf Wagon from MY 2007, Golf Wagon from
MY 2010 and Jetta from MY 2011.

¢ Allocation. Refer to
= "1.2 Codes, Transmission Allocation and Capacities”, page
2.

Codes and the production date -arrow 1-, manual transmission
OAF -arrow 2-

Manual Transmission OAF -arrow 2-

1. Transmission Identification 1
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Transmission Codes and Production Date

Example: FVH 12 11 3
I I I I
I I | I
Codes Day .“Month Year (2003) of
manufacture

Additional data and information is provided by the factory.

@ Note

The transmission code is also listed on the vehicle data label.

1.2 Codes, Transmission Allocation and Capacities

Manual Transmission 5-speed 0AF

Codes FVH JHT JHU

Manufac- from 05/2005 11/2006 03/2009

tured through

Allocation Type Jetta from MY 2005 Jetta from MY 2005 Jetta from MY52005
Golf Wagon from MY 2007 [ Golf Wagon from MY | Golf Wagon fromyMY 2007

2007 Golf Wagon from MY 2010
Engine 1.6L - 75 kW 1.6L - 75 kW 1.4L <59 kW
Ratio Final Drive 68 15 = 4.533 68: 15 ;4.533 68 15 = 4.533
Z1:22

Manual Transmission
Capacity

Refer to > Fluid“Gapacity
Tables; Rep. Gr. 03

)
Refer to > Afuld Capaci-
ty Tables; Rép. Gr. 03

Refer to = Fluid Capacity
Tables; Rep. Gr. 03

Drive Axle Flange Diam- 100 mm 100 mm 90 mm
eter
Refer to the Parts Catalog for the following information:
¢ The individual gear ratios
¢ Transmission fluid
¢ Clutch allocation
Manual Transmission 5-speed OAF
Codes LEG LVN LDz
Manufac- from 06/2009 05/2009 06/2010
tured through
Allocation Type Jetta from MY 2005 Jetta from MY 2005 Jetta from MY 2011
Golf Wagon from MY 2007| Golf Wagon from MY
Golf Wagon from MY 2010 2007
Golf Wagon from MY
2010
Engine 1.4L - 59 kW 1.6L - 75 kW 2.0L - 85 kW
Ratio Final Drive 61:14 =4.357 68 :15=4.533 59:15=3.933
Z1:22
Manual Transmission Refer to = Fluid Capacity [Refer to = Fluid Capacity| Refer to = Fluid Capacity
Capacity Tables; Rep. Gr. 03 Tables; Rep. Gr. 03 Tables; Rep. Gr. 03
Drive Axle Flange Diam- 90 mm 100 mm 100 mm
eter

Refer to the Parts Catalog for the following information:

2 Rep. Gr.00 - General, Technical Data
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¢ The individual gear ratios

¢ Transmission fluid

¢ Clutch allocation

Manual Transmission 5-speed OAF
Codes NNL
Manufac- from 12/2011
tured through
Allocation Type Jetta from MY 2011
Engine 1.6L - 77 kKW
Ratio Final Drive 61:14 =4.357
Z1:22

Manual Transmission
Capacity

Refer to = Fluid Capacity
Tables; Rep. Gr. 03

Drive Axle Flange Diam-
eter

100 mm

Refer to the Parts Catalog for the following information:

¢ The individual gear ratios

¢ Transmission fluid
¢ Clutch allocation

1. Transmission Identification 3
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2 Overview - Transmission
Name

-Arrows- point in the direction ofitravel

1 - Engine
2 - Clutch
3 - Manual Transmission
4 - Input Shaft
5 - Output Shaft
6 - Differential 1
| [ |
@D{ﬁ
3 5 A 6
MN34-10276
Ratio

-Arrows- point in the direction of travel

4 Rep. Gr.00 - General, Technical Data
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I - 1st Gear

Il - 2nd Gear

Il - 3rd Gear

IV - 4th Gear

V - 5th Gear

R - Reverse Gear
A - Final Drive

M34-10276

2. Overview - Transmission 5
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3 Transmission Ratio “i”, Calculating
Example:

5th Gear Fipal Drive
Drive gear 2G1 =37 ZAq1 =14
Driven gear ZGo2 =50 Z2G2 =69

i=Z2:Z1.Referto "

iG = gear ratio = ZGy : ZG1 = 37 : 50 =0.740

iA = axle ratio = ZA2 : ZA1 =69 : 14 =4.929

itotal = total ratio =i g x ipA = 0.740 x4.929 = 3.647

1) Z1 = Number of teeth on the drive gear, Z2 = Number of teeth on the driven
gear

6 Rep. Gr.00 - General, Technical Data
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4 General Repair Information

= “4.1 General Information”, page 7

= “4.2 Components”, page 7

4.1 General Information

The highest level of care and cleanliness along with tools that
function properly are required to ensure a proper and successful
transmission repair. Of course the general safety precautions also
apply when carrying out repair work.

A list of general instructions that apply to multiple repair proce-
dures throughout the repair manual are summarized once here
under the “Components” section. Refer to

= “4.2 Components”, page 7 . They apply to this repair manual.

4.2 Components

= “4.2.1 Transmission”, page 7

= “4.2.2 O-Rings, Gaskets,-Seals and Sealant”, page 8

> “4.2.3 Circlips”, page 8

= “4.2.4 Bolts and Nuts”, page 9

= “4.2.5 Bearings”, page 9

=> “4.2.6 Shims”, page 9

= “4.2.7 Synchronizer Rings”, page 10

= “4.2.8 Gear Wheels, Synchronizer Hubs and Needle Bearing
Sleeve”, page 10

> “4.2.9 Selector Gears”, page 10
= “4.2.10 Clutch?, page 10

4,21 Transmission

¢ Make sure that the alignment bushings between the engine
and transmissiorvare positioned correctly when installing the
manual transmission.

¢ Clean the contact surfaces when installing brackets and
waxed components. Contact surfaces must be free of wax and

grease. ™

¢ Allocate the bolts and other Gomponents. Refer to the P&
Catalog.

¢ Check the transmission fluid level after installation. Referto
= “5 Transmission Fluid, Checking”, page 111 .

¢ Capacities. Refer to
> “1.2 Codes, Transmission Allocation and Capacities”, page
2.

4. General Repair Information 7
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422 O-Rings, Gaskets, Seals and Sealant

¢ Always thoroughly clean the:separating surfaces on the hous-
ing before applying the sealant.

¢ Apply the Sealant - AMV 188 200 03- evenly and not too thick.
¢ Replace the O-rings, seals and gaskets.

¢ Flange shafts, input shaft and selector shaft seals are also
called shaft seals.

¢ After removing seals and gaskets, check the contact surfaces
on the housings or shafts for burrs and damage caused by the
removal. Repair as necessary.

¢ Before installing the shaft seals, lightly oil the outer circumfer-
ence and fill the spacezbetween the sealing lips -arrow- half-
way with Grease - G 052 128 A1-.

¢ The open side of the gaskets point toward the fluid to be sealed
in.
¢ When installing the new shaft seal, make sure the sealing lip

does not run on the same point as the sealing lip from the old
seal (use offset tolerance).

¢ Lightly lubricate the O-rings before inserting to prevent the H

rings from being crushed during assembly.

¢ After replacing the seals and gaskets, check the:transmission
fluid level and fill if necessary. Refer to
= “5 Transmission Fluid, Checking”, page 111 .

423 Circlips

4 Do not stretch the circlips.

4 Installation position for some of the circlips: the circlip is »nar-
rower at the top« and so is its installation position. This makes
it easier for the pliers to grab the circlip when removing and
installing it.

¢ Always replace damaged or stretched circlips.
¢ The circlips must rest at the bottom of the groove.

¢ Replace the adapter sleeves. Installation position: the slot
-A- should align with the line of force -arrow-.

b

MN30-10172

RN

- c
NN
Q
JAW
’

8 Rep. Gr.00 - General, Technical Data
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424 Bolts and Nuts

¢ Loosen the bolts and nuts opposite the tightening sequence.

¢ Nuts and bolts which secure covers and housings should be
loosened and tightened diagonally and in steps if no tightening
sequence is specified.

¢ Especially delicate components, such as clutch pressure
plates, must not be distorted. Loosen and tighten bolts and
nuts in stages in a diagonal sequence.

¢ The tightening specifications given apply to unoiled bolts and
nuts.

¢ Always replace self-locking bolts and nuts.

¢ Make sure the contact surfaces and visible surfaces on the
nuts and bolts are waxed after assembling.

4 Use a wire brush to clean the threads_of the bolts that were
installed with locking fluid. Then insert the bolts with Locking
Fluid - AMV 185 101 A1-.

¢ Clean the threaded holes for.the self-locking bolts or for the
bolts coated with locking fluid (for example with a thread tap).
Otherwise there is the risk-that the bolts could break off the
next time they are removed.

¢ Please make sure that the thread pitch is correct so that the
proper thread tap is used during cleaning, and the thread does
not get damaged.

4.2.5 Bearings

¢ Install needle bearings with the lettered side (thicker metal)
facing the fitting tool:

¢ Insert all the bearings.in transmission with transmission fluid.

¢ Replace all the tapered roller bearings that are on the same
shaft, and use tapered-roller bearings from the same manu-
facturer.

¢ To install, heat the bearing.inner races to approximately 100°
C with Inductive Heater - VAS6414- .

¢ Do not interchange inner and-outer bearing races with bear-
ings of the same size; the bearings are paired.

4.2.6 Shims

¢ Measure the shims at several locations with a micreameter cal-
iper. Tolerance variations make it possible to find the exact
shim thickness required.

¢ Check for burrs or damage.

¢ Only install flawless shims.

MN30-10158

4. General Repair Information 9
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4.2.7 Synchronizer Rings

¢ Do not interchange them. When reusing synchronizer rings,
always install on the same gear wheel.

¢ Check for wear and replace if necessary.

¢ Check the grooves -arrow 1- on the synchronizer ring -A- and
the inner race for flat areas (grooves are worn).

¢ The coating on the synchronizer rings must not be damaged.

¢ If an intermediate ring -B- is installed, check the outer friction
surface -arrow 2- and the inner friction surface -arrow 3- for
»grooves« and »scoring«.

¢ Check taper of drive gear for »grooves« and »scoring«.
¢ Coat the synchronizing with transmission fluid and then install.

4.2.8 Gear Wheels, Synchronizer Hubs and
Needle Bearing Sleeve

¢ Warm the needle bearing sleeves to approximately 100 °C
with an Inductive Heater - VAS6414- .

¢ Heat the synchronizer hub to approximately 100 °C with the
Inductive Heat Unit - VAS6414- before installing. Press on as
far as the stop when installing so there is no axial play.

¢ Heatthe gears to approximately 100 °C with the Inductive Heat
Unit - VAS6414- before installing. Press on as far as the stop
when installing so there is no axial play.

¢ Pay attention to the installed location.

429 Selector Gears

¢ After installing, check 1st through 5th gear for minimal amount
of axial clearance and for ease of movement.

4210 Clutch

¢ When removing transmission, remove the clutch slave cylin-
der without opening the lines.

¢ If the clutch slave cylinder is removed with the hydraulic line
attached, do not depress clutch pedal. Otherwise the piston
will be pressed out of the clutch slave cylinder.

¢ Do not tilt the clutch pressure plate. Loosen and tighten it di-
agonally and in small steps.

¢ To reduce odor caused by a burnt clutch, thoroughly clean the
clutch housing and the flywheel running surface with a clean
cloth.

2 M35-10107

&

F

1 O Rep. Gr.00 - General, Technical Data
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30 — Clutch

1 Transmission, Troubleshooting
Refer to.=” Rep. Gr. 30 and = Rep. Gr. 34 .

26

1. Transmission, Troubleshooting 1 1
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2 Clutch Mechanism, Servicing
= “2.1 Overview - Clutch”, page 12

> “2.2 Overview - Pedal Cluster”, page 14

= “2.3 Over-Center Spring, Removing and Installing”, page 15

= “2.4 Clutch Pedal, Removing and Installing”, page 21

= “2.5 Mounting Bracket, Removing and Installing”, page 26

> “2.6 Clutch Master Cylinder, Removing and Installing”,
page 31

= “2.7 Clutch Position Sensor G476 , Removing and’nstalling”,
page 33

> “2.8 Overview - Hydraulics ”, page 35

= “2.10 Clutch Slave Cylinder, Removing and-1nstalling”,
page 39

2.1 Overview - Clutch

@ Note

& Get the anti-theft code for the radio before disconnecting the battery.

& Disconnect the battery ground cable. Refer to = Electrical Equijpment; Rep. Gr. 27 ; Battery, Battery,
Disconnecting and Connecting .

¢ Connect battery and follow the procedures fo be performed after connecting a battery. Refer fto » Electrical
Equipment; Rep. Gr. 27 ; Battery; Battery, Disconnecting and Connecting .

& Lubricate all bearing areas and contact surfaces. Refer to the Parts Catalog for the grease allocation.

1 2 Rep. Gr.30 - Clutch
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I - Overview Pedal Cluster. Re-
ferto
= “2.2 Overview - Pedal Clus-

ter”, page 14 .

Il - Overview Hydraulics, LHD.
Refer to
> “2.8 Overview - Hydraulics ”,

page 35 .

Il - NOT for North American
Market

MA0-10E21 6

)

2. Clutch Mechanism, Servicing 1 3
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2.2 Overview - Pedal Cluster

1 - Bulkhead

Q  With a mount for the
mounting bracket

2 - Seal
O Replace after removing

Between the mounting
bracket and bulkhead

Q
1 Self-adhesive
Q

Attached to the mount-
ing bracket

3 - Mounting Bracket

Q For the clutch pedal
mount

O some versions have a
damper. Refer to
= Fig. ““Mounting
Bracket with
Damper -arrow-"* |

page 15

0 Removing and instal-
ling. Refer to
> “2.5 Mounting Brack-
et, Removing and Instals

ling”, page 26 .
4 - Bolt

5 - Over-Center Spring

O Removing and instal-
ling. Refer to
= “2.3 Over-Genter
Spring, Removing and
Installing”, page 15 .

6 - Bearing Bushing 12 11 10 9
7 - Mounting Pin

| N30-10067 |

8 - Clutch Pedal
Q0 Removing and installing. Refer to = “2.4 Clutch Pedal, Removing and Installing”, pages21 .

9 - Support
Q To remove and install, disconnect the clutch master cylinder from the clutch pedal. Refer to
= “2.4 Clutch Pedal, Removing and Installing”, page 21 .
10 - Seal
O Replace after removing
O Between the clutch mastepcylinder and the mountinggcket

11 - Clutch Master Cylinder
O Removing and installing after removing’the mounting bracket” Refer to
= “2.6 Clutch Master Cylinder, Removing and Installing”, page 31
12 - Clutch Position Sensor - G476-

0 Removing and installing. Refer to
= “2.7 Clutch Position Sensor G476 , Removing and Installing”, page 33 .

O Can be checked in “Guided Fault Finding” using the Vehicle Diagnostic Tester
A The Clutch Position Sensor - G476- is called the Clutch Pedal Switch - F36- in “Guided Fault Finding”.

1 4 Rep. Gr.30 - Clutch
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13 - Clamp
Q The clamp must be removed in order to remove/install the hose/line assembly

14 - Hose
Q0 Made of plastic. Refer to = Fig. “Plastic hose -1- " , page 37

15 - Hex Nut
Q 25Nm
Q Self-locking
Q Quantity: 3
U For the mounting bracket to the bulkhead
O Replace after removing

16 - Hex Nut

a 25Nm

O Replace after removing
17 - Stop

U For the“clutch pedal

Mounting Bracket with Damper -arrow-

stalling
> “2.3.1 Removing”, page 15

2.3 Over-Center SpringRemoving and In-

> “2.3.2 Installing”, page 18

= “2.3.3 Tightening Specifications”, page 20

2.3.1 Removing

Special tools and workshop equipment required
¢ Over-Center Spring Assembly Tool - T10178-
¢ Torque Wrench 1331 5-50Nm - VAG1331-

2. Clutch Mechanism, Servicing 1 5
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Vehicles with Knee Airbag

@ Note

The knee airbag is installed above the foot pedal assembly.
— Determine whether a coded radio is installed. If so, obtain the
anti-theft code.

Disconnect the battery ground cable. Refer to = Electrical Equip-
ment; Rep. Gr. 27 ; Battery; Battery, Disconnecting and Con-
necting .

Continuation for All

— Move the driver seat all the way back and raise the steering
wheel to the highest position.

— Remove the trim and the cover under the trim on the driver
side. Refer to > Body Interior; Rep. Gr. 68 ; Storage Com-
partments and Covers; Steering Column Trim Panel, Remov-
ing and Installing .

Vehicles with Knee Airbag

— Remove the knee airbag bracket and the crash bolster. Refer
to > Body Interior; Rep. Gr. 69 .

Continuation for All
— Remove the cable guide -2- from the steering column.

— Remove the footwell vents -3-. Refer to > Heating, Ventilation
and Air Conditioning; Rep. Gr. 80 ; Heating, Servicing; Vents,
Removing, Jetta from MY 2011 .

Vehicles without Knee Airbag

There are different ways of securing the impact bolster -1- in front
of the clutch pedal -2-. The crash bolster may look“different than
what is shown in the following illustrations.

Securing with two bolts

— Remove the crash bolster -1- (2 bolts).

Q 8
=8|

1

s

1L

N

T

IOOORHALE
I

TT000
"u"| |n| |nn

SRS

e

L

M30-10001

N34-10315

1 6 Rep. Gr.30 - Clutch
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Securing with one bolt

Remove the crash bolster -1- (1 bolt -2-).

Remove the damper -arrow- at the bottom of the mounting
bracket/clutch pedal, if equipped.

Remove the washers -A- for the damper.
Remove the damper.

Mz0-10117

g |

2. Clutch Mechanism, Servicing 1 7
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— Push thedamper near the upper nut -1- above the clutch pedal
-A- upward in the direction of the -arrow-.

— Remove the nut -2- and the bolt -5- and then remove the clutch
pedal=1- from the mounting bracket -3-.

(@) note &

The clutch pedal remains engaged in the clidich master cylinder
actualor rod.

— Swivel the clutch pedal slightly downward and remove the
over-center spring -4- from the mounting bracket.

g | A30-0125

2.3.2 Installing

Install in reverse order of removal while. Note the following:

@ Note

Replace the self-locking nuts.

1 8 Rep. Gr.30 - Clutch
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— Install the over-center spring -2- in the mounting bracket from
the top. Hold the end of the spring in its installed position with
Over-Center Spring Assembly Tool - T10178- when installing
the spring.

» The mounting area -arrow- for the clutchpedal pivot pin -A-
must be positioned vertically.

— Insert the clutch pedal pivot pin into the mounting.cup of the
over-center spring.

— Press the clutch pedal slightly, push the bolt through and tight-
en the self-locking nut to the tightening specification. Refer to
= “2.3.3 Tightening Specifications”, page 20 .

Some vehicles have a damper -arrow- on the mounting bracket/
clutch pedal.

— Bring it back into its installed position.

Vehicles without Knee Airbag

2. Clutch Mechanism, Servicing 1 9
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There are different ways of securing the impact bolster -1- in front
of the clutch pedal -2-.

Securing with two bolts

— Install the crash bolster -1- and tighten the 2 bolts to the tight-
ening specification. Refer to
= “2.3.3 Tightening Specifications”, page 20 .

Securing with one bolt

— Install the crash bolster -1- and tighten the bolt -2- to the tight-
ening specification. Refer to
= “2.3.3 Tightening Specifications’.s page 20 .

Continuation for All

— Attach the cable guide -2- to the steering column.

— Install the footwell vents -3-. Refer:to = Heating, Ventilation
and Air Conditioning; Rep. Gr. 80 ;Heating, Servicing; Vents,
Removing, Jetta from MY 2011 .

Vehicles with Knee Airbag

— Install the knee airbag bracket and the crash bolster. Refer to
= Body Interior; Rep. Gr. 69 .

Continuation for All

— Install the trim and the cover under the trim on the driver side:
Refer to = Body Interior; Rep. Gr. 68 ; Storage Compartments
and Covers; Steering Column Trim Panel, Removing and In-
stalling .

— If disconnected, connect the battery. Refer to = Electrical
Equipment; Rep. Gr. 27 ; Battery; Battery, Disconnecting and
Connecting .

233 Tightening Specifications

Component Nm
Clutch pedal to mounting bracket 25
¢ Replace the self-locking nuts.

Impact bolster to mounting bracket/steering 10
column (secured with two bolts)

Impact bolster to mounting bracket/steering 20

column (secured with one bolt)
¢ Replace the impact bolster bolts
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24 Clutch Pedal, Removing and Installing
= “2.4.1 Removing”, page 21

= “2.4.2 Installing”, page 23

= “2.4.3 Tightening Specifications”, page 26
241 Removing

Special tools and workshop equipment required
¢ Clutch Pedal Pliers - .J:10005-

¢ Over-Center Spring Assembly Tool - T10178-
¢ Torque Wrench 1331 5-50Nm - VAG1331-
Vehicles with Knee Airbag

@ Note

The-knee airbag is installed above the foot pedal assembly.

— cDetermine whether a coded radio is installed. If so, obtain the
anti-theft code.

Disconnect the battery ground cable. Refer to = Electrical Equip-
ment; Rep. Gr. 27 ; Battery; Battery, Disconnecting and Con-
necting .

Continuation for All

— Move the driver seat all the way back and raise the steering
wheel to the highest position.

— Remove the trim and the cover under the trim on the driver
side.‘Refer to > Body Interior; Rep. Gr. 68 ; Storage Com-
partments and Covers; Steering Column Trim Panel, Remov-
ing and Installing .

Vehicles with Knee Airbag )

— Remove the knee’airbag bracket and theigfash bolster:‘Refer
to = Body Interior; Rep:sGr, 69 .

Continuation for All

— Remove the cable guide -2- from the steering column. 2
— Remove the footwell vents -3-. Refer to > Heating, Ventilation

and Air Conditioning; Rep. Gr. 80 ; Heating, Servicing; Vents, Q
Removing, Jetta from MY 2011 . %Q g 3

Vehicles without Knee Airbag
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There are different ways of securing the impact bolster -1- in front
of the clutch pedal -2-. The crash bolster may look different than
what is shown in the following illustrations.

Securing with two bolts
— Remove the crash bolster -1- (2 bolts).

Securing with one bolt
— Remove the crash bolster -1- (1 bolt -2-).
Continuation for All

MNz0-10117

— Remove thezdamper -arrow- at the bottom of the mounting
bracket/clutch pedal, if equipped.

— Remove the washers -A- for the damper.
— Remove the damper. =3

[ nao-totee |
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— Push the damper near the upper nut -1- above the clutch pedal
-A- upward in the direction of the -arrow-.

— Remove the nut -2- and bolt -5- and then remove the clutch
pedal -1- from the mounting bracket -3-.

— Swivel the clutch pedal slightly downward and remove the
over-center spring -4- from the mounting bracket.

— Release the clutch pedal from clutch master cylinder using the
Clutch’Pedal Pliers - T10005- .

— Remove the clutch pedal.

24.2 Installing

Install in reverse,order of removal while. Note the following:

(@) Not g

Replace the self-locking nuts.

0l (]
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— Attach the mount -2- to the clutch master cylinder actuator rod
-1-.

— Press the mounting in until it engages audibly in the clutch
pedal -3- opening.

— Install the over-center spring -2- in the mounting bragket from
the top. Hold the end of the spring in its installed pesition with
Over-Center Spring Assembly Tool - T10178- when installing
the spring.

» The mounting area -arrow- for the clutch pedal pivotpin -A-
must be positioned vertically.

— Insert the clutch pedal pivot pin -A- into the mounting cup‘of
the over-center spring.

— Press the clutch pedal slightly, push the bolt through and tight-
en the self-locking nut to the tightening specification. Refer to
= “2.4.3 Tightening Specifications”, page 26 .
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Some vehicles have a damper -arrow- on the mounting bracket/
clutch pedal.

— Bring it back into its installed position.
Vehicles without Knee Airbag

There are different ways of securing the impact bolster -1- in front
of the clutch pedal -2-.

Securing with two bolts

— Install the crash bolster -1- and tighten the 2 bolts to the tight-
ening specification. Refer to
= “2.4.3 Tightening Specifications”, page 26 .

Securing with one bolt

— Install the crash bolster -1- and tighten the bolt -2- to the tight-
ening specificationZRefer to
= “2.4.3 Tightening Specifications”, page 26 .

Continuation for All

7 yd ![ N3o-10185
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— Attach the cable guide -2- to the steering column.

— Install the footwell vents -3-. Refer to = Heating, Ventilation
and Air Conditioning; Rep. Gr. 80 ; Heating, Servicing; Vents,
Removing, Jetta from MY 2011 .

Vehicles with Knee Airbag

— Install the knee airbag bracket and the crash bolster. Refer to
= Body Interior; Rep. Gr. 69 .

Continuation for All

— Install the trim and the cover under the trim on the driver side.
Refer to = Body Interior; Rep. Gr. 68 ; Storage Compartments
and Covers; Steering Column Trim Panel, Removing and In-
stalling .

— If disconnected, connect the battery. Refer to = Electrical
Equipment; Rep. Gr. 27 ; Battery; Battery, Disconnecting and
Connecting .

243 Tightening Specifications

Component Nm
Clutch pedal to mounting bracket 25
¢ Replace the self-locking nuts.

Impact bolster to mounting bracket/steering 10
column (secured with two bolts)

Impact bolster to mounting bracket/steering 20

column (secured with one bolt)
¢ Replace the impact bolster bolts

25 Mounting Bracket, Removing and Instal-
ling

> “2.5.1 Removing”, page 26

> “2.5.2 Installing”, page 29

> “2.5.3 Tightening Specifications”, page 31

2.5.1 Removing

Special tools and workshop equipment required
¢ Hose Clamps - Up To 25 mm - 3094-
Torque Wrench 1331 5-50Nm - VAG1331-
Hose Clip Pliers - VAS6362-

Sealing Tool - T10249-

— Determine whether a coded radio is installed: If so, obtain the
anti-theft code.

* & o

Disconnect the battery ground cable. Refer to = Electrical Equip-
ment; Rep. Gr. 27 ; Battery; Battery, Disconnectingzand Con-
necting .

— Remove the entire air filter housing if it is located near the bat-
tery. Refer to = Rep. Gr. 24 ; Air Filter; Air Filter Housing,
Removing and Installing .

— Remove the battery and the battery tray. Refer to = Electrical
Equipment; Rep. Gr. 27 ; Battery; Battery, Removing and In-
stalling .
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@ Note

& Be careful not to get any braké fluid on the longitudinal mem-
ber oron the transmissionwhen performing the following work.
If it does, clean the areas thoroughly.

& Place a lint-free cloth under the clufch master cylinder.

— Clamp the supply hose to the clutch master cylinder using
Hose Clamps -“Up To 25mm - 3094- .

— Seal the return hose with the Sealing Tool - T10249/1- .

— Pull out the clip -2- using a screwdriver or a pointed tool and
then pull the hose/line assembly or plastic hose -1- out of the
master cylinder.

— Unclip the Clutch Pasition Sensor - G476- from the clutch
master cylinder -arrow- and remove it with the connector -4-
still connected. e

@ Note ==

When working inside the footwell, cover the carpet with cloths fo
protect it from leaking brake flurd.

— Remove the trim and the cover under the trim on the driver
side. Refer to > Body Interior; Rep. Gr. 68 ; Storage Com-
partments and Covers; Steering Column Trim Panel, Remov-
ing and Installing .

Vehicles with Knee Airbag

@ Note

The knee airbag is installed above the foot pedal assembly.

— Remove the knee airbag bracket and the crash bolster. Refer
to > Body Interior; Rep. Gr. 69 .

— Remove the cable guide -2- from the steering column.

— Remove the footwell vents -3-. Refer to = Heating, Ventilation
and Air Conditioning; Rep. Gr. 80 ; Heating, Servicing; Vents,
Removing, Jetta from MY 2011 .

Vehicles without Knee Airbag
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There are different ways of securing the impact bolster -1- in front
of the clutch pedal -2-. The crash bolster may look different than
what is shown in the following illustrations.

Securing with two bolts
— Remove the crash bolster (2 bolts).

Securing with one bolt
— Remove the crash bolster -1- (1 bolt -2-).
Continuation for All

MNz0-10117

— Remove ‘the damper -arrow- at the bottom of the mounting
bracket/clutch pedal, if equipped.

— Remove the washers -A- for the damper.
— Remove the damper.

[ nao-totee |

28 Rep. Gr.30 - Clutch



Golf Variant 2007 > , Golf Variant 2010 >, Jetta 2005 > , Jetta 2011 >
5-Speed Manual Transmission OAF - Edition 11.2014
Push the dampernear the upper nut-1- above the clutch pedal
-A- upward in the direction of the -arrow-.

— Remove the nuts -17and 2-.

The upper nut -1- is accessible between the relay p and

steering column trim.

E30

— Remove the mounting bracket -3-.

3

25.2 Installing

Install in reverse order of removal while. Note the following:
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Some vehicles have a damper -arrow- on the mounting bracket/
clutch pedal.

@ Note

¢ Replace the self-locking nuts.
¢ Replace the hose clamps

¢ Allocate all components according to the Parts Catalog.

Vehicles without Knee Airbag

There are different ways of securing the impact bolster -1- in front
of the clutch pedal -2-.

Securing with two bolts

— Install the crash bolster -1- and tightenthe 2 bolts to the tight-
ening specification. Refer to
= “2.5.3 Tightening Specifications”, page 31 .

Securing with one bolt

— Install the crash bolster -1- and tighten the bolt-2- to the tight-
ening specification. Refer to
= “2.5.3 Tightening Specifications”, page 31 .

Continuation for All

— Attach the cable guide -2- to the steering column.

— Install the footwell vents -3-. Refer to = Heating, Ventilation
and Air Conditioning; Rep. Gr. 80 ; Heating, Servicing; Vents,
Removing, Jetta from MY 2011 .

Vehicles with Knee Airbag

— Install the knee airbag bracket and the crash bolster. Refer to
= Body Interior; Rep. Gr. 69 .

Continuation for All

— Install the trim and the cover under the trim on the driver side.
Referto = Body Interior; Rep. Gr. 68 ; Storage Compartments
and Covers; Steering Column Trim Panel, Removing and In-
stalling .
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— Press the hose/line assembly or plastic line -1- into the master
cylinder connection -4- with the new seal -2- until the clip -3-
audibly locks into place.

— Pull on the line to make sure it is secure.

— After removing the Hose Clamps - Up To 25mm - 3094- , return
the hose back to its original shape if necessary.

— Bleed the clutch mechanism. Refer to
= “3 Clutch Mechanism, Bleeding”, page 42 .

— Install the battery. Refer to = Electrical Equipment; Rep. Gr.
27 ; Battery; Battery, Removing and Installing .

— If removed, install the complete air filter housing. Refer to =
Rep. Gr. 24 ; Air Filter; Air Filter Housing, Removing and In-
stalling .

253 Tightening Specifications

Component Nm
Mounting bracket to bulkhead 25
¢ Replace the self-locking nuts.

Impact bolster to mounting bracket/steering 10
column (secured with two bolts)

Impact bolster to mounting bracket/steering 20

column (secured with one bolt)
¢ Replace the impact bolster bolts

2.6 Clutch Master Cylinder, Removing and
Installing

= “2.6.1 Removing™:page 31

> “2.6.2 Installing”, page 32

2.6.1 Removing
Special tools and workshop equipment required
¢ Clutch Pedal Pliers - T10005-

=

— Remove the mounting bracket.,Refer to [,
= “2.5 Mounting Bracket, RemoVing and Installing”, page .
e N

— Release the mount for the clutch master cylinder actuator rod
using the Clutch Pedal Pliers - T10005- .

&

-
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— Place a spacer -A- between the clutch pedal and the stop and
push the clutch pedal.down as far as the spacer.

¢ Spacer length = approximately 40 mm (for example, /2 socket
insert)

— Unlock the seeuring clip -B- and remove the clutch master cyl-
inder from the mounting bracket -arrow 1 and arrow 2-.

26.2 Installing
* Move the clutch pedal into its rest position.
— Attach the mount -2- to the clutch master cylinder ad%ior rod

-, {

o

— Place a spacer -A- between the clutch pedal and the stop and
push the clutch pedal down as far as the spacer.

¢ Spacer length = approximately 40 mm (for example, /2 socket
insert)

— Lock the clutch master cylinder to the mounting bracket
-arrow 1 and arrow 2-.

A30-0121
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— Push the clutch master cylinder actuator rod »1- in direction of
-arrow- until the mount -2- audibly engages-inside the clutch
pedal.

— Install the mounting bracket. Refer to
= “2.5 Mounting Bracket, Removing<nd Installing”, page 26 .

2.7 Clutch Position Sensor - G476- , Re-
moving and Installing

= “2.7.1 Removing”, page 33

= “2.7.2 Installing”, page 34

271 Removing

Special tools and workshop equipment required
¢ Hose Clamps - Up To 25 mm - 3094-

— Determine whether a coded radio is installed. If so,@btain the
anti-theft code.

Disconnect the battery ground cable. Refer to = Electrical Equip-
ment; Rep. Gr. 27 ; Battery; Battery, Disconnecting and Con-
necting .

— Remove the entire air filter housing if it is located near the bat-
tery. Refer to = Rep. Gr. 24 ; Air Filter; Air Filter Housing,
Removing and Installing .

— Remove the battery and the battery tray. Refer to > Electrical
Equipment; Rep. Gr. 27 ; Battery; Battery, Removing and In-
stalling .

If a hoselline assembly -1- with a round component is installed
directly below the clutch master cylinder, hose/line assembly
must be removed.

@ Note

Be careful not to get any brake fluid on the longitudinal member
or on the transmission when performing the following work. If it
does, clean the areas thoroughly.

)
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— Clamp the supply hose to the clutch master cylinder using
Hose Clamps - Up To 25mm - 3094- .

— Disengage the clamp -2- using a screwdriver or a pointed tool
and pull the clutch master cylinder out until it stops.

—= Disconnect the hose/line assembly -1- or plastic line from the
clutch master cylinder and seal it.

= Disconnect the connector -4-.

= Unclip the Clutch Position Sensor - G476- from the clutch
master cylinder -arrow- and remove it.

a
28
2.7.2 Installing

Install in reverse order of removal while. Note the following:

@ Note

Allocate all components according fo the Parts Catalog.

T\
g

A
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If the hose/line assembly was removed:

Install hose/line assembly-1- or plastic line with new seal -2-
on the master cylinder connection -4- until clip -3- audibly
engages.

Pull on the hose/line assembly or plastic line to make sure it
is secure.

After removing the Hose Clamps - Up To 25mm - 3094-, return
the hose back to its original shape if necessary.

Bleed the clutch mechanism. Refer to
= “3 Clutch Mechanism, Bleeding”, page 42 .

Install the battery tray and the battery. Refer to = Electrical
Equipment; Rep. Gr. 27 ; Battery; Battery, Removing and In-
stalling .

If removed, install the complete air filter housing. Refer to =
Rep. Gr. 24 ; Air Filter; Air Filter Housing, Removing and In-
stalling .

Connect the battery and follow the procedure regarding what
to do after connecting a battery. Refer to = Electrical Equip-
ment; Rep. Gr. 27 ; Battery; Battery, Disconnecting and
Connecting .

28 Overview - Hydraulics

1
2

3

4-

5-

6 -

7 -

- Brake Fluid Reservoir
- Spring Clamp

- Hose

A30-0156

 Not available

Q Made of:plastic. Refer to
= Fig.<*Plastic hose -1-

™ page 37
Clutch Master Cylinder

Q Removing and instal-
ling. Refer to
= “2.6 Clutch Master
Cylinder, Removing and
Installing”, page 31 .

Clamp

a To remove and install
line between the clutch
master and slave cylin-
der, pull clip out as far as
stop.

12 On some clutch master
cylinders, it is pulled out
on the side

Support

Qd To remove and install,
disconnect the clutch
master cylinder from the
clutch pedalzRefer to
> “2.4 Clutch Pédal, Re-
moving and Installifg’s

page 21 .
Clutch Pedal

U4 Removing and instal-
ling. Refer to

M.30-101 44
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= “2.4 Clutch Pedal, Removing and Installing”, page 21 .

8 - Nut

Q Information and tightening specification: -item 15- = Iltem 15 (page 15) .
9 - O-Ring

Q Install on the line connection

Q Install with brake fluid

0 Seals/O-rings suitable for the line connection version. Refer to
> Fig. “Seals/)O-ring for the Hose/Line Assembly (or Plastic Line)

Q Allocation. Refer to the Parts Catalog.

10 - Seal
1 Install on the line connection
Q Install with brake fluid

O Seals/ O-rings suitable for the line connection material. Refer to
= Fig. “*Seals/)O-ring for the Hose/Line Assembly (or Plastic Line)

Q Allocation. Refer to the Parts Catalog.
11 - Hose/Line Assembly
Q Allocation. Refer to the Parts Catalog.

QO Toremove, remove the battery and battery tray. Refer to = Electrical Equipment; Rep. Gr. 27 ; Battery;
Battery, Removing and Installing .

12 - Bracket
Q For hose/line assembly -item 11- = Item 11 (page 36)
U Attached to the body

13 - Plastic Line
Q Allocation. Refer to the Parts Catalog.

Q Toremove, remove the battery and battery tray. Refer to > Electrical Equipment; Rep. Gr. 27 ; Battery;
Battery, Removing and Installing .

14 - Clamp
Q To remove and install line between the clutch master and slave cylinder, pull clip out as far as stop.

15 - Clutch Slave Cylinder
0 Removing and installing. Refer to = “2.10 Clutch Slave Cylinder, Removing and Installing”, page 39 .

16 - Dust Cap

17 - Breather Valve
O Bleed clutch mechanism. Refer to = “3 Clutch Mechanism, Bleeding”, page 42 .

”i

. page 37

. page 37 .

18 - Transmission
19 - Hex bolt
O Tightening specification: -item 9-= Item 9 (page 44)

20 - Bracket
Q For hose/line assembly -item 11- = lfem 11 (page 36)
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Seals/)O-ring for the Hose/Line Assembly (or Plastic Line)

ltem Line connection version
1 Line connection with a groove all the way around
-arrow 1-
2 Line connection with a shoulder -arrow 2-
3 Line connection with a shoulder -arrow 2- and with

a groove all the way aroundcarrow, 3-

* The seal / O-ringsmust be installed in the groove -arréw,1- and

-arrow 3-.

Plastic hose -1-
¢ The seals -2- must be inside the hose.

29

Overview - Hydraulics, RHD
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1 - Brake Fluid Reservoir

2 - Seal
Q For the plastic hose

Q The seals must be in-
side the hose

3 - Hose

Q Made of plastic. Refer to
= Fig. “Plastic hose -1-

™ page 37

4 - Clutch Master Cylinder

0 Removing and instal-
ling. Refer to
= “2.6 Clutch Master
Cylinder, Removing and
Installing”, page 31 .

5 - Clamp

0 To remove and install
the line, remove the clip
up to the stop

O On some clutch master
cylinders, it is pulled out
on the side

6 - Seal/O-Ring

Q Install on the line con-
nection

Q Install with brake fluid

Q Seals/O-rings suitable
for the line connection
version. Refer to
= Fig. ““Seals/)O-ring
for the Hose/Line As- M.
sembly (or Plastic g
Line)" . page 37 &

Q Allocation. Refer to the ﬁ
Parts Catalog.

7 - Support

Q To remove and install, disconnect the clutch master cylinder from the clutch pedal. Refer to
> “2.4 Clutch Pedal, Removing and Installing”, page 21 .

8 - Clutch Pedal
Q0 Removing and installing. Refer to = “2.4 Clutch Pedal, Removing and Installing”, page 21 .
9 - Nut
Q Information and tightening specification: -item 15- = Iltem 15 (page 15) .
10 - Bracket
U Attached to the body
11 - Hose/Line Assembly

Q Allocation. Refer to the Parts Catalog .

Q Toremove, remove the battery and battery tray. Refer to > Electrical Equipment; Rep. Gr. 27 ; Battery;
Battery, Removing and Installing .

12 - Bracket
O Secured on the ABS/EDL bracket

13 - Bracket
Q for ABS/EDL
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14 - Seal/O-Ring
Q Install on the line connection
Q Install with brake fluid

4 Seals/O-rings suitable for the line connection version. Refer to

= Fig. ““Seals/)O-ring for the Hose/Line Assembly (or Plastic Line)™ , page 37

4 Allocation. Refer to the Parts Catalog.
15 - Clamp

Q The clamp must be removed in order to remove/install the hose/line assembly

16 - Clutch Slave Cylinder

Q0 Removing and installing. Refer to = “2.10 Clutch Slave Cylinder, Removing and Installing”, page 39 .

17 - Breather Valve

O Bleed clutch mechanism. Refer to = “3 Clutch Mechanism, Bleeding”, page 42 .

18 - Dust Cap
19 - Transmission

20 - Hex bolt
Q Tightening specification: -9- = Item 9 (page 44)

21 - Bracket

2.10 Clutch Slave Cylinder, Removing and
Installing

= “2.10.1 Removing”, page 39

> “2.10.24nstalling”, page 40

2.10.4 Removing
Special tools and workshop equipment required
¢ Torque Wrench 1331 5-50Nm - VAG1331-

— Determine whether a coded radio is installed. If so, obtain the
anti-theft code.

Disconnect the battery ground cable. Refer to = Electrical Equip-
ment; Rep. Gr. 27 ; Battery; Battery, Disconnecting and Con-
necting .

— Remove the air filter housing if it is located over the clutch
slave cylinder. Refer to > Rep. Gr. 24 ; Air Filter; Air Filter
Housing, Removing and Installing .
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— Remove the shift cable lock washer -arrow 1- from the gear-
shift lever -A-.

— Remove the shift cable from the pins.

Metal Relay Lever

— Remove the selector cable circlip -2- from the relay lever -B-.
— Remove the selector cable from the pins.

— Remove the lock washer -arrow 3- from the relay lever -B- and
then remove the relay lever.

Plastic Relay Lever

— Remove the relay lever together with the cable retainer from
the transmission. Refer to
= “1.11 Plastic Relay Lever”, page 78 .

Continuation for All

— Remove the nut -arrow 4- and then remove the transmission
shift lever -A-.

— Remove the cable bracket from the transmission -arrows-.
— Tie up the shift cable and the selector cable.

— Place a lint-free cloth under the clutch slave cylinder.

— Pull clip -A- for line between clutch master and’slave cylinder
out of the clutch slave cylinder as far as stop.

— Pullline between clutch master and slave cylinder out of mount
-C-.

— Pull line connection -B- out of clutch slave cylinder and seal
opening.

— Remove the clutch slave cylinder -arrows-.

A Caution

Do not press the clutch pedal anymore.

210.2 Installing
Install in reverse order of removal while. Note the following: g
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Install the clutch slave cylinder and tighten the bolts -arrows-
to the tightening specification -item 9- = Iltem 9 (page 44) .

Insert the line -B- between clutch master and slave cylinder in
the clutch slave cylinder as far as stop.

Install the clip -A- for securing the line between the clutch
master and slave cylinder as far as stop.

Pull on the line to'make sure it is securé:

Install the®line between the clutch master and slave cylinder
all the‘'way into the mount -C- on transmission.

Bleed the clutch mechanism after installing the clutch slave
cylinder. Refer to
= “3 Clutch Mechanism, Bleeding”, page 42 .

Assemble the gearshift mechanism. Refer to
> “1.8 Selector Mechanism, Removing and Installing”,

page 70 .

Adjust the gearshift mechanism. Refer to
= “1.10 Selector Mechanism, Adjusting”, page 76 .

If removed, install the complete air filter housing. Refer to =
Rep. Gr. 24 ; Air Filter; Air Filter Housing, Removing and In-
stalling .

Connect the battery ground cable. Refer to = Electrical Equip-
ment; Rep. Gr. 27 ; Battery; Battery, Disconnecting and
Connecting .

A30-0062
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3 Clutch Mechanism, Bleeding
Special tools and workshop equipment required

¢ Brake Charger/Bleeder Unit - VAS5234- or

¢ Brake Charger/Bleeder Unit - VAG1869-

@ Note

It is not necessary to pre-fill:the system.

Brake fluid specification. Refer to = Brake System; Rep. Gr. 47 ;
Hydraulic System .

— Remove the air filter housing if the breather valve -arrow- is
not accessible. Refer to > Rep. Gr. 24 ; Air Filter; Air Filter
Housing, Removing and Installing .

— Connect the Brake Charger/Bleeder Unit - VAS5234- or -
VAG1869- .

Itis necessary to use the Bleeder Hose (670 mm) - VAG1238/B3-
to bleed.

— Connect;the bleed hose to the brake bleeder unit collector
bottle.

— Attach the bleed hose to the breather valve -arrow-.

— Apply 2 bar pressure to the system.

— Open the breather valve.

- Let approximately 100 cm? of brake fluid flow out.

— Close the breather valve.

— Operate the pedal“tapidly from stop to stop, 10 to 15 times.
— Open the breather valve again. g

— Let another 50 cm? of brake fluid flow out.

— Close the breather valve.

— Press the clutch pedal a few times after bleeding the system.

— If removed, install the complete air filter housing. Refer to =
Rep. Gr. 24 ; Air Filter; Air Filter Housing, Removing and In-
stalling .
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4

Clutch Release Mechanism, Servic-

ing

= “4.1 Overview - Clutch Release Mechanism”, page 43

= “4.2 Clutch Release Lever with Release Bearing and Guide

Sleeve, Removing and Installing”, page 44

4.1

Overview - Clutch Release Mechanism

1 - Release Bearing

Q

Q

a

Remove and install to-
gether with the clutch re-
lease lever -item 3-

= ltem 3 (page 43)

and guide sleeve

-item 5-

= ltem 5 (pager43)

Remoying and instal-
ling:‘Refer to

=20"4.2 Clutch Release
Lever with Release
Bearing and Guide
Sleeve, Removing and
Installing”, page 44 .

Do not wash the bear-
ing, just wipe it off.

Replace loud bearings

2 - Bolt

Q

Q

5 Nm and 90° additional
turn

Replace after removing

3 - Clutch Release Lever

Q

Remove and install to-
gether with the release
bearing -item 1-

> Iltem 1 (page 43) and
guide sleeve -item 5-
> ltem 5 (page 43)

Removing and instal-
ling. Refer to

=>%.2 Clutch Release
Leverwith Release
Bearing“and Guide
Sleeve, Renioving and
Installing”, page 44

4 remove grease already present

4 - Spring

Q Attach to the clutch release lever
5 - Guide Sleeve
Remove and install together with the release bearing -item 1- = Iltem 1 (page 43) and clutch release lever

a

a

-item 3- = Iltem 3 (page 43)

Removing and installing. Refer to
= “4.2 Clutch Release Lever with Release Bearing and Guide Sleeve, Removing and Installing”,

page 44 .

6 - Input Shaft Seal

4 Pry out with a screwdriver

Q

Installing. Refer to = Fig. “Installing the Seal for the Input Shaft™ , page 129
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7 - Ball Stud
Q 20 Nm
U Remove grease already present
O Grease using the Grease for Clutch Disc Shaft Splines - G 000 100-
8 - Transmission
9 - Hex Bolt
Q 20 Nm

10 - Bracket
Q For hose/line assembly

11 - Clutch Slave Cylinder
Q Removing and installing. Refer to = “2.10 Clutch Slave Cylinder, Removing and Installing”, page 39 .

4.2 Clutch Release Lever with Release
Bearing and Guide Sleeve, Removing
and Installing

Special tools and workshop equipment required

¢ Torque Wrench 1331 5-50Nm - VAG1331-

Clutch Release Lever with Release Bearing and Guide Sleeve,
Removing and Installing

— Remove the bolts'-arrows-.

— Remove clutchelease lever with release bearing and guide
slide from input shaft and ball joint pin.

4

{

¢

Install in reverse-order of removal.

* The spring -item 4- = Item 4 (page 43) must be engaged into
the clutch release lever.

¢ Information and tightening specification: -item 2- %
= Item 2 (page 43) .

\(

Guide Sleeve, Removing and Installing
» The clutch release lever is removed.

— Remove the guide sleeve -3- upward out of release bearing
-2-.

— Rotate the guide sleeve -3- opposite release bearing -2- in di-
rection of -arrow- approximately 90° in direction of -arrow- until
the tabs on the guide sleeye align with the grooves -4-en the
release bearing. ﬁ

— Pull the guide sleeve out of release bearing in this positian.

Install in reverse order of removal.
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Release Bearing, Removing and Installing

¢ The clutch release lever is removed.

— Press the tabs -arrows- together on backside of clutch release
lever and remove release bearing -A- out of clutch release
lever.

— Toinstall, press the release bearing -A=into the clutch refease
lever until the tabs -arrows- engage.

A30-0065
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5 Clutch, Servicing

Special tools and workshop equipment required
¢ Flywheel Retainer - 3067-

¢ Torque Wrench 1331 5-50Nm - VAG1331-
¢ Alignment Tool - Clutch Plate - 3190A-
*

On engines which have a crankshaft with a smallerdiameter,
or engines with a needle bearing in the crankshaft. Refer to
= Fig. ““Centering the clutch disc, removind and installing the
pressure plate on engines with a crankshaft with a smaller di-
ameter, or engines with a needle bearing -arrow- in the crank-
shaft.”™ , page 49 Alignment Tool.="Clutch Plate - T10086- .

¢ Grease for Clutch Disc Shaft Splines - G 000 100-

(Transmission removed)

@ Note

& Make sure the alignment-bushings for centering the engine/transmission are installed inside the cylinder
block. Install them if necéssary.

& [fthe alignment sleeves gre missing, it will be difficult to shift, there will be clufch problems and the frans-
mission may make noises (loose rattling).

¢ Replace clutch plates and pressure plates if the rivet connections are damaged or loose.
& Allocation. Refer to the Patts Catalog.
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1 - Flywheel

a

a

2 - Clutch Plate

Q

Q

a

Make sure it fits secure-
ly on the centering pins

There must not be any
grooves, oil or grease

on the clutch plate con-
tact surface. 1 2 3 4

Removing and instal-
ling. Refer to = Rep.
Gr. 13.

Allocation. Refer to the
Parts Catalog.

Dual mass flywheel in-
stallation position: the

shorter hub end faces

the pressure plate.

The word
“Getriebeseite” (trans-
mission) always faces
the pressure plate and
toward transmission.

Installation position with
a single flywheel: the
spring cage faces to-
wards the pressure
plate

Centering. Refer to

= Fig. ““Centering the
Clutch Plate and Re-
moving and Installing

e

Pressure Plate™ |
page 48

Centering on engines
which have a crankshaft
with a smaller diameter,
or engines with a needle
bearing in the crankshaft. Refer t6

= Fig. ““Centering the clutch disc,femoving and installing the pressure plate on engines with a crankshaft
with a smaller diameter, or engines with a needle bearing -arrow- in the crankshaft.” , page 49

Lightly grease the splines

@ Note

Clean the input shaft splines and{on

used clutch plates) the hub splinés.

Remove any corrosion and then ap-

ply a very thin coat of Grease for

Clutch Disc Shaft Splines - G 000

100- on the driveshaft splines. Then

move the clufch plate back and forth

on the input shaft until the hub

moves freely on the shaft. Remove |

any excess grease. ﬁ

3 - Pressure Plate

a

a

Removing and installing. Refer to
> Fig. “Centering the Clutch Plate and Removing and Installing Pressure Plate™ , page 48 .

Removing and installing on engines which have a crankshaft with a smaller diameter, or engines with a
needle bearing in the crankshaft. Refer to

= Fig. ““Centering the clutch disc, removing and installing the pressure plate on engines with a crankshaft
with a smaller diameter, or engines with a needle bearing -arrow- in the crankshaft.” , page 49

"
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O Checking the ends of the diaphragm spring. Refer to
= Fig. ““Check the ends of the diaphragm spring -arrows-.” , page 49

@ Note

The pressure plates are profected
from corrosion and lubricated. Only
the running surfaces may be
cleaned, otherwise the service life of
the clutch will be shortened consiad-
erably.

4 - Bolt
Q M6: 13 Nm
Q M7:20 Nm
Q Allocation. Refer to the Parts Catalog.
U Loosen and tighten in small steps and in diagonal sequence

Centering the Clutch Plate and Removing and Installing Pressure
Plate

— Loosen or tighterthe bolts diagonally and in steps.
— Install the Flywheel Retainer - 3067- when removing.

Engines having a crankshaft with a smaller diameter -arrow-, or
engines having a needle bearing -arrow- in the crankshaft
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Centering the clutch disc, removing and installing the pressure
plate on engines with a crankshaft with a smaller diameter, or
engines with a needle bearing -arrow- in the crankshaft.

— Loosen or tighten bolts in stages in diagonal sequence in order
to prevent damage to centering holes of pressure plate and
centering pins of flywheel.

— Install the Flywheel Retainer- 3067- when removing.

Continuation for All

@ Note

& The pressure plate contact stiface and the clufch plate lining
must completely fouch the flywheel.

& Tighten securing bolts in diagonal sequence equally so that
centering holes of pressure platezand centering pins of fly-
wheel do not become damaged.

Check the ends of the diaphragm spring -arrows-.

»  Wear up to half the thickness of the diaphragmispring is per-
mitted.
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6 Special Tools
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Special tools and workshop
equipment required

¢ Pliers - T10005-

4 Alignment Tool - Clutch
Plate - T10086- .

¢ Assembly Tool - T10178-
¢ Sealing Tool - T10249-

¢ Torque Wrench 1331
5-50Nm - VAG1331-

¢ Brake Charger/Bleeding
Unit - VAG1869-

¢ Brake Charger/Bleeding
Unit - VAS5234- or

¢ Hose Clamp Pliers -
VAS6362-

¢ Flywheel Retainer - 3067-

4 Hose Clamps Up to 25 mm
Diameter - 3094-

¢ Alignment Tool - Clutch
Plate - 3190A-

3067

V.A.G 1331

-

T10005

T10178

T10249




Golf Variant 2007 > , Golf Variant 2010 > , Jetta 2005 > , Jetta 2011 >
5-Speed Manual Transmission OAF - Edition 11.2014

34 — Controls, Housing

1 Shift Mechanism, Servicing

= “1.1 Shift Mechanism Installation Position”, page 52

= “1.2 Overview - Selector Mechanism”, page 54

= “1.3 Overview - Gearshift Knob and Cover”, page’55

= “1.4 Boot with Shifter Knob and Noise Institation, Removing and
Installing”, page 55

= “1.5 Overview - Gearshift Lever and Gearshift Housing, through
10/2006", page 57

> “1.6 Gearshift Lever and Gearshift Housing, from 11/2006”,
page 59

= “1.7 Overview - Operating:Cables”, page 66

= “1.8 Selector Mechanisnt, Removing and Installing”,
page 70

= “1.9 Gearshift Cable and Selector Cable, Removing and Instal-
ling”, page 75

= “1.10 Selector Mechanism, Adjusting”, page 76

= “1.11 Plastic Relay Levet”, page 78
1.1 Shift Mechanism Installation Position

-Arrow A- gearshift lever movement

-Arrow B- selector lever movement
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A - Gearshift Lever Cable
B - Selector Cable

C - Heat Shield

O Remove the gearshift
mechanism before re-
moval

1 - Selector Lever
2 - Relay Lever

| N34-10277 |
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1.2 Overview - Selector Mechanism

@ Note

¢
¢

| - Overview - Gearshift Kneb T
and Cover. Refer to
= “1.3 Overview - Gearshift

Nofe radio code on vehicles with coded radio.

Disconnect the ground cable from the battery when working on the gearshift mechanism inside the engine
compartment. Refer fo = Electrical Equipment; Rep. Gr. 27 ; Bafttery, Battery, Disconnecting and Con-
necting .

Connect battery and follow the procedures fo be performed after connecting a battery. Refer to » Electrical
Equipment; Rep. Gr. 27 ; Battery, Battery, Disconnecting andConnecting .

To work on gearshift mechanism in the engine compartment, remove entiré air filter housing if it is located
over the gearshift mechanism. Refer fos” Rep. Gr. 24 ; Air Filter; Air Filter Housing,Removing and Installing .

The shift mechanism must be removed in order to replace the operating cables. Refer fo
= "1.8 Selector Mechanism, Removing and Installing’, page 70 .

Do not bend the operating cables.

Knob and Cover”, page 55 .

(- (. @

Il - Overview - Gearshift Eever
and Gearshift Housing,
through 10/2006. Refer to

= “1.5 Overview - Gearshift

-
-

D=y

&

h
LI
LU

Lever and Gearshift Housing,

.)_F

through 10/2006”, page 5% .

Il - Overview - Gearshift Lever , By L
and Gearshift Housing, from I L= g Q\\‘@
11/2006. Refer to e 1

= “1.6 Gearshift Lever and

P -
O
o

W
T e
B
LS
T
l.l.l:
¢

Gearshift Housing, from

11/2006”, page 59 .

lll - Overview - Operating Ca-
bles. Refer to
= “1.7 Overview - Operating

Cables”, page 66

Gearshift Mechanism, Removing and Installing. Refer to
= “1.8 Selector Mechanism, Removing and Installing”,

page 70 .
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Adjust the gearshift mechanism. Refer to
= “1.10 Selector Mechanism, Adjusting”, page 76 .

1.3 Overview - Gearshift Knob and Cover

1 - Badge
O Can be carefully pried

off a plastic or leather
shift knob

2 - Gearshift Knob
Q  With boot

O The shift knob and boot
cannot be separated
from each other.

4 Always replace together

Q Removing and instal-
ling. Refer to
= “1.4 Boot with Shifter
Knob and Noise Insula-
tion, Removing and In-
stalling”, page 55 .

3 - Clamp

Q For securing the shift
knob to the shift lever

O Replace after removing

Q Secure on the gearshift
knob using:Hose Clamp
Pliers - VAG1275- .

4 - Center Conftrol Cover

O Combined in one piece
with the upper center
console section on
some versions

5 - Noise Insulation
Q Not.on all vehicles

4 Arrow on noise insula-
tion‘points in direction of

travel
U Retaining tab spacing
varies

Q Therefote can only be arranged in one position

1.4 Boot with Shifter Knob and Noise Insu-
lation, Removing and Installin%?

Special tools and workshop equipment required Lg%

¢ Hose Clip Pliers - VAG1275A-
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— Remove the boot with the center console cover from the center
console or pry it out carefully -arrows-.

@ Note

On some equipment versions, the boof must be pryed out at the
front area.

— Fold the boot with the center console cover up over the shifter
knob.

M34-10002

— Open the clamp -arrow- and remove the shift knob and boot.

In some equipment versions, the center console cover remains in
the center console.

— Pull the center console cover out or pry it out carefully.

|

— Remove the noise insulation -1-.
Installing
— Install the noise insulation.

Installation Location, Noise Insulation:

* -Arrow A- points in direction of travel.

» The tabs -arrows B- must latch into the center console.
— Press the center console cover into the center console.
— Then turn inner side of.boot toward outside.

Install the shift knob all theaway on.

56 Rep. Gr.34 - Controls, Housing



Golf Variant 2007 > , Golf Variant 2010 > , Jetta 2005 > , Jetta 2011 >
5-Speed Manual Transmission OAF - Edition 11.2014

— Install the shifter knob with cover and boot and press the new

clamp -arrow- together.

— Press the boot and the cover into the center console or press

the boot into the cover.

1.5 Overview - Gearshift Lever and Gearshift Housing, through 10/2006

@ Note

Lubricate the bearing areas and the sliding surfaces. Refer fo the Parts Catalog for the grease allocation.

1 - Lock Washer

Q Removing and instal-
ling. Refer to
= Fig. ““Removing and
Installing the Lock
Washer™ , page 59..

2 - Bushing
3 - Pressure Spring
4 - Bushing
5 --TORX® Bolt
Q 5Nm

6 - Cover

7 - Insulation

8 - Insulation

9 - Bearing Shell

10 - Gearshift Lever Guide
11 - Washer

12 - Seal

O Between the gearshift
housing and the under-
body

Q Self-adhesive

Q Affix to the gearshift
housing

13 - Gearshift Lever
14 - Gearshift Housing
15 - Bearing Bushing
16 - Mounting Pin

17 - Guide Bushing

18 - Pressure Spring
Q Installing. Refer to = Fig

M34-1754

. “Installing the Pressure Spring™ , page 59 .
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19 - Selector Bracket

20 - TORX® Bolt
d 5Nm
21 - Seal
Q Replace after removing
22 - Base Plate
Q Bend the tabs in order to remove
O Replace after removing
23 - Selector Cable
O To the selector bracket

Q Removing and installing. Refer to
= Fig. ““Detaching from the Seléctor Cable and the Shift Cable and Attaching”™ , page 58&.

24 - Gearshift Cable

Q0 Removing from the shift lever guide and attaching to the shift lever guide. Refer to
= Fig. ““Detaching from the Selector Cable and the Shift Cable and Attaching™ , page 58

25 - Lock Washer
U Replace after removing

26 - Nut

aQ M8:25Nm

Q M6:8Nm

O Quantity: 4
27 - Bearing Bushing

Q Fits in one position only
28 - Lock Washer

O Replace after removing

Detaching from the Selector Cable and‘the Shift Cable and At-
taching

— Remove the lock washer from the shift cablé®-A- and the se-
lector cable -B-.

Lift the tab with a screwdriver -arrow 1- and remove the lock
washer -arrow 2-.

— Remove the shift cable -A- from the gearshift lever mount.

— Remove the selector cable -B- from the selector bracket
mount.

N34-1367
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Removing and Installing the Lock Washer

— Push the spacer bushing -arrow B- all the way in direction of
-arrow C- and remove or install the lock washer -arrow A-.

@ Note

¢ Do not tilt the bushing when pushing it down.
& The slot in the lever for the circlip must be visible.

& Carefully release the tension on the spring.

Installing the Pressure Spring

— Install the compression spring so that the brace -A- contacts
upper part of pin -arrow-.

— Pull the brace -B- downward so that it reached the bottom of
the pin -arrow-.

[T

1.6 Gearshift Lever and Gearshift Housing,
from 11/2006

= “1.6.1 Overview - Gearshift Lever and Gearshift Housing, from
11/2006”, page 59

= “1.6.2 Selector Mechanism, Disassembling and Assembling”,
page 61

1.6.1 Overview - Gearshift Lever and Gearshift Housing, from 11/2006

@ Note

& Lubricate the bearing areas and the sliding surfaces. Refer to the Parts Catalog for the grease allocation.

= "1.6.2 Selector Mechanism, Disassemblirig and Assembling”. page 6.

& Gearshift Mechanism, Disassembling and’Assembling. Refer to g
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1 - Base Plate

Q

Q

Bend the tabs in order to
remove

Replace after removing

2 - Seal

a

Replace after removing

3 - Gearshift Lever

Q

Can be removed and in-
stalled with the shift lev-
er guide installed

-item 15-

> Iltem 15 (page 60) .

4 - Washer

a

Slide out of shift lever as
far as stop -arrow-.

5 - Lock Washer

Q

Q

Be careful not to dam-
age the cables when re-
moving them

Replace after removing

6 - Selector Cable

Q

Q

a

Pry off of selector brack-
et

Press onto selector
bracket inside the shift
mechanism

Installation position. Re-
fer to

= “1.1 Shift Mechanism
Installation Position”,

page 52 .

7 - Bushing
8 - Gearshift Cable

Q Pry off of shift lever guide

M34-10862

O Press onto shift lever guide inside the shift mechanism
Installation position. Refer to = “1.1 Shift Mechanism Installation Position”, page 52 .

Q

9 - Insulation

10 - Bearing Shell
Q  Will get damaged when being removed

a

Replace after removing

11 - Bushing

12 - Lock Washer
Q0 Removing and installing. Refer to = Fig. ““Removing and Installing the Lock Washer™ , page 61 .

13 - Pressure Spring

14 - Bushing

15 - Gearshift Lever Guide
16 - Nut

a
a
a

M 8: 25 Nm
M 6: 8 Nm
Quantity: 4

[ra o
=7
r

ey

60
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17 - Seal
O Between the gearshift housing and the underbody
Q Self-adhesive
Q ~Affix to the gearshift housing

18 . Gearshift Housing
Q with spring and selector bracket
O Spring and selector bracket cannot be removed

Removing and Installing the Lock Washer

— Push the spacer bushing -arrow B- all the way in direction of
-arrow C- and remove or install the lock washer -arrow A-.

@ Note

¢ Do not tilt the bushing when pushing it down.
& The slot in the lever for the circlip must be visible.
& “Carefully release the tension on the spring.

and Assembling
Special tools and workshop equipment required
¢ Window Release Tool - T10236-
4 Press Piece - Multiple Use - VW412-

¢ Over-Center Spring Assembly Tool - T10178- or flat iron, 200
X 25 x5 mm

¢ Engine Support Bridge - Engine Support 25 - 10-222A/25- or
flat iron, 350 X 30 X 5 mm

Puller - Counterstay - 22/4-
Wedge - T10357-
Press Piece - Block - T10083-

Allocate the grease for gearshift mechanism. Refer to the
Parts Catalog.

1.6.2 Selector Mechanisisassembling

*® & & o

Disassembling

— Remove the selector mechanism. Refer to
= “1.8 Selector Mechanism, Removing and Installing”,

page 70 .

— Bend up the tabs -arrows- on the shift mechanism base plate
using a screwdriver and remove the base plate. Only the
straps on the left side of the base plate are shown in the illus-
tration.

— Remove the seal from the shift housing.

— Remove the shift cable and the selector cable from the shift
housing. Refer to
> “1.9 Gearshift Cable and Selector Cable, Removing and In-
stalling”, page 75 .

A34-0585
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— Lift the upper end -A- of the pressure spring over the tab on
the selector bracket.

— Using a screwdriver, press bearing shell notches -arrows- in
direction of shift lever guide bearing; break of notches if nec-
essary.

— Pry out bearing shell -A- with shift lever guide -B- from selector
housing.

— Then press bearing shell off shift lever guide bearing and re-
move.

» Pay attention to the guides=-A- in the next work procedure.
* They must not break off.

— Lift the bottom end -arrow 7- of the pressure spring onto shoul-
der on selector bracket.

— Now raise shift lever guide-up as far as stop and remove ball
studs from selector bracket=-arrow 2-.

— Turn the shift lever guide in direction‘of -arrow 1-.
« The pins -arrow 2- must be in the shift housing opening.

— Move the gearshift lever guide and the gearshift1eyver in the
direction of -arrow 3-.
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Assembling

A Caution

The lower side of the spring -arrow 1 -can spring down uncon-
trolled from the selector bracket shoulder during subsequent
handling.

— Push the lower end carefully from the selector bracket shoul-
der.

The spring sides then twist “diagonally” with a loud noise.

Release the tension on the ends -A and B- by turning both
ends to the right.

the ends -A and B- must face in the opposite direction.

— Install the shift lever guide into the shift housing.
« The pins -arrow 1- are still located in the shift housing opening.

— Turn the shift lever guide in direction of -arrow 2- until the ball
stud -A- is above the opening in the shift housing.

— Place the shift housing with the shift lever guide into the larger
cavity -arrow- in the Press Piece - Block - T10083- .

@ Note =
':;'u_': L |

The selector shaft must be removed’im,order fo insert the shifter
housing with the selector shaft guide into‘the Pressing Support .

MN34-10869

1. Shift Mechanism, Servicing 63



Golf Variant 2007 > , Golf Variant 2010 > , Jetta 2005 > , Jetta 2011 >
5-Speed Manual Transmission OAF - Edition 11.2014

» The shift lever guide must project out of selector housing as
far as stop.

@ Note

The selector bracket is only partially shown fo providé a better
Hlustration.

— Insert the end -A- of the pressure spring into the guide from
the top.

— Pull the end -B- of the pressure spring downward and insert it

next to the guide (toward the ball head).

» Pay attention to the guides (see upper illustration) in the next
work procedure.

* They must not break off.

— Carefully remove the shift housing and shift lever guide from
the Press Piece - Block - T10083- .

— Move the selector bracket all the way to the rear epposite
mounting holes for shift and selector cable -arrow 7.

— Grease the ball stud.
— Press the ball stud into the selector bracket -arrow 2-.
* The guides -A- and the tabs -B- must not be damaged.

— Place the shift housing with the shift lever guide into the larger
cavity -arrow- in the Press Piece - Block - T10083- .

T10083
e
O

MN34-10869
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The shift lever guide must project out of selector housing as
far as stop.

Pry the upper end -A- of the pressure spring over the pin on
the selector bracket.

Use a new bearing shell -B-.
Grease the bearing shell and the shift lever guide bearing.

Press the bearing shell all the way onto the shift lever guide
bearing.

Remove the shift housing from the Press Piece - Block -
T10083- .

Insert the bottom end -C- of the pressure spring into the guide.

Pry the upper end -A- of the pressure spring over the pin on
the selector bracket.

Push the bearing shell into the shift housing -arrows-.

All retaining tabs must engage.

If equipped install the shift lever in the shift housing.

Secure the shift cable and selector cable on the shift housing
with lock washers -2 and 3- and -3-.

Install the shift cable -1- on the gearshift lever and selector
cable -4-on the selector lever inside the shift housing.

_ —
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Base Plate, Attaching to Gearshift Housing

— Install anew seal -item 2- = Item 2 (page 60) on the base plate.

A Caution

There is a danger of causing damage fo the gearshift housing
and base plate.

Tension the gearshift housing only slightly.

— Bend the tabs -arrow- back over all around the base plate to
secure it (only the tabs on the left side of the base plate are
shown in the illustration).

@ Note

& /fonly one Over-Center Spring Assembly Tool - T10178- is
availlable, instead of a second Over-Center Spring Assembly
Tool - T10178- the Toothed Belt Tensioner - T10020- can be
used.

& A200x25 x5 mm flat iron can be used in place of an Over-
Center Spring Assembly Tool - T10178- .

& A350X30X5mm flat iron can be used in place of an Engine
Support Bridge - Engine Support 25 - 10-222A/25- .

— The tabs can be bent back over using the Wedge - T10357- .

- A<= Puller - Counterstay - 22/4-

— Glue a new seal on the gearshift housing .

— Install the gearshift mechanism. Refer to
=='1.8 Selector Mechanism, Removing and Installing”,

page 70 .

1.7 Overview - Operating Cables

@ Note

T10178
|

10-222A25

MN34-11849

Lubricate the bearing areas and the sliding s%ces. Refer to the Parts Catalog for the grease allocation.
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1 - Gearshift Cable

a

Q

Attach to the cable re-
tainer -item 11-
> Iltem 11 (page 68) .

Installation position. Re-
fer to

= “1.1 Shift Mechanism
Installation Position”,
page 52 .

from 11/2006 changed
fastener on shift lever in-
side shift mechanism
-item 8-

= Iltem 8 (page 60)

2 - Selector Cable

Q

a

Attach to the cable re-
tainer -item 10-
= ltem 10 (page 67) .

Installation position..Re-
fer to

= “1.1 Shift Mechanism
Installation Position”,
page 52 .

from 11/2006 changed
fastener on selector
bracket inside shift
mechanism -item> 6-

> ltem 6 (page 68)

3 - Lock Washer

a

Replace after removing

4 - Gearshift Housing
5 - Lock Washer

a
Q

Replace after removing

Be careful not to dam-
age the cables when re-
moving them

6 - Hex Bolt

a
a
a

20 Nm
Quantity: 3
for the cable bracket

7 - Cable Bracket
O can be made of plastic or metal

8 - Grommet
4 cable mounting bracket to transmission

9 - Spacer

10 - Cable Retainer

Adjust the gearshift mechanism after installing. Refer to
= “1.10 Selector Mechanism, Adjusting”, page 76 .

For attaching the selector cable to the relay lever

Do not interchange, cable locking mechanisms for selector cable on linkage lever and for shift cable on
transmission shift lever are different

Is secured with a lock washer in the case of the metal relay lever -item 12- = ltem 12 (page 68)
From 05/2007 installed in with the plastic relay lever. Refer to = “1.11 Plastic Relay Lever”, page 78 .
Removing from Plastic Relay Lever. Refer to = “1.11 Plastic Relay Lever”, page 78

Installing on Plastic Relay Lever. Refer to = “1.11 Plastic Relay Lever”, page 78

Q

o000 OO0
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[ Allocation. Refer to = Fig. ““Cable Retainer Allocation™ , page 69 .

11 - Cable Retainer

Q Adjust the gearshift mechanism after installing. Refer to
= “1.10 Selector Mechanism, Adjusting”, page 76 .

Q For attaching the shift cable to the transmission shift lever

O Do not interchange, cable locking mechanisms for selector cable on linkage lever and for shift cable on
transmission shift lever are different

Q Allocation. Refer to = Fig. ““Cable Retainer Allocation

12 - Lock Washer

O Replace after removing

O Not needed for the plastic relay lever
13 - Lock Washer

Q Replace after removing

QO Not needed for the plastic relay lever

9

, page 69 .

14 - Bearing Bushing
QO Not needed for the plastic relay lever

15 - Relay Lever

i

Q Installation position. Refer to = Fig. ““Selector lever/relay lever installed position™ , page 70 .
Q Adjust the gearshift mechanism after installing. Refer to
= “1.10 Selector Mechanism, Adjusting”, page 76 .
O can be made of plastic or metal
Q Install the metal relay lever into the bushings -item 14- = Iltem 14 (page 68) and secure it with a lock
washer -item 13- = ltem 13 (page 68) .
Q from 05/2007 plastic relay lever
O Relay Lever and Cable Retainer, Removing and installing. Refer to
= “1.11 Plastic Relay Lever”, page 78
Q The bushings and lock washers are not needed with the plastic relay lever
Q To install, lubricate. Refer to = Fig. ““Lubricating the Relay Lever™ , page.70
16 - Sliding Shoe
17 - Hex Nut
Q 23 Nm
O Self-locking
Q Replace after removing
18 - Selector Lever
Q Installing. Refer to = Fig. “Installing the transmission shift lever™ , page 69 .
Q Installation position. Refer to = Fig. ““Selector lever/relay lever installed position™ , page 70 .
O Adjust the gearshift mechanism after installing. Refer to
= “1.10 Selector Mechanism, Adjusting”’, page 76 .
Q As of 06/2006 smaller bolt diameter for the cable retainer. Refer to
= Fig. ““As of 06/2006, smaller bolt diameter for the shift cable retainer.”™ , page 69
4 Toinstall, lubricate. Refer to = Fig. ““Lubricating the Gearshift Lever™ , page 70
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Cable Retainer Allocation 1
These holes have different diameters.

Cable retainer for: Dimension “@”

1. - gearshift cable to gearshift lever from 8.5 mm

06/2006

2. - gearshift cable to gearshift lever to 05/2006 10 mm

2. - selector cable to metal relay lever 8 mm /ﬂl
2. - selector cable to plastic ”relay lever. Refer to 10 mm 2

= “1.11 Plastic Relay Lever”, page 78

Q
{ [Reriora7 |

As of 06/2006, smaller bolt diameter for the shift cable retainer.

Mounting pin for gearshift cable retainer Dimension “a”
through 05/2006 10 mm
from 06/2006 8.5 mm

Installing the transmission shift lever

— When positioning the transmission shift lever, make sure the
tooth gap -arrow A- is placed over the missing selector shaft
teeth -arrow B-.

— Tighten the nut to the tightening specification -item 17-
> Item 17 (page 68) .

)

A34-0513
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Selector lever/relay lever installed position

1- Selector Lever

2 - Therelay lever grips into the sliding rail on the gearshift lever
via the sliding shoe -arrow-.

Lubricating the Relay Lever

* Lubricate the shaft -A- on the relay lever carefully -arrows- with
0.2g.

» Refer to the Parts Catalog for the grease allocation.

MN34-117 20

Lubricating the Gearshift Lever

* Lubricate the selector lever glide track -B-, into which the relay
lever engage, especially carefully.

» Refer to the Parts Catalog for the grease allocation.

MN34-11791

1.8 Selector Mechanism, Removing and In-
stalling

= “1.8.1 Removing”, page 70

= “1.8.2 Installing”, page>73

1.8.1 Removing
Special tools and workshop equipment required
¢ Torque Wrench 1331 5-50Nm - VAG1331-

¢ Allocate the grease for gearshift mechanism:cRefer to the
Parts Catalog.
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— Determine whether'a coded radio is installed. If’'so, obtain the
anti-theft code’

Disconnectthe battery ground cable. Refer to = Electrical Equip-
ment; Rep. Gr. 27 ; Battery; Battery, Disconnecting and Con-
necting.

— Remove the boot with the shifter knob and noise insulation.
Refer to
= “1.4 Boot with Shifter Knob and Noise Insulation, Removing
and Installing”, page 55 .

— Remove the center console and the center console securing
bracket. Refer to = Body Interior; Rep. Gr. 68 ; Center Con-
sole .

— Remove the nuts -arrows-.

— Remove the air filter housing if it is located over the gearshift
mechanism. Refer to = Rep. Gr. 24 ; Air Filter; Air Filter
Housing, Removing and Installing .

— Remove the gearshift cable lock washer -3- from the gearshift
lever -1-.

— Remove the shift cable from the pins.

Metal Relay Lever

— Remove the selector cable circlip -4- from the relay lever -2-.
— Remove the selector cable from the pins.

Plastic Relay Lever

Disconnecting the Cable Retainer from the Selector Cable

— Pull the securing mechanism all the way forward in direction
of -arrow 1- and then unlock to the left in direction of
-arrow 2-.

— Push the relay lever forward (direction of -arrow 3-).

— The relay lever and the cable retainer must be removed to-
gether. Refer to = “1.11 Plastic Relay Lever”, page 78 .

Continuation for all Shift Mechanisms
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— Remove the cable bracket from the transmission -arrows-, if
necessary, unclip the hose/line assembly.

— Remove the noise insulation. Refer to = Body Exterior; Rep.
Gr. 50 ; Noise Insulation .

— Remove the tunnel braces. Refer to = Body Exterior; Rep.
Gr. 50 ; Tunnel Brace .

A Caution

Risk of damaging the decoupling element.

P

AN ,

11 L/

¢ Do not bend the decoupling element more than 10°.
¢ Do not load the decoupling element.
¢ Do not damage the wire mesh on the decoupling element.

— Separate the front exhaust system front section at the double
clamp and remove it from the subframe. Refer to = Rep. Gr.
26 .

— Disengage exhaust system rear section and secure to the
body using for example using a wire. Remove the exhaust
system rear section, if necessary.

— Remove the underbody trim panel nuts -arrows-.
— Remove the lock washers -2 and 3-.

— Lower the underbody trim panel on the inside just enough until
the heat shield -1- for the center tunnel can be removed:

— Pivot shift housing downward and remove with’'cables.
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1.8.2 Installing

Install in reverse order of removal while. Note the following:

A clip -A- holds the cables and heat shield to each other in place.

Align the shift housing so that is it parallel to the body.
The distance on both sides to the body must be equal.

Tighten the nuts on the gearshift housing -arrows- -item 26-
= Item 26 (page 58) or -item 16- = Item 16 (page 60) .

Route the cables -1- from the gearshift mechanism -2- to the
transmission as follows:

The cables must run parallel to each other and must not cross
each other.

The cables must be routed inside the depression in the heat
shield -3-.

/
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— Attach the cable mounting bracket to the transmission and
tighten the bolts -arrows- -item 6- = Item 6 (page 67) .

These holes have different diameters.

Allocation of cable retainers. Refer to

= Fig. “Cable Retainer Allocation™ , page 69

— Apply a small amount of grease on the pins on the transmis-
sion shift lever -1- and on the relay lever -2-.

+ Refer to the Parts Catalog for the grease allocation.

— Replace the lock washers -3- and the lock washer on metal
relay lever -4- each time they are removed.

— Secure the shift cable with the lock washer -3- and selector
cable with lock washer -4-.

Cable retainer with plastic relay lever

— Install the relay lever together with the cable retainer. Refer to
= “1.11 Plastic Relay Lever”, page 78 .

— Install the selector cable in the cable retainer.
Continuation for all shift mechanisms

— Install the bracket and the center console. Refer to > Body
Interior; Rep. Gr. 68 ; Center Console .

— Install the boot with the selector knob and, if necessary, the
noise insulation. Refer to
= “1.4 Boot with Shifter Knob and Noise Insulation, Removing
and Installing”, page 55 .

— Install the heat shield -1- under the selector mechanism and
attach with the lock washers -2 and 3-.

— Attach the underbody trim panel to the body -arrows-. Refer to
= Body Exterior; Rep. Gr. 50 ; Underbody Trim Panels .

— Install the exhaust system and align free of tension. Refer to
> Rep.Gr. 26.

— Install the tunnel braces under the exhaust system. Refer to
= Body Exterior; Rep. Gr. 50 ; Tunnel Brace .

— Adjust the gearshift mechanism. Refer to
= “1.10 Selector Mechanism, Adjusting”, page 76 .

— If removed, install the complete air filter housing. Refer to =
Rep. Gr. 24 ; Air Filter; Air Filter Housing, Removing and In-
stalling .

— Complete the steps after connecting the battery. Refer to =
Electrical Equipment; Rep. Gr. 27 ; Battery; Battery, Discon-
necting and Connecting .

_\»)‘\}\(
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1.9 Gearshift Cable and SelectorCable, Re-
moving and Installing

= “1.9.1 Remeving”, page 75

> “1.9.2 Installing”, page 76
1.9.1 Removing

— Remove the selector mechanism. Refer to
= “1.8 Selector Mechanism, Removing and Installing”,

page 70 .

— =Bend up the tabs -arrows- on the shift mechanism base plate
using a screwdriver and remove the base plate. Only the
straps on the left side of the base plate are shown in the illus-
tration.

-2 Remove the seal.

— Remove the lock washers -1 through 4_"5""‘?

o a

Lock washers -1 and 4- are no longer installed in shift mecha-
nisms beginning in 11/2006.

— Pry off the shift cable (or the selector lever cable) from the
gearshift lever (or selector lever) with a screwdriver.

- Remove the shift cable and selector cable from the shift hous-
ing.

Release the retainers -A- for the shift and selector cables -B- as

follows:

4 Push the sleeve forward as far as it will go -arrow 1-.

¢ Turn the sleeve to the right as far as it will go -arrow 2- until it
engages.

— Remove the retainers from the cables.

.
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— Remove the lock washers -1 and 2-.

— Remove the cable bracket from the cables.

1.9.2 Installing
Install in reverse order of removal while. Note the following:

— Secure the shift cable and selector cable on the shift housing
with lock washers -2 and 3-.

— Attach the shift cable and the selector cable to the gearshift
lever and the selector lever inside the shift housing and secure
it with lock washers -1 and 4-.

@ Note

Lock washers -1 and 4- are no longer installed in shift mecha-
nisms beginning in 11/2006.

— Install the base plate with a new seal onthe gearshift housing
-arrows-. Refer to
= Fig. ““Base Plate, Attaching to Gearshift Housing™ ,

page 66 .

— Install the gearshift mechanism. Refer to
= “1.8 Selector Mechanism, Removing and Installing”,

page 70 .

— Adjust the gearshift mechanism. Refer to
=> “1.10 Selector Mechanism, Adjusting”, page 76 .

1.10 Selector Mechanism, Adjusting
= “1.10.1 Procedure”, page 76

= “1.10.2 Function”, page 78
1.10.1 Procedure

Special tools and workshop equipment required
¢ Connecting Pin - T10027A-

.
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@ Note

¢

¢

¢

The following is important fo make sure the gearshift adjust-
ment is correct:

Operating and transfer elements of shift mechanism must be
in proper condition.

Shift mechanism must move freely.

The transmission, clutch and clufch mechanism must also be
in proper condition.

Transmission in neutral.

Remove the air filter housing if the bracket for the selector
shaft and the securing mechanism for the shift and selector
cables are not accessible. Refer to > Rep. Gr. 24 ; Air Filter;
Air Filter Housing, Removing and Installing .

Pull the safety mechanism on the cable retainer for the shift
cable and the selector cable all the way forward in direction of
-arrow 1- and then lock it to the left in direction of -arrow 2-.

Secure the gearshift shaft as follows:

Push the gearshift shaft down in direction of -arrow 1-.

While press the gearshift shaft down, rotate the bracket -A- in
direction of -arrow 2- upward and simultaneously press it in
until it engages in the gearshift shaft.

Remove the boot with the shifter knob and cover. Refer to
= “1.4 Boot with Shifter Knob and Noise Insulation, Removing
and Installing™s.page 55 .

If equipped, remove the noise insulation.

Secure the gearshiftshaft as follows:

Move the gearshift lever into neutral.

Guide the Connecting Pirrs T10027A- through the hole f#A=and
into the hole -B-. =

!/ ,?__/,
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« Make sure the selector and shift cables -B- are inserted into
the retainer -A- without tension.

— Turn the safety mechanism on the cable retainer for the shift
cable and selector cable all the way to the right in direction of
-arrow 1-.

The spring will push the safety mechanism into the starting posi-
tion in direction of -arrow 2-.

— Then turn the bracket -A- in direction of -arrow- back into it
starting position.

@ Note

The bracket -A- must be pushed out of the selector housing as
far as the stop and it must face upward vertically.

(i
i

/.‘\\ y - MN34-10320
el L

— Pull the Mandrel out of the holes -A- and -B-.
— If equipped, install the noise insulation.

— Install the boot with the shifter knob‘and cover. Refer to
= “1.4 Boot with Shifter Knob and Noise Insulation, Removing
and Installing”, page 55 .

— Make sure the gearshift shaft moves easily.

— If removed, install the complete air filter housing. Refer to =
Rep. Gr. 24 ; Air Filter; Air Filter Housing, Removing and In-
stalling .

M34-10814

1.10.2 Function

» The shift lever must rest in the 3rd/4th gear selector lever gate
when the transmission is in neutral.

— Operate the clutch.

— Move the gearshift lever (selector lever) several times through
all the gears. Pay particular attention to the operation of the
reverse gear lock.

— Should a gear fail to engage smoothly after engaging it re-
peatedly, adjust the gearshift mechanism again. Refer to
= “1.10 Selector Mechanism, Adjusting”, page 76 .

1.11 Plastic Relay Lever

A plastic relay lever is installed from 05/2007. Two versions may
be installed.

¢ Relay lever with tab or
¢ Relay lever with clip

Note the following when removing and installing:
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To remove the relay lever, it is necessary to remove the cable
retainer from the selector cable.

This prevents damage to the selector cable.

Pull the securing mechanism all the way forward in direction
of -arrow 1- and then unlock to the left in direction of
-arrow 2-.

Push the relay lever forward (direction of -arrow 3-).

Relay Lever with Tab -arrow 1-

Push the catch -arrow 1- all the way down and remove the
relay lever and cable retainer. Move the relay lever in its op-
erating direction.

Relay Lever with Clip -arrow 1-.

Remove the clip -arrow 1- and therfremove the relay lever and
the cable retainer.

Continuation for All

.

The cable retainer must be behind the catch -arrow 2-.

The cable retainer may only be-removed with the relay lever
removed. Refer to

= Fig. ““Removing the SelectordCable Retainer from the Plas-
tic Relay Lever.”™ , page 80 .

@ Note

¢

¢

Lubricate the bearing areas and sliding surfaces when instal-
ling.

Refer to the Parts Catalog for the grease allocation.

Press the cable retainer on the relay lever. Refer to
= Fig. “Installing the Cable Retainer™ , page 81"

Insert the relay lever together with the cable retainer as'faras
the stop.

/’
)

i
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Relay Lever with'tab -arrow 1-

* The catchsarrow 1- secures the relay lever.

* Make sure it engages securely.

* The cable retainer must be behind the catch -arrow 2-.

Relay Lever with Clip=arrow 1-. 3y
« The clip -arrow 1- secures the relay lever. fﬁe
* Make sure the clips locks securely; —
* The cable retainer must be behind the catch -arrow 2-.

Removing the Selector Cable Retainer from the Plastic Relay
Lever.

* The relay lever is removed.

— Insert a screwdriver -A- between the bushing -B- and the relay
lever.

vy
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Installing the Cable Retainer

* The relay lever is removed.

* The cable retainer may only be installed at the bushing

-arrow-. -
+ The cable retainer must move freely on the relay lever. a
| @/
* It must be behind the tab -arrow 2-. o
L7

&

-
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2 Transmission, Removing and Instal-
ling, Jetta from MY 2005 , Golf Wag-
on from MY 2007 and Golf Wagon
from MY 2010

> “2.1 Transmission, Removing”, page 82

> “2.2 Transmission, Installing”, page 87

= “2.3 Tightening Specifications”, page 94

21 Transmission, Removing

Special tools and workshop equipment, reqtired

Engine Support Bridge - 10:222A-

Engine Support Bridge - Engine Support Feet - 10-222A/8-
Engine/Gearbox:Support Shackle (2 pc.) - 10-222A/12-
Transmission:Support Jig - 3336-

Transmission Support - 3282-

* & & & o o

Support Efements for transmission (determine when mounting
the Mounting Plate on the Transmission Support )

Transmission Support - Mounting Plate 31 - 3282/31-
Torque-Wrench 1331 5-50Nm - VAG1331-
Torque-Wrench 1332 40-200Nm - VAG1332-
Enginetand Gearbox Jack - VAS6931-

Greasefor Clutch Disc Shaft Splines - G 000 100-

Allocate‘the grease for gearshift mechanism. Refer to the
Parts Catalog.

* & 6 o o o

— Determine'whether a coded radio is installed. If so, obtain the
anti-theft code.

Disconnect the battery ground cable. Refer to = Electrical Equip-
ment; Rep. Gr. 27 ;Battery; Battery, Disconnecting and Con-

necting . )

— Remove the engine cover, if the engine lifting eyﬁor the En-
gine Support Bridge - 10-222A- are not accessi

— Remove the air filter housing if it is located above the trans-
mission. Refer to = Rep. Gr. 24 ; Air Filter; Air Filter Housing,
Removing and Installing .

— Remove the battery and the battery tray. Refer to = Electrical
Equipment; Rep. Gr. 27 ; Battery; Battery, Removing and In-
stalling .
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Remove the shift cable lock washer -arrow 1- from the gear-
shift lever -A-.

Remove the shift cable from the pins.

Metal Relay Lever

Remove the selector cable circlip -2- from the relay lever -B-.
Remove the selector cable from the pins.

Remove the lock washer -arrow 3- from the relay lever -B- and
then remove the relay lever.

Plastic Relay Lever

Remove the relay lever together with the cable retainer. Refer
to = “1.11 Plastic Relay Lever”, page 78 .

Continuation for All

Remove the nut -arrow 4- and then remove the transmission
shift lever -A-.

Remove the cable bracket from.the-transmission -arrows=;

Tie up the shift cable and’the selector cable.

Remove the hose/line assembly -A- from the bracket -B- on
the transmission.

Remove clutch slave cylinder -arrows- and lay aside, secure
with wire, do not open wiring system.

D

—
—

A Caution

Do not press.the clutch pedal anymore.

Disconnect the'ground cable from the upper engine/transmis-
sion bolt.

Remove the upper engine/transmission bolts.

Remove the upper bolt front’'the starter.

Remove the left and right foam pieces from the upper edge of
the fender. Refer to = Body Exterior; Rep. Gr. 50 ; Fender .

\
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— Place the Engine Support Bridge - 10-222A- with the Engine
Support Bridge - Engine Support Feet - 10-222A/8- in front of
the hood gas struts.

— Preload the engine/transmission subassembly slightly using
the spindle.

— Raise the vehicle.

— Remove the noise insulation. Refer to = Body Exterior; Rep.
Gr. 50 ; Noise Insulation .

— Remove the lower part of the left front wheel housing liner.
Refer to > Body Exterior; Rep. Gr. 66 ; Wheel Housing Liner .

— Disconnect the connector -1- from the Back-Up Lamp Switch
- F4- .

— If a nut -2- is installed, it must be removed now.

— Remove the starter (bolt -3-). Refer to = Electrical Equipment;
Rep. Gr. 27 ; Starter; Starter, Removing and Installing .

— If equipped, remove the driveshaft heat shield from the engine
-arrows-.

— Separate the exhaust system -arrows 1- and remove the ex-
haust pipe bracket from the subframe -arrows 2-. Refer to =
Rep. Gr. 26 ; Exhaust System .
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Disconnect the connector -1- from the Oil Level Thermal Sen-
sor - G266- .

Remove theidriveshafts from the flange shafts and tie them up
as high as:possible. Be careful not to damage the surface pro-
tection.

Remove engine/transmission connecting bolt -A- near the
rightflange shaft.

Check whether a cover plate -A- isvinstalled above the right
flange shaft.

If equipped, remove the cover plate -A- -arrows-.

Remove the pendulum support -arrows A, B and C-.

=

i
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Remove the left assembly mounting hex bolts -arrows- from
the transmission mounting.

Carefully move the engine/transmission subassembly into an
angled position. To do so lower the engine/transmission as-
sembly using the Engine Support Bridge - 10-222A- left spin-
dle.

@ Note

Pay attention to all of the lines when lowering the transmission.

Remove the transmission support from the transmission
-arrows-.

The Transmission Support - 3282- is aligned with the Transmis-
sion Support - Mounting Plate 31 - 3282/31- in order to remove
the “OAF” transmission.

Insert the Transmission Support - 3282- into the Engine and
Gearbox Jack - VAS6931- .

Align the arms of the Transmission Support so that they match
up with the holes in the Adjustment Plate .

Install the Support Elements -A- as illustrated on the Adjust-
ment Plate .

Position the Engine and Transmission~Jack under the vehicle.
The arrow symbol -B- on the Adjusting Plate points in the di-
rection of travel.

Align the Adjusting Plate so that it is parallel to the transmis-
sion and secure the:safety support to the transmission.

Remove the engine/fransmission connecting bolt -arrow-.

T %"

B

3282
U
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— Remove the engine/transmission connecting bolts -arrows- in
the area around the oil pan.

@ Note

The bolts remain attached fto the engine if the exhaust system is
in front of the bolts -arrows-.

Wi—
L )

— If the vehicle has a steel metal oilzpan, then remove the cover
plate -arrows-.

— Remove the transmission from the alignment sleeves.
— Be careful of the intermediate plate on the engine.
— Carefully push the engine forward with a second technician.

— Rotate the transmission downward in the area of the differen-
tial -arrow 1- and slightly at the front end.

— If engine/transmission connecting bolts -arrows 2- cannot'be
removed, ensure they do not come in contact with the exhaust
system.

— Then carefully guide transmission with right flange shaft, as
shown, onto flywheel/intermediate plate -arrow 2-.

— Lower transmission while being careful of subframe
-arrow 1-.

— Use spindles on the Transmission Support - 3282- to adjust
the position of the transmission while lowering it.

@ Note

Pay attention to all of the lines when lowering the transmission.

22 Transmission, Installing

@ Note

Refer to “Transmission, Removing” fo get a list of the special fools
needed. Refer fto > 2.1 Transmission, Removing’, page 82 .
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— Clean all threaded holes with a thread tap to remove any.lock-
ing fluid residue.

— Always replace self-locking bolts and nuts.

— Make sure the alignment sleeves for centering the engine/
transmission are installed inside the cylinder block. Install
them if necessary.

If the alignment sleeves are missing, it will be difficult to shift, there
will be clutch problems and the transmission may make noises
(loose rattling).

— Make sure the intermediate plate fits correctly on the engine.

— Clean the driveshaft splines and.grease lightly with Grease For
Clutch Disc Shaft Splines - G 000 100- .

It must be possible to slide the cluteh plate back and forth on the
input shaft.

The Transmission Support - 3282- is aligned with the Transmis-
sion Support - Mounting Plate 31 - 3282/31- in order to install the
“OAF” transmission.

— Insert the Transmission Support - 3282- into the Engine and
Gearbox Jack - VAS6931- .

— Place the Transmission Support - Mounting Plate 31 -
3282/31- on the Transmission Support -3282- (the mounting
plate only fits in one position).

— Align the Transmission Support arms so that they align with
the holes in the Mounting Plate .

— Install the Support Elements -A- as illustrated on the Adjusts
ment Plate .

The -arrow symbol B- on the adjusting plate points in the di-
rection of travel.

— Place the transmission on the Engine and Gearbox Jack .

— Align the Adjustment Plate so that it is parallel to the trans-
mission.

— Place the Engine/Transmission Jack under the vehicle so that
the arrow symbol on the adjusting plate points in direction of
travel.

— Adjust the transmission using the spindles on the Transmis-
sion Support - 3282- so that the differential points downward.

— The area of the 5th gear cover should face downward.

— Then carefully raise transmission and guide along the sub-
frame.

@ Note

Pay attention to all of the lines when installing the transmission.

— Carefully push the engine forward with a second technician.

3282/31
= (@]
o  A—A
%)
B

3282
U
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— Guide the transmission carefully past the flywheel -arrow 2-
and past the subframe -arrow 1-.

WA
R R R
] RN

Rotate the transmission upward -arrow 1- as shown in area of
5th gear cover and toward subframe.

<
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— Install the transmission and then install and tighten the engine/
transmission connecting bolt -arrow-. Refer to
> “2.3 Tightening Specifications”, page 94 .

— Instali;the engine/transmission bolt -A- in area of right flange

shaft and tighten to torque. Refer to
> “2.3 Pightening Specifications”, page 94 .

— After the fransmission is attached to the engine, remove the
Engine and Gearbox Jack from the transmission.
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— Ifequipped, install the small cover plate behind the right flange
shaft -A- -arrows- and tighten the bolt4o 10 Nm.

— Install the cover plate -arrows- and tighten it to the tightening
specification. Refer to
= “2.3 Tightening Specifications”, page 94 .

— Attach the transmission support to the transmission using new
bolts -arrows-. Refer to
= “2.3 Tightening Specifications”, page 94 .

— Align the engine/transmission in its installed position. To do so
tighten the spindles on the Engine Support Bridge - 10-222A-

A Caution

Risk of damaging the threads in the transmission support by
inserting bolfs crooked.

¢ The transmission mount and transmission support must
be parallel to each other in order fo prevent the fransmis-
sion support thread from becoming damaged.

@ Note

Install the engine/fransmission mount free of tension. Refer to >
Rep. Gr. 10, Engine, Removing and Installing .
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Install new bolts -arrows- for left subframe bracket and tighten
to tightening specification. Refer to
= “2.3 Tightening Specifications”, page 94 .

A WARNING

Only remove Engine Support Bridge - 10-222A- when the left
and right subframe mount bolts are tightened to the tightening
specification.

Install the left and right foam pieces on the upper edge of the
fender. Refer to > Body Exterior; Rep. Gr. 50 ; Fender .

Insert upper engine/transmission connecting bolts and tighten
to tightening specification
= “2.3 Tightening Specifications”, page 94 .

Install pendulum support with new bolts -A, B and C arrows-.
Refer to = Suspension, Wheels, Steering; Rep. Gr. 40 ; Sub-
frame; Overview - Subframe .

Assemble the exhaust system and install the exhaust system
bracket to the subframe. Refer to > Rep. Gr. 26 .

Attach the drive axles to the transmission, Refer to = Sus-
pension, Wheels, Steering; Rep.Gr" 40 ; Drive Axles;Re-
moving and Installing .

If equippediinstall the drive shaft heat shield on the engine
-arrows-. Refer to = Suspension, Wheels, Steering; Rep. Gr.
40 ; Drive Axles, Overview and Servicing; Drive Axle Heat
Shield .

Install the bolt -3- and if necessary the nut -2- and install the
starter. Refer to = Electrical Equipment; Rep. Gr. 27 ; Starter;
Starter, Removing and Installing .

Connect the ‘€onnector -1- to the Back-Up Lamp Switch - F4- .

2
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— Install the clutch slave cylinder.andtighten,the bolts to the \
tightening specificationitem 9- = Item 9 (page'44), . |

— Press line between clutch master and slave cylinder -A=<into )/,
bracket -B-, if present, on transmission. )

; " — ‘ I/
f ff. 'I _

—t Connect the connector -1- to the Oil Level Thermal Sensor -
G266- .

— Attach the cable mounting bracket to th o nsmission and
tighten the bolts’sarrows- to the tighteni pecification
-item 6- = ltem 6 (page 67) .

1) L/

: <4
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Install the transmission shift lever -A- (Refer to
= Fig. “Installing the transmission shift lever™ , page 69 ) and
tighten the nut -arrow 4- -item 17- = Iltem 17 (page 68) .

Metal Relay Lever

@ Note

¢

¢

Lubricate the bearing areas and sliding surfaces when instal-
ling.

Allocate the grease for gearshift mechanism. Refer fo the
Parts Catalog.
Place the relay lever -B- into the bearing on the gearshift cover.

Tilt relay lever so that it engages with the slide shoe in the
guide on the transmission shift lever.

Secure relay lever with new lock washer -arrow 3-.

Plastic Relay Lever

Install the relay lever together with the cable retainer. Refer to
= “1.11 Plastic Relay Lever”, page 78 .

Continuation for All

Coat the pin on the gearshift lever with a small amount.of
grease -A-.

Attach the shift cable to the gearshift lever -arrow 1- and install
a new locking washer.

Adjust the gearshift mechanism. Refer to
= *1.10 Selector Mechanism, Adjusting”, page 76 .

Check the transmission fluid level. Refer to
= “5 Transmission Fluid, Checking” page 111 .

If the transmission touched any other eomponents, then repair
any damaged surfaces. Refer to Paint Repair Manual.

Install the lower part of the left front wheel housing liner. Refer
to > Body Exterior; Rep. Gr. 66 -Wheel Housing Liner .

Install the noise insulation. Refer 1@ = Body Exterior; Rep. Gr.
50 ; Noise Insulation .

Install the engine cover and the airfilter housing. Refer to >
Rep. Gr. 24 ; Air Filter; Air Filter Husing, Removing and In-
stalling .

Install the battery tray, battery cover and the battery. Refer to
=> Electrical Equipment; Rep. Gr. 27 ; Battery; Battery, Re-
moving and Installing .

Connect the battery and follow the procedure regarding what
to do after connecting a battery. Refer to = Electrical Equip-
ment; Rep. Gr. 27 ; Battery; Battery, Disconnecting and
Connecting .

|

[ /)

/| ez
1 [ L

s
/’/I", .'I I"I ---..ll @)h\

2. Transmission, Removing and Installing, Jetta from MY 2005 , Golf Wagon from MY 2007 and Golf Wagon from MY 2010 93



Golf Variant 2007 > , Golf Variant 2010 > , Jetta 2005 > , Jetta 2011 >
5-Speed Manual Transmission OAF - Edition 11.2014
2.3 Tightening Specifications

Transmission To Engine

Vehicles with 1.4 engine

Item Bolt Quantity Nm
1 M 12 x 65 2 80
2 M 12 x 135 1 80

¢ Also starter to
transmission

3 M 12 x 150 1 80
¢ Also starter to
transmission

4 M 12 x 80 1 80
5 M 10 x 35 2 40

-5-: cover plate to transmission
-A- alignment sleeves for centering

Transmission Support to Transmission

— Replace the bolts.

Bolts -arrows- 40 Nm +90°

)

Transmission Support to Transmission Moun

— Replace the bolts. S

Bolts -arrows- 60 Nm +90°
Component Nm
Bracket for lower starter plug wires 20
Ground cable to engine/transmission bolt 20

N A
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3 Transmission, Removing and Instal-
ling, Jetta from MY 2011

= “3.1 Transmission Removing, Jetta 2011 with 2.0L engine”,

page 95 .

= “3.2 Transmission, Installing, Jetta 2011 with 2.0L Engine”,

page 102 .

= “3.3 Tightening Specifications”, page 108 .

3.1 Transmission Removing, Jetta 2011
with 2.0L engine

Special tools and workshop equipment required
4 Engine Support Bridge - 10-222A-
¢ Transmission Support - 3282-

*

Support Elements for transmission (determine when mounting
the Mounting Plate on the Transmission Support )

Engine and Gearbox Jack - VAS6931-

Tensioning Strap - T10038-

Engine Support - Basic Set - T40091-

Engine Support - Supplement Kit - T40093A-
Transmission Support - Mounting Plate 31 - 3282/31-
Transmission Support - Pins 45 - 3282/45-

Socket - Xzn 14 - T10061-

Grease for Clutch Disc Shaft Splines - G 000 100-

Allocate the grease for gearshift mechanism. Refer to the
Parts Catalog.

® & & O O 6 O o o

— Determine whether a coded radio'is installed. If so, obtain the
anti-theft code.

Disconnect the battery ground cable. Refer to = Electrical Equip-
ment; Rep. Gr. 27 ; Battery; Battery, Disconnecting and Con-
necting .

— Remove the air filter housing. Refer to = Rep. Gr. 24 ; Air
Filter; Air Filter Housing, Removing and Installing .

— Remove the battery and the battery tray. Refer to = Electrical
Equipment; Rep. Gr. 27 ; Battery; Battery, Removing and In-
stalling .

— Remove the shift cable lock washer -arrow 1- from the selector
lever -B-.

— Remove the shift cable from the pins.

— Remove the cable retainer from the selector cable. Refer to
= Fig. ““Disconnecting the Cable Retainer from the Selector
Cable™ , page71 .

— Remove the relay lever -A- and the cable retainer. Refer to
= “1.11 Plastic Relay Lever”, page 78 .

— Remove the nut -arrow 2- and remove the transmission shift

lever -B-.
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— Remove the cable bracket from the transmission -arrows-.

— Tie up the shift cable and the selector cable.

S 1Y

A34-0523

— Disconnect the line between the clutch master and clutch
slave cylinders -A- from the bracket -B-.

— Remove clutch slave cylinder -arrow B- and lay aside, secure
with wire, do not open line system.

A Caution

Do not press the clutch pedal anymore.

— Remove the ground cable from the bolt on the top of the starter
-1-.

— Disconnect the connector -2- and remove the wire from the
starter -3-.

— Remove the upper bolt from the starter.

— Remove the upper engine/transmission bolts.

— Transmission on vehicles with Start/Stop System: disconnect
the connector -arrow- from the Transmission Neutral Position
Sensor - G701-.

— Remove the plenum chamber cover.‘Refer to = Body Exterior;
Rep. Gr. 50 ; Plenum Chamber Cover; Plenum Chamber
Cover, Removing and Installing .

MN34-11273
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— Remove the bolts -arrows- for the left and right lock carrier
retaining brackets.

= N10-10845 |
_——

— Remove the lower mounts on the Engine Support Bridge - En-
gine Support 28 - 10-222A/28- and replace with the Engine
Support Bridge - Engine Support 28-2 -10-222A/28-2- .

— Remove the bolts -arrows- for securing the engine support
bridge on the lock carrier from the Engine Support Bridge - 10-222 A/28
Engine Support 28-2 - 10-222A/28-2- .

» Use the bolts in the Engine Support Bridge - Engine Support
28-2 - 10-222A/28-2- for attaching the Engine Support Bridge
- Engine Support 28 - 10-222A/28- . Not the bolts for the re-
taining bracket.

pit
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— Install the Engine Support Bridge - Engine Support 28 -
10-222A/28- and tightentthe bolts to 8 Nm -arrows-.

A Caution

A second technician is needed to mount the Engine Support
Bridge on the vehicle fo prevent the Engine Support Bridge
from tipping.

— If there are hose and cable connections located near the en-
gine lifting eyes for the Engine Support Bridge - 10-222A- ,
these must now be removed.

Vehicles with a 2.0L/85 kW engine:
— Install the Engine Support Bridge - 10-222A-"as shown.

— First slide the Moveable Joints -2- onto the Square Pipe from
the Engine Support Bridge - 10-222A- .

— Mount the Engine Support Bridge - 10-222A- on the suspen-
sion strut towers and have a second technician hold it to
prevent it from tipping.

— Push the Engine Support - Basic Set - Square Pipe -
T40091/1- -5- from the front left and right through the Engine
Support Bridge - Engine Support 28 -10-222A/28- -6- and
place on each side of the Engine Support - Supplement Kit -
Movable Joint - T40093/4- -4-.

— Slide the Engine Support - Basic Set - Rail with Holes -
T40091/2- -8- with the Engine Support - Supplement Kit Mount
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- T40093/5- -9- in the Engine Support - Supplement Kit -
Moveable Joint - T40093/4- -4-.

— Install the locking pins into the Engine Support - Basic Set -
Rail with Holes - T40091/2- -8- and secure it with the cotter
pins.

1 - Engine Support Bridge - En-
gine Support 31 - Adapter 2 -
10-222A/31-2-

2 - Engine Support - Basic Set
- Moveable Joint - T40091/3-

3 - Engine Support Bridge - En-
gine Support 31 - Adapter 1 -
10-222A/31-1-

4 - Engine Support - Supple-
ment Kit - Movable Joint -
T40093/4-

5 - Engine Support - Basic Set
- Square Pipe - T40091/1-

6 - Engine Support Bridge - En-
gine Support 28 - 10-222A/28-
with Engine Support Bridge -
Engine Support 28-2
-10-222A/28-2-

7 - Engine/Gearbox Support

Shackle (2 pc.) - 10-222A/12-
U Engaged in the engine
lifting eye.

8 - Engine Support - Basic Set
- Rail with Holes - T40091/2-

9 - Engine Support - Supple-
ment Kit - Mount 5 - T40093/5-

10 - Engine Support Bridge -
Spindle - 10-222A/11-

O Engaged in the Engine/
Gearbox Support
Shackle (2 pc.) -
10-222A/12- .

M34-10074

— Tighten all the threaded connections on the Engine Support
Bridge hand-tight. While doing so, adjust the height of the En-
gine Support Bridge parallel over the Engine Support Bridge -
Engine Support 28 - 10-222A/28- .

— Lightly tension the engine/transmission assembly via the En-
gine Support Bridge - 10-222A- spindle, do not lift.

— Raise the vehicle and remove the left front wheel.

— Remove the noise insulation. Refer to = Body Exterior; Rep.
Gr. 50 ; Noise Insulation .

— Remove the left front housing liner. Refer to = Body Exterior;
Rep. Gr. 66 ; Wheel Housing Liner; Front Wheel Housing Lin-
er, Removing and Installing .
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Vehicles with Power Steering

— Remove the bracket with the power steering line -A- from the
transmission -arrows-.

Continuation for all vehicles

— Disconnect the connector -1-drom the Back-Up Lamp Switch
- F4-.

— If a nut -2- is installed, it must be removed now.
— Remove bracket from lower starter bolt, if equipped.

— Remove the lower bolt -3- from the“starter and then remove
the starter. Refer to = Electrical Equipment; Rep. Gr. 27 ;
Starter; Starter, Removing and Installing, .

— Separate the exhaust system at the double'clamp and remove
the exhaust pipe bracket from the subframe. Refer to = Rep.
Gr. 26 ; Exhaust System .

A Caution

Risk of damaging the decoupling element.

¢ Do not bend the decoupling element more than 10°.
¢ Do not load the decoupling element.

¢ Do not damage the wire mesh on the decoupling element.

— Remove the heat shield above the right driveshaft -arrows-.

MN34-11369
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Remove the drive axles from the flange shafts and tie them up
as high as possible. Be careful not to damage the surface pro-
tection. Refer to = Suspension, Wheels, Steering; Rep. Gr.

40 ; Drive Axles, Removing and Installing .

Remove the pendulum support. Refer to = Suspension,
Wheels, Steering; Rep. Gr. 40 ; Subframe; Overview - Sub-

frame .
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— If equipped, requy%?engine/transmission connecting bolt
-arrow- in area of right flange shaft. Use the connector Socket

- Xzn 14 - T10061- to do so.
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— If equipped, remove the cover plate -A- -arrows-.
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Remove the left assembly mounting hex bolts -arrows- from
the transmission mounting.

Carefully move the engine/transmission subassemblycinto an
angled position. To do so lower the engine/transmission as-
sembly using the Engine Support Bridge - 10:222A- spindle.

The bolts -arrows- for the transmission support must be ac-
cessible.

Remove the transmission support from the transmission
-arrows-.

The Transmission Support - 3282- is aligned with the Transmis-
sion Support - Mounting Plate 31« 3282/31- in order to remove
the “OAF” transmission.

Insert the Transmission Support - 3282- into the Engine and
Gearbox Jack - VAS6931- .

Align the arms of the Transmission Support so that they match
up with the holes in the Adjustment Plate .

Install the Support Elements -A- as illustrated on the Adjust-
ment Plate .

Install the Mounting Element -C- instead of the Fransmission
Support - Pins 45 - 3282/45- .

Position the Engine and Transmission Jack under the vehicle.
The arrow symbol -B- on the Adjusting Plate points in the di-
rection of travel.

Align the adjustment plate so that it is parallel to the transmis-
sion.

-A- = Transmission Support - Pins 45 - 3282/45- with M 8 collar
nut.

Install the M8 collar nut on the Transmission Support - Pins 45
- 3282/45- to secure the transmission.

Remove the engine/transmission connecting bolt -arrow-.

Remove the lower engine/transmission bolts.
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— If the vehicle has a metal oil pan, remove the cover plate
-arrows-.

— Remove the transmission from the alignment bushings and
carefully move it toward the subframe.

— Be careful of the intermediate plate on the engine.

— Carefully push the engine slightly forward with a second tech-
nician.

—

17-10136

MA7-
e

— Then carefully guide transmission with right flange shaft, as
shown, onto flywheel/intermediate plate -arrow 2-.

— Lower the transmission carefully. When doing this, be careful
of the subframe -arrow 1-.

— Guide the transmission past the power steering line, if instal-
led, and past the subframe when lowering it.

— Use spindles on the Transmission Support - 3282- to adjust
the position of the transmission while lowering it.

@ Note

Pay attention to all of the lines when lowering the transmission.

3.2 Transmission, Installing, Jetta 2011 with
2.0L Engine

= “3.3 Tightening Specifications”, page 108

@ Note

Refer to “Transmission, Removing” fo get a list of the special fools
needed. Refer to
= ‘3.1 Transmission Removiag, Jetta 2011 with 2.0L engine’,

page 95 .

— Clean all threaded holes with a thread tap to remove any lock-
ing fluid residue.

— Always replace self-locking bolts and nuts.

— Make sure the alignment sleevesfor centering the engine/
transmission are installed inside the’cylinder block. Install
them if necessary.

If the alignment sleeves are missing, it will be difficult to shift, there
will be clutch problems and the transmission may’‘make noises
(loose rattling).

— Make sure the intermediate plate fits correctly on the engine.

— Clean the driveshaft splines and grease lightly with Grease For
Clutch Disc Shaft Splines - G 000 100- .

It must be possible to slide the clutch plate back and forth on the
input shaft.

The Transmission Support - 3282- is aligned with the Transmis-
sion Support - Mounting Plate 31 - 3282/31- in order to install the
“OAF” transmission.
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— Insert the Transmission Support - 3282- into the Engine'and
Gearbox Jack - VAS6931- .

— Place the Transmission Support - Metinting Plate 31 -
3282/31- on the Transmission Support - 3282- (the mounting
plate only fits in one position).

— Align the Transmission Support arms so that they align with
the holes in the Mounting Rlate .

— Install the Support Elemgnts -A- as illustrated on the Adjust-
ment Plate .

— Install the Mounting Element -C- instead of the Transmission
Support - Pins 45 - 3282/45- .

— Align the Adjustment Plate so that it is parallel to the trans-
mission.

— Position the Engine and Transmission Jack under the vehicle.
The arrow symbol -B- on the Adjusting Plate points in the di-
rection of travel.

Transmission Support - Pins 45 - 3282/45- with M 8 collar nut.

Install the M8 collar nut on the Transmission Support - Pins 45
- 3282/45- to secure the transmission.

1>
1

— Carefully lift the transmission. Be careful of the power steering
line (if equipped).

— Carefully push the engine slightly forward with a second tech-
nician.

— Guide the transmission carefully past the flywheel -arrow 2-
and past the subframe -arrow 1-.

» A second technician must continue to press the engine for-
ward.

— Align the transmission with the engine and install it.

— Install the lower bolts for attaching the engine to the transmis-
sion and tighten them to the tightening specification. Refer to
= “3.3 Tightening Specifications”, page 108 .

3282/31
O'-‘Lb
O

—e

<

B

~%

c

MN34-11187
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If the vehicle has a metal oil pan, then install the cover plate
-arrows- near the oil pan.

Install the engine/transmission connecting bolt -arrow- and
tighten it to the tightening specification. Refer to
= “3.3 Tightening Specifications”, page 108 .

— Install the engine/transmission connecting bolt -arrow- into the
right side of the flange shaft and tighten it to the tightening
specification. Refer to
= “3.3 Tightening Specifications”, ‘page 108 . Use the con-
nector Socket - Xzn 14 - T10061- to doso.

— Install the cover plate -A- -arrows- and tighten the bolt to 10
Nm.

— After the transmission is attached to the engine, remove the
Engine and Gearbox Jack from the transmission.

1
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— Attach the transmission support to the transmission using new
bolts -arrows-. Refer to

= “3.3 Tightening Specifications”, page 108 .

— Align the engine/transmission in its installed position. To do so
tighten the spindle on the Engine Support Bridge - 10-222A-

A Caution

Risk of damaging the threads in the transmission support by
inserting bolts crooked.

¢ The transmission mount and transmission support must
be parallel to each other in order fo prevent the fransmis-

sion support thread from becoming damaged.

@ Note

Install the engine/transmission mount free of tension. Refer fo =
Rep. Gr. 10, Engine, Removing and Installing .

— Install new bolts -arrows- for left subframe bracket and tighten
to tightening specification. Refer to
= “3.3 Tightening Specifications”, page 108 .

A WARNING

Only remove Engine Support Bridge - 10-222A- when the left
and right subframe mount bolts are tightened to the tightening
specification.

— Install the upper bolts for attaching the engine to the trans- :

]
£10-1634
i

mission anditighten them to the tightening specification. Refer
to = “3.3 Fightening Specifications”, page 108 .

— Installithe pendulum support. Refer to = Suspension, Wheels,
Steering; Rep. Gr. 40 ; Subframe; Overview - Subframe .

— Use new bolts.

— Attach the drive axles to the transmission. Refer to = Sus-
pension, Wheels, Steering; Rep. Gr. 40 ; Drive Axles, Re-
moving and Installing .

PO
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— If equipped install the drive shaft heat shield -arrows-. Refer

to = Suspension, Wheels, Steering; Rep. Gr. 40 ; Drive Axles,
Overview and Servicing; Drive Axle Heat Shield .

— Assemble the exhaust system and then attach the exhause
system bracket it to the subframe. Refer to = Rep. Gr. 26 ;
Exhaust System .

— Install the bolt -3- and if necessary the nut -2- and install the
starter. Refer to = Electrical Equipment; Rep. Gr. 27 ; Starter;
Starter, Removing and Installing .

— Connect the connector -1- to the Back-Up Lamp Switch - F4- .

— Install the clutch slave cylinder and tighten the bolts -arrows-
to the tightening specification -item 9- = Item 9 (page 44) .

— Press line between clutch master and slave cylinder -A- into
bracket -B-, if present, on transmission.

— Attach the ground cable to the upper bolt on the starter.

— Transmission on vehicles with Start/Stop System: connect the
connector -arrow- to the Transmission-Neutral Position Sensor
- G701-.
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— Attach the cable mounting:bracket to the transmission and
tighten the bolts -arrowss=to the tightening specification
-item 6- = Item 6 (page’'67) .

— Install the gearshift lever -B-. Refer to
= Fig. “Installing the transmission shift lever™ , page 69 and
tighten the nut -afrow 2- to the tightening specification
-item 17- = Item %7 (page 68) .

@ Note

& Lubricate the bearing aréas and sliding surfaces when instal-
ling. P

'b_: Ly o2 .
¢ Allocate the grease for gearshiftmechanism. Refer fo z‘hcﬁe '
Parts Catalog. 24

— Install the relay lever -A- and the cable retainer. Refer to
= “1.11 Plastic Relay Lever”, page 78 .

— Coat the pin on the gearshift lever with a small amount of
grease -A-.

Allocate the grease for gearshift mechanism. Refer to the Parts
Catalog.

— Attach the shift cable to the gearshift lever -arrow 1- and install
a new locking washer.

— Adjust the gearshift mechanism. Refer to
= “1.10 Selector Mechanism, Adjusting”, page 76 .

— Check the transmission fluid level. Refer to
= “5 Transmission Fluid, Checking”, page 111 .

If the transmission touched any other components, then repair
any damaged surfaces. Refer to Paint Repair Manual.

— Install the plenum chamber cover. Refer to = Body Exterior;
Rep. Gr. 50 ; Plenum Chamber Cover; Plenum Chamber
Cover, Removing and Installing .
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— Install the bolts -arrows- for the left and right lock carrier re-
taining brackets to the tightening specification. Refer to =
Body Exterior; Rep. Gr. 50 ; Lock Carrier; Lock Carrier - At-
tachments .

— Install the battery tray and the battery. Refer to = Electrical
Equipment; Rep. Gr. 27 ; Battery; Battery, Removing and In-
stalling .

— Install the air filter. Refer to = Rep. Gr. 24 ; Air Filter; Air Filter
Housing, Removing and Installing .

— Connect the battery and follow the procedure regarding what
to do after connecting a battery. Refer to = Electrical Equip- = Nio-10845 |4
ment; Rep. Gr. 27 ; Battery; Battery, Disconnecting and
Connecting .

— Install the left front wheel housing liner. Refer to = Body Ex-
terior; Rep. Gr. 66 ; Wheel Housing Liner; Front Wheel Hous-
ing Liner, Removing and Installing .

— Install the noise insulation. Refer to = Body Exterior; Rep. Gr.
50 ; Noise Insulation .

— Install the wheel. Refer to = Suspension, Wheels, Steering;
Rep. Gr. 44 ; Wheel Installation Tightening Specifications .

3.3 Tightening Specifications
Transmission to Engine, vehicle with 2.0L Engine
Item Bolt Quantity Nm
1 M 12 x 50 2 80
2 M 12 x 135 2 80

¢ Also starter to
transmission

3 M10 x 50 3 40
4 M 12 x 60 1 80

-A- alignment sleeves for centering

Transmission Support to Transmission

— Replace the bolts.

Bolts -arrows- 40 Nm +90°
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Transmission Support to Transmission Mount

— Replace the bolts.
— Tighten all bolts hand-tight.
— Tighten the bolt to the tightening specification.

Bolts -arrows- 60 Nm +90°

Component Nm

Bracket for lower starter plug wires 20 @

Ground cable to engine/transmission balt 20 \,' \?1 0.1\5\34

)

3. Transmission, Removing and Installing, Jetta from MY 2011 1 09



Golf Variant 2007 > , Golf Variant 2010 > , Jetta 2005 > , Jetta 2011 >
5-Speed Manual Transmission OAF - Edition 11.2014

4 Transmission, Transporting
Special tools and workshop equipment required

¢ Transmission Support Jig - 3336-

¢ Shop Crane - VAS6100-

— Attach the Transmission Support Jig - 3336- to the clutch

housing.

— Move the support arm on the sliding bar using the locking bolt

-arrow-.

Number of visible-holes = 6.

— Lift the transmission using the Shop Crane - VAS6100- and

the Transmission Support Jig - 3336- .

— Set the transmission down, for example, into the transport

container.
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5 Transmission Fluid, Checking
Special tools and workshop equipment required

¢ Torque Wrench 1331 5-50Nm - VAG1331-

¢ Triple Square Socket Driver - 3357-

or

¢ 17 mm inner hex socket

Transmission fluid specification. Refer to the Parts Catalog.

— Remove the noise insulation. Refer to = Body Exterior; Rep.
Gr. 50 ; Noise Insulation .

— Remove the plug for checking the transmission fluid level
-arrow-.

The level is correct when the transmission fluid comes up to the
bottom edge of ail filler hole.

— Tighten the plug -arrow- to the tightening specification. Refer
to
> Fig. “Different Versions of Fluid Fill and Drain Plugs™ , page
1M1

Note the following when filling for the first time:

— Remove the plug -arrow-.

— Add transmission fluid until it reaches the lower edge of the
filler hole.

— Install the plug -arrow-.

— Start the engine, engage a gear and let the transmission turn
for approximately two minutes.

— Turn off the engine and remove the plug -arrow-.

— Add transmission fluid until it reaches the lower edge of the
filler hole.

— Tighten the plug -arrow- to the tightening specification. Refer
to
= Fig. “Different Versions of Fluid Fill and Brain Plugs™ , page
111.

Different Versions of Fluid Fill and Drain Plugs
I - Qil filler or drain plug with multi-point socket head, 25 Nm
Il - Qil filler or drain plug with hex socket head, 30 Nm

— Install the noise insulation. Refer to = Body Exterior; Rep. Gr.
50 ; Noise Insulation .

M34-10041

e,
gy

2

- e
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6 Transmission, Disassembling and
Assembling

= “6.1 Transmission Overview”spage 112

= “6.3 Overview - Transmission Housing Cover and 5th Gear,
Removing and Installing”, page 114

= “6.4 Overview - Clutch Housing, Removing and Installing”, page
115

= “6.5 Overview - Input Shaft, Output Shaft, Differential Selector
Mechanism and Shift Rods, Removing and Installing”,

page 116
= “6.6 Disassembly and Assembly Sequence”, page 117

6.1 Transmission Overview

1 - 1st Gear
2 - 2nd Gear
3 - 3rd Gear
4 - 4th Gear
5 - 5th Gear

6 - Transmission Housing Cov-
er

7 - Transmission Housing

8 - Reverse Drive Gear

— 11

9 - Selector Mechanism
Q (Shift forks)

10 - Clutch Housing T
11 - Input Shaft
12 - Output Shaft
13 - Differential

i

AL

=

|
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6.2 Overview

| - Overview - Removing and
Installing, Transmission Hous-
ing Cover and 5th Gear. Refer
to

= “6.3 Overview - Transmis-
sion Housing Cover and 5th
Gear, Removing and Instal-

ling”, page 114 .

Il - Overview - Removing and
Installing Clutch Housing. Re-
fer to

> “6.4 Overview - Clutch Hous-
ing, Removing and Installing”,

page 115.

[l - Overview - Input Shaft,
Output Shaft, Differential Se-
lector Mechanism and Shift
Rods Removing and Installing,
Refer to

= “6.5 Overview - Input Shaft,
Output Shaft, Differential Se-
lector Mechanism and Shift
Rods, Removing and Instal~

ling”, page 116 .
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6.3 Overview - Transmission Housing Cover and 5th Gear, Removing and In-
stalling

1 - Transmission Housing

2 - 5th Gear Wheel

Q Installation position. Re-
fer to = page 125 .

3 - Circlip
O Replace after removing

O Selecting thickness. Re-
fer to = page 125.

4 - Seal

5 - Transmission Housing Cov-
er

Q If the transmission
housing cover is instal-
led when transmission
is installed, check the
fluid level and fill if nec-
essary. Refer to
= “5 Transmission Fluid,
Checking”’, page 111 .

6 - Bolt

Q 5 Nm and 90° additional
turn

Q Replace after removing

7 - Circlip
O Replace after removing

Q Selecting thickness. Re-
fer to = page 125.

8 - Synchronizer Hub with
Locking Collar and Stop Ring

for 5th Gear l\_
Q Disassembling and as- 6
sembling. Refer to

= “1.1 Input Shaft, Dis-
assembling and Assembling®, page 149 .

9 - 5th Gear Synchronizer Ring
10 - 5th Gear Wheel

11 - Needle Bearing
Q For 5th gear

12 - 5th Gear Shift Fork
O Disassembling and assembling."Refer to = “9 Shift Forks, Disassembling and Assembling”, page 133 .

13 - Mounting Pin
Q For 5th gear shift fork

[ ="
LT
{ i
oty
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6.4 Overview - Clutch Housing, Removing and Installing

1-Bolt
0 25Nm

2 - Flange Shaft with Pressure
Spring
U Removing and instal-
ling. Refer to
="6.6 Disassembly and
Assembly Sequence”,
page 117 .
@ Assembling. Refer to
> “2.1 Differential, Dis-
assembling and Assem-
bling”, page 173 .

3 - Bolt

O 5 Nm and 90° additional
turn

O Replace after removing

4 - Clutch Housing

A Servicing. Refer to
= “7 Transmission
Housing and Clutch
Housing, Servicing”,
page 127 .

5 - Transmission Housing

Q Servicing. Refer to
= “7 Transmission
Housing dnd;Clutch
Housing, Servicing”,
page 127 .

6 - Clutch Release Lever

4  With guide sleeve and
release bearing

U4 Removing and instal-
ling. Refer to

M34-10217

= “4.2 Clutch Release Lever with Release Bearing and Guide Sleeve, Removing and Installing”,

page 44 .
7 - Bolt

Q Information and tightening specification: -item 2- = Item 2 (page 43) .
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6.5 Overview - Input Shaft, Output Shaft, Differential Selector Mechanism and
Shift Rods, Removing and Installing

1 - Differential

U Disassembling and as-
sembling. Refer to
> “2.1 Differential, Dis-
assembling and Assem-

bling”, page 173 .
2 - Transmission Housing

Q Servicing. Refer to
= “7 Transmission
Housing and Clutch
Housing, Servicing”,
page 127 .

Q Shim S1 for the differen-
tial outer race/tapered
roller bearing if deleted
from transmission date
of manufacture
04/12/2006. Refer to
= Fig. ““Shim S1_for the
outer race/tapered roller
bearing is deleted as of

production date
04/12/2006.™

page 179
Q Outer race/tapered roll-

er bearing seat adapted
in transmission housing

3 - Oil Drain Plug

Q Tightening specifica-
tion. Refer to
= Fig. “Different Ver=
sions of Fluid Fill and

Drain Plugs™ ,
page 111
g [;r|i=rllgnge Shaft with Pressure

O Removing and installing. Refer to = “6.6 Disassembly and Assembly Sequence”, page 117 .
Q Assembling. Refer to = “2.1 Differential, Disassembling and Assembling”, page 173 .

5 - Bolt
Q 25Nm

6 - Bolt

5 Nm and 90° additional turn
Self-locking

Replace after removing

for securing bearing mount with grooved ball bearing for input and output shaft -item 18-
= Iltem 18 (page 117)

OuUo00O0

7 - Hex Collar Bolt o
0 23Nm H
Q For shift mechanism -item 17- = |tém17 (page 117) &=
O Self-locking
O Replace after removing
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8 - O-Ring
O Replace after removing
9 - Pivot Pin
10 - Bolt
d 5 Nm and 90° additional turn
O Replace after removing
11 - Gearshift Shaft with Gearshift Cover
Q (Shift unit)
Q Servicing. Refer to = “8 Shift Unit, Servicing”, page 131 .
12 - Bolt
O 5 Nm and 90° additional turn
O Replace after removing
13 - Bolt
Q 6Nm
14 - Transmission Neutral-Position Sensor - G701-
4 For vehicles with the“Start/Stop System

156 - Back-Up Lamp Switch <F4-

Q 20 Nm

O Short after series introduction of transmission with permanent seal
16 - Seal

Q If present, replace after removing P

Q Not installed on all transmissions E
17 - Selector Mechanism

Q (Shift forks)

O Servicing. Refer to = “9 Shift Forks, Disassembling and Assembling”, page 133 .
18 - Input Shaft with Output Shaft and Bearing Mount/Grooved Ball Bearing

Q If bearing mount is removed from transmission housing, it must always be replaced

Q Bearing Mount, Removing and Installing. Refer to -item 8- = Item 8 (page 150)
Q Input Shaft, Disassembling and assembling. Refer to
Q

= “1.1 Input Shaft, Disassembling and Assembling”’, page 149

Output Shaft, Disassembling and assembling. Refer to
= “2.1 Output Shaft, Disassembling and Assembling”, page 158

19 - Reverse Gear Axle
20 - Reverse Drive Gear

21 - Bolt
d 25 Nm and 45° additional turn
Q Replace after removing
U For securing reverse gear axle

6.6 Disassembly and Assembly Sequence

> “6.6.1 Transmission, Disassembling”, page 117

= “6.6.2 Transmission, Assembling”, page 121

6.6.1 Transmission, Disassembling

Special tools and workshop equipment required
¢ Holding Fixture - VW313-

6. Transmission, Disassembling and Assembling 1 1 7
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Press Plate - V\W401-
Press Plate - V\W402-
Press Piece - Rod - VW412-

Gearbox Support - 3221- (modifying. Refer to = page 118 )
or

Gearbox Support - 3221A-

Guide Pin - T10079-

Not needed: Press Piece - 31.5mm - VW418A-

Press Piece - Rod - VW407-

Bearing Installer - Wheel Bearing/Ball Bearing - 3074-
Press Piece - T10080-

Press Piece - Block - T10083-

Press Piece - Block - Washer - T10083/1-

Shop Crane - Drip Tray , for example -VAS6208-

¢ Press Piece - T10085-

Removing transmission housing cover, clutch housing, selector
shaft with selector cover, input shaft, output shaft; differential and
selector mechanism.

* & o o

® & & 6 O 6 o 0o

Check the Gearbox Support - 3221A- and if necessary modify.

If necessary drill a 11.0 mm diameter hole -arrow-:
The label the Gearbox Support - 3221- as -3221A- .

3221

— Secure the transmission on the Gearbox Support - 3221A-
-arrows-.

— Place the Shop Crane - Drip Tray , for example -VAS6208-
underneath.

— Drain the transmission fluid.

=
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Remove the clutch release lever -A- with the release bearing
and guide sleeve -arrows-.

Remove the right flange shaft securing bolt -B-.

Install 2 bolts into the flange and counterhold the flange shaft
with a pry bar.

Remove the flange shaft with spring, thrust washer and ta-
pered ring.

Remove the transmission housing cover -arrow-.

Remove the mounting pin -1- for the 5th gear shift fork -2-:and
remove the shift fork.

Remove the 5th gear synchronizer hub locking ring -3-.
Remove the locking ring -4- from the 5th gear;wheel.

Remove the 5th gear synchronizer hub and drive gear.

6. Transmission, Disassembling and Assembling 1 1 9
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— Remove the input and output shaft bearing mount securing

bolts -A-. 3221 A

— Remove the shift mechanism hex collar bolt nut -B- (secures
reverse gear).

— Remove bolts for left flange shaft -C-, by installing two bolts
into the flange and counter-holding flange shaft using a tire
iron.

— Remove the flange shaft -C- with spring.

— Turn the transmission in mounting bracket and the clutch
housing upward.

, Do
i::.i%"

- Remove the securing bolts that secure transmission housing e
from inside clutch housing.

— Carefully pry off the clutch housing all around while alternating
sides on protruding flange, do not damage sealing surfaces.

@ Note

¢ Do not tilf clutch housing.

& The roller bearing and the bearing seat on the inputand output
shafts must not be damaged.

— Remove the differential -A- from the transmission housing.

— Transmission on vehicles with Stop/Start system: remove the
Transmission Neutral Position Sensor - G701-arrow-.

MN34-11252
1
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Remove the selector shaft@and cover -A-. Move the gearshift
shaft into neutral. Remove the bolts -arrows- and pull the
gearshift shaft out of'the transmission housing.

Remove the mounting pins -B- from the top of the transmis-
sion.

Remove thg'Back-Up Lamp Switch - F4- -C-.

Remove the bolt -A- for securing the reverse drive gear axle.

Remove the mounting pins -B- on bottom side of transmission.

@ Note

Do not remove the sealing cap -arrow- fo disassemble the trans-
mission.

Remove the input and output;shafts together wiﬁearing
mount, shift mechanism (shift forks),and reverse gear:

@ Note

¢

¢

Position the fransmission housing so as not fo damage the
fitting sleeves.

When removing the components, have a 2nd technician there
to keep them from falling down.

Remove the input and output shafts from the bearing mount
with grooved ball bearing. Refer to
> Fig. ““Remove the Bearing Mount and Grooved Ball Bear-

[

ing™ , page 152 .

6.6.2 Transmission, Assembling

Special tools and workshop equipment required
¢ Holding Fixture - VW313-

® & & O 6 O O O o o

Press Plate - VW401-

Press Plate - VIW402-

Press Piece - Rod - VW412-

Gearbox Support - 3221- (modifying. Refer to = page 118 ) or
Gearbox Support - 3221A-

Guide Pin - T10079-

Not needed: Press Piece - 31.5mm - VW418A-

Press Piece - Rod - VW407-

Bearing Installer - Wheel Bearing/Ball Bearing - 3074-

Press Piece - T10080-

T10085

VW 401—/
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*
L4
*

¢

Press Piece - Block - T10083-

Press Piece - Block - Washer - T10083/1-

Shop Crane - Drip Tray , for example -VAS6208-
Press Piece - T10085-

Installing transmission housing cover, clutch housing, selector
shaft with selector cover, input shaft, output shaft, differential and
selector mechanism.

@ Note

L4

¢

Install the bearing mount with grooved ball bearing onfo the
input and output shafts. Refer to = page 155 .

Install the 5th gear drive gear needle bearing sleeve onfo the
input shaft. Refer to
= Fig. “Install the 5th Gear Needle Bearing Sleeve -A-."",

page 156 .

Place assembled input shaft -2-, output shaft -1- with bearing
mount/grooved ball bearing in Press Piece - T10085- .

Install the shift mechanism (shift forks) -4- into the shaft locking
collars.

Install the reverse gear axle -3- with reverse gear.

Attach the Guide Pin - T10079- to the threaded pins (secures
reverse gear) -arrow-.

Install the components into the transmission housing. Guide
the Guide Pin - T10079- through thezhole for the securing the
gearshift mechanism in the transmission housing.

Remove the Guide Pin - T10079- .

Note the Following before Pressing In:

T10085

/“
/ﬁ 0079
1

l

o
A34-0303
| =3
r—a
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¢ Shift forks are engaged correctly inside the locking collars.

¢ The reverse gear shift fork is engage correctly in the reverse
drive gear.

4 Check the splines on the output shaft dimension -a-.

@ Note

¢ Due fo the varying spline height, the output shafts of individual
transmissions have different -a- lengths.

& So that the output shaft and input shaft are always pressed in
the same if necessary a Press Piece - Block - Washer -
710083/1- (3 mm thick) must be placed on the input shaft.

& For this reason the splines on the oulput$haft dimension -a-
must be measured.

Dimension -a='= 30.6 mm

Place the Press Piece - Blogk - Washer - T10083/1- on the driv-
eshaft = next illustration.

Place the Press Piece -Block - Washer - T10083/1- on both the
input shaft and the bearing mount and press in with the input and
output shaft until stop.

Carefully pressing bearing mount in together with'input and output
shaft as far as stop.
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— Install the reverse gear axle bolt -A-.

— Install the mounting pins -B- in the bottom of the transmission.

— Install the Back-Up Lamp Switch - F4- -C-.
— Install the mounting pins -B- on the top of the transmission.
— Move the gearshift rail into the neutral position.

— Apply Sealing Paste -“AMV 188 200 03- evenly onto the gear-
shift cover sealing surface.

- Install the selector shaft with the selector cover -A-. Tighten,
the bolts -arrows-. &

— Transmission on vehicles with Stop/Start system: install the
Transmission Neutral Position Sensor - G701- -arrow- and
tighten the screw to the tightening specification. Refer to
= “6.5 Overview - Input Shaft, Output Shaft, Differential Se-
lector Mechanism and Shift Rods, Removing and Installing”,

page 116 .

— Attach the input and output shaft bearing mount with new bolts
-A-.

@] Note

Tighten fo tightening specification diagonally and in stages start-
ing at the center.

— Tighten shift mechanism (shift forks) hex collar nut -B-.
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— Install the differential -A-.

— Apply Sealing Paste - AMV 188 200 03- evenly onto the seal-
ing surface.

— Tighten the clutch housing to the transmission housing.

— Turn the transmission in the mounting bracket with transmis-
sion housing upward.

Installed Position of Drive Gear for 5th Gear -1-:

High inner collar;=arrow- faces toward transmission housing cov-
er.

— Position’5th gear wheel -1-.
— Install 5th gear wheel with needle bearing.
— Place the 5th gear synchronizer ring onto the selector gear.

— Position 5th gear synchronizer cover together with locking col-
lar and stop ring.

T — =

— Jdnsert 5th gear shift fork -2- and slide in mounting pins -1- as
far as stop direction of -arrow-.

— Select a new locking ring -arrow-.

— Determine thickest circlip that can still be inserted for input
shaft -3- and output shaft -4- and insert.

For theavailable circlips. Refer to the Parts Catalog.

Thickness (mm)
2.00
2.10 o
2.20 &
=,

— Install the transmission 'housing cover.
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— Install both flange shafts, the pressure springs, the thrust
washers and the tapered rings.

— Install the clutch release lever together with release bearing
and guide sleeve. Refer to
= “4.2 Clutch Release Lever with Release Bearing and Guide
Sleeve, Removing and Installing”, page 44 .
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7 Transmission Housing and Clutch
Housing, Servicing

Special tools and workshop equipment required

¢ Press Piece - Rod - VW408A-

Press Piece - Multiple Use Spacer Sleeve - VW472/2-

Centering/Press Pin - 12-551-

Press Piece - Pad - 30-555-

Threaded rod from the Seal Installer - Driver Set - 3066-

Press Piece - Pivot Mount Bushing - 3124-

Centering/Press Pin - 12-551-

Bearing Installer - Crankshaft Needle Bearing Mandrel - 2026-

Seal Installer - Drive axle - T40008-

Torque Wrench 1331 5-50Nm - VAG1331-

Puller - Kukko Puller - 60-150mm Width, 200mm Length -
18/1-

Puller - Kukko Quick Action Separating Tool - 12-75mm - 17/1-

® & O 6 6 O O O 0 o

*

1 - Sleeve
O For the selector shaft

U Removing. Refer to
> Fig. “Gearshift Shaft
Sleeve -As; Remov-

ing™ , page 130

Q Installing. Refer to
= Fig. ““Gearshift Shaft
Sleeve -A-, Installing”™ ,

page 130
2 - Alignment Sleeve

3 - Magnet

Q sHeld in place by housing
joint surface

4 - Cap
Q “Apply Sealing Com-
pound - AMV 188 200
03- to the sealing sur-
face before installing.

5 - Circlip
Q insett in roller bearing
groove
6 - Circlip

Q insert in roller,bearing
groove

7 - Cylindrical Roller Bearing
Q For the input shaft

QO Removing and installing
-item 21-
= Item 21 (page 151)

8 - Cylindrical Roller Bearing (2

Q For the output shaft
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Q0 Removing and installing -item 2- = ltem 2 (page 159)

9 - Clutch Housing
QO When replacing: adjust the differential. Refer to = “2.2 Differential, Adjusting”, page 178

10 - Input Shaft Seal

Q Pry out with a screwdriver

Q Installing. Refer to = Fig. “Installing the Seal for the Input Shaft™ , page 129
11 - Ball Stud

Q 20 Nm

U Remove grease already present

O Grease using the Grease for Clutch Disc Shaft Splines - G 000 100-
12 - Right Flange Shaft Seal

O Replace when the transmission is installed. Refer to
= “1.2 Right Flange Shaft Seal, Replacing”, page 171 .

13 - Sleeve

Q For seal

Q Removing. Refer to = Fig. ““Sealing Ring Sleeve, Removing™ , page 129 .

Q Installing. Refer to = Fig. ““Sealing Ring Sleeve, Pulling In™ , page 129 .
14 - QOil Filler Plug

Q Tightening specification: = Fig. ““Different Versions of Fluid Fill and Drain Plugs™ , page 111
15 - Shim S

Q For the differential

Q Selecting thickness. Refer to = “2.2 Differential, Adjustinglxpage 178 .

16 - Outer Race/Tapered Roller Bearing
Q For the differential

QO Removing from the clutch housing and installing
= “2.1 Differential, Disassembling and Assembling”, page 173

O When replacing: adjust the differential. Refer to = “2.2 Differential, Adjusting”, page 178
17 - Bolt

O 5 Nm and 90° additionalturn

O Replace after removing

18 - Outer Race/Tapered Roller Bearing
Q For the differential

Q0 Removing from the transmission housing and installing. Refer to
> “2.1 Differential, Disassembling and Assembling”, page 173

O When replacing: adjust the differential. Refer to = “2.2 Differential, Adjusting”, page 178
19 - Shim S1
O For the differential

Q Always 1 mm thick
Q Shim S1 is deleted as of production date 12/04/2006

Refer to
= Fig. “*Shim S for the outer race/tapered roller bearing is deleted as of production date 04/12/2006.™ , page

179
Q Outer race/tapered roller bearing seat.adapted in transmissiorﬁusing

20 - Alignment Sleeve

21 - Transmission Housing
Q Shim S1 is deleted as of production date 12/04/2006. Refer to
= Fig. " Shim S1 for the outer race/tapered roller bearing is deleted as of production date 04/12/2006.™ ,

page 179
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Q Outer race/tapered roller bearing seat adapted in transmission housing
Q When replacing: adjust the differential. Refer to = “2.2 Differential, Adjusting”, page 178

22 - Oil Drain Plug
4 Tightening specification. Refer to = Fig.

11

Different Versions of Fluid Fill and DrainPlugs” , page 111

23 - Seal
Q For the left flange shaft

O Replace when the transmission is installed. Refer to
=> “1.1 Left Flange Shaft Seal, Replacing”, page 170 .

Installing the Seal for the Input Shaft

Sealing Ring Sleeve, Removing

— Place the Press Piece - Multiple Use - Spacer Sleeve -
VWA472/2- und Press Piece - Pad - 30-555- on the differential.

-A- = Puller - Kukko Puller - 60-150mm Width, 200mm Length -
18/1-

-B- = Puller - Kukko Quick Action Separating Tool - 12-75mm -
17/1-

Sealing Ring Sleeve, Pulling In

A - Threaded studs from Seal Installer - Driver Set - 3066- instal-
led in differential threaded piece

B - M12 nut with washer

— Turn the nut -B- and pull the sleeve all the way over the Press
Piece - Pivot Mount Bushing - 3124- .

@ Note

If transmission is disassembled, press sleeve in onto stop using
Press Piece - Pivot Mount Bushing - 3124- .

j\\{ £34-0310
= —
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Gearshift Shaft Sleeve -A-, Removing

A34-0312

Gearshift ShaftSleeve -A-, Installing

2.0
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8 Shift Unit, Servicing
Special tools and workshop equipment required
¢ Press Piece - Shift Rod/Alternator - VW423-
¢ Torque Wrench 1331 5-50Nm - VAG1331-
¢ Breather Tube Tool - T10203-

1 - Sleeve
O For the selector shaft

QO Removing. Refer to
> Fig. “Gearshift Shaft
Sleeve -A-, RemaVy-
ing™ , page 130

Q Installing. Refer to
= Fig. ““Gearshift Shaft
Sleeve -A-, Installing™ ,

page 180

2 - Gearshift Shaft with Gear-
shift Cover

Q replace together

3 - Locking Elbow

Q For adjusting the shift
mechanism

0 Removing. Refer to
= Eig. ““Removing the
locking elbow -A- from
the shift cover™ ,
pag&e132 .

Q Installing. Refer to
= Fig. ®Drive the lock-
ing elbow in the shift
cover.” ,"page 132

4 - Relay Lever

Q Installation position. Re-
fer to
= Fig. ““Selector lever/
relay lever installed po-
sition™ , page 70 .

Q Plastic relay lever from
05/2007. Refer to

= “1.11 Plastic Relay _
Lever”, page 78 .

5 - Bearing Bushing

O Not needed for the plastic relay lever
6 - Seal

Q For the selector shaft

Q Pry out with a screwdriver

O Inserting. Refer to = Fig. “Insert sealing ring -A- as far as stop”
7-Cap

U For the transmission ventilation

‘. page 132

8 - Selector Lever
Q Installing. Refer to = Fig. “Installing the transmission shift lever™ , page 69 .
4 Can be replaced with the shift mechanism still installed
O Installation position. Refer to = Fig. ““Selector lever/relay lever installed position™ , page 70 .
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Q Adjust the gearshift mechanism after installing. Refer to
= “1.10 Selector Mechanism, Adjusting”, page 76 .
9 - Hex Nut
Q 23 Nm
Q Self-locking
O Replace after removing

10 - Lock Washer
O Replace after removing
O Not needed for the plastic relay lever

Removing the locking elbow -A- from the shift cover
— Remove the outer part of the locking elbow.
— Pry out the locking elbow with a screwdriver.

Drive thedocking elbow in the shift cover.
Installation position:
Marking-1- faces toward marking -2- on selector cover.

Insert sealing ring -A- as far as stop

! - e
| r J
N K{’i,.
| ‘

VW 423 =
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9 Shift Forks, Disassembling and As-
sembling

Special tools and workshop equipment required

¢ Press Plate - VW402-

Subframe Support Tool - Press Piece 23290/1-

Press Piece - Multiple Use - VW431-

Subframe Bushing Tool Kit - 3301-

Press Piece - Multiple Use Spacer Sleeve - VW472/2-

Valve Guide/Clutch ReleasePush Rod Seal Drift - 10-206-

Assembly Mandrel for Gear=Selector Rod - 10-508-

Pry Lever - 80-200-

Spring Strut Compressor -2070-

@ Note

The shift fork group (-item 1- = ttem 1 (page 134) ) does not need fo be disassembled to remove and install
shift segments, lock washers and angular contact ball bearings.

® & & O O O o o
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1 - Shift Fork Group with Gear-
shift Rails

2 - 3rd/4th Gear Shift Segment

Q Identification. Refer to
= Fig. “Identification of
selector segments and
5th gear shift fork with

selector segments™ ,
page 135 .

Q =Selector segment must
still rotate easily after
assembly

3 - Angular Contact Ball Bear-
ing
Q =Quantity: 4
4 “Removing. Refer to
= Fig. ““Removing the

Angular Contact Ball
Bearing™ , page 136 .

Q Installing the bearing in-
ner race into the outer
race. Refer to
= Fig. ““lastalling the an-
qular contaét ball bear-
ing inner racéA- into

e

the outer race™;
page 136

Q Installing. Refer to
= Fig. “Installing the an-
qular contact ball bear-
ing into the shift fork™ ,

page 136 .
4 - Lock Washer
O Replace after removing

QO Removing. Refer to
= Fig. ““Removing the
lock washer™ , page 135 .

13 96

Q Installing. Refer to = Fig.

5 - 1st/2nd Gear Shift Segment

O Identification. Refer to
= Fig. ““Identification of selector segments and 5th gear shift fork with selector segments

Q The shift segment must still rotate easily after the lock washer is installed.
Q Shift fork with selector segment

6 - 5th Gear Shift Fork with Selector Segments
O Selector segments are connected to shift fork and cannot be separated.

1 Identification. Refer to
= Fig. ““Identification of selector segments and 5th gear shift fork with selector segments

Installing the lock washer™ , page 135 .

”e

, page 135.

"

, page 135.

7 - Mounting Pin
Q for 5th gear shift fork
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Identification of selector segments and 5th gear shift fork with se-
lector segments

Dimension -a-

1- 1st/2nd Gear Shift Segments = 10.2 mm

2 - 3rd/4th Gear Shift Segment = 78.6 mm

3 - 5th Gear Shift Fork with Shift Segments = 79.5 mm

1st/2nd gear shift fork with shift segmenits

Dimension -a- = 75 mm

Removing-the lock washer
— Secureishift fork in vise with protective jaws -B-.

— Pry off the lock washer -A- in the direction of the -arrow-.

Installing the lock washer ("{

— Press the lock washer in the gréoyeg in the shift séf;‘niﬁent using
a socket wrench

@ Note

The shift segment must still rotate easily after the lock washer is
installed.

A - 10 mm socket wrench

B - Protective Jaws

4 ]

N34-10201

o ]

A34-0317
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Removing the Angular Contact Ball Bearing

@ Note

Be careful not to bend the shift forks when removing and installing
the angular contact ball bearing.

Installing the angular contact ball bearing inner race -A- into the
outer race

The bearing inner race must engage with outer race.

Installing the angular contact ball bearing into the shift fork

The recess in the Subframe Support Tool - Press Piece - 3290/1-
point to the ball bearing.

N34-1704

3290/1
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10

Special tools and workshop
equipment required

¢

*
*

Centering/Press Pin -
12-551-

Press Piece - Pad - 30-555-

Threaded piece from the
Seal Installer=- Driver Set -
3066-

Press Piece™* Pivot Mount
Bushing - 3124-

Punch - VW408A-
Spacing Sleeyve - VW472/2-

Special Tools

VW 408 A

VW 472/2

12-551

30-555

10. Special Tools 1 37



Golf Variant 2007 > , Golf Variant 2010 > , Jetta 2005 > , Jetta 2011 >
5-Speed Manual Transmission OAF - Edition 11.2014

*

Not needed: Press Piece -
31.5mm - VW418A-

Thrust Pad - 3074-
Press Piece - T10080-
Thrust Block - T10083-

Press Piece - Block - Wash-
er - T10083/1-

Drip Tray - VAG1306-
¢ Punch - VW407-

* & o o

*

VW 407

W

Vw418 A

3074

T10080 '

V.A.G 1306
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Press Plate - VIW402-

Press Piece - Multiple Use
- VW431-

Spacing Sleeve - VW472/2-
Thrust Piece - 3290/1-

Subframe Bushing Tool Kit
- 3301-

Drift - 10-206-

Vi 402

3290

Vi 431

VW 472/2
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¢ Centering/Press Pin -
12-551- 12-551

¢ Bearing Installer - Crank-
shaft Needle Bearing Man-
drel - 2026-

¢ Seal Installer - Drive axle -
T40008-

¢ Torque Wrench 5-50 Nm -
VAG1331-

T40008 V.A.G 1331

W34-10013 |
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Tube 37 mm Diameter -
T10203-

Thrust Piece - VW423-

Torque Wrench 5-50 Nm -
VAG1331-

VW 423

V.AG 1331

@;.o

=l ¢

T10203
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¢ Assembly Mandrel -
10-508- 10-508

¢ Pry Lever - 80-200-
¢ Tensioner - 2070-

W34-10034
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* & & o

Assembly Tool - T10178-or
flat iron, 200 x 25 x 5

Assembly Tool - T10236-
Wedge Tool - T10357-
Punch - VW412-

Adapter - 10-222A/25- or
flat iron, 350 x 30 x 5

Counter-Support - 22/4-

T10236 VW 412
» %
{3,;——”

T10178 10-222 A/25

Kukko 1 T10357

WAL 10218
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Guide Bolt - T10079-
Holding Fixture - VW313-
Press Plate - VW401-
Press Plate - VW402-

Press Piece - Rod -
VW412-

Gearbox Support - 3221- or
¢ Gearbox Support - 3221A-

VW 401

*® & 6 o o

*

VW 402 VW 412

32214 T10079
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¢ Engine Support Bridge -
10-222A-

¢ Transmission Support -
3282-

4 Tensioning Strap - T10038-

¢ Engine Support Basic Set -
T40091-

4 Engine Support Supple-
ment Set - T40093-

¢ Engine-Transmission Jack
- VAG1383A-

¢ Transmission Support Ele-
ments

¢ Socket, Multi Point Bit XZN 14 - T10061-

10-222 A

3282

WAT-10045

T10061
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¢ Connecting Pin.<“T10027A-

¢ Press Piece - T10085-

¢ Hose Clamp Pliers - VAG1275-

¢ Shop Crane -Load Cap=700-1200Kg - VAS6100-

¢ -3- Puller - Kukko Quick Action Separating Tool - 12-75mm -

17/1-

P

T10027 A

Wo0-10453

T10085

V.AG1275

VAS 6100
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¢ -2- Puller - Kukko Puller - 60-150mm Width, 200mm Length -

18/1-

¢ Adjusting Plate - 3282/31-

¢ Bolt - 3282/45-

4 Transmission Support Jig. - 3336-

Kukko 1

3282131

Wo0-1139

3282/45

W00-10074

1
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¢ Triple Square Socket Driver - 3357-

3357
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35— Gears, Shafts

1 Input Shaft
= “1.1 Input Shaft, Disassembling and Assembling”, page 149

1.1 Input Shaft, Disassembling and Assem-
bling

Special tools and workshop equipment required

¢ Press Plate - VW401-

Press Plate - VW402-

Press Piece - Rod - VW407:

Press Piece - Multiple Use - VW412-

Press Piece - 60mm - \WV415A-

Press Piece - Shift Rod/Alternator - VW422-

Press Piece - Multiple Use Spacer Sleeve - VW472/2-

Press Piece - 42mm-- VW516-

Press Piece - Multiple Use - 30-23-

Press Piece - PressiTube - 30-100-

Press Piece - T10080-

Press Piece - T100812

Circlip Pliers - VW161A-

Press Piece - Trailing arm - 2010-

Press Piece - Block - T10083-

Press Piece - Block - Washer <T10083/1-

Bearing Installer - Bearing Press Plate - T10084A- H

Puller - Kukko Internal - 28-37mm - 21/5= = =

Puller - Kukko Counterstay - 22/1-

Inductive Heater - VAS6414-

-Feeler Gauge-

@ Note

& When install new drive gears. Refer fo the technical data. Refer fo
> “1.2 Codes, Transmission Allocation and Capacities”, page 2 and the Parts Catalog.

® & & O O O O O O O O OO OO

& /nsert all bearings, selector gears and synchronizer rings on input shaft with transmission fluid.
¢ Do not exchange synchronizer rings, always allocate fo original selector gear when reusing.

& Wearing safety gloves, warm the needle bearing sleeve, the gear wheels and the synchronizer hubs fo
approximately 100 °C (212 °F) using an Inductive Heater - VAS64 14- before installing them.
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1 - Circlip

Q
Q

2 - Locking Collar with 5th Gear

Replace after removing

Selecting thickness. Re-
fer to = page 125.

Synchronizer Hub

Q

a

Removing and instal-
ling. Refer to

> “6.6 Disassembly and
Assembly Sequencg?,
page 117 .

Disassembling.:Refer to
= Fig. ““Locking Collar
and 5th Gear;Synchron-
izer Hub, Disassem-
bling and Assembling™ |

page 157 <

Assembling 5th gear
locking collar/synchron-
izer hub.:Refer to

> Fig. “5th Gear Lock-
ing Collaf/Synchronizer
Hub Assembly™ ,

page 157

Installation position. Re-
fer to

= Fig. “Loeking Collar
and 5th Geat, Synchron-
izer Hub, Disassem-
bling and Assembling”™ ,

page 157 .

3 - 5th Gear Synchronizer Ring

Q

Checking for wear. Re-
fer to

> Fig. ““Checking Syn-
chronizer Ring for
Wear”™ , page 154

4 - 5th Gear Wheel
5 - Needle Bearing

Q

For 5th gear

20
19
18

17
16
15

14
13

=R (4
11%

10

O Replace together with -item 6- = Item 6 (page 150)

6 - Sleeve
For the 5th gear needle bearing
replace together with -item 5- = Iltem 5 (page 150)

Remove with bearing mount/grooved ball bearing. Refer to
= Fig. ““Remove the Bearing Mount and Grooved Ball Bearing™ , page 152

a
a
a

Q

Installing. Refer to = Fig. “Install the 5th Gear Needle Bearing Sleeve -A-."" , page 156

7 - Transmission Housing

8 - Bearing Mount with Grooved Ball Bearing
Only replace grooved ball bearing together with bearing mount

a
a
a
a

Q

if bearing mount is removed from transmission housing, it must always be replaced

Removing. Refer to = Fig. ““Remove the Bearing Mount and Grooved Ball Bearing™ , page 152

Installing. Refer to = page 155
9 - Input Shaft
10 - Needle Bearing

For 3rd gear
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11 - 3rd Gear Wheel

12 - 3rd Gear Synchronizer Ring
4 Checking for wear. Refer to = Fig. ““Checking Synchronizer Ring for Wear™ , page<54

13 - Locking Sleeve with-Synchronizer Hub for 3rd and 4th Gears

Q Removing with the 3rd gear wheel. Refer to
= Fig. ““Removing the Bearing Inner Race for the Cylindrical Roller Bearing” , page 153

Q0 Disassembling-Refer to
= Fig. “Disassembling and Assembling Locking collar and Synchronizer Hub for 3rd/4th Gears™ , page
153.

4 Installed position: locking collar/synchronizer hub. Refer to
= Fig. “Installéd Position: Locking Collar/Synchronizer Hub for 3rd and 4th Gears™ , pagé& 153

O Assembling. Refer to
= Fig. ““Assembling Locking Collar/Synchronizer Hub for 3rd and 4th Gears.”™ , page 153

Q Installing. Refer:to
= Fig. “Installing the Synchronizer Hub with Locking Collar for 3rd and 4th Gears™ , page 154

14 - 4th Gear Synchronizer Ring
Q Checking for wear. Refer to = Fig. ““Checking Synchronizer Ring for Wear™ , page 454

15 - 4th Gear Wheel

16 - Sleeve
4 For the 4th gear needle bearing
Q replace together with -item 17- = Item, 17 (page 151)

O Removing with the 3rd gear wheel. Refer to
= Fig. ““Removing the Bearing Inner Race for the Cylindrical Roller Bearing”* , page 153

Q Installing. Refer to = Fig. “Install the 4th Gear Needle Bearing Sleeve -A-."" , page 154

17 - Needle Bearing
U For 4th gear
Q replace together with -item 16- = Iltem 16 (page 151)

18 - Thrust Washer

19 - Bearing inner race for the cylindrical roller bearing

QO Removing. Refer to
= Fig. ““Removing the Bearing Inner Race for the Cylindrical Roller Bearing™ , page 153

4 Installing. Refer to
> Fig. “Installing the Bearing Inner Race -A- for the Cylindrical Roller Bearing™ , page 154
20 - Circlip
U4 Replacing
Q Selecting thickness. Refer to = Fig. “Selecting the Locking Ring™ , page 155 .

21 - Cylindrical Roller Bearing
Q With circlip
O Removing. Refer to = Fig. ““Remove the Roller Bearing from the Clutch Housing™ , page 152
Q Installing. Refer to > Fig. ““Pressing Cylindrical Roller Bearing into Clutch Housing.”™ , page 152
Q Installed position: the circlip in bearing points to input shaft

22 - Clutch Housing

23 - Spring

Q Installation position. Refer to
= Fig. ““Assembling Locking Collar/Synchronizer Hub for 3rd and 4th Gears.”™ , page 153 .

24 - Locking Collar for 3rd and 4th gear
25 - Synchronizer Hub for 3rd and 4th Gear

26 - Locking Pieces
O Quantity: 3
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27 - Spring

Q Installation position. Refer to
= Fig. ““5th Gear Locking Collar/Synchronizer Hub Assembly

966

, page 157 .

28 - Locking Pieces
Q Quantity: 3

29 - 5th Gear Synchronizer Hub

30 - 5th Gear Locking Collar

31 - Stop ring
Q Prevents locking pieces from moving off
Q Removing. Refer to = Fig. ““Stop Ring, Removing™ , page 156
Q Installing. Refer to = Fig. ““Stop Ring, Installing™ , page 157 .

i

11

Remove the Roller Bearing from the Clutch Housing

— Compress the cylindrical roller bearing locking ring -arrow-
with pliers -C- and remove it.

A - for example Puller - Kukko Counterstay - 22/1-
B - for example Puller - Kukko Internal= 28-37mm-21/5-

%
=y

/L

Pressing Cylindrical Roller Bearing into Clutch Housing. ] “’53\

— Support the clutch housing with the Press Piece - 60mm -
VW41 5A- (not illustrated) directly below bearing mount.

— Compress the cylindrical roller bearing locking ring -arrow-
with pliers -A- and install it.

— Remove the pliers before the cylindrical roller bearing gets into
itsinstalled position. The locking ring must lock into the groove
on¢he clutch housing.

N @

e — /
i N\ — 0O i
(NN — | _Ass-0018 |
£ .’/f.// \ Y I|\‘\I\ — | | / 'If

Remove the Bearing Mount and Grooved Ball Bearing

— VW 407
T10081

— Slide thé&:locking collar for 1st and 2nd gear to 2nd gear.

— Slide the Bearing Installer - Bearing Press Plate - T10084A-
sideways all the way into input shaft.

— Insert the centering pins in Press Piece - T1g1— into holes =R A

in input and output shaft.
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Removing the Bearing Inner Race for the Cylindrical Roller Bear-
ing
— Remove the circlip using the Circlip Pliers - VW161A- .

— Remove the cylindrical roller bearing bearing inner race to-
gether with the: thrust washer, 4th gear wheel with needle
bearing, 3rd and 4th gear locking collar/synchronizer hub and
3rd gear wheel.

Disassembling and Assembling Locking collar and Synchronizer
Hub for 3rd/4th Gears

1- Spring

2 - Locking collar

3 - Synchronizer Hub

4 - Locking piece

— Slide the locking collar over the synchronizer hub.

The deeper recesses -arrow A- for the locking pieces inside the
synchronizer hub and the recesses -arrow B- inside the locking
collar must align.

Assembling Locking Collar/Synchronizer Hub for 3rd and 4th
Gears.

* The locking.collar is pushed over the synchronizer hub.

— Insert logking pieces in deep recesses -arrows- and install
springs:offset by 120°. The angled end of the spring must en-
gage .into the hollow locking piece.

Installed Position: Locking Collar/Synchronizer Hub for 3rd and
4th Gears

The groove on the front side -arrow- points to the 4th gear.

)

| N35-0310 |

Y

1

A33-0025
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Checking Synchronizer Ring for Wear

— Press synchronizer ring onto taper of the gear wheel and

measure gap dimension -a- using a feeler gauge.

Gap dimension | Installation Dimen- Wear limit
-a- sion
3rd 4th and 5th 1.1t0 1.7 mm 0.5 mm
Gear

Installing the Synchronizer Hub with Locking Collar for 3rd and

4th Gears

Install the 4th Gear-Needle Bearing Sleeve -A-.

-A-

Installing the Bearing Inner Race -A- for the Cylindrical Roller

Bearing

Install the 4th gear needle bearing, the 4th gear wheel syn-
chronizer ring and the thrust washer after installing the sleeve

\

AT SN A RIS WA Tk N Tl &

i)

al)

=]

/

A33-0027
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Selecting the Locking Ring

— Insert a 2.0 mm thick circlip -A- into groove of input shaft and
press upward -arrow-.

— Measure between the bearing inner race -B- and the installed
locking ring -A- with a feeler gauge -C-.

— Remove the locking ring used for the;measurement.

— Select the locking ring according‘to the Table.

@ Note

Allocate the correct locking rings. Refer fo the Parts Catalog.

'

Available Locking Rings

Measured value Circlip thickness Axial play (mm)
(mm) (mm)
0.05t0 0.14 2.0 0.05t0 0.15
0.15t0 0.24 2.1 0.05 to 0.15
0.25t0 0.34 2.2 0.05t0 0.15
0.35 to 0.44 2.3 0.05t0 0.15
0.45 to 0.51 24 0.05t0 0.10

Install the bearing mountwith grooved ball bearing onto the input
and output shafts.

@ Note Py

L=

® Due fo the varying spline height, the'oulput shafts of ind/v/du&‘/i

transmissions have different -a- lengths {illustrated here with*=
front shatft installed).

& So that the bearing mount is always pressed in the same on
the shafts, the shafts must always be inserted evenly in the
Press Piece - Block - T10083- .

& /fnecessary a Press Piece - Block - Washer - T10083/1- (3
mm thick) must be placed in the Input shaft locating bore. Re-
fer to
> Fig. “Insert the Press Piece - Block - Washer -T10083/1-

™, page 156.

& For this reason the splines on the oulput shaft dimension -a-
must be measured.

Dimension -a- = 30.6 mm

Insert the Press Piece - Block - Washer - T10083/1- = next il-
lustration
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Insert the Press Piece - Block - Washer - T10083/1-

T10083/1

4 T10083
VW402 /

— | M35-10473

Press in the Bearing Mount VW 412

— Warm to approximately 100 °C before installing. T10080

A WARNING

Wear safety gloves.

Install the 5th Gear Needle Bearing Sleeve -A-.

Stop Ring; Removing

— Unclip step ring hook -A- from synchronizer hub with screw-
driver.

A33-0030
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Locking Collar and 5th Gear Synchronizer Hub, Disassembling
and Assembling

1- Spring
2 - Locking piece

3 - Synchronizer hub - installation location: Groove on rear side
-arrow A- and wide collar -arrow B- face toward 5th gear.

4 - Locking collar
5- Stop ring
— Slide the locking collar over the synchronizer hub.

The deeper recesses -arrow C- for the locking pieces inside the
synchronizer hub and the recesses -arrow D- inside the locking
collar must align.

5th Gear Locking Collar/Synchronizer Hub Assembly
* The locking collar is pushed over the synchronizer hub.

— Insert the locking pieces in the deep recesses -arrows- and
install springs offset by 120°. The angled end of the spring
must engage into the hollow locking piece.

Stop Ring, Installing
— Press the stop ringonto the Press Piece'“d«ailing arm - 2010- .

— Insert stopring together with Press Piece - Trailing’arm - 2010-
into 5thrgear synchronizer hub/locking collar (note installation
location. Refer to
=>Fig. “Locking Collar and 5th Gear Synchronizer Hub, Dis-
assembling and Assembling™ , page 157 ).

The hooks -arrow 1- engage in recesses -arrow 2- for synchron-
izer hub locking pieces.

— Press stop ring down until the hooks engage.

)

5—@

A33-0024

A33-0032
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2 Output Shaft

= “2.1 Output Shaft, Disassembling and Assembling”,

page 158

2.1 Output Shaft, Disassembling and As-
sembling

Special tools and workshop equipment required
Press Plate - VW402-

Press Piece - Rod - VW407-

Press Piece - Multiple Use - VW412-

Press Piece - 60mm - VW4 15A-

Press Piece - Bushing - 50mm Diameter - VW432-
Press Piece - Press Tube - 30-100-

Puller - Kukko Internal - 28-37mm - 21/5-

Puller - Kukko Counterstay - 22/1-

Inductive Heater - VAS6414-

@ Note

& When installing new gear wheels or a new input shaft. Refer to the technical data. Refer fo
> “1.2 Codes, Transmission Allocation and Capacities”, page 2 and the Parts Catalog.

® & 6 6 O O O o o

& Insert all bearings, selector gears and synchronizer rings on output shaft with transmission fluid.
¢ Do not exchange synchronizer rings, always allocate fo original selector gear when reusing.

& Wearing safety gloves, warm the gear wheels and the synchronizer hubs to approximately 100 °C (212 °F)
using an Inductive Heater - VAS64 14- before installing them.
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1 - Clutch Housing

2 - Cylindrical Roller Bearing

a
a

With circlip

Removing. Refer to
= Fig. ““Remove the
Roller Bearing from the

Wi

Clutch Housing™ |
page 161

Installing. Refer to
= Fig. ““Pressing Cylin-
drical Roller Bearing in-

to Clutch Housing.™ ,
page 161

Installed position: the
circlip in bearing points
to output shaft

3 - Output Shaft

Q

If an bearing inner race
is available as a bearing
seat for the roller bear-
ing -item 2-

> Item 2 (page 159),
this cannot be removed
from the output shaft

Check bearing seat or
cylindrical roller bearing
inner race for grooves
and damage

If there are grooves or
damage on the bearing
inner race on the cylin-
drical roller bearing,
then replace both the
output shaft and cylin-
drical roller bearing.

4 - 4th Gear Wheel
Installed position: shoulder faces 3rd gear. Refer to

a

= Fig. “Installation Location of 3rd and 4th Gear Drive Gears

"

. page 162

5 - Circlip
O Always replace damaged or stretched circlips.

6 - Circlip
4 Always replace damaged or stretched circlips.

7 - 3rd Gear Wheel
Installed position: shoulder faces 4th gear. Refer to

Q

= Fig. “Installation Location of 3rd and 4th Gear Drive Gears

"

. page 162

8 - Circlip
4 Always replace damaged or stretched circlips.

9 - 2nd Gear Wheel
10 - Needle Bearing

a

For 2nd gear

11 - 2nd Gear Inner Race

Q Checking for wear. Refer to
Checking inner race for 1st gear and 2nd gear for wear

Q

11y

= Fig.

76

. page 162

Installation position. Refer to

= Fig. “Installed position: 2nd gear outer race, inner race and synchronizer ring

"

. page 163 .
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12 - 2nd Gear Outer Race
Q Lay on inner race -item 11- = Item 11 (page 159)
O Replace if there are grooves or scoring
Q Installation position. Refer to

= Fig. “Installed position: 2nd gear outer race, inner race and synchronizer ring”™ , page 163 .
13 - 2nd Gear Synchronizer Ring
Q Checking for wear. Refer to
= Fig. ““Checking 1st gear and 2nd gear synchronizing ring for wear™ , page 162
Q Installation position. Refer to
> Fig. “Installed position: 2nd gear outer race, inner race and synchronizer ring” , page 163 .

14 - Locking Collar with Synchronizer Hub for 1st and 2nd Gears

Q After removing the circlip. Refer to -item 15- = Item 15 (page 160) , remove with the 2nd gear wheel.
Refer to = Fig. ““Locking Collar/Synchronizer Hub for 1st and 2nd Gear™ , page 162 .

O Disassembling. Refer to

> Fig. “Disassemblingand assemblimg tocking collar and synchronizer hub for 1st and 2nd gears™ ,
page 163 .
Q Assembling'the locking collar/synchronizer hub. Réfer to

= Fig. “¥Disassembling and assembling locking collar and synchronizer hub for 1st and 2nd gears™ ,
page163 and = Fig. ““Assembling locking collar/synchronizer hub for 1st and 2nd gears.”™ , page 163

Q Installation position. Refer to
3 Fig. “Disassembling and assembling locking collar and synchronizer hub for 1st and 2nd gears™ ,
page 163 .

¥ Installing. Refer to

> Fig. “Installing the locking collar/synchronizer hub for 1st and 2nAd gears.” , page 164
15 - Circlip
[ Press out. Refer to = Fig. ““Removing the locking ring -1- " , page 161
Q Inserting. Refer to = Fig. ““Circlip, Installing™ , page 164
16 - 1st Gear Synchronizer Ring
O Checking for wear. Refer to
> Fig. ““Checking 1st gear and 2nd gear synchronizing ring for wear® , page 162

Q Insert it so that the holes engage into engagement pieces of locking-collar. Refer to -item 14-
= Item 14 (page 160) .

17 = 1st Gear Outer Race
W% Install in synchronizer ring. -item 16- = ltem 16 (page 160)

Q “Installation position. Refer to = Fig. “Installation position of 1st'gear outer race™ , page 164 .
O Replace if there are grooves or scoring
18 - 1st Geardnner Race @)
Q Checkingfor wear. Refer to
= Fig. ““Checking inner race for 1sar and 2nd'gear for wear™ , page 162
Q Check for scoring
O Installation position. Refer to = Fig. ““1st gear inner race -A- installed position™ , page 164 .

19 - Needle Bearing
Q For 1st gear

20 - 1st Gear Wheel

Q Installation position. Refer to = Fig. “Installation location of 1st gear selector gear™ , page 165 .
21 - Bearing Mount with Grooved Ball Bearing

Q Only replace grooved ball bearing together with bearing mount

Q if bearing mount is removed from transmission housing, it must always be replaced

0 Removing. Refer to = Fig. ““Remove the Bearing Mount and Grooved Ball Bearing™ , page 152

Q Installing. Refer to = page 155
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22 - Transmission Housing
23 - 5th Gear Wheel
Q Installed position: the collar faces the transmission housing cover = page 125
24 - Circlip
O Replace afterremoving
O Selecting thickness. Refer to = page 125 .
25 - Spring

Qs Installation position. Refer to
= Fig. ““Assembling locking collar/synchronizer hub for Tst and 2nd gears.”™ , page 163 .

26 - Locking Collar
27 - Synchronizer Hub

28 - Locking Pieces
Q Quantity: 3

Remove the Roller Bearing from the Clutch Housing

— Compress the cylindrical roller bearing locking ring -arrow-
with pliers -C- and remove it.

A - for example Puller - Kukko Counterstay - 22/1-
B - for example Puller - Kukko Internal - 28-37mm - 21/5-

Pressing Cylindrical Roller Bearing iﬁClutch Housing.

— Support the clutch housing with the-Press Piece - 60mm -
VW415A- (not illustrated) directly below bearing mount.

— Compress the cylindrical roller bearing locking ring -arrow-
with pliers -A- and install it.

— Remove the pliers before the cylindrical roller bearing gets into
its installed position. The locking ring must lock into the groove
on the clutch housing.

Removing the locking ring -1-
A - Protective gloves

A WARNING

Prevent circlip from jumping away uncontrolled.
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Locking Collar/Synchronizer Hub for 1st and2nd Gear

— After removing the circlip, remove the selector gear for 2nd
gear and the locking collar/synchronizer hub.

Installation Location of 3rd/and 4th Gear Drive Gears
— Install the 4th gear wheel -A- onto the output shaft.
Installation position:

The collar -arrow 1- faces the 3rd gear wheel -B-.

— Install the locking rings -2 and 3-.

— Install the 3rd gear wheel -B-<on the output shaft.
Installation position:

The collar -arrow 2- faces the 4th gearwheel -A-.

— Install the locking ring -1-.

Checking inner race for 1st gear and 2nd gear for wear

— Install the inner race onto taper of selector gear and then
measure gap dimension -a- with a feeler gauge.

Gap dimension | Installation Dimen- Wear limit
-a- sion
1stand 2nd gear| 0.75to 1.25 mm 0.3 mm

Checking 1st gear and 2nd gear synchronizing ring for wear

— Install the synchronizer ring, outer race and inner race onto
taper of selector gear and then measure the gap dimension
-a- with a feeler gauge.

Gap dimension | Installation Dimen- Wear limit
-a- sion
1st and 2nd gear 1.2t0 1.8 mm 0.5 mm

| A35-0037 |

A33-0035

F3
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Installed position: 2nd gear outer race, inner race and synchron-
izer ring

— Install the inner race -A- on the 2nd gear wheel.
The angled tabs -arrows 1- face the outer race -B-.
— Install the outer race -B-.

The tabs -arrows 2- must lock into the retainers -arrows 3- in the
gear wheel.

— Install the synchronizer ring -C-.

The retainers -arrows 4- lock in the tabs -arrows 1- on the inner
race -A-.

Disassembling and assembling locking collar and synchronizer
hub for 1st and 2nd gears

1- Spring

2 - Locking collar

3 - Synchronizer Hub

4 - Locking piece

— Slide the locking collar over the synchronizer hub.
Installation position:

The groove on the front'-arrow A- and the higher.collar
-arrow B- on thg'synchronizer hub faces the outer splines on the
locking collar~arrow C-.

Deepersecesses -arrow D- for locking pieces in synchronizerhub
and recesses -arrow E- in locking collar must align.

Assembling locking collar/synchronizer hub for 1stand 2nd gears.
* The locking collar is pushed over the synchronizer hub.

— Insert the locking pieces in the deeper recesses -arrows- and
install springs offset by 120°. The angled end of the spring
must engage into the hollow locking piece.

A35-0039

A33-0040
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Installing the locking collar/synchronizer hub for 1st and 2nd
gears.

Installation position:

The shift fork groove in the locking collar faces 1st gear and the
reverse gear splines face 2nd gear.

— Turn the synchronizer ring so that the grooves line up with the
locking pieces.

Circlip, Installing

— Place 1st gear synchronizer ring in locking collar/synchroniz-
ing hub.

Installation position of 1st gear outer race

Tabs -arrows- face the reverse gear splines

1st gear inner race -A- installed position

The tabs -arrows 1- engage into the holes -arrows 2- inside the
synchronizer ring -B-.
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Installation location of 1st gear selector gear
The higher collar -A- faces 2nd gear -B-. The recesses inside the
collar -arrows- engage into the tabs on the outer race (-arrow-.

Refer to
= Fig. “Installation position of 1st gear outer race™ , page 164 ).

MKz

——

A35-0042

5
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3

Special Tools

Special tools and workshop
equipment required

.

* & o o

>

Press Plate - VW401-
Press Plate - VW402-
Punch - VW407-
Punch - VW412-

Press Piece - 60mm -
VW415A-

Press Piece - Open -
VW422-

VW 401

VW 402

VW 407

W

VW 412
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* & o o

Press Plate - VIW402-
Punch - VW407-
Punch - VW412-

Press Piece - 60mm -
VW415A-

Seal Installer - One-Piece
Seal - VW432-

Press Tube - 30-100-

VW 402

VW 407

VW 412

VW 432

40-21
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* o

* & o o

Spacing Sleeve - VW472/2-

Press Piece - Trailing Arm -
VW516-

Press Tube - 30-23-
Press Tube - 30-100-
Press Piece - T10080-
Press Piece - T10081-

VW 472/2

VW 516

30-23

30-100

T10080

T10081
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¢ Circlip Pliers - VW161A-

¢ Press Piece - Trailing Arm -
2010-

¢ Thrust Block - T10083-

¢ Press Piece - Block - Wash-
er - T10083/1-

¢ Bearing Installer - Bearing
Press Plate - T10084A-

¢ -1- Puller - Kukko Intéernal -
28-37mm - 21/5-

VW 161 A 2010

¢ -4- Puller - Kgkko Counter- | T10083 T10084 A
stay - 22/1:
¢ Feeler Gage — =
L
|

VAR-10037

¢ Inductive Heater - VAS6414-
VAS 6414

W00-10814
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39 — Final Drive, Differential

1 Flange Shaft Seals, Manual Trans-
mission Installed, Replacing

= “1.1 Left Flange Shaft Seal, Replacing”, page 170

> “1.2 Right Flange Shaft Seal, Replacing”, page 171

1.1 Left Flange Shaft Seal, Replacing
= “1.1.1 Removing”, page 170

= “1.1.2 Installing”, page 171

1.1.1 Removing

Special tools and workshop equipment required
¢ Slide Hammer Set - VW771-

¢ Seal Installer - Radial Oil Seal - T10082-

¢ Torque Wrench 1331 5-50Nm - VAG1331-
¢ Sealing Grease - G 052 128 A1-

— Remove the left wheel.

— Remove the noise insulation. Refer to = Body Exterior; Rep.
Gr. 50 ; Noise Insulation .

— Remove the lower section of the left front wheel housing liner
or the left front wheel housing liner. Refer to='"Body Exterior;
Rep. Gr. 66 ; Wheel Housing Liner .

— Turn the steering wheel to the left,

— Drive axle to flange shaft. Referto = Suspension, Wheels,
Steering; Rep. Gr. 40 ; Drive:Axles, Removing and Installing .

— Tie up the driveshaft as high as possible. Do not damage the
paint on the driveshaft.

— Place the Drip Tray under the transmission.

— Remove bolts for flange shaft, by installing two bolts into the

flange and counter-holding flange shaft using a tire iron.

— Remove the flange shaft with the pressure spring.

20
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Remove the flange seal using the Slide Hammer Set - VW771-
and the Slide Hammer Set - Hook - VW771/37- .

1.1.2 Installing

Install the seal all the way in without tilting it.

Fill the space between the sealing/dust lip halfway with Seal-
ing Grease - G 052 128 A1-.

Install the flange shaft.

Fasten flange shaft with countersunk screw and tighten to 25
Nm.

Attach the drive axles to the transmission. Refer to = Sus-
pension, Wheels, Steering; Rep. Gr. 40 ; Drive Axles, Re-
moving and Installing .

Check the transmission fluid level. Refer to
= “5 Transmission Fluid, Checking”, page 111 .

Install the lower section of the left front wheel housing liner or
the left front wheel housing liner. Refer to = Body Exterior;
Rep. Gr. 66 ; Wheel Housing Liner .

Install the noise insulation. Refer to = Body Exterior; Rep, Gr.
50 ; Noise Insulation .

Install the wheel. Refer to = Suspension, Wheels, Steering;
Rep. Gr. 44 ; Wheel Installation‘Tightening Specifications .

1.2 Right Flange Shaft Seal, Replacing
= “1.2.1 Removing”, page™171

= “1.2.2 Installing”, pageé 172

1.2.1 Removing

Special tools and workshop equipment required

¢

*
*
*

Slide Hammer Set - VW771-

Seal Installer - Axle Flange - 3158-
Torque Wrench 331 5-50Nm - VAG1331-
Sealing Grease -‘G 052 128 A1-

Remove the noisednsulation. Refer to = Body Exterior; Rep.
Gr. 50 ; Noise Insulation .

Turn steering as far as possible toward right.

2

VW 771/37

v /1N
/ VW 771

ya
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If equipped, remoye€ the driveshaft heat shield from the engine
-arrows-.

Remove the driveshaft from the flange shaft.

Tie up the driveshaft as high as possible. Do not damage the
paint on thesdriveshaft.

Place the Drip Tray under the transmission.

Remove balts for flange shaft, by installing two bolts into the
flange and=counter-holding flange shaft using a tire iron.

Remove the flange shaft with the pressure spring.

Remove theflange seal using the Slide Hammer - VW771-
and the Slide-Hammer Set - Hook - VW771/37- .

1.2.2 Installing

Install the seal all the way in without tilting it.

Fill the space between the sealing/dust lip halfway with Seal-
ing Grease - G 052 128 A1-.

Install the flange shaft.

Fasten flange shaft with countersunk screw and tighten to 25
Nm.

Attach the drive axle to the flange shaft. Refer to = Suspen-
sion, Wheels, Steering; Rep. Gr. 40 ; Drive Axles, Removing
and Installing .

If equipped install the drive shaft heat shield -arrows-. Refer
to > Suspension, Wheels, Steering; Rep. Gr. 40 ; Drive Axles,
Overview and Servicing; Drive Axle Heat Shield .

Check the transmission fluid level. Refer to
= “5 Transmission Fluid, Checking”’, page 111 .

Install the noise insulation. Refer to = Body Exterior; Rep. Gr.
50 ; Noise Insulation .

X

—N

@ ™
;".‘. \.

4 [TNas-1260

L)

N
7390332
A | [

N

Y

%

/
(&N
(=

(

1 72 Rep. Gr.39 - Final Drive, Differential



Golf Variant 2007 > , Golf Variant 2010 > , Jetta 2005 > , Jetta 2011 >
5-Speed Manual Transmission OAF - Edition 11.2014

2

Differential

= “2.1 Differential, Disassembling and Assembling”, page 173

= “2.2 Differential, Adjusting”, page 178

= “2.3 Differential Shim S2, Selecting”, page 179

2.1 Differential, Disassembling and Assem-

bling

Special tools and workshop equipment required
¢ Press Plate - VW401-

L R R R R R R R R R R R R SR R S R R R SRR L A R 2

Press Plate - VW402-

Press Piece - Rod - VW408A-

Press Piece - Multiple Use - VW412-

Press Piece - 31.5mm - VW418A-

Press Piece - Multiple Use - VW454-

Press Piece - Multiple Use - VW455-

Press Piece - Multiple Use Spacer Sleeve - VW472/2-
Press Piece - Multiple Use - VW510-

Press Piece - Multiple Use - 30-14-

Press Piece - Front Control Arm - 2040-

Press Piece - Output Shaft Gear/Final Drive Gear - 3002-
Flywheel Retainer - 3067-

Press Piece - Bushing - 3259- e

Bearing Installer - Wheel Bearing - 3346-

Puller - Taper RollérBearing - VAG15382-

Puller - Taper Roller Bearing - Adapter 4 - VAG1582/4-
Puller - Kukko Internal - 46-56mm - 21/7-

Puller - Kukko Counterstay - 22/2-

Press Piece - Multiple Use - 30-205-

Bearing Installer - Differential Bearing - 40-21-

Torque Wrench 5-50Nm - VAG1331-

Puller - Taper Roller Bearing - Adapter 3 - VAG1582/3-
Inductive Heater - VAS6414-

@ Note

¢

*
*

To install, heat the bearing inner races/tapered roller bearing fo approximately 100 °C (212 °F) with Inductive
Heater - VAS6414- . Wear protective gloves.

Replace both tapered roller bearings fogether.

Adjust the differential when replacing the tapered roller bearing, differential housing, transmission housing
or clufch housing. Refer fo = 2.2 Differential, Adjusting”, page 178 .
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1 - Bolt
d 25Nm
Q Install with the threaded
piece -item 8-
= ltem 8 (page 174)

2 - Right Flange Shaft

3 - Flange Shaft Pressure
Spring
U Installed behind the
flange shafts

4 - Thrust Washer

U Installed position: shoul-
der faces the pressure

spring
5 - Tapered Ring

Q Installed position: ball
toward the differential
housing

6 - Circlip
U Holds the tapered ring,
the thrust washer and
the pressure spring
when the flange shaft is
removed

7 - Large Differential Bevel
Gear

Q Installing. Refer to
= Fig. “Installing the
Differential Bevel
Gears™ , page 178 .

8 - Threaded Piece

Q Installing. Refer to
= Fig. “Installing the

Differential Bevel Gears”™ , page 178 .

9 - Differential Bevel Gear Axle

Q shear off roll pin -item 18- = ltem 18 (page 175) to remove. Refer to
= Fig. ““Removing the Differential Bevel Gear Axle™ , page 178

Q Installing. Refer to = Fig. “Installing the Differential Bevel Gears™ , page 178 .

10 - Small Differential Bevel Gear

Q Installing. Refer to = Fig. ““Installing the Differential Bevel Gears™ , page 178 .

11 - Thrust Washer Union

Q Install with transmission fluid

12 - Left Flange Shaft

13 - Seal
Q For the left flange shaft

O Replace with transmission installed. Refer to = “1.1 Left Flange Shaft Seal, Replacing”, page 170

14 - Shim S1
Q For the differential
O always 1 mm thick

O Shim S1 is deleted as of production date 12/04/2006. Refer to
= Fig. ““Shim Sl for the outer race/tapered roller bearing is deleted as of production date 04/12/2006.” ,

page 179
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Q Outer race/tapered roller bearing seat adapted in transmission housing

Q Allocation. Refer to the Parts Catalog.

15 - Outer Race/Tapered Roller Bearing
O Removing. Refer to

= Fig. ““Removing the outer race/tapered roller bearing from the transmission housing™ , page 176
Q Installing. Refer to
= Fig. “Installing the outer race/tapered roller bearing into the transmission housing.”™ , page 176
16 - Bearing Inner Race/Taper Roller Bearing
O Removing. Refer to = Fig. ““Removing the Bearing Inner Race/Taper Roller Bearing™ , page 176
Q Installing. Refer to = Fig. “Installing the Bearing Inner Race/Taper Roller Bearing™ , page 176
17 - Differential Housing
Q With final drive gear wheel
18 - Adapter Sleeve
O To secure the differéntial bevel gear axle
Q sheared off.at removal. Refer to = Fig. ““Removing/the Differential Bevel Gear Axle™ , page 178
19 - Bearing.Inner Race/Taper Roller Bearing
QO Removing. Refer to = Fig. ““Removing the bearing inner rage/taper roller bearing™ , page 177
Q lastalling. Refer to = Fig. “Installing the Bearing Inner Race/TFaper Roller Bearing™ , page 177
20 - Outer Race/Tapered Roller Bearing
@ Removing. Refer to
= Fig. ““Pressing tapered roller bearing outer race -A- out from cluteh housing™ , page 177

A Installing. Refer to
> Fig. “Installing outer race/tapered roller bearing into the clutch housing

21 - Shim S2
Q For the differential
Q Selecting thickness. Refer to = “2.2 Differential, Adjusting”, page 178-.

22 - Seal
Q For the right flange shaft
@ replace with transmission installed = “1.2 Right Flange Shaft Seal,;Replacing”, page 171

1Y

. page 177

23 -“Transmission Housing
Q “Servicing. Refer to = “7 Transmission Housing and Clutch Housing, Servicing”, page 127 .

Q Shim S1 is deleted as of production date 12/04/2006
= Fig, “Shim S1 for the outer race/tred roller bearing is:deleted as of production date 04/12/2006.” ,

page 179 =T
Q Outer raceltapered roller bear seat &dk

Q Allocation. Refer tothe Parts Catalog.

24 - Clutch Housing
Q Servicing. Refer to = “7 Transmission Housing and Clutch Housing, Servicing”, page 127 .
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Removing the outer race/tapered roller bearing from the trans-
mission housing

A - for example Puller - Kukko Counterstay - 22/2-
B - for example Puller - Kukko Internal - 46-56mm =21/7-

Installing the outer race/tapered roller bearing into the transmis-
sion housing.

— Support the transmission housing directlyzunder the bearing
mount using the Press Piece - Bushing - 3259- .
— See if a shim S1 must be inserted under the outer race. Refer

to
= Fig. ““Shim S+ _for the outer race/tapered réller bearing is

deleted as of production date 04/12/2006.” , page 179 .

— If necessary, place a 1 mm shim Sq under the outer race.

Removing the Bearing Inner Race/Taper Roller Bearing

Installing the Bearing Inner Race/Taper Roller Bearing

V.A.G 158

A WARNING

Wear safety gloves.

— Heat inner races/tapered roller bearing inner race to approxi-
mately 100 °C (212 °F) before installing.

— Support the bearing inner race on the on opposite side with
the Press Piece - Multiple Use - VW455- .

The shoulder of the Press Piece - Multiple Use - VW455- points
to the differential housing.
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Pressing tapered roller bearingcoutersrace-A- out from clutch
housing

B - for examplePuller - Kukko Internal - 46-56mm - 21/7

— Tension'internal puller securely behind tapered roller bearing
innerrace.

Installing outer race/tapered roller bearing into the clutch housing

— Support clutch housing directly beneath bearing mount using
Bearing Installer - Wheel Bearing - 3345- .

Removing the bearing inner race/tapere'%r bearing

— Before installing:the puller, place th ss Piece < Multiple
Use - VWA472/2- und’Press Piece - Output:Shaft Gear/Final
Drive Gear - 3002- on the differential housing.

Installing the Bearing Inner Race/Taper Roller Bearing

=

\\'

- SN IIII".I r_|)
vw 4%

3345

V.A.G 1582

V.A.G 1582/4

A WARNING

Wear safety gloves.

— Heat inner races/tapered roller bearing inner race to approxi-
mately 100 °C (212 °F) before installing.
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Removing the Differential Bevel Gear Axle
Spring pin is sheared off when it is removed.

— Drive remaining part of roller pin out of differential housing.

Installing the Differential Bevel Gears
— Insert thrust washer union with transmission fluid.

— Install and secure both large differential planetary gears, for
example, with a flange shaft.

— Insert the small differential planetary gears 180° offset and
pivot them into position.

— Press the differential bevel gear axle -arrow A- up to the first
small differential bevel gear.

— Insert threaded pieces -arrow B- into the large differential
planetary gears.

— Install the differential bevel gearaxle-up the'end position and
secure it with a new spring pin.

22 Differential, Adjusting
Special tools and workshop equipment required
Measuring Set - Magnetic Plate - 50mm - VW385/17-
Dial Gauge Holder - VW387-

PressePlate - VW401-

Press Plate - VW402-

Press Piece - Rod - VW408A-

Press Piece - Rod - VW412-

Press Piece - Multiple Use - VW510-

Press Piece - Multiple Use - 30-14-

Press Piece - Front Control Arm - 2040-

Press Piece - Bushing - 3259-

Bearing installer - Wheel Bearing - 3345-

Torque Wrench 1331 5-50Nm - VAG1331-

Press Piece -Multiple Use - 30-205-

¢ Dial Gauge f_hﬁ

L R SR R R R R R R R R 2R R 2

A new differential adjustment s required when thefallowing com-
ponents have been replaced:

¢ Transmission Housing
¢ Clutch Housing
¢ Differential housing

or the

m.ﬂ}
sty
o

LQ
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¢ Differential tapered roller bearing ) R

Shim S1 for the outer race/tapered roller bearing is deleted as of
production date 04/12/2006.

The outer race/tapered roller bearing seat has been adapted.

Z

— Measure the bearing seat depth in the transmission housing O
for the outer race/tapered roller bearing.
Dimension -a- Shim S1
d 2
15.2 mm No
16.2 mm Yes O

Continuation for All

— Install the outer race/tapered roller bearing into the transmis-
sion housing, if necessary, with a 1 mm shim S1.

@ Note

Bearing inner- and outer race of tapered roller bearing are paired.
Do not interchange them.

— Install the tapered toller bearing inner race (opposite drive
gear side) without adjustment shim into the clutch housing.

— Insert the differential‘into the transmission housing.

— Position clutch housing:and tighten 5 bolts to the tightening
specification. Refer to
= “6.4 Overview - Clutch Heusing, Removing and Installing”,

page 115. ==

\\ 3345

vw 4%

— Attach the Dial Gauge Holder - VW387- and set the dial gauge
to“0” with 1 mm preload.

A - 30 mm dial gauge extension

Move differential up and down, read off play on dial gauge and
note. (Example: 1.50 mm)

23 Differential Shim S2, Selecting

The specified bearing pre-load is obtained by adding a constant
pre-load figure of 0.35 mm to the reading obtained for So.

Example:

Measured value 1.50 mm
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+ Preload (constant value) 0.35 mm
Shim thickness So = 1.85 mm

— Remove clutch housing and press out tapered roller bearing
inner race -A-.

B - for example Puller - Kukko Internal - 46-56mm - 247/7-
— Allocate adjustment shim(s) using the Parts.€atalog.

Tolerance variations make it possible to find the exact shim thick-
ness required.

If the measured washer thickness is greater than that listed in
Parts Catalog, two washers that correspond to the measured val-
ue can be installed.

— Insert the shim S2 (1.85 mm in example) and press tapered
roller bearing inner race into clutch housing again.

— Position clutch housing and tighten bolts to torque. Refer to
= “6.4 Overview - Clutch Housing, Removing and Installing”,
page 115.
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*® & & o o

Special Tools

Press Plate - VW401-
Press Plate - VIW402-
Punch - VW408A-
Punch - VW412-

Press Piece - 60mm -
VW418A-

Seal Installer - One-Piece
Seal - VW454-

VW 401

VW 402

VW 408 A

VW 412

VW 418 A

VW 454
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Flywheel Retainer - 3067-
Tube - 3259-
Press Tool - 3345-

Taper Roller Bearing Puller
- VAG1582-

¢ Puller - Taper Roller Bear-
ing - Adapter 4 -
VAG1582/4-

4 Puller - Kukko Internal -

* & o o

46-56mm - 21/7-

¢ Puller - Kukko Counterstay
-22/2-

3067 3259
3345 V.A.G 1582

V.A.G 15824
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Magnetic Plate 50 mm Di-
ameter - VW385/17-

Universal Dial Gauge
Mount - VW387-

Press Plate - V\W401-
Press Plate - VIW402-

Press Piece - Rod -
VW408-

Press Piece - Rod -
VW412-

VW 38517 VW 387
VW01

—
VW 408 A VW 412
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¢ Thrust Tube - VW455-
¢ Spacing Sleeve - VW472/2-

¢ Press Piece - Multiple Use
- VW510-

¢ Press Piece - Multiple Use
- 30-14-

¢ Press Piece - Front Control
Arm - 2040-

4 Seal Installer - One-Piece
Seal - 3002-

VW 472/2

VW 510

30-14

Jon2
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Press Piece - Multiple Use
- VW510-

Press Piece - Multiple Use
- 30-14-

Press Piece - Front Control
Arm - 2040-

Tube - 3259-
Press Tool - 3345-

Torque Wrench 5-50 Nm -
VAG1331-

Dial Gauge

VW 510 30-14
2040 3259
3345
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¢ Press Piece - Multiple Use
- 30-205-

¢ Press Tube - 40-21-

¢ Torque Wrench 5-50 Nm -
VAG1331-

¢ Puller - Taper Roller Bear-
ing - Adapter 3 -
VAG1582/3-

30-205 40-21
V.A.G 1331 V.A.G 158273
@{;l::lu@ — . _ I

¢ Press Piece - Multiple Use - T10082-

T10082
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¢ Inductive Heater - VAS6414-
VAS 6414
Woo-10814

¢ Slide Hammer-Complete Set - VW771-

VW 771

& 000 sess
¢ Press Piece - Multiple Use - 30-205-

30-205

o]

¢ Seal Installer - Axle Flange'#3158-

3158
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Cautions & Warnings

Please read these WARNINGS and CAUTIONS before proceeding with maintenance
and repair work. You must answer that you have read and you understand these
WARNINGS and CAUTIONS before you will be allowed to view this information.

o If you lack the skills, tools and equipment, or a suitable workshop for any procedure described in this manual, we
suggest you leave such repairs to an authorized Volkswagen retailer or other qualified shop. We especially urge
you to consult an authorized Volkswagen retailer before beginning repairs on any vehicle that may still be covered
wholly or in part by any of the extensive warranties issued by Volkswagen.

e Disconnect the battery negative terminal (ground strap) whenever you work on the fuel system or the electrical
system. Do not smoke or work near heaters or other fire hazards. Keep an approved fire extinguisher handy.

¢ Volkswagen is constantly improving its vehicles and sometimes these changes, both in parts and specifications,
are made applicable to earlier models. Therefore, part numbers listed in this manual are for reference only. Always
check with your authorized Volkswagen retailer parts department for the latest information.

¢ Any time the battery has been disconnected on an automatic transmission yehicle, it will be necessary to
reestablish Transmission Control Modtle (TCM) basic settings using the VAG:1551 Scan Tool (ST).

e Never work under a lifted vehicle unless it is solidly supported on stands designed for.the purpose. Do not support
a vehicle on cinder blocks, hollow tiles or other props that may crumble under continuous load. Never work under a
vehicle that is supported solely by a jack. Never work under the vehicle while the engine“is running.

e For vehicles equippedwith an anti-theft radio, be sure of the correct radio activation code before disconnecting the
battery or removing the radio. If the wrong code is entered when the power is restored, the radio may lock up and
become inoperable, even if the correct code is used in a later attempt.

e If you are going to work under a vehicle on the ground, make sure that the ground is level. Block the wheels to
keep the vehicle fram rolling. Disconnect the battery negative terminal (ground strap) to preventiothers from
starting the vehicle-while you are under it.

e Do not attempt to work on your vehicle if you do not feel well. You increase the danger of injury o yourself and
others if you are tired, upset or have taken medicine or any other substances that may impair you or keep you from
being fully alert.

¢ Never run the enginenless the work area is well ventilated. Carbon monoxide (CO) kills.

e Always observe good workshop practices. Wear goggles when you operate machine tools:or work with acid. Wear
goggles, gloves and other:protective clothing whenever the job requires working with harmful substances.

e Tie long hair behind your headzDo not wear a necktie, a scarf.dpose clothing, or a necklace when you work near
machine tools or running engines |f your hair, clothing, orjew'a{(‘if{y were to get caught in the machinery, severe
injury could result. b

e Do not re-use any fasteners that are worn or deformed in normaluse. Some fasteners are designed to be used
only once and are unreliable and may fail if used a second time. This includes, but is not limited to, nuts, bolts,
washers, circlips and cotter pins. Always follow the recommendations in this manual - replace these fasteners with
new parts where indicated, and any other time it is deemed necessary by inspection.
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Cautions & Warnings

e llluminate the work area adequately but safely. Use a portable safety light for working inside or under the vehicle.
Make sure the bulb is enclosed by a wire cage. The hot filament of an accidentally broken bulb can ignite spilled
fuel or oil.

e Friction materials such as brake pads and clutch discs may contain asbestos fibers. Do not create dust by
grinding, sanding, or by cleaning with compressed air. Avoid breathing asbestos fibers and asbestos dust.
Breathing asbestos can cause serious diseases such as asbestosis or cancer, and may result in death.

e Finger rings should be removed so that they cannot cause electrical shorts, get caught in running machinery, or be
crushed by heavy parts.

o Before starting a job, make certain that you have all the necessary tools and parts on hand. Read all the
instructions thoroughly; do not attempt shortcuts. Use tools that are appropriate to the work and use only
replacement parts meeting Volkswagen specifications . Makeshift tools, parts and procedures will not make good
repairs.

e Catch draining fuel, oil or brake fluid:if suitable containers. Do not use empty food‘er beverage containers that
might mislead someone into drinking from them. Store flammable fluids away from fireshazards. Wipe up spills at
once, but do not store the oily rags, which can ignite and burn spontaneously.

e Use pneumatic and electri¢itools only to loosen threaded parts and fasteners. Never use these tools to tighten
fasteners, especially on light alloy parts. Always use a torque wrench to tighten fasteners to the tightening torque
listed.

o Keep sparks, lighted matches, and open flame away from the top of the battery. If escaping hydrogen gas is
ignited, it will ignite gas trapped in the cells and cause the battery to explode.

e Be mindful of the environment and ecology. Before you drain the crankcase, find out the proper way to dispose of
the oil. Do not pour oil;onto the ground, down a drain, or into a stream, pond, or lake. Consult local‘ordinances that
govern the disposal of wastes.

e The air-conditioning (AlC) system is filled with a chemical refrigerant that is hazardous. The A/C system should be
serviced only by trained automotive service technicians using approved refrigerant recovery/recycling equipment,
trained in related safety‘precautions, and familiar with regulations governing the discharging andadisposal of
automotive chemical refrigerants.

e Before doing any electrical welding on vehicles equipped with anti-lock brakes (ABS), disconnect the battery
negative terminal (ground strap) and the ABS control module connector.

e Do not expose any part of the A/C system to high temperatures gﬁh as open flameyEXxcessive heat will increase
system pressure and may cause the system to burst.
Lt
¢ When boost-charging the battery, first remove the*fuses for the Engine”Control Module (ECM), the Transmission
Control Module (TCM), the ABS control module, and the trip computer. In cases where one or more of these

components is not separately fused, disconnect the control module connector(s).

e Some of the vehicles covered by this manual are equipped with a supplemental restraint system (SRS), that
automatically deploys an airbag in the event of a frontal impact. The airbag is operated by an explosive device.
Handled improperly or without adequate safeguards, it can be accidentally activated and cause serious personal
injury. To guard against personal injury or airbag system failure, only trained Volkswagen Service technicians
should test, disassemble or service the airbag system.
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Cautions & Warnings

e Do not quick-charge the battery (for boost starting) for longer than one minute, and do not exceed 16.5 volts at the
battery with the boosting cables attached. Wait at least one minute before boosting the battery a second time.

¢ Never use a test light to conduct electrical tests of the airbag system. The system must only be tested by trained
Volkswagen Service technicians using the VAG 1551 Scan Tool (ST) or an approved equivalent. The airbag unit
must never be electrically tested while it is not installed in the vehicle.

e Some aerosol tire inflators are highly,flammable. Be extremely‘cautious when repairing a tire that may have been
inflated using an aerosol tire inflator. Keep sparks, open flame or othér,sources of ignition away from the tire repair
area. Inflate and deflate thectire at least four times before breaking the bead from the rim. Completely remove the
tire from the rim before attempting any repair.

e When driving or ridifig in an airbag-equipped vehicle, never hold test equipment in“your hands or lap while the
vehicle is in motion. Objects between you and the airbag can increase the risk of injury in an accident.

I have read and | understand these Cautions and Warnings.
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