1700 Overview of Technical Data

Capacity of high-temperature coolant circuit G20/G29

B58B3001
10,51

Capacity of low-temperature coolant circuit G20/G29

B58B3001
451



Opening pressure of sealing cap / test pressure of high-temperature coolant circuit cooling system

Pressure relief valve opens when the pressure exceeds
the ambient pressure.
min. 1,4 bar

Electric changeover valve must open at latest when the
pressure is lower than the ambient pressure.
max. 0,1 bar

Test pressure for cooling system (gauge pressure)
1,5 bar



1711 Overview of tightening torques

Cooler module mount on the adapter plate

M6x30 Tightening torque

Fan cowl with electric fan on radiator

TS6x20 Tightening torque

8Nm

6,5Nm



17 operating fluid overview
Expendable materials

BMW antifreeze and corrosion inhibitor G30-91 1500 ml, 83192211662
DEU Can
601, 83192304076
Barrel
Expendable materials
BMW antifreeze and corrosion inhibitor G30-91 1500 ml, 83512355294
Worldwide (except DEU, JPN, CHN, FIN, NOR, Can
SWE, DNK, FRO, AUS)
Expendable materials
BMW antifreeze and corrosion inhibitor G30-91 601, 83512355295
Worldwide (except DEU) Barrel
Expendable materials
BMW antifreeze and corrosion inhibitorG48 1500 m, 83192211191
DEU Can
601, 83192304068
Barrel
2051, 83192304069
Barrel
Expendable materials
BMW antifreeze and corrosion inhibitor (i01) 11, 83512355296
Worldwide Can
Expendable materials
BMW antifreeze and corrosion inhibitorG48 1500 ml, 83512355290
Worldwide (except DEU, JPN, CHN, FIN, NOR, Can
SWE, DNK, FRORUSY 601, 83512355291
Barrel
2051, 83512355293
Barrel
Expendable materials
BMW antifreeze and corrosion inhibitorG48 1500 ml, 83192211914
FIN, NOR, SWE, DNK, FRO Can
Expendable materials
BMW antifreeze and corrosion inhibitorG48 1500 ml, 83192211194
JPN Can
Expendable materials
BMW antifreeze and corrosion inhibitorG48 1500 ml, 83192211913
OFF Can

Expendable materials



Expendable materials

BMW antifreeze and corrosion inhibitorG48 1500 ml, 83192211195
CHN Can

Expendable materials

BMW antifreeze and corrosion inhibitor HT-12 5, 83192466484
Worldwide Canister

Expendable materials

Technically suitable antifreeze and corrosion
inhibitor
Main group 17



