21 21 Clutch Disc and Drive Plate

Tightening Torques

Type Thread Work instruction Torque
1AZ Clutch to flywheel FO6 /F10/ M8 10.9 Renew screws.

F11/F12/ Jointing torque and

F13/F18/ angle of rotation must be

F20/F21/ observed without fail.

F22 /F23/

F25/F26/

F30/F31/

F32/F33/

F34 /F36/

F80/F82/

F83 /F87
1. Jointing torque 15 Nm
2. Angle of rotation 90 A°




2121 Overview of tightening torques

Clutch to flywheel

M8 10.9 Jointing torque 15Nm
Renew screws.

Angle of rotation 90A°



21 52 Clutch operation (hydraulic)

Tightening Torques

Type

Thread

Tightening
specifications

Torque

1AZ Clutch slave cylinder to clutch
housing/transmission housing

FO6 /F10/
F11/F12/
F13/F18 /F20
N47 /F25/
F26 /F30 /
F31/F34 N47/
F80/F82/F83

Replace nuts

22 Nm

F20/F21/
F22 /F23/
F30/F31/
F32/F33/
F34 /F35-
N13/N20 / F10-
N20 /F36 / F87

Replace screws

19 Nm

2AZ Clutch master cylinder on
bearing suppont

F20/F21/
F22 /F23/
F30/F31/
F32/F34/
F35/F36/
F80/F82/
F83/F87

22 Nm




2152 Overview of tightening torques

Clutch slave cylinder to clutch housing/transmission housing

Renew screws. 22Nm



