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System Description

Navigation Unit Inputs and Outputs for Connector A (20P)
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"

20

Wire side of female terminals

Terminal Wire Terminal Name Description Voltage (about) Symptom
Number | Color

1 WHT | RSIG Red color signal 0-1VAC If open: Red color missing (see
(Red signal) “RGB Color” diagnostic).

If short to ground: Red color miss-
ing (see “RGB Color” diagnostic).

2 RED G SIG Green color signal | 0-1V AC If open: Green color missing (see
(Green signal) “RGB Color” diagnostic).

If short to ground: Green color miss-
ing (see “RGB Color” diagnostic).

3 BRN/YEL | SH SIG Shield for terminal | 0V If open: No change to display.
(Shield signat) No. 1, 2,11, 12,13 If short to ground: No change to display.

5 RED/BLK | ILL {+) Parking light on Lights on= If open: When brightness="Auto”,
{(Nlumination signal from dash battery voltage, night mode for the display is inop-
positive) and console Lights off=0 V erative when lights on.

lights, under-hood If short to ground: Blows fuse 1in
“Relay fuse box” the under-dash fuse/relay box.

9 ORN SH DISP BUS Shield for display | 0V If open: No change to display.
(Shield display bus terminai No. If short to ground: No change to
bus) 10, 20 display.

10 BLK DISP BUS (+) Data bus (+) GA- 0V -5V pulses If open: Navigation buttons and
(Display bus Net average 2.5V touch screen do not work
positive) depends on bus If short to ground: Navigation buttons

traffic and touch screen do not work.

11 YEL B SIG Blue color signal 0-1VAC If open: Blue color missing ( see
(Blue signal) “RGB Color” diagnostic).

If short to ground: Blue color miss-
ing (see “RGB Color” diagnostic).

12 BRN CSIG Composite video 0.3VAC If open: Picture rolls horizontally,
{Composite sig- (vertical/horizontal) colors still visible.
nal) Synchronizing sig- If short to ground: Picture rolis

nal horizontally, colors still visible.

13 BLU GND SIG Ground for color oV If open: No change to display.
{Ground signal) signal If short to ground: No change to display.

20 WHT | DISP BUS (-) Data bus (-) GA- 0V -5V pulses If open: Navigation buttons and
(Display bus Net nominally 2.5 V touch screen do not work.
negative) If short to ground: Hard and touch

buttons work OK.

{cont'd)
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System Description (cont'd)

Navigation Unit Inputs and Outputs for Connector B (14P)

5|6

10
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Wire side of female terminals

Terminal Wire Terminal Name Description Voltage (about) Symptom
Number Color

5 WHT | RG L(+) Left audio signal Audio signal If open: If voice activated, radio
(Routs guidance of voice guidance, | 0.004 -0.04 V speakers buzz; if voice off, no effect.
voice left positive) | and Voice If short to ground: If voice activated,

Recognition (VR) radio speakers buzz; if voice off, no
prompts effect.

6 BLU MIC SIG (+) Microphone 4-5V If open: No microphone signal
(Mic signal output signal shown in diagnostic screens: “Navi
positive) positive System Link” and Functional Setup

“Mic Level”.

If short to ground: No microphone
signal shown in diagnostic screens:
“Navi System Link” and Functional
Setup “Mic Level”.

10 GRY | STRG sSw Steering switch 4 -5V (Taik but- If open: “Talk”, and “Back” buttons
(Steering switches) | output ton depressed) do not work.

2.5 -3V {(Back If short to ground: “Talk” and
button depressed) | “Back” buttons do not work.

11 BRN/BLK | SH RG Shield for terminal oV If open: No effect on voice output.
(Shield routs No. 5, 12 If short to ground: No effect on
guidance) voice output.

12 BLK GND RG Ground for voice oV If open: No effect on voice output.
(Ground route guidance, and if short to ground: No effect on
guidance) Voice Recognition voice output.

(VR) prompts

13 LT BLU | SH MiC Shield for termi- oV if open: No effect on voice recognition.
(Shield mic) nal No. 6, 14 If short to ground: No effect on

voice recognition.

14 PNK GND MIC Ground for oV If open: No microphone signal
(Ground mic) microphone shown in diagnostics: “Navi

signal System Link” and Functional Setup
“Mic Level'.
If short to ground: No effect on
voice recognition.

23-8




Main Menu

Table of Contents

BODY

Navigation Unit Inputs and Outputs for Connector C (8P)
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Wire side of female terminals

Terminal Wire Terminal Name Description Voltage (about) Symptom
Number Color

1 WHT/YEL | +B Continuous power | Battery voltage If open: Display picture goes out
(+B Power source) | source (display back light still on).

NOTE: System will reboot to “enter
code” screen.

If short to ground: Blows fuse No.
56 in the under-hood fuse/relay box.

2 WHT/YEL | ACC Power source for Battery voltage at | If open: Display picture goes out
(Accessory) accessories ACC (i) (display back light still on).

NOTE: When re-connected the sys-
tem will reboot to “enter code”
screen.

If short to ground: Blows fuse No. 4
in the under-dash fuse/relay box.

4 BLK GND Ground for oV If open: No effect on system.
(Ground) navigation unit If short to ground: No effect on

system.

5 GRN/BLK | BACK LT Reverse signal of | In reverse, battery | If open: Navigation never sees
(Back light) select lever from voltage: reverse.

Multiplex Control | Otherwise 0 V Diagnostic screen “Car Status”,
Unit “Back”=0.
If short to ground: Blows fuse No.
13 in the under-dash fuse/relay box.

6 BLUMWHT | VSP Vehicle speed Pulses0-5V: If open: No vehicle speed pulses.
(Vehicle speed pulse signal from | Average 2.5V, Diagnostic screen “Car Status”,
pulse) PCM when moving VSP Navi=0.

If short to ground: No vehicle speed
pulses.

Diagnostic screen “Car Status”,
VSP Navi=0.

7 GRN/RED | DIAG P Service check 5-6V If open: No effect on system.
(Diagnostic signat for if short to ground: System goes into
positive) navigation system diagnostic mode.

8 BLU/GRN | DIAG N Ground for ser- oV If open: No effect on system.
(Diagnostic vice check signal If short to ground: No effect on
negative) system.

(cont'd)
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System Description (cont'd)

Navigation Unit Inputs and Outputs for Connector D (16P) (Not used)

=

Navigation Unit Inputs and Outputs for Connector E (2P)

Wire side of female terminals

Terminal Wire Terminal Name Description Voltage (about) Symptom
Number Color
1 GPS GPS signal 5V If open: GPS icon on screen is
(5 Vin, GPS signal white, system links screen ANT
out) shows “NG.”
If short to ground: Same as open.
2 —— | GND GPS Ground for GPS oV If open: GPS icon on screen is
signal white, system links screen ANT
shows “"NG.”
If short to ground: No effect on
system.
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Display Unit Inputs and Outputs for Connector A (5P)

x
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Wire side of female terminals

Terminal Wire Terminal Name Description Voltage (about) Symptom
Number Color
2 YEL CLK 2 Air conditioner 0.5 V nominally If open: AC buttons in “Information
(Clock 2) control unit screen” do not work (just beep),
synchronizing and no temp display.
signal If short to ground: AC buttons in
“Information screen” do not work
{(just beep), and no temp display.
3 BRNWHT | AC 1 Communication 0.9 V nominally If open: AC buttons in “Information
(Air conditioner circuit with screen” do not work (just beep),
in) climate control and no temp display.
unit If short to ground: AC buttons in
“Information screen” do not work
{(just beep), and no temp display.
4 LTGRN | ACO Communication 0.5V nominally If open: AC buttons in “Information

(Air conditioner
out)

circuit with
climate control
unit

screen” do not work (just beep),
and no temp display.

If short to ground: AC buttons in
“information screen” do not work
(just beep), and no temp display.

{cont’d)
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Display Unit Inputs and Outputs for Connector B (20P)

=1
112 516 819 |10
1112 14 (15 16|17 (18 |19 |20

Wire side of female terminals

Terminal Wire Terminal Name Description Voltage (about) Symptom
Number Color
1 WHT/YEL | +B Continuous power | Battery voltage If open: Screen completely off (no
(+B Power source) | source backlight visible).
If short to ground: Blows fuse No. 56
in the under-hood fuse/relay box.
2 WHT/YEL | ACC Power source for Battery voltage If open: Display and buttons do not
(Accessory) accessory ACC (l) work.
If short to ground: Blows fuse No. 4 in
the under-dash fuse/relay box.
5 BLK DISP BUS (+) Data bus (+) GA- 0V -5V pulses If open: Navigation buttons and touch
(Display bus Net average 2.5V screen do not work.
positive) depends on bus If short to ground: Navigation buttons
traffic and touch screen do not work.
6 BLU SCTY 1 Security signal oV If open: If security system set, it will
(Security 1) from muitiplex not trip if screen removed.
control unit If short to ground: If security system
(Passenger’s) set, it will not trip if screen removed.
8 WHT R SIG Red color signal 0-1VAC If open: Red color missing {(see "RGB
(Red signal) Color” diagnostic).
If short to ground: Red color missing
(see”RGB Color” diagnostic).
9 RED G SIG Green color signal | 0-1V AC If open: Green color missing (see
(Green signal) “RGB Color” diagnostic).
If short to ground: Green color
missing (see “RGB Color” diagnostic).
10 BLK GND Ground for oV If open: No change to display.
(Ground) display unit If short to ground: No change to
display.
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Terminal Wire Terminal Name Description Voltage (about) Symptom
Number Color

11 REDBLK | ILL+ Parking light on Battery voltage if If open: Hard buttons never
(Ilumination signal (+), lights lights on, illuminated.
positive) navigation hard otherwise 0 V If short to ground: Hard buttons

buttons never illuminated.

12 RED ILL- Parking light on 0V, If dash lights If open: Hard buttons full bright.
{{lumination signal (-}, lights turned full bright If short to ground: Hard buttons full
negative) navigation hard bright.

buttons

14 ORN SH DISP BUS Shield for display | 0V If open: No change to display.
(Shield display bus terminal No. If short to ground: No change to
bus) 5,15 display.

15 WHT | DISP BUS (-) Data bus {(-) GA- 0V -5V pulses if open: Navigation buttons and
(Display bus Net average 2.5V touch screen do not work.
negative) depends on bus If short to ground: Hard and touch

traffic buttons work OK.

16 GRN SCTY 2 Security signalto |0V If open: If security system set, it will
(Security 2) audio unit not trip if screen removed.

If short to ground: If security
system set, it will not trip if screen
removed.

17 BLU GND SIG Ground for color oV If open: No change to display.
{Ground signal) signal If short to ground: No change to

display.

18 YEL B SIG Blue color signal 0-1VAC If open: Blue color missing (see
(Blue signal) “RGB Color” diagnostic).

If short to ground: Blue color
missing (see “RGB Color”
diagnostic).

19 BRN CSIG Composite video 0.3VAC If open: Picture rolls horizontally,
(Composite (Vertical/horizontal) colors still visible.
signal) synchronizing If short to ground: Pictures rolls

signal horizontally, colors still visible.

20 BRN/YEL | SH SIG Shield for oV If open: No change to display.
(Shield signal) terminal No. 8, 9, If short to ground: No change to

17,18, 19 display.
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