
PGM-FI System

Intake Air Temperature (IAT) Sensor (cont'd)

The scan tool indicates Diagnostic Trouble Code (DTC) P0113: A high voltage (low temperature) problem in the
Intake Air Temperature (IAT) sensor circuit.

— The MIL has been reported on.
— DTC P0113 is stored.

Problem verification:
1. Turn the ignition switch ON (II).
2. Check the IAT with the scan

tool.

Is -4°F (-20°C) or less (or L-
Limit in Honda PGM Tester) or
5 V indicated?

YES

Check for an open in the IAT sen-
sor:
1. Disconnect the IAT sensor 2P

connector.
2. Install a jumper wire between

the two terminals on the IAT
sensor 2P connector.

3. Check the intake air tempera-
ture with the scan tool.

Is -4°F (-20°C) or less (or L-
Limit in Honda PGM Tester) or
5 V indicated?

YES

Check for an open in the wires
(IAT, SG2 lines):
1. Turn the ignition switch OFF.
2. Install a jumper wire between

D8 and D22 on the PCM con-
nector.

3. Turn the ignition switch ON (II).
4. Check the IAT with the scan

tool.

ls -4°F (-20°C) or less (or L-
Limit in Honda PGM Tester) or
5 V indicated?

YES

Substitute a known-good PCM
and recheck (see page 11-42 for
immobilizer information). If nor-
mal IAT is indicated, replace the
original PCM.

Intermittent failure, system is OK
this time. Check for poor connec-
tions or loose wires at C251, C254
(located at left shock tower),
C109 (IAT sensor) and PCM.

Replace the IAT sensor.
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Repair open in the wires between
PCM (D8, D22) and IAT sensor.
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