
TCS Inhibition

Diagnostic Trouble Code (DTC) 3-1: TCS Inhibition Diagnosis

TC-INH: PGM-FI TCS, TCS inhibition/permission/failure signal
TC-STB: TCS PGM-FI, TCS operation start signal
TC-FC: TCS PGM-FI, Fuel cut (torque down) signal

The PCM outputs the TC-INH signal to the TCS control unit when the PCM receives the correct TC-STB and TC-FC sig-
nals from the TCS control unit.
The TCS indicator light goes off when the TCS control unit receives the TC-INH signal.
The TC-INH signal becomes low (0 V) when the TC-STB signal or the TC-FC signal fails, then DTC 3-1 is memorized.
The TC-INH signal becomes low (0 V) when PGM-FI DTC 3, 5, 6, 15, 35 or 36 is memorized, then TCS DTC 3-1 is memo-
rized.

Is DTC 35 or 36 indicated?
To page 19-173 when the DTC
35 is indicated.
To page 19-175 when the DTC
36 is indicated.

NOTE: Perform the PGM-FI trou-
bleshooting when a PGM-FI DTC
other than 35 and 36 is indicated.

Perform the troubleshooting for
TC-INH signal (to page 19-172).

Check for a PGM-FI DTC (see 
section 11).

With engine running, TCS
indicator light is ON.
With the SCS service connec-
tor connected (see page
19-159), DTC 3-1 is indicated.
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