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Troubleshooting

A/T Shift Position (AT-SHIFT) Signal

Diagnostic Trouble Code (DTC) 6-1: A/T Shift Position (AT-SHIFT) Signal Diagnosis

— With engine running, TCS
indicator light is ON.

— With the SCS service connec-
tor connected (see page
19-159), DTC 6-1 is indicated.

Check for a short to body ground
in the AT-SHIFT circuit:

1. Disconnect the PCM connec- PCMCONNECTORE(26P)
tor E (26P) and TCS control
unit 20P connectors. AT-SHIFT (PNK/BLU)
2. Check for continuity between w
the PCM connector E (26P) ter- n n
minal No. 6 and body ground. 1(2({314(5]6(7|8({9(10{11|12|13
16(17|18 21|221{23124|25|26
YES Repair short to body ground in - . .
< Is there continuity? T the wire between the PCM and Wire side of female terminals
TCS control unit.
NO
Check the PCM:
1. Connect the PCM connector 5V ... R
E (26P). About4V i it {HIH
2. Shift the transmission to H
[P] position. oV ---
3. Start the engine.
4. Measure the voltage between NOTE: Use the 10 V range or a similar
the PCM connector E (26P) ter- range in the analog tester. ‘ AT-SHIFT {PNK/BLU)
minal No. 6 and body ground. j
I . n
112{3[4|5]|6[7(8]9]10|11]12|13
NO Check for loose PCM connectors. 16117118 21122123124125|26
< Is there about 4 V? If ary, substitute a known- = u
good PCM and recheck.
YES
Check for an open in the AT- NOTE: Use the 10 V range or a similar range
SHIFT circuit: in the analog tester. 5V ----- ———
Measure the voltage between the About 4 V
TCS control unit 20P connector
terminal No. 5 and body ground oV -
when the transmission is in
[E] position. TCS CONTROL UNIT 20P CONNECTOR
AT-SHIFT (PNK/BLU)
NO Repai . .
" pair open in the wire between
< Is there about 4 V- the PCM and TCS control unit. P 9 10
YES 12 15(16(17]18]19(20

Wire side of female terminals

Check for loose TCS control unit
connectors. If necessary, substi-
tute a known-good TCS control
unit and recheck.
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