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Terminal Arrangement

VSA CONVERTER UNIT 26P CONNECTOR
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Wire side of female terminals

. ) . Measurement (With the VSA converter unit 26P
Terminal Wire Ter!'mnal Description connector connected)
number color sign
Terminals Conditions Voltage
1 BRN/BLK| LG1 | Ground for the logic circuit 1-GND :ﬁ)’"m" SWItthON | 5w 0.3V
VSA is functioning. oV
3 BRN STM (-} | Drives TCS control valve actuator 3-16 VSA is not function-
. About 5V
ing.
4 BLK SLD Shield for the TCS control valve 4-GND | At all times oV
actuator
TCS control valve About 05 V
is fully closed. out 0.
5 RED THL?2 Qetects TCS control valve sensor 5-GND M N
signal TCS control valve About 45V
is fully open.
Throttle valve is About 0.5V
" fully closed. out U.
7 RED/BLK THLA Qetects throttle position sensor 7-GND y N
signal Throttle valve is About 4.5V
fully open.
9 WHT/GRN| SDLA Communicates with the PCM _
L . . Ignition switch ON Battery
10 YEL/BLK 1G2 Detects ignition switch ON (il) signal | 10-GND ) Voltage
11 WHT/RED| SDLB Communicates with the PCM _
STM Drives the sub throttle motor Ignition switch ON
12 BLKWHT | ror fail-safe relay 12-GND | ) 15V
13 |BRN/BLK| LG2 | Ground for the logic circuit 13-GND :ﬁ;‘“m switthON )\ g low 0.3V
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VSA
_ ) _ Measurement (With the VSA converter unit 26P
Terminal Wire Termlnal DeSCI’iptiOﬂ connector Connected)
number color sign
Terminals Conditions Voltage
14 BRN/WHT| +B-STM Power source for the TCS control 14-GND Ignition switch ON Battery
valve actuator (n Voltage
15 BLK STM GND Ground for the TCS control valve 15-GND Ignition switch ON Below 0.3 V
actuator (I
VSA is functioning. Battery
Voltage
16 GRN STM (+) | Drives TCS control valve actuator 16-3 - -
YSA is not function- About § V
ing.
17 GRY/WHT| CAN SLD | Shield for the CAN circuit 17-GND | At all times oV
18 WHT CAN (+) . .
Communication signal —_ —_— -
19 PNK CAN (-}
: . S About 6V
21 BLU NEP Detects engine speed signal 21-GND | Engine idling 12V & 0V)
VSA is functioning. | About 1.5V
{maximum fuel cut) ~
22 BLK/ORN| TCFC V_SA — FI, Fuel cut (torque down) 292-GND
signal VSA is not function- | About45V
ing. (5V, PWM)
Reference voltage for the sensors of Ignition switch ON
23 BLUWHT| VREF the PGM-Fl system 23-GND ) About5V
VSA is functioning. oV
24 PNK/BLK | TC STB | VSA — Fl, VSA operation start signal 24-GND | ysA is not function-
. About5V
ing.
26 BLK/YEL 1G1 Power source.z for activating the VSA 26-GND Ignition switch ON Battery
converter unit (1 Voltage

19-203



	Circuit Index Top: 
	Menu Top: 


