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VSA

ABS Indicator Does Not Go Off

Check the VSA (20 A) fuse in the
under-hood fuse/relay box, and
reinstall the fuse if it is OK.

Replace the fuse, and recheck. If
NO the fuse is blown, check for a
< Is the fuse OK? short to body ground in this fuse
circuit. If the circuit is OK, replace
YES the VSA modulator-control unit.

Check the R/C MIRROR (7.5 A) fuse
in the under-dash fuse/relay box,
and reinstall the fuse if it is OK.

NO Replace the fuse, and recheck. If
< Is the fuse OK? the fuse is blown, check for a short
to body ground in this fuse circuit.
YES VSA CONTROL UNIT 42P CONNECTOR
Check for an open in the +B FSR +B-FSR (WHT/GRN)
circuit:
1. Disconnect the VSA control 1 2 3 [ 4] 5 [ s 17/8l91i0
unit 42P connector. 1] /T13[1a[15]16 [17[18] 7[20[21] "|23]24]25]26
2. Measure the voltage between 29150131132 133 36| 713830]a0] 21|22
terminal No. 6 and body 27|28/29]30 131
ground. i
Wire side of female terminals
NO Repair open in the wire between
< Is there battery voltage? the VSA (20 A) fuse and the VSA
control unit.
YES
Check for an open in the IG2 cir-
cuit: 1 2 3T4]s|e]7]8]of10
1. Turnthe ignition switch ON (II). 11 13114]15]16{17]18| /|20| 21 23|24|25(26
2. “rf]leilsgf the Volltag_e4bzeéweeﬂ 27(28|29{30{31/32(33 36| |38|db]40]41]42
the control unit con-
nector terminal No. 23 and IG2 (YEL/BLK)
body ground. v
NO Repair open in the wire between
< Is there battery voltage? the R/C MIRROR (7.5 A) fuse and
the VSA control unit.
YES
GND (BLK)
Check for an open in the GND cir-
cuit: 1 2 J3fafs[s]7]s]o]0
1 Tur:n tEef ignition SWITCTJOFF- 1] 113]14]15]16]17]18] |20} 21] |23} 24]25]26
2. Check for continuity between 27|28|29[30[3132|33 36| /]38(39]40[21]42
the VSA control unit 42P con- N
nector terminal No. 5 and body
ground.
NO * Repair open in the wire between
< Is there continuity? the VSA control unit and body
ground.
YES « Repair poor ground (G251).
(To page 19-214)
{cont'd)
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Troubleshooting

ABS Indicator Does Not Go Off (cont'd)

(From page 19-213)

Check the VSA control unit:

1. Turn the ignition switch ON (II).

2. Connect the VSA control unit
42P connector terminal No. 17
and body ground with a
jumper wire.

< Does the ABS indicator go off?

NO

Check the gauge assembly:
Connect the gauge assembly 30P
connector terminal No. 6 and
body ground with a jumper wire.

< Does the ABS indicator go off?

YES

Repair open in the wire between
the gauge assembly and the VSA
control unit.
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YES

NO

VSA CONTROL UNIT 42P CONNECTOR

2 3|4 |51!t6|7|8]|9

1"

13{14|15|16|17(18 20|21 2324|25

27

28(29{30{31|32,38 36 38(39{40|41

Check for loose terminals in the
VSA control unit 42P connector.
If necessary, substitute a known-
good VSA modulator-control
unit, and recheck.

JUMPER
WIRE

ABS (BLU/WHT)

Wire side of female terminals

GAUGE ASSEMBLY 30P CONNECTOR

ABS (BLU/WHT)
JUMPER | 1 o
WIRE 112]3]4]56]6]7 819 10]11]12]13

-+ 15

16

17]18[19]20]21]22X[23]24]25]26]27{28] 29

Check for loose terminals in the
gauge assembly 30P connector.
If the connector is OK, replace
the printed circuit board in the
gauge assembly.

Wire side of female terminals
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