
Troubleshooting

DTC 88: Fl Communication

Check for a short to body ground
in the SDL circuits:
1. Disconnect the PCM connec-

tor E (26P) and the VSA con-
verter unit 26P connector.

2. Check for continuity between
body ground and the VSA
converter unit 26P connector
terminal No. 9 and No. 11
individually.

Are there continuity?

Check for an open in the SDL cir-
cuits:
1. Check for continuity between

the VSA converter unit 26P
connector terminal No. 9 and
the PCM connector E (26P)
terminal No. 20.

2. Check for continuity between
the VSA converter unit 26P
connector terminal No.11 and
the PCM connector E (26P)
terminal No. 19.

Are there continuity?

Check the VSA converter unit:
1. Substitute a known-good VSA

converter unit.
2. Connect all of disconnect con-

nectors.
3. Clear the DTC.
4. Test-drive the vehicle.
5. Verify the DTC.

Is DTC 88 indicated?

Replace the PCM.

VSA CONVERTER 26P CONNECTOR

Wire side of female terminals

PCM CONNECTOR E (26P)

Repair open in the wire between
the PCM and the VSA converter
unit.

Wire side of female terminals

Replace the VSA converter unit.

Repair short to body ground in
the wire between the PCM and
the VSA converter unit.
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