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Troubleshooting - '96 - 98 Models

Diagnostic Trouble Code (DTC) Chart

SRS indicator light DTC Possible cause Corrective action See page
doesn’t come on none Faulty SRS indicator light circuit Troubleshooting 24-41
1-1 Open in the driver's airbag inflator 24-44
r resistance in the driver’s airb
12 !nc eased resistanc the driver’s airbag o444
inflator
Short to another wire in the driver’s airbag Troubleshooting
1-3 . . 24-46
inflator or decreased resistance
1-4 Short to power in the driver’s airbag inflator 24-48
1-5 Short to ground in the driver’s airbag inflator 24-50
2-1 Open in the passenger’s airbag inflator 24-52
Increased resistance in the passenger’s airba
22 \nerea passeng 9 2452
inflator
2.3 Short to another wire in the passenger’s o454
airbag inflator or decreased resistance Troubleshooting
hort to power in the passenger’s airba
2-4 Short to power i P 9 9 24-56
inflator
Short to ground in the passenger’s airba
25 . 9 passeng 9 24.58
inflator
comes on 3-1 Open in the driver's seat belt tensioner 24-60
Increased resistance in the driver’s seat belt
3-2 . 24-60
tensioner
Short to another wire in the driver’s seat belt
3-3 . . . 24-62
tensioner or decreased resistance Troubleshooting
wer in the driver’s seat belt
3.4 Shortto powe e 2464
tensioner
Short to ground in the driver’s seat belt
3-5 . 24-66
tensioner
4-1 Open in the passenger’s seat belt tensioner 24-68
Increased resistance in the passenger’s seat
4-2 K 24-68
belt tensioner
Short to another wire in the passenger’s seat
4-3 . K . 24-70
belt tensioner or decreased resistance Troubleshooting
inth nger’ I
44 Short to power in the passenger’s seat belt 9472
tensioner
- ; |
45 ShOI.’t to ground in the passenger’s seat belt 04-74
tensioner

24-38



Main Menu | | Table of Contents ’%

SRS indicator light DTC Possible cause Corrective action See page
5-1
5-2
5-3 Internal failure of the SRS unit SRS unit 24-181
replacement
5-4
5-5
6-1
6-2 i
Internal failure of the SRS unit SRS unit 24-181
6-3 replacement
6-4
741
7-2* Internal failure of the SRS unit SRS unit 24-181
replacement
comes on
7-3
8-1
8-2
8-3 i
Internal failure of the SRS unit SRS unit 24-181
8-4 replacement
8-5
8-6
9-1or Faulty SRS indicator circuit or faulty SRS
R 24-76
no code | power supply (VA line) Troubleshooting
9-2 Faulty SRS power supply (VB line) 24-81
SRS unit replacement code (SRS unit must not | SRS unit
10-1 24-181
be used any longer) replacement

* If fuse No. 7 (10 A) is open or removed, and you keep the engine cranking, this may be self-diagnosed as a failure in the
SRS system, and the SRS indicator light may indicate DTC 7-2. In this case, first check the No. 7 (10 A) fuse in the under-
dash fuse/relay box. Next, erase the DTC memory (see page 24-37), and check the DTC. If DTC 7-2 doesn't reappear, the
SRS unitis normal.
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