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CH-33

HMELECTRONIC[CONTROL[SYSTEM

1.[JGeneral
The[dlectronic[¢ontrol[dystem[df[the[A960E[dutomatic[fransmissions[¢onsist[¢f[the[dontrol[functionslisted
below.
System Function
Shif{Timing[Tontrol The[Engine[ECU[dends[¢urrent[fo[dolenoid[Valves[$1,[$2,[$3,[$4[dnd/or[$R[Based[dn

signals[from[Yarious[§ensors,[in[drder[fo[shift[Ghe[gears.

Clutch[Pressure[Control
(See[page[CH-40)

*[IControlsthe[gressure[that[is[dpplied[directly[to[Bfprake[dnd[C3glutchBy[dctuating
the[linear[dolenoidYalves[$L1[dnd[SL2[ih[dccordance[With[the[Engine[lECU[dignals.

*[TThe[dolenoidalve[LT[@nd[$L1[thinutely[dontrol[the[dlutch[gressurefin[dccordance
with[the[¢ngine[dutput[dnd[driving[¢onditions.

Line[Pressure[@ptimal Based[dn[the[throttle[dpening[dngle[dnd[tarious[dignals,[the[fngine[ECU[Sends[d[dignal
Control to[$olenoid[yalve[SLT[{o[generate[Jine[pressure[fhat[Varies[dccording[fo[the[¢ngine
(See[page[CH-41) output[dnd[fo[dllow[$mooth[gear[¢hanges.
Engine[Torque Retards[the[dngine[ilgnition[fiming[lemporarily[fo[improve[dhift[fieeling[While[upshifts
Control or[downshifts[dccur.

. . Though[] cooperative[] control[] with[] ETCS-i[] (Electronic[] Throttle[] Control
Iélégn}tlrl}(;lesponse@hlft System-intelligent),[dnd[the[¢lectronic[¢ontrol[¢f[dpplication[dnd[felease[dpeed[dflthe

clutch[dnd[Brake[ydraulic[pressures,[¢xcellent[desponse[has[Been[tealized.

Lock-up[Timing
Control
(See[page[CH-41)

While[ih[3th[dr[Gth[gearWhen[the[shiftIever(ik[ih[the[D[gosition[dr[$6[tange,[the[Engine
ECU[$ends[turrent[fo[the[$hift[$olenoid[Valve[SLU[based[bn[the[$ignals[from[the
sensors[dnd[gngages[dr(disengages(the[lock-up[dlutch.[This[dontrol[dlso[dpplies[Hor[Jth
gear[When[the[shift[Tever[is[in[the[$5[Mange[dnd[in[the[4th[¢ear[When[the[shift[Tever[is
in[the[$4[dange.

Flex[1ock-up
Clutch[Control
(See[page[CH-42)

*[]Controls[the[bolenoid[alve[SLU,[provides[ hn[jntermediate[Jnode[between[the
ON/OFF[¢peration[dflhe[Jock-up[¢lutch,[dnd[increases[fhe[dperating[tange[df[The
lock-up[¢lutch[fo[improve[fuel[économy.

*[IThe[flex[Tock-up[dlutch[dontrol[dperates[in[the[3rd,[4th,[Fth[dnd[Gth[gears[in[Both[D
position[dnd[$6[dange,[3rd,[4th[dnd[Fth[gears[in[the[$5[Hange[dnd[FIrd[dnd[4th[gears
in[the[$4[dange.

Al[{Artificial[Intelligence)
-SHIFT[Control
(See[page[CH-43)

Based[bn[the[bignals[from[Jarious[bensors,[ the[Engine[ ECU[Hetermines[the[foad
condition[dnd[the[ihtention[dffthe[driver.[While[the[pattern[delect[§witchikihnFOWER,
the shift pattern is biased toward sporty driving. Thus, an appropriate shift pattern is
automatically determined, thus improving drivability.

Orifice Switching Control
(See[page[CH-45)

The orifice switching control prevents the oil pump from drawing air during extremely
low temperatures while in 1st gear.

Multi-Mode Automatic
Transmission
(See[page[CH-46)

The Engine ECU appropriately controls the automatic transmission in accordance with
the range position selected while the shift lever is in the S mode position.

Vehicle lift Control

To restrain the upward movement of the vehicle when the shift lever is moved from
the D position to N, the clutch release speed has been optimized.

Shift Down Control

In order to ensure a smooth shift feel during downshifting to accelerate the vehicle, the
hydraulic passages and control have been optimized.

(Continued)
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System Function
Diagnosis When[the[Engine[ECU[detects[d[thalfunction,[the[Engine[ECU[hakes[d[diagnosis[dnd
(See[page[CH-49) memorizes[fhe[information[fhat[felates[fo[the[fault.
Fail-safe If a malfunction is detected in the sensors or solenoids, the Engine ECU effects
(See[page[CH-49) fail-safe control to prevent the vehicle’s drivability from being affected significantly.
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2. Construction

The configuration of the electronic control system in the A960E is as shown in the following chart.

S1

S2

S3

ACTUATORS

P SOLENOID VALVE S1

N e SOLENOID VALVE S2

SOLENOID VALVE S3

S4

SR

SL1

> SOLENOID VALVE S$4

> SOLENOID VALVE SR

SOLENOID VALVE SL1

SL2

SLT

—» SOLENOID VALVE SL2

SOLENOID VALVE SLT
SLU
e SOLENOID VALVE SLU
ESA

IGTL 3,5 | IGNITION COIL

-y with IGNITER

IGF1 | [~ e
Nos. 1, 3, and 5
SPARK PLUGS
Nos. 1,3, and 5

IGT2, 4, 6

- IGNITION COIL

with IGNITER

IGF2

SENSORS
VG
AIR FLOW METER >
CRANKSHAFT POSITION e
SENSOR
THROTTLE POSITION v
SENSOR VIAS
ACCELERATOR PEDAL VPAL
POSITION SENSOR VPA2
THW
WATER TEMP. SENSOR >
Engine ECU
OIL
ATF TEMP. SENSOR R
STAR
NEUTRAL START SWITCH >
P,R,N,D
-
TRANSMISSION CONTROL SFTU
SWITCH SFTD
SHIFT PADDLE SWITCH
NT
INPUT SPEED SENSOR (NT) [
SP2
OUTPUT SPEED SENSOR (SP2) -
STP
STOP LIGHT SWITCH R
\_/—\

Nos. 2, 4, and 6

Y

SPARK PLUGS

Nos. 2, 4, and 6

0140CH09C

(Continued)
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N

COMBINATION METER
CAN | | b oo
DLC3 — SPD
e VEHICLE SPEED SIGNAL
Engine ECU
N | CHECK ENGINE WARNING LIGHT
GATEWAY ECU —
SHIFT RANGE
INDICATOR LIGHT
SHIFT POSITION
INDICATOR LIGHT
BEAN (Instrument Panel Bus) S MODE INDICATOR
LIGHT
[ MAIN BODY ECU (RH) J SNOW INDICATOR LIGHT
POWER INDICATOR LIGHT

PWRT SNOW
PATTERN SELECT SWITCH

MULTI-INFORMATION DISPLAY

0140CH10C



CHASSIS — A960E AUTOMATIC TRANSMISSION CH-37

3. Layout of Main Component

Engine ECU Check Engine
Warning Light

Multi-information Display

S mode Shift Position Indicator Light
Indicator Light

SNOW Indicator POWER Indicator
Light Light

DLC3

Kick Down Switch == Transmission Control

0150CHO01Z

Solenoid Valve S3
Solenoid Valve S2
Solenoid Valve S4
Solenoid Valve S1

Solenoid Valve SR
Solenoid Valve SL1

Solenoid Valve SLT

Input Speed Sensor (NT)

g //;}\\Q\,(\\j\\

ATF Temp. Sensor

Neutral Start Switch

Output Speed Sensor (SP2)

0140CH24Z
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4. Construction and Operation of Main Component
ATF Temperature Sensor

The ATF temperature sensor (OIL) is used as an input for hydraulic pressure control. This sensor is used
to assist in determining the clutch and brake pressures necessary to maintain smooth shift qualities with
varying temperatures of transmission fluid.

ATF Temperature Sensor (OIL)

[e] Q =] o
@@ © |

o &_ 'HE!-IIE =y
Front ®) PI BT O
" N

e}

g[['r\" klj_ f@IL\~ 3

0140CH25Z

Input Speed Sensor and Output Speed Sensor

The A960E automatic transmission uses an input speed sensor (for NT signal) and output speed sensor (for

SP2 signal). Thus, the Engine ECU can detect the timing of the shifting of the gears and appropriately

control the engine torque and hydraulic pressure in response to the various conditions.

These speed sensors are a pick-up coil type.

® The input speed sensor detects the input speed of the transmission. The C3 clutch drum is used as the
timing rotor for this sensor.

® The output speed sensor detects the speed of the output shaft. The parking gear on the rear planetary gear
is used as the timing rotor for this sensor.

Output Speed Sensor (SP2)

Input Speed Sensor (NT)

Parking Gear
(Timing Rotor)

C3 Clutch Drum 0140CH26Z
(Timing Rotor)
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Neutral Start Switch

The neutral start switch sends the P, R, N, D and STAR position signals to the Engine ECU. It also sends
signals for the shift position indicator light (P, R, N, and D).

P Wiring Diagram <

To IG1 Relay  To Starter Relay

Neutral Start SwitchT

P R N D STAR
Engine ECU

CAN BEAN Combination Meter
Gateway ECU o~ -~ - -~~~ -~~~ -~~~ -~~~ -~~~
Shift Position Indicator Light

0140CH12C

Transmission Control Switch and Shift Paddle Switch

® The transmission control switch is installed inside the shift lever assembly to detect the shift lever
position and to inform the Engine ECU. The Engine ECU turns on the shift position indicator light and
S mode indicator light.

® The transmission control switch detects whether the shift lever is in the D position or in the S mode
position, and detects the operating conditions of the shift lever (front [+ position] or rear [- position]) if
the S mode is selected, and sends signals to the Engine ECU. At this time, the Engine ECU turns on the
shift range indicator light for the selected range.

® The shift paddle switch is installed steering wheel assembly. The Engine ECU detects the operating
conditions of the shift paddle switches (right [+ position] or left [- position]) when the shift lever is in
the S mode. At this time, the Engine ECU turns on the shift range indicator light for the selected range.

P Wiring Diagram <

To D-IG1 Relay
Transmission
Control Switch

IG
E

SFTD{SFTUT/ S

1
SFTD SFTU S
Engine ECU

CAN I_ Gateway [BEAN|  Combination Meter
ECU | S Mode Indicator Light |
| Shift Range Indicator Light|

0140CH133C

Shift Paddle Switch =
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5. Clutch Pressure Control

Clutch to Clutch Pressure Control

This control is adopted for shifting from the 5th to 6th gear and from the 6th to 5th gear.

Solenoid valves SL1 and SL2 are actuated in accordance with the signals from the Engine ECU, and guides
this output pressure directly to the control valves B, and Cs in order to regulate the line pressure that acts

on the B, brake and Cj clutches.

As a result, high response and excellent shift characteristics are realized.

Engine

Sensor Signals

: ECU :

Line Pressure

Clutch Pressure Optimal Control

The Engine ECU monitors the signals from various types of sensors, such as the input speed sensor,
allowing shift solenoid valves SLT and SL1 to minutely control the clutch pressure in accordance with

engine output and driving conditions.
As a result, smooth shift characteristics have been realized.

Input
Shaft
rpm

i Target rpm

Change Ratio

Practical rpm Change Ratio

Engine ECU

¢ Input Speed Sensor

¢ Output Speed Sensor

* Throttle Position
Sensor

¢ Air Flow Meter

* ATF Temp. Sensors

* Water Temp. Sensor

C3 B,
sth—6th | OFF | ON
6th—sth | ON | OFF

259LSK69

A

Transmission
gy
S —1 |
A

Input Speed

Output

Time \

Sensor

Speed Sensor

L

=

Accumulator
Control Valve

Solenoid Drive Signal

o e

iy

ATF Temp.
Sensor
/’—‘
- [
Solenoid Valve Output p 3
SLT, SL1 Shaft
’ Torque o

’

Time
259L.SK17
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CH-41

6. Line Pressure Optimal Control

Through the use of the solenoid valve SLT, the line pressure is optimally controlled in accordance with the
engine torque information, as well as with the internal operating conditions of the torque converter and the
transmission.
Accordingly, the line pressure can be controlled minutely in accordance with the engine output, traveling
condition, and the ATF temperature, thus realizing smooth shift characteristics and optimizing the workload
of the oil pump (reducing unnecessary parasitic losses).

Line Pressure

|

Primary Regulator Valve

Fluid
Pressure

f

—  Current

9

Engine ECU

+ Engine rpm

{— ATF Temp.
 Shift Position

Y]
.
O

Throttle Pressure

N
§
N
N\
3

7. Lock-up Timing Control

The Engine ECU operates the lock-up timing control in order to improve the fuel consumption performance
while in top gear with the shift lever in the S4 or S5 range, and in 5th or 6th gear with the shift lever in the

S6 range or D position.

Large

t

Throttle
Opening
Angle

Solenoid Valve SLT

Input Speed Sensor

Throttle Valve Opening
Intake Air Mass
— Water Temp.

232CH150

P Lock-up Operation Gears in Each Range

5th Lock-up
Operating Range

Vehicle Speed ->

Lock-Up Timing in D Position or S6 Range

Gear Position or Range D.S6| S5 S4
1st X X X
2nd X X X
3rd X X X
4th x* x* | O
5th o | O | —
6th O — —

259LSK19

is hold during the AI-SHIFT control.

O: Available x: Not available —: Not applicable
*: Lock up operation is performed when the 4th gear
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8. Flex Lock-up Clutch Control

In the low-to-mid-speed range, this flex lock-up clutch control regulates the solenoid valve SLU to provide

an intermediate mode between the ON/OFF operation of the lock-up clutch in order to improve the energy

transmitting efficiency in this range.

As a result, the operating range of the lock-up clutch is increased and fuel economy is improved. The flex

lock-up clutch control operates in the 3rd, 4th, S5th and 6th gears in both D position and S6 range, 3rd, 4th

and 5th gears in the S5 range and 3rd and 4th gears in the S4 range.

® Even when the vehicle is decelerating (the accelerator pedal is released), the flex lock-up clutch control
operates. Therefore, fuel-cut area of the engine has been expanded and fuel-economy has been improved.

Engine ECU
Engine Transmission
CPU CPU

Engine

\ Speed

e i -
Throttle Position Sensor ’ — 7 b

Engine Speed | 1 - Input Speed Signal
Signal —
(From Crankshaft Vehicle Speed

- {j Position Sensor) Duty

- lj Ratio

L) e

Linear Solenoid Signal

Input Speed | — Time
Sensor - )
Engine Coolant =1 |
Temp. Sensor ?
ATF Temp. Sensor
i
Lock-up Control Valve
Solenoid Valve SLU 23CHI42

P> Flex Lock-up Operation Gears in Each Range <

Lock-up Position or Range
Large Operating Range Gear D,S6 | S5 S4
Flex Lock-up Operating
f Range (Acceleration) Ist X X X
Flex Lock-up Operating 2nd X X X
Throttle | Range (Deceleration)
Opening 3rd O O O
et 4h o*| o*| o
5th O* O* —
*

Vehicle Speed =i High 6th O — —

O: Available x: Not available —: Not applicable

*: Flex Lock-up also operates, when the vehicle is
0140CH141C decelerating

Flex Lock-Up Timing in 6th Gear
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CH-43

9. Al (Artificial Intelligence)- SHIFT Control

General

In addition to changing of the shift pattern (sport etc.) through the pattern select switch, the AI-SHIFT
control enables the Engine ECU to estimate the road condition, the driver’s intention, and the pattern select
switch condition in order to automatically select the optimal shift pattern. As a result, a comfortable ride

is realized.

® AI-SHIFT control is effect only with the shift lever in the D position, based on the accelerator and brake
operation data. AI-SHIFT control will be canceled when the driver selects the S mode.

* Throttle Valve
Opening Angle

* Vehicle Speed
* Engine Speed
* Brake Signal

* Vehicle
Acceleration

— AI-SHIFT

>

—— Road Condition
—— Uphill/Downhill Driving
% Estimating the Grade

@
Small % ,/ Large

|f‘> <= : Intended Acceleration

<« : Actual Acceleration

—— Driver’s Intention

e Acceleration
Pedal Operation

* Vehicle Condition |,

¢ Pattern Select
Switch Condition

Estimating the
Driver’s Intention

o~

s

Basic Shift
Pattern Control

Road Condition
Support Control

Driver’s Intention
Support Control

232CH143
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Road Condition Support Control

Under road condition support control, the Engine ECU determines throttle valve opening angle and the
vehicle speed whether the vehicle is being driven uphill or downbhill.

To achieve an optimal drive force while driving uphill, this control prevents the transmission from
up-shifting to the 4th or 5th or 6th gear. To achieve an optimal engine brake effect while driving downhill,
this control automatically downshifts the transmission to the Sth or 4th or 3rd gear.

TN

—
sth o
6th 4th Sth |3rd| Sth | 4th | (Brake Operating) 6th Without Control
Ll Ll Ll Ll Ll » >
With Control
6th | 4th | 3rd 4th “lard]  a4th|sthl6th

040SC13C

Driver’s Intention Support Control

The driver’s intention support control achieves sport driving based on the driver’s intention according to
the accelerator pedal operation, vehicle condition, and pattern select switch condition.

Overate Pattern
Control Operation P Select
Gear 5
Switch
Sudden Accelerator When the ‘drlver operates (presses) th(? z}ccelerator pedgl Ath, Sth,
quickly, this control causes the transmission to downshift POWER
Pedal Depress Control . . . 6th
rapidly to improve acceleration response.
Sudden Accelerator When the driver releases the accelerator quickly, this control
u makes it easy for the transmission to hold the gear, which |2nd to 5th | POWER
Pedal Release Control . . . .
improves engine braking force and re-acceleration response.
Suddon Do | b etk e sddny ool |y s,
Downshift Control APICLY, p & & 6th
re-acceleration response.
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10. Orifice Switching Control

At extremely low temperatures, the ATF viscosity increases (becomes thick), making the oil pump
susceptible to cavitation. For this reason, the orifice switching control reduces the volume of the oil in the
transmission and increases the volume of oil drawn by the oil pump, in order to prevent the oil pump from

cavitating.

® While stopped in 1st, the Engine ECU turns OFF the solenoid valve S1 and turns ON (normally OFF) the
solenoid valve S4 in order to apply the line pressure to the 1-2 shift valve and the SL1 relay valve. The
1-2 shift valve and the SL1 relay valve close the oil passage for the secondary pressure from the secondary
regulator valve, thus causing the secondary pressure to pass through orifice “A”. As a result, the volume
of oil in the transmission decreases.
® While stopped in a gear other than 1st, the secondary pressure from the secondary regulator valve travels
through either or both of the 1-2 shift valve and SL.1 relay valve, and passes through orifice “B” and “C”,
in order to lubricate the inside of the transmission. As a result, the volume of the oil in the transmission

does not decrease.

Secondary

Regulator Valve

Solenoid Valve S1 (OFF)

Secondary
Pressure

i

[ Lubrication

§E\

Orifice C
(Lubricate: Large)

€

=il
_E’:é

Orifice A

(Lubricate: Small)

Orifice Switching Control
ON/OFF S X
1-2 Shift Valve

Solenoid Valve S4 (ON)

SL1 Relay Valve

\—

Orifice B
(Lubricate: Large)

040SC12C
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11. Multi-Mode Automatic Transmission
General

By moving the shift lever to the front (“+” position) or to the rear (“-” position), the driver can select the

desired shift range position. Also, the shift paddle switch is adopted, which enables changing the shift ranges

while the driver is holding the steering wheel. Thus, the driver is able to shift gears with a manual-like feel.

® This Multi-mode automatic transmission is designed to allow the driver to switch the gear ranges; not
for manually selecting single gears.

® An S mode indicator light which illuminates when the S mode position is selected and a shift range
indicator light, which indicates the range position, have been provided in the combination meter.

p> System Diagram <«
BEAN Combination Meter
Gateway ECU S Mode Indicator Light
Shift Range Indicator Light
Multi-information Display
CAN Shift Paddle Switch
Shift-Up Signal
(“4” Position)
[t
Shift-Down Signal T C I
. (“-” Position) ransmission Contro
Engine ECU -t Switch
S Mode Position Signal
|t
Ignition Fluid Solenoid
Advance Pressure Valve
Control Control Control
Signals Signals
Engine

A/T

0140CH13C
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Operation

1) Shift Lever

The driver selects the S mode position by engaging the shift lever. At this time, the shift range position
selects the 4th or 5th range according to the vehicle speed. (During AI-Shift control, the shift range that
has the currently controlled gear position as the maximum usable gear position will be displayed.) Then,
the shift range positions change one at a time, as the driver moves the shift lever to the front (“+” position)
or to the rear (“-” position).

Under this control, the Engine ECU effects optimal shift control within the usable gear range that the driver
has selected. As with an ordinary automatic transmission, it shifts to the 1st gear when the vehicle is
stopped.

When the shift lever is in the S mode position, the S mode indicator light in the combination meter
illuminates. The shift range indicator light indicates the state of the shift range position that the driver has

selected.

Transition of Shift

Range Positions S Mode
Position

Shift Pattern
: Default Shift Range 030SC29C
P> Usable Gear Chart <
n Shift Range Indicator
Shift Range Light Indication Usable Gear
6th 6 6th ++ 5th ++ 4th ++ 3rd + 2nd + 1st
5th 5 5th ++ 4th ++ 3rd ++ 2nd + 1st
4th 4 4th ++ 3rd ++ 2nd + 1st
3rd 3 3rd ++ 2nd ++ 1st
2nd 2 2nd + 1st
1st 1 1st
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2) Shift Paddle Switch

® When the shift lever is in the S mode position, Shift Paddle Switch Shift Paddle Switch
the shift ranges can be selected by using the (“-” position) (“+” position)
shift paddle switches located behind the
steering wheel. Then, the shift range positions
change one at a time, as the driver pulls the right
shift paddle switch (“+” position) or to the left
one (“-” position).

® The usable gears in the shift range selected
using the shift paddle switches are the same as
those that can be selected by operating the shift
lever.

0140CH14Z

3) Gear Position Indicator

The gear position indicator is added to the menus of the multi-information display. The gear position
indicator indicates the usable gears in the current shift range by using “e”, and the current gear position
with the numerical number. Accordingly, both the shift range and the current gear position are clearly
indicated to contribute to a sporty driving in the S mode.

GEAR POSITION

Current gear position is “3” and the shift lever
is in “D” or the 6th range is selected.

GEAR POSITION
“| .

Current gear position is “1” and the “2” range is selected.

GEAR POSITION

The shift lever is in any position other than “D” or “S”.

Gear position indicator display examples

0140CH15C
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12. Diagnosis

® When the Engine ECU detects a malfunction, the Engine ECU makes a diagnosis and memorizes the
information related to the fault. Furthermore, the check engine warning light in the combination meter
illuminates or blinks to inform the driver.

® At the same time, the DTC (Diagnostic Trouble Codes) are stored in memory. The DTC can be read by
connecting an intelligent tester II to DLC3.

Service Tip
Because the Engine ECU of the new IS250 effects diagnosis communication through CAN (Controller
Area Network) protocol, an intelligent tester II is required in order to obtain diagnostic information. For
details, see the LEXUS 1S250/220d Repair Manual (Pub. No. RMO151E).

13. Fail Safe

This function minimizes the loss of operability when an abnormality occurs with a sensor or solenoid.

P> Fail-Safe Control List <

Malfunction Part Function

When the input speed sensor malfunctions, shift control is effected using the
information from the output speed sensor signal (SP2).

During an input speed sensor malfunction, up-shift to the 5th, 6th, AI-SHIFT and
flex lock-up clutch control are prohibited.

Input Speed Sensor (NT)

When the output speed sensor malfunctions, shift control is effected using the
information from the input speed sensor signal (NT).

When the output speed sensor malfunctions, up-shift to the 5th, 6th, AI-SHIFT and
flex lock-up clutch control are prohibited.

Output Speed Sensor (SP2)

When the ATF temperature sensor malfunctions, up-shift to the 5th, 6th and flex

ATEF Temp. Sensor lock-up clutch control are prohibited.

When a solenoid valve listed at left fails, the current to the failed solenoid valve is
cut off.

Shift control is changed to a fail-safe mode to shift gears using the normal solenoid
valves to allow continued driving. Refer to the table on the next page for an
operation example.

Solenoid Valve
S1, S2, S3, S4 and SR

Solenoid Valve During a solenoid valve SL1 or SL2 malfunction, up-shift to the 5Sth and 6th and flex
SL1 and SL2 lock-up clutch control are prohibited.
During a solenoid valve SLU malfunction, the current to the solenoid valve is
Solenoid Valve SLU stopped. Because this stops lock-up control and flex lock-up control, fuel economy
decreases.

During a solenoid valve SLT malfunction, the current to the solenoid valve is
Solenoid Valve SLT stopped. Because this stops line pressure optimal control, the shift shock increases.
However, shifting is effected through normal clutch pressure control.
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Normal
Position Shift Solenoid
S1 S2 S3 sS4 SR SL1 SL2 Gear
OFF ON ON OFF ON OFF ON 1st
ON ON ON OFF ON OFF ON 2nd
ON OFF ON OFF ON OFF ON 3rd
D, 56 ON OFF OFF OFF ON OFF ON 4th
ON OFF OFF ON OFF ON OFF 5th
ON ON OFF ON OFF ON OFF 6th
OFF ON ON OFF ON OFF ON 1st
ON ON ON OFF ON OFF ON 2nd
S5 ON OFF ON OFF ON OFF ON 3rd
ON OFF OFF OFF ON OFF ON 4th
ON OFF OFF ON OFF ON OFF 5th
OFF ON ON OFF ON OFF ON 1st
ON ON ON OFF ON OFF ON 2nd
S4 ON OFF ON OFF ON OFF ON 3rd
ON OFF OFF OFF ON OFF ON 4th
OFF ON ON OFF ON OFF ON 1st
S3 ON ON ON OFF ON OFF ON 2nd
ON OFF ON OFF ON OFF OFF 3rd (E/B)
OFF ON ON OFF ON OFF ON 1st
52 ON ON ON ON OFF OFF OFF 2nd (E/B)
S1 OFF ON ON OFF ON OFF OFF 1st (E/B)
p Example
Shift Solenoid Valve S1 Malfunction
Position Shift Solenoid
s1 s2 S3 s4 SR SL1 SL2 Gear
X ON ON OFF ON OFF ON 1st
X ON—OFF | ON—OFF OFF ON OFF ON 1st—4th
X OFF ON—OFF OFF ON OFF ON 3rd—4th
D, S6 X OFF OFF OFF ON OFF ON 4th
X OFF OFF ON OFF ON OFF 5th
X ON—OFF OFF ON OFF ON OFF N—5th
X ON ON OFF ON OFF ON 1st
X ON—OFF | ON—OFF OFF ON OFF ON 1st—4th
S5 X OFF ON—OFF OFF ON OFF ON 3rd—4th
X OFF OFF OFF ON OFF ON 4th
X ON—OFF OFF ON OFF ON OFF 5th
X ON ON OFF ON OFF ON 1st
X ON—OFF | ON—OFF OFF ON OFF ON 1st—4th
S4 X OFF ON—OFF OFF ON OFF ON 3rd—4th
X OFF OFF OFF ON OFF ON 4th
X ON ON OFF ON OFF ON 1st
S3 X ON—OFF | ON—OFF OFF ON OFF ON 1st—4th
X OFF ON—OFF OFF ON OFF OFF—ON | 3rd (E/B)—4th
X ON ON OFF ON OFF ON 1st
S2 X ON—OFF | ON—OFF | ON—OFF ON OFF OFF—ON | 1st (E/B)—4th
S1 X ON ON OFF ON OFF OFF 1st (E/B)






