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SUSPENSION - FRONT STABILIZER BAR

FRONT STABILIZER BAR
REMOVAL

C135141

C135142

G021679

1.
2,
3.

REMOVE FRONT TIRE

REMOVE ENGINE UNDER COVER

REMOVE FRONT STABILIZER LINK ROD
Remove the nut and the front stabilizer link rod.

(@)

HINT:
If the

stud bolt spins free, use a hexagon wrench.

Hold the front stabilizer link rod with a wrench and remove the

nut.

Remove the front stabilizer link rod.
Perform the same procedure for the RH as for the LH.

REMOVE FRONT STABILIZER BRACKET
Remove the 4 bolts. Then remove the front stabilizer bracket LH
and RH.

(a)

REMOVE FRONT STABILIZER BAR
Remove the front stabilizer bar from the vehicle.

(a)

REMOVE FRONT STABILIZER BAR BUSH NO. 1
Remove the 2 front stabilizer bar bush No. 1 from the front sta-
bilizer bar.

(@)

INSPECTION

1.

CHECK FRONT STABILIZER LINK ASSEMBLY LH
Check flipping behavior of the ball joint.

(@)

(1)
)

©)

Fix the front stabilizer link assembly with an aluminum
plate inserted.
Install the nut to the stud of the front stabilizer link assem-
bly.
Turn the stud 5 times in the same direction as it vibrates.
Turn it at a rate of 2 to 4 seconds per turn. Take the torque
reading on the 5th turn.
Standard:

0.98 N*m (10 kgf*cm) or less (turning torque)
HINT:
If the difference is out of the specified range, replace the
front stabilizer link assembly with a new one.
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Rotate the stud.

Standard:
There is no dragging or looseness during the rota-
tion

Check the dust cover

(1) Check the dust cover for cracks or grease leakage.

INSTALLATION

1. INSTALL FRONT STABILIZER BAR BUSH NO. 1

(4)

(b)

Front

h
Innl
N/

Side Slippage Prevention Ring

(a) Install the 2 front stabilizer bar bush No. 1 so that the bush stop-
pers on the stabilizer bar are on the inside.

C133029

2. INSTALL FRONT STABILIZER BAR
(a) Install the front stabilizer bracket and the front stabilizer bar with

the 4 bolts.

Torque: 31 N*m (316 kgf*cm)

NOTICE:

¢ Install the front stabilizer bar with the identification
marks on the top.

¢ Install the brackets so that the notch is on the upper
vehicle side.

C135143 NOTICE:

3. INSTALL FRONT STABILIZER LINK ROD
SST  09729-97203

Install the stabilizer link rod to the stabilizer with the nut.

(a)
Torque: 76.5 N*m (780 kgf*cm)
HINT:
If the stud bolt spins free, use a hexagon wrench.

C135141
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C135142

C142693

(b)

Install the stabilizer link rod to the front suspension lower arm
with the nut.

Torque: 37.3 N*m (380 kgf*cm)

HINT:

Fix the stabilizer link rod with a wrench.

Measure the dimensions of "a" in the figure.
Standard:
10 to 15 mm
NOTICE:
When tightening regulation torque, tighten to 15 mm when
the dimensions of "a" are less than 15 mm.

INSTALL ENGINE UNDER COVER

INSTALL FRONT TIRE
Torque: 103 N*m (1050 kgf*cm)

CHECK AND ADJUST FRONT WHEEL ALIGNMENT
HINT:
(See page SP-4)
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