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REMOVAL
1. REMOVE INSTRUMENT PANEL FINISH PANEL LWR (See page

IP-11)

2. REMOVE INSTRUMENT PANEL UNDER COVER NO. 1 (See page
IP-11)

3. REMOVE BRAKE PEDAL PAD

4. SEPARATE BRAKE MASTER CYLINDER PUSH ROD CLEVIS
(a) Loosen the lock nut of the push rod clevis.
(b) Remove the clip.

(c) Remove the push rod pin, and separate the push rod clevis
from the brake pedal.

5. REMOVE BRAKE PEDAL
(a) Remove the brake pedal shaft, then remove the brake pedal.

(b) Remove the return spring, cushion, and bush from the brake
pedal.

INSTALLATION
1. INSTALL BRAKE PEDAL

(a) Apply MP grease to the inner surface and outer surface of 2
brake pedal valve bushes and to the inside and both end
contact parts of the return spring. 

(b) Install the return spring, bush, and cushion to the brake pedal.
(c) Using 2 brake pedal bushes, install the brake pedal with the

brake pedal shaft.
Torque: 18.2 N*m (186 kgf*cm)
NOTICE:
When installing the brake pedal shaft, do not apply grease
to the thread part.

2. CONNECT BRAKE MASTER CYLINDER PUSH ROD CLEVIS
(a) Coat the push rod pin and the installation part with MP grease.

(b) Using the push rod pin, connect the push rod clevis to the brake
pedal.

(c) Install the clip to the push rod pin.
HINT:
The lock nut of push rod clevis should be tightened when
adjusting the height of the brake pedal.

(d) Using needle nose pliers, install the return spring.

3. INSTALL BRAKE PEDAL PAD

4. INSPECT AND ADJUST BRAKE PEDAL(See page BR-12)

5. INSTALL INSTRUMENT PANEL FINISH PANEL LWR (See page IP-
18)
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6. INSTALL INSTRUMENT PANEL UNDER COVER NO. 1 (See page
IP-18)

ADJUSTMENT
1. REMOVE INSTRUMENT PANEL FINISH PANEL LWR (See page

IP-11)

2. REMOVE INSTRUMENT PANEL UNDER COVER NO. 1 (See page
IP-11)

3. INSPECT AND ADJUST BRAKE PEDAL
(a) Inspect a brake pedal height.

Standard:
165 mm (from the floor to the pad surface)

NOTICE:
Perform inspection with the floor carpet pulled up.

(b) Adjust the brake pedal height.
(1) Loosen the installation bolt of the shift lock release cable.
(2) Remove the stop lamp switch by turning it

counterclockwise.
(3) Loosen the clevis lock nut, and turn the push rod to adjust

the brake pedal height.
Standard:

165 mm (from the floor to the pad surface)
NOTICE:
Perform inspection with the floor carpet pulled up.

(4) Tighten the clevis lock nut.
Torque: 24.5 N*m (250 kgf*cm)

(5) Insert the stop lamp switch until it touches the brake
pedal.
NOTICE:
• Do not push the brake pedal when inserting the

stop lamp switch.
• Keep the brake pedal lifted up while performing

the operation. 
(6) With the stop light switch fully pressed in, turn the switch

body in the clockwise direction, and lock it.
(7) Connect the connector to the stop light switch.

(8) Check the protrusion of the shaft.
Standard:

0.2 to 2.8 mm
(9) Check that the stop light does not illuminate when the

brake pedal is not depressed.

Pedal Height

Clevis Lock NutPush Rod

C139150

0.2-2.8 mm 
Stop Light Switch 

Shaft 

Brake Pedal C139122
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(c) Inspect a brake pedal freeplay.
(1) After stopping the engine, depress the brake pedal

forcefully several times so that there is no negative
pressure in the brake booster.

(2) Using your finger, gently press the brake pedal to check
the brake pedal freeplay.
Standard:

0.5 to 2.0 mm

(d) Inspect brake pedal reserve distance.
(1) Check the reserve distance of the brake pedal while

depressing it with a pedal force of 294 N (30 kgf).
Standard:

122 mm or more
NOTICE:
Perform inspection with the floor carpet pulled up.
HINT:
When the brake pedal is depressed with no vacuum, there
may be sounds and resistance. However, this is due to
the structure of the brake booster and it does not cause
any problems.

4. INSTALL INSTRUMENT PANEL UNDER COVER NO. 1 (See page
IP-18)

5. INSTALL INSTRUMENT PANEL FINISH PANEL LWR (See page IP-
18)

Pedal Play 

F048932J01

Pedal Distance

C112611J01
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