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SRS AIRBAGS AND SEAT BELTSSRS AIRBAGSIDE AIRBAG SENSOR ASSEMBLY RH NO. 2
COMPONENTS

T=8.4{85}

T=8.4{85}

DECK TRIM SIDE PANEL ASSEMBLY RH 

DECK FLOOR BOX RH 

REAR DOOR SCUFF PLATE RH 
BACK DOOR WEATHERSTRIP 

REAR FLOOR MAT SUPPORT 
PLATE RR 

DECK BOARD ASSEMBLY 

SIDE AIRBAG SENSOR ASSEMBLY 
RH NO. 2

:TIGHTENING TORQUE [N*m{kgf*cm}]
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REMOVAL
1. HANDLING AND OPERATING PRECAUTIONS

(See page RS-164.)

2. DISCONNECT NEGATIVE BATTERY TERMINAL

3. REMOVE DECK BOARD ASSEMBLY (See page IR-4)

4. REMOVE DECK FLOOR BOX RH (See page IR-4)

5. REMOVE REAR DOOR SCUFF PLATE RH (See page IR-4)

6. REMOVE BACK DOOR WEATHERSTRIP
(a) Pull out the back door weatherstrip, according to need, to

remove the rear floor mat support plate RR and the deck trim
side panel assembly RH.

7. REMOVE REAR FLOOR MAT SUPPORT PLATE RR (See page IR-
5)

8. REMOVE DECK TRIM SIDE PANEL ASSEMBLY RH (See page IR-
5)

9. REMOVE SIDE AIRBAG SENSOR ASSEMBLY RH NO. 2
(a) Check that the ignition switch is off.   
(b) Check that the negative battery terminal is disconnected.

NOTICE:
If the terminal is removed, wait for at least 90 seconds after
removing it before starting the procedure.

(c) Remove the 2 clamps and then disconnect the wire harness.
(d) Remove the bolt and the side airbag sensor assembly RH No.

2.
(e) Disconnect the connector from the side airbag sensor assembly

RH No. 2. 

10. INSPECT SIDE AIRBAG SENSOR ASSEMBLY RH NO. 2 (See
page RS-4)

INSTALLATION
1. INSTALL SIDE AIRBAG SENSOR ASSEMBLY RH NO. 2

(a) Check that the ignition switch is off.
(b) Check that the negative battery terminal is disconnected.

CAUTION:
If the battery terminal is removed, wait for at least 90
seconds after removing it before starting the procedure.

(c) Install the side airbag sensor assembly RH No. 2 with the 2
bolts.
Torque: 8.4 N*m (85 kgf*cm)

(d) Connect the connector to the side airbag sensor assembly RH
No. 2.

(e) Install the wire harness with a clamp.
(f) Check that there is no looseness in the side airbag sensor

assembly RH No. 2.

2. INSTALL DECK TRIM SIDE PANEL ASSEMBLY RH (See page IR-
12)

3. INSTALL REAR DOOR SCUFF PLATE RH (See page IR-12)

4. INSTALL DECK FLOOR BOX RH (See page IR-12)

C133416
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RS
5. INSTALL REAR FLOOR MAT SUPPORT PLATE RR (See page IR-
13)

6. INSTALL BACK DOOR WEATHERSTRIP 

7. INSTALL DECK BOARD ASSEMBLY (See page IR-13)

8. CONNECT BATTERY NEGATIVE TERMINAL

9. CHECK AIRBAG WARNING LIGHT (See page RS-1)

10. PERFORM INITIALIZATION
(See page SS-10)
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