
M8

M12

Renew	screws	and	nuts.

Jointing	torque	and	angle	of	rotation	must	be	observed

without	fail.

Tightening	via	screw.

M12

Renew	screws.

Comply	with	jointing	torque	and	angle	of	rotation.

Tightening	via	screw.

Insert	nut

Replace	insert	nut.

M12

Renew	screws.

Jointing	torque	and	angle	of	rotation	must	be	observed

without	fail.

Tightening	via	screw.

2611�Overview�of�tightening�torques

Centre�mount�to�body

Flexible�disc,�rear,�to�propeller�shaft

Front�flexible�disc�to�propeller�shaft

Propeller�shaft�on�the�rear�axle�differential

Rear�flexible�disc�to�three-hole�flange

Tightening�torque
�

19Nm

Jointing�torque
�

55Nm

Angle�of�rotation
�

90°

Jointing�torque

�

55Nm

Angle�of�rotation

�

90°

Tightening�torque

�

100Nm

Jointing�torque

�

55Nm

Angle�of�rotation

�

90°



26�operating�fluid�overview

Lubricating�grease�Optitemp�HT�1�LF 50� g,

Tube

83230417754

Lubricating�grease�Olistamoly�2�LN�584�LO 100 g,

Tube

83�19�0�447�919

High-strength�screw�lock,�Loctite�270 10ml,

Tube

83�19�2�210�337

Expendable�materials

Expendable�materials

Expendable�materials


