
 ACCESSORIES & EQUIPMENT 

Rear Air Conditioning System (Auto A/C) (Service Information) - Sienna 

REAR AIR CONDITIONING PANEL (FOR AUTOMATIC AIR CONDITIONING 
SYSTEM) 

COMPONENTS 

ILLUSTRATION 

Fig. 1: Rear Air Conditioning Panel Replacement Components 
Courtesy of TOYOTA MOTOR SALES, U.S.A., INC. 

REMOVAL 

REMOVAL 

1. REMOVE ROOF HEADLINING ASSEMBLY

Refer to REMOVAL



2. REMOVE NO. 2 AIR CONDITIONING CONTROL ASSEMBLY 

Fig. 2: Identifying No. 2 Air Conditioning Control Assembly Claws 
Courtesy of TOYOTA MOTOR SALES, U.S.A., INC. 

a. Disengage the 4 claws and remove the No. 2 air conditioning control.  

b. Disconnect the connector.  

INSTALLATION 

INSTALLATION 

1. INSTALL NO. 2 AIR CONDITIONING CONTROL ASSEMBLY 

a. Connect the connector.  

b. Engage the 4 claws and install the No. 2 air conditioning control.  

2. INSTALL ROOF HEADLINING ASSEMBLY 

Refer to INSTALLATION  


