
12�13�511 Replacing�an�ignition�coil

PRELIMINARY�WORK

1�–�Removing�the�acoustic�cover

WARNING

Risk�of�burning!

RISK�OF�DAMAGE

Jerky�movements�during�disassembly�and�excessive�application�of�force�during�installation�may�result�in

breakage�of�the�acoustic�cover.

2�–�When�working�on�the�last�cylinder:�Release�the�service�opening�of�the�sound�insulation�at�the�top�of�the
engine

▶▶ �Release�the�service�opening�of�the�sound�insulation�at�the�top�of�the

engine

Hot�surfaces.

Perform�all�work�only�on�components�that�have�cooled�down.

Damage�to�the�acoustic�cover.

Disassemble�or�mount�the�acoustic�cover�carefully.

Disassemble�or�mount�snap-lock�couplings�of�the�ball�pivots�one�after�the�other.

Disassemble�or�mount�acoustic�cover�only�at�temperatures�>20�°C.

Use�only�distilled�water�as�an�auxiliary�material�during�installation,�no�lubricants.

Release�the�acoustic�cover�(1)�towards�the�top�from�the�rubber�mounts
(marks).

Detach�the�service�opening�(2)�in�the�marked�areas�(arrows)�and�twist�it�to
the�side�at�the�pivot�point�(1).



MAIN�WORK

3�–�Removing�the�ignition�coil

WARNING

Risk�of�burning!

RISK�OF�DAMAGE

The�silicone�hose�of�the�ignition�coil�must�not�be�contaminated�by�fuel�as�this�can�lead�to�failure�of�the�ignition

coil.

RISK�OF�DAMAGE

Damage�to�or�destruction�of�electrical�components.

Hot�surfaces.

Perform�all�work�only�on�components�that�have�cooled�down.

Damage�to�the�ignition�coil.

Cover�ignition�coils�using�suitable�covers�when�working�on�the�fuel�system,�if�necessary�remove�them.

Do�not�oil�or�grease�the�silicone�tube�of�the�spark�plug�connector.�The�silicone�tube�is�coated�with�talc�to�reduce
the�pulling�forces.

Electrostatic�discharge.

Leave�electrical�components�in�original�packaging�until�just�before�they�are�installed.�Use�the�original�packaging
only�for�any�return�shipments.�Always�package�removed�components�straight�away.

Read�and�comply�with�user�information�on�using�the�associated�special�tool�12�7�060.

Only�touch�the�housings�of�electrical�components.�Do�not�touch�pins�or�multi-pin�connectors�directly.

Wear�electrically�conductive�clothing�and�antistatic�shoes�(with�ESD�symbol).

For�additional�information�see:�61�35�Information�on�electrostatic�discharge�(ESD)�protection.

Disconnect�the�connector�(1)�of�the�front�oxygen�sensor�and�the
monitoring�oxygen�sensor�from�the�cable�channel�(2)�and�set�aside.



4�–�Install�ignition�coil.

POSTPROCESSES

5�–�When�working�on�the�last�cylinder:�Mounting�service�opening�of�the�sound�insulation�on�top�of�the�engine

▶▶ �Mounting�the�service�opening�in�sound�insulation�on�top�of�engine

6�–�Install�acoustic�cover

Unlock�plug�connection�(1)�and�disconnect.

Loosen�screw�(2).

Remove�ignition�coil�(3).

Install�ignition�coil�(3).

Tighten�down�screw�(2).

Screw Tightening
torque

8 Nm

Connect�connectors�(1)�and�lock.

The�connector�(1)�must�engage�audibly.

Ignition�coil

Connect�the�connector�(1)�of�the�front�oxygen�sensor�and�the�monitoring
oxygen�sensor�on�the�cable�shaft�(2).

Turn�the�sound�insulation�(2)�at�the�pivot�point�(1)�to�the�installation
position�and�guide�it�in�where�marked�(arrows).



RISK�OF�DAMAGE

Jerky�movements�during�disassembly�and�excessive�application�of�force�during�installation�may�result�in
breakage�of�the�acoustic�cover.

Additional�Information

Overview�of�Tightening�Torques

Links

Damage�to�the�acoustic�cover.

Disassemble�or�mount�the�acoustic�cover�carefully.

Disassemble�or�mount�snap-lock�couplings�of�the�ball�pivots�one�after�the�other.

Disassemble�or�mount�acoustic�cover�only�at�temperatures�>20�°C.

Use�only�distilled�water�as�an�auxiliary�material�during�installation,�no�lubricants.

Check�the�rubber�mount�(1)�for�correct�fit�in�the�acoustic�cover.

Install�acoustic�cover�(1)�and�fix�in�the�rubber�mounts�(marks).

Screw Tightening�torque 8 Nm

Ignition�coil Used�in�step 4

Used�in�stepRepair�instructions

61�35�...�Notes�on�ESD�protection�(Electro�Static�Discharge)� 3


