
EM0E6−01

A03338
N·m (kgf·cm, ft·lbf) : Specified torque

Air Cleaner Inlet

Air Cleaner 
Assembly

Engine under Cover

x 18

Upper Radiator Support

Upper Radiator
Hose

MAF Meter Connector

Radiator and Electric
Cooling Fan Assembly

ECT Switch
Connector for
Electric Cooling
Fan

PS Air Hose

Lower Radiator Hose

ECM Outlet Duct

Electric Cooling
Fan Connector

Wire Clamp

Lower
Radiator
Support

Oil Cooler Hose
for A/T

Wire
Clamp

Air Inlet Hose
for EVAP

PCV Hose

Intake Air
Connector
Pipe

Front Suspension Member Brace

Hood

Windshield
Washer Hose

58 (590, 43)

Generator
Drive Belt

RH Engine Under Cover

V−Bank Cover Accelerator
Cable

−ENGINE MECHANICAL (1UZ−FE) ENGINE UNIT
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A04194

Starter Cable

PS Air Hose

Hose Clamp for
PS Air Hose

PS Air Hose

Generator
Wire

Wire for
Generator wire

PS Oil Hose Ground Cable

EVAP Hose

Ground Strap

Heater Hose
Air Inlet Hose
for EVAP

Fuel Inlet Hose
(Rear Fuel Pipe)

A03104

ECM Hood

Grommet

Engine Wire

Wire Harness Connector

ECM Cover

ECM
Connector

Junction
Connector

EM−78
−ENGINE MECHANICAL (1UZ−FE) ENGINE UNIT
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A04196

PS Oil Pressure
Switch Connector

No.1 V−Bank Cover
Bracket

Transmission Control Rod

PS
Pump

Engine and
Transmission
Assembly

Engine Rear
Mounting
Insulator

Hole Plug

Steering
Intermediate
Shaft A/C

Compressor

PS Gear Housing

Stay

A/C Compressor
Connector

Wire
Clamp

Propeller Shaft

Heat
Insulator

Adjusting Washer

� Gasket

Heat Insulator

Heat
Insulator

Heated Oxygen Sensor
(Bank 2 Sensor 2)

� Gasket

Center Exhaust
Pipe

Center Front
Floor Brace

� Gasket

Front Exhaust Pipe

Heated Oxygen Sensor (Bank 1 Sensor 2)

Heat Insulator

Ground Strap

Pipe
Support
Bracket

� Gasket

� Gasket

� Gasket

TWC

� Gasket

�

�
�

�

� �

68 (700, 50)

13.5 (135, 10)

25.5 (260, 19)

65 (660, 48) 79 (805, 58)

37 (375, 27) 44 (440, 32)

44 (440, 32)

44 (450, 32)

44 (440, 32)

N·m (kgf·cm, ft·lbf) : Specified torque
� Non−reusable part
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A03088

Oil Lever Sensor
Connector

PNP Switch
Connector VSS Connector

Engine Wire

Ground Strap

Direct Clutch
Speed Sensor
Connector

Oil Cooler Pipe
for Transmission

Transmission (with Torque
Converter Clutch)

Oil Dipstick and Guide
for Transmission

Engine

Front Spacer

Flywheel Housing Under Cover

Rear Spacer

Drive Plate

� O−Ring

Stay

Stay

Solenoid
Connector

x 10

37 (380, 27) for 14 mm Head
72 (730, 53) for 17 mm Head

83 (850, 61)

48 (490, 35)

x 8

x 6

N·m (kgf·cm, ft·lbf) : Specified torque

Stay

� Non−reusable part
� Precoated part

�

�

EM−80
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