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PRECAUTIONS

< PRECAUTION >

PRECAUTION
PRECAUTIONS

Precaution for Supplemental Restraint System (SRS) "AIR BAG" and "SEAT BELT 
PRE-TENSIONER" INFOID:0000000001702327

The Supplemental Restraint System such as “AIR BAG” and “SEAT BELT PRE-TENSIONER”, used along
with a front seat belt, helps to reduce the risk or severity of injury to the driver and front passenger for certain
types of collision. Information necessary to service the system safely is included in the SR and SB section of
this Service Manual.
WARNING:
• To avoid rendering the SRS inoperative, which could increase the risk of personal injury or death in

the event of a collision which would result in air bag inflation, all maintenance must be performed by
an authorized NISSAN/INFINITI dealer.

• Improper maintenance, including incorrect removal and installation of the SRS, can lead to personal
injury caused by unintentional activation of the system. For removal of Spiral Cable and Air Bag
Module, see the SR section.

• Do not use electrical test equipment on any circuit related to the SRS unless instructed to in this
Service Manual. SRS wiring harnesses can be identified by yellow and/or orange harnesses or har-
ness connectors.
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< COMPONENT DIAGNOSIS >

M

COMPONENT DIAGNOSIS
DOOR MIRROR

Wiring Diagram — Position Adjustment (LHD) — INFOID:0000000001702329
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DOOR MIRROR

< COMPONENT DIAGNOSIS >

Wiring Diagram — Position Adjustment (RHD) — INFOID:0000000001728321
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< COMPONENT DIAGNOSIS >
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Wiring Diagram — Power Fold System  (LHD) — INFOID:0000000001728322

AWLWA0016GB
MIR-5



DOOR MIRROR

< COMPONENT DIAGNOSIS >

Wiring Diagram — Power Fold System  (RHD) — INFOID:0000000001728323
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< REMOVAL AND INSTALLATION >

M

REMOVAL AND INSTALLATION
DOOR MIRROR

Removal and Installation INFOID:0000000001716808

CAUTION:
Be careful not to damage the mirror body.

REMOVAL
1. Remove the front door finisher. Refer to INT-13, "Removal and Installation".
2. Disconnect the harness connector of door mirror.
3. Using a suitable tool remove door mirror base cover.

CAUTION:
• Do not reuse the disassembled door mirror base cover.
• Be careful not to damage the door panel with a tool.

4. Remove the door mirror bolts, and remove the door mirror
assembly.
CAUTION:
Do not use force to remove the door mirror assembly by
force because it is attached by clip.

INSTALLATION
Installation is in the reverse order of removal.

PIIB2638J

1. Door mirror base cover 2.  Door mirror

PIIB2679E

PIIB6288E
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DOOR MIRROR

< REMOVAL AND INSTALLATION >

Disassembly and Assembly INFOID:0000000001716809

DISASSEMBLY
1. Pull out all the terminals from the connector.

NOTE:
Before pulling out the terminal, note the connector terminal arrangement.

2. Turn the mirror glass surface upward.
3. Apply a protective tape A to the housing.
4. Insert a suitable tool B into the concave gap between mirror

holder (1) and power unit (2). Push up tabs (3) (2 locations) on
mirror holder to disengage lower part of mirror holder, and
remove mirror body assembly.
NOTE:
When pushing up the tabs, do not forcefully push up only 1 con-
cave position but try to push up 2 concave positions.

5. Remove the mirror body (1) from the mirror housing assembly
(2).

ASSEMBLY
1. Warm the lower tabs with a dryer or equivalent.

NOTE:
Warm the lower tabs sufficiently before installing the mirror body. The tabs may be broken if it is cold. Be
especially careful in the winter.

2. Engage upper tabs of mirror body (1) with power unit (2). Then,
press lower part of mirror glass down until the lower part snaps
to allow engagement of lower tabs.
NOTE:
After installation, visually check that the lower tabs are securely
engaged when viewed from the bottom of mirror surface.

3. Insert the harness terminals into the connector.
NOTE:
Make sure to insert the harness terminals into the correct con-
nector. Do not confuse the locations.

PIIB6317E

PIIB6096E

PIIB6316E
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< REMOVAL AND INSTALLATION >

M

INSIDE MIRROR

Removal and Installation INFOID:0000000001716810

REMOVAL
Slide the inside mirror upward, and then remove inside mirror (1)
from the mirror base (2).
CAUTION:
• Do not use excessive force to remove the inside mirror

because it is inserted tightly into the mirror base.
• Do not reuse the inside mirror disassembled from mirror

base.

INSTALLATION
Installation is in the reverse order of removal.
CAUTION:
Be sure to insert the inside mirror to the mirror base until the pawl is engaged to the mirror base.

PIIB6289E
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