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A new dual clutch gearbox is being introduced erhethch«tﬂFK@\E@e

Its compact design also allows it to be mstg]ié%}(l“n“ AO- and B-segment veoﬁFdfeﬁg

In the Golf GTE, the dual clutch gearlao"i( ODD is driven by a 1.4  110kW TSI eng‘?@g and the electric drive motor
V141 that delivers 75kW. The g%dﬁ)ox has been specially configured for this drive ’ryp’e cmd allows a high level of
driving enjoyment with minim n fuel consumption. /)/

You will find out more aboq{ﬁhe design and function of the dual clutch gearbox ODD over tffe foIIowmg pages.
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The Self-study Programme shows the For current testing, adjustment and repair
design and function of instructions, refer to the relevant service

. Important
new developments. literature.

The contents will not be updated. note
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Introduction

Volkswagen dual clutch gearlm

geﬂ AG SVVagenAG
The dual clutch gearbox ODD was devel@p&eg by Volkswagen speC|f|cc|||y f/or’t;h;g requirements of hybrid vehicles.
The gearbox is produced at the KQQQ%T facfory and continues the success story of @Qal clutch gearboxes at

Volkswagen. \Qp%
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History of the .
dual clutch g@rbox

Inpart or in

2004
The first dual clutch geqrbox 02E (0D9*) developed
by Volkswagen was faunched in the Golf R32. It had
six forward gears an% two wet clutches.
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2007 >
The dual clutch gearbox OAW@CW*) with seven
forward gears and two dry clufchegwas intfroduced.
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2010

The dual clutch gearbox OBH (ODL*) was introduced
at Volkswagen Passenger Cars in the Tiguan 2010.
It had seven forward gears and two multi-plate

clutches.

2013

The dual clutch gearbox 0CG was introduced in the
Jetta Hybrid. The OAM gearbox with an additional dry
disengagement clutch formed the basis for this

gearbox.

*New codes assigned to the gearboxes upon introduction of the
modular transverse matrix (MQB).



Basic principle of the dual clutch gearbox
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The dual clutch gearbox corfs&sfs of two manual
gearboxes (gear train halves) vﬁ:b two clutches K1
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and K2.
Clutch K1 transmits the drive ’rorque@ gear frain
half 1. Gears 1, 3 and 5 are selected i lg gear

train half 1. 1
Clutch K2 transmits the drive torque to gear train
half 2. Gears 2, 4, 6 and R are selected in gear train
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Drive torque
This design enables fast gear changes without

interruptions to traction.
When clutch K1 is engaged and a gear is selected in

gear train half 1, the power is transmitted via this

gear train half to the final drive

When clutch K1 is disengaged, clutch K2 will engage
at the same time. The power is then transmitted via
the gear selected in gear train half 2 to the final

drive.

Gear train half 2

Gear train half 1

AT
$538_062

Final drive




Introduction

The dual clutch gearbox ODD in the Golf GTE

Being a hybrid vehicle, the Golf GTE runs in the following operating modes:

- Driving with only the electric drive motor (e-machine)

- Driving with only the combustion engine

- Driving with both power units together (boost)

In all operating modes, the dual clutch gearbox ODD shifts between the gears without interrupting traction.

Golf GTE profile

The vehicle switches between the operating modes by using a-third-clutch. The clutch connects or separates the two

power units and is therefore called disengagement'¢lutch KO.

Kerb weight 1,524 kg

Length, width, height 4,270 mm, 2,027 mm (with exterior mirrors), 1,457 mm
Combustion engine 1.41 110kW TSI engine

Combustion engine torque max. 250Nm

Electric drive motor Electric drive motor V141

Electric drive motor output max. 75kW

Electric drive motor torque 170Nm constant torque,

330 Nm maximum transmittable torque

Weight of electric drive motor 34kg (with connection box)
Gearbox Dual clutch gearbox ODD
Number of gears 6 forward gears, 1 reverse gear
Weight of gearbox 93kg (when filled with oil)
Weight of dual-mass flywheel 8kg

Oil quantity for DSG and hybrid module | 8 litres

Oil change quantity 7 litres

Oil change interval See ELSA




Dual clutch gearbox ODD profile

The dual clutch gearbox ODD consists of the following assemblies:

- Hybrid module
- Manual gearbox with gear oil cooler

- Mechatronic unit

Manual gearbox

Gear oil cooler K
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Hybrid module
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Overview of desg\gnv
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The hybrid module consists of: o,
- The hybrid modulg\\\h%using QOO%
- A cooling iackelg,b\ @&
- The electric dgﬁe motor V141 (e-machine) /{9%
<

Q
- A clutch pack
)
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k consists of the disengagement clutch KO and the drive clutches K1 and

Rol

The clutch p
The basic co

ponents of the electric drive motor are the rotor and the stator.
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Stator

Drive clutch K2

Cooling jacket

Drive clutch K1
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Clutch pack

The hybrid module contains the two drive clutches K1 and K2, the disengagement clutch KO and the electric drive
motor V141 (e-machine). All three clutches are wet clutches.
The disengagement clutch KO connects or separates the combustion engine to/from the electric drive motor.

The disengagement clutch KO is engaged:
- When the electric drive motor V141 starts the combustion engine.
- When the vehicle is being driven by the combustion engine.

- When both power units drive flg@axﬁhi’é%.vmkswagen/\@ do,
e Snoy

s@&o\! 94/5./23
The disengagement clg&ﬂﬁn\ KO is disengaged when the vehicle is drive?{@egclusively by the electric drive motor.
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Electric drive motor

Drive clutch K1

Disengagement clutch KO

Drive clutch K2

Input shaft from
combustion engine

fl Input shaft 2

Input shaft 1 s538_099



Manual gearbox

Overview of design

The gearbox housing is made of aluminium.

The following components are located inside the gearbox housing:

- Two input shafts that are concentric and rotate independently of each other
- Two output shafts

- Four selector shafts for selecting the gears

- A bearing plate that separates the gear case from the hybrid module

- A parking lock

- A differential with final drive

agen AG.Volkswagen AGg,
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Gearbox housing 4 e(\‘o\l

Bearing plate

Selector shafts

Output shaft 1

Input shafts 1
and 2

Selector shafts

Output shaft 2
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Differential with final drive

Parking lock
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The gear wheels (fixed gears) are mounted on the input shafts.

The selector gears (idler gears), the locking collars with the synchro-hubs and the output gears to the differential
are located on output shafts 1 and 2.

Both output shafts engage with the final drive gear of the differential.
All gears are helical-cut and thus ensure quiet running.

Output shaft 1 Selector gear (|I<-:l|e||'('geqr) ” . .
Output g G, Volks ocking collar with synchro-hu

JO
‘ 3oy
Differential &

Input shafts 1
and 2

Gear wheel
(fixed gear)

s538_037
Output gear to differential Locking collar with synchro-hub

Output shaft 2 Selector gear (idler gear)

11
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Manual gearbox .o
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Input shaft 1 7,
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Input shaft 1 is a hollow shaft. The fixed gears for 1st, 3rd and 5th gears are moun@ on it along with a pulse
Y . o . >
wheel to megsure its speed. The fixed gears mesh with the selector gears on output sh%ﬁs 1land 2.
o
s k)
S . — . 2 .
Input shaft 1 is mounted in a deep groove ball bearing in the gearbox housing. Two needle bearings run between
=3
input shafts 1 and 2. o
Qo o
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% Pulse wheel §3“
Deep groove ball bearing

Input shaft 2 Input shaft 1

llh'—r-

Hollow input shaft 1
Needle bearing

s538_065

Fixed gears for 1st, 3rd and
5th gears Internal tube

Mechatronic unit
Gearbox housing
Qil flow 1

Oil supply for disengagement clutch KO

s538_106

The disengagement clutch KO is supplied with oil via
two connecting galleries in the cover and the gearbox

housing.
The oil continues through the apertures in input
shaft 1.

12



Pressurised oil

Cooling oil

Input shaft 1

$538_039

Input%haft 2

Internal tube in input shaft 1

An internal tube made of steel splits the two oil
galleries inside input shaft 1.

The pressurised oil for actuating the disengagement

_ge”AG@gtch KO flows inside the internal tube.

The cé@l@ oil flows between the internal tube and

input shaft/ff@
The oil flows to ﬂig clutch from the apertures in input

pe)
shaft 1. <,
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Input shaft %us fitted onto input shaft 1 using needle bearings. The fixed gears for 2nd§fh 6th and reverse gear

are mounfed gnto this shaft.

The large flxed’CSear engages in the selector gears for both 4th gear and 6th gear.

7/
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Input shaft 2 also hé%c pulse wheel to measure its speed.
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The deep groove ball B@armg for input shaft 2 is fitted in the bearing plafeor)
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Input shaft 2

Input shaft 1
Needle bearing

Deep groove ball
bearing for
input shaft 2

Fixed gears for 2nd,
4th, 6th and R gears

s538_040
Needle bearing
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Manual gearbox

Output shaft 1

Output shaft 1 is mounted in a ball bearing (fixed bearing) in the gearbox housing. The output shaft is mounted in
a roller bearing (floating bearing) in the bearing plate about two thirds along its length. The combination of fixed

and floating bearings on the output shaft allows very good absorption of axial and radial forces.

The locking collars with the synchro-hubs and the selector gears for 1st, 4th and R gears are located between the
gearbox housing and the bearing plate.
The output gear meshes with the final drive gear of the differential in front of the bearing plate.

The flow of power between the selector gears and the output shaft is enabled by two locking collars and by the
synchro-hubs. One locking collar engages 1st and 4th gears and the other reverse gear.

.Volkswa
Selector gear for 1st gear wagen AG 9enAGq,
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.rﬁggéla\or gear for 4th gear nofgl/af
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Selector gear for R gear”
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Housing
\
| &
Ball bearing —_—
—
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Roller
bearing

)
Output shaft 1

I.l...-

Locking collar for

Differential

Locking collar for
R gear

Final drive / s538_041



Output shaft 2 S e,
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Output shaft 2 is mounted in a ball bearing in@tﬁ% gearbox housing. The output shaft is mounted in a roller Bearing

. . . & Z,
in the bearing plate about two thirds along ifs length. %
The locking collars with the synchro—hubg’tqnd the selector gears for 2nd, 3rd, 5th and 6th gears are located £l

between the gearbox housing and 1he§earing plate.
The output gear meshes with the fincljrive gear of the differential in front of the bearing plate.
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i

Selector gear for 3rd gear
e
Selector gear for 6th gear %‘910910, .

c~a 1D
Selector gear for 2nd gear and reversal of direction in R gear

Input shafts 1
and 2

Housing

Output gear

Ball bearing

Selector gear for

Sth gear $538_042

Locking collar for  Roller Bearing plate
Locking collar for Synchro-hub 2nd and 6th gear bearing
3rd and 5th gear

Output shaft 2
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Manual gearbox

Selector shafts

The selector shafts run in linear ball bearings (linear-motion bearings) fitted in the gearbox housing and in the
bearing plate. The selector forks that engage in the locking collars are located on the selector shafts.

The six forward gears and reverse gear are selected by four selector shafts.

The selector forks are moved hydraulically in this dual clutch gearbox.

Each selector shaft has a hydraulic cylinder at both ends.
The gear oil from the mechatronic unit passes through the oil supply galleries to the hydraulic cylinders and moves

the selector shafts.
The spring-loaded ball and the locking element hold the selector shaft in position when no pressure is applied.

The magnet on the selector fork is used to measure its current position.

Oil supply galleries from mechatronic unit
Housing

Selector forks
Hydraulic cylinder

Locking collar
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No pressure at

Spring-loaded
cylinder

No pressure at
cylinder ball
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Selector shaft with locking element and selector fo% in
(o8

neutral position =
538045
®
A
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<
Spring-loaded ball CyIind%;o Oil pressure is applied to the right-hand cylinder of
Selector shaft Locking collar %% the selector shaft and overcomes the pressure of the
"“_ spring-loaded ball on the locking element.

L_r

oil
pressure
$538_044

Selector shaft with locking element and
selector fork upon engagement

No pressure at cylinder No pressure at cylinder

Selector shaft with locking element and selector fork in
selected position
s538_078

No gﬁs:)jre is applied to either of the two cyllnd'eg;s
éﬁ The selector shaft. “o,
“A spring-loaded ball pushes against the locking
element and holds the non-actuated selector shaft in Z,

the neutral position.
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(//,Ihe selector shaft is pushed to the left along with the
®)
$

selé,gt@or fork. The ramp geometry of the locking
elemen’ks;g ports the movement of the seleci‘[gti\%aft

9p N°
9)og 10, o Ue@eN\

The gear is engaged.

The hydraulic shifting process is complete. No

pressure is applied to the cylinders.
The locking element and the relief-grinding of the

selector gear hold the locking collar in position

The gear remains engaged.
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Manual gearbox

Single synchromesh

The synchro-rings for the forward gears and reverse gear have a carbon coating. The carbon material can

withstand high mechanical and thermal loads without being damaged.
The carbon coating allows all gears to use a single synchromesh for the first time

Selector fork Selector gear
Gear shoulder
Selector fork

Selector gear
Locking collar

Locking collar

Selector gear

| A = N —
Fu\. Output shaft

| '
= =5
- =

s538_098 F3

Synchro-ring with carbon coating

Synchro-hub

-Synchro-hub

Synchro-ring with carbon

coating Synchro-ring with carbon coating
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4 Selector fork

Circlip
Synchro-hub
(&

WD
N

Locking pieces

Circlip

Synchro-ring with
Synchro-ring with
carbon coating

carbon coating

Locking collar
Locking piece s538 096
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Interaction of clutches

Power from
electric drive
motor
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Power from
IS A
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Power from

3 electric drive
A motor

Power from
combustion

engine

Y
9%38 disengagement clutch KO is engqg?\d&@

Driving exclusively with the electric drive motor
The disengagement clutch KO is disengaged.

The electric drive motor operates as a motor and
drives the vehicle. The combustion engine is off and

decoupled from the drive train.
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Driving with the combustion engine
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The disengagement clutch KO is engaged. ‘L/f%
/4'4

The combustion engine drives the vehicle and the */2
electric drive motor can be used as an alternator as e
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Driving with the electric drive motor and ‘ \\ga&
combustion engine (boost) @0’3

>

O . . .
The g@m&z&s&on engine dr'légs\)g@g icle together
with the electric drive motor. In boost mode, the
electric drive motor supports the combustion engine

up to the maximum possible torque.
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Manual gearbox -
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Power transmission -

Operaﬁorﬁ)\}vifh the combustion engine is shown in the following illustrations.
This meor?s that the drive power is transferred via the disengagement clutch KO.
The ’rrqn§m|SS|on of power inside the gearbox is identical in electric and boost mode.

Power transmission in 1st gear

C\agmposes, inpart
e\’

<

The drive 'rcq‘,rque is transmitted via the engaged clutch
K1 to input é@off 1 (IS1). The centre gearwheel on
input shaft 1 rr?gshes with the selector gear for 1st
gear on output sﬁgﬂ 1 (OS1). The synchro-hub locks
the selector gear foof’%./st gear to output shaft 1. The
output torque is fransmﬂ'l@/d via the output gear
(OGl1) to the differential an@@bys to the driven

(7N
wheels. IOSZOJC]

I' s538_004

i Differential

Power transmission in 2nd gear

The drive torque is transmitted via the engaged clutch

K2 to input shaft 2 (IS2). The small gearwheel on input
shaft 2 meshes with the selector gear for 2nd gear on { S
output shaft 2 (OS2). The synchro-hub locks the

selector gear for 2nd gear to output shaft 2. The

output torque is transmitted via the output gear
(OG2) to the differential and thus to the driven
wheels.

0G2 ¢l

s538_005
| Differential




s538_006

Differential

Power transmission in 3rd gear

The drive torque is transmitted via the engaged clutch
K1 to input shaft 1 (IS1). The front gearwheel on input
shaft 1 meshes with the selector gear for 3rd gear on
output shaft 2 (OS2). The synchro-hub locks the
selector gear for 3rd gear to output shaft 2. The
output torque is transmitted via the output gear (0G2)

to the differential and thus to the driven wheels.

_ agen AC: VO'kswageP@ﬁMg; transmission in 4th gear

$538_007

Qz/ar
The drive ’rorque |§d5c:nsm|ﬁed via the engaged clutch
K2 to input shaft 2 (IS@) The large gearwheel on input

shaft 2 meshes with the S@Jector gear for 4th gear on
/

output shaft 1 (OS1). %//,‘
The synchro-hub locks the se/r@:fror gear for

4th gear to output shaft 1. The%ufpuf torque is
transmitted via the output gear (OG1) to the
differential and thus to the driver%wheels.
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Manual gearbox

Power transmission in 5th gear

The drive torque is transmitted via the engaged clutch
K1 to input shaft 1 (IS1). The rear gearwheel on input
shaft 1 meshes with the selector gear for 5th gear on

output shaft 2 (OS2). The synchro-hub locks the
selector gear for 5th gear to output shaft 2. The
output torque is transmitted via the output gear
(OG2) to the differential and thus to the driven

wheels.

22

Power trfgnsmlsslon in 6th gear

rpos

The drive ’rorq& is fransmitted via the engaged clutch
K2 to input sha%2 (IS2). The large gearwheel on input
shaft 2 meshes vﬁfh the selector gear for 6th gear on

output shaft 2 (Ogao) The synchro-hub locks the

selector gear for 61%39e0r to output shaft 2. The

output torque is ’rransr?fg'ted via the output gear
(OG2) to the differential éj,‘ld thus to the driven
wheels.
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Differential
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Differential

$538_010

Power transmission in
reverse gear

The drive torque is transmitted via the engaged clutch
K2 to input shaft 2 (IS2). The small gearwheel on input
shaft 2 meshes with the selector gear for 2nd gear on
output shaft 2 (OS2). The selector gear for 2nd gear
meshes with the selector gear for reverse gear on
output shaft 1 (OS1). This changes the direction of
rotation. An additional output shaft is therefore not
required.
The synchro-hub locks the selector gear for reverse
gear to output shaft 1. The output torque is
transmitted via the output gear (OG1) to the
differential and thus to the driven wheels.
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Mechatronic unit

Overview of design

The mechatronic unit is installed in the gearbox and is separated from the gear case simply by a partition.

The apertures in the partition allow components to move and the speed sensors are sealed. The mechatronic unit is
immersed in gear oil. This enables faster response times and quieter operation. Oil is exchanged between the
mechatronic unit and the gear case via an oil overflow hole.
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Mechatronic unit Oil overflow hole i3

Hydraulic pump Double gear pump
motor

$538_100

Gearbox housing

Highlighted in green:
sensors for measuring the selection positions of the selector shafts as well as the speeds of the input shafts.



Oil pump agenAC: \/oIksvvagenAGd

0\\A 88/70
The hydraulic purpp(\hwotor V401 is a brushless direct curr&hg/mofor
It drives two g)e‘\ar pumps simultaneously via one shaft. 6)6’0/4
\Q}@ OO@
S %

The mqgar starts and oil pressure is built up when you open the drlver s.door.

The r@b'ror runs constantly in driving mode unless the selector lever is in ﬂ)@ P or N positions.
N Z
Qo

& Z.

The J
o

the lubricating and cooling oil and influence the speed of the motor.

e\'c'\a\pu"poses’ 'nPart orip
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Gear pump 1 (low pressure)

Gear pump 2 (high pressure)

Pump housing

Connecting pipe

Hydraul ¢ pump motor

Filter element Suction filter housing

9., . . . . 5
he minimum speed is 450 rpm. Different loads in the gear case and in the clutches determine the delivery rate of

s538_101
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Mechatronic ul
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Valves
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~
Tlﬁé mechatronic unit contains proportional solenoid valves.
Ihe valves are activated by the mechatronic unit with a pulse-width modu ation signal (PWM)
el
®
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9110

The duration of solenoid activation defines the strength of the magnetic flelcﬁcnd thus the travel of the armature.

L
N
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§ The plunger moves with the armature and operates the valve proporhonqlly?p the received PWM signal. This
- activation allows the oil flow to be regulated according to the requirements.
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Solenoid
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Armature

e

Plunger

s538_093

Solenoid

Valve unit with four proportional solenoid
valves in mechatronic unit
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A gear is engaged inside the dual clutch gearbox with the following steps:

The mechatronic unit electrically activates the pressure regulating valve for the corresponding gear train half.

- The gear oil passes through the open pressure regulating valve for the gear 1rq|n h}ﬂ‘f(fo the gear actuator
wagen A SWagenAg y,,
\\49 GSDO[

valves and the clutch valve.

- The elecirically activated gear actuator valve opens and the geq;a‘g)? flows through the oil supply pOSqug@,%
- The gear oil presses against a hydraulic cylinder on the seleoo‘}%r shaft. 0,29
- The selector shaft is moved along its axis. @Q? O“%/
- The selector fork pushes the locking collar onto the se@\ctor gear. @&/‘
4 %
The gear is engaged. & 2,
& E
g,
o
- k)
5 g
=3
Mechatronic unit o
o
g
Oil supply from the mechatronic unit to 3
operate the selector shaft ;v?
Oil supply from the 5
mechatronic unit to 59
Selector shaft operate the selector 8
haft S
Selector fork sha Sk
N
QO}
/{)0
S
N
ok
R
NS
Hw?ﬁoulic cylin-
der on the

).\ selector shaft
’ o

$538_067

Gearbox housing

Bearing plate
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Mechatronic unit

Sensors and actuators

The mechatronic unit contains numerous sensors and electrical valves that control and monitor the selection

processes.

Electrical connection

Pressure accumulator

Valve unit 1

Integrated pressure sensors with pressure %
transfer tubes g

Suction filter

I Sensors
I Actuators
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Sensors (shown in green)

G487

G488

Valve unit 2

Oil return pipe G489
G490
G612

G632

Lubrication fo G270
output shafts
G617
G618

N88
N89
N90
N91
N92
N93
Bearing plate N215
N216
N218
$538_102 N233

N371

V401

Gear selector movement sensor 1
Gear selector movement sensor 2
Gear selector movement sensor 3
Gear selector movement sensor 4
Gearbox input speed sender 2

(input shaft 2)

Gearbox input speed sender 1
(input shaft 1)

The following three senders have been integrated into the
mechatronic unit and are not visible from the outside:

Gearbox hydraulic pressure sender,
(measures the pressure in the high-pressure accu-
mulator)

Clutch travel sender 1 (pressure sensor;
measures the pressure acting on the piston for
clutch K1)

Clutch travel sender 2 (pressure sensor;
measures the pressure acting on the piston for
clutch K2)

Actuators (shown in blue)

Solenoid valve 1,
(operates the gear actuator for 1st gear and N)

Solenoid valve 2,
(operates the gear actuator for 6thi@and 2nd gear)

Solenoid valve 3,
(6perates the geanactuator for 5th and 3rd gear)

Solenoid valve 4,
(operates the gear actuator for 4th and R gear)

Solenoid valve 5 (regulates the cooling oil flow
rate for drive clutches K1 and K2)

Solenoid valve 6 (allows the pressure accumulator
to be filled and drained as necessary)

Automatic gearbox pressure regulating valve 1,
(operates drive clutch K1)

Automatic gearbox pressure regulating valve 2,
(operates drive clutch K2)

Automatic gearbox pressure regulating valve 4,
(operates disengagement clutch KO)

Automatic gearbox pressure regulating valve 5,
(safety valve 1 for gear train half 1)

Automatic gearbox pressure regulating valve 6,
(safety valve 1 for gear train half 2)

Hydraulic pump motor
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Mechatronic unit

Oil circuit

In this chapter, we will look at the mechatronic unit oil circuit in detail. On this double page, the highlighted
components have been assigned to the hydraulic diagram elements to simplify the schematic hydraulic diagram.

Qil cooler

Gear train half 1 Drive clutch K1




Cooling of KO, K1, K2

v
— S é

E-traction

Pressure accumulator <

Gear train half 2 Drive clutch K2

$538_095
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Mechatronic unit

° . N e L9,
Overview of oil circuit @,
&‘\0 @@O
S 7S
There are two oil gii’cuifs inside the mechatronic unit: OC‘@O

- Low-pressuxr\é?oil circuit regulated to 1.5 bar
- High-pressure oil circuit with a system pressure of 43-53 bar
K

o
<
@
o
L
=

Key

- Sensor

- Actuator

- Low-pressure oil circuit
Il High-pressure oil circuit
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The low-pressure oil circuit is supplied from the oil sump in the gear case.

The high-pressure oil circuit is supplied from the oil sump in the mechatronic unit.
All of the oil is continuously cooled and filtered as it is exchanged between the mechatronic unit and gear case.

- TT
(W
(N T 77
RIRIIEMN

G270

iﬂﬁm@®ﬁggé

%),

o
Q
)
@
Q2
S
S
Q

K2

$538_052, 052a - 052r

L__I

2/2-way valve, electrically operated
4/3-way valve, electrically operated
3/3-way valve, electrically operated

4/4-way valve, electrically operated
Wagenag a
083/70[

(/,3/.
Wra.
2/2-way valve, hydrq/@ltgally operated
o, .
RS
%

2/3-way valve, hydraulically oggréqted
D,

Filter with overload protection
Cooler

Non-return valve, spring-loaded
Restrictor

Pressure sensor

Hydraulic double pump,
electrically operated e
mx“@}
Pressure g,ggam%ll\qfor
"oy UR

Selector shaft with selector fork

Clutch, disengaged

Clutch, engaged
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Low-pressure .oil circuit
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The low-pressure oil-circuit lubricates the gear case and cools the clutches KO, K1 and K2.

The solenoid valve N92 and the three hydraulically operated valves regulate the oil circulation. T

@

ot

he gear oil drawn

in flows through an‘oil cooler and an oil filter before it reaches the gear case and the clutches.
c

(il purposes!

2

s .
% - s538_056

b
AR 3 —3
4 5
;..J
(AN .
I‘\\__'__.-"'l
+- V401
1
Key
N92 Solenoid valve 5 5

2/2-way valve, hydraulically operated,

(regulates the lubricating pressure to 1.5 bar)
V401 Hydraulic pump motor

6 Cooling of disengagement clutch KO
1 Mechatronic unit oil sump
7 Cooling of drive clutch K1
2 Gearbox housing oil sump
8 Cooling of drive clutch K2
3 2/3-way valve, hydraulically operated,
(opens and closes the cooling oil supply passage 9 Gear case lubrication
for KO)
P Low-pressure oil circuit supply
4 2/2-way valve, hydraulically operated, L | circoi
(enables emergency running when the cooling ow-pressure oll circuit refurn

and filter route is blocked)
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Cooling of drive clutches N >
. . $ . - %
The drive clutches K1 and K2 are cooled vig the solenoid valve N92 when it is not powered. %
S <

If there is a low requirement or no requirgfnenf for cooling oil, solenoid valve N92 is electrically activated. 3

The valve closes and the oil volume supgl\'led to the clutches is reduced.

Ny

E N92

Nz
=
&l

= ol
= V401

Regulation of low pressure
The oil volume in the control line (a) from the drive clutches to the pressure-operated 2/2-way valve is also

reduced.
The oil volume and the spring force are no longer sufficient to keep the valve closed. It is opened by the oil pressure
(b) that is applied in a second control line to the supply. The oil flows back into the sump. The low-pressure oil circuit

is regulated by the interaction of both valves.
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Mechatronic unit

Cooling and filter route blocked

If gear oil cannot pass through the filter, the oil %
pressure will increase in the supply between the pump

and the filter.

The increased oil pressure builds up in front of the

V
}
i

pressure-operated 2/2-way valve and the control

line. The valve is opened against the spring force. The —
components are still cooled and lubricated.

V401

e t
L____________J s538_084

1

Activation of cooling system for disengagement
clutch KO

The pressure regulating valve N218 is glectrically
activated and opened to engage the disengagement
clutch KO.

The oil volume reaches the disengagement clutch and

starts to engage it.

The clutch plates rub against each otheriand heat is
produced.
At the same time, gear oil flows through the control
line to the pressure-operated 2/3-way valve: o
The valve opens and additional gear oil cools the Y i =
o
clutch KO. 7N 4
- O
V401
| i b
+ *
N218
KO
$538_085

The oil from the high-pressure oil circuit actuates the
2/3-way valve when KO engages.



If the oil volume continues to rise, the clutch KO is fully
engaged. The clutch plates no longer rub against

Cooling of KO

2/3-way valve each other.
| The 2/3-way valve is closed again by the rising
pressure.
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The rising pressure in the control line closes the ) 3
. 2 I
2/3-way valve when KO is fully engaged. A §
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Mechatronic unit

High-pressure oil circuit

Various solenoid valves are located in the high-pressure oil circuit. The valves are electrically activated by the
mechatronic unit allowing gear oil to flow to the selector shafts and the clutches. A pressure accumulator ensures a
constant supply of oil. The gearbox hydraulic pressure sender G270 on the pressure accumulator informs the
mechatronic unit about the oil pressure in the high-pressure oil circuit. The mechatronic unit sets the position of the
solenoid valve N93 on the basis of the oil pressure level. The two pressure sensors (clutch travel senders 1 G617
and 2 G618) inform the mechatronic unit about the oil pressure acting on the drive clutches. These measured

values are required to ensure a smooth switch-over between the clutches.

-
®
S
®©
™
e

Key K2

G270 Gearbox hydraulic pressure sender N91 Solenoid valve 4

G487 Gear selector movement sensor 1 N93 Solenoid valve 6

G488  Gear selector movement sensor 2 N215 Automatic gearbox pressure regulating valve 1

G489  Gear selector movement sensor 3 N216 Automatic gearbox pressure regulating valve 2

G490  Gear selector movement sensor 4 N218 Automatic gearbox pressure regulating valve 4

G617  Clutch travel sender 1 N233 Automatic gearbox pressure regulating valve 5

G618  Clutch travel sender 2 N371 Avutomatic gearbox pressure regulating valve 6

N88 Solenoid valve 1 V401 Hydraulic pump motor

N89 Solenoid valve 2 - High-pressure oil circuit supply

High-pressure oil circuitieéturn
N90 Solenoid valve 3 gnp



V401

—_—

s538_055

$538_054

Term for “pump in circuit”

The mechatronic unit activates the solenoid valve
N93 to regulate the pressure in the high-pressure oil
circuit.

The valve moves to the centre position. The oil drawn
from the mechatronic unit oil sump is pumped and
filtered within the circuit.

Draining the gear oil
The gear oil can only be fully drained with the vehicle
diagnostic tester.

The vehicle diagnostic tester activates the solenoid
valve N93.

The valve is moved to the “drain” position. The oil
flows in the cireuit again and the high-pressure oil
circuit js drained.

Please observe the information on this
in ELSA.
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Summary

Procedures during gear selection

Pulling away

The selection processes that take place when the vehicle pulls away are described first in the following section to

help explain the procedures in the mechatronic unit. The steps from opening the driver’s door to driving are

explained.

Starting requirements in the vehicle:

the vehicle is always parked with 1st and R gear engaged in selector lever position “P”.

The following steps are run through:

1.

f’s

The hydraulic pump motor V401 is activated when the driver’s door is opened.
Both gear pumps start to build up pressure and enable the vehicle to be quickly
set to driving mode. The pressure sensor G270 transmits the system pressure to the mechatronic

unit.

. The driver starts the vehicle and selects position “D”.

. The mechatronic unit detects the position of the selector lever.

. The driver request is detected by the engine control unit via the accelerator pedal position.

. The valves N233 and N215 are electrically activated to engage the drive clutch K1.

. The gear train half is filled with oil and the clutch is pushed together.

. The pressure sensor G617 transmits the level of the oil pressure applied to the clutch.

. The vehicle starts moving as the drive clutch Klsis engaged and 1st gear is selected.

The valve N233 will no fonger be powered if there is a fault in gear train half 1 or if there is a fault in
gear train half 2, then valve N371 will no longer be powered.

This shuts down the corresponding gear train half.

The vehicle can still be driven with the other gear train half.



Key
G270

G487
G617
N88

N92

N215
N233
N371

V401
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Cooling of KO active

Gearbox hydraulic pressure sender

Gear selector movement sensor 1

Clutch travel sender 1

Solenoid valve 1

Solenoid valve 5

Automatic gearbox pressure regulating valve 1
Automatic gearbox pressure regulating valve 5
Automatic gearbox pressure regulating valve 4

Hydraulic pump motor

Low-pressure oil circuit supply
Low-pressure oil circuit return
High-pressure oil circuit supply
High-pressure oil circuit return
Sensors

Actuators

s538_103
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Summary

Vehicle operation with the combustion engine and engaged
disengagement clutch KO

The following procedures are initiated by the mechatronic unit to engage the disengagement clutch KO:
" 1. The valve N218 is electrically activated.
Y It opens allowing oil to flow to the disengagement clutch KO.

2. The disengagement clutch KO starts to engage and the clutch plates rub against each other.
This produces heat.

> 3. At the same time, the oil pressure passes from disengagement clutch KO via the control line
> to the 2/3-way valve (a).

4. The valve opens and allows additional cooling oil to flow to the disengagement clutch KO.

5. If the oil pressure at the disengagement clutch is increased, the clutch will fully engage.
There is no longer an increased oil cooling requirement.
The 2/3-way valve (a) is closed again by,the higher oil pressure.



Key
G270

G487
G617
N88

N92

N215
N218
N233

V401
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l— Cooling of KO active

- Cooling of K1 active

Control line

Gearbox hydraulic pressure sender

Gear selector movement sensor 1

Clutch travel sender 1

Solenoid valve 1

Solenoid valve 5

Automatic gearbox pressure regulating valve 1
Automatic gearbox pressure regulating valve 4
Automatic gearbox pressure regulating valve 5
Hydraulic pump motor

2/3-way valve, pressure-operated

Low-pressure oil circuit supply
Low-pressure oil circuit return
High-pressure oil circuit supply
High-pressure oil circuit return
Sensors

Actuators

s538_104
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Service

Basic setting

The basic setting is-performed with the vehicle diagnostic téster in five steps.

Step 1
The necessary oil pressure is built up. The combustion engine is started“and all gears are moved to the neutral

position.

Step 2
The gear actuator travel required to synchronise the individual gears and the bite point of the drive clutches K1
and K2 are adapted.

Step 3

The gear actuator travel for the neutral positions of the individual gears is adapted.

Step 4
The gear actuator travel for the end positions of the individual gears is adapted.

Step 5
The combustion engine is switched off and the bite point of the disengagement clutch KO is adapted.

The basic setting procedure is merely an initial calibration of the transmission components, and serves as a starting
point for the adaption dUring driving.

The driving characteristics may be affected after the basic setting procedure.

Therefore the vehicle should be taken on a road test afterwards.

After a basic setting, a KO adaption is performed approximately once per minute in “Hybrid” operating mode until
the KO bite point has been successfully adapted fifteen times. The adaption interval is then extended to eight

minutes.



Changing the oil

The vehicle diagnostic tester is required to change the oil in the dual clutch gearbox 0DD.

The vehicle diagnostic tester is used to activate the solenoid valve N93 (accumulator filling valve) and drain the
high-pressure oil circuit. The hydraulic pump motor V401 is also deactivated.
This is done to protect the high-pressure pump from running dry once the gear oil has been drained.

Once the gearbox has been filled with gear oil, the motor V401 is activated again.
When the oil level is checked, the double gear pump runs for several minutes and circulates the gear oil. This

ensures that the oil levels in the gear case and in the mechatronic unit are correct.

The oil level can be checked at the check plug with the overflow pipe.
The high-pressure accumulator is filled again after the oil level check.

A0 The oil level will fall due to the described procedure.
5 Please observe the information in ELSA on this.
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Test your knowledge

Which answers are correct?

One or several of the given answers may be correct.

1.

w a Qo a »

a a 4

What should you observe when draining the gear oil?
a) All of the oil can, as usual, be;drained by opening the drain plug.

b) When draining all of the gear oil, the solenoid valve N93 needs to be activated with the
vehicle diagnostic tester.

c) The automatic gearbox pressure regulating valve 1 N215 is set to “open” and the oil
can be drained.

How are the six forward gears and the reverse gear synchronised?

a) All of them have a single synchromesh.

b) Only reverse gear has a single’synchromesh.

c) 1st to 3rd gear have a double synchremesh, all other gears have a
single synchromesh.

Which statement about the clutches is correct?

a) All clutches run in gear oil.

b) The drive clutches run in gear oil while the disengagement clutch KO is a dry clutch.

c) All clutches are located in the hybrid module.



o

a a 4

Which statement about the disengagement clutch KO is correct?
a) It connects the combustion engine to the electric drive motor.
b) The vehicle is driven by the combustion engine when disengagement clutch KO is disengaged.

c) When disengagement clutch KO is engaged, the vehicle can only be driven by the electric drive motor.

What should be observed after a basic setting procedure?

a) The vehicle can be handed back to the customer immediately after the basic setting as all
selection and clutch processes will be perfectly configured.

b) The vehicle should be taken on a road test after the basic setting.

c) A basic setting is not necessary.
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